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The UK participation in its preparation was entrusted to Technical
Committee EPL/48, Electromechanical components and mechanical
structures for electronic equipment.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2010.
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Foreword

The text of document 48B/2011/FDIS, future edition 1 of |EC 61076-3-115, prepared by SC 48B,
Connectors, of IEC TC 48, Electromechanical components and mechanical structures for electronic
equipment, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as
EN 61076-3-115 on 2010-09-01.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent
rights.

The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2011-06-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2013-09-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 61076-3-115:2009 was approved by CENELEC as a European
Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.

Publication Year
IEC 60050-581 2008

EC 60068-1 -

EC 60068-2-14

EC 60068-2-30 -

EC 60512-1

EC 60512-1-10 -

EC 60529 -

EC 60603- -

EC 60603-7-2 -

EC 60603-7-3 -

AR

EC 60603-7-4 -
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Title EN/HD Year
International Electrotechnical Vocabulary - - -
Part 581: Electromechanical components for
electronic equipment
Environmental testing - N 60068-1
Part 1: General and guidance
Environmental testing - N 60068-2-14 -
Part 2-14: Tests - Test N: Change of
temperature
Environmental testing - N 60068-2-30 -
Part 2-30: Tests - Test Db: Damp heat, cyclic
(12 h + 12 h cycle)
Connectors for electronic equipment - Tests N 60512-1 -
and measurements -
Part 1: General
Connectors for electronic equipment - Tests EN 60512-1-100 -
and measurements -
Part 1-100: General - Applicable publications
Degrees of protection provided by enclosures EN 60529 -
(IP Code)
Connectors for electronic equipment - N 60603- -
Part 7: Detail specification for 8-way,
unshielded, free and fixed connectors
Connectors for electronic equipment - N 60603-7-2 -
Part 7-2: Detail specification for 8-way,
unshielded, free and fixed connectors, for data
transmissions with frequencies up to 100 MHz
Connectors for electronic equipment - N 60603-7-3 -
Part 7-3: Detail specification for 8-way,
shielded, free and fixed connectors, for data
transmission with frequencies up to 100 MHz
Connectors for electronic equipment - N 60603-7-4 -
Part 7-4: Detail specification for 8-way,
unshielded, free and fixed connectors, for data
transmissions with frequencies up to 250 MHz
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Publication Year

EC 60603-7- -

JEC 60603-7-5

EC 60603-7- -
EC 60664 -
JEC 61076-1

EC 61076 2006

-1
-1
IEC 61156 Series

IEC 61156-2 -
IEC 61156-3 -

IEC 61156-4 -
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Title

Connectors for electronic equipment -
Part 7-5: Detail specification for 8-way,
shielded, free and fixed connectors, for data

transmissions with frequencies up to 250 MHz

Connectors for electronic equipment -

Part 7-7: Detail specification for 8-way,
shielded, free and fixed connectors for data
transmission with frequencies up to 600 MHz

Insulation coordination for equipment within
low-voltage systems -
Part 1: Principles, requirements and tests

Connectors for electronic equipment -
Product requirements -
Part 1: Generic specification

Multicore and symmetrical pair/quad cables
for digital communications

Multicore and symmetrical pair/quad cables
for digital communications -

Part 2: Horizontal floor wiring - Sectional
specification

Multicore and symmetrical pair/quad cables
for digital communications -

Part 3: Work area cable - Sectional
specification

Multicore and symmetrical pair/quad cables
for digital communications -
Part 4: Riser cables - Sectional specification

N 60603-7-

N 60664-1
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INTRODUCTION

Attention is drawn to the possibility that some of the elements of this document may be the
subject of patent rights. IEC shall not be held responsible for identifying any or all such patent
rights.

The International Electrotechnical Commission (IEC) draws attention to the fact that it is
claimed that compliance with this document may involve the use of a patent concerning

Amphenol ).
IEC takes no position concerning the evidence, validity and scope of this patent right.

The holder of this patent right has assured the IEC that he/she is willing to negotiate licences
under reasonable and non-discriminatory terms and conditions with applicants throughout the
world. In this respect, the statement of the holder of this patent right is registered with IEC.
Information may be obtained from:

Amphenol Socapex S.A.S.
948 Promenade de I'Arve
B.P. 29

74311 Thyez Cedex, France

Attention is drawn to the possibility that some of the elements of this document may be the
subject of patent rights other than those identified above. IEC shall not be held responsible for
identifying any or all such patent rights.

1) Amphenol is the trade name of Amphenol Socapex S.A.S. This information is given for the information of users
of this IS and does not constitute an endorsement by IEC of the trademark holder or any of its products.
Compliance to this profile does not require use of the trade name Amphenol. Use of the trade na
requires permission from Amphenol Socapex S.A.S. ﬁéwents
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