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National foreword

This British Standard is the English language version of

EN 61076-4-101:1998. It is identical with IEC 61076-4-101:1995. This
standard is a harmonized specification within the IEC quality assessment
system for electronic components (IECQ). In the IECQ system, this
specification is numbered QC 480301XX0002.

The UK participation in its preparation was entrusted by Technical Committee
EPL/48, Electromechanical components for electronic equipment, to
Subcommittee EPL/48/2, Connectors for electronic equipment, which has the
responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the UK
interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

From 1 January 1997, all IEC publications have the number 60000 added to
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1.
For a period of time during the change over from one numbering system to the
other, publications may contain identifiers from both systems.

Cross-references

Attention is drawn to the fact that CEN and CENELEC standards normally
include an annex which lists normative references to international
publications with their corresponding European publications. The British
Standards which implement these international or European publications may
be found in the BSI Standards Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Find”
facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and i1,
the EN title page, pages 2 to 89 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.

This British Standard, having
been prepared under the
direction of the Electrotechnical
Sector Board, was published Amd. No. Date Comments
under the authority of the
Standards Board and comes
into effect on

15 October 1998

Amendments issued since publication
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EUROPEAN STANDARD EN 61076-4-101
NORME EUROPEENNE
EUROPAISCHE NORM August 1998

1CS 31.220.10 . .
English version

Connectors with assessed quality, for use in d.c.,
low-frequency analogue and in digital high-speed
data applications
Part 4: Printed board connectors
Section 101: Detail specification for two-part connector
modules having a basic grid of 2,0 mm for printed boards
and backplanes in accordance with IEC 60917

(IEC 61076-4-101:1995)
Connecteurs sous assurance de la qualité, pour Steckverbinder mit bewerteter Qualitit fir

utilisation dans le cadre d’applications Gleichspannungs- und

analogiques en courant continu et a basse Niederfrequenz-anwendungen, sowie digitale
fréquence et dans le cadre d’applications Anwendungen mit hoher Ubertragungsrate
numériques utilisant des débits élevés pour le  Teil 4: Steckverbinder fiir gedruckte
transfert des données Schaltungen

Partie 4: Connecteurs pour cartes imprimées Hauptabschnitt 101: Bauartspezifikation fir
Section 101: Spécification particuliére pour indirekte Steckverbinder fiir gedruckte
modules de connecteurs en deux parties pour Schaltungen und Rickplatten, modulare
cartes imprimées et fonds de panier au pas de Bauweise, Raster 2,0 mm nach IEC 60917
base de 2,0 mm selon la CEI 60917 (IEC 61076-4-101:1995)

(CEI 61076-4-101:1995)
This European Standard was approved by CENELEC on 1998-08-01.
CENELEC members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CENELEC member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CENELEC member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria,
Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Européiisches Komitee fur Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B-1050 Brussels

© 1998 CENELEC — All rights of exploitation in any form and by any means reserved worldwide for
CENELEC members. ocuments
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IEC SC 48B — Connectors IEC 1076-4-101
Specification available from: QC 480301XX0002

IEC Central Office
or from the addresses shown on the inside cover.

ELECTRONIC COMPONENTS OF ASSESSED QUALITY

DETAIL SPECIFICATION in accordance with IEC 1076-1
Draft 48B/363/DIS, February 1995

Two-part connector modules
for printed boards and backplanes,
grid of 2 mm in accordance with

Grid 2 mm x 2 mm . IEC 917.
2> ’
,’ /// N
7,
NN :
& . Stackable connector modules,
50 mm & . five rows, 50 mm (and 25 mm) long,
NS~ Z : with optional coding, shielding and
NN 2 . : cavities for special contacts.
.. : ;;/
22
25 .
Z
S ’ =
~ - . - - 4 /
S G
S N 57 . é
s s NG
i P
ol 2 / Performance levels (PL): 1, 2, 3
. 1EC 60094 Assessment levels: A and G

Combinations of performance and
assessment levels: 1G, 24, 2G, 3A.

Information on the availability of components qualified to this detail specification is
given in the Qualified products list.

1 General data
Throughout this specification dimensions are in millimeters.
1.1 Recommended method of mounting

A complete connector consists of one or more connector modules which are stackable end to end, without
loss of contact positions.

Guiding, coding, and mounting features are grouped in a multipurpose centre (called MPC throughout this
specification). Free board connector modules are mounted on the edge of the printed circuit board, and have
female contacts with angled press-in terminations.

Fixed board connector modules are mounted on the backplane, and have male contacts with straight
press-in terminations with optional solderless wrapping and/or rear plug-up contacts.

The gap between the backplane and the edge of the printed board is 12,5 mm.
The contact row b on the backplane is in line with the reference plane “width” of the printed board.

The termination row a on the printed board lies 1,5 mm from the edge and 14 mm frﬁl ct)}éeaz}%(pelaﬁl S
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Datum plane depth

-— Reference plane depth for free board connector

Datum plane width
AL AL L

bcdef
a

o

N | OQo—™

EEHIHL\

IEC 601194

Figure 1 — Typical grid layout for 2 mm connector modules

1.1.1 Number of contacts and contact cavities

The connector modules have five contact rows, and two optional grounding rows, which can be fully or
partially loaded. 50 mm connector modules can have up to a maximum of 125 signal contacts and 50
additional grounding contacts.

Table 1 — Number of contact cavities per style

Style (see 2.2.1) A B C L M N
Cavities for signal contacts 110 125 55 — 55 —
Cavities for grounding contacts| 44 50 22 — 22 —
Cavities for special contacts — — — 6 3 3

1.2 Ratings and characteristics

Rated voltage: contact/contact 500 V r.m.s.

Current rating: 1 A at 70 °C (all signal contacts loaded)
Insulation resistance: 104 MQ min.

Climatic category: PL1: 55/125/56

PL2: 55/125/21
PL3: 55/125/00
Printed board: hole diameter: plated-through hole 0,55 mm to 0,65 mm
thickness of backplane: 1,4 mm to 5,6 mm
thickness of printed board: 1,4 mm to 4,2 mm

1.3 Normative references

The following normative documents contain provisions which, through reference in this text, constitute
provisions of this part of IEC 1076. At the time of publication, the editions indicated were valid. All
normative documents are subject to revision, and parties to agreements based on this part of IEC 1076, are
encouraged to investigate the possibility of applying the most recent editions of the normative documents
indicated below. Members of IEC and ISO maintain registers of currently valid International Standards.
IEC 68-1:1988, Environmental testing — Part 1: General and guidance.

Amendment 1 (1992)

IEC 68-2-60/TTD:1990, Environmental testing — Part 2: Tests — Test Ke: Corrosion tests in artificial
atmosphere at very low concentration of polluting gas(es).

IEC 352-1:1983, Solderless connections — Part 1: Solderless wrapped connections — General requirements,
test methods and practical guidance.

IEC 352-5:1995, Solderless connections — Part 5: Solderless press-in connections — General requirements,
test methods and practical guidance.

IEC 410:1973, Sampling plans and procedures for inspection by attributes.
Documents

g B o Becymexnt Sharing Hub

Full document details: BS EN 61076-4-101:1998


http://www.avadocuments.com/doc/bs-en-61076-4-101-1998
http://www.avadocuments.com/doc/bs-en-61076-4-101-1998

EN 61076-4-101:1998

TEC 512-1:1994, Electromechanical components for electronic equipment, basic testing procedures and
measuring methods — Part 1: General.

IEC 512-2:1985, Electromechanical components for electronic equipment,; basic testing procedures and
measuring methods — Part 2: General examination, electrical continuity and contact resistance tests,
insulation tests and voltage stress tests.

IEC 512-3:1976, Electromechanical components for electronic equipment,; basic testing procedures and
measuring methods — Part 3: Current-carrying capacity tests.

TEC 512-4:1976, Electromechanical components for electronic equipment, basic testing procedures and
measuring methods — Part 4: Dynamic stress tests.

IEC 512-5:1992, Electromechanical components for electronic equipment,; basic testing procedures and
measuring methods — Part 5: Impact tests (free components), static load tests (fixed components), endurance
tests and overload tests.

IEC 512-6:1984, Electromechanical components for electronic equipment,; basic testing procedures and
measuring methods — Part 6: Climatic tests and soldering tests.

TEC 512-7:1993, Electromechanical components for electronic equipment, basic testing procedures and
measuring methods — Part 7: Mechanical operating tests and sealing tests.

IEC 512-8:1993, Electromechanical components for electronic equipment,; basic testing procedures and
measuring methods — Part 8: Connector tests (mechanical) and mechanical tests on contacts and
terminations.

IEC 512-9:1992, Electromechanical components for electronic equipment,; basic testing procedures and
measuring methods — Part 9: Miscellaneous tests.

TEC 917:1988, Modular order for the development of mechanical structures for electronic equipment
practices.

Amendment 1 (1992)

IEC 917-2-2:1994, Modular order for the development of mechanical structures for electronic equipment
practices — Part 2: Sectional specification — Interface co-ordination dimensions for the 25 mm equipment
practice — Section 2: Dimensions for subracks, chassis, backplanes, front panels and plug-in units.

TEC 1076-1:199X, Connectors with assessed quality, for use in d.c., low frequency analogue and in digital
high speed data applications — Part 1: Generic specification. (under consideration)

TEC 1076-4:199X, Connectors with assessed quality, for use in d.c., low frequency analogue and in digital
high speed data applications — Part 4: Printed board connectors: Sectional specification.
(under consideration)

ISO 468:1982, Surface roughness — Parameters, their values and general rules for specifying requirements.
1.4 Marking

The marking of the connector and the package shall be in accordance with 2.6 of the sectional specification
IEC 1076-4.
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1.5 IEC type designation

See 2.1 for definitions and 2.2 for designation of styles and variants.

t
IEC 1076-4-101 |- [LN|N|N|L|N|NIN|N|- |L|N|NIN|L| NOTE [Lsiands forleter
[ L{:J uj
reference to this _L,_J
specification Assessment level
A |level A
Style of connector module
(see 2.2.1) I G |level G
50 mm with MPC A
50 mm without MPC B
25 mm extension module (o] Performance level (see 4)
coding device : code number NNNN K 3 |pettormance level 1
50 mm for six special contacts L 3 P fformance level 3
50 mm mixed module for M pe
three special contacts
25 mm extension module for N Contact finish
three special contacts 0 [not applicable
single-signal contact S 1 |gold alloy h
. 2 |palladium all ith gold flash
Number of contact cavities (see 1.1.1) Ty ge
(without grounding rows)
o applicabi 000 Contact arrangement
nhot applicable or code number (style K) (see 2.2.3)
single-contact 001 L .
Type of termination  Variant (see 2.2.
Style C 055 L1|90° angled press-in compliant press-in
SSWW:: k‘ ??3 for hole @0,6;
length 3
Style B 125 P1|straight press-in compliant press-in
for hole @0,6;
Type of contact length 4,5
female F P2 compliant press-in
male M for hole 0,6;
length 3,7
U1 ]|straight press-in + wrap |compliant press-in
Loaded contact rows (2.4) for hole 20,6;
body : length 13
:T‘::y+ e / not applicable ? R1]straight press-in compliant press-in
b+d 2 + rear plug-up contact |for hole ©0,6;
a+b+c 3 Iength_16 -
a+b+c+d 4 R2 ;:onp‘pllrarggréass-m
or hole 20,6;
a+b+c+d+e 5 length 14.5
R3 compliant press-in
Pattern of loaded contacts (see 2.4) for hole @0,6;
body / not applicabl 0 length 13
ﬁm; %aggz not applicable 1 Z0 | not applicable not applicable
all even-numbered contacts 2
all odd-numbered contacts 3
chess pattern even-numbered in row a 4
chess pattern odd-numbered in row a 5 Pattern of grounding rows (see 2.4)
0 |no grounding rows / not applicable
Pattern of contact levels (see 2.4) ; : ang z fl:llly loaded bered
- and z all even-numbered contacts
not applicable 0 3 |f and z all odd-numbered contacts
all level 1 1
level 2 at ends, others level 1 2
or single-contact level 2
level 3 in corners, level 2 at ends, 3
others level 1
or single-contact level 3
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The designation shall be derived in accordance with 2.5 of the sectional specification IEC 1076-4.
Example for connector modules:

A board-mounted, 50 mm connector module with MPC, fully loaded with palladium and gold-flash plated
contacts in rows a, b, ¢ and d with 90° angled press-in terminations, meeting performance level 2 and
assessment level G, is designated as follows:

IEC 1076-4-101 - A110F4100 - L122G
Example for accessories:

A coding device for free board connector modules, with the code number 1247 (which means it has blocking
pins on the coding positions 1, 2, 4 and 7), is designated as follows:

IEC 1076-4-101 - K0O00F1247 - Z001G
Example for single contacts:
A single male contact, to be pressed into holes of @ 0,6 mm and 16 mm long, with rear plug-up contact, a

contact length of level 2, palladium and gold-flash plated, meeting performance level 1 and assessment
level G, is designated as follows:

IEC 1076-4-101 - S001MO0020 - R121G
1.6 Ordering information

For ordering connector modules according to this detail specification, the type designation described in 1.5
shall be used.

2 Technical data
2.1 Definitions
2.1.1 Mechanical features

connector modules
building blocks, containing all features of a connector, being mounted end to end on a printed board or a
backplane, thus forming a larger connector

stackable

mounting feature of connector modules, whereby they can be positioned end to end, without loss of contact
positions

MPC (multipurpose centre)

area in the connector module, locating most of the mechanical utilities, for example, the extended guiding,
the centering, the location pegs, the wall stiffeners, the cavities for the coding devices, the polarization

location pegs
posts, protruding from the connector housing, fitting into corresponding holes in the printed board or
backplane, preventing a wrong assembly, and giving an accurate position and additional attachment

2.1.2 Contacts and terminations

contact range
the minimum to maximum distance between the reference planes of the fixed and free board connectors,
within which the specified contact resistance shall be met

chess pattern
contact arrangement where the loaded and the unloaded positions alternate in rows and columns, like the
fields on a chess-board

chess pattern, odd in a
having loaded contacts on odd positions in row a

rear plug-up contact
termination post, usually being pressed-in into the backplane and emerging on the rear side as a male
contact, to be connected to a free board connector

press-in shoulders
flanges on both sides of the male contact, supporting the mechanical forces to press the contact into the
backplane
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grounding rows
contact rows z and f of the fixed board connector, always being connected to zero volts, and only being used
to contact the optional shielding frames (see 2.3.5)

2.1.3 Engagement sequence

contact level
group of contacts which engage/separate simultaneously, within the limits required by a secure engaging
sequence

engaging sequence
distinct order in the engaging/separating process of contacts belonging to different contact levels

first possible contact point
depth dimension of the first point on the female contact, which can possibly be touched by the incoming
male contact

first reliable contact point
depth dimension of the point on the female contact, from where the specified contact resistance with the
incoming male contact shall be met

2.1.4 Mechanical coding

coding devices
accessories allowing the user to make specific pairs of connectors by providing them with matching coding
devices

only connector pairs equipped with matching coding devices are intermateable, pairs with interfering
coding devices are blocked off during insertion, preventing all electrical contact

2.2 Survey of styles and variants
2.2.1 Styles of connector modules

Styles are only defined as being styles of connector modules. Complete connectors can be composed in many
different ways, according to 2.3.1.

Table 2 — Survey of styles A, B and C
A B C
50 mm with MPC 50 mm with MPC 25 mm extension module
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Table 3 — Survey of styles for special contacts

L M N

50 mm with six special contacts | 50 mm mixed module with three 25 mm extension module with
special contacts three special contacts

@
D
@,

A
A

UV

(e

!
soolUo
!

FHHEHHG
csccecsccscN_A
%

2.2.2 Survey of termination variants

Table 4 — Termination variants

Basic type of termination Variant Length
(see 3.4.3
and 3.5.3)
L 90° angled, solderless, compliant press-in connection for plated-through L1 3,5
hole @ 0,6 according to IEC 352-5
P straight, solderless, compliant press-in connection for plated-through P1 4,5
hole @ 0,6 according to IEC 352-5
P2 3,7
R straight, solderless, compliant press-in connection for plated-through R1 16
hole @ 0,6 according to IEC 352-5, for wrap connections according to
IEC 352-1, with rear plug-up contact area
R2 14,5
R3 13
U straight, solderless, compliant press-in connection for plated-through U1l 13
hole @ 0,6 according to IEC 352-5, for wrap connections according to
IEC 352-1

2.2.3 Survey of coding devices

Each set of matching coding devices shall be moulded in a specific colour. Combinations of colours and code
numbers are listed in Annex D.

The references to the German RAL institute for colour codes and samples are given for information only.
2.3 Information on application

2.3.1 Complete connectors (pairs)

Description

A complete connector is composed by stacking one or more connector modules, end to end. All styles of
modules can be stacked at random, but the configuration of the completed fixed and free board connectors
shall be identical.
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All modules are 50 mm long, except for the extension modules (styles C and N), which are 25 mm long, and
shall only be added at one end of a connector in order to build connectors with an overall length in odd
multiples of 25 mm. Every style of module with an integrated MPC has all the features of a complete
connector, and can be used on its own.

Restrictions

To fulfil all mating characteristics in 3.3, the modular concept has some restrictions on how to compose a
complete connector:

— a module without MPC (style B), shall only be used between modules with MPC, otherwise it cannot
cope with the allowed transverse and angular misalignment (see 3.3.2 and 3.3.3);

— extension modules (styles C and N) shall only be used at the bottom end of the connector, together
with at least one module with MPC.

- 0
(4] (23]
& @
) )
Style A A A M A L[ -+ 25
as : @>
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ﬂﬂg - 50
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A Al B Al + 7%
E
i R 4100 £
& %
N Q 23 c
A Ak 1125 _:‘_’
o
[
d1s0 8
pEiid AFEY{ 175
imed R -1 200
K3
chiif g
----- ‘ L ( —_225
g
e Yoso
1EC 602194
Figure 2 — Examples of complete connector arrangements

Metric equipment practice

The specified contact range M = 14 mm to 16,5 mm (see 3.3.1), co-operates with all actual tolerances within
the 25 mm equipment practice, and allows a further 0,3 mm maximum bow of the backplane towards the
front, and 0,9 mm maximum towards the back.
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160 g4 [125]

Centre line of row a ~

1

his3.5 [14 ]

7.5101
175,45 %)
Front panel Printed board Backplane

IEC 60394

NOTE For a clear comprehension of the interaction of the tolerances, the dimensions shown refer to an example of a 175 mm deep
subrack (Ds = 175 mm in IEC 917-2-2).

Figure 3 — Co-ordination dimensions and their tolerances in the 25 mm metric
equipment practice

2.3.2 Fixed board connectors
Polarization

Fixed board connector modules can only be mounted one way on the backplane. The location peg on the rear
of the MPC shall fit into a hole in the printed board to prevent a wrong assembly.

Fixed board connector modules without MPC (style B) are polarized at their ends and fit only one way
between adjacent modules.

Mounting
The fixed board connector modules are attached to the backplane by means of location pegs.
Grid on the backplane

When the connector is used in packing densities 20 mm (4 X 5 mm), 30 mm (6 X 5 mm) or other even
figures, then the grid on the backplane will be continuously 2 mm. When the connector is used in odd
packing densities like 15 mm (3 X 5 mm), then the grid on the backplane will be 2 mm around the reference
plane of each connector, but between adjacent connectors there will be a discontinuity of 1 mm in the 2 mm
grid.

Use of contact levels and sequencing

The contact levels shall allow a safe engaging sequence, therefore the male contacts for the fixed board
connector module are specified in three contact levels, staged by 1,5 mm.

NOTE Contact row b should be loaded only with male contacts level 1 and 2. This is because the available insertion depth of the free
board connector is restricted in contact row b by the edge of the printed board.

Arrangement of the different contact levels in the connector.
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The allowed inclination of the mating connectors (see 3.3.3) affects the engaging sequence. The contacts
of the concerned level shall be located at the outer corners of the completed connector, to neutralize the
effect of the inclination.

Also the bow of the backplane/connector assembly, and the bending during the engaging/separating
operation affect the engaging sequence.

The contacts of the concerned level shall be distributed along the complete connector, to neutralize the
effect of the bending.

2.3.3 Free board connectors
Polarization

Free board connector modules have non-symmetrical guiding pins on the MPC to prevent a wrong
engagement.

Mounting

The free board connector modules are mounted along the edge of the printed circuit board and attached by
means of location pegs.

If the free board connector modules are sufficiently held on the printed board by their press-in
terminations, so that they can withstand all mechanical stress during operation, the location pegs may be
omitted (see 4.3.4).

Engaging sequence

The first possible contact point on the female contacts shall meet the required dimensions of 3.5.2. This
shall be checked with a gauge (see 3.9.2), which simulates the maximum space a male contact can occupy
within the aperture of the free board connector. An appropriate test is in preparation.

2.3.4 Accessories
2.3.4.1 Special contacts

Connector module styles L, M, and N contain cavities to receive special contacts, with a reference diameter
of 4,8 mm. No international standard specifying these contacts is available. Specific information, which is
not normative, is given in Annex C.

2.3.4.2 Coding devices

Description

Each coding device is a one-piece moulding with a specific configuration of blocking pins.

From the available eight coding positions, four are filled with blocking pins, and four are left open to let the
opposite pins pass through. This arrangement allows a choice of 70 different combinations.

The coding positions are numbered from 1 to 8; the ciphers are marked on top of the four blocking pins,
thus composing a four-figure code number, sorted from low to high (example 1 2 4 7).

Fixed connector Free connector

Iy, 222
J B N //’//ﬁ %,
%4 T 77787/
7777777,

7
7, 707 77
A/, U/ 0/ /L A4 Z

2%
o2 o3 % 7
'/’I// ez )

iz
Code number 3568 Code number 1247

N\

A\

NN

=

-

\

O
\

N
S

Colour : Pastel orange IEC 604194

Figure 4 — Example of matching coding devices
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Mounting

The coding devices are clicked into the MPCs of the connector modules. They shall be extractable from a
mounted connector by means of a special tool.

The devices are polarized and have different clicking latches for fixed and free modules.

Each set of matching coding devices shall be moulded in a specific colour. This permits a straightforward
handling while coding the connectors, and an easy spotting of errors in the completed equipment.

All interface dimensions of the coding devices and the MPCs are specified. This allows full intermateability
and interchangeability between different sources.

Blocking

Interfering coding devices shall block off the insertion operation of the connector before any electrical
connection is made.

Each blocking pin shall withstand an insertion force of 100 N (see 4.3.9). The completed connector shall be
equipped with identical coding devices in all MPCs, to make them block simultaneously.

An inclination of the printed board in the blocked position would reduce the blocking distance; for the this
reason, identical coding devices shall be mounted.

2.3.5 Shielding and grounding

The shielding function is not part of this specification. The only purpose of this subclause is the option of
adding shielding frames to the connector, without affecting intermateability.

Description

Both sides of the free board connector can be shielded with metal plates, which engage with the grounding
rows z and f of the fixed board connector.

This arrangement offers extra grounding contacts for high-speed applications, without claiming full
shielding of electromagnetic interferences.

The grounding and shielding contacts shall meet all mating conditions specified in 3.3. To meet the contact
range, the grounding rows in the fixed board connector shall be equipped with male contacts level 3.

1EC 605194

Figure 5 — Example of grounding and shielding arrangement

Mounting

First the free board connector shall be completely mounted on the printed board, then the shielding frames
are attached to the connector housing and connected to row f from both sides of the printed board.

Intermateability
Connectors with and without shielding and grounding shall be intermateable.

The contact force shall be determined by the flexibility of the grounding rows and the housing walls of the
fixed board connector on one side, and by the spring contact characteristics of the shielding frames on the
other side.

The flexibility of the grounding rows and the spring characteristics of the shielding frames shall be tested
with the retention force gauges specified in 3.9.1.
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Dimensions

Reliable contact point

11.4 max,

NN )7

a b c d e |f
15.7 min.

IEC 606194
Figure 6 — Mating dimensions of shielding frame for row f

)
3
£
= A
- 7 ]
ANAN B
£
et —p a b c¢c d e f
Reliable contact pop YN Y “
11,5 max.
15,7 min. (EC sors

Figure 7 — Mating dimensions of shielding frame for row z

The length of the shielding frames is not specified and depends on applications.

These specifications permit full mechanical compatibility among fixed and free board connectors from
different sources with the grounding and shielding option.

2.3.6 Basic type of termination

Application tools

The fixed board connector modules are provided with lead-in chamfers to guide the press-in tool.

The press-in shoulders on the male contacts are specified to allow the construction of compatible press-in
tools.

2.4 Contact arrangements

The contact arrangements may be chosen according to four criteria, which also define the four relevant
ciphers in the IEC type designation (see 1.5).
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The first cipher specifies the rows which are loaded with contacts:

l.rowsa+tc+e Example: rows 4
2.rows b +d i 7|
3.rowsa+b+c g: [:l

b
4. rowsa+b+c+d a

z— NA
5.rowsa+b+c+d+e 1 T 15 25

The second cipher describes the loading pattern applicable to all contacts:

1. fully loaded Example: rows 4, pattern 5

2. all even-numbered contacts ' )

3. all odd-numbered contacts R IR O « e e -

4. chess-pattern even-numbered in row a 2:.', ...t P
. z— NA

5. chess-pattern odd-numbered in row a 1 n 15 2

The third cipher adds the loading pattern applicable to the contact levels:
(only for fixed board connector modules)

1. all contacts level 1

2. contacts level 2 (marked V) in columns at the end, all others level 1

3. contacts level 2 (marked V) in columns at the end, corners contacts level 3 (marked W), all other level 1

€gccCce

<€cce<

€<<Cc<c<
L X X X 4
<<<c<c<
L X X X 4

ol w w w W w

: VI3 oooVE Y FE

- A ] B
Example: rows 4, pattern 5, levels 3

NOTE Contact row b cannot be equipped with contacts level 3.

The fourth cipher specifies if the grounding rows of the fixed board connector modules are loaded:

1. fully loaded Example: rows 4, pattern 5, levels 3, grounding 2
2. all even-numbered contacts

3. all odd-numbered contacts

Z—{ e o o e e
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The contact arrangements which are obtained through the combination of the first and second ciphers are
shown in the following table:

Table 5 — Examples of contact arrangements

Pattern 1 2 3 4 5
Fully loaded All All Chess pattern Chess pattern
even-numbered, odd-numbered even-numbered |odd-numberedin
Rows contacts contacts in row a row a
12 3 456 1 23 456 1 2 3 456 1 2 3 456 1 23 456
1 4| ooooo0o0 o o o [} (=) )
atc+te b
C 000000 o o o o o o
d
e 0O0OO0OO0OO0OO o o o o o o
2 a
b+d b|oooooo ©o o o|©o o o
C
d|oooooo o o o|o©o o o
e
3 aloooo0oo0o0 o o o|o o o
a+b+ec bloooooo o o o|o o o
Cloooo0oo0o0 (-] o o (-] o
d
e
4 a 0Oo0OO0OO0OO0OO o o o o o o (-] o o o o o
at+b+c+d b|oooooo o o o o () o o ) o o o o
C 0O 0O0O0O0OO o -] () (<] o o o o o o ] o
d 00 0O0OO0OO0O o o o (-] (-] o o o o o o (=]
e
5 al ooo0oo0oo0o0 ©o o o |o o o o o o ©o o o
atb+c+d+e |b| oooooo ©o o o |o o o o o o o o o
C| ooo0oo0o0o0 ) o ) o o o o o o ) o o
d| cooooo o o o |o o o o o o o o o
€| oooooo o o o o o o o o o o () o

The number of loaded contacts depends on the style, the loading pattern and the number of loaded contact
rows. It is shown in the following table.

Table 6 — Number of loaded contacts (without grounding rows)

Pattern 1 2 3 4 5
Fully loaded All All Chess pattern Chess pattern
even-numbered | odd-numbered | even-numbered | odd-numbered
contacts contacts in row a in row a
Rows | Style (see 2.2.1) A B ¢C M|A B C M|A B C M|A B ¢C M|A B C M
1 atcte 66 75 33 33|30 36 15 15|36 39 18 8|— — — —|— — — —
2 b+d 44 50 22 22|20 24 10 10|24 26 12 12|— — — —|— — — —
3 atb+ec 66 75 33 33|30 36 15 15|36 39 18 8| — — — —|— — — —
4 a+b+c+d 88 100 44 44 |40 48 20 20|48 52 24 24|44 50 22 22|44 50 22 22
5 atb+c+d+e|110 125 55 55|50 60 25 25|60 66 30 30|54 62 27 27|56 63 28 28
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3 Dimensional information
3.1 General

Original dimensions are in millimetres, and all dimensions on the drawings and tables are in millimetres.

All drawings are shown in first-angle projection. The shape of the connectors may deviate from that given
in the following drawings, as long as the specified dimensions are not influenced.

Dimensions not specified may be chosen according to common characteristics and intended use.

In order to obtain an easy introduction to the drawings, perspective views of all styles of modules and
coding devices are added in Annex B.

3.2 Isometric view and common features

Datum line height

Datum livxdepth

Grid wab M| EZZ SR~ N Grid
2x2— j’,ﬁ =z 1P _2x2
‘l 1 7 )

H\ls
50
;215
N
- .~
\>Mf “1
~ d |
/J e \11 Free connector
- l N
i 15 | Printed board
Lzs Fixed connector
——Backplane

\ | R

Figure 8 — Co-ordination dimensions in metric equipment practice
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3.2.1 Common features

Table 7 — Co-ordination dimensions and common features in metric equipment practice

Dimension Feature description
Reference mm
H nx 25 Maximum overall height of the completed connector
D 12,5 Depth co-ordination dimension: distance between edge of printed board and
backplane
M 14 to 16,5 | Contact range in engaging direction (see 3.3.1)
\% m X 50 Co-ordination dimension from datum plane “height” to centre of first module
b Datum plane “width” defines centre line of row b
a Depth co-ordination plane on printed board is centre of connection holes of row a
s 1,5 Distance from edge of printed board to centre of connection holes of row a

3.2.2 Reference system

The connector modules can be used in any kind of equipment, but throughout this specification
the reference system is the 25 mm metric equipment practice according to IEC 917-2-2.

All co-ordination dimensions are based upon the 0,5 mm modular grid and the 25 mm and 2,5 mm
mounting pitches specified in IEC 917.

3.2.3 Height dimensions

Table 8 — Height dimensions, examples of complete connectors

22

Full document details: BS EN 61076-4-101:1998

Overall height H in mm 50 75 100 125 150 225 250
25 mm X factor n 2 3 4 5 6 9 10
Number of modules of 50 mm 1 2 2 3 4 5
Extension module of 25 mm no yes no yes no yes no
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\Plug-in unit guide
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Figure 9 — Height dimensions, modular pitch of 25 mm
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3.2.4 Width dimensions

14 max. Fixed connector module

Backplane

)

2x2 4x2

—~Free connector module

®©O Qo0 Tw

Printed board

Datum plane width — nx5s

IEC 61

Figure 10 — Width dimensions, modular pitches
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3.2.5 Depth dimensions

Zabocdoef
I |
[ 1] | Backplane
- A
L
] } f Datum plane depth
5 - I | [
2 had
a ~Fixed connector module
b —-
E‘; o Cc —
g & d —
N e —
' \
Printed board

Free connector module IEC 6119

Figure 11 — Depth dimensions

Co-ordination dimension M,..; =7 X 2 mm = 14 mm
The co-ordination dimension M,..¢is theoretical. In practice, the manufacturing tolerances in the whole
equipment do not always permit full insertion of the connector. The contact range specifies the depth

dimensions of the electrical engagement (see 3.3.1).
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