
BSI Standards Publication

Connectors for electronic 
equipment — Product 
requirements

Part 4-116: Printed board connectors - 
Detail specification for a high-speed 
two-part connector with integrated 
shielding function

BS EN 61076-4-116:2012+A1:2016

Full document details: BS EN 61076-4-116:2012+A1:2016

http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016
http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016


National foreword

This British Standard is the UK implementation of EN 61076-4-116:2012+A1:2016.

The UK participation in its preparation was entrusted to Technical Committee
EPL/48, Electromechanical components and mechanical structures for 
electronic equipment.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© The British Standards Institution 2016
Published by BSI Standards Limited 2016

ISBN 978 0 580 82064 9

ICS 31.220.10 

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 July 2012.

Amendments/corrigenda issued since publication

Date                     Text affected

BRITISH STANDARDBS EN 61076-4-116:2012+A1:2016

30 April 2016 Implementation of IEC amendment 1:2015 with 
CENELEC endorsement A1:2016: Annex A inserted 

It is identical to IEC 61076-4-116:2012, incorporating amendment 1:2015.
It supersedes BS EN 61076-4-116:2012 which is withdrawn.

Full document details: BS EN 61076-4-116:2012+A1:2016

http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016
http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016


EUROPEAN STANDARD EN 61076-4-116
NORME EUROPÉENNE 
EUROPÄISCHE NORM 

CENELEC 
European Committee for Electrotechnical Standardization 

Comité Européen de Normalisation Electrotechnique 
Europäisches Komitee für Elektrotechnische Normung 

Management Centre: Avenue Marnix 17, B - 1000 Brussels 

© 2012 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members. 

Ref. No. EN 61076-4-116:2012 E 

ICS 31.220.10 

English version 

Connectors for electronic equipment -  
Product requirements -  

Part 4-116: Printed board connectors -  
Detail specification for a high-speed two-part connector 

with integrated shielding function 
(IEC 61076-4-116:2012) 

Connecteurs pour équipements 
électroniques - Exigences de produit -  
Partie 4-116: Connecteurs pour cartes 
imprimées -  
Spécification particulière pour un 
connecteur haute vitesse en deux parties 
avec une fonction de protection intégrée 
(CEI 61076-4-116:2012) 

 Steckverbinder für elektronische 
Einrichtungen - Produktanforderungen -  
Teil 4-116: Steckverbinder für gedruckte 
Schaltungen -  
Bauartspezifikation für einen indirekten 
High-Speed-Steckverbinder mit 
integrierter Schirmungsfunktion 
(IEC 61076-4-116:2012) 

This European Standard was approved by CENELEC on 2012-05-24. CENELEC members are bound to comply 
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard 
the status of a national standard without any alteration. 

Up-to-date lists and bibliographical references concerning such national standards may be obtained on 
application to the CEN-CENELEC Management Centre or to any CENELEC member. 

This European Standard exists in three official versions (English, French, German). A version in any other 
language made by translation under the responsibility of a CENELEC member into its own language and notified 
to the CEN-CENELEC Management Centre has the same status as the official versions. 

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, 
the Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, 
Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, 
Spain, Sweden, Switzerland, Turkey and the United Kingdom. 

March 2016 

:2012+A1 

Full document details: BS EN 61076-4-116:2012+A1:2016

http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016
http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016


EN 61076-4-116:2012+A1:2016 - 2 - 

Foreword 

The text of document 48B/2280/FDIS, future edition 1 of IEC 61076-4-116, prepared by SC 48B 
“Connectors” of IEC/TC 48 "Electromechanical components and mechanical structures for electronic 
equipment" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN 
61076-4-116:2012. 

The following dates are fixed: 

• latest date by which the document has
to be implemented at national level by
publication of an identical national
standard or by endorsement

(dop) 2013-02-24 

• latest date by which the national
standards conflicting with the
document have to be withdrawn

(dow) 2015-05-24 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 

Endorsement notice 

The text of the International Standard IEC 61076-4-116:2012 was approved by CENELEC as a 
European Standard without any modification. 

In the official version, for Bibliography, the following note has to be added for the standard indicated : 

IEC 60664-1 NOTE Harmonised as EN 60664-1. 

The text of document 48B/2452/FDIS, future IEC 61076-4-116:2012/A1, prepared by SC 48B 
"Electrical connectors", of IEC/TC 48 "Electrical connectors and mechanical structures for electrical 
and electronic equipment" was submitted to the IEC-CENELEC parallel vote and approved by 
CENELEC as EN 61076-4-116:2012/A1:2016. 

The following dates are fixed: 

• latest date by which the document has to be implemented at
national level by publication of an identical national
standard or by endorsement

(dop) 2016-09-18 

• latest date by which the national standards conflicting with
the document have to be withdrawn

(dow) 2019-03-18 

 Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 

Endorsement notice 

The text of the International Standard IEC 61076-4-116:2012/A1:2015 was approved by CENELEC as 
a European Standard without any modification. 

BS EN 61076-4-116:2012+A1:2016 

Foreword to amendment A1

Full document details: BS EN 61076-4-116:2012+A1:2016

http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016
http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016


- 3 - 

Annex ZA  
(normative) 

Normative references to international publications 
with their corresponding European publications 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.  

NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  

Publication Year Title EN/HD Year 

IEC 60050-581 2008 International Electrotechnical Vocabulary 
(IEV) -  
Part 581: Electromechanical components for 
electronic equipment 

- -

IEC 60068-1 - Environmental testing -  
Part 1: General and guidance 

EN 60068-1 - 

IEC 60068-2-52 
+ corr. July  

1996 
1996 

Environmental testing -  
Part 2-52: Tests - Test Kb: Salt mist, cyclic 
(sodium chloride solution) 

EN 60068-2-52 1996 

IEC 60068-2-54 2006 Environmental testing -  
Part 2-54: Tests - Test Ta: Solderability 
testing of electronic components by the 
wetting balance method 

EN 60068-2-54 2006 

IEC 60352-5 - Solderless connections -  
Part 5: Press-in connections - General 
requirements, test methods and practical 
guidance 

EN 60352-5 - 

IEC 60352-8 - Solderless connections -  
Part 8: Compression mount connections - 
General requirements, test methods and 
practical guidance 

EN 60352-8 - 

IEC 60512 Series Connectors for electronic equipment - Tests 
and measurements 

EN 60512 Series 
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ELECTRONIC COMPONENTS 
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Outline drawing 
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INTRODUCTION 

International Standard IEC 61076-4-116 establishes specifications and test requirements for a 
high-speed two-part connector with integrated shielding function for use as a printed board 
connector in industrial environments. The connectors have a primary purpose of serving as a 
platform for telecommunications and enterprise computer network equipment. It is expected 
that these connectors are going to find applications outside the Telecommunication market, 
e.g. in the industrial market, as factory automation, process control, industrial communication, 
medical and others. 

The connector type was originally developed in the consortium PCI Industrial Computer 
Manufacturers Group (whereas PCI is a peripheral component interconnect, which can be 
used to connect peripheral components to processors via using a bus structure or serially 
connected fabric based transports). This consortium, referred to in short as PICMG  has 
defined several system specifications describing a backplane connector (fixed connector) in 
combination with an edge board connector (free connector) as a functional component of a 
specified Plug-in Unit. These specifications are the AdvancedMC.0 and the MicroTCA.0. The 
system-description in MicroTCA.0 contains also a test program for the connector. Further 
information of PICMG and its specifications can be obtained on the following website: 
www.picmg.org. 

Based on the connector type and on PICMG-developments, this International Standard was 
developed by experts of IEC SC 48B, Connectors. In contrast to the PICMG-standard, the 
connector described here has two connector halves (a fixed and a free connector, as shown 
in Figure 1). The fixed connector is based on a 1,6 mm ± 10 % plug-in unit printed board 
thickness similar to PICMG specifications. In addition, the test program of this IEC Standard 
differs from that defined in PICMG based on previous existing tests defined in IEC for 
connectors to suit the needs for use in industry. The resulting test schedule differs from the 
test-procedures as defined within PICMG to some degree not only in test-severity and 
conditions but also in test sequence. Experts within IEC SC48B work together with experts 
from PICMG to reach consensus with regard to similarities and differences in the relevant 
testprogram. The outcome is intended to be published in separate documents.  

A typical arrangement for such a two-part connector is shown in the following outline sketch 
(see Figure 1): 

 

 
 Free board 
 connector 

 
 Fixed board 
 connector 

 Backplane 

Printed board 

 
 Example for guide 
 of printed board B1 

b2 i1 

A1 

l2 

A2 

IEC   423/12  

Figure 1 – Typical arrangement with a two-part connector 
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Not covered in this International Standard are direct edge connector contacts for printed 
boards. The reason for this is, that in difference to the PICMG-specification this International 
Standard is intended to define the connector as a component together with test-procedures 
only and is not intended to detail functions which are not directly related to the connector 
system. Examples for such details are the characteristics of the printed circuit board. 
However, based on the information given in 4.5.1 of this Standard contact positioning and 
mechanical edge board connector details can be derived. Further information may be 
obtained in PICMG-specification AdvancedMC.0. Such direct edge connector contacts are 
applied directly to the printed board edge as part of the printed board circuit (free connector) 
and form the interface to the backplane (fixed connector), as can be seen in Figure 2. 

 

 
 Fixed board 
 connector 

 Backplane 

Printed board 

 
 Example for guide 
 of printed board B1 

A1 

A2 

IEC   424/12  

Figure 2 – Typical arrangement with a direct edge connector,  
not covered in this Standard 

The connectors as described in this Standard are referenced in IEC 60297-3-107, which 
describes dimensions of subracks and plug-in units for their use. 
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CONNECTORS FOR ELECTRONIC EQUIPMENT –  
PRODUCT REQUIREMENTS –  

 
Part 4-116: Printed board connectors –  

Detail specification for a high-speed two-part connector  
with integrated shielding function 

 
 
 

1 Scope 

This International Standard establishes specifications and test requirements for a high-speed 
two-part connector with integrated shielding function for use as a printed board connector in 
industrial environments. 

The connectors connect a backplane to printed boards. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60050-581: 2008, International Electrotechnical Vocabulary (IEV) – Part 581: 
Electromechanical components for electronic equipment 

IEC 60068-1, Environmental testing – Part 1: General and guidance 

IEC 60068-2-52: 1996, Environmental testing – Part 2-52: Tests – Test Kb: Salt mist, cyclic 
(sodium, chloride solution) 

IEC 60068-2-54: 2006, Environmental testing – Part 2-54: Tests – Test Ta: Solderability 
testing of electronic components by the wetting balance method  

IEC 60512 (all parts), Connectors for electronic equipment – Tests and measurements 

IEC 60352-5, Solderless connections – Part 5: Press-in connections – General requirements, 
test methods and practical guidance 

IEC 60352-8: Solderless connections – Part 8: Compression mount connections – General 
requirements, test methods and practical guidance 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60050-581 apply as 
well as the following. 

3.1  
contact for general purpose 
electrical contact, which does not have a predefined function (neither for power, ground nor 
signal). The function can be defined according to the application 

61076-4-116 © IEC:2012+A1:2016 
BS EN 61076-4-116:2012+A1:2016 

Full document details: BS EN 61076-4-116:2012+A1:2016

http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016
http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016


– 12 – 

4 General data 

NOTE Throughout this specification dimensions are in millimetres. 

4.1 Recommended method of mounting 

This International Standard specifies free and fixed connectors, suitable for press in 
connections to the printed boards. Other terminations techniques, as solder or compression 
mount connections are upon agreement between manufacturer and user. 

A complete connector consists of two connector halves, a free board connector and a fixed 
board connector. 

Free board connectors are mounted on the edge of the printed circuit board and have male 
contacts with angled press-in terminations, solder terminations or compression mount 
termination.  

Fixed board connectors are mounted on the backplane and have female contacts with straight 
press-in terminations. 

The free board connector can be omitted, but then alternatively the printed board used shall 
have an edge similar to those of the connection zone as defined in 4.5.1. for the free board 
connector. The board connector then is used as a direct edge connector. 

4.2 Number of contacts and contact cavities 

The number of contacts and their position is fixed and is 170. The number of contacts in the 
PCB terminations area might differ when designated ground-pins are combined. 

Several contact positions (in total 56) are reserved for ground connections.   

The contacts are placed in two different contact rows.  

61076-4-116 © IEC:2012+A1:2016 
BS EN 61076-4-116:2012+A1:2016 

Full document details: BS EN 61076-4-116:2012+A1:2016

http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016
http://www.avadocuments.com/doc/bs-en-61076-4-116-2012-a1-2016


 – 13 –  

4.3 Ratings and characteristics 

Rated voltage: contact / contact 80 V r.m.s. 

Current rating: Power: 1,52 A at 70 °C  
Ground: 0,3 A at 70 °C  
General purpose: 0,4 A at 70 °C  
Signal: 0,1 A at 70 °C  

Insulation resistance: 10 MΩ minimum (100 MΩ minimum at initial condition) 

Climatic category: 55/105/56 

Printed board: diameter of plated-through holes: 0,55 ± 0,05 mm 

drill-hole diameter: 0,64 ± 0,02 mm 
thickness of backplane: min. 1,4 mm 
Thickness of printed board: to be defined between manufacturer 
and customer 

 

 

5 Technical data 

5.1 Survey of styles and variants 

Performance level for this connector is 1. One termination method (press-in termination 
according to IEC 60352-5) is standardized, others are possible upon agreement between 
manufacturer and customer. Compression mount termination or solder connection are such 
termination methods. 

5.2 Information on application 

5.2.1 Complete connectors (pairs) 

A complete connector consists of both, a free and a fixed connector. 

5.2.2 Fixed board connectors 

Not applicable. 

5.2.3 Free board connectors 

Not applicable. 

5.2.4 Accessories 

Not applicable. 

5.2.5 Shielding and grounding 

Several contact positions (in total 56) are reserved for ground connections.   

5.2.6 Basic type of termination 

The fixed board connectors are connected to the backplane via press-in terminations. Suitable 
tools should be used. These tools should be used in accordance with the manufacturers 
specification.   
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5.3 Contact arrangement 

For the contact arrangement of the connection, Table 1 applies. 

Table 1 – Contact arrangement 

Contact type Pin Number Mating 

Power 2, 9, 18, 27, 42, 57, 72, 84 First 

Ground 
1, 7, 10, 13, 16, 19, 22, 25, 28, 31, 34, 37, 40, 43, 46, 49, 52, 55, 58, 61, 64, 67, 
70, 73, 76, 79, 82, 85, 86, 89, 92, 95, 98, 101, 104, 107, 110, 113, 116, 119, 
122, 125, 128, 131, 134, 137, 140, 143, 146, 149, 152, 155, 158, 161, 164, 170 

First 

General purpose 

4 First 

5, 6, 8, 17, 26, 41, 56, 71, 165, 166, 167, 168, 169 Second 

3, 83 Last 

Differential pairs 

11/12, 14/15, 20/21, 23/24, 29/30, 32/33, 35/36, 38/39, 44/45, 47/48, 50/51, 
53/54, 59/60, 62/63, 65/66, 68/69, 74/75, 77/78, 80/81, 87/88, 90/91, 93/94, 
96/97, 99/100, 102/103, 105/106, 108/109, 111/112, 114/115, 117/118, 120/121, 
123/124, 126/127, 129/130, 132/133, 135/136, 138/139, 141/142, 144/145, 
147/148, 150/151, 153/154, 156/157, 159/160, 162/163 

Third 

 

6 Dimensional information 

6.1 General 

Dimensions are given in millimetres, drawings are shown in first angle projection. The shape 
of the connectors may deviate from those given in the following drawings as long as the 
specified dimensions are not influenced. 

The following requirements apply to the complete connector consisting of both the free and 
fixed board connectors. 

Missing dimensions shall be chosen according to the common characteristics and intended 
use. The interface dimensions of the free board (male) style shall be chosen according to the 
common characteristics of the fixed board (female) styles. 
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6.2 Isometric view and common features 

6.2.1 Fixed board and free board connector 

 

 
 Free board 
 connector 

 
 Fixed board 
 connector 

 Backplane 

Printed board 

 
 Example for guide 
 of printed board 

B1 

b2 i1 

A1 

l2 

A2 

IEC   425/12  

Figure 3 – Fixed board and free board connector 

6.2.2 Common features 

Not applicable. 

6.2.3 Reference system  

For the reference system see Figure 7, Figure 8 and Figure 9. 

6.3 Mating information 

6.3.1 Mating conditions 

For the maximal permissible lateral offset, see Figure 4.  

 

1 

1 

IEC   426/12 

 

Figure 4 – Mating conditions: lateral offset 
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