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National foreword

This British Standard is the English language version of EN 61114-1:1999. It 
is identical with IEC 61114-1:1999. It supersedes BS EN 61114-1:1995 which 
will be withdrawn on 2002-04-01.
The UK participation in its preparation was entrusted by Technical Committee 
EPL/100, Audio, Video and Multimedia Systems and Equipment, to 
Subcommittee EPL/100/1, Receiving equipment, which has the responsibility 
to:

— aid enquirers to understand the text;
— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the UK 
interests informed;
— monitor related international and European developments and 
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.
From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.

Cross-references

Attention is drawn to the fact that CEN and CENELEC Standards normally 
include an annex which lists normative references to international 
publications with their corresponding European publications. The British 
Standards which implement international or European publications referred 
to in this document may be found in the BSI Standards Catalogue under the 
section entitled “International Standards Correspondence Index”, or by using 
the “Find” facility of the BSI Standards Electronic Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN title page, pages 2 to 34, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Foreword

The text of document 100A/109/FDIS, future 
edition 2 of IEC 61114-1, prepared by SC 100A, 
Multimedia end-user equipment, of IEC TC 100, 
Audio, video and multimedia systems and 
equipment, was submitted to the IEC-CENELEC 
parallel vote and was approved by CENELEC as 
EN 61114-1 on 1999-04-01.
This European Standard supersedes 
EN 61114-1:1993.
The following dates were fixed:

Annexes designated “normative” are part of the 
body of the standard.
Annexes designated “informative” are given for 
information only.
In this standard, Annex C and Annex ZA are 
normative and Annex A, Annex B, Annex D and 
Annex E are informative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard 
IEC 61114-1:1999 was approved by CENELEC as a 
European Standard without any modification.
In the official version, for Bibliography, the 
following notes have to be added for the standards 
indicated:

— latest date by which the 
EN has to be implemented 
at national level by 
publication of an identical 
national standard or by 
endorsement (dop) 2000-01-01

— latest date by which the 
national standards 
conflicting with the EN 
have to be withdrawn (dow) 2002-04-01

IEC 60153 NOTE Harmonized as HD 123 (not 
modified).

IEC 60154 NOTE Harmonized as HD 129 or EN 60154 
(not modified).

IEC 61319-1 NOTE Harmonized as EN 61319-1:1996 
(not modified).
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1 Scope
This part of IEC 61114 applies to individual and 
collective receiving antennas for satellite broadcast 
transmissions in the 11/12 GHz band.
This standard mainly applies to paraboloidal 
reflector antennas, which include offset 
paraboloidal reflector antennas, Cassegrain 
reflector antennas and other equivalent types. It 
also applies to planar array antennas. However, the 
supporting mast and the radome are not included in 
this standard.
This standard applies to the following six types of 
antennas.

a) Antenna of a single antenna system to receive 
signals from a single satellite

1) linearly polarized single-beam antenna;
2) circularly polarized single-beam antenna.

b) Antenna of a single antenna system to receive 
signals from two or more than two satellites

1) linearly polarized multiple beam antenna;
2) circularly polarized multiple beam antenna.

c) Antenna of a multiple antenna system to 
receive signals from two or more than two 
satellites

1) linearly polarized system of single-beam 
antenna;
2) circularly polarized system of single-beam 
antenna.

Typical configurations of these six types are 
illustrated in Figure 1.
The object of this part of IEC 61114 is to define the 
conditions and methods of measurement to be 
applied. This standard does not specify performance 
requirements.
It is assumed that for some measurements the SHF 
converter will be removed from the antenna, leaving 
access to an r.f. port.

2 Normative references
The following normative documents contain 
provisions which, through reference in this text, 
constitute provisions of this part of IEC 61114. At 
the time of publication, the editions indicated were 
valid. All normative documents are subject to 
revision, and the parties to agreement based on this 
part of IEC 61114 are encouraged to investigate the 
possibility of applying the most recent editions of 
the normative documents indicated below. Members 
of ISO and IEC maintain registers of currently valid 
International Standards.
IEC 60050(712):1992, International 
Electrotechnical Vocabulary (IEV) — 
Chapter 712: Antennas. 

IEC 61079-1:1992, Methods of measurement on 
receivers for satellite broadcast transmissions in 
the 12 GHz band — Part 1: Radio-frequency 
measurements on outdoor units. 

3 Terms and definitions
For the purpose of this part of IEC 61114, the 
following general definitions apply.

3.1 
receiving antenna

SHF antenna intended for use in individual and 
collective reception of satellite broadcast signals
a polarization switching device is included in an 
antenna, if the antenna is able to receive two 
orthogonal polarized waves

3.2 
paraboloidal reflector antenna

antenna usually comprising main reflector, a 
primary (and sometimes a secondary) radiator with 
or without a feedome, an SHF converter, supporting 
structures for a primary radiator or subreflector and 
pointing structures

3.3 
planar array antenna

antenna usually comprising radiating elements, a 
feed network, an SHF converter, supporting 
structures, pointing structures and a radome

3.4 
standard antenna

antenna which is used as a gain reference for 
receiving antennas under test

3.5 
source antenna

antenna which is used as a transmitting antenna for 
measurements

3.6 
polarization switcher

device which can select one type of polarization

4 General notes on measurements
4.1 General conditions

4.1.1 Introduction

Measurements should be carried out in accordance 
with the following conditions to ensure repeatable 
results.

4.1.2 Testing site

Measurements shall be carried out at a facility 
where external radio interference and reflections 
from the ground and from surrounding structures 
have been minimized and their residual effects have 
been measured.
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The testing site for G/T measurement is provided 
in 4.3.3.

4.1.3 Power supply

If an SHF converter is used as an integral part of the 
antenna, a power supply equivalent to the rated 
voltage of the converter shall be used. The 
fluctuation of the power supply voltage during tests 
shall not exceed ± 2 %.

4.1.4 Accuracy of measuring instruments

Requirements for the accuracy of measurements are 
not included in this part of IEC 61114, because they 
depend only on the purpose for which the 
measurements are required. The accuracy of the 
measuring instruments used, if known, shall either 
be stated as a percentage or in decibels, as 
appropriate. Alternatively, the precision class may 
be quoted as stated in relevant publications (under 
consideration).

4.1.5 Residual standing wave ratio (SWR) of 
test instruments

The residual SWR of the test instruments shall be 
less than 1,1 for measuring the antenna gain and 
the impedance matching, and less than 1,5 for 
measuring the radiation pattern, the cross-polar 
pattern and the cross-polarization discrimination.

4.1.6 Stabilization period

Unless otherwise specified, measurements should 
be started once stabilization of the characteristics is 
obtained.

4.2 Test signal and test frequencies

Unless otherwise specified, the test signal shall be a 
c.w. signal and its frequency shall be the lowest, 
middle and highest frequencies in the 11/12 GHz 
band as specified by the standard of the country or 
countries for which the antenna under test was 
designed.
If there is interference at these frequencies, the test 
frequency can be shifted slightly to avoid the 
disturbance.
If the characteristics of the antenna are strongly 
frequency-dependent, the measurements shall also 
be carried out at those frequencies where significant 
changes occur.

4.3 Arrangement of source and receiving 
antennas

4.3.1 Antenna distance

The distance R between the aperture planes of the 
source antenna and the antenna under test shall 
satisfy the following equations:

R > 2D1
2/Æ

R > D1 D2/0,32 Æ

4.3.2 Spatial variation of the field

The spatial variation of the field at the aperture 
plane of the antenna under test shall be minimized. 
The variation in the power received from a standard 
antenna shall be within ± 0,5 dB on the aperture 
plane of the antenna. If the antenna under test is 
designed to receive two orthogonal circularly 
polarized waves, the variation shall satisfy the 
above value for both right-and left-hand circularly 
polarized waves. If the antenna under test is 
designed to receive two orthogonal linearly 
polarized waves, the variation shall satisfy the 
above value for both horizontal and vertical linearly 
polarized waves. The method of measurement of the 
variation is described in 5.1.
If a larger variation is observed, the position and 
height of the antenna should be changed to obtain 
the value specified above.

4.3.3 Environmental conditions for G/T 
measurements

When the measurements of G/T are made (see 5.8), 
the following conditions shall be maintained:

— the sky shall be clear;
— there shall be no noise sources such as the sun, 
a satellite, buildings and trees within 10° around 
the beam axis of the antenna under test.

4.4 Other conditions

If an SHF converter is used, the field intensity at the 
aperture plane shall be chosen so as not to overload 
the converter. The overload level of the converter is 
described in IEC 61079-1.

where
D1 is the largest aperture diameter of the 

antenna under test, in metres (m);
D2 is the largest aperture diameter of the source 

antenna, in metres (m);
Æ is the free-space wavelength at the test 

frequency, in metres (m).
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4.5 Measuring instruments

4.5.1 Circularly polarized standard antennas

A right-hand circularly polarized antenna and a 
left-hand circularly polarized antenna which have a 
nominal gain of more than 20 dB shall be provided 
as standard antennas.
An example of a suitable antenna is described 
in Annex A.
The gain shall be calibrated at the test frequencies.
NOTE A linearly polarized horn antenna can be used as the 
standard antenna. However, the accuracy of the gain 
measurement may be slightly reduced.

4.5.2 Linearly polarized standard antenna

A linearly polarized antenna which has a nominal 
gain of more than 20 dB shall be provided as the 
standard antenna. An example of a suitable 
antenna is described in Annex B. The gain shall be 
calibrated at the test frequencies.

4.5.3 Circularly polarized source antennas

A right-hand circularly polarized antenna and a 
left-hand circularly polarized antenna shall be 
provided as the source antennas. These antennas 
shall have the same nominal characteristics and a 
cross-polarization discrimination of more 
than 30 dB.
These values can be confirmed by the standard 
antenna (see Annex C).

4.5.4 Linearly polarized source antenna

A linearly polarized antenna shall be provided as 
the source antenna. The antenna shall have a 
cross-polarization discrimination of more 
than 30 dB.

4.5.5 Variable attenuator

A waveguide type precision attenuator having a 
variable range of 30 dB with an accuracy of better 
than ± 0,2 dB is required.
If an additional attenuator is introduced to set 
power at an appropriate level, it is not required to 
have the above accuracy.

5 Methods of measurement
5.1 Calibration of field intensity

5.1.1 Introduction

Prior to measuring the characteristics of the 
antenna under test, calibration of the field intensity 
at the aperture plane of the antenna shall be carried 
out using a standard antenna. A circularly or 
linearly polarized standard antenna is used as the 
standard antenna corresponding to the polarization 
of the antenna under test.

5.1.2 Method of measurement

The arrangement of the test equipment is shown 
in Figure 2.
The measurement shall be made using the following 
procedure:

a) set the source antenna and the antenna under 
test according to the measuring conditions 
described in clause 4;
b) replace the antenna under test with the 
standard antenna;
c) transmit the test signal from the source 
antenna at one of the test frequencies and move 
the standard antenna horizontally and vertically 
on the plane where the aperture plane of the 
antenna under test was located. Measure the 
received power at each point at a distance of two 
to four times the wavelength. The difference 
between the maximum and minimum measured 
values shall not exceed 1 dB. Then calculate the 
average value from the measured values and note 
it as PHA;
d) place the standard antenna apart from the 
antenna under test on a plane in which the 
aperture of the antenna under test is included. 
The distance between the centre of the antenna 
under test and that of the standard antenna shall 
be greater than 1,5 times the diameter of the 
antenna under test. Then measure the received 
power and note it as PH;
e) calculate the difference %µ between PH and PHA

%µ = PH – PHA;

f) repeat b) to e) at other test frequencies;
g) if the antenna under test is designed to receive 
two orthogonal polarized waves, replace both the 
source antenna and the standard antenna with 
those of orthogonal polarization. Repeat a) to f) to 
calibrate the field intensity for orthogonal 
polarization, and note %µ for each polarization.

5.2 Antenna gain

5.2.1 Introduction

Antenna gain is defined as the ratio, generally 
expressed in decibels, of the received power of an 
antenna which is oriented to a given direction in a 
uniform field of given polarization to that of a 
polarization-matched isotropic lossless antenna in 
the same field.
Unless otherwise specified, the direction shall be 
given so as to obtain maximum received power.
For a multiple-beam antenna, the antenna gain is 
defined for each beam in the same way as mentioned 
above.
NOTE The term “antenna gain” is identical to “partial gain” 
defined in IEV 712-02-44.
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5.2.2 Method of measurement

The arrangement of the test equipment is shown 
in Figure 3.
A circularly or linearly polarized standard antenna 
is used as the standard antenna corresponding to 
the polarization of the antenna under test. A 
polarization of a source antenna shall coincide with 
the polarization of the antenna under test.
NOTE The direction of the field vector at the beam axis of the 
linearly polarized antenna is described as an angle measured 
from the Ú direction of spherical coordinates fixed on the antenna. 
It is not normally necessary to indicate the measured or intended 
direction of the field vector, but if it is stated, present it in the 
results.

5.2.2.1 Single-beam antenna

The measurement for single-beam antennas shall 
be carried out using the following procedure:

a) set the source antenna and the antenna under 
test according to the measuring conditions 
described in clause 4;
b) locate the standard antenna at the same 
location as described in 5.1.2 d);
c) transmit a signal from the source antenna at 
one of the test frequencies, and set the received 
power at an appropriate level by adjusting the 
variable attenuator, and note the attenuation 
as L0 (dB);
for a linearly polarized antenna, perform d) 
and e), for a circularly polarized antenna, skip d) 
and e);
d) adjust the polarization of the standard 
antenna to coincide with that of the antenna 
under test;
e) adjust the polarization of the source antenna to 
coincide with that of the standard antenna;
f) disconnect the receiver from the standard 
antenna and connect it to the antenna under test, 
and direct the beam axis to obtain the maximum 
received power, and set the received power at the 
same level as that obtained in c) by adjusting the 
variable attenuator, and note the attenuation 
as L (dB);
g) calculate the gain G by the following equation:

G = Gs + L – L0 + %µ (dB)

where Gs is the antenna gain of the standard 
antenna.
h) PH should be monitored before and after the 
gain measurement, and its variation should not 
exceed 0,2 dB;
i) repeat b) to h) at other test frequencies;
j) if the antenna under test is designed to receive 
two orthogonal polarized waves, repeat b) to i) for 
the other polarization.

NOTE 1 If there are reflections in the test range, alternative 
methods for antenna gain measurement may be applied 
(see Annex D and Annex E).
NOTE 2 The beam axis of the right-hand circularly polarized 
beam and that of the left-hand circularly polarized beam of an 
off-set paraboloidal reflector antenna are slightly deflected from 
the mechanical beam axis in opposite directions to each other.

5.2.2.2 Multiple-beam antennas

The same test procedure shall be adopted for each 
beam. If each output port of the beam can be 
terminated by a matched load, all output ports 
except for the measuring beam output port shall be 
terminated.
The direction of each beam axis shall be measured. 
The directions are expressed in spherical 
coordinates (Úi, øi) i = 1, 2, ...n (n = number of beams) 
fixed on the antenna under test shown in Figure 4.
The beam axis is calculated as the mean value of the 
angles at which the received power is 3 dB lower 
than the maximum received power in the beam.

5.2.3 Presentation of results

The results shall be listed in tables or presented 
graphically. Graphical examples are shown 
in Figure 5.
The polarization in which the gain is measured shall 
be stated. For example, vertical polarization, 
right-hand circular polarization, and so on.
For a multiple-beam antenna, the beam whose gain 
is measured shall be stated. For example, beam 1, 
right-side beam, and so on.

5.3 Impedance matching

5.3.1 Introduction

This test measures the impedance matching of the 
antenna under test which should preferably be 
expressed in terms of the return loss ratio of the 
antenna, i.e. the amplitude of the reflection 
coefficient, in decibels; it may alternatively be 
expressed in terms of the standing wave 
ratio (SWR).

5.3.2 Method of measurement

The measurement shall be made by installing the 
antenna under test in an anechoic chamber or by 
directing its beam axis to the sky. To measure the 
return loss, a network analyzer should be used. The 
arrangement of the test equipment is shown 
in Figure 6. If each output port of the beam can be 
terminated by matched load, all output ports except 
that for the measuring beam output port shall be 
terminated.
Measurement shall be carried out as follows:

a) calibrate the X axis of the X-Y recorder for the 
range of the frequency band by a sweep signal 
generator and the receiver;
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