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National foreword

This British Standard has been prepared by Technical Committee MCE/15 and is 
the English language version of EN 61116:1994 Electromechanical equipment 
guide for small hydroelectric installations published by the European Committee 
for Electrotechnical Standardization (CENELEC). It is identical 
with IEC 1116:1992 published by the International Electrotechnical Commission 
(IEC) with editorial corrections. The editorial corrections are indicated by the 
presence of side rules in the margin.
For graphical symbols, and letter symbols and signs approved by the IEC for 
general use, readers are referred to:

— IEC Publication 27: Letter symbols to be used in electrical technology
— IEC Publication 617: Graphical symbols for diagrams

The symbols and signs contained in the present publication have either been 
taken from IEC Publications 27 or 617, or have been specifically approved for the 
purpose of this publication.
For general terminology, readers are referred to 
IEC Publication 50: International Electrotechnical Vocabulary (IEV), which is 
issued in the form of separate chapters each dealing with a specific field, the 
General Index being published as a separate booklet. Full details of the IEV will 
be supplied on request1).
The terms and definitions contained in the present publication have either been 
taken from the IEV or have been specifically approved for the purpose of this 
publication.
Some Sections and Parts of BS 4727 are identical with or technically equivalent 
to IEC Publication 50. All Parts of BS 3939, except for Part 1, are identical with 
IEC Publication 617.
EN 61116 was produced as a result of international discussion in which the 
United Kingdom took an active part. 

1) Available from BSI, Customer Services, Sales Department, 389 Chiswick High Road, London 
W4 4AL.

Cross-references

Publication referred to Corresponding British Standard

BS 4999 General requirements for rotating electrical 
machines

IEC 34-2:1972
(HD 53.2 S1:1982)
IEC 34-2A:1974

Part 102:1987 Methods for determining losses and 
efficiency from tests (excluding machines for traction 
vehicles)

IEC 41:1991
(EN 60041:1994)

BS EN 60041:1995a Determination of the hydraulic 
performance of hydraulic turbines, storage pumps and 
pump-turbines from field acceptance tests

BS 4727 Glossary of electromechanical, power, 
telecommunication, electronics, lighting and colour terms

Part 2 Terms particular to power engineering

IEC 50 (602):1983 Group 11:1986 Generation, transmission and 
distribution of electricity terminology

IEC 70:1967 BS 1650:1971 Specification for capacitors for connection 
to power-frequency systems

IEC 129:1984
(EN 60129:1994)

BS 5253:1990 Specification for alternating current 
disconnectors and earthing switches

a In preparation.
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

IEC 185 (mod):1987
(HD 553 S 2:1993)

BS 7626:1993 Specification for current transformers

IEC 186 (mod):1987
(HD 554 S 1:1992)

BS 7625:1993 Specification for voltage transformers

IEC 545:1976 BS 5671:1979 Guide for commissioning, operation and 
maintenance of hydraulic turbines

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
the EN title page, pages 2 to 50, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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Foreword

The CENELEC questionnaire procedure, performed 
for finding out whether or not the 
International Standard IEC 1116:1992 could be 
accepted without textural changes, has shown that 
no common modifications were necessary for the 
acceptance as European Standard.
The reference document was submitted to the 
CENELEC members for formal vote and was 
approved by CENELEC as EN 61116 
on 1994-03-08.
The following dates were fixed: 

Annexes designated “normative” are part of the 
body of the standard.
Annexes designated “informative” are given only for 
information.
In this standard, Annex ZA is normative and 
Annex A is informative.
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Section 1. General

1.1 Scope and object
This International Standard is used as a guide that applies to hydroelectric installations with units having 
power outputs less than 5 MW and turbines with nominal runner diameters less than 3 m. These figures 
do not represent absolute limits.
This guide deals only with the direct relations between the purchaser or the consulting engineer and the 
supplier. It does not deal with civil works, administrative conditions or commercial conditions.
This guide is intended to be used by all concerned in the installation of electromechanical equipment for 
small hydroelectric plants.
This guide, based essentially on practical information, aims specifically at supplying the purchaser of the 
equipment with information which will assist him with the following:

— preparation of the call for tenders;
— evaluation of the tenders;
— contact with the supplier during the design and manufacture of equipment;
— quality control during the manufacture and shop-testing;
— follow-up of site erection;
— commissioning;
— acceptance tests;
— operation and maintenance.

The guide comprises the following:
a) general requirements for the electromechanical equipment of small hydroelectric installations;
b) technical specifications for the electromechanical equipment, excluding its dimensioning and 
standardization;
c) requirements for acceptance, operation and maintenance.

Bearing in mind the type of installation considered, the documents shall be as simple as possible but must 
satisfactorily define the particular operation conditions. Over-specification is harmful to the economy of the 
project.

1.2 Normative references
The following standards contain provisions which, through reference in this text, constitute provisions of 
this International Standard. At the time of publication of this standard, the editions indicated were valid. 
All standards are subject to revision, and parties to agreements based on this International Standard are 
encouraged to investigate the possibility of applying the most recent editions of the standards indicated 
below. Members of IEC and ISO maintain registers of currently valid International Standards.
IEC 34-1:1983, Rotating electrical machines — Part 1: Rating and performance. 
IEC 34-2:1972, Rotating electrical machines — Part 2: Methods for determining losses and efficiency of 
rotating electrical machinery from tests (excluding machines for traction vehicles). 
IEC 34-2A:1974, First supplement: Measurement of losses by the calorimetric method. 
IEC 34-5:1991, Rotating electrical machines — Part 5: Classification of degrees of protection provided by 
enclosures of rotating electrical machines (IP Code). 
IEC 41:1991, Field acceptance tests to determine the hydraulic performance of hydraulic turbines, storage 
pumps and pump-turbines. 
IEC 50(602):1983, International Electrotechnical Vocabulary (IEV), Chapter 602: Generation, transmission 
and distribution of electricity — Generation. 
IEC 56:1987, High-voltage alternating-current circuit-breakers. 
IEC 70:1967, Power capacitors. 
IEC 76-1:1976, Power transformers — Part 1: General. 
IEC 129:1984, Alternating current disconnectors (isolators) and earthing switches. 
IEC 185:1987, Current transformers. 
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IEC 186:1987, Voltage transformers. 
IEC 193:1965, International code for model acceptance tests of hydraulic turbines. Amendment No. 1 (1977)
IEC 193A:1972, First supplement to IEC 193 (1965). 
IEC 308:1970, International code for testing of speed governing systems for hydraulic turbines. 
IEC 545:1976, Guide for commissioning, operation and maintenance of hydraulic turbines. 
IEC 609:1978, Cavitation pitting evaluation in hydraulic turbines, storage pumps and pump-turbines. 
Considering the scope of this guide, it does not cover the initial stage of investigations, that is to say the 
preliminary study and feasibility study. Neither does it deal with the economic study concerning the supply 
and demand of energy.
To conclude, the guide does not replace the necessary engineering studies for the selection, design, 
manufacture, installation and testing of the equipment. It is intended only to make the purchaser aware 
of the important points and data to be furnished, specified and kept in due consideration in the construction 
of small hydroelectric plants.
NOTE 1 The IEC standards applicable for the preparation of technical documents are given in clause 1.2. In the case of small hydro 
developments, the necessary simplification relevant to the type of installation shall be made.
NOTE 2 Where IEC standards do not cover all areas of the equipment, ISO Standards concerning specific items can be consulted, 
although where there is conflict between the IEC codes and the ISO Standards those of the IEC will prevail.

1.3 Nomenclature
See Annex A.

1.4 Methodology
In the interests of clarity, the sequence of the necessary steps for the construction of a small hydroelectric 
power plant is represented diagrammatically in Figure 1.
It principally covers the preparation of technical specifications, the examination of tenders, the 
manufacture, and finally the commercial operation and maintenance of equipment.
This sequence also shows the relationship between the different phases and areas of responsibility of all 
the parties concerned (consulting engineer, chief resident engineer, and users).
If the purchaser does not have in-house engineering capabilities or the services of a consulting engineer he 
may call for, to facilitate relations with contractors, a “turn-key” supply, or have at least a leading 
contractor responsible for the supply of all or part of the electromechanical equipment 
(e.g. the turbine/generator package, or a “water-to-wire” package).

Section 2. Description of installation and operating conditions of power station

The following data is generally required by the equipment supplier and should appear in the enquiry. In 
some cases, all these data are not always readily available. Nevertheless, it must be emphasized that the 
more information that is given the better will the project be understood and therefore the better the 
technical solution which will result.

2.1 Site conditions
2.1.1 Supply a topographic survey (plan and profile) giving the altitude of the points indicated and the 
position desired for the main works (see Figure 4), water intake, reservoir, channel, surge tank or head 
pond, penstock, power plant, headwater, tailwater and their main characteristics (sections, lengths, 
materials of the channels and penstocks, etc.). Indicate the foundation conditions (sand, rock, soft ground, 
etc.).
2.1.2 Attach numbered pictures with cross-references to the topographic survey described in 2.1.1, showing 
the setting and location of the main works.
2.1.3 Supply the chemical analysis of the water with extremes of temperature and, if necessary, the amount 
and size of sediments carried by the water in the area around the water intake or downstream of the sand 
trap, if any.
Indicate the presence of any living organisms or floating debris, etc.
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2.1.4 Specify the local conditions; extremes of air temperature, humidity, occurrence of strong winds, 
earthquakes, etc.
2.1.5 Indicate any transport or access limitations.
2.1.6 Certain information mentioned in 4.1.5.1 and 4.1.5.3 (erection) may also be shown in the tender 
enquiry if this reflects a particular feature of the purchaser’s own country.
2.1.7 State if it is run-of-river (see Figure 3) or a scheme with a reservoir.
Indicate if there exist any particular operational constraints: e.g. multi-purpose scheme, environmental, 
fisheries, etc.
State and describe (with drawings) those elements of the plant which are part of an existing installation 
which it is foreseen will eventually be put back into use.
2.1.8 State if the plant will be manned or unmanned.

2.2 Hydraulic conditions for plant and design criteria for the units
2.2.1 Specify the maximum allowable up or down surges in the channels.
2.2.2 Provide a flow duration curve (see Figure 2) with an indication of the limiting flows (guaranteed 
water supply, irrigation, drinking-water).
2.2.3 Specify the chosen design flow, Qa, in cubic metres per second, and the availability in days per year.
2.2.4 Specify the extreme water-levels at the intake and at the tail-race in metres (m) above sea-level, as 
follows. 

2.2.5 Specify the desired outputs and the duration of the corresponding operations. The net heads are 
defined as in IEC 41. The crossflow turbines with diffusers being considered as reaction turbines.
2.2.6 State the number of units suggested.
2.2.7 Define the evaluation criteria for efficiency over the full range of operation as well as overload 
conditions (weighting the efficiency according to the amount of energy produced at different heads and 
flows). The weight to be given to a particular efficiency or overload depends on the time of utilization at the 
point of operation considered and the energy thus recovered from the installation. For general instructions 
to tenderers see clause 3.5.
NOTE 1 For low head plants with short intakes, care must be taken in the design of the intake in order to obviate hydraulic problems 
such as vortices and air admission.
NOTE 2 The proper design of the waterways is essential in order to minimize the head losses (difference between gross and net 
head).

a) upstream max ... m

min ... m

b) downstream max ... m

min ... m

c) operational range allowed: ... m

and give the curves for:

d) level versus discharge (upstream and downstream)

e) level versus volume of the upstream reservoir or head pond (essential for a reservoir scheme).
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2.3 Electrical conditions for plant operation
The plant electrical conditions and requirements listed under either 2.3.1 or 2.3.2.

2.3.1 The plant is intended to operate in isolated network

a) Without any other energy supply on the network
For isolated load networks, black-start capability is essential. 

b) With permanent connection to another electrical energy supply defined as follows:

c) Energy utilization: daily and seasonal load variations

In order to decide the method of regulation and the design of the governor, it is necessary to give an 
indication of the load variations (load curve):

a) daily;
b) weekly;
c) seasonal.

Indicate the priority and non-priority loads (load shedding) as this is useful for designing the governor.

i) Required network voltage ...... V

Tolerance (under steady-state conditions) + ... % p ... %

ii) Network frequency ..... Hz

Tolerance (under steady-state conditions) + ... % p ... %

iii) Minimum output required all year round by the network ...... kW

iv) Load acceptance rate of the network (to determine whether or not a 
flywheel is required) ...... kW/s

v) Value of the maximum step-change in load which the network can 
accept + ... kW p ... kW

vi) Power factor (cos 8) .....

i) Hydroelectric unit: type ..........

min output ... kW

ii) Thermoelectric unit: type ..........

iii) Generator characteristics (synchronous or asynchronous):

• rated voltage ..... V

• rated frequency ..... Hz

• rated output ..... kVA

• inertia MR2 of rotating parts ..... kg · m2

• power factor (cos 8) .....

iv) Turbine governor characteristics

The network conditions are to be defined as in 2.3.1 a), items i) to iv).

v) Voltage regulator characteristics (distribution of reactive power).

Output (kW) minimum average maximum

Passive loads 
(lighting, heating, drying, ....)

Active loads 
(electric motors)

Total
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2.3.2 The plant is intended to operate in parallel with a grid which imposes the frequency

2.3.3 Energy transport and distribution

Provide the following drawings:
— a general layout drawing of the entire proposed network, in the case of isolated load operation;
— a drawing showing the link to the grid, in the case of operation in parallel with a large grid.

The layout should also show the main centres of energy consumption and supply.
Also provide information on any possible developments of the grid.

2.4 Types of regulation and modes of operation
2.4.1 Frequency regulation

If the unit or the plant operates in an isolated network, or is an important part of the network, a governor 
is required to maintain the network frequency during load changes.
For units with low output and where hydraulic energy is abundant, simplified governors could also be used 
by producing a constant output at full load and dumping the unused power.

2.4.2 Level control

Specify if it is necessary to maintain the upstream or downstream level constant, or within a working range 
using the generating sets or some other discharge device. If this is so, the turbine opening must then be 
governed with level feedback. This is generally the case with run-of-river plants (in the river itself or in a 
bypass channel) or when linked to an irrigation canal.
NOTE On isolated load, level or frequency may be controlled but not both.

2.4.3 Flow regulation

Specify if the units are to provide a constant flow or a variable programmed flow.
NOTE On isolated load, flow or frequency may be controlled but not both.

2.4.4 Simplified governing

If the plant is to operate on a large network which imposes the frequency, its units can be fitted with 
simplified governors (positioners) having level feedback or load feedback. Stability may be affected in the 
case where part of a large grid becomes accidentally detached and simplified governors are used.

2.5 Automation, telemetry, remote control, alarms
a) Indicate if staff are available for the starting and shut-down sequences or if it is required to minimize 
the use of operators.
b) If the plant is unattended, specify where the alarms are to be located.
c) Specify whether the starting sequence, synchronization, loading and shut-down operations shall be: 

i) manual;
ii) and/or automatic;
iii) and/or telecontrolled (in this case, indicate the location of the control centre, the carrier and the 
type and method of transmission of the signals).

a) Characteristics of the grid

i) Voltage ...... V

Tolerance + ... % p ... %

ii) Frequency ...... Hz

Tolerance + ... % p ... %

iii) Short-circuit power (at the point where the new scheme is 
linked to the grid) ...... kVA

iv) Power factor (cos 8) ......

b) Apparent output of the largest generator working on the 
network ...... kVA
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d) Where a scheme has a reservoir, and there are several units, specify if manual or automatic control 
of the reservoir water is required (operation according to a programme).
e) Specify if the plant is to be the control centre for other energy supply sources in the network.

Section 3. Equipment specifications

The information given below is useful in establishing technical specifications and comparing the technical 
offers for the most important items in a small hydroelectric development.

3.1 Technical requirements
In addition to supplying the equipment, the supplier should provide the following:

a) Suitability of the proposed technical solutions with regard to the hydraulic characteristics and the 
operational requirements.
b) The supplier should inform the purchaser of the necessary civil work data at an early stage so that 
the civil work can be designed in accordance with the requirements of the equipment. Verification of the 
compatibility between the civil work and the electromechanical equipment (overall dimensions, floor 
loads, supply and verification of the preliminary civil work layout drawings, etc.).
c) Information required for erecting, starting-up, operating and maintaining the equipment.

3.2 Limits of the supply
These limits should be clearly and physically defined for each item. It should be checked that no equipment 
has been excluded.

3.2.1 For the hydraulic system

On the upstream side the limit could be trashrack and the rack cleaning machine, if installed, or the first 
hydraulic closure device (stop-logs, gate or valve), or any other suitable section.
On the downstream side the limit could be defined as the end of the draft tube or of the stop-logs or gate, 
or any other suitable section.

3.2.2 For the electric system

This may include all the electrical equipment, up to the first point of connection with the grid to be defined 
by the purchaser.

3.2.3 Elements not normally included in the supply

Generally the following are not included:
a) civil works,
b) telemetry and remote control.

3.3 Specifications of the elements of the plant
Without overlooking the criterion of simplicity which this type of installation requires, the selection of good 
quality materials, suitable technology and good machine characteristics has the advantage of affording 
reliability and prolonged life of the plant.

3.3.1 Trashrack and rack cleaner

The opening between the bars of the grating should be as large as possible, but less than the minimum 
dimension of the hydraulic circuit downstream (e.g. in Francis turbines, the minimum opening between the 
blades of the runner). Specify that the racks should be able to support the loads which can be produced 
when they are completely obstructed.
The rack cleaning machine, if it is required, could be manual or automatic, but in any event, the clearing 
away, transporting and dumping of the debris should be taken into account.

3.3.2 Water-level control

According to the operation of the plant, the control of level could be for information, and also for protection 
and auxiliary regulation.
The elements of level control are generally placed upstream of the unit (intake, dam, etc.) although in some 
cases it might be necessary to control the downstream level (flow requirements, downstream plant, etc.).
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If the level measuring equipment is very remote from the power station, it shall be protected, together with 
the connecting line, against electrical surge. This is particularly important when electronic devices are 
used.
Moreover, the level control equipment (and other associated equipment) should be protected against 
damage from environmental causes or caused by a third party.
For low head stations, in most instances, the level control can be tapped at turbine inlet inside the power 
station.

3.3.3 Discharge closure devices (see Figure 7)

The unit should be protected by at least one closure device, which in an emergency would close due to lack 
of electrical signal or activation by electrical signal. This device may be the guide vanes or the admission 
of air in a siphon-type turbine.
The opening of the gates and valves is generally performed by means of an actuator and with balanced 
upstream and downstream pressures. The actuator shall have sufficient power to enable it to open the 
device under unbalanced pressures.
The closure should be guaranteed under any circumstances for reasons of safety:

a) for gates, closure should be affected by their own weight;
b) while for valves and guide vanes acting as safety closing devices and not having a closing tendency, 
closure should be effected by a counterweight or any other device having an equivalent effect.

For the correct and lasting operation of the stop-logs and gates, it is necessary to maintain the parallelism 
of the fixed guides.
The valves and the gates should be designed to withstand a test pressure of 1,5 times the maximum total 
pressure, including surge, and to be capable of stopping the maximum discharge, including broken 
penstock flow conditions.
It is important to study the sealing systems and to specify the guaranteed limit of leakage to be permitted 
(e.g. in litres/minute). It is recommended that the seals be replaceable.

3.3.3.1 Stop-logs or maintenance gates

In certain cases, these could act as a secondary closure device, independent of the turbine.

3.3.3.2 Intake and head gates and valves

If these devices are necessary, it is essential to study their closing rates and consequences on closing to 
avoid unfavourable disturbances in the waterway and hydraulic units. Suitable venting of the penstock 
downstream of the closure device is necessary to prevent the collapse of the penstock or serious damage to 
the water conveying structure.

3.3.3.3 Inlet valves for unit protection

If the penstock is short and there is an intake gate, inlet valves are not always necessary. If several units 
are fed by the same penstock, it is recommended that separate valves for each unit be installed.
In the case of Bulb or Kaplan turbines, the use of a value on the tail-race side can in some cases, be more 
conductive.
The effective rate of closure should be studied with care, establishing the optimum relation between the 
overspeed of the unit and the overpressure in the penstock in accordance with the relevant equipment.
It is especially important that the closure of the inlet valve be slow, with the aim of reducing the 
overpressure caused by the “water hammer” effect (and thus influencing the design of the hydraulic 
pipeline), but it may result in an increased overspeed.

3.3.4 Penstock

It is advisable to use standard diameter and thickness pipes for the penstock. It should be verified that 
penstocks can withstand 1,5 times the maximum total pressure including surge to which it is subjected, 
taking into account the “water hammer” effect produced by a hydraulic shut-off device or sometimes when 
the unit goes to runaway. The presence of a surge chamber at an appropriate position in the hydraulic 
pipeline will help to reduce pressure rises and pressure drops when the operating conditions are modified.
In some cases, it may be necessary to bury the penstock to protect it against rock fall, avalanches or ice. It 
should be studied whether an anti-vacuum device is required.
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Once the turbine is defined, the calculations for the “water hammer” effect may be confirmed by the 
supplier. It is very important to bear in mind that overpressures affect the design of the penstock, and vice 
versa. Depending on the penstock length and unit power output, pressure rises may be decreased at the 
cost of increasing the overspeed of the unit.
For the case of long penstocks and low discharge, the use of pressure relief valves (discharge valve) is to be 
taken into consideration. Since this is a safety device, it calls for careful checking and maintenance.
The use of materials other than steel for manufacturing the penstock may be considered.

3.3.5 Turbine (see Figure 8)

Without wishing to exclude any particular type of construction, it should be noted that the majority of 
turbines are of the impulse or reaction type.
Figure 5 gives some indication of the range covered by the largest family of turbines (Pelton, Francis, 
Kaplan, propeller, and cross-flow) as a function of head and discharge. The limits of operation of these 
turbines vary according to the supplier.
In all cases it is necessary that the turbines have good resistance to fatigue, cavitation, erosion and 
corrosion according to the conditions imposed by the quality of the water.
The material of the unit, especially the runner and other parts subject to wear, should be easily repairable. 
Each case should be studied individually bearing in mind the operating conditions (operational time and 
down time).
In general, all points of articulation and axes should be constructed in corrosion-resistant materials and 
the corresponding bushings should be of the self-lubricating type.
The horizontal, vertical or inclined arrangement of the unit has an important influence on the amount of 
civil work and the ease of access and maintenance.

3.3.5.1 Impulse turbine (Pelton, ...)

It is generally recommended that its closing devices should have a natural tendency to close during load 
rejections. The needles should act slowly to reduce the pressure rise and if there is a deflector it should act 
quickly.
The nozzle and the needle of the injector should be very resistant to erosion and readily replaceable.
The buckets are also parts which are subject to severe erosion (they should be easily repairable) and subject 
to severe fatigue due to repeated impact from the water jets (careful choice of materials, good mechanical 
design, and generally low stress levels are required).

3.3.5.2 Reaction turbine (Francis, Kaplan, propeller, ...)

In general, a higher setting of the machine above tailwater level will lead to larger turbine dimensions and 
slower running speeds in order to avoid cavitation and conversely a lower setting results in smaller turbine 
dimensions, faster running speeds but generally more expensive civil works.
It is recommended that the articulating parts of a guide vane apparatus be made of self-lubricating 
material. A suitable device (breaking or equivalent) to avoid obstructions between guide vanes being 
extended to the circle of the guide vanes is necessary.
The materials used for the fixed and the movable parts (especially the runner labyrinths) should be 
resistant to erosion. Depending on the size of the turbine and the operating conditions, it is advantageous 
for the labyrinths, runner and joints to be easily dismantled.
The shaft seal of the turbine is an item which should be studied with care and designed for ease of 
maintenance and replacement.

3.3.5.3 Guide and thrust bearings

The shaft system should be designed to minimize the number of bearings. It is essential to study the 
turbine and generator bearings as a system. In the choice between journal, ball or roller bearings, attention 
should be given to their ability to withstand vibrations, eddy currents and runaway conditions.
If the unit size allows it and for reasons of simplicity, the use of self-lubricating bearings is to be considered.
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