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Foreword

The text of document 65C/475/FDIS, future edition 1 of IEC 61158-5-15, prepared by SC 65C, Industrial
networks, of IEC TC 65, Industrial-process measurement, control and automation, was submitted to the
IEC-CENELEC parallel vote and was approved by CENELEC as EN 61158-5-15 on 2008-02-01.

This and the other parts of the EN 61158-5 series supersede EN 61158-5:2004.
With respect to EN 61158-5:2004 the following changes were made:

— deletion of Type 6 fieldbus for lack of market relevance;

— addition of new fieldbus types;

— partition into multiple parts numbered 5-2, 5-3, ..., 5-20.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2008-11-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-02-01

NOTE Use of some of the associated protocol types is restricted by their intellectual-property-right holders. In all cases, the
commitment to limited release of intellectual-property-rights made by the holders of those rights permits a particular data-link layer
protocol type to be used with physical layer and application layer protocols in type combinations as specified explicitly in the
EN 61784 series. Use of the various protocol types in other combinations may require permission from their respective
intellectual-property-right holders.

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 61158-5-15:2007 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

IEC 61158-6-15 NOTE Harmonized as EN 61158-6-15:2008 (not modified).
IEC 61784-1 NOTE Harmonized as EN 61784-1:2008 (not modified).
IEC 61784-2 NOTE Harmonized as EN 61784-2:2008 (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD
applies.

Publication Year Title EN/HD Year

IEC/TR 61158-1 2007  Industrial communication networks - - -
Fieldbus specifications -
Part 1: Overview and guidance for the
IEC 61158 and IEC 61784 series

ISO/IEC 7498-1 N Information technology - Open Systems EN ISO/IEC 7498-1 1995?
Interconnection - Basic Reference Model:
The Basic Model

1)

ISO/IEC 8822 - Information technology - Open Systems - -
Interconnection - Presentation service
definition

ISO/IEC 8824 D Information technology - Open Systems - -

Interconnection - Specification of Abstract
Syntax Notation One (ASN.1)

ISO/IEC 9545 Y Information technology - Open Systems - -

Interconnection - Application Layer structure

ISO/IEC 10731 Y Information technology - Open Systems - -
Interconnection - Basic reference model -
Conventions for the definition of OSI services

R Undated reference.
2 Valid edition at date of issue.
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INTRODUCTION

This part of IEC 61158 is one of a series produced to facilitate the interconnection of
automation system components. It is related to other standards in the set as defined by the
“three-layer” fieldbus reference model described in IEC/TR 61158-1.

The application service is provided by the application protocol making use of the services
available from the data-link or other immediately lower layer. This standard defines the
application service characteristics that fieldbus applications and/or system management may
exploit.

Throughout the set of fieldbus standards, the term “service” refers to the abstract capability
provided by one layer of the OS| Basic Reference Model to the layer immediately above.
Thus, the application layer service defined in this standard is a conceptual architectural
service, independent of administrative and implementation divisions.
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 5-15: Application layer service definition — Type 15 elements

1 Scope

1.1 Overview

In network communications, as in many fields of engineering, it is a fact that “one size does
not fit all.” Engineering design is about making the right set of trade-offs, and these trade-offs
must balance conflicting requirements such as simplicity, generality, ease of use, richness of
features, performance, memory size and usage, scalability, determinism, and robustness.
These trade-offs must be made in light of the types of information flow (e.g. periodic, one-to-
many, request-reply, events), and the constraints imposed by the application and execution
platforms.

The Type 15 fieldbus provides two major communication mechanisms that complement each
others to satisfy communication requirements in the field of automation: the Client/Server and
the Publish/Subscribe paradigms. They can be used concurrently on the same device.

Type 15 Client/Server operates in a Client/Server relationship. Its application layer service
definitions and protocol specifications are independent of the underlying layers, and have
been implemented on a variety of stacks and communication media, including EIA/TIA-232,
EIA/TIA-422, EIA/TIA-425, HDLC (ISO 13239), fiber, TCP/IP, Wireless LANs and Radios.

Type 15 Publish/Subscribe operates in a Publish/Subscribe relationship. Its application layer
service definitions and protocol specifications are independent of the underlying layers and
can be configured to provide reliable behaviour and support determinism. The most common
stack is UDP/IP.

The fieldbus application layer (FAL) provides user programs with a means to access the
fieldbus communication environment. In this respect, the FAL can be viewed as a “window
between corresponding application programs.”

This part of IEC 61158 provides common elements for basic time-critical and non-time-critical
messaging communications between application programs in an automation environment and
material specific to Type 15 fieldbus. The term “time-critical” is used to represent the
presence of a time-window, within which one or more specified actions are required to be
completed with some defined level of certainty. Failure to complete specified actions within
the time window risks failure of the applications requesting the actions, with attendant risk to
equipment, plant and possibly human life.

This part of IEC 61158 define in an abstract way the externally visible service provided by the
Type 15 fieldbus application layer in terms of

a) an abstract model for defining application resources (objects) capable of being
manipulated by users via the use of the FAL service,
b) the primitive actions and events of the service;

c) the parameters associated with each primitive action and event, and the form which they
take; and

d) the interrelationship between these actions and events, and their valid sequences.
The purpose of this part of IEC 61158 is to define the services provided to

1) the FAL user at the boundary between the user and the Application Layer of t iel
Reference Model, and rﬁé&ﬁbﬁients
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2) Systems Management at the boundary between the Application Layer and Systems
Management of the Fieldbus Reference Model.

This part of IEC 61158 specifies the structure and services of the Type 15 IEC fieldbus
Application Layer, in conformance with the OSI Basic Reference Model (ISO/IEC 7498) and
the OSI Application Layer Structure (ISO/IEC 9545).

FAL services and protocols are provided by FAL application-entities (AE) contained within the
application processes. The FAL AE is composed of a set of object-oriented Application
Service Elements (ASEs) and a Layer Management Entity (LME) that manages the AE. The
ASEs provide communication services that operate on a set of related application process
object (APO) classes. One of the FAL ASEs is a management ASE that provides a common
set of services for the management of the instances of FAL classes.

Although these services specify, from the perspective of applications, how request and
responses are issued and delivered, they do not include a specification of what the requesting
and responding applications are to do with them. That is, the behavioral aspects of the
applications are not specified; only a definition of what requests and responses they can
send/receive is specified. This permits greater flexibility to the FAL users in standardizing
such object behavior. In addition to these services, some supporting services are also defined
in this standard to provide access to the FAL to control certain aspects of its operation.

1.2 Specifications

The principal objective of this part of IEC 61158 is to specify the characteristics of conceptual
application layer services suitable for time-critical communications, and thus supplement the
OSI Basic Reference Model in guiding the development of application layer protocols for time-
critical communications.

A secondary objective is to provide migration paths from previously-existing industrial
communications protocols. It is this latter objective which gives rise to the diversity of services
standardized as the various Types of IEC 61158, and the corresponding protocols
standardized in subparts of IEC 61158-6.

This specification may be used as the basis for formal Application Programming-Interfaces.
Nevertheless, it is not a formal programming interface, and any such interface will need to
address implementation issues not covered by this specification, including

a) the sizes and octet ordering of various multi-octet service parameters, and

b) the correlation of paired request and confirm, or indication and response, primitives.
1.3 Conformance

This part of IEC 61158 does not specify individual implementations or products, nor do they
constrain the implementations of application layer entities within industrial automation
systems.

There is no conformance of equipment to this application layer service definition standard.
Instead, conformance is achieved through implementation of conforming application layer
protocols that fulfill the Type 15 application layer services as defined in this part of
IEC 61158.

1.4 Type overview

In network communications, as in many fields of engineering, it is a fact that “one size does
not fit all.” Engineering design is about making the right set of trade-offs, and these trade-offs
must balance conflicting requirements such as simplicity, generality, ease of use, richness of
features, performance, memory size and usage, scalability, determinism, and robustness.
These trade-offs must be made in light of the types of information flow (e.g. periobcoone-to-
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many, request-reply, events), and the constraints imposed by the application and execution
platforms.

The Type 15 fieldbus provides two major communication mechanisms that complement each
others to satisfy communication requirements in the field of automation: the Client/Server and
the Publish/Subscribe paradigms. They can be used concurrently on the same device.

Type 15 Client/Server operates in a Client/Server relationship. Its application layer service
definitions and protocol specifications are independent of the underlying layers, and have
been implemented on a variety of stacks and communication media, including EIA/TIA-232,
EIA/TIA-422, EIA/TIA-425, HDLC (ISO 13239), fiber, TCP/IP, Wireless LANs and Radios.

Type 15 Publish/Subscribe operates in a Publish/Subscribe relationship. Its application layer
service definitions and protocol specifications are independent of the underlying layers and
can be configured to provide reliable behavior and support determinism. The most common
stack is UDP/IP.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC/TR 61158-1 (Ed.2.0), Industrial communication networks — Fieldbus specifications — Part
1: Overview and guidance for the IEC 61158 and IEC 61784 series

ISO/IEC 7498-1, Information technology — Open Systems Interconnection — Basic Reference
Model — Part 1: The Basic Model

ISO/IEC 8822, Information technology — Open Systems Interconnection — Presentation
service definition

ISO/IEC 8824, Information technology — Open Systems Interconnection — Specification of
Abstract Syntax Notation One (ASN.1)

ISO/IEC 9545, Information technology — Open Systems Interconnection — Application Layer
structure

ISO/IEC 10731, Information technology — Open Systems Interconnection — Basic Reference
Model — Conventions for the definition of OSI services

3 Terms and definitions, abbreviations, symbols and conventions

3.1 Terms and definitions

For the purposes of this document, the following terms as defined in these publications apply:

3.1.1 ISO/IEC 7498-1 terms

[

application entity

[}

application process

o O

)

)

) application protocol data unit
) application service element

)

)

application entity invocation

) application process invocation Documents
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g) application transaction
h) real open system
i) transfer syntax

3.1.2 ISO/IEC 8822 terms
a) abstract syntax

b) presentation context

3.1.3 ISO/IEC 9545 terms

a) application-association

b) application-context

c) application context name

d) application-entity-invocation
e) application-entity-type

f) application-process-invocation
g) application-process-type
h) application-service-element

i) application control service element

3.1.4 ISO/IEC 8824 terms
a) object identifier

b) type

3.1.5 IEC/TR 61158-1 terms

The following IEC/TR 61158-1 terms apply.

3.1.51 application

function or data structure for which data is consumed or produced

3.1.5.2 application layer interoperability

capability of application entities to perform coordinated and cooperative operations using the
services of the FAL

3.1.5.3 application object

object class that manages and provides the run time exchange of messages across the
network and within the network device

NOTE: Multiple types of application object classes may be defined.
3.1.54 application process

part of a distributed application on a network, which is located on one device and
unambiguously addressed

3.1.5.5 application process identifier

distinguishes multiple application processes used in a device
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3.1.5.6 application process object

component of an application process that is identifiable and accessible through an FAL
application relationship

NOTE Application process object definitions are composed of a set of values for the attributes of their class.
3.1.5.7 application process object class

class of application process objects defined in terms of the set of their network-accessible
attributes and services

3.1.5.8 application relationship

cooperative association between two or more application-entity-invocations for the purpose of
exchange of information and coordination of their joint operation

NOTE This relationship is activated either by the exchange of application-protocol-data-units or as a result of
preconfiguration activities.

3.1.5.9 application relationship endpoint

context and behavior of an application relationship as seen and maintained by one of the
application processes involved in the application relationship

NOTE Each application process involved in the application relationship maintains its own application relationship
endpoint.

3.1.5.10 application service element

application-service-element that provides the exclusive means for establishing and
terminating all application relationships

3.1.5.11 attribute

description of an externally visible characteristic or feature of an object

NOTE The attributes of an object contain information about variable portions of an object. Typically, they provide
status information or govern the operation of an object. Attributes may also affect the behaviour of an object.
Attributes are divided into class attributes and instance attributes.

3.1.5.12 behavior
indication of how the object responds to particular events
NOTE Its description includes the relationship between attribute values and services.

3.1.5.13 class

set of objects, all of which represent the same kind of system component

NOTE A class is a generalization of the object; a template for defining variables and methods. All objects in a
class are identical in form and behavior, but usually contain different data in their attributes.

3.1.5.14 class attributes

attribute that is shared by all objects within the same class

3.1.5.15 class code

unique identifier assigned to each object class

3.1.5.16 class specific service
service defined by a particular object class to perform a required function w%ésu?ﬁents

performed by a common service
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NOTE A class specific object is unique to the object class which defines it.
3.1.5.17 client

(a) object which uses the services of another (server) object to perform a task

(b) initiator of a message to which a server reacts, such as the role of an AR endpoint in
which it issues confirmed service request APDUs to a single AR endpoint acting as a server

3.1.5.18 conveyance path

unidirectional flow of APDUs across an application relationship

3.1.5.19 cyclic

term used to describe events which repeat in a regular and repetitive manner

3.1.5.20 dedicated AR

AR used directly by the FAL user

NOTE On Dedicated ARs, only the FAL Header and the user data are transferred.
3.1.5.21 device

physical hardware connection to the link

NOTE A device may contain more than one node.

3.1.5.22 device profile

collection of device dependent information and functionality providing consistency between
similar devices of the same device type

3.1.5.23 dynamic AR

AR that requires the use of the AR establishment procedures to place it into an established
state

3.1.5.24 endpoint

one of the communicating entities involved in a connection

3.1.5.25 error

discrepancy between a computed, observed or measured value or condition and the specified
or theoretically correct value or condition

3.1.5.26 error class

general grouping for error definitions

NOTE Error codes for specific errors are defined within an error class.
3.1.5.27 error code

identification of a specific type of error within an error class

3.1.5.28 FAL subnet

networks composed of one or more data link segments
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NOTE Subnets are permitted to contain bridges, but not routers. FAL subnets are identified by a subset of the
network address.

3.1.5.29 logical device

FAL class that abstracts a software component or a firmware component as an autonomous
self-contained facility of an automation device

3.1.5.30 management information

network-accessible information that supports managing the operation of the fieldbus system,
including the application layer

NOTE Managing includes functions such as controlling, monitoring, and diagnosing.

3.1.5.31 network

series of nodes connected by some type of communication medium

NOTE The connection paths between any pair of nodes can include repeaters, routers and gateways.
3.1.5.32 peer

role of an AR endpoint in which it is capable of acting as both client and server

3.1.5.33 pre-defined AR endpoint

AR endpoint that is defined locally within a device without use of the create service
NOTE Pre-defined ARs that are not pre-established are established before being used.

3.1.5.34 pre-established AR endpoint

AR endpoint that is placed in an established state during configuration of the AEs that control
its endpoints

3.1.5.35 publisher

role of an AR endpoint in which it transmits APDUs onto the fieldbus for consumption by one
or more subscribers

NOTE The publisher may not be aware of the identity or the number of subscribers and it may publish its APDUs

using a dedicated AR. Two types of publishers are defined by this standard, Pull Publishers and Push Publishers,
each of which is defined separately.

3.1.5.36 server

a) role of an AREP in which it returns a confirmed service response APDU to the client that
initiated the request

b) object which provides services to another (client) object

3.1.5.37 service

operation or function than an object and/or object class performs upon request from another
object and/or object class

NOTE A set of common services is defined and provisions for the definition of object-specific services are

provided. Object-specific services are those which are defined by a particular object class to perform a required
function which is not performed by a common service.

3.1.5.38 subscriber

role of an AREP in which it receives APDUs produced by a publisher
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NOTER Two types of subscribers are defined by this standard, pull subscribers and push subscribers, each of
which is defined separately.

3.1.6 Specific definitions for client/server

3.1.6.1

coils, discrete outputs

application process object, a set of coils, characterized by the address of a coil and a quantity
of coils, this set is also called discrete outputs when associated with field outputs

3.1.6.2

discrete, discrete input

application process object, addressed by an unsigned number and having a width of one bit,
representing a 1-bit encoded status value, read-only, with the value '1' encoding the status
ON and the value '0' encoding the status OFF, also called discrete input, especially when
associated with field outputs

3.1.6.3

discrete inputs, discretes

application process object, a set of discretes, characterized by the address of a discrete and
a quantity of discretes, this set is also called discrete inputs, especially when associated with
field inputs

3.1.6.4

coil, discrete output

application process object, addressed by an unsigned number and having a width of one bit,
representing a 1-bit encoded status value, read-write, with the value '1' encoding the status
ON and the value '0' encoding the status OFF, also called discrete output when associated
with field output

3.1.6.5

encapsulated interface

mechanism encapsulating a service for an interface, which is an application process object
characterized by an MEI type

3.1.6.6
exception
encoding used to signal a service request failure

3.1.6.7
exception code
encoding associated with an exception, detailing the reason of a service request failure

3.1.6.8
file
application process object, an organization of records, characterized by an unsigned number

3.1.6.9
function code
encoding of a service requested to a server

3.1.6.10

holding register,output register

application process object, addressed by an unsigned number and representing values with
16 bits, read-write

Documents

Document Sharing Hub

Full document details: BS EN 61158-5-15:2008


http://www.avadocuments.com/doc/bs-en-61158-5-15-2008
http://www.avadocuments.com/doc/bs-en-61158-5-15-2008

BS EN 61158-5-15:2008

-16 - 61158-5-15 © IEC:2007(E)

3.1.6.11

holding registers, output registers

application process object, a set of holding registers, characterized by the address of a
holding register and a quantity of holding registers

3.1.6.12

input register

application process object, addressed by an unsigned number and representing values with
16 bits, read-only

3.1.6.13

input registers

application process object, a set of input registers, characterized by the address of an input
register and a quantity of input registers

3.1.6.14

record

application process object, a set of contiguous registers of a specified type, characterized by
the address of the first register and by the quantity of registers; in the context of this
definition, the registers involved have also been called references

3.1.6.15
reference
denigrated term for register

3.1.6.16
reference type
denigrated term for register type

3.1.6.17
sub-code
specialization of a function code

3.1.6.18
unit ID
logical device identifier

3.1.6.19

MEI type

type specified as an octet value, used to dispatch a service to the appropriate interface in the
context of the encapsulated interface mechanism

3.1.7 Specific definitions for publish/subscribe

3.1.71
network object
publish/subscribe application, reader, or writer

3.1.7.2

GUID

globally unique network object identifier, used to uniquely reference an object within the
network

3.1.7.3
composite state
attributes of a set of network objects
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3.1.7.4

composite state transfer

Interactions between CSTWriters and interested CSTReaders with the goal to allow the
CSTReaders to reconstruct the composite state of the communicating CSTWriter, without
transferring the entire history that led to the current composite state of that CSTWriter.

3.1.7.5
reader
subscriber or a CSTReader

3.1.7.6
writer
publisher or a CSTWriter

31.7.7
CSTReader
meta-information-specialized subscriber

3.1.7.8
CSTWriter
meta-information-specialized publisher

3.1.7.9
communication actor
reader or writer

3.1.7.10
domain participant
application that uses publish/subscribe elements, also called publish/subscribe application

NOTE This terminology is adopted to avoid the overuse of the term “application”. At the same time, the term
“domain” has a place within publish/subscribe. The Type extensibility allows for the concept of “domains”, or
independent communication planes, effectively permitting isolation of application exchanges within domains. While
OMG DDS as in “Data Distribution Service for Real-Time Systems Specification, Version 1.1, December 2005” uses
this extension, the feature will not be examined further in this specification, which will consider a single domain.

3.1.7.11

manager

specialized publish/subscribe application, containing specialized publishers and subscribers,
and involved in the described discovery and maintenance mechanism; not to be confused with
any publishing manager

3.1.7.12

managed participant

a publish/subscribe application; the qualifier refers to its role in relation to a manager when
involved in the described discovery and maintenance mechanism; not to be confused with any
publishing manager subordinate

3.1.7.13

publishing manager

role of an AR endpoint in which it issues one or more confirmed service request APDUs to a
publisher to request the publisher to publish a specified object. Two types of publishing
managers are defined by this standard, pull publishing managers and push publishing
managers, each of which is defined separately

3.1.7.14

pull publisher

type of publisher that publishes an object in response to a request received from its pull
publishing manager
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3.1.7.15

pull publishing manager

type of publishing manager that requests that a specified object be published in a
corresponding response APDU

3.1.7.16
push publisher
type of publisher that publishes an object in an unconfirmed service request APDU

3.1.7.17

push publishing manager

type of publishing manager that requests that a specified object be published using an
unconfirmed service

3.1.7.18

pull subscriber

type of subscriber that recognizes received confirmed service response APDUs as published
object data

3.1.7.19

push subscriber

type of subscriber that recognizes received unconfirmed service request APDUs as published
object data

3.1.7.20

sequence number

number used to uniquely identify elementary publish/subscribe messages in an ordered
manner

3.2 Abbreviations and symbols
3.2.1 Common abbreviations and symbols

AE Application Entity

AL Application Layer

ALME  Application Layer Management Entity
ALP Application Layer Protocol

APO Application Object

AP Application Process

APDU  Application Protocol Data Unit

API Application Process ldentifier

AR Application Relationship

AREP  Application Relationship End Point

ASCII American Standard Code for Information Interchange

ASE Application Service Element

Cnf Confirmation

DL- (as a prefix) Data Link-

DLC Data Link Connection

DLCEP Data Link Connection End Point

DLL Data Link Layer

DLM Data Link-management

DLSAP Data Link Service Access Point Documents
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DLSDU DL-service-data-unit

FAL
IANA
ID
IEC
Ind
IP
LME
LSB
MSB
oSl
QoS
Req
Rsp
SAP
SDU
SMIB
SMK

Fieldbus Application Layer

Internet Assigned Numbers Authority
Identifier

International Electrotechnical Commission
Indication

Internet Protocol

Layer Management Entity

Least Significant Bit

Most Significant Bit

Open Systems Interconnect

Quality of Service

Request

Response

Service Access Point

Service Data Unit

System Management Information Base

System Management Kernel

3.2.2 Abbreviations and symbols for client/server

C/S
FC
CAN
CiA
MEI
URL

Client/Server

Function Code

Controller Area Network
CAN in Automation
Encapsulated Interface type
Uniform Resource Locator

3.2.3 Abbreviations and symbols for publish/subscribe

CS
CST
DCPS
DDS
DLRL
GUID
OMG
P/S

Composite State

Composite State Transfer
Data-Centric Publish-Subscribe
Data Disribution Service

Data Local Reconstruction Layer
Globally Unique Id

Object Management Group
Publish/Subscribe

3.3 Conventions

3.3.1 Overview

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate
subclause. Each ASE specification is composed of two parts, its class specification, and its
service specification.

The class specification defines the attributes of the class. The attributes are accessible from
instances of the class using the Object Management ASE services specified in Clause 5 of
this standard. The service specification defines the services that are provided by thBASE.
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3.3.2 General conventions

This standard uses the descriptive conventions given in ISO/IEC 10731.

3.3.3 Conventions for class definitions

Class definitions are described using templates. Each template consists of a list of attributes
for the class. The general form of the template is shown below:

FAL ASE: ASE Name
CLASS:Class Name
CLASS ID: #

PARENT CLASS:
ATTRIBUTES:

Parent Class Name

1 (o) Key Attribute:  numeric identifier

2 (o) Key Attribute: name

3 (m) Attribute: attribute name(values)
4 (m) Attribute: attribute name(values)
4.1 (s) Attribute: attribute name(values)
4.2 (s) Attribute: attribute name(values)
4.3 (s) Attribute: attribute name(values)
5. (c) Constraint: constraint expression
5.1 (m) Attribute: attribute name(values)
5.2 (o) Attribute: attribute name(values)
6 (m) Attribute: attribute name(values)
6.1 (s) Attribute: attribute name(values)
6.2 (s) Attribute: attribute name(values)
SERVICES:

1 (o) OpsService: service name

2. (c)  Constraint: constraint expression
2.1 (o) OpsService: service name

3 (m) MgtService: service name

(1) The "FAL ASE:" entry is the name of the FAL ASE that provides the services for the class

being specified.

(2) The "CLASS:" entry is the name of the class being specified. All objects defined using
this template will be an instance of this class. The class may be specified by this
standard, or by a user of this standard.

(3) The "CLASS ID:" entry is a number that identifies the class being specified. This number
is unique within the FAL ASE that will provide the services for this class. When qualified
by the identity of its FAL ASE, it unambiguously identifies the class within the scope of
the FAL. The value "NULL" indicates that the class cannot be instantiated. Class IDs
between 1 and 255 are reserved by this standard to identify standardized classes. They
have been assigned to maintain compatibility with existing national standards. CLASS
IDs between 256 and 2048 are allocated for identifying user defined classes.

(4) The "PARENT CLASS:" entry is the name of the parent class for the class being
specified. All attributes defined for the parent class and inherited by it are inherited for
the class being defined, and therefore do not have to be redefined in the template for this
class.

NOTE The parent-class "TOP" indicates that the class being defined is an initial class definition. The parent class
TOP is used as a starting point from which all other classes are defined. The use of TOP is reserved for classes
defined by this standard.

(5) The "ATTRIBUTES" label indicate that the following entries are attributes defined for the
class.

a) Each of the attribute entries contains a line number in column 1, a mandatory (m) /
optional (o) / conditional (c) / selector (s) indicator in column 2, an attribute type label

in column 3, a name or a conditional expression in column 4, and_optiondlypgEtivients
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enumerated values in column 5. In the column following the list of values, the default
value for the attribute may be specified.

b) Objects are normally identified by a numeric identifier or by an object name, or by
both. In the class templates, these key attributes are defined under the key attribute.

c) The line number defines the sequence and the level of nesting of the line. Each
nesting level is identified by period. Nesting specifies
i) fields of a structured attribute (4.1, 4.2, 4.3),

ii) attributes conditional on a constraint statement (5). Attributes may be mandatory
(5.1) or optional (5.2) if the constraint is true. Not all optional attributes require
constraint statements as does the attribute defined in (5.2).

iii) the selection fields of a choice type attribute (6.1 and 6.2).

(6) The "SERVICES" label indicates that the following entries are services defined for the
class.

a) An (m) in column 2 indicates that the service is mandatory for the class, while an (0)
indicates that it is optional. A (c) in this column indicates that the service is
conditional. When all services defined for a class are defined as optional, at least one
has to be selected when an instance of the class is defined.

b) The label "OpsService" designates an operational service (1).
c) The label "MgtService" designates an management service (2).

d) The line number defines the sequence and the level of nesting of the line. Each
nesting level is identified by period. Nesting within the list of services specifies
services conditional on a constraint statement.

3.3.4 Conventions for service definitions
3.3.4.1 General

The service model, service primitives, and time-sequence diagrams used are entirely abstract
descriptions; they do not represent a specification for implementation.

3.3.4.2 Service parameters

Service primitives are used to represent service user/service provider interactions (ISO/IEC
10731). They convey parameters which indicate information available in the user/provider
interaction. In any particular interface, not all parameters need be explicitly stated.

The service specifications of this standard uses a tabular format to describe the component
parameters of the ASE service primitives. The parameters which apply to each group of
service primitives are set out in tables. Each table consists of up to five columns for the

—_

) parameter name,

N

) request primitive,

w

) indication primitive,

N

) response primitive, and
5) confirm primitive.

One parameter (or component of it) is listed in each row of each table. Under the appropriate
service primitive columns, a code specifies the type of usage of the parameter on the primitive

specified in the column: Documents
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M parameter is mandatory for the primitive

U parameter is a User option, and may or may not be provided depending on dynamic
usage of the service user. When not provided, a default value for the parameter is
assumed.

C parameter is conditional upon other parameters or upon the environment of the
service user.

— (blank) parameter is never present.

S parameter is a selected item.
Some entries are further qualified by items in brackets. These may be
a) a parameter-specific constraint:

“(=)” indicates that the parameter is semantically equivalent to the parameter in the
service primitive to its immediate left in the table.

b) an indication that some note applies to the entry:

“(n)” indicates that the following note "n" contains additional information pertaining to
the parameter and its use.

3.3.4.3 Service procedures
The procedures are defined in terms of

» the interactions between application entities through the exchange of fieldbus Application
Protocol Data Units, and

« the interactions between an application layer service provider and an application layer
service user in the same system through the invocation of application layer service
primitives.

These procedures are applicable to instances of communication between systems which
support time-constrained communications services within the fieldbus Application Layer.
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4 Concepts

4.1 Common concepts

All of IEC/TR 61158-1,
overridden in 4.2 and 4.3.

Clause 9 is incorporated by reference, except as specifically

4.2 Client/server specific concepts

4.2.1 Overview

Client/Server (C/S) describes a Client/Server communication mechanism between devices
connected on different types of buses or networks. The client/server AL is the same irrelevant
from the underlying layers. Some client/server stack configurations are illustrated in Figure 1.

Type 15 C/S Application Layer
L 4 L 4 L 4 ;
Type 15 C/S on TCP
TCP
ﬂ
Y sy [ S Sy [ S — +
Other Token Bus / HDLC Serial Ethernet I1/802.3
Other Physical layer Ei%?ﬁffjfsrs Ph}lj::ik;zrllllzt}/er

The communication between devices on different types of buses or networks is made possible

Figure 1 — Client/server stacks

by the use of gateways, as illustrated in Figure 2.

Device PLC HMI /0 /0 PLC
Type 15 AL C/S on TCP
] ] ]
Gateway Gateway Gateway

PLC PLC

Type 15 C/S AL Type 15 C/S AL Type 15 C/S AL
Token Bus/HDLC HMI RS 232 RS 485 /O
/0 Device | Device

Figure 2 — Client/server communication on different buses or networlBocuments
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4.2.2 Client/server APOs
4.2.2.1 General

Client/server provides application layer services specified by function codes, acting on
application process objects (APOs).

An application process object is a network representation of a specific aspect of an AP. Each
APO represents a specific set of information and processing capabilities of an AP that are
accessible through services of the FAL. APOs are used to represent these capabilities to
other APs in a fieldbus system.

From the perspective of the FAL, an APO is modeled as a network accessible object
contained within an AP or within another APO (APOs may contain other APOs). APOs provide
the network definition for objects contained within an AP that are remotely accessible. The
definition of an APO includes an identification of the FAL services that can be used by remote
APs for remote access. The FAL services, as shown in Figure 3, are provided by the FAL
communications entity of the AP, known as the FAL Applications Entity (FAL AE).

services for remote
access to APO
p— /
FAL FAL APO Z
AE AE services
User Request FAL #
and Response % Real
Data object
Y requester / responder Y
/4 V4
APO provides network
view of real object

Figure 3 — Client/server APOs services conveyed by the FAL

In Figure 3, remote APs acting as clients may access the real object by sending requests
through the APO that represents the real object. Local aspects of the AP convert between the
network view (the APO) of the real object and the internal AP view of the real object.

For all APOs, the semantics is the one allowed by the associated FAL APO ASE.

4.2.2.2 Common APOs

Client/server bases its model on APOs that have distinguishing characteristics. Some of them,
namely discretes, coils, input registers and holding registers, are often interpreted as memory
tables. While this is a simple and convenient model, it is just one of many, indeed they do not
even need to be seen as memory objects. It is up to the application to devise the most
appropriate relation of APOs with real objects, and the subject is out of the scope of this
document. Table 1 summarizes the characteristics of these four APOs.
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Table 1 — Common client/server APOs

Common APOs Object type Comment

discrete single bit Read-only, its value can be provided
by an 1/0 system.

This APO is useful in the modeling of
binary valued real objects that are
manipulated by the server application
and are supposed to be only
observed by the client user. The
integrity of the above contract is
under control of the server AP, which
can confine the exposure of the real
objects to discretes.

coil single bit Read-write, its value can be altered
by a client application program.

input register 16 bit word Read-only, its value can be provided
by an 1/0 system.

This APO is useful in the modeling of
analog valued real objects that are
manipulated by the server application
and are supposed to be only
observed by the client user. The
integrity of the above contract is
under control of the server AP, which
can confine the exposure of the real
objects to input registers.

holding register 16 bit word Read-write, its value can be altered
by a client application program.

The distinctions between inputs and outputs, and between bit-addressable and word-
addressable data items, do not imply any application behavior. It is perfectly acceptable, and
customary, to regard all four tables as overlaying one another, if this is the most natural
interpretation on the target machine in question.

The following Figure 4 and Figure 5, informative, give some common but by no means
exhaustive interpretations, respectively as distinct memory tables and overlapping memory
tables.

Device application memory

Type 15 C/S
access

~~

~ Discretes

Type 15 C/S
Coils Request

1

Input Registers

A\

Holding Registers

/
7

Type 15 C/S server

Figure 4 — [INFORMATIVE] Interpretation as distinct tables
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Device application
Type 15 C/S
Discretes
T 15C/S
W 7/ Coils R)t/e‘c)qiest
/ / 1]

43 Input Registers
Holding Registers

Type 15 C/S server

Figure 5 — [INFORMATIVE] Interpretation as overlapping tables

To emphasize what is not implied, it is worth mentioning yet another not obvious interpretation
(informative) often found in the field: different requests performed on the same APO do not
necessarily entail requests to the same real object. This is illustrated in Figure 6.

Service A for APO 1

. ) Service A
e.g. read holding register 1 real object x

read
\ €.g. memory x

APO 1
e.g. holding register 1
real object y
Service B for APO 1
. . . Service B e.g. memory y
e.g. write holding register 1
write

Figure 6 — [INFORMATIVE] APO and real objects, non obvious possible interpretation

Discretes, coils, input registers and holding registers are often collectively called data
references or data items. For each of the above mentioned tables, the protocol allows
individual selection of 65536 data items, and the operations of read or write of those items are
designed to span, from an application user (client user) point of view, multiple consecutive
data items up to a data size limit which is dependent on the service transaction function code.

The possible association of client/server data references (bits, registers) and actual physical
storage within devices is a local issue.

The client/server logical data reference addresses, used in client/server service function
codes, are unsigned integers starting at zero.

One potential source of confusion is the relationship between the data referencegaddresses
used in client/server service function codes, and the discrete, coil or registear ‘useﬁrglﬁwaa
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addresses, as seen e.g. in a PLC Ladder Logic program. For historical reasons user reference
addresses were expressed as decimal numbers with a starting offset of 1, however
client/server uses the more natural software convention starting at 0. Due to this, for example,
a client/server message requesting to read a register via logical data reference at offset 0
would return what the application programmer considers register 1. There is an exception, the
addressing of records via registers using client/server service function codes Read File
Record and Write File Record, where record 0, a ‘user’ reference, is addressed specifying 0
as its first register. Details are given in the mentioned services specifications.

4.2.2.3 Record and file APOs

The record APO, from an application user (client user) point of view, is a set of contiguous
registers of a specified type, characterized by the address of the first register and by the
quantity of registers; in the context of this definition, the registers involved have also been
called references.

The file APO is an organization of records, characterized by an unsigned number.

4.2.2.4 Interface APO

The encapsulated interface is a mechanism encapsulating a service for an interface, which is
an application process object characterized by an MEI type. The MEI type, specified as an
octet value, is used to dispatch the service to the appropriate interface.

While it is a simple mechanism, since it defers all the semantics to the interface, it allows
maximum flexibility in what it can represent and convey.

4.2.3 Client/server function codes

Function codes are encodings of services requested to a server. These encodings are
partitioned in three categories:

Publicly assigned function codes

These function codes are either assigned to a standard service or reserved for future
assignment.

User definable function codes

These function codes can be used for experimentation in a controlled laboratory
environment. They must not be used in an open environment.

Reserved function codes

These function codes are currently used by some companies for legacy products and are
not available for public use.

NOTE 1 Function code assignments are managed by the Modbus-IDA industrial consortium.

NOTE 2 The following function codes, while publicly assigned, are not covered by this specification: FC 0x07
(Read Exception Status), FC 0x08 (Diagnostics), FC 0xOB (Get Com Event Counter), FC 0x0C (Get Com Event
Log), FC 0x11 (Report Slave ID).

4.2.4 Client/server communication model overview
4.2.4.1 General

Figure 7 is a representation of the end-to-end communication model.
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Service Parameters
/ FAL APDU Body
FAL AE FAL AE —

l FAL FAL
. FAL FAL
service 4 APO «—>| AR < FAL > AR | «—>» APO «—> real
user ASE I ASE APDUs ASE I ASE object

service primitives

Figure 7 — ASE service conveyance

Client/server uses a Client/Server AR with confirmed interaction, and optionally when
broadcast is supported, a Client/Server AR with unconfirmed interaction.

4.2.4.2 Client/server device addressing and connection

Client/server devices are addressed using a Unit ID. The Unit ID needs to be unique across
all the servers addressable by a client. The set of addressable servers is determined by the
underlying layer. This set is sometimes called connection.

The Unit ID assignment is outside of the scope of this specification.

The Unit ID identifies logical devices. There may be more than one logical device per physical
device.

Some values of Unit ID are reserved and have particular meanings. The value 0 is reserved
for broadcast.

NOTE In general the Unit ID is only required for logical devices having the role of servers. Often logical devices
can have either role or multiple roles, via configuration, and their Unit ID is not used when they only perform in the
client role. Depending on the underlying layers some devices can have concurrently a client and a server role on
the same access point, this is the case for client/server on Token Bus/HDLC, outside the scope of this standard.

4.2.4.3 Client/server cardinality, connections and transaction objects

A client/server device may have many clients and many servers, depending on the device and
on the underlying layers.

The clients and servers are associated by a connection, which in the scope of this standard is
equivalent to an AR.

Clients carry a service on a connection with the help of a transaction object, managed
(created and destroyed) by the client. The transaction object mechanism is exposed at the
application layer due to the client/server possibility of having more than one outstanding
request at a time, with the consequent need to properly associate requests and confirmations.
It also controls the maximum number of such requests, which could be 1. The capabilities of a
client/server application layer client depend on Ilower layers and on the particular
implementation; these factors are captured in the configuration of the transaction object
mechanism allowing programmatic adaptation.

The transaction object is instantiated for the duration of a service invocation. Every
transaction object needs to be uniquely identifiable within a connection.
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There can be many servers on the same connection. There can be many clients on the same
connection as well, but when this is the case then only one client on that connection can be
active at a time. For confirmed services, a client is active from the time it sends a request to
the time it receives the corresponding confirmation, and this time is contained within the
instantiation and subsequent destruction of the transaction object involved. For unconfirmed
services, a client is active for an amount of time that is device and connection specific, and it
must itself wait for a previous activity time to elapse before engaging in another one. The
enforcement of the single active client per connection at a time is outside the scope of this
specification, as is the timing of activities for unconfirmed services.

A client can issue only one service invocation per transaction object. Depending on the device
there may be only one connection, or a limited number of connections. Depending on the
underlying layer and local settings, a client may not be allowed to instantiate more that a
limited number of transaction objects at a time.

In case of connections where multiple clients per connection are allowed, those clients can
only instantiate one transaction object at a time, obtaining the above mentioned activity status
when they do so. Some connections with a single client may have the same restriction.

If a client can only instantiate one transaction object at a time then, when invoking a service,
it is not necessary to dynamically create a transaction object and exchange it with lower
layers, since the main reason for having a transaction object is to properly couple requests
with confirmations, which is automatic for these clients. In these situations a single static
transaction object effectively acts like a client token, which is either taken or available, and
only of interest to the client.

In all cases, the establishment of a connection and the needed configuration for the
transaction object instantiation are outside the scope of this specification. Both are expected
to be properly established.

4.2.4.4 Confirmed interaction

Client/server is based on request/response messages, and the model is that of a client/server
interaction. With this relationship, a client issues a request as a confirmed service to a server,
and the confirmation of the response from the server concludes the transaction. This
interaction is shown in Figure 8.

Confirmed service requests

A 4

Client Server
(requester P responder)

4

Confirmed service responses

Figure 8 — Client/server confirmed interaction

This is accomplished using the Client/Server AR primitives, as shown in Figure 9 and
Figure 10.

A client should start a transaction timer after issuing a confirmed service request. This timer
should be set to an implementation dependent maximum time allowed for the confirmation,
resetting it on receipt or reporting a service provider error on expiration.
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Confirmation

Unit ID

Function code

Data Rsp

Receive (positive) confirmation

- 30—
Client Service Provider Server
Initiate reauest
Reauest
AL service ™~
Unit ID | Function code | Data Req Indication
~
[~ Perform action
Initiate response
/
A/

Respbonse

Figure 9 — Client/server AR confirmed service primitives (positive case)

Confirmation

&

Unit ID

Exception code

Error code

Receive (negative) confirmation

Client Service Provider Server
Initiate reauest
Reauest
AL service ~
e Indication
Unit ID | Function code | Data Req

[~ Fail to perform action
Initiate error response
| —

Response

Figure 10 — Client/server AR confirmed service primitives (negative case)

4.2.4.5 Unconfirmed interaction

Optionally, clients and servers may support unconfirmed services in the form of client issued
broadcast messages. This interaction is shown in Figure 11.
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Unconfirmed service requests (broadcast)

Client
requester

A 4

Server

A 4

Server

.

Server

Figure 11 — Client/server unconfirmed interaction

This is accomplished using the Client/Server AR primitives, as shown in Figure 12.

Clien

Initiate reauest
Reauest
AL service

Broadcast |Function code

Service Provider Servers
\\A
Data Req Indication
:\A Perform action
™
[~

Figure 12 — Client/server AR unconfirmed service primitives

4.3 Publish/subscribe specific concepts

4.3.1 Overview

Publish/Subscribe (P/S) describes a Publish/Subscribe communication mechanism between
networked devices. publish/subscribe offers a number of QoS characteristics, and it is
designed with upward compatible extensibility features, so that, among other things, the QoS
set can be easily augmented, using versioning or with vendor specific extensions. This
specification will indicate the extension possibilities but it will not detail them, since outside
the scope. It is important to realize that publish/subscribe is a wire protocol, it exposes many
possibilities via configuration and extensions, and not all behaviors are documented in this

specification.

NOTE A higher application services layer, dictating optimal usage and taking advantage of easy to accommodate
‘designed-in’ extensions for publish/subscribe, has been recently standardized by the OMG: “Data Distribution
Service for Real-Time Systems Specification, Version 1.1, December 2005”.
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The publish/subscribe AL has minimal requirements on the underlying layers, and it could be
deployed using memory offsets on shared memory or ports on UDP. publish/subscribe
supports a wide variety of transports and transport QoS. The protocol is designed to be able
to run on multicast and best-effort transports, such as UDP/IP, and requires only very simple
services from the transport. In fact, it is sufficient that the transport offers a connectionless
service capable of sending packets best-effort. That is, the transport need not guarantee each
packet will reach its destination or that packets are delivered in-order. Where required,
publish/subscribe implements reliability in the transfer of data and state above the transport
interface. This does not preclude publish/subscribe from being implemented on top of a
reliable transport. It simply makes it possible to support a wider range of transports.

The general requirements publish/subscribe asks to the underlying transport can be
summarized as follows:
— the transport has a generalized notion of a unicast address (shall fit within 16 octets);

— the transport has a generalized notion of a port (shall fit within 4 octets), e.g. could be
a UDP port, an offset in a shared memory segment, etc.;

— the transport can send a datagram (uninterpreted sequence of octets) to a specific
address/port;

— the transport can receive a datagram at a specific address/port;

— the transport will drop messages if incomplete or corrupted during transfer (i.e.
publish/subscribe assumes messages are complete and not corrupted);

— the transport provides a means to deduce the size of the received message.

A publish/subscribe stack configuration is illustrated in Figure 13.

Type 15 P/S Application Layer
\ 4

*

Type 15 P/S on UDP

Other Ethernet 11 /802.3
Ethernet
Other Physical layer

Figure 13 — Publish/subscribe communications stacks

If available, publish/subscribe can also take advantage of the multicast capabilities of the
transport mechanism, where one message from a sender can reach multiple receivers.

Publish/subscribe is designed to promote determinism of the underlying communication
mechanism; it provides an open trade-off between determinism and reliability. Among other
features, determinism is monitored with the use of deadlines. Reliability is provided using
queues, acknowledgements and retransmission. The reliability is window based, implemented
natively, allowing full control and flexibility of the aforementioned trade-off.
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4.3.2 Data-centric, match, decoupling and scalability

Publish/subscribe is organized around publishers and subscribers, with the additional
characteristic of being data centric.

In this architecture, often called DCPS for data centric publish subscribe, the attributes of an
exchange are on the data itself. In addition to the content proper, that may or may not be a
discriminating factor, the operating traits of a publisher are reflected in the data it publishes,
and the expectations of a subscriber are looked for in the data it subscribes to.

The above allows for a high degree of customization regarding data and its exchanges, and a
match based on data, sometimes even down to parts of the content, with no direct knowledge
between publishers and subscribers. This decoupling is the major reason for the scalability
properties of this approach, it is easy to add and remove publishers and subscribers.

Figure 14 illustrates a scenario where applications exchange data via publishers and
subscribers, unknown to each others.

The match is made by considering attributes of the data, like Topic name, Topic type, and
other qualifying characteristics.

NOTE Publish/subscribe extensions allow for the concept of “domains”, effectively permitting isolation of
application exchanges within domains. While OMG DDS as in “Data Distribution Service for Real-Time Systems
Specification, Version 1.1, December 2005” uses this extension, the feature will not be examined further in this
specification, which will consider a single domain.

Application 3

Application 1 Subscriber 3

Publisher 1

Data toic 1 T
ata topic Application 2

Subscriber 2 Data topic 2 Subscriber 1

Publisher 2

Figure 14 — Publish/subscribe data-centric exchanges
between decoupled network objects

4.3.3 Publish/subscribe APOs
4.3.3.1 General

An application process object is a network representation of a specific aspect of an AP. Each
APO represents a specific set of information and processing capabilities of an AP that are
accessible through services of the FAL. APOs are used to represent these capabilities to
other APs in a fieldbus system.

From the perspective of the FAL, an APO is modeled as a network accessible object
contained within an AP or within another APO (APOs may contain other APOs). APOs provide
the network definition for objects contained within an AP that are remotely accessible. The
definition of an APO includes an identification of the FAL services that can be useD@@uments
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APs for remote access. The FAL services, as shown in Figure 15, are provided by the FAL
communications entity of the AP, known as the FAL Applications Entity (FAL AE).

Publish/subscribe APOs are constructed dynamically, and are exchanged from publishers to
subscribers.

Remoting the APO
/. \ /)
7 FAL FAL APO 7/
AE AE services
User FAL #
publication of < APDUs > Real
data object
Publisher / Subscriber
y/4 //
/ / 7
APO provides network
modification for real object

Figure 15 — Publish/subscribe APOs services conveyed by the FAL

In Figure 15, remote APs acting as publishers may modify the real object by publishing data
that contributes changes to the remote APO. publish/subscribe remotes the APO itself, by
publishing it. Once the APO is acquired by the subscriber, local aspects of the AP convert
between the network view (the APO) of the real object and the internal AP view of the real
object.

4.3.3.2 Data topic APO

The publish/subscribe APO is the data exchanged itself, the publication, here called topic to
emphasize the fact that it is identifiable data.

The topic is characterized by the following:

— topic name;
— optional topic type;

— optional topic representational code.

The offered publication topic is looked at by an expected subscription topic, and a match is
attempted. The matching is done on all three components, with the following considerations:

— the name components must match, but this is not required to be a literal match, as it
can be done via regular expression pattern matching;

— if the topic type of one of the matching sides is the empty string, then that component
is a match, and the additional meaning is that no type checking against the type
information carried by this component should be done; the type information is expected
to be available by other means; if the topic type of both sides is not the empty string
then they must match;

— if the topic representational code of one of the matching sides is 0, then that
component is a match, and the additional meaning is that there is no extra information
available about the topic type and its marshalling; the type information is expected to
be available by other means; if the topic representational code of both sides is not 0

then they must match. Documents
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The offered publication topics and the expected subscription topics carry with themselves
additional information about the data production and consumption, respectively, via optional
parameters. This is the information that enables QoS, and it is available on a publisher, topic
and subscriber basis. The kind and quantity of additional information is configurable; the
following (Informative) is a commonly used set:
publication topic

— topic (name, type, representational code);

— strength;

— persistence.
The strength is the precedence of the issue sent by the Publication; the persistence indicates
how long the issue is valid. Strength and persistence allow the receiver to arbitrate if issues
are received from several matching publications.
subscription topic

— topic (name, type, representational code);

— minimum separation;

— deadline.
The minimum separation is the minimum time between two consecutive issues received by
the Subscription. It defines the maximum rate at which the Subscription is prepared to receive

issues. Publications sending to this Subscription should try to send issues so that they are
spaced at least this far apart.

The above configuration enables the behaviors illustrated in Figure 16.

deadline miss notification
deadline /

>

/ subscription
/ using subscription

> I QoS

minimum separation

notification on arrival

F Time
S N
time of most recentty accepted issue
subscription
persistence using publication
> QoS
take strongest take any
Time

Figure 16 — [INFORMATIVE] Examples of publish/subscribe
configurable behaviors via QoS
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4.3.4 Cardinality and fault tolerance
Publish/subscribe exchanges can be

— one to one;

— one to many;
— many to one;
— many to many.

”

The “many to ..” possibilities directly support high availability with transparent failover.

4.3.5 Queues and reliability

Queues and acknowledgements configurable parameters allow an application to behave from
best effort to strictly reliable.

4.3.6 Publish/subscribe communication model overview
4.3.6.1 General

Publish/subscribe interactions are based on data/events sent by one AP for use by others.
This model is referred to as publisher/subscriber interactions.

The services supported by an interaction model are conveyed by application relationship
endpoints (AREPs) associated with the communicating APs. The role that the AREP plays in
the interaction (e.g. client, server, peer, publisher, subscriber) is defined as an attribute of the
AREP.

While the general communication model architected around the APO exchanges is indeed that
of publisher/subscriber interactions exchanging data topics, publish/subscribe AL supports the
model using several unconfirmed services. Some publish/subscribe unconfirmed interactions
do demand confirmation, but the confirmation is deferred to the AL user. From a
communications perspective, there is no relationship between separate invocations of
unconfirmed services as there is between the request and response of a confirmed service.

NOTE OMG DDS as in “Data Distribution Service for Real-Time Systems Specification, Version 1.1, December
2005” defines services that are here presented as responsibility of the publish/subscribe AL user instead.
publish/subscribe is a wire protocol, and as such some functionality is deferred to the user application. This can be
appreciated by the flexibility offered for implementations where foot-print is at a premium, and contributes to the
pervasiveness of the approach.

4.3.6.2 Publisher/subscriber interactions

Common publisher/subscriber interactions involve a single publisher AP, and a group of one
or more subscriber APs. This type of interaction has been defined to support variations of two
models of interaction between APs, the "pull" model and the "push" model. In both models,
the setup of the publishing AP is performed by management and is outside the scope of this
standard.

4.3.6.2.1 Pull model interactions

In the "pull" model, the publisher receives a request to publish from a remote publishing
manager, and broadcasts (or multicasts) its response across the network. The publishing
manager is responsible only for initiating publishing by sending a request to the publisher.

Subscribers wishing to receive the published data listen for responses transmitted by the
publisher. In this fashion, data is "pulled" from the publisher by requests from the publishing
manager.
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Confirmed FAL services are used to support this type of interaction. Two characteristics of
this type of interaction differentiate it from the other types of interaction. First, a typical
confirmed request/response exchange is performed between publishing manager and the
publisher. However, the underlying conveyance mechanism provided by the FAL returns the
response not just to the publishing manager, but also to all subscribers wishing to receive the
published information. This is accomplished by having the Data Link Layer transmit the
response to a group address, rather than to the individual address of the publishing manager.
Therefore, the response sent by the publisher contains the published data and is multicast to
the publishing manager and to all subscribers.

The second difference occurs in the behavior of the subscribers. Pull model subscribers,
referred to as pull subscribers, are capable of accepting published data in confirmed service
responses without having issued the corresponding request. Figure 17 illustrates these

concepts.
confirmed service request
for
Pull published information
Publishing >
M anager <4 Pull
Publisher
Pull confirmed serv'ic'e response
Subscriber containing
I published information
i
Pull
<«
Subscriber
Figure 17 — Pull model interactions
4.3.6.2.2 Push model interactions

In the "push" model, two services may be used, one confirmed and one unconfirmed. The
confirmed service is used by the subscriber to request to join the publishing. The response to
this request is returned to the subscriber, following the client/server model of interaction. This
exchange is only necessary when the subscriber and the publisher are located in different
APs.

The unconfirmed service used in the Push Model is used by the publisher to distribute its
information to subscribers. In this case, the publisher is responsible for invoking the correct
unconfirmed service at the appropriate time and for supplying the appropriate information. In
this fashion, it is configured to "push" its data onto the network.

Subscribers for the Push Model receive the published unconfirmed services distributed by
publishers. Figure 18 illustrates the concept of the Push Model.

Documents

Document Sharing Hub

Full document details: BS EN 61158-5-15:2008


http://www.avadocuments.com/doc/bs-en-61158-5-15-2008
http://www.avadocuments.com/doc/bs-en-61158-5-15-2008

— 38 —

BS EN 61158-5-15:2008

61158-5-15 © IEC:2007(E)

Push
Subscriber

Push
Subscriber

confirmed service request to
subscribe to publishing

confirmed service response to indicate
capability to publish

<
<—
<«

Push
Subscriber

4_

unconfirmed service request containing
published information

Push
Publisher

Figure 18 — Push model interactions

4.3.6.3 Publish/subscribe interactions

Publish/subscribe interactions are a variation of the push model interactions, this is illustrated

via callouts in Figure 19.
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Push
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I Publisher
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] unconfirmed service request containing can have
Push published information more than one

publisher for
the same
publication
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lifespan;
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others.

Figure 19 — Publish/subscribe model interactions

Managers and managed participants are publish/subscribe specialized applications, both
containing publishers and subscribers or specialized versions of them.

The distinction between managers and managed participants is due to their role in the
publish/subscribe discovery and maintenance mechanism. This mechanism allows publishing
offers and subscription demands to topics to transparently match and properly behave even
when publishers and subscribers come and go, dynamically.

Publish/subscribe publishers and subscribers, and their specialized versions, are collectively
called communication actors. Their presence and attributes are the end result of the discovery
and maintenance mechanism discussed.

It should be realized that the importance of the discovery and maintenance mechanism is in
its accomplishments. Its optimality depends on the AL underlying layers, number of nodes and
other hosting system features, therefore the discovery and maintenance mechanism
described in this specification is just one of many, and as long as the end result is preserved,
it can be replaced.
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5 Data type ASE

5.1 General

All of IEC/TR 61158-1, 10.1 is incorporated by reference.

5.2 Formal definition of data type objects

All of IEC/TR 61158-1, 10.2 is incorporated by reference.

5.3 FAL defined data types
5.3.1 Common

5.3.1.1 Fixed length types
5.3.1.1.1 Boolean types
5.3.1.1.1.1 Boolean

CLASS: Data Type
ATTRIBUTES:

1 Data Type Numeric Identifier = 1

2 Data Type Name = Boolean

3 Format = FIXED LENGTH

4.1 Octet Length 1

This data type expresses a Boolean data type with the values TRUE and FALSE.

5.3.1.1.2 Bitstring types

Common not used.

5.3.1.1.3 Currency types

Common not used.

5.3.1.1.4 Date/Time types

Common not used.

5.3.1.1.5 Enumerated types

Common not used.

5.3.1.1.6 Handle types

Common not used.

5.3.1.1.7 Numeric types

Common not used.

5.3.1.1.71 Floating Point types

Common not used.

5.3.1.1.7.2 Integer types
5.3.1.1.7.21 long

This data type is the same as Integer32.
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5.3.1.1.7.2.2 Integer32

CLASS: Data Type
ATTRIBUTES:

1 Data Type Numeric Identifier = 4

2 Data Type Name = Integer32

3 Format = FIXED LENGTH

4.1 Octet Length 4
This integer type is a two’s complement binary number with a length of four octets.

5.3.1.1.7.3 Unsigned types
5.3.1.1.7.31 Unsigned8

CLASS: Data Type
ATTRIBUTES:

1 Data Type Numeric Identifier = 5

2 Data Type Name = Unsigned8

3 Format = FIXED LENGTH

4.1 Octet Length = 1

This type is a binary number. The most significant bit of the most significant byte is always
used as the most significant bit of the binary number; no sign bit is included. This type has a
length of one octet.

5.3.1.1.7.3.2 USINT

This IEC 61131-3 type is the same as Unsigned8.

5.3.1.1.7.3.3 unsigned char

This data type is the same as Unsigned8.

5.3.1.1.7.3.4 Unsigned16

CLASS: Data Type
ATTRIBUTES:

1 Data Type Numeric Identifier = 6

2 Data Type Name = Unsigned16

3 Format = FIXED LENGTH

4.1 Octet Length = 2

This type is a binary number. The most significant bit of the most significant byte is always
used as the most significant bit of the binary number; no sign bit is included. This unsigned
type has a length of two octets.

5.3.1.1.7.3.5 UINT

This IEC 61131-3 type is the same as Unsigned16.

5.3.1.1.7.3.6 Unsigned32

CLASS: Data Type
ATTRIBUTES:

1 Data Type Numeric Identifier = 7

2 Data Type Name = Unsigned32

3 Format = FIXED LENGTH

4.1 Octet Length

4
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This type is a binary number. The most significant bit of the most significant byte is always
used as the most significant bit of the binary number; no sign bit is included. This unsigned
type has a length of four octets.

5.3.1.1.7.3.7 WORD

This type is used in the same way as UINT.

5.3.1.1.8 Pointer types

Common not used.

5.3.1.1.9 OctetString types
5.3.1.1.9.1 OctetString

CLASS: Data Type
ATTRIBUTES:

1 Data Type Numeric Identifier = 10

2 Data Type Name = OctetString
3 Format = STRING
4.1 Octet Length = 1ton

An OctetString is an ordered sequence of octets, numbered from 1 to n. For the purposes of
discussion, octet 1 of the sequence is referred to as the first octet. IEC 61158-6 defines the
order of transmission.

5.3.1.1.10 VisibleString character types

Common not used.

5.3.1.2 String types

Common not used.

5.3.1.3 Structure types

Common not used.

5.3.2 FAL defined data types for client/server
5.3.21 Fixed length types
5.3.2.1.1 Boolean types

No type specific boolean types.

5.3.2.1.2 Bitstring types
5.3.2.1.2.1 Status flag

CLASS: Data Type
ATTRIBUTES:

1 Data Type Numeric Identifier = Not used

2 Data Type Name = Status flag

3 Format = FIXED LENGTH

4.1 Octet Length 2

This data type expresses a Status data type, with the values ON and OFF, encoded in two
octets. The encoding for ON is 0OxFF00 and the encoding for OFF is 0x0000.
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