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Foreword

The text of document 65C/475/FDIS, future edition 1 of IEC 61158-5-3, prepared by SC 65C, Industrial
networks, of IEC TC 65, Industrial-process measurement, control and automation, was submitted to the
IEC-CENELEC parallel vote and was approved by CENELEC as EN 61158-5-3 on 2008-02-01.

This and the other parts of the EN 61158-5 series supersede EN 61158-5:2004.
With respect to EN 61158-5:2004 the following changes were made:

— deletion of Type 6 fieldbus for lack of market relevance;

— addition of new fieldbus types;

— partition into multiple parts numbered 5-2, 5-3, ..., 5-20.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2008-11-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-02-01

NOTE Use of some of the associated protocol types is restricted by their intellectual-property-right holders. In all cases, the
commitment to limited release of intellectual-property-rights made by the holders of those rights permits a particular data-link layer
protocol type to be used with physical layer and application layer protocols in type combinations as specified explicitly in the
EN 61784 series. Use of the various protocol types in other combinations may require permission from their respective
intellectual-property-right holders.

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 61158-5-3:2007 was approved by CENELEC as a European
Standard without any modification.

Documents

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

-3- BS EN 61158-5-3:2008

CONTENTS
LN I O 15 1 L I [ ] P 12
S T oo T o 13
R N € 7= o 1= = | 13
A O Y 2= VTP 13
1.3 SPECIHICAtIONS .. 14
T4 CON OIMANCE ...t e e e 14
NOrMatiVe rEfEIrENCES ... i 14
Terms, definitions, abbreviations, symbols and conventions ..............ccooiiiiiiiiinnenn. 15
3.1 Referenced terms and definitions ... ...coiiiiiiii i 15
3.2 Fieldbus Application Layer type 3 — specific terms and definitions ......................... 16
3.3  Abbreviations and SymbDOIS ... 24
Bi4  CONVENTIONS Lo e e e 24
(70T [o1=T o) (- PP 31
Data LY P A oo 31
Communication model specification ........ .o 31
6.1 DP CONCEPLS ... 31
B.2 A S E S ittt 51
6.3  SUMMaAry Of FAL ClasSSeS . ..iuiiiiiiii i 429
6.4 Permitted FAL services by AREP role........ooiiiiiii 430
6.5 CoNfOrmManCe ClasSES . .uiiuiiiiiii i 434
6.6  Application characteristiCs ........ooiiiiii 435
Bl O AP Y e 437
Annex ZA (normative) Normative references to international publications with their
corresponding European publicationS...........oiuiiii e 438
Figure 1 — Example of DP communication with a single controlling device ...............c....c..c.... 34
Figure 2 — Example of DP communication with several controlling devices............................ 34
Figure 3 — Example of DP communication between field devices...............coooviiiiiiiiiiiinnnn. 35
Figure 4 — DP-slave model (modular DP-SIave) ..........coouiiiiiii e 37
Figure 5 — DP-slave model (compact DP-SIaVe) .......c..oiiiiiiiii e 38
Figure 6 — Overview of application PrOCESSES .....cvuiiiiiiiii i 39
Figure 7 — DP-slave model (modular DP-SIave) ..........coouiiiiiii e 40
Figure 8 — Application Service Elements (ASES) .....couiiiiiiiiii 42
Figure 9 — Application Process with application Objects (APOS).......ccccoovviiiiiiiiiiiieieeeeea 43
Figure 10 — Access 10 @ remote APO ... 44
Figure 11 — Access to a remote APO for publisher/subscriber association ............................ 45
Figure 12 — Example of one AR with tWo AREPS ...t 46
Figure 13 — Relation of a simple process data object to the real object ..................coooeiiinni. 52
Figure 14 — Relation of a combined process data object to the real objects........................... 54
Figure 15 — Sequence of an isochronous DP cycle with one DP-master (class 1).................. 85
Figure 16 — Additional time relationships in a DP system operating in isochronous
10T o [N 87
Figure 17 — DP system with optimized isochronous DP cycCle ..........coooiiiiiiiiiiien, 88
Figure 18 — Buffered synchronized isochronous mode at the DP-master (class 1)....D.Q.<.3..L.I.Baents

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

BS EN 61158-5-3:2008 -4-

Figure 19 — Enhanced synchronized isochronous mode at the DP-master (class 1)............... 91
Figure 20 — Input, output and PLL state machine interaction...................ocoiiii e, 91
Figure 21 — PLL state diagram ... 97
Figure 22 — OUTPUT state diagram ... e 101
Figure 23 — INPUT state diagram ... e 105
Figure 24 — Treatment of an alarm in the DP system...........ccooiiii i, 138
Figure 25 — Load Region state diagram for erasable memory..............coooviiiiiiiiiicicce e, 236
Figure 26 — Load region state diagram for non erasable memory ..........c..ccoiiiin 237
Figure 27 — Function invocation state diagram ..o 269
Figure 28 — System arChiteCtUre.... ... 283
Figure 29 — Assignment of communication relationship to application relationship .............. 290
Figure 30 — MSO0 application relationship...... ..o 296
Figure 31 — Output buffer model of a DP-slave without sync functionality............................ 297
Figure 32 — Output buffer model of a DP-slave with sync functionality..........................l. 297
Figure 33 — Input buffer model of a DP-slave without freeze functionality............................ 298
Figure 34 — Input buffer model of a DP-slave with freeze functionality................................. 298
Figure 35 — MS1 application relationship...... ..o 299
Figure 36 — MS2 application relationship.........cccooiiiiii e, 299
Figure 37 — Example of inter-network communication...............cccooiiiiiiiiiie 301
Figure 38 — Example without inter-network addressing.........ccooviiiiiiiiiiiii e 301
Figure 39 — First example with inter-network addressing..........ccovviiiiiiiiiiii 302
Figure 40 — Second example with inter-network addressing ..........ccoccoiviiiiiiiiiiie i, 303
Figure 41 — MS3 application relationship.........cccooiii e, 304
Figure 42 — MM1 application relationship ... 304
Figure 43 — MM2 application relationship ... 305
Figure 44 — Cycle time of the DP system ..o, 436
Table 1 — Requirements and features of fieldbus DP ..., 33
Table 2 — Status values of the service primitives ... 50
Table 3 — Access Rights MO L. e 53
Table 4 — Access Rights MS 2 ... e 53
Table 5 — Access Rights MO ... e 56
Table 6 — Access Rights MS2 ... . e 56
Table 7 — SCL MatChing FUIES .. ..o e 57
Table 8 — Read ... e 57
JLIE= 101 LT B AT 1 (= 59
Table 10 — Data tranS POt .. o e 60
Table 11 — Format (simple input data description)..........cccoiiiiiiiiiiiiii e, 64
Table 12 — Consistency (simple input data description)..........ccoiiiiiii 64
Table 13 — Format (simple output data)........cooouiiiiiii 66
Table 14 — Consistency (simple output data)..........cooiiiiiiiiii e, 66
Table 15 — Format (extended input data)...........ooooiiiiii i 67
Table 16 — Consistency (extended input data)...........oooviiiiiiii Docufiients

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

-5-— BS EN 61158-5-3:2008

Table 17 — Format (extended output data) .........ccooiiiii 69
Table 18 — Consistency (extended output data) ........cooviiiiiiiiiiii e, 70
Table 19 — St INPUL oo e e 71
Table 20 — Read InpUL ... e e 71
Table 21 — Gt INPUL o e 73
Table 22 — NeW TN DU .o e e ettt aas 74
Table 23 — St OULPUL ..o e e e 75
TaDIE 24 — FiNal ..o e e 76
Table 25 — Read OULPUL ..o e e 76
Table 26 — Gt OULPUL ..uii e e e et e e e e e e e e e e e 77
TablE 27 — ClEar Flag ..o e e e 77
Table 28 — NEW Flag ..ot e e e e e 78
Table 29 — NeW OULPUL ..o e et e e aeanas 78
Table 30 — Clear FIag ..ovuiiiiiii i e e 78
Table 31 — Global CONTIOl . ... et et 79
Table 32 — Clear COMMAN ... e e e e eens 79
Table 33 — SYNC COMMANT ...t e e 79
Table 34 — Freeze COMMANG ... e e e e e et et et et e e e enees 80
Table 35 — New publisher data.........coooiiii e 80
Table 36 — Get publisher data...... ... e 81
Table 37 — NEW Flag ..ot e e e e e 81
Table 38 — SY N CH .. o e e e 82
Table 39 — SYNCH Delayed .. ...t 82
Table 40 — DX FiNISNEA. ... oo e 83
Table 41 — SYNCH EVENt ..o e e e e 83
TADIE 42 — S AU .. ittt 83
Table 43 — Primitives issued by the AL to the PLL state machine..................ccooiiiinn, 93
Table 44 — Primitives issued by the user to the PLL state machine .................ocoo. 93
Table 45 — Allowed values of Status ... 93
Table 46 — Primitives issued by the user to the input state machine..........................ll 94
Table 47 — Primitives issued by the user to the output state machine..........................llL 94
Table 48 — Primitives issued by the PLL to the output state machine .............................. 94
Table 49 — Primitives issued by the output to the PLL state machine ...................cooiinl, 94
Table 50 — Primitives issued by the PLL to the input state machine.......................coils 94
Table 51 — Primitives issued by the output to the input state machine.................................. 95
Table 52 — Primitives issued by the output state machine tothe AL ..., 95
Table 53 — Primitives issued by the AL to the output state machine ........................ll 95
Table 54 — Primitives issued by the input state machinetothe AL ..., 95
Table 55 — Primitives issued by the AL to the input state machine ............................ 95
Table 56 — PLL state table ..o 98
Table 57 — OUTPUT state table . ... 102
Table 58 — INPUT state table ... 106
Table 59 — Identifier status.... ... Doeulments

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

BS EN 61158-5-3:2008 -6-—

Table 60 — Channel tyYPe ... e 109
TaADIE B — 1O By P ittt e e a e 110
LI Lo LR T2 o o ] i 7/ o 1= 110
Table B3 — StatUs (Y P e oot 111
Table 64 — Status SPECITIEr ..o e 111
Table 65 — Status SPECITIET ..o e e 112
Table 66 — MOAUIE STAUS ... ...t e 112
Table 67 — Status SPECI IOl ..o e 113
Table B8 — Link StatUs . ..o e 114
TaDIE B9 — LiNK @I 0T et 114
Table 70 — Set SIaVve Diag ....ooviiniiiii i e 115
Table 71 — EXE DIag FIag. ... e 116
Table 72 — Get SIaVe Diag ... 118
Table 73 — Read SIaVve Diag ....ccuiriiiiiiie e e 128
Table 74 — NEW SIaVe Diag ....c.iiiiiiiiiiiii e e e e ens 137
Table 75 — AlAIM Ay PE e 139
TabIE 76 — A ACK e it 141
Table 77 — Alarm SPECIHT T ..o e e e 140
Table 78 — Alarm NotifiCation...... ..o 141
Table 79 — AlQrm ACK ... e 142
Table 80 — Prm data type .. ... 147
Table 81 — SUPPOrted fEATUIE . ...t e 157
Table 82 — Supported profile feature ...t 157
TabIE 83 — ROIE .. e 158
Table 84 — Check UsSer Prm .. e 159
Table 85 — Prm StrUCIUIE . ... e 160
Table 86 — MST COMMANG ... i ittt e e e 163
Table 87 — Check user Prm result ... ... e 164
Table 88 — Status ValUes ... oo e 165
Table 89 — ChecCk EXt USEr Prm .. .. et 166
Table 90 — Check ExXt uSer Prm reSuUlt.......oooiiii e 169
Table 91 — Status ValUes . ... e 170
Table 92 — CheCK Cfg i e et e e 170
Table 93 — CheCk Cfg reSUIL .. ..o e e e e 171
Table 94 — Status ValUesS ... oo e 172
TabIE 95 — St g it 172
LIE= o] TSNS LR =Y G @3 o TP 173
Table 97 — Set SIaVe Add ..o 174
Table 98 — INItiate ..o e 175
Table 90 — A Ot e e 178
Table 100 — INSTANCE ...eeii ettt 178
Table 101 = MSO iNit DP-SIAVE .. ...t 179
Table 102 — MST iNit DP-SIaVe ..o e Doeulﬁqents

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

-7- BS EN 61158-5-3:2008

Table 103 — MS2 iNit DP-SIaVe . ... 180
Table 104 — DP-slave started ..o e 180
Table 105 — Alarm TIMit .. et 181
Table 106 — DP-slave StOpPed . ...cuie e 181
Table 107 — ReSEet DP-SIaVe ... e 182
Table 108 — DP-slave fault..... ..o e 182
Table 109 — Application ready DP-Slave........cooiiniii e 182
Table 110 — Start SUDSCIIDEI ... e e 183
Table 111 — StOP SUDSCIIDEI .. e e 183
Table 112 — PUDlISNEr @CtiVE .....cuiii e 184
TabIE 113 — S ATUS oot 185
Table 114 — Init DP-master Cl ... e 185
Table 115 — DP-master Cl1 started ... e 186
Table 116 — Alarm TIMit ... e e e 187
Table 117 — DP-master Cl1 StOPPEA.. ..o e 187
Table 118 — Reset DP-master ClT ... e 187
Table 119 — DP-master Cl1 fault .. ... e 188
Table 120 — DP-master Cl1 rJeCt ...iuiiii e 188
Table 121 — Set mode DP-master Cl1 ... 189
Table 122 — DP-master Cl1 mode changed ..o 190
Table 123 — Load bus Par DP-master Cl1 ... 191
Table 124 — Mark DP-master Cl1 ...t 192
Table 125 — ADOrt DP-master Cll ... e 192
Table 126 — Read value DP-master Cll . 193
Table 127 — Delete SC DP-master Cll ... 193
Table 128 — DP-master Cl1 @VENT ... 194
Table 129 — INit DP-mMaster Cl2 ... ..o 195
Table 130 — Reset DP-master Cl2.. ..o e 196
Table 131 — DP-master Cl2 fault ... e 196
Table 132 — DP-master Cl2 rJ@Ct .. .uiiiii e 196
Table 133 — DP-master Cl2 ClOSEd ... ... 197
Table 134 — DP-master Cl2 @Vent ... .o e 197
Table 135 — USIF State ..oouiiii e 198
Table 136 — Data rate ... 202
Table 137 — USIF State ..o e 203
Table 138 — ISOChroNOUS MOAE ....eiie e 203
Table 139 — SlAVE LY P et e e 206
Table 140 — AlArm MOAE ...t 207
Table 141 — Get Master DIiag . ...oeuie e 210
Table 142 — MDiag identifier ... .o 210
Table 143 — SHar SO0 it 211
Table 144 — Area Code (STart SEQ) ..iuiiii i e 212
Table 145 — DOWNIOAA ....eie e e Doetmqents

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

BS EN 61158-5-3:2008 -8-—

Table 146 — UpPload. ... e e e e e 214
= 1oL N B A = g o [T =Y o PP 215
Table 148 — ACt Para BrCt. ... e 216
Table 149 — Area code (ACt Para Bret) ......oou i 216
Table 150 — ACT ParamM . 217
Table 151 — Area code (ACE PAraM ) ... e e e e aas 218
Table 152 — ACHIVALE ... e 218
Table 153 — AccCess rights MS T .. e 220
Table 154 — Access rights MS 2 ... . e 221
Table 155 — Load region State ..o 221
Table 156 — Initiate [0ad ... e 223
Table 157 — Default values for the parameter Intersegment Request Timeout..................... 224
Table 158 — PUSHh SEOMENT.. .. e 225
Table 159 — PUll SEOMENT .. . e 227
Table 160 — Terminate 10ad ... e 229
Table 161 — Primitives issued by the user to the Load Region state machine...................... 231
Table 162 — Primitives issued by the Load Region state machine to the user..................... 232
Table 163 — Primitives issued by the Function Invocation to the Load Region state

MM C NN L e 232
Table 164 — Primitives issued by the Load Region to the Function Invocation state

0 = 1o 1 1 233
Table 165 — Load Region state definitions ..o 233
Table 166 — Load Region function table ... 234
Figure 25 — Load Region state diagram for erasable memory..............coooviiiiiiiiiicicce e, 236
Table 167 — Load Region state table for erasable memory ..........ccooooiiiiii, 237
Table 168 — Load Region state table for non erasable memory ..........ccc.coiiiiiiiinenn. 250
Table 169 — AcCCESS NGhtS M ST . . e e 254
Table 170 — ACCESS NGhtS M S 2 ... i 254
Table 171 — Function Invocation state..........ooii e 255
Table 172 — Load Region ObJECE iN USE ...t 255
Table 173 — ACCeSS NGhtS M ST . . e e 257
Table 174 — AcCeSS NGhtS M S 2 .. .. i 257
Table 175 — Load Region ObJECE iN USE ... 257
Table 176 — St ..o e e 258
I= o] A A} o o PP 259
Table 178 — RESUME .o e e 260
Table 179 — RES . e e e 261
Table 180 — Get Fl State oo e 262
JLIE=1 1 L= < B e - 1 263
Table 182 — Primitives issued by the user to the Function Invocation state machine ........... 265
Table 183 — Primitives issued by the Function Invocation state machine to the user ........... 266
Table 184 — Primitives issued by the Load Region to the Function Invocation state

M C NN L 266

Documents

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

-9- BS EN 61158-5-3:2008

Table 185 — Primitives issued by the Function Invocation to the Load Region state

0 = 1o 1 267
Table 186 — Function Invocation state definitions............cooooiiii 267
Table 187 — Function definitions . ... e 268
Table 188 — Function Invocation state table ... 269
Table 189 — €O S atUs oo e 285
Table 190 — SUMMEITIME ... e e e e e 285
Table 191 — Synchronization @CtiVe ..ot e 286
Table 192 — ANNOUNCEMENT NOUT . ... e et eaa 286
Table 193 — SUMMEIIME ..o e e eaa 287
LI Lo LT B N o] o] U =Y ) P 287
Table 195 — St timMe ... e 288
Table 196 — Sync interval Violation..... ... 289
Table 197 — Parameter of Initiate service without inter-network addressing......................... 302
Table 198 — Parameter of Initiate service with inter-network addressing (first example) ...... 302
Table 199 — Parameter of Initiate service with inter-network addressing (second

EXAIMIPIE ) ettt 303
Table 200 — AR By P it 309
Table 201 — SYNC SUPPOIEEA ..ouuitiitiii i e et e e e e e ans 311
Table 202 — Freeze SUPPOMTEA ... e e 311
Table 203 — Group identifier. .. ..o e 313
Table 204 — DPV1 €@Nabled ....c..iiiiiiiiii e 313
Table 205 — Fail SAf@ ... 314
Table 206 — WD DAS@ ...oeiiiiiitii e 314
Table 207 — NO Add Change .. ... e 316
Table 208 — Alarm mode SUPPOIEA. .. ... e 319
Table 209 — ISOChIONOUS MOAE SUP D . uuiuiiii it e e e eeaen e 323
Table 210 — ISOCAIONOUS MOTE ....uiiii e e 323
Table 211 — Alarm MOAE ... e e 324
Table 212 — TimMe deVICE 1Y P .uniiiii e 325
Table 213 = S_SAP _INGEX euiiiiii i 328
JLIE=1 1 L= e 1 - o [ | 329
Table 215 — Service_activate . ... 329
Table 216 — ROI€_IN_SEIVICE ... 330
Table 217 — Indication_MOGe ... e 331
Table 218 — Max_DLSDU _length req oW ......c.iiuiiiiii e 331
Table 219 — Max_DLSDU_length_req_high ... 332
Table 220 — Max_DLSDU_length_ind_1OW.......c.iiuiii e 332
Table 221 — Max_DLSDU_length_ind_high ... 333
Table 222 — S_SAP _INAEX ottt 338
Table 223 — D S AP N X ittt e 338
LIE=] o C= R e - o [ | PP 339
Table 225 — Service _activate ......co.iiiiii 339

Documents

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

BS EN 61158-5-3:2008 —-10 -

Table 226 — ROIE_IN_SEIVICE ... 340
Table 227 — Indication_MOGe . ..o 340
Table 228 — Max_DLSDU _length req oW .....cc.iiuiiiiiii e 341
Table 229 — Max_DLSDU_length_req_high ... .o 341
Table 230 — Max_DLSDU_length_ind_1OW.......o.iiuii e 342
Table 231 — Max_DLSDU_length_ind_high ... 342
TADIE 232 — SYNC ettt e e 343
TaADIE 233 — FrEZe . e e 344
Table 234 — DPV1 enabled ... 345
Table 235 — Fail Saf@ ..o. i 345
Table 236 — Enable publisSher..... ... 346
Table 237 — WD DaASE .. e 346
Table 238 — Alarm MOAe . ..o e e 347
Table 239 — Fail Saf@ ..oun i 357
Table 240 — S_SAP _INGEX oouiiiiiiiii e 364
LIE=] o Ly B B S e T o [ PP 365
TabIE 242 — D@0l oo 365
Table 243 — Service _activate ......oo.iiviiii 365
Table 244 — ROIE N _SOIVICE ...ttt e e e e e 366
Table 245 — Max_DLSDU_length_req oW ... 366
Table 246 — Max_DLSDU_length_req_high ... ... 366
Table 247 — Max_DLSDU _length _ind _JOW.......c.iiuiiiiiii e 367
Table 248 — Max_DLSDU_length_ind_high ... 367
Table 249 — DLL iNit DP-SIAVe. ... cu i 368
Table 250 — Load ARL DP-SIaVe .....ouii e 369
Table 251 — Get ARL DP-SIAVE ..o 375
Table 252 — Set ARL iSOChronous MOde .......oiiuiiiiiiii e 381
Table 253 — Load ARL DP-master ClT ... e 382
Table 254 — Get ARL DP-master Gl ... e 385
Table 255 — ARL Slave update DP-master Cl1 ... ... 387
Table 256 — Load ARL DP-mMaster Cl2. .. ...t 389
Table 257 — Get ARL DP-master Cl2. ... 390
Table 258 — Load CRL DP-SIAVE ... ..o 391
Table 259 — Load CRL DXB liNK €NTIES ...uiiiiiii ittt 393
Table 260 — Get CRL DP-SIaVe ....uiiiie e 394
Table 261 — Load CRL DP-master Cll ... 396
Table 262 — Get CRL DP-master ClT ...t 409
Table 263 — CRL Slave aCtivate ........oiii e 422
Table 264 — CRL Slave NewW Prm. ... e 423
Table 265 — CRL Slave new Prm data ... 424
Table 266 — Load CRL DP-master Cl2 ... ..ot 426
Table 267 — Get CRL DP-mMaster Cl2 ... 428
Table 268 — Fieldbus AL Class SUMMATY .......oouuiiiiiiii e Docuiients

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

-11- BS EN 61158-5-3:2008

Table 269 — Assignment of the services to DP-masters and DP-slaves .............cccoiiiinii. 431

Table 270 — Support of AR types in the different DP-device types.........ccoooviiiiiiiiiiiiiieienns 432

Table 271 — Support of services at the different AREPs respectively CREPs ...................... 433

Table 272 — Conformance classes DP-master (Class 1)......ccovviiiiiiiiiii 435

Table 273 — Conformance classes DP-master (Class 2)........coooiviiiiiiiiiii 435
Documents

Document Sharing Hub

Full document details: BS EN 61158-5-3:2008


http://www.avadocuments.com/doc/bs-en-61158-5-3-2008
http://www.avadocuments.com/doc/bs-en-61158-5-3-2008

BS EN 61158-5-3:2008 -12-
INTRODUCTION

This part of IEC 61158 is one of a series produced to facilitate the interconnection of
automation system components. It is related to other standards in the set as defined by the
“three-layer” fieldbus reference model described in IEC/TR 61158-1.

The application service is provided by the application protocol making use of the services
available from the data-link or other immediately lower layer. This standard defines the
application service characteristics that fieldbus applications and/or system management
exploit.

Throughout the set of fieldbus standards, the term “service” refers to the abstract capability
provided by one layer of the OS| Basic Reference Model to the layer immediately above.
Thus, the application layer service defined in this standard is a conceptual architectural
service, independent of administrative and implementation divisions.
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 5-3: Application Layer service definition — Type 3 elements

1 Scope

1.1 General

This standard is one of a series produced to facilitate the interconnection of automation
system components. It is related to other standards in the set as defined by the “three-layer”
fieldbus reference model described in IEC/TR 61158-1.

This sub-part contains material specific to Type 3 fieldbus.

1.2 Overview

The fieldbus Application Layer (FAL) provides user programs with a means to access the
fieldbus communication environment. In this respect, the FAL can be viewed as a “window
between corresponding application programs.”

This standard provides common elements for basic time-critical and non-time-critical
messaging communications between application programs in an automation environment and
material specific to Type 3 fieldbus. The term “time-critical” is used to represent the presence
of a time-window, within which one or more specified actions are required to be completed
with some defined level of certainty. Failure to complete specified actions within the time
window risks failure of the applications requesting the actions, with attendant risk to
equipment, plant and possibly human life.

This standard define in an abstract way the externally visible service provided by the different
Types of fieldbus Application Layer in terms of

a) an abstract model for defining application resources (objects) capable of being
manipulated by users via the use of the FAL service,
b) the primitive actions and events of the service;

c) the parameters associated with each primitive action and event, and the form which they
take; and

d) the interrelationship between these actions and events, and their valid sequences.

The purpose of this standard is to define the services provided to

1) the FAL user at the boundary between the user and the Application Layer of the Fieldbus
Reference Model, and

2) Systems Management at the boundary between the Application Layer and Systems
Management of the Fieldbus Reference Model.

This standard specify the structure and services of the IEC fieldbus Application Layer, in
conformance with the OSI| Basic Reference Model (ISO/IEC 7498) and the OSI Application
Layer Structure (ISO/IEC 9545).

FAL services and protocols are provided by FAL application-entities (AE) contained within the
application processes. The FAL AE is composed of a set of object-oriented Application
Service Elements (ASEs) and a Layer Management Entity (LME) that manages the AE. The
ASEs provide communication services that operate on a set of related application process
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object (APO) classes. One of the FAL ASEs is a management ASE that provides a common
set of services for the management of the instances of FAL classes.

Although these services specify, from the perspective of applications, how request and
responses are issued and delivered, they do not include a specification of what the requesting
and responding applications are to do with them. That is, the behavioral aspects of the
applications are not specified; only a definition of what requests and responses they can
send/receive is specified. This permits greater flexibility to the FAL users in standardizing
such object behavior. In addition to these services, some supporting services are also defined
in this standard to provide access to the FAL to control certain aspects of its operation.

1.3 Specifications

The principal objective of this standard is to specify the characteristics of conceptual
application layer services suitable for time-critical communications, and thus supplement the
OSI Basic Reference Model in guiding the development of application layer protocols for time-
critical communications.

A secondary objective is to provide migration paths from previously-existing industrial
communications protocols. It is this latter objective which gives rise to the diversity of services
standardized as the various Types of IEC 61158, and the corresponding protocols
standardized in subparts of IEC 61158-6.

This specification may be used as the basis for formal Application Programming-Interfaces.
Nevertheless, it is not a formal programming interface, and any such interface will need to
address implementation issues not covered by this specification, including

a) the sizes and octet ordering of various multi-octet service parameters, and
b) the correlation of paired request and confirm, or indication and response, primitives.

1.4 Conformance

This standard do not specify individual implementations or products, nor do they constrain the
implementations of application layer entities within industrial automation systems.

There is no conformance of equipment to this application layer service definition standard.
Instead, conformance is achieved through implementation of conforming application layer
protocols that fulfill any given Type of application layer services as defined in this part of
IEC 61158.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 61158-3-3, Industrial communication networks — Fieldbus specifications - Part 3-3: Data-
link layer service definition — Type 3 elements

IEC 61158-4-3, Industrial communication networks — Fieldbus specifications - Part 4-3: Data-
link layer protocol specification — Type 3 elements

IEC 61158-6-3, Industrial communication networks — Fieldbus specifications - Part 6-3:
Application layer protocol specification — Type 3 elements

IEC 61158-5-10, Industrial communication networks — Fieldbus specifications - Part 5-10:
Application layer service definition — Type 10 elements
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IEC 61158-6-10, Industrial communication networks — Fieldbus specifications - Part 6-10:
Application layer protocol specification — Type 10 elements

IEC 61131-1, Part 1: Programmable controllers — General information

ISO/IEC 7498-1, Information technology — Open Systems Interconnection — Basic Reference
Model — Part 1: The Basic Model

ISO/IEC 7498-3, Information technology — Open Systems Interconnection — Basic Reference
Model — Part 3: Naming and addressing

ISO/IEC 8822, Information technology — Open Systems Interconnection — Presentation service
definition

ISO/IEC 8824, Information Technology — Abstract Syntax notation One (ASN-1): Specification
of basic notation

ISO 9545, Information technology — Open Systems Interconnection — Application Layer
structure

ISO/IEC 10731, Information technology — Open Systems Interconnection — Basic Reference
Model — Conventions for the definition of OSI services

3 Terms, definitions, abbreviations, symbols and conventions

3.1 Referenced terms and definitions
3.1.1 ISO/IEC 7498-1 terms
For the purposes of this document, the following terms as defined in ISO/IEC 7498-1 apply:

a) application entity

b) application process

c) application protocol data unit
d) application service element
e) application entity invocation

f) application process invocation
g) application transaction

h) real open system

i) transfer syntax.
3.1.2 ISO/IEC 8822 terms
For the purposes of this document, the following terms as defined in ISO/IEC 8822 apply:

a) abstract syntax
b) presentation context.

3.1.3 ISO/IEC 9545 terms
For the purposes of this document, the following terms as defined in ISO/IEC 9545 apply:

a) application-association

b) application-context
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c) application context name

d) application-entity-invocation
e) application-entity-type

f) application-process-invocation
g) application-process-type

h) application-service-element

i) application control service element.
314 ISO/IEC 8824 terms
For the purposes of this document, the following terms as defined in ISO/IEC 8824 apply:

a) object identifier

b) type

3.1.5 Fieldbus Data Link Layer terms
For the purposes of this document, the following terms as defined in IEC 61158-3-3 and
IEC 61158-4-3 apply.

a) DL-Time

b) DL-Scheduling-policy

c) DLCEP

d) DLC

e) DL-connection-oriented mode
fy DLPDU

g) DLSDU

h) DLSAP

i) fixed tag

j) generic tag

k) link

[) MAC ID

m) network address

n) node address

0) node

p) tag

q) scheduled

r) unscheduled.

3.2 Fieldbus Application Layer type 3 — specific terms and definitions

For the purposes of this part of IEC 61158, the following terms and definitions apply.

3.2.1
access protection
limitation of the usage of an application object to one client

3.2.2
address assighment table
mapping of the client's internal I/O-Data object storage to the decentralized input and output
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3.2.3

allocate

take a resource from a common area and assign that resource for the exclusive use of a
specific entity

3.24
application
function or data structure for which data is consumed or produced

3.2.5

application layer interoperability

capability of application entities to perform coordinated and cooperative operations using the
services of the FAL

3.2.6

application objects

multiple object classes that manage and provide a run time exchange of messages across the
network and within the network device

3.2.7
application process identifier
distinguishes multiple application processes used in a device

3.2.8

application process object

component of an application process that is identifiable and accessible through an FAL
application relationship

NOTE Application process object definitions are composed of a set of values for the attributes of their class (see
the definition for Application Process Object Class Definition). Application process object definitions may be
accessed remotely using the services of the FAL Object Management ASE. FAL Object Management services can
be used to load or update object definitions, to read object definitions, and to dynamically create and delete
application objects and their corresponding definitions.

3.2.9

application process object class

a class of application process objects defined in terms of the set of their network-accessible
attributes and services

3.2.10

application relationship

cooperative association between two or more application-entity-invocations for the purpose of
exchange of information and coordination of their joint operation. This relationship is activated
either by the exchange of application-protocol-data-units or as a result of preconfiguration
activities

3.2.11

application relationship application service element

application-service-element that provides the exclusive means for establishing and
terminating all application relationships

3.212

application relationship endpoint

context and behavior of an application relationship as seen and maintained by one of the
application processes involved in the application relationship

NOTE Each application process involved in the application relationship maintains its own application relationship
endpoint.
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3.2.13
attribute
description of an externally visible characteristic or feature of an object

NOTE The attributes of an object contain information about variable portions of an object. Typically, they provide
status information or govern the operation of an object. Attributes may also affect the behavior of an object.
Attributes are divided into class attributes and instance attributes.

3.2.14
behavior
indication of how an object responds to particular events

3.2.15
channel
single physical or logical link of an input or output application object of a server to the process

3.2.16

channel related diagnosis

information concerning a specific element of an input or output application object, provided for
maintenance purposes

EXAMPLE: validity of data

3.2.17
class
a set of objects, all of which represent the same kind of system component

NOTE A class is a generalization of an object; a template for defining variables and methods. All objects in a
class are identical in form and behavior, but usually contain different data in their attributes.

3.2.18
class attributes
attribute that is shared by all objects within the same class

3.2.19
class code
unique identifier assigned to each object class

3.2.20

class specific service

service defined by a particular object class to perform a required function which is not
performed by a common service

NOTE A class specific object is unique to the object class which defines it.

3.2.21
client
<object view> object which uses the services of another (server) object to perform a task

3.2.22
client
<communication view> initiator of a message to which a server reacts

3.2.23

configuration check

comparison of the expected I/0O-Data object structuring of the client with the real I/O-Data
object structuring to the server in the start-up phase

3.2.24
configuration fault
an unacceptable difference between the expected I/O-Data object structuring and the real 1/O-
Data object structuring, as detected by the server
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3.2.25
configuration identifier
representation of a portion of I/0O Data of a single input- and/or output-module of a server

3.2.26
connection
logical binding between application objects that may be within the same or different devices

NOTE 1 Connections may be either point-to-point or multipoint.

NOTE 2 The logical link between sink and source of attributes and services at different custom interfaces of RT-
Auto ASEs is referred to as interconnection. There is a distinction between data and event interconnections. The
logical link and the data flow between sink and source of automation data items is referred to as data
interconnection. The logical link and the data flow between sink (method) and source (event) of operational
services is referred to as event interconnection.

3.2.27
consume
act of receiving data from a producer

3.2.28
consumer
node or sink that is receiving data from a producer

3.2.29
consuming application
application that consumes data

3.2.30
cyclic
repetitive in a regular manner

3.2.31

data consistency

means for coherent transmission and access of the input- or output-data object between and
within client and server

3.2.32

default DL-address

value 126 as an initial value for DL-address, which has to be changed (e.g. by assignment of
an DL-address via the fieldbus) before operation with a DP-master (class 1)

3.2.33
device
physical hardware connected to the link

NOTE A device may contain more than one node.

3.2.34
diagnosis information
all data available at the server for maintenance purposes

3.2.35
diagnosis information collection
system diagnosis information that is assembled at the client side

3.2.36
DP-master (class 1)
a controlling device which controls several DP-slaves (field devices)

NOTE This is usually a programmable controller or a distributed control system.
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3.2.37

DP-master (class 2)

controlling device which manages configuration data (parameter sets) and diagnosis data of a
DP-master (Class 1), and that additionally can perform all communication capabilities of a DP-
master (Class 1)

3.2.38

DP-slave

field device that can be assigned to one DP-master (Class 1) as a provider for cyclic 1/0 data
exchange; in addition acyclic functions and alarms could be provided

3.2.39
endpoint
one of the communicating entities involved in a connection

3.2.40

engineering

abstract term that characterizes the client application or device responsible for configuring an
automation system via interconnecting data items

3.2.41

error

discrepancy between a computed, observed or measured value or condition and the specified
or theoretically correct value or condition

3.2.42
error class
general grouping for related error definitions and corresponding error codes

3.2.43
error code
identification of a specific type of error within an error class

3.2.44
event
an instance of a change of conditions

3.2.45

FAL subnet

subnetworks composed of one or more data link segments, identified by a subset of the
network address

NOTE FAL subnets are permitted to contain bridges but not routers.

3.2.46

freeze

function at the DP-slaves for simultaneous data transfer between the input data object and the
process

3.2.47

group
<general> a general term for a collection of objects. Specific uses:

3.2.48

group
<addressing> when describing an address, an address that identifies more than one entity
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3.2.49

group
<Type 3> set of DP-slaves which perform a Freeze or Sync function

3.2.50

interface

<general> shared boundary between two functional units, defined by functional
characteristics, signal characteristics, or other characteristics as appropriate

3.2.51

interface

<FAL> collection of FAL class attributes and services that represents a specific view on the
FAL class

3.2.52
interface pointer
key attribute that unambiguously addresses an object interface instance

3.2.53
invocation
act of using a service or other resource of an application process

NOTE Each invocation represents a separate thread of control that may be described by its context. Once the
service completes, or use of the resource is released, the invocation ceases to exist. For service invocations, a
service that has been initiated but not yet completed is referred to as an outstanding service invocation. Also for
service invocations, an Invoke ID may be used to unambiguously identify the service invocation and differentiate it
from other outstanding service invocations.

3.2.54
I/0 data
object designated to be transferred cyclically for the purpose of processing

3.2.55
ident number
DP-master (Class 1) or DP-slave device type

3.2.56
identifier related diagnosis
information dedicated to modules for maintenance purpose

3.2.57
index
address of an object within an application process

3.2.58

instance

the actual physical occurrence of an object within a class that identifies one of many objects
within the same object class

EXAMPLE California is an instance of the object class state.

NOTE The terms object, instance, and object instance are used to refer to a specific instance.

3.2.59
instantiated
object that has been created in a device

3.2.60
manufacturer ID
identification of each product manufacturer by a unique number
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3.2.61

master parameter set

the configuration and parameterization data of all DP-slaves that are assigned to the
corresponding DP-master and the bus parameters

3.2.62
member
piece of an attribute that is structured as an element of an array

3.2.63
message router
object within a node that distributes messaging requests to appropriate application objects

3.2.64

method

a synonym for an operational service which is provided by the server ASE and invoked by a
client

3.2.65
module
<general> hardware or logical component of a physical device

3.2.66
module
<Type 3> addressable unit inside the DP-slave

3.2.67

network

a set of nodes connected by some type of communication medium, including any intervening
repeaters, bridges, routers and lower-layer gateways

3.2.68

object

abstract representation of a particular component within a device, usually a collection of
related data (in the form of variables) and methods (procedures) for operating on that data
that have clearly defined interface and behavior

3.2.69
physical device
<general> an automation or other network device

3.2.70

process data

object(s) which are already pre-processed and transferred acyclically for the purpose of
information or further processing

3.2.71
produce
act of sending data to be received by a consumer

3.2.72
producer
node that is responsible for sending data

3.2.73
provider
source of a data connection
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3.2.74

publisher

role of an AR endpoint that transmits APDUs onto the fieldbus for consumption by one or
more subscribers

NOTE A publisher may not be aware of the identity or the number of subscribers and it may publish its APDUs
using a dedicated AR.

3.2.75
real configuration
input and output data structure of the DP-slave, including definition of data consistency

3.2.76
resource
a processing or information capability of a subsystem

3.2.77

server

< communication view> role of an AREP in which it returns a confirmed service response
APDU to the client that initiated the request

3.2.78
server
< object view>  object which provides services to another (client) object

3.2.79

service

operation or function than an object and/or object class performs upon request from another
object and/or object class

3.2.80
slot
address of a module within a DP-slave

3.2.81
subscriber
role of an AREP in which it receives APDUs produced by a publisher

3.2.82

sync

function at the DP-slaves for simultaneous data transfer between the output data object and
the process

3.2.83
target
end-node to which a connection is established

3.2.84

unconnected service

messaging service which does not rely on the set up of a connection between devices before
allowing information exchanges
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3.3 Abbreviations and symbols

AE
AL
ALME
ALP
APO
AP
APDU
API
AR
AREP
ASE
Cnf
CR
CREP
DL-
DLL
DLM
DLSAP
DLSDU
DP
FAL

IEC
Ind
ISO
LME
Osil
PDev
PDU
PL
QoS
Req
Rsp
SAP

Application Entity

Application Layer

Application Layer Management Entity
Application Layer Protocol
Application Object

Application Process

Application Protocol Data Unit
Application Process |dentifier
Application Relationship

Application Relationship End Point
Application Service Element
Confirmation

Communication Relationship
Communication Relationship End Point
(as a prefix) data-link-

Data-link layer
Data-link-management

Data-link Service Access Point
DL-service-data-unit

Decentralised Peripherals

Fieldbus Application Layer

Identifier

International Electrotechnical Commission
Indication

International Organization for Standardization
Layer Management Entity

Open Systems Interconnect

Physical Device

Protocol Data Unit

Physical Layer

Quality of Service

Request

Response

Service Access Point

3.4 Conventions

3.41 Overview

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate
subclause. Each ASE specification is composed of two parts, its class specification, and its
service specification.

Full document details: BS EN 61158-5-3:2008
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The class specification defines the attributes of the class. The attributes are accessible from
instances of the class using the Object Management ASE services specified in Clause 5 of
this standard. The service specification defines the services that are provided by the ASE.

3.4.2 General conventions

This standard uses the descriptive conventions given in ISO/IEC 10731

3.4.3 Conventions for class definitions

Class definitions are described using templates. Each template consists of a list of attributes
for the class. The general form of the template is shown below:

FAL ASE: ASE Name

CLASS: Class Name

CLASS ID: #

PARENT CLASS: Parent Class Name
ATTRIBUTES:

1 (o) Key Attribute:  numeric identifier

2 (o) Key Attribute: name

3 (m) Attribute: attribute name(values)
4 (m) Attribute: attribute name(values)

4.1 (s) Attribute:
4.2 (s) Attribute:
4.3 (s) Attribute:
5. (c) Constraint:
5.1 (m) Attribute:
5.2 (o) Attribute:
6 (m) Attribute:
6.1 (s) Attribute:
6.2 (s) Attribute:

attribute name(values)
attribute name(values)
attribute name(values)
constraint expression

attribute name(values)
attribute name(values)
attribute name(values)
attribute name(values)
attribute name(values)

SERVICES:

1 (o) OpsService: service name

2. (c) Constraint: constraint expression
21 (o)  OpsService: service name

3 (m) MgtService: service name

(1) The "FAL ASE:" entry is the name of the FAL ASE that provides the services for the class
being specified.

(2) The "CLASS:" entry is the name of the class being specified. All objects defined using
this template will be an instance of this class. The class may be specified by this
standard, or by a user of this standard.

(3) The "CLASS ID:" entry is a number that identifies the class being specified. This number
is unique within the FAL ASE that will provide the services for this class. When qualified
by the identity of its FAL ASE, it unambiguously identifies the class within the scope of
the FAL. The value "NULL" indicates that the class cannot be instantiated. Class IDs
between 1 and 255 are reserved by this standard to identify standardized classes. They
have been assigned to maintain compatibility with existing national standards. CLASS IDs
between 256 and 2 048 are allocated for identifying user defined classes.
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(4) The "PARENT CLASS:" entry is the name of the parent class for the class being
specified. All attributes defined for the parent class and inherited by it are inherited for
the class being defined, and therefore do not have to be redefined in the template for this
class.

NOTE The parent-class "TOP" indicates that the class being defined is an initial class definition. The parent class
TOP is used as a starting point from which all other classes are defined. The use of TOP is reserved for classes
defined by this standard.

(5) The "ATTRIBUTES" label indicate that the following entries are attributes defined for the
class.

a) Each of the attribute entries contains a line number in column 1, a mandatory (m) /
optional (o) / conditional (c) / selector (s) indicator in column 2, an attribute type label
in column 3, a name or a conditional expression in column 4, and optionally a list of
enumerated values in column 5. In the column following the list of values, the default
value for the attribute may be specified.

b) Objects are normally identified by a numeric identifier or by an object name, or by
both. In the class templates, these key attributes are defined under the key attribute.

c) The line number defines the sequence and the level of nesting of the line. Each
nesting level is identified by period. Nesting is used to specify

i) fields of a structured attribute (4.1, 4.2, 4.3),

ii) attributes conditional on a constraint statement (5). Attributes may be mandatory
(5.1) or optional (5.2) if the constraint is true. Not all optional attributes require
constraint statements as does the attribute defined in (5.2).

iii) the selection fields of a choice type attribute (6.1 and 6.2).

(6) The "SERVICES" label indicates that the following entries are services defined for the
class.

a) An (m) in column 2 indicates that the service is mandatory for the class, while an (o)
indicates that it is optional. A (c) in this column indicates that the service is
conditional. When all services defined for a class are defined as optional, at least one
has to be selected when an instance of the class is defined.

b) The label "OpsService" designates an operational service (1).
c) The label "MgtService" designates an management service (2).

d) The line number defines the sequence and the level of nesting of the line. Each
nesting level is identified by period. Nesting within the list of services is used to
specify services conditional on a constraint statement.

3.44 Conventions for service definitions
3.4.41 General

The service model, service primitives, and time-sequence diagrams used are entirely abstract
descriptions; they do not represent a specification for implementation.

3.4.4.2 Service parameters

Service primitives are used to represent service user/service provider interactions
(ISO/IEC 10731). They convey parameters which indicate information available in the
user/provider interaction. In any particular interface, not all parameters need be explicitly

tated.
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The service specifications of this standard uses a tabular format to describe the component
parameters of the ASE service primitives. The parameters which apply to each group of
service primitives are set out in tables. Each table consists of up to five columns for the

1) Parameter name,

2) request primitive,

3) indication primitive,

4) response primitive, and

5) confirm primitive.

One parameter (or component of it) is listed in each row of each table. Under the appropriate
service primitive columns, a code is used to specify the type of usage of the parameter on the
primitive specified in the column:

M  parameter is mandatory for the primitive

U parameter is a User option, and may or may not be provided depending on dynamic
usage of the service user. When not provided, a default value for the parameter is
assumed.

C parameter is conditional upon other parameters or upon the environment of the service
user.

— (blank) parameter is never present.
S parameter is a selected item.
Some entries are further qualified by items in brackets. These may be

a) a parameter-specific constraint:
“(=)” indicates that the parameter is semantically equivalent to the parameter in the
service primitive to its immediate left in the table.

b) an indication that some note applies to the entry:
“(n)” indicates that the following note "n" contains additional information pertaining to
the parameter and its use.

3.44.3 Service procedures
The procedures are defined in terms of

» the interactions between application entities through the exchange of fieldbus Application
Protocol Data Units, and

* the interactions between an application layer service provider and an application layer
service user in the same system through the invocation of application layer service
primitives.

These procedures are applicable to instances of communication between systems which
support time-constrained communications services within the fieldbus Application Layer.

3.4.5 Overview

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate
subclause. Each ASE specification is composed of two parts, its class specification, and its
service specification.

The class specification defines the attributes of the class. The attributes are accessible from
instances of the class using the Object Management ASE services specified in clause 5 of this
standard. The service specification defines the services that are provided by the ASE.

3.4.6 General conventions

This standard uses the descriptive conventions given in ISO/IEC 10731
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Conventions for class definitions

Class definitions are described using templates. Each template consists of a list of attributes
for the class. The general form of the template is shown below:

FAL ASE: ASE Name

CLASS: Class Name

CLASS ID: #

PARENT CLASS: Parent Class Name

ATTRIBUTES:

1 (o) Key Attribute:  numeric identifier

2 (o) Key Attribute: name

3 (m) Attribute: attribute name(values)

4 (m) Attribute: attribute name(values)

4.1 (s) Attribute: attribute name(values)

4.2 (s) Attribute: attribute name(values)

4.3 (s) Attribute: attribute name(values)

5. (c) Constraint: constraint expression

5.1 (m) Attribute: attribute name(values)

5.2 (o) Attribute: attribute name(values)

6 (m) Attribute: attribute name(values)

6.1 (s) Attribute: attribute name(values)

6.2 (s) Attribute: attribute name(values)

SERVICES:

1 (o) OpsService: service name

2. (c) Constraint: constraint expression

21 (o)  OpsService: service name

3 (m) MgtService: service name

(1) The "FAL ASE:" entry is the name of the FAL ASE that provides the services for the class
being specified.

(2) The "CLASS:" entry is the name of the class being specified. All objects defined using
this template will be an instance of this class. The class may be specified by this
standard, or by a user of this standard.

(3) The "CLASS ID:" entry is a number that identifies the class being specified. This number
is unique within the FAL ASE that will provide the services for this class. When qualified
by the identity of its FAL ASE, it unambiguously identifies the class within the scope of
the FAL. The value "NULL" indicates that the class cannot be instantiated. Class IDs
between 1 and 255 are reserved by this standard to identify standardized classes. They
have been assigned to maintain compatibility with existing national standards. CLASS IDs
between 256 and 2 048 are allocated for identifying user defined classes.

(4) The "PARENT CLASS:" entry is the name of the parent class for the class being

specified. All attributes defined for the parent class and inherited by it are inherited for
the class being defined, and therefore do not have to be redefined in the template for this
class.

NOTE The parent-class "TOP" indicates that the class being defined is an initial class definition. The parent class
TOP is used as a starting point from which all other classes are defined. The use of TOP is reserved for classes
defined by this standard.

(%)

The "ATTRIBUTES" label indicate that the following entries are attributes defined for the
class.

a) Each of the attribute entries contains a line number in column 1, a mandatory (m) /
optional (o) / conditional (c) / selector (s) indicator in column 2, an attributﬁ@eupﬁents
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in column 3, a name or a conditional expression in column 4, and optionally a list of
enumerated values in column 5. In the column following the list of values, the default
value for the attribute may be specified.

b) Objects are normally identified by a numeric identifier or by an object name, or by
both. In the class templates, these key attributes are defined under the key attribute.

c) The line number defines the sequence and the level of nesting of the line. Each
nesting level is identified by period. Nesting is used to specify
i) fields of a structured attribute (4.1, 4.2, 4.3),

ii) attributes conditional on a constraint statement (5). Attributes may be mandatory
(5.1) or optional (5.2) if the constraint is true. Not all optional attributes require
constraint statements as does the attribute defined in (5.2).

iii) the selection fields of a choice type attribute (6.1 and 6.2).

(6) The "SERVICES" label indicates that the following entries are services defined for the
class.

a) An (m) in column 2 indicates that the service is mandatory for the class, while an (o)
indicates that it is optional. A (c) in this column indicates that the service is
conditional. When all services defined for a class are defined as optional, at least one
has to be selected when an instance of the class is defined.

b) The label "OpsService" designates an operational service (1).
c) The label "MgtService" designates an management service (2).

d) The line number defines the sequence and the level of nesting of the line. Each
nesting level is identified by period. Nesting within the list of services is used to
specify services conditional on a constraint statement.

3.4.8 Conventions for service definitions
3.4.8.1 General

The service model, service primitives, and time-sequence diagrams used are entirely abstract
descriptions; they do not represent a specification for implementation.

3.4.8.2 Service parameters

Service primitives are used to represent service user/service provider interactions
(ISO/IEC 10731). They convey parameters which indicate information available in the
user/provider interaction. In any particular interface, not all parameters need be explicitly
stated.

The service specifications of this standard uses a tabular format to describe the component
parameters of the ASE service primitives. The parameters which apply to each group of
service primitives are set out in tables. Each table consists of up to five columns for the

1) Parameter name,

2) request primitive,

3) indication primitive,

4) response primitive, and

5) confirm primitive.
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One parameter (or component of it) is listed in each row of each table. Under the appropriate
service primitive columns, a code is used to specify the type of usage of the parameter on the
primitive specified in the column:

M  parameter is mandatory for the primitive

U parameter is a User option, and may or may not be provided depending on dynamic
usage of the service user. When not provided, a default value for the parameter is
assumed.

C parameter is conditional upon other parameters or upon the environment of the service
user.

— (blank) parameter is never present.
S parameter is a selected item.
Some entries are further qualified by items in brackets. These may be

a) a parameter-specific constraint:
“(=)” indicates that the parameter is semantically equivalent to the parameter in the
service primitive to its immediate left in the table.

b) an indication that some note applies to the entry:
“(n)” indicates that the following note "n" contains additional information pertaining to
the parameter and its use.

3.4.8.3 Service procedures
The procedures are defined in terms of

* the interactions between application entities through the exchange of fieldbus Application
Protocol Data Units, and

« the interactions between an application layer service provider and an application layer
service user in the same system through the invocation of application layer service
primitives.

These procedures are applicable to instances of communication between systems which
support time-constrained communications services within the fieldbus Application Layer.
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4 Concepts

IEC/TR 61158-1, Clause 9 describes the concepts of the application layer service descriptions
and the templates used in this standard.

5 Data type ASE

Fieldbus data types specify the machine independent syntax for application data conveyed by
FAL services. The fieldbus application layer supports the definition and transfer of both basic
and constructed data types. Clause 5 of IEC 61158-5-10 provides a collection of all data types
required by FAL services of type 3 and type 10 as well as data types allowed to use by
application profiles. Encoding rules for the FAL data types used by type 3 are provided in
IEC 61158-6-3.

6 Communication model specification

6.1 DP concepts
6.1.1 User requirements of the fieldbus DP system

The typical automation system consists of one or several programmable controllers connected
by 1/0-systems to the machine/process. The 1/O-system is mostly implemented as a set of
single point connections with a well defined electrical interface such as 24-V digital signals or
4 to 20-mA analogue signals. The overall structure of the programmable controller is defined
in [IEC 61131-1 and widely used.

To switch from 1/O-systems plugged in a programmable controller to decentralized 1/0-
systems a serial link is necessary not only for the exchange of process data, but also to
transmit diagnosis, configuration data and parameters.

Furthermore many applications in factory automation require very short reaction times.

Therefore the user interface in the programmable controller for the exchange of process data
should be designed in a way to allow direct access to these variables without specific function
calls.

In addition a reliable data transfer is required for industrial applications.

The integration of simple field devices requires a simple protocol architecture to allow low cost
implementations.

To support the integration of smart field devices acyclic communication services and alarms
are needed.

In order to achieve an automation system consisting of devices from different manufacturers
strict interoperability of all components is necessary.

In accordance with the IEC 61131-1 structure the decentralized structure should be invisible
to an existing control program.

For efficient communication between DP-slaves, as required in motion control applications,
the fieldbus provides a Publisher/Subscriber communication mechanism.
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The fieldbus provides a mechanism for the synchronization of the application of the DP-
master (Class 1) and the DP-slaves with the communication cycle for highly synchronized real
time applications.

For time stamping and other actions with precise timing requirements a mechanism to
synchronies clocks is offered.

Field devices requires a mechanism to upload (Pull) and/or to download (Push) unstructured
LR Data and a mechanism to invoke predefined functions within the DP-slave.

Fieldbus DP provides mechanism to build redundant DP-slaves, which may operate in control
systems with several master implementations.

6.1.2 Features of fieldbus DP

Combining the structure defined in IEC 61131-1 with fieldbus DP the following advantages are
achieved.
— Changes in the plant cause only small changes in wiring.

— Critical signals can be transferred over short distances to the remote field device
(sensor/actuator) and to/from the programmable controller over long distances via
fieldbus DP with high accuracy.

— Parameterization and diagnosis can be done without additional wiring.
— Commissioning of subparts without additional installations.

Table 1 gives an overview of the requirements and features of a fieldbus DP system.
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Table 1 — Requirements and features of fieldbus DP

Requirement

Feature of fieldbus DP

Short reaction time

Exchange of more than 1 000 Inputs and Outputs with 32 field devices
in less than 10 ms

Automation system consists of one or
several programmable controller

Mono-master or Multi-master Operation

Simple field devices

Simple protocol, low cost communication interface

Reliable data transfer

Hamming Distance 4 guaranteed;
Error recovery mechanism;

Use of proven transmission technology

Excellent diagnosis

Various diagnosis in Masters as well as in Slaves

User interface with direct access to the
input and output data

Buffer interface for the input and output data

Smart field devices

Acyclic communication which provides a flexible and enhanced
addressing scheme of data within field devices.

The possibility to transfer an alarm from the field device to the
programmable controller with an explicit acknowledgement

Interoperability

Precise and complete definitions including the definition of the system
behavior

Efficient communication between DP-
slaves for motion control applications

The Publisher/Subscriber communication mechanism allows direct
communication between DP-slaves without interactions from the User
of the DP-master (Class 1)

Synchronization of the application of the
DP-master (Class 1) and the DP-slaves

The Isochronous Mode provides a mechanism for the synchronization
of the application of the DP-master (Class 1) and the DP-slaves with
the communication cycle. The cycle jitter is less than 1 ys for data
rates above 1,5 Mbit/s

Mechanism to load unstructured data
blocks

To load unstructured data blocks fieldbus DP provides the Load Region
mechanism

Invocation of predefined functions in the
DP-slave

With the Function Invocation model predefined functions within the DP-
slave may be invoked

Synchronization of clocks

With the Time Synchronization an uniform Network Time (UTC) with an
accuracy of less than 1 ms can be achieved

6.1.3

6.1.3.1 Associations

DP communication model

The fieldbus communication model supports the communication of field devices with a single
controlling device (e.g. programmable controller or distributed control system) via associations
(see Figure 1). Furthermore, the communication between several controlling devices and their
assigned field devices is also supported (see Figure 2). In addition to these basic
communication models, fieldbus supports also the cyclic communication between field devices
(see Figure 3).
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Controlling Device

Associations

Field Device

Field Device

Figure 1 — Example of DP communication with a single controlling device

Controlling Device

Controlling Device

Associations

Field Device

Field Device

Field Device

Figure 2 — Example of DP communication with several controlling devices
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Controlling Device

Associations

Field Device Field Device Field Device

Figure 3 — Example of DP communication between field devices

6.1.3.2 Device types
6.1.3.2.1 DP-master (class 1)

The DP-master (Class 1) is a controlling device which is associated with one or more DP-
slaves (field devices). The DP-master (Class 1) performs one or more of the following basic
functionalities:

— cyclic exchange of I/O data with related DP-slaves
— diagnosis with the DP-slaves
— configuration of DP-slaves

— treatment of configuration and diagnosis requests of a DP-master (Class 2).

The extended functionalities of a DP-master (Class 1) are:

- acyclic access to process data of the DP-slaves
- treatment of alarms from DP-slaves
- support of the Isochronous Mode for synchronization purposes with DP-slaves
- support of the DXB mechanism for cyclic data exchange between DP-slaves
- support of the up- and/or download of LR Data with DP-slaves
- invocation of predefined functions within DP-slaves
support for clock synchronisation of the DP-slave's and other DP-master's clocks.
6.1.3.2.2 DP-master (class 2)
The DP-master (Class 2) is a controlling device which manages provision of configuration
data (parameter sets) and collection of Diagnosis data for/from a DP-master (Class 1).

Additionally the DP-master (Class 2) can perform all basic and some extended communication
capabilities of a DP-master (Class 1) to a DP-slave.
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6.1.3.2.3 DP-slave
6.1.3.2.3.1 General

The DP-slave is a field device and performs the following activities depending on the
functionality.

The basic functionalities are:

- cyclic exchange of I/0 data with the assigned DP-master
- diagnosis with the assigned DP-master

treatment of configuration requests of a DP-master

The extended functionalities of a DP-slave are:

— provision of acyclic access to process data for DP-masters
— provision of alarms to the assigned DP-master

— support of the lIsochronous Mode for synchronization purposes with the DP-master
(Class 1)

— cyclic data exchange between DP-slaves using the Publisher/Subscriber communication
— support of the up- and/or download of LR Data

— support of predefined functions which may be invoked by the DP-master (Class 1) or the
DP-master (Class 2)

— provision to synchronies the local clock with a DP-master's clock
— support of DP-slave Redundancy

DP-slaves are composed of one or more modules. These modules usually reflect the
hardware components of the field device.

6.1.3.2.3.2 Module

The DP Application Layer uses modules to reflect the structuring of components (e.g.
hardware units, logical units) inside a DP-slave. A Module may have one or more channels
which represent the real structure of the Input and/or Output Data. These channels may be a
further subdivision of the Input and/or Output Data object.

Each module will be addressed by a slot number (1 to 254). Numbering is without gaps,
ascending, beginning with 1. If a slot is not occupied with a module, an empty slot will be
registered under the corresponding slot number in the configuration. The slot number "zero"
(Slot = 0) refers to the DP-slave itself. Modules contain data which is index addressable. The
concrete use of slot number and index to address data within the device is manufacturer
specific.

Furthermore to each module a Configuration Identifier has to be assigned. Numbering is
without gaps, ascending, beginning with 0. If a slot is not occupied with a module, a Cfg
Identifier with the Input and Output Data length equal zero has to be assigned in the
configuration (empty slot).

A module provides one or several of the following data elements:
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- Diagnosis
- 1/O Data
- Alarm
- Process Data
- LR Data
- Context
- Function Invocation Data

In modular DP-slaves modules determine the actual configuration of the field device (see
Figure 4). The number of modules is fixed according to the device specification (maximum
number of modules is 244).

[r— [—
Function Invocftion DJta
LR Data
Context
Diagnosis
I/0
Data
Alarm
Process Data
Time é Module Module Module Module
: 1 n n +1 254
slot slot slot slot
number
slot number = 0 number number number
-1 - n =n +1 = 254
NOTE Modules 1 to n are selectable
by configuration (n < 244)
Modular DP-Slave

Figure 4 — DP-slave model (modular DP-slave)
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In compact DP-slaves with respect to the device specification the number of modules is fixed
and therefore also the configuration (for example only one module, see Figure 5).

Function Invocatfon Data
LR Data
Context
Diagnosis
I/0-Data
Alarm
Process Data
Time
Module 1
slot number = 0 slot number = 1
NOTE Module is fixed
Compact DP-Slave

Figure 5 — DP-slave model (compact DP-slave)

6.1.3.3 Device attributes

Device attributes indicate that besides the basic functionality, extended functionality will be
supported additionally.

These additional functionalities can imply certain rules for already defined data structures. A
device attribute indicates that the device supports additional communication relationships or

different communication behavior. Documents
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6.1.3.4 Application process

6.1.3.4.1 Overview

In the fieldbus DP environment, an application may be partitioned and distributed to a number
of devices on the network. Each of these partitions is referred to as an application process
(AP), (see Figure 6). A device may have several APs. In this case each individual AP is
uniquely identified by an AP Identifier (API).

Every DP-slave shall have a Default AP with APl = 0. The Default AP may be related to 1/0O
data, to diagnosis and alarms, to configuration, to process data and to LR Data. All other DP-
slave APs shall be related to process data only.

DP-Master (Controlling Device)

AP (API=x) AP (API=y)

Associations

................................................ ! LR Data
i FunctInvo i O ———

! FunctInvo

| Process Data i

{ LR Data i

(API=n)

Context i Context

- m
Diagnosis !

i I/0 Data i

—

Alarm
Process Data ' Process Data
- Time ' - Time '
Default AP Default AP
(API=0) (API=0)
DP-Slave

DP-Slave

(Field Device) (Field Device)

Figure 6 — Overview of application processes

An AP may be distributed to several modules. Each module within an application process is
identified uniquely by a slot number (Slot = 1 to 254). The slot number "zero" (Slot = 0) refers
to the AP itself within the field device.
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The Context shall be related to the Default AP itself and to all its modules containing |/O Data.

The Diagnosis information may only be related to the Default AP itself and to all its modules
containing 1/0 Data.

The I/O Data shall be related to modules of the Default AP and not to the AP itself. The
number of modules with I/O Data is limited and depends on the configuration and I/O Data
structure of the modules (see 6.1.3.2.3.2).

The Alarm data may be related to the Default AP itself and to all its modules.
The Process Data may be related to all APs and to all their modules.

The LR Data may be related to all APs and to all their modules.

The Time shall be related to the Default AP itself and not to its modules.

Figure 7 shows the relationship between the APs, the data elements and the modules of a

DP-slave.
! LR Data LR Data
Context
: Process Data
i Diagnosis
110 —
Data Module 1 Module 254
slot number
H H =1 slot number
| Alarm slot number = 0 . =254
Process Data ™
E AP (API=1) |-
—_Tlme ..... Module Module Module Module Process Data
1 n n+1 254
slot slot slot slot
slot number = 0 number number number number
=1 I =n =n+1 |- =254 Module 1 '::Zf:&fnﬁ‘:
B | [Be— B slot number -
slot number = 0 =1 =254
NOTE Modules 1ton ? 244 are Default AP(API=0)
selectable by configuration
AP (API=255)
DP-Slave

Figure 7 — DP-slave model (modular DP-slave)

The DP-master (Class 1) shall have only its Default AP. The DP-master (Class 1) shall
communicate with the Default AP of a DP-slave only.

The DP-master (Class 2) may have several APs. Communicating with a DP-slave the DP-
master (Class 2) may be able to address all APs of a DP-slave.
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6.1.3.4.2 Application service element

An application service element (ASE), as defined in ISO/IEC 9545, is a set of application
functions that provide a capability for the interworking of application processes for a specific
purpose. ASEs provide a set of services for conveying requests and responses to and from
application processes and their objects.

The DP Application Layer offers the following ASEs (see Figure 8):

I/0 Data ASE

The I/O Data ASE provides a set of services to convey I/O data cyclically. These data always
belong to those modules that have been configured in terms of the Context ASE. A multicast
service provides the synchronization of the 1/0 data and reports the operational state of the
assigned DP-master. Optionally the I/O Data ASE offers the possibility to share the Input Data
of one DP-slave with other DP-slaves.

Process Data ASE

The Process Data ASE provides a set of services to convey acyclically data. The application
of the DP-master requests each transmission individually. The Process Data ASE can be
related to all APs of a DP-slave.

Diagnosis ASE
The Diagnosis ASE provides services for the DP-master to fetch Diagnosis information from a
DP-slave which is related to the Default AP or to its modules that are part of the configuration.

Alarm ASE

The Alarm ASE provides a set of services to convey alarms or status messages issued by the
DP-slave. The assigned DP-master acknowledges the Alarms. Status messages will not have
to be acknowledged by the DP-master.

Management ASE

The Management ASE provides a set of services to manage a DP-master (Class 1) by a DP-
master (Class 2). The DP-master (Class 1) receives the bus parameter set or the slave
parameter set. Afterwards the received sets will be activated by the DP-master (Class 2). The
DP-master (Class 1) will provide the system diagnosis information if requested.

Context ASE
The Context ASE provides a set of services to

- parameterize and configure the Default AP itself and its modules containing 1/0O data

- transfer switchover commands for redundant structures and commands to reset MS1 or
change operation mode to the DP-slave

- set the device address of a DP-slave
- to provide the real configuration of the DP-slave to be read by a DP-master (Class 2)

and to establish or release an association between an individual AP of a DP-master (Class 2)
and an individual AP of the DP-slave for acyclic communication. This association
exclusively belongs to the Process Data ASE.

Load Region ASE

The Load Region ASE provides a set of services to convey LR Data acyclically. The
application of the DP-master requests each transmission individually. The Load Region ASE
can be related to all APs of a DP-slave.

Function Invocation ASE

The Function Invocation ASE provides a set of services to invoke stateless and/or state-
oriented Function Invocation objects. The application of the DP-master has to invoke each
function individually. The Function Invocation ASE can be related to all APs of a DP-slave.
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The Time ASE provides a set of services to synchronies the clocks of several or all devices on
a fieldbus segment. The application of the DP-master (Class 1) requests each synchronization
individually. The Time ASE can be related to the Default AP of a DP-slave.

Application Relationship ASE

The Application Relationship ASE (AR ASE) provides a description model for the separate AR
types. This includes their transfer characteristics as well as their current communication

states.
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Figure 8 — Application Service Elements (ASEs)

6.1.3.4.3

Application objects

An application object (APO) is a network representation of a specific aspect of an AP. Each
APO represents a set of information and processing capabilities of an AP that are accessible
through services of the DP Application Layer. APOs are used to represent these capabilities
to other APs in a fieldbus DP system.

In order to permit an AP to communicate with an AP of an another device, APOs have to be
available. Application objects (virtual objects)
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objects), that an application process has made visible and accessible to the communication

(see Figure 9).
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Figure 9 — Application Process with application Objects (APOs)

In Figure 10, a remote AP acting as Client may access the real object by sending requests
through the APO that represents the real object. Local aspects of the AP convert between the
network view (the APO) of the real object and the internal AP view of the real object.

Within the AP an APO is identified by slot and index. The address space which is defined by

slot and index can be used by several APs.
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Figure 10 — Access to a remote APO

In Figure 11, a Client/Server and a Publisher/Subscriber association is shown. The Client may
access the real object by sending requests through the APO that represents the real object.
The Subscriber may subscribe to the whole or to a part of the remote APO. The
Publisher/Subscriber association is always related to the Default AP and the 1/O Data ASE.
Local aspects of the AP convert between the network view (the APO) of the real object and

the internal AP view of the real object.
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Figure 11 — Access to a remote APO for publisher/subscriber association

6.1.3.5 Application relationship
6.1.3.5.1 General

An Application Relationship (AR) is a co-operative relationship between two or more APs for
the purpose of exchange of information and co-ordination of their joint operation (see Figure
12). This relationship is activated by the exchange of Application Protocol Data Units (APDU).
Fieldbus DP uses different types of ARs which distinguish in their conveyance characteristic.

6.1.3.5.2 Application relationship endpoint

An AP has access to the communication using application relationship endpoints (AREP, see
ISO 7498-3). One or more AREPs are fixed and uniquely assigned to an AP. These endpoints
are addressed by the AP through an identifier (AREP ID). These identifiers are device specific
and not defined by the communication itself. ARs are defined as a set of co-operating AREPs.
Between two APs one or more ARs may exist, each one having unique AREPs. Figure 12
shows an example of one AR with two AREPs.
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Figure 12 — Example of one AR with two AREPs

6.1.3.5.3 Overview of application relationships

The DP Application Layer offers the following AR types:

MSO0: application relationship between the application process of one DP-master (Class 1) and
all related DP-slaves and optional between the AP of one or several DP-master (Class 2) and
all related DP-slaves and optional between the AP of one or several DP-slaves with all related
DP-slaves for the following purposes:

- cyclic exchange of the I/O data with the DP-master (Class 1)

- cyclic exchange of the Input Data between DP-slaves (DXB)

- acyclic data transfer for parameterization, configuration and diagnosis (DP-master (Class 1))
- acyclic transfer of commands to a set of field devices (DP-master (Class 1))

- cyclic transfer of synchronization messages to a set of field devices (DP-master (Class 1))
- acyclic read of the I/O data (DP-master (Class 2))

- acyclic read of configuration information (DP-master (Class 2))

- acyclic read of diagnosis information (DP-master (Class 2))

acyclic write of remanent parameter (DP-master (Class 2))

MS1: connection-oriented relationship between the application processes of one DP-master
(Class 1) and of one related DP-slave for the following purposes:
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- acyclic read and write of variables
- acyclic transfer of alarms
- up- and/or download of LR Data

invocation of stateless and/or state-oriented functions

MS2: connection-oriented relationship between the application processes of one DP-master
(Class 2) and of one related DP-slave for the purpose:

- acyclic read and write of variables
- up- and/or download of LR Data

invocation of stateless and/or state-oriented functions

MS3: connectionless relationship between the application processes of one DP-master and of
a set of related DP-slaves for the purpose:

— synchronisation of time

MM1: connectionless relationship between the application processes of one configuration
device (Master Class 2) and of one related controlling device (Master Class 1) for the
following purposes:

- upload and download for configuration information
- upload of diagnosis information

activation of the previously transferred configuration

MM2: connectionless relationship between the application processes of one configuration
device (Master Class 2) and of a set of related controlling devices (Master Class 1) for the
purpose:

activation of the previously transferred configurations

6.1.4 Dynamical behavior of fieldbus DP

Before commissioning a DP system, all stations shall have been assigned an unique address.
In the case of DP-slaves, this address may be set up using the MSO AR (see 6.2.5.3.9).

All DP-slaves that have not yet been assigned an individual address, shall start with the
default address 126. Only one device with this address shall be allowed on the network. A DP-
master address shall not be set to the default address. A DP-master (Class 2) may access a
DP-slave via the default address and may assign a specific address to that device.

For security reasons, the DP-master (Class 1) shall not exchange I/O data with a DP-slave
whose address is 126.

To exchange I/O data a DP-master (Class 1) shall have a valid Master Parameter Set which
may be loaded and activated by the DP-master (Class 2) via the MM1 AR and MM2 AR. The
Master Parameter Set consists of several sets of configuration data and parameters, each
dedicated to a DP-slave. This set of data shall contain all necessary information (for the DP
system) to describe a DP-slave. Additionally, the Master Parameter Set shall include the bus
parameters as well as the address assignment table which assigns each individual remote 1/0O
data a unique address in the 1/0 space of the DP-master's User.

If there exists a valid Master Parameter Set in a DP-master (Class 1), this device starts to
check whether the DP-slaves dedicated to that DP-master are present or not (this Doewinents
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with a read of the diagnosis of a DP-slave). After an appropriate answer the DP-master (Class
1) will set the parameters and check the configuration of that DP-slave. A DP-slave will accept
a check configuration request only from the Master who sets the parameters.

After submitting these two functions correctly, a DP-master (Class 1) checks the status of the
DP-slave by reading the Diagnosis information. If the configuration check was successful and
parameterization was correct, the DP-master (Class 1) will enter the user data exchange
mode. A DP-slave accepts data exchange requests only from a DP-master (Class 1) which
has previously submitted parameters and configuration. If a diagnosis event occurred in the
application process of a DP-slave, this event is signaled by sending a response with high
priority. The DP-master (Class 1) will read the diagnosis and inform its local User.

The DP-master (Class 1) sends information about his own operation mode (CLEAR,
OPERATE) to his dedicated DP-slaves for synchronization. This will be done at every change
of the operation mode of the DP-master (Class 1) and additionally at regular intervals
(Data Control Time/2).

Only in the data exchange mode the extended functionalities like the acyclic read and write of
variables, the acyclic transfer of alarms, the up- and/or download of LR Data, the invocation of
stateless and/or state-oriented functions, the DXB functionality and the Isochronous Mode are
possible if supported by both the DP-master (Class 1) and the DP-slave. Errors on the acyclic
communication (MS1 AR) also influence the cyclic data transfer (MSO AR) and vice versa.
This means that both communication relationships will be aborted. Each alarm has to be
acknowledged by the assigned DP-master (Class 1).

Every DP-master (Class 2) can read the diagnosis information, the configuration, the input
and output data (via the MSO AR) of every DP-slave although the DP-slave is under control of
a DP-master (Class 1). A DP-master (Class 2) can take a DP-slave under its control. In this
case the DP-slave will stop the data exchange mode with the DP-master (Class 1). In this
case the DP-master (Class 1) starts to read the diagnosis cyclically. If the DP-master (Class
2) has finished its communication with this DP-slave, the DP-slave will set the field "Master
Add(ress)" to invalid. This event triggers the DP-master (Class 1) to gain control over this DP-
slave again. As described above it will send parameters and configuration first.

If supported by both the DP-master (Class 2) and the DP-slave the extended functionality like
the acyclic read and write of variables, the up- and/or download of LR Data and the invocation
of stateless and/or state-oriented functions is possible (via the MS2 AR). The MS2 AR is
independent of the MSO AR and MS1 AR.

Fieldbus DP defines a redundancy model with the following features:

- One slave redundancy model for all redundancy structures (even for non-redundant
systems)

- Scalability: Independent master, slave, and line redundancy
- Easy engineering: No additional user efforts, no complex tools necessary
- Complete monitoring of all components
- No influence on bus load and timing
- High reliability
- Short switch over time
No loss of data during fault tolerance
A redundant DP-slave may consist of two communication interfaces with special redundancy

extensions and an independent redundancy communication channel between these two
communication interfaces. One of the slave interface modules acts as the primary and one as

the backup slave. Documents
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