BRITISH STANDARD BS EN
61158-6-18:2008

Industrial
communication
networks — Fieldbus
specifications —

Part 6-18: Application layer protocol
specification — Type 18 elements

ICS 25.040.40; 35.100.70

—
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW b

e —————— British Standards

Full document details: BS EN 61158-6-18:2008


http://www.avadocuments.com/doc/bs-en-61158-6-18-2008
http://www.avadocuments.com/doc/bs-en-61158-6-18-2008

BS EN 61158-6-18:2008

National foreword

This British Standard is the UK implementation of EN 61158-6-18:2008. It is
identical with TEC 61158-6-18:2007. Together with all of the other sections of
BS EN 61158-6, it supersedes BS EN 61158-6:2004 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
AMT/7, Industrial communications — Process measurement and control,
including fieldbus.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments/corrigenda issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Date Comments

on 30 June 2008

© BSI 2008

ISBN 978 0 580 61640 2 Pocuments

Document Sharing Hub

Full document details: BS EN 61158-6-18:2008


http://www.avadocuments.com/doc/bs-en-61158-6-18-2008
http://www.avadocuments.com/doc/bs-en-61158-6-18-2008

EUROPEAN STANDARD EN 61158-6-18

NORME EUROPEENNE
EUROPAISCHE NORM March 2008

ICS 35.100.70; 25.040.40 Partially supersedes EN 61158-6:2004

English version

Industrial communication networks -
Fieldbus specifications -
Part 6-18: Application layer protocol specification -
Type 18 elements
(IEC 61158-6-18:2007)

Réseaux de communication industriels - Industrielle Kommunikationsnetze -
Spécifications des bus de terrain - Feldbusse -

Partie 6-18: Spécification des services Teil 6-18: Protokollspezifikation
des couches d'application - des Application Layer

Eléments de type 18 (Anwendungsschicht) -

(CEI 61158-6-18:2007) Typ 18-Elemente

(IEC 61158-6-18:2007)

This European Standard was approved by CENELEC on 2008-02-01. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Cyprus, the
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee fiir Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B - 1050 Brussels

© 2008 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Ref. No. EN 61158-6-18:2008 E

Documents

Document Sharing Hub

Full document details: BS EN 61158-6-18:2008


http://www.avadocuments.com/doc/bs-en-61158-6-18-2008
http://www.avadocuments.com/doc/bs-en-61158-6-18-2008

BS EN 61158-6-18:2008 -2-

Foreword

The text of document 65C/476/FDIS, future edition 1 of IEC 61158-6-18, prepared by SC 65C, Industrial
networks, of IEC TC 65, Industrial-process measurement, control and automation, was submitted to the
IEC-CENELEC parallel vote and was approved by CENELEC as EN 61158-6-18 on 2008-02-01.

This and the other parts of the EN 61158-6 series supersede EN 61158-6:2004.
With respect to EN 61158-6:2004 the following changes were made:

— deletion of Type 6 fieldbus for lack of market relevance;

— addition of new fieldbus types;

— partition into multiple parts numbered 6-2, 6-3, ...6.20.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2008-11-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-02-01

NOTE Use of some of the associated protocol types is restricted by their intellectual-property-right holders. In all cases, the
commitment to limited release of intellectual-property-rights made by the holders of those rights permits a particular data-link layer
protocol type to be used with physical layer and application layer protocols in type combinations as specified explicitly in the
EN 61784 series. Use of the various protocol types in other combinations may require permission from their respective
intellectual-property-right holders.

IEC and CENELEC draw attention to the fact that it is claimed that compliance with this standard may involve the use of patents as
follows, where the [xx] notation indicates the holder of the patent right:

Type 18:
3343036/Japan [MEC] “Network System for a Programmable Controller”
5896509/USA [MEC] “Network System for a Programmable Controller”
246906/Korea [MEC] “Network System for a Programmable Controller”
Pending/Germany [MEC] “Network System for a Programmable Controller”

IEC and CENELEC take no position concerning the evidence, validity and scope of these patent rights.

The holders of these patent rights have assured IEC that they are willing to negotiate licences under reasonable and non-
discriminatory terms and conditions with applicants throughout the world. In this respect, the statement of the holders of these patent
rights are registered with IEC. Information may be obtained from:

[MEC] Mitsubishi Electric Corporation
Corporate Licensing Deivsion

7-3, Marunouchi 2-chome, Chiyoda-ku,
Tokyo 100-8310, Japan

Attention is drawn to the possibility that some of the elements of this standard may be the subject of patent rights other than those
identified above. IEC and CENELEC shall not be held responsible for identifying any or all such patent rights.

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 61158-6-18:2007 was approved by CENELEC as a European
Standard without any modification.
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INTRODUCTION

This part of IEC 61158 is one of a series produced to facilitate the interconnection of
automation system components. It is related to other standards in the set as defined by the
“three-layer” fieldbus reference model described in IEC/TR 61158-1.

The application protocol provides the application service by making use of the services
available from the data-link or other immediately lower layer. The primary aim of this standard
is to provide a set of rules for communication expressed in terms of the procedures to be
carried out by peer application entities (AEs) at the time of communication. These rules for
communication are intended to provide a sound basis for development in order to serve a
variety of purposes:

e as a guide for implementors and designers;

e for use in the testing and procurement of equipment;

e as part of an agreement for the admittance of systems into the open systems environment;
e as a refinement to the understanding of time-critical communications within OSI.

This standard is concerned, in particular, with the communication and interworking of sensors,
effectors and other automation devices. By using this standard together with other standards

positioned within the OSI or fieldbus reference models, otherwise incompatible systems may
work together in any combination.
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 6-18: Application layer protocol specification — Type 18 elements

1 Scope

1.1 General

The fieldbus application layer (FAL) provides user programs with a means to access the
fieldbus communication environment. In this respect, the FAL can be viewed as a “window
between corresponding application programs.”

This standard provides common elements for basic time-critical and non-time-critical
messaging communications between application programs in an automation environment and
material specific to Type 18 fieldbus. The term “time-critical” is used to represent the
presence of a time-window, within which one or more specified actions are required to be
completed with some defined level of certainty. Failure to complete specified actions within
the time window risks failure of the applications requesting the actions, with attendant risk to
equipment, plant and possibly human life.

This standard specifies interactions between remote applications and defines the externally
visible behavior provided by the Type 18 fieldbus application layer in terms of

a) the formal abstract syntax defining the application layer protocol data units conveyed
between communicating application entities;

b) the transfer syntax defining encoding rules that are applied to the application layer
protocol data units;

c) the application context state machine defining the application service behavior visible
between communicating application entities;

d) the application relationship state machines defining the communication behavior visible
between communicating application entities.

The purpose of this standard is to define the protocol provided to

1) define the wire-representation of the service primitives defined in IEC 61158- 5-18, and
2) define the externally visible behavior associated with their transfer.

This standard specifies the protocol of the Type 18 fieldbus application layer, in conformance
with the OSI Basic Reference Model (ISO/IEC 7498) and the OSI application layer structure
(ISO/IEC 9545).

1.2 Specifications

The principal objective of this standard is to specify the syntax and behavior of the application
layer protocol that conveys the application layer services defined in [IEC 61158-5-18.

A secondary objective is to provide migration paths from previously-existing industrial
communications protocols. It is this latter objective which gives rise to the diversity of
protocols standardized in the IEC 61158-6 series.

1.3 Conformance

This standard does not specify individual implementations or products, nor do they constrain
the implementations of application layer entities within industrial automatiorbalétems.

uments

Document Sharing Hub

Full document details: BS EN 61158-6-18:2008


http://www.avadocuments.com/doc/bs-en-61158-6-18-2008
http://www.avadocuments.com/doc/bs-en-61158-6-18-2008

BS EN 61158-6-18:2008 - 8-

Conformance is achieved through implementation of this application layer protocol
specification.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 61158-5-18, Industrial communication networks — Fieldbus specifications — Part 5-18:
Application layer service definition — Type 18 elements

ISO/IEC 10731, Information technology — Open Systems Interconnection — Basic Reference
Model — Conventions for the definition of OSI services

ISO/IEC 7498-1, Information technology — Open Systems Interconnection — Basic Reference
Model — Part 1: The Basic Model

ISO/IEC 8822, Information technology — Open Systems Interconnection — Presentation
service definition

ISO/IEC 8824, Information technology — Open Systems Interconnection — Specification of
Abstract Syntax Notation One (ASN.1)

ISO/IEC 9545, Information technology — Open Systems Interconnection — Application Layer
structure

3 Terms and definitions

3.1 Terms and definitions from other ISO/IEC standards
3.1.1 ISO/IEC 7498-1 terms

For the purposes of this document, the following terms as defined in ISO/IEC 7498-1 apply:

Y

application entity

(=)

application process

Q O

application service element

D

)
)
) application protocol data unit
)
)

application entity invocation

—h

) application process invocation
g) application transaction

h) real open system

i) transfer syntax

3.1.2 ISO/IEC 8822 terms
For the purposes of this document, the following terms as defined in ISO/IEC 8822 apply:

a) abstract syntax

b) presentation context
3.1.3 ISO/IEC 9545 terms

For the purposes of this document, the following terms as defined in ISO/IEC 9545 apply:
Documents
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a) application-association

b) application-context

c) application context name

d) application-entity-invocation
e) application-entity-type

f) application-process-invocation
g) application-process-type
h) application-service-element

i) application control service element

3.1.4 ISOJ/IEC 8824 terms

For the purposes of this document, the following terms as defined in ISO/IEC 8824 apply:
a) object identifier

b) type

3.2 Other terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.21

active connection control object

instance of a certain FAL class that abstracts the interconnection facility (as Consumer and
Provider) of an automation device

3.2.2
alarm
activation of an event that shows a critical state

3.2.3
alarm ack
acknowledgment of an event that shows a critical state

3.24
alarm data object
object(s) which represent critical states referenced by device/slot/subslot/alarm type

3.2.5

allocate

take a resource from a common area and assign that resource for the exclusive use of a
specific entity

3.2.6
application
function or data structure for which data is consumed or produced

3.2.7

application layer interoperability

capability of application entities to perform coordinated and cooperative operations using the
services of the FAL

3.2.8
application objects

multiple object classes that manage and provide a run time exchange of PDUs gcross the
network and within the network device ocuments
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3.2.9

application process

part of a distributed application on a network, which is located on one device and
unambiguously addressed

3.2.10
application process identifier
distinguishes multiple application processes used in a device

NOTE Application process identifier is assigned by PROFIBUS International (PI).

3.2.11

application process object

component of an application process that is identifiable and accessible through an FAL
application relationship

NOTE Application process object definitions are composed of a set of values for the attributes of their class (see
the definition for Application Process Object Class Definition). Application process object definitions may be
accessed remotely using the services of the FAL Object Management ASE. FAL Object Management services can
be used to load or update object definitions, to read object definitions, and to dynamically create and delete
application objects and their corresponding definitions.

3.2.12

application process object class

a class of application process objects defined in terms of the set of their network-accessible
attributes and services

3.2.13

application relationship

cooperative association between two or more application-entity-invocations for the purpose of
exchange of information and coordination of their joint operation. This relationship is activated
either by the exchange of application-protocol-data-units or as a result of preconfiguration
activities

3.2.14

application relationship application service element

application-service-element that provides the exclusive means for establishing and
terminating all application relationships

3.2.15

application relationship endpoint

context and behavior of an application relationship as seen and maintained by one of the
application processes involved in the application relationship

NOTE Each application process involved in the application relationship maintains its own application relationship
endpoint.

3.2.16
attribute
description of an externally visible characteristic or feature of an object

NOTE The attributes of an object contain information about variable portions of an object. Typically, they provide
status information or govern the operation of an object. Attributes may also affect the behavior of an object.
Attributes are divided into class attributes and instance attributes.

3.2.17
backup
status of the 10 AR, which indicates that it, is in the standby state

3.2.18.
behavior Documents

indication of how an object responds to particular events
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3.2.19

channel

representation of a single physical or logical link of an input or output application object of a
server to the process in order to support addressing of diagnosis information

NOTE The channel typically represents a single connector or clamp as a real interface of a module or sub-module.
This reference is used to identify points of failure within diagnosis PDUs.

3.2.20

channel related diagnosis

information concerning a specific element of an input or output application object, provided for
maintenance purposes

EXAMPLE open loop.

3.2.21
class
a set of objects, all of which represent the same kind of system component

NOTE A class is a generalization of an object; a template for defining variables and methods. All objects in a
class are identical in form and behavior, but usually contain different data in their attributes.

3.2.22
class attributes
attribute that is shared by all objects within the same class

3.2.23
class code
unique identifier assigned to each object class

3.2.24

class specific service

service defined by a particular object class to perform a required function which is not
performed by a common service

NOTE A class specific object is unique to the object class which defines it.

3.2.25
clear
status of the 1O controller, which indicates that the control algorithm is currently not running

3.2.26
client

a) object which uses the services of another (server) object to perform a task

b) initiator of a PDU to which a server reacts

3.2.27

common profile

a collection of device independent information and functionality providing consistency
between all devices

3.2.28

communication data object

object(s) which are parameter of communication relationships and referenced by device/slot/
subslot/ index
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3.2.29

configuration check

comparison of the expected 10-Data object structuring of the client with the real 10-Data
object structuring to the server in the start-up phase

3.2.30
configuration data base
interconnection information maintained by the ACCO ASE

3.2.31

configuration fault

an unacceptable difference between the expected 10-Data object structuring and the real 10-
Data object structuring, as detected by the server

3.2.32
configuration identifier
representation of a portion of 10 Data of a single input- and/or output-module of a server

3.2.33

connection

the logical link between sink and source of attributes and services at different custom
interfaces of Custom RT-Auto objects

3.2.34
connection channel
description of a connection between a sink and a source of data items

3.2.35
consume
act of receiving data from a provider

3.2.36
consumer
node or sink that is receiving data from a producer

3.2.37

consumerlD

unambiguous identifier within the scope of the ACCO assigned by the consumer to recognize
the internal data of a configured interconnection sink.

3.2.38

context management

network-accessible information (communication objects) that supports managing the operation
of the fieldbus system, including the application layer

NOTE Managing includes functions such as controlling, monitoring, and diagnosing.

3.2.39
conveyance path
unidirectional flow of APDUs across an application relationship

3.2.40

cyclic
repetitive in a regular manner
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3.2.41

data consistency

means for coherent transmission and access of the input- or output-data object between and
within client and server

3.2.42

data marshaling

the encoding of parameters of the FAL service primitives with respect to their interface
definition

NOTE This is part of the abstract ORPC model.

3.2.43
device
physical hardware connected to the link

NOTE A device may contain more than one node.

3.2.44
device ID
a vendor assigned device type identification

3.2.45

device profile

a collection of device dependent information and functionality providing consistency between
similar devices of the same device type

3.2.46
diagnosis data object
object(s) which contains diagnosis information referenced by device/slot/subslot/index

3.2.47
diagnosis information
all data available at the server for maintenance purposes

3.2.48

dynamic reconfiguration

change of |10 data objects without interruption of an established application relationship and
continuous updating of non-changed 10 data objects

3.2.49
endpoint
one of the communicating entities involved in a connection

3.2.50

engineering

abstract term that characterizes the client application or device responsible for configuring an
automation system via interconnecting data items

3.2.51

error

discrepancy between a computed, observed or measured value or condition and the specified
or theoretically correct value or condition

3.2.52
error class
general grouping for related error definitions and corresponding error codes
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3.2.53
error code
identification of a specific type of error within an error class

3.2.54
event
an instance of a change of conditions

3.2.55

extended channel related diagnosis

information concerning a specific element of a specific application object, provided for
maintenance purposes

EXAMPLE Link Fail.

3.2.56
frame
denigrated term for DLPDU, unit of data transfer on a link

3.2.57

identification data object

object(s) that contain information about device, module and sub-module manufacturer and
type referenced by device/slot/subslot/index

3.2.58
implicit AR endpoint
AR endpoint that is defined locally within a device without use of the create service

3.2.59
index
address of a record data object within an application process

3.2.60

instance

the actual physical occurrence of an object within a class that identifies one of many objects
within the same object class

3.2.61
instance attributes
attribute that is unique to an object instance and not shared by the object class

3.2.62
instantiated
object that has been created in a device

3.2.63

interface

collection of FAL class attributes and services that represents a specific view on the FAL
class

3.2.64
interface definition language
syntax and semantic of describing service parameters in a formal way

NOTE This description is the input for the ORPC model, especially for the ORPC wire protocol.

3.2.65
interface pointer
key attribute that unambiguously addresses an object interface instance
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3.2.66
invocation
act of using a service or other resource of an application process

NOTE Each invocation represents a separate thread of control that may be described by its context. Once the
service completes, or use of the resource is released, the invocation ceases to exist. For service invocations, a
service that has been initiated but not yet completed is referred to as an outstanding service invocation. Also for
service invocations, an Invoke ID may be used to unambiguously identify the service invocation and differentiate it
from other outstanding service invocations.

3.2.67
10 controller
controlling device, which acts as client for several 10 devices (field devices)

NOTE This is usually a programmable controller or a distributed control system.

3.2.68

10 data object

object designated to be transferred cyclically for the purpose of processing and referenced by
device/slot/subslot

3.2.69
10 device
field device which acts as server for IO operation

3.2.70
10 parameter server
server for application parameter of IO devices (client)

NOTE This is usually a device to backup parameter data and to log online changes of device parameter.

3.2.71
10 subsystem
subsystem composed of one IO controller and all its associated 10 devices

3.2.72
10 supervisor
engineering device which manages commissioning and diagnosis of an 10 system

3.2.73
10 system
system composed of all its IO subsystems

NOTE As an example a PLC with more than one 10 controller (network interface) controls one IO system
composed of an |0 subsystems for each 10 controller.

3.2.74
Isochronous mode
10 system operating tightly synchronized with a jitter of less than 1 us

3.2.75

logical device

a certain FAL class that abstracts a software component or a firmware component as an
autonomous self-contained facility of an automation device

3.2.76
member
piece of an attribute that is structured as an element of an array
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3.2.77

method

<object> a synonym for an operational service which is provided by the server ASE and
invoked by a client

3.2.78
module
hardware or logical component of a physical device

3.2.79

network

a set of nodes connected by some type of communication medium, including any intervening
repeaters, bridges, routers and lower-layer gateways

3.2.80

object

abstract representation of a particular component within a device, usually a collection of
related data (in the form of variables) and methods (procedures) for operating on that data
that have clearly defined interface and behavior

3.2.81
object remote procedure call
model for object oriented or component based remote method invocation

3.2.82
object specific service
service unique to the object class which defines it

3.2.83
operate
status of the 10 controller that indicates that the control algorithm is currently running

3.2.84
peer
role of an AR endpoint in which it is capable of acting as both client and server

3.2.85
physical device
a certain FAL class that abstracts the hardware facilities of an automation device

3.2.86
point-to-point connection
connection that exists between exactly two application objects

3.2.87
primary
status of the IO AR that indicates that it is in the operating state

NOTE Besides a primary IO AR a backup 10 AR may exist. In example used for redundancy and dynamic
reconfiguration of O data.

3.2.88
property
a synonym for ASE attributes which are readable or writeable via operational ASE services

NOTE These services are generally named “get_<Attribute Name>" or “set_<Attribute Name>" and correspond
with the IDL keywords “propget” and “propput”.
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3.2.89
provider
a) source of a data connection

b) node or source sending data to one or many consumer

3.2.90

providerlD

an unambiguous identifier within the scope of the ACCO assigned by the provider to
recognize the internal data of a configured connection source

3.2.91
PTCP domain
a certain number of PTCP subdomains in one IP subnet

3.2.92
PTCP subdomain
a certain amount of DTEs with synchronized clocks

3.2.93
quality code
additional status information of a data item

3.2.94

quality code aware

attribute of the RT-Auto class that indicates that an RT-Auto object uses a status code for its
data items

3.2.95
quality code unaware
opposite of quality code aware

3.2.96

record data object

object(s) which are already pre-processed and transferred acyclically for the purpose of
information or further processing and referenced by device/slot/subslot/index

3.2.97
resource
processing or information capability

3.2.98

RT-Auto

an FAL class that abstracts the automation function as a process-related component of an
automation device

3.2.99
run
status of the 10 controller which indicates that the control algorithm is currently operating

3.2.100
runtime object model
objects that exist in a device together with their interfaces and methods that are accessible

3.2.101
server

a) role of an AREP in which it returns a confirmed service response APDU to the client that
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b) object which provides services to another (client) object

3.2.102

service

operation or function than an object and/or object class performs upon request from another
object and/or object class

3.2.103
slot
address of a structural unit within an 10 device

NOTE Within a modular device, a slot typically addresses a physical module. Within compact devices, a slot
typically addresses a logical function or virtual module.

3.2.104
stop
status of the 10 controller which indicates that the control algorithm is currently not running

3.2.105
submodule
hardware or logical component of a module

3.2.106
subslot
address of a structural unit within a slot

NOTE A subslot may address a physical interface for submodules within a module. Generally, a subslot is a
second level to structure data within a device.

3.2.107
vendor ID
central administrative number used as manufacturer identification

NOTE The vendor ID is assigned by PROFIBUS International (PI).

3.3 .Abbreviations and symbols

ACCO Active connection control object
IDL Interface definition language
IP Internet protocol

DNS Domain name service

LDev Logical device

ORPC Object remote procedure call
PDev Physical device

QoS Quality of service

QC Quality code

RT Runtime

RT-Auto Runtime automation object
TCP Transmission control protocol

3.4 Additional abbreviations and symbols for decentralized periphery

AE Application entity

AL Application layer

ALME Application layer management entity

ALP Application layer protocol

ALPMI Alarm protocol machine initiator

ALPMR Alarm protocol machine responder

AP Application process

APDU Application protocol data unit

API Application process identifier

APO Application object Documents
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AR Application relationship

AREP Application relationship endpoint

ARP Address resolution protocol

ASCII American Standard Code for Information Interchange
ASE Application service element

BMC Best master clock

CM Context management

Cnf Confirmation

CR Communication relationship

CREP Communication relationship endpoint

DCE OSF distributed computing environment
DCP Discovery and basic configuration protocol

DCPMCR DCP multicast receiver
DCPMCS DCP multicast sender
DCPUCR DCP unicast receiver
DCPUCS DCP unicast sender

DHCP Dynamic host configuration protocol
DIM Device interface module

DL- (as a prefix) data-link-

DLC Data-link connection

DLL Data-link layer

DLPDU Data-link protocol data unit
DLSDU DL-service data unit

DNS Domain name service

DTE Date terminal equipment

FAL Fieldbus application layer

FIFO First-in first-out

GSDML Generic station description markup language
&M Identification and maintenance profile

IANA Internet Assigned Numbers Authority

ICMP Internet control message protocol

ID Identifier

IEC International Electrotechnical Commission
IFW RT_CLASS_3 forwarding protocol machine
Ind Indication

IOCS Input output object consumer status

IOPS Input output object provider status

IP Internet protocol

IR Isochronous relay

IRT Isochronous real time protocol

ISO International Organization for Standardization
IsoM Isochronous mode

LED Light emitting diode

LLDP Link layer discovery protocol

LME Layer management entity

Isb Least significant bit

LT Length/type

MAC Medium access control

msb Most significant bit

NCA Network computing architecture

oSl Open Systems Interconnect

PDU Protocol data unit

Pl PROFIBUS International see www.profibus.com
PL Physical layer

PTCP Precision transparent clock protocol

QoS Quality of service

Req Request

RPC Remote procedure call

Rsp Response

RT Real time protocol

RTA Real time protocol acyclic

RTC Real time protocol cyclic Documents
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