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Foreword 

The text of document 65C/764/FDIS, future edition 3 of IEC 61158-6-20, prepared by SC 65C 
"Industrial networks" of IEC/TC 65 "Industrial-process measurement, control and automation" was 
submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN 61158-6-20:2014. 

The following dates are fixed: 

• latest date by which the document has to be implemented at 
national level by publication of an identical national 
standard or by endorsement 

(dop) 2015-06-23 

• latest date by which the national standards conflicting with 
the document have to be withdrawn 

(dow) 2017-09-23 

 

This document supersedes EN 61158-6-20:2012.  

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 

This document has been prepared under a mandate given to CENELEC by the European Commission 
and the European Free Trade Association. 

Endorsement notice 

The text of the International Standard IEC 61158-6-20:2014 was approved by CENELEC as a 
European Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards indicated: 

IEC 61784-1 NOTE Harmonized as EN 61784-1. 

IEC 61784-2 NOTE Harmonized as EN 61784-2. 
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Annex ZA 
(normative) 

 
Normative references to international publications 

with their corresponding European publications 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), 
the relevant EN/HD applies. 

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is 
available here: www.cenelec.eu. 

 

Publication Year Title EN/HD Year 

IEC 61158-1 2014  Industrial communication networks - 
Fieldbus specifications - 
Part 1: Overview and guidance for the 
IEC 61158 and IEC 61784 series 

EN 61158-1 2014  

IEC 61158-5-20 2014  Industrial communication networks - 
Fieldbus specifications - 
Part 5-20: Application layer service 
definition - Type 20 elements 

EN 61158-5-20 2014 

IEC 62591 2010  Industrial communication networks - 
Wireless communication network and 
communication profiles - WirelessHART™ 

EN 62591 2010  

ISO/IEC 7498-1 -   Information technology - Open Systems 
Interconnection - Basic reference model: 
The basic model 

- -   

ISO/IEC 8824-1 -   Information technology - Abstract Syntax 
Notation One (ASN.1): Specification of 
basic notation 

- -   

ISO/IEC 8859-1 -   Information technology - 8-bit single-byte 
coded graphic character sets - 
Part-1: Latin alphabet No. 1 

- -   

ISO/IEC 9545 -   Information technology - Open Systems 
Interconnection - Application layer structure 

- -   

ISO/IEC/IEEE 60559 -   Information technology - Microprocessor 
Systems - Floating-Point arithmetic 

- -   

IEEE 802.15.4 -   IEEE Standard for Local and metropolitan 
area networks - 
Part 15.4: Low-Rate Wireless Personal 
Area Networks (LR-WPANs) 

- -   
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INTRODUCTION 

This part of IEC 61158 is one of a series produced to facilitate the interconnection of 
automation system components. It is related to other standards in the set as defined by the 
“three-layer” fieldbus reference model described in IEC 61158-1. 

The application protocol provides the application service by making use of the services 
available from the data-link or other immediately lower layer. The primary aim of this standard 
is to provide a set of rules for communication expressed in terms of the procedures to be 
carried out by peer application entities (AEs) at the time of communication. These rules for 
communication are intended to provide a sound basis for development in order to serve a 
variety of purposes: 

• as a guide for implementors and designers; 

• for use in the testing and procurement of equipment; 

• as part of an agreement for the admittance of systems into the open systems environment; 

• as a refinement to the understanding of time-critical communications within OSI. 

This standard is concerned, in particular, with the communication and interworking of sensors, 
effectors and other automation devices. By using this standard together with other standards 
positioned within the OSI or fieldbus reference models, otherwise incompatible systems may 
work together in any combination. 
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INDUSTRIAL COMMUNICATION NETWORKS –  
FIELDBUS SPECIFICATIONS –  

 
Part 6-20: Application layer protocol specification –  

Type 20 elements 
 
 
 

1 Scope 

The Fieldbus Application Layer (FAL) provides user programs with a means to access the 
fieldbus communication environment. In this respect, the FAL can be viewed as a “window 
between corresponding application programs.” 

This standard provides common elements for basic time-critical and non-time-critical 
messaging communications between application programs in an automation environment and 
material specific to Type 20 fieldbus. The term “time-critical” is used to represent the 
presence of a time-window, within which one or more specified actions are required to be 
completed with some defined level of certainty. Failure to complete specified actions within 
the time window risks failure of the applications requesting the actions, with attendant risk to 
equipment, plant and possibly human life. 

This standard defines in an abstract way the externally visible behavior provided by the Type 
20 of the fieldbus Application Layer in terms of 

a) the abstract syntax defining the application layer protocol data units conveyed between 
communicating application entities, 

b) the transfer syntax defining the application layer protocol data units conveyed between 
communicating application entities, 

c) the application context state machine defining the application service behavior visible 
between communicating application entities; and 

d) the application relationship state machines defining the communication behavior visible 
between communicating application entities; and. 

The purpose of this standard is to define the protocol provided to define 

a) the wire-representation of the service primitives defined in IEC 61158-5-20, and 
b) the externally visible behavior associated with their transfer. 

This standard specifies the protocol of the Type 20 IEC fieldbus application layer, in 
conformance with the OSI Basic Reference Model (ISO/IEC 7498-1) and the OSI Application 
Layer Structure (ISO/IEC 9545). 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

NOTE All parts of the IEC 61158 series, as well as IEC 61784-1 and IEC 61784-2 are maintained simultaneously. 
Cross-references to these documents within the text therefore refer to the editions as dated in this list of normative 
references. 

IEC 61158-1:2014, Industrial communication networks – Fieldbus specifications – Part 1: 
Overview and guidance for the IEC 61158 and IEC 61784 series 
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IEC 61158-5-20:2014, Industrial communication networks – Fieldbus specifications – 
Part 5-20: Application layer service definition – Type 20 elements 

IEC 62591:2010, Industrial communication networks – Wireless communication network and 
communication profiles – WirelessHART™ 

ISO/IEC 7498-1, Information technology – Open Systems Interconnection – Basic Reference 
Model: The Basic Model 

ISO/IEC 8824-1, Information technology – Abstract Syntax Notation One (ASN.1): 
Specification of basic notation 

ISO/IEC 8859-1, Information technology – 8-bit single-byte coded graphic character sets – 
Part 1: Latin alphabet No. 1 

ISO/IEC 9545, Information technology – Open Systems Interconnection – Application Layer 
structure 

ISO/IEC/IEEE 60559, Information technology – Microprocessor Systems – Floating-Point 
arithmetic 

IEEE 802.15.4: IEEE Standard for Local and metropolitan area networks – 
Part 15.4: Low-Rate Wireless Personal Area Networks (LR-WPANs) 

3 Terms, definitions, symbols, abbreviations and conventions 

For the purposes of this document, the following terms, definitions, symbols, abbreviations 
and conventions apply. 

 Terms and definitions from other ISO/IEC standards 3.1

 Terms and definitions from ISO/IEC 7498-1 3.1.1
a) abstract syntax 
b) application entity 
c) application process 
d) application protocol data unit 
e) application service element 
f) application entity invocation 
g) application process invocation 
h) transfer syntax 

 Terms and definitions from ISO/IEC 9545 3.1.2
a) application-entity-invocation 
b) application-process-invocation 
c) application-service-element 

 Terms and definitions from ISO/IEC 8824-1 3.1.3
a) object identifier 
b) type 
c) value 
d) simple type 
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e) structured type 
f) component type 
g) tag 
h) true 
i) false 
j) integer type 
k) octet string type 
m) null type 

 Terms and definitions from ISO/IEC 8825-1 3.1.4
a) encoding (of a data value) 
b) data value 
c) identifier octets (the singular form is used in this standard) 
d) length octet(s) (both singular and plural forms are used in this standard) 
e) contents octets 

 IEC 61158-1 terms 3.2

  3.2.1
application 
function or data structure for which data is consumed or produced 

  3.2.2
application object 
object class that manages and provides the run time exchange of messages across the 
network and within the network device 

Note 1 to entry:   Multiple types of application object classes may be defined. 

  3.2.3
application process 
part of a distributed application on a network, which is located on one device and 
unambiguously addressed 

  3.2.4
application process object 
component of an application process that is identifiable and accessible through an FAL 
application relationship 

Note 1 to entry:   Application process object definitions are composed of a set of values for the attributes of their 
class (see the definition for Application Process Object Class Definition). Application process object definitions may 
be accessed remotely using the services of the FAL Object Management ASE. FAL Object Management services 
can be used to load or update object definitions, to read object definitions, and to dynamically create and delete 
application objects and their corresponding definitions. 

  3.2.5
application process object class 
class of application process objects defined in terms of the set of their network-accessible 
attributes and services 

  3.2.6
application relationship 
cooperative association between two or more application-entity-invocations for the purpose of 
exchange of information and coordination of their joint operation 

Note 1 to entry:   This relationship is activated either by the exchange of application-protocol-data-units or as a 
result of pre-configuration activities. 
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  3.2.7
application relationship endpoint 
context and behavior of an application relationship as seen and maintained by one of the 
application processes involved in the application relationship 

Note 1 to entry:   Each application process involved in the application relationship maintains its own application 
relationship endpoint. 

  3.2.8
attribute 
description of an externally visible characteristic or feature of an object 

Note 1 to entry:   The attributes of an object contain information about variable portions of an object. Typically, they 
provide status information or govern the operation of an object. Attributes may also affect the behaviour of an 
object. Attributes are divided into class attributes and instance attributes. 

  3.2.9
behaviour 
indication of how the object responds to particular events 

Note 1 to entry: Its description includes the relationship between attribute values and services. 

  3.2.10
class 
set of objects, all of which represent the same kind of system component 

Note 1 to entry:   A class is a generalisation of the object; a template for defining variables and methods. All 
objects in a class are identical in form and behaviour, but usually contain different data in their attributes. 

  3.2.11
class attributes 
attribute that is shared by all objects within the same class 

  3.2.12
class code 
unique identifier assigned to each object class 

  3.2.13
class specific service 
service defined by a particular object class to perform a required function which is not 
performed by a common service 

Note 1 to entry:   A class specific object is unique to the object class which defines it. 

  3.2.14
client 
(a) an object which uses the services of another (server) object to perform a task 

(b) an initiator of a message to which a server reacts, such as the role of an AR endpoint in 
which it issues confirmed service request APDUs to a single AR endpoint acting as a 
server 

  3.2.15
comm error 
detectable error in receiving a PhPDU or DLPDU, also ‘Communication error code’ octet of 
APDU 

  3.2.16
conveyance path 
unidirectional flow of APDUs across an application relationship 
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  3.2.17
cyclic 
term used to describe events which repeat in a regular and repetitive manner 

  3.2.18
endpoint 
one of the communicating entities involved in a connection 

  3.2.19
error 
discrepancy between a computed, observed or measured value or condition and the specified 
or theoretically correct value or condition 

  3.2.20
error code 
identification of a specific type of error within an error class 

  3.2.21
management information 
network-accessible information that supports managing the operation of the fieldbus system, 
including the application layer 

Note 1 to entry:   Managing includes functions such as controlling, monitoring, and diagnosing. 

  3.2.22
server 
(a) role of an AREP in which it returns a confirmed service response APDU to the client that 

initiated the request 

(b) an object which provides services to another (client) object 

  3.2.23
service 
operation or function than an object and/or object class performs upon request from another 
object and/or object class 

Note 1 to entry:   A set of common services is defined and provisions for the definition of object-specific services 
are provided. Object-specific services are those which are defined by a particular object class to perform a required 
function which is not performed by a common service. 

 Type 20 fieldbus application-layer specific definitions 3.3

  3.3.1
analog channel 
continuously varying electrical signal connecting a field device to the remainder of the data 
acquisition or control system 

Note 1 to entry: Some field devices support multiple analog channels (input or output) Each analog channel 
transmits a single dynamic variable to or from the field device. 

  3.3.2
broadcast 
process of sending a PDU to all devices that are connected to the network and are able to 
receive the transmission 

  3.3.3
broadcast address 
address used by a master to send a command to all devices 
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  3.3.4
burst mode 
initiation of communication activity by a slave device at cyclic interval without request from a 
master 

  3.3.5
busy 
state of a device which is active on different tasks and cannot execute a command at the time 

  3.3.6
comm error 
detectable error in receiving a PhPDU or DLPDU, also ‘Communication error code’ octet of 
APDU 

  3.3.7
device 
any entity containing an implementation of Type 20 fieldbus 

  3.3.8
device ID 
serial number for a device that is unique among all instances of one type of device 

Note 1 to entry:   The manufacturer is required to assigned unique value for every device that has the identical 
values for Manufacturer ID and Device Type. 

  3.3.9
device type 
manufacturer’s type of a device, e.g. its product name  

Note 1 to entry: The value of this attribute is unique among all manufacturers and all type of devices. Its value 
specifies the set of commands and data objects supported by the device. 

 

  3.3.10
device variable 
uniquely defined data item within a Field Device that is always associated with the process-
related information 

Note 1 to entry: A device variable's value varies in response to changes and variations in the process to which the 
device is connected. 

  3.3.11
dynamic variable 
a device variable that is assigned as the dynamic variable and possibly associated with an 
analog channel 

Note 1 to entry:  A device may contain up to four variables – primary, secondary, tertiary, and quaternary variables. 
These are collectively called the dynamic variables. 

  3.3.12
expanded device type 
the manufacturer’s type of the device 

Note 1 to entry: The value of this attribute is unique among all manufacturers and all type of devices. Its value 
specifies the set of commands and data objects supported by the device. 

  3.3.13
field device 
physical entity that is connected to the process or to plant equipment and has at least one 
signalling element that communicates with other signalling element(s) via the network 
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Note 1 to entry:  It directly connects to the sensor or actuator or performs process control function and it is directly 
connected to the physical layer specified in this standard. It may generate or receive an analog signal in addition to 
a digital signal. 

  3.3.14
long tag 
32-character restricted ISO Latin-1 string used to identify a field device 

  3.3.15
loop current 
value measured by a milli-ammeter in series with the field device 

Note 1 to entry:   The loop current is a near DC analog 4-20 mA signal used to communicate a single value 
between the control system and the field device. Voltage mode devices use "Volts DC" as their engineering units 
where "loop current" values are used. 

  3.3.16
manufacturer ID 
string identifying the manufacturer that produced the device 

Note 1 to entry:   A manufacturer is required to use the value assigned to it and is not permitted to use the value 
assigned to another manufacturer. 

  3.3.17
master 
device that initiates communication activity by sending request PDUs to another device and 
expecting a response frame from that device 

  3.3.18
network 
a single pair of cable, connectors, associated signaling elements by which a given set of 
signaling devices are interconnected and non-signaling elements that are attached to the 
same pair of cable 

Note 1 to entry: An installation using multiple-pair wire and a common network power supply is considered as 
multiple networks. 

  3.3.19
polling address 
identifier assigned to a device such that it is unique within the network to which the device is 
connected 

Note 1 to entry:   The polling address is used to construct a one-octet address. 

  3.3.20
primary master 
master device that can always initiate the communication 

  3.3.21
secondary master 
master device that can initiate the communication only through an arbitration process and 
when primary master has relinquished the initiation of the communication 

  3.3.22
slave 
device that initiates communication activity only after it receives a request PDU from a master 
device, and that is required to send a response to that request 

  3.3.23
tag 
8-character ASCII string used to identify a field device 

BS EN 61158-6-20:2014

Full document details: BS EN 61158-6-20:2014

http://www.avadocuments.com/doc/bs-en-61158-6-20-2014
http://www.avadocuments.com/doc/bs-en-61158-6-20-2014


IEC 61158-6-20:2014 © IEC 2014 – 17 – 

  3.3.24
transaction 
exchange of related, consecutive frames between two peer medium access control entities, 
required for a successful transmission 

Note 1 to entry:   A transaction consists of either (a) a single PhPDU transmission from a source device, or (b) one 
PhPDU from the source device followed by a second, link-level acknowledgement PhPDU from the destination 
device. 

  3.3.25
unique ID 
identifier assigned to a device which is unique among all instances of the devices compliant to 
this standard 

 Abbreviations and symbols 3.4

AE Application entity 
AL Application layer 
AP Application process 
APDU Application protocol data unit 
APO Application object 
AR Application relationship 
AREP Application relationship endpoint 
ARPM Application Relationship Protocol Machine 
ASCII American Standard Code for Information Interchange 
ASE Application Service Element 
Cnf Confirmation 
DL- (as a prefix) data-link- 
DLC Data-link connection 
DLE DL entity (the local active instance of the data-link layer) 
DLL Data-link layer 
DLM Data-link-management 
DLME Data-link-management entity 
DLPDU Data link protocol data unit 
DLSAP Data-link service access point 
DLSDU DL-service-data-unit 
DR Delayed response 
DRM Delayed response mechanism 
FAL Fieldbus application layer 
HCF HART™ Communication Foundation 
ID Identifier 
IEC International Electrotechnical Commission 
Ind Indication 
LRV Low range value 
LSO Least significant octet 
MSO Most significant octet 
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OSI Open Systems Interconnect 
PDU Protocol data unit 
PhL- Physical layer (as a prefix) 
PhPDU PhL-protocol-data-unit 
PV Primary variable 
QV Quaternary variable 
Req Request 
Rsp Response 
SAP Service access point 
SDU Service data unit 
SN Sign bit 
SOP Standard Operating Procedure 
SV Secondary variable 
TV Tertiary variable 
URV Upper range value 
VFD  Virtual field device 

 Conventions 3.5

 General concept 3.5.1

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate 
subclause. Each ASE specification is composed of three parts: its class definitions, its 
services, and its protocol specification. The first two are contained in IEC 61158-5-20. The 
protocol specification for each of the ASEs is defined in this standard. 

The class definitions define the attributes of the classes supported by each ASE. The service 
specification defines the services that are provided by the ASE. 

 Conventions for class definitions 3.5.2

Class definitions are described using templates. Each template consists of a list of attributes 
for the class. The general form of the template is defined in IEC 61158-5-20, 3.5.2. 

 Abstract syntax conventions 3.5.3

When the "optionalParametersMap" parameter is used, a bit number which corresponds to 
each OPTIONAL or DEFAULT production is given as a comment. 

 Conventions used in state machines 3.6

 State machine diagram 3.6.1

This standard uses a diagram to represent a state machine. The following convention is used. 

• The labeled rectangles represent states that a component can be in. 

• State transitions are directed lines. They show which state a component leaves and which 
state it transitions to. 

• A transition is labeled with the events that caused it and the corresponding actions (this 
may be empty). The events (above the line) causing the transition is separated from the 
resulting actions (below the line) by a horizontal line. 

• A tilde (" ~ ") means the one’s complement or negation. 
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 State machine table 3.6.2

The state machines are described in Table 1. 

Table 1 – Conventions used for state machines 

# Current 
state 

Event  
/ condition 
  => action 

Next state 

Name of 
this 
transition 

The 
current 
state to 
which this 
state 
transition 
applies 

Events or conditions that trigger this state transaction. 

=> 

The actions that are taken when the above events or 
conditions are met. The actions are always indented below 
events or conditions 

The next 
state after 
the actions 
in this 
transition is 
taken 

 
NOTE The name for the transition is not included in all state machine specifications. 

The conventions used in the state machines are as follows: 

:= Value of an item on the left is replaced by value of an item on the right. If an item on the 
right is a parameter, it comes from the primitive shown as an input event. 

xxx  A parameter name. 

 Example: 
  Identifier := reason 
   means value of a 'reason' parameter is assigned to a parameter called 'Identifier.' 

"xxx" Indicates fixed value. 

 Example: 
  Identifier := "abc" 
   means value "abc" is assigned to a parameter named 'Identifier.' 
 

= A logical condition to indicate an item on the left is equal to an item on the right. 
< A logical condition to indicate an item on the left is less than the item on the right. 
> A logical condition to indicate an item on the left is greater than the item on the right. 
<> A logical condition to indicate an item on the left is not equal to an item on the right. 
&& Logical "AND" 
|| Logical "OR" 

This construct allows the execution of a sequence of actions in a loop within one transition. 
The loop is executed for all values from start_value to end_value. 

 Example: 
  for (Identifier := start_value to end_value) 
   actions 
  endfor 

This construct allows the execution of alternative actions depending on some condition (which 
might be the value of some identifier or the outcome of a previous action) within one transition. 

 Example: 
  If (condition) 
   actions 
  else 
   actions 
  endif 
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4 Abstract syntax 

The abstract syntax of APDUs is combined with their transfer syntax and is specified in 
Clause 5. 

5 Transfer syntax 

 Common APDU fields 5.1

 Command number 5.1.1

It is command number that is used to represent the Numeric identifier of Read, Write or 
Information report service. It is Unsigned8 field and it identifies the type of service and the 
object in the Slave that has to be accessed or action that has to be performed. 

 Extended command number 5.1.2

It is command number that is used to extend the Numeric Identifier of Read, Write or 
Information report service to Unsigned16 value. If the extended command number is used 
then command number field shall be set to ‘31’. It is Unsigned16 field and it identifies the type 
of service and the object in the Slave that has to be accessed or action that has to be 
performed. 

 Octet count 5.1.3

This field represents the total number of octets in all of the fields that follow this field. The 
data type of this field is Unsigned8 and its value can be ‘0’ to ‘255’. If the value of this field is 
zero, then this is the last field in the APDU. 

 Response code 5.1.4

Response code field indicates either the successful completion of the requested command, or 
completion of the requested command with a warning or an error in performing the requested 
command, as shown in Table 2. Some of the values depend upon the value of Command field. 
Each service-specific APDU structure shows the response code values assigned to that 
service. A device shall use values specified in the service-specific APDU. The device can 
respond with an unused value as long it indicates a condition that is not defined in this 
standard. It is one octet Enumeration data type field. 

Table 2 – Response code values 

Value Class Definition 

0 Success Command (read or Write) was executed properly 

1 – 127 Warning Command (Write) was executed with the deviation as described in response 
(for example a value was set to the nearest allowed value) 

1 – 127 Error Command execution was not properly completed and the Response code 
indicates the reason (for example the device is in Write Protect mode) 

1 – 127 Reserved A code may be reserved for future use by this standard protocol. A device is 
not permitted to return reserved value 

 
 Value 5.1.5

The Value field is the user data which is transferred between application layer and its user. 
The ALE assembles it from the parameters of a service primitive or parses it into parameters 
of a service primitive. Its structure depends upon the type of service-specific APDU. 
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 Application process status 5.1.6

This field is provided by the FAL user. This field is one octet Bit Field data type. Its value 
should be set by the FAL user as shown in Table 3, so that all user applications can 
interoperate with field devices compliant to this standard. 

NOTE Application process status is also known as Device status, because it indicates the current operating status 
of the field device as a whole and is not associated with the completion of any command. 

Table 3 – Application process status values 

Bit 
mask 

Name Description 

0x80 Device malfunction The device detected a serious error or failure that compromises device 
operation. 

0x40 Configuration 
changed 

An operation was performed that changed the device's configuration. 

0x20 Cold start A power failure or device reset has occurred. 

0x10 More status 
available 

More status information is available via another Read service. 

0x08 Loop current fixed The Loop current or signalling voltage (for a device using voltage output) is 
being held at a fixed value and is not responding to process variations. 

0x04 Loop current 
saturated 

The Loop current or signalling voltage (for a device using voltage output) 
has reached its upper (or lower) endpoint limit and cannot increase (or 
decrease) any further. 

0x02 Non-primary 
variable out of 
limits 

A Device variable that is not mapped to the Primary variable is beyond its 
operating limits. 

0x01 Primary variable 
out of limits 

The Primary variable is beyond its operating limits. 

 
 Extended status 5.1.7

This field indicates additional status of the Application process. The possible values of this 
field are shown in Table 4. Its data type is one octet Bit Field. This field is used as part of the 
FAL user data or as part of the header in some of the APDUs. 

Table 4 – Extended status values 

Code Value Description 

0x01 Maintenance 
required 

The device requires maintenance, although it has not malfunctioned. 

0x02 Device variable alert One or more of the ‘Device variables’ are in an Alarm or Warning state. 

0x04 Critical power 
failure 

The available power is becoming critically low; used by devices that operate 
from stored power. 

 
NOTE Extended status is also known as Extended device status, because it indicates the current operating status 
of the field device as a whole and is not associated with the completion of any command. 

 Formats of APDU structures 5.1.8

The sending application layer prepares an APDU to transfer it to the receiving application 
layer. It uses the parameters from the service primitives to do so. There are several formats of 
the APDU: 

– request APDU from Master to Slave device using one octet command number, 
– request APDU from Master to Slave device using extended command number, 
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– normal response from Slave to Master device using one octet command number, 
– normal response from Slave to Master device using extended command number, 
– command error response from Slave to Master device using one octet command number, 

and 
– command error response from Slave to Master device using extended command number. 

The common format and coding rules for all APDU structures are specified in 5.2. The formats 
for service-specific APDU structures are specified in 5.3. The command number field is 
included in the request and response both. Therefore, the requester does not have to store 
the request APDU to associate it with the response APDU. 

 Common APDU structure 5.2

 Request APDU 5.2.1

The request APDU shall have a structure as shown in Figure 1. The Figure 1 (a) shows the 
APDU for Command number values that are one octet long and its value is not thirty-one (31). 
The Figure 1 (b) shows the APDU for Command values that are two octets long, also called 
extended command number. 

 

Figure 1 – Request APDU 

For a Read service, Value field shall be either Null or a Variable Sub Index. For a Write 
service, Value field shall be Variable Sub Index, if required followed by the value that has to 
be written to the Slave objects identified by the Command. The ALE assembles it from the 
parameters of a service primitive. Its structure depends upon the service-specific APDU. 

 Normal response APDU 5.2.2

Figure 2 shows the structure of the application layer fields that are used for a response from 
Slave to Master without any error in executing the requested command. The Figure 2 (a) 
shows the APDU for Command number values that are one octet long and its value is not 
thirty-one (31). The Figure 2 (b) shows the APDU for Command values that are two octets 
long, also called extended command number. 

 

Figure 2 – Normal response APDU 

Command 
number 

Octet count Value 

Command 
number = ‘31’ 

Octet count Extended 
command 

Value 

a) One octet command number 

b) Extended command number 

Command 
number 

Octet count Response code Application 
process status 

Value 

a) One octet command number 

b) Extended command number 

Command 
number = ‘31’ 

Octet count Response code Application 
process status 

Value Extended 
command 
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The Slave sends this APDU in response to a request from Master. The value of Command 
field in this APDU is identical to the Command field and Extended command field (if present) 
in the corresponding request APDU. The minimum value of Octet count field is two ‘2’, 
because Response code and Application process status fields are always included. 

If the response is for a Read request, then Value field is used for the value of the objects that 
are read from Slave device. If the response is for a Write request, then this field is used for 
the value of the objects that were written in the Slave device. In the response to the Write 
request, it is same as the value received in the request, unless the value received was not 
permitted and the server wrote a different value. In that case, it is the value written in the 
Slave device. 

 Command error response APDU 5.2.3

Figure 3 shows the structure of the application layer fields that are used for a response from 
Slave to Master, when there is an error in executing the command. The Figure 3 (a) shows the 
APDU for Command number values that are one octet long and its value is not thirty-one (31). 
The Figure 3 (b) shows the APDU for Command values that are two octets long, also called 
extended command number.  The Value field does not exist. The value of Octet count field 
shall be ‘2’ for Command number values that are one octet long and it shall be ‘4’ for 
extended command number. 

 

Figure 3 – Command error response from slave to master 

The responding device shall send this APDU in response to a request from Master. The value 
of Command field in this APDU shall be identical to the Command number field in the 
corresponding request APDU. The Application process status shall be the current status. 

 Information report APDU 5.2.4

A slave device can publish data without requiring a request from Master for every publishing. 
It shall use the Information report service for this purpose using uses the response APDU 
specified in 5.2.2 or command aggregation APDU specified in 5.2.5. The publishing is setup to 
use one of the command numbers (see IEC 62591:2010, 8.2.3.32). 

 Aggregated command APDU 5.2.5

This standard allows multiple commands and associated data to be transported in a single 
request and response APDU. The command aggregation is especially useful when reading 
device configurations. 

The request APDU format shall be as shown in Figure 1 (a) with Command number equal to 
‘78’. The octet count shall be the length of the value field as shown in Figure 4 (a). The 
Request count is equal to the number of individual requests in the value field. The format of 
individual request is shown in Figure 4 (b). The Command number field in each command 
request shall be two octets long; the Octet count shall be the length of the individual request 
value field. 

The response APDU format shall be as shown in Figure 2 (a) with Command number equal to 
‘78’. The octet count shall be the length of the value field as shown in Figure 4 (c). The 

Command 
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‘2’ 

Response code Application 
process status 

a) One octet command number 

b) Extended command number 

Command 
number = ‘31’ 
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Response code Extended 
command 

Application 
process status 
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