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National foreword

This British Standard is the official English language version of 
EN 61169-2:2001. It is identical with IEC 61169-2:2001.

The UK participation in its preparation was entrusted by Technical Committee 
EPL/46, Cables, wires, waveguides, RF connectors, and accessories for 
communication and signalling, to Subcommittee EPL/46/2, RF connectors and 
waveguides, which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.

Cross-references

The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Standards 
Catalogue under the section entitled “International Standards Correspondence 
Index”, or by using the “Find” facility of the BSI Standards Electronic 
Catalogue.

A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 20, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

The text of document 46D/337/FDIS, future edition 1 of IEC 61169-2:2001, prepared by SC 46D, RF
connectors, of IEC TC 46, Cables, wires, waveguides, RF connectors, and accessories for
communication and signalling, was submitted to the IEC-CENELEC parallel vote and was approved by
CENELEC as EN 61169-2 on 2001-12-01.

The following dates were fixed:

– latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2002-09-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2004-12-01

Annexes designated "normative" are part of the body of the standard. 
In this standard, annex ZA is normative
Annex ZA has been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 61169-2:2001 was approved by CENELEC as a European
Standard without any modification.

__________

Page 2
EN 61169−2:2001

© BSI 14 February 2002

Full document details: BS EN 61169-2:2002

http://www.avadocuments.com/doc/bs-en-61169-2-2002
http://www.avadocuments.com/doc/bs-en-61169-2-2002


CONTENTS

1 Scope .............................................................................................................................. 4

2 Normative references ....................................................................................................... 4

3 Interface dimensions ........................................................................................................ 4

3.1 Interface ................................................................................................................. 4

3.2 Mechanical gauges ................................................................................................. 8

4 Quality assessment procedures........................................................................................ 9

4.1 General .................................................................................................................. 9

4.2 Ratings and characteristics ..................................................................................... 9

4.3 Test Schedule and Inspection requirements ...........................................................11

4.4 Procedures ............................................................................................................12

5 Instructions for preparation of detail specifications...........................................................13

5.1 General .................................................................................................................13

5.2 Identification of the detail specification ...................................................................13

5.3 Identification of the component...............................................................................13

5.4 Performance ..........................................................................................................14

5.5 Marking, ordering information and related matters ..................................................14

5.6 Selection of tests, test conditions and severities .....................................................14

5.7 Blank detail specification pro-forma for type 9,52 connector ...................................15

Annex ZA (normative) Normative references to international publications with their
corresponding European publications…………………………………………………………………. 20

Page 3
EN 61169−2:2001

© BSI 14 February 2002

Full document details: BS EN 61169-2:2002

http://www.avadocuments.com/doc/bs-en-61169-2-2002
http://www.avadocuments.com/doc/bs-en-61169-2-2002


RADIO-FREQUENCY CONNECTORS –

Part 2: Sectional specification –

Radio frequency coaxial connectors type 9,52

1 Scope

This part of IEC 61169, which is a sectional specification (SS), provides information and rules
for the preparation of detail specifications (DS) for RF coaxial connectors of type 9,52.

It describes the interface dimensions for general purpose grade 2 connectors, dimensional
details for standard test connectors, grade 0, together with gauging information and the
mandatory tests selected from IEC 61169-1, applicable to all DS relating to type 9,52
connectors.

This specification indicates the recommended performance characteristics to be considered
when writing a DS and covers test schedules and inspection requirements.

2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments) applies.

IEC 61169-1:1992, Radio-frequency connectors – Part 1: Generic specification – General
requirements and measuring methods

3 Interface dimensions

3.1 Interface

3.1.1 Dimensions

Millimetres are original dimensions.

All undimensioned pictorial configurations are for reference purposes only.
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3.1.1.1 Sliding connector
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Figure 1a – Sliding male connector
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Figure 1b – Sliding female connector

Figure 1 – Sliding connector
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3.1.1.2 Screw coupling connector
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Figure 2a – Screw coupling male connector
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Figure 2b – Screw coupling female connector

Figure 2 – Screw coupling connector
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