BS EN 61169-50:2015

. ‘¢ ; ,_.: i 2l

Radio-frequency connectors

Part 50: Sectional specification for RF coaxial
connectors with inner diameter of outer
conductors 4,11 mm with quick lock system —
Characteristic impedance 50 Ohm (type QMA)

[
bSlo .. making excelleDoewrieavst

Document Sharing Hub

Full document details: BS EN 61169-50:2015


http://www.avadocuments.com/doc/bs-en-61169-50-2015
http://www.avadocuments.com/doc/bs-en-61169-50-2015

BS EN 61169-50:2015 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 61169-50:2015. It is
identical to IEC 61169-50:2014.

The UK participation in its preparation was entrusted to Technical
Committee EPL/46, Cables, wires and waveguides, radio frequency
connectors and accessories for communication and signalling.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.
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Compliance with a British Standard cannot confer immunity from

legal obligations.

This British Standard was published under the authority of the
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Connecteurs pour fréquences radioélectriques - Partie 50: Hochfrequenz-Steckverbinder - Teil 50:
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Foreword

The text of document 46F/264/CDV, future edition 1 of , prepared by SC 46F "R.F. and
microwave passive components"”, of IEC/TC 46 "Cables, wires, waveguides, R.F. connectors, R.F. and
microwave passive components and accessories" was submitted to the IEC-CENELEC parallel vote
and approved by CENELEC as EN 61169-50:2015.

The following dates are fixed:
¢ latest date by which the document has to be implemented at (dop) 2015-09-13
national level by publication of an identical national

standard or by endorsement

e latest date by which the national standards conflicting with (dow) 2017-11-27
the document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 61169-50:2014 was approved by CENELEC as a European
Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod),
the relevant EN/HD applies.

NOTE 2  Up-to-date information on the latest versions of the European Standards listed in this annex is
available here: www.cenelec.eu.

Publication Year Title EN/HD Year
EC 61169-1 2013  Radio-frequency connectors - N 61169-1 2013

Part 1: Generic specification - General
requirements and measuring methods

EC 6203 series Passive RF and microwave devices, N 6203 series

intermodulation level measurement
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INTRODUCTION

The International Electrotechnical Commission (IEC) draws attention to the fact that it is
claimed that compliance with this document may involve the use of a patent concerning the
design of the connector given in 3.1.

IEC takes no position concerning the evidence, validity and scope of this patent right.

The holder of this patent right has assured the IEC that he/she is willing to negotiate licence
under reasonable and non-discriminatory terms and conditions with applicants throughout the
world. In this respect, the statement of the holders of this patent right is registered with IEC.
More detailed information may be obtained from:

HUBER+SUHNER AG

Mr. Germann Reto, RF Division

Reto.germann@hubersuhner.com

Phone:+41 71 353 4653

Degersheimerstrasse 14, CH-9100 Herisau, Switzerland

Radiall SA

Mr. Pierre Bigot, RFI Division

Pierre.bigot@radiall.com

Phone:+33 47 650 0057

Z.l Centr’alp — 642 rue Emile Romanet, B.P. 35 — F-38341 Voreppe Cedex, France

Attention is drawn to the possibility that some of elements of this document may be the
subject of patent rights other than those identified above .IEC shall not be held responsible for
identifying any or all such patent rights.

ISO (www.iso.org/patents) and IEC (http://patents.IEC.ch) maintain on-line data bases of
patents relevant to their standards. Users are encouraged to consult the data bases for the
most up to date information concerning patents.
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RADIO-FREQUENCY CONNECTORS -

Part 50: Sectional specification for RF coaxial connectors with inner
diameter of outer conductors 4,11 mm with quick lock system —
Characteristic impedance 50 Q (type QMA)

1 Scope

This part of IEC 61169, which is a sectional specification (SS), provides information and rules
for the preparation of detail specifications (DS) for type QMA R.F. coaxial connectors with
quick lock.

The connectors are normally used with 50 Q corrugated cable and flexible cables for middle
power applications in an operating range up to 6 GHz.

It describes the interface dimensions for general purpose connectors with gauging information
and the mandatory tests selected from |[EC 61169-1|, applicable to all detail specifications

relative to type QMA connectors.

This specification indicates the recommended performance characteristics to be considered
when writing a DS and covers all tests schedules and inspection requirements.

NOTE Metric dimension are original dimensions.

All un-dimensioned pictorial configurations are for reference purpose only.
2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 61169-1:2013, Radio-frequency connectors — Part 1: Generic specification — General
requirements and measuring methods

EC 620371 (all parts), Passive RF and microwave devices, intermodulation level measurement
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