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Foreword 

The text of document 91/698/FDIS, future edition 2 of IEC 61189-3, prepared by IEC TC 91, Electronics 
assembly technology, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC 
as EN 61189-3 on 2007-12-01. 

This European Standard supersedes EN 61189-3:1997 + A1:1999. 

The major technical changes with regard to EN 61189-3:1997 + A1:1999 concern the addition of 25 new 
tests, as follows: 

– 6 V: Visual test methods: 3V01, 3V02 and 3V03; 

– 7 D: Dimensional test methods: 3D03; 

– 8 C: Chemical test methods: 3C02, 3C13 and 3C14; 

– 9 M: Mechanical test methods: 3M01, 3M03, 3M04, 3M07 and 3M09; 

– 10 E: Electrical test methods: 3E03, 3E04, 3E05, 3E11, 3E12, 3E13, 3E16, 3E17 and 3E18; 

– 11 N: Environmental test methods: 3N03, 3N07 and 3N12; 

– 12 X: Miscellaneous test methods: 3X01. 

EN 61189-3:2007 also includes the deletion of Annex B: Conversion table, as the referred documents 
have been withdrawn. Should anyone wish to consult such information, they should refer to  
EN 61189-3:1997. 

The new general title of EN 61189 series is Test methods for electrical materials, printed boards and 
other interconnection structures and assemblies. Titles of existing standards in this series will be updated 
at the time of revision. 

This standard should be used in conjunction with the following parts: 

Part 1: General test methods and methodology 

Part 2: Test methods for materials for interconnection structures 

Part 5: Test methods for printed board assemblies 

Part 6: Test methods for materials used in manufacturing electronic assemblies 

It should also be read in conjunction with the series EN 60068, Environmental testing. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 

 
 
2008-09-01 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 

 
2010-12-01 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the International Standard IEC 61189-3:2007 was approved by CENELEC as a European 
Standard without any modification. 

__________ 
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INTRODUCTION 

IEC 61189 relates to test methods for printed boards and printed board assemblies, as well as 
related materials or component robustness, irrespective of their method of manufacture.  

The standard is divided into separate parts, covering information for the designer and the test 
methodology engineer or technician. Each part has a specific focus; methods are grouped 
according to their application and numbered sequentially as they are developed and released.  

In some instances test methods developed by other TCs (e.g. TC 50) have been reproduced 
from existing IEC standards in order to provide the reader with a comprehensive set of test 
methods. When this situation occurs, it will be noted on the specific test method; if the test 
method is reproduced with minor revision, those paragraphs that are different are identified.  

This part of IEC 61189 contains test methods for evaluating printed boards and other forms of 
interconnection structures. The methods are self-contained, with sufficient detail and 
description so as to achieve uniformity and reproducibility in the procedures and test 
methodologies. 

The tests shown in this standard are grouped according to the following principles: 

P: preparation/conditioning methods 
V: visual test methods 
D: dimensional test methods 
C: chemical test methods 
M: mechanical test methods 
E: electrical test methods 
N: environmental test methods 
X: miscellaneous test methods 

To facilitate reference to the tests, to retain consistency of presentation, and to provide for 
future expansion, each test is identified by a number (assigned sequentially) added to the 
prefix (group code) letter showing the group to which the test method belongs. 

The test method numbers have no significance with respect to an eventual test sequence; that 
responsibility rests with the relevant specification that calls for the method being performed. 
The relevant specification, in most instances, also describes pass/fail criteria. 

The letter and number combinations are for reference purposes, to be used by the relevant 
specification. Thus "3D02" represents the second dimensional test method described in this 
publication. 

In short, for this example, 3 is the part of IEC standard (61189-3), D is the group of methods, 
and 02 is the test number. 

A list of all test methods included in this standard, as well as those under consideration is given 
in Annex B. This annex will be reissued whenever new tests are introduced. 
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TEST METHODS FOR ELECTRICAL MATERIALS, PRINTED BOARDS AND 
OTHER INTERCONNECTION STRUCTURES AND ASSEMBLIES – 

 
Part 3: Test methods for interconnection structures 

(printed boards) 
 
 
 

1 Scope  

This part of IEC 61189 is a catalogue of test methods representing methodologies and 
procedures that can be applied to test materials used for manufacturing interconnection 
structures (printed boards) and assemblies. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies. 

IEC 60051 (all parts), Direct acting indicating analogue electrical measuring instruments and 
their accessories 

IEC 60068-1: 1988, Environmental testing – Part 1: General and guidance 

IEC 60068-2-20: 1979, Environmental testing – Part 2: Tests – Test T: Soldering 
Amendment 2 (1987) 

IEC 60068-2-78, Environmental testing – Part 2-78: Tests –Test Cab: Damp heat, steady state 

IEC 60169–15, Radio-frequency connectors – Part 15: RF coaxial connectors with inner 
diameter of outer conductor 4,13 mm (0,163 in) with screw coupling – Characteristic 
impedance 50 ohms (Type SMA) 

IEC 60454-1:1992, Specifications for pressure-sensitive adhesive tapes for electrical purposes 
– Part 1: General requirements 

IEC 60454-3-1:1998, Pressure-sensitive adhesive tapes for electrical purposes – Part 3: 
Specifications for individual materials – Sheet 1: PVC film tapes with pressure-sensitive 
adhesive 

IEC 60584-1, Thermocouples – Part 1: reference tables 

IEC 60695-11-5, Fire hazard testing – Part 11-5: Test flames – Needle flame test method – 
Apparatus, confirmatory test arrangement and guidance 

 
IEC 61188-1-2:1998, Printed boards and printed board assemblies – Design and use – 
Part 1-2: Generic requirements – Controlled impedance 
 

IEC 61189-1:1997, Test methods for electrical materials, interconnection structures and 
assemblies – Part 1: General test methods and methodology 

IEC 61190-1-1, Attachment materials for electronic assembly – Part 1-1: Requirements for 
soldering fluxes for high quality interconnections in electronics assembly 

IEC 61190-1-2, Attachment materials for electronic assembly – Part 1-2: Requirements for 
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solder pastes for high quality interconnections in electronic assembly 

IEC 62326-4:1996, Printed boards – Part 4: Rigid multilayer printed boards with interlayer 
connections – Sectional specification 

IEC 62326-4-1:1996, Printed boards – Part 4: Rigid multilayer printed boards with interlayer 
connections – Sectional specification – Section 1: Capability Detail Specification – 
Performance levels A, B and C 

ISO 4046:1978, Paper, board, pulp and related terms – Vocabulary (withdrawn)1 

ISO 9002:1994, Quality systems – Model for quality assurance in production, installation and 
servicing (withdrawn) 

ISO 9453:2006, Soft solder alloys – Chemical compositions and forms 

3 Accuracy, precision and resolution 

Errors and uncertainties are inherent in all measurement processes. The information given 
below enables valid estimates of the amount of error and uncertainty to be taken into account. 

Test data serve a number of purposes which include: 

– to monitor a process; 
– to enhance confidence in quality conformance; 
– to arbitrate between customer and supplier. 

In any of these circumstances, it is essential that confidence can be placed upon the test data 
in terms of: 

– accuracy: calibration of the test instruments and/or system; 
– precision: the repeatability and uncertainty of the measurement; 
– resolution: the suitability of the instruments and/or system for the test. 

3.1 Accuracy 

The regime by which routine calibration of the test equipment is undertaken shall be clearly 
stated in the quality documentation of the supplier or agency conducting the test, and shall 
meet the requirements of 4.11 of ISO 9002. The calibration shall be conducted by an agency 
having accreditation to a national or international measurement standard institute. There 
should be an uninterrupted chain of calibration to a national or international standard. 

Where calibration to a national or international standard is not possible, "round robin" 
techniques may be used, and documented, to enhance confidence in measurement accuracy. 

The calibration interval shall normally be one year. Equipment consistently found to be outside 
acceptable limits of accuracy shall be subject to shortened calibration intervals. Equipment 
consistently found to be well within acceptable limits may be subject to relaxed calibration 
intervals. 

A record of the calibration and maintenance history shall be maintained for each instrument. 
These records should state the uncertainty of the calibration technique (in ± % deviation) in 
order that uncertainties of measurement can be aggregated and determined. 

___________ 

1  ISO 4046 has been withdrawn and replaced by ISO 4046: Parts 1 to 5. 
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A procedure shall be implemented to resolve any situation where an instrument is found to be 
outside calibration limits. 

3.2 Precision 

The uncertainty budget of any measurement technique is made up of both systematic and 
random uncertainties. All estimates shall be based upon a single confidence level, the 
minimum being 95 %. 

Systematic uncertainties are usually the predominant contributor, and will include all 
uncertainties not subject to random fluctuation. These include: 

– calibration uncertainties; 
– errors due to the use of an instrument under conditions which differ from those under which 

it was calibrated; 
– errors in the graduation of a scale of an analogue meter (scale shape error). 

Random uncertainties result from numerous sources but can be deduced from repeated 
measurement of a standard item. Therefore, it is not necessary to isolate the individual 
contributions. These may include: 

– random fluctuations such as those due to the variation of an influence parameter. Typically, 
changes in atmospheric conditions reduce the repeatability of a measurement; 

– uncertainty in discrimination, such as setting a pointer to a fiducial mark, or interpolating 
between graduations on an analogue scale. 

Aggregation of uncertainties: Geometric addition (root-sum-square) of uncertainties may be 
used in most cases. Interpolation error is normally added separately and may be accepted as 
being 20 % of the difference between the finest graduations of the scale of the instrument.  

U U U Ut s
2

r
2

i=  (  +  ± + )  

where 

Ut is the total uncertainty 

Us is the systematic uncertainty 

Ur is the random uncertainty 

Ui is the interpolation error 

Determination of random uncertainties: Random uncertainty can be determined by repeated 
measurement of a parameter and subsequent statistical manipulation of the measured data. 
The technique assumes that the data exhibits a normal (Gaussian) distribution.  

Ur =  t σ / n  

where 

Ur is random uncertainty 

n  is the sample size 
t  is the percentage point of the "t" distribution (from 3.5, statistic tables) 
F  is the standard deviation (Fn–1) 

3.3 Resolution 

It is paramount that the test equipment used is capable of sufficient resolution. Measurement 
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systems used should be capable of resolving 10 % (or better) of the test limit tolerance. 

It is accepted that some technologies will place a physical limitation upon resolution (e.g. 
optical resolution) 

3.4 Report 

In addition to requirements detailed in the test specification, the report shall detail: 

– the test method used; 
– the identity of the sample(s); 
– the test instrumentation; 
– the specified limit(s); 
– an estimate of measurement uncertainty, and resultant working limit(s) for the test; 
– the detailed test results; 
– the test date and operators’ signature. 

3.5 Student’s "t" distribution 

Table 1 gives values of the factor "t" for 95 % and 99 % confidence levels, as a function of the 
number of measurements. It is sufficient to use 95 % limits, as in the case of the worked 
examples shown in Annex A. 

Table 1 – Student’s "t" distribution 

Sample 
size 

t value 

95 % 

t value 

99 % 

 

 
Sample 

size 
t value 

95 % 

t value 

99 % 

 2  12,7  63,7   14  2,16  3,01 

 3  4,3  9,92   15  2,14  2,98 

 4  3,18  5,84   16  2,13  2,95 

 5  2,78  4,6   17  2,12  2,92 

 6  2,57  4,03   18  2,11  2,9 

 7  2,45  3,71   19  2,1  2,88 

 8  2,36  3,5   20  2,09  2,86 

 9  2,31  3,36   21  2,08  2,83 

 10  2,26  3,25   22  2,075  2,82 

 11      2,23  3,17   23  2,07  2,81 

 12      2,2  3,11   24  2,065  2,8 

 13      2,18  3,05   25  2,06  2,79 

 

3.6 Suggested uncertainty limits 

The following target uncertainties are suggested: 

a) Voltage < 1 kV: ± 1,5 % 
b) Voltage > 1 kV: ± 2,5 % 
c) Current < 20 A: ± 1,5 % 
d) Current > 20 A: ± 2,5 % 

Resistance 
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e) Earth and continuity: ± 10 % 
f) Insulation: ± 10 % 
g) Frequency: ± 0,2 % 

Time 

h) Interval < 60 s: ± 1 s 
i) Interval > 60 s: ± 2 % 
j) Mass < 10 g: ± 0,5 % 
k) Mass 10 g to 100 g: ± 1 % 
l) Mass > 100 g: ± 2 % 
m) Force: ± 2 % 
n) Dimension < 25 mm: ± 0,5 % 
o) Dimension > 25 mm: ± 0,1 mm 
p) Temperature < 100 °C: ± 1,5 % 
q) Temperature > 100 °C: ± 3,5 % 
r) Humidity  30 to 75 % RH: ± 5 % RH 

Plating thicknesses 

s) Backscatter method: ± 10 % 

t) Microsection: ± 2 ⎧m 
u) Ionic contamination: ± 10 % 

4 Catalogue of approved test methods 

This standard provides specific test methods in complete detail to permit implementation with 
minimal cross-referencing to other specific procedures. The use of generic conditioning 
exposures is accomplished in the methods by reference, for example IEC 61189-1 and 
IEC 60068 and, when applicable, is a mandatory part of the test method standard. 

Each method has its own title, number and revision status to accommodate updating and 
improving the methods as industry requirements change or demand new methodology. The 
methods are organized in test method groups and individual tests. 

5 P: Preparation/conditioning test methods 

6 V: Visual test methods 

6.1 Test 3V01: Visual examination, 3× magnification 

6.1.1 Object 

This method describes the procedure for visual examination of materials and finished printed 
boards, where 3× magnification is required by the relevant sectional specification (SS) or 
customer detail specification (CDS). 

6.1.2 Test specimen 

Finished printed board(s), portion of finished printed board, or test coupon(s), as specified by 
the relevant sectional specification (SS) or customer detail specification (CDS). 
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6.1.3 Test apparatus and materials 

The following test apparatus and materials shall be used: 

a) Optical device capable of providing 3× magnification. 

b) Referee optical device capable of providing 10× magnification. 

6.1.4 Procedure 

The following steps shall be taken: 

a) The product shall be carefully examined, per the specified requirement, under 3× 
magnification device. 

b) In the case of a questionable evaluation at 3×, a referee examination may be performed at 
10×. 

6.1.5 Report 

The report shall include: 

a) the test method number and revision; 
b) the date of evaluation; 
c) identification and description of specimen; 
d) the magnification used for the examination; 
e) the referee magnification examination, if applicable; 
f) the results of evaluation, including requirement(s) failed, failure modes and degree of 

failure, in case of failure; 
g) any deviation from this test method; 
h) the name of the person that conducted the test. 

6.1.6 Additional information 

In addition to stated requirements, any other objective evidence of defective and/or 
substandard conditions should be noted, such as dirt, oil, corrosion, fingerprints, foreign matter, 
etc. 

6.2 Test 3V02: Visual examination, 10× magnification 

6.2.1 Object 

This method describes the procedure for visual examination of materials and finished printed 
boards where 10× magnification is required by the relevant sectional specification (SS) or 
customer detail specification (CDS). 

6.2.2 Test specimen 

Finished printed board(s) or test coupon(s), as specified in the relevant specification. 

6.2.3 Test apparatus and materials 

The following test apparatus and materials shall be used: 

a) Optical device capable of providing 10× magnification. 

b) Referee optical device capable of providing 50× magnification. 
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6.2.4 Procedure 

The following steps shall be taken: 

a) The product shall be carefully examined, per the specified requirement, under 10× 
magnification device. 

b) In the case of a questionable evaluation at 10×, a referee examination may be performed at 
50×. 

6.2.5 Report 

The report shall include: 

a) the test method number and revision; 
b) the date of evaluation; 
c) identification and description of specimen; 
d) the magnification used for the examination; 
e) the referee magnification examination, if applicable; 
f) results of evaluation, including requirement(s) failed, failure modes and degree of failure, in 

case of failure; 
g) any deviation from this test method; 
h) the name of the person that conducted the test. 

6.2.6 Additional information 

In addition to stated requirements, any other objective evidence of defective and/or sub-
standard conditions should be noted, such as dirt, oil, corrosion, fingerprints, foreign matter, 
etc. 

6.3 Test 3V03: Visual examination, 250× magnification 

6.3.1 Object 

This method describes the procedure for visual examination of materials and finished printed 
boards, where 250× magnification is required by the relevant sectional specification (SS) or 
customer detail specification (CDS). 

6.3.2 Test specimen 

Finished printed board(s), portion of finished printed board, or test coupon(s), as specified in 
the relevant specification. 

6.3.3 Test apparatus and materials 

The following test apparatus and materials shall be used:  

a) Optical device capable of providing 250× magnification. 
b) Referee optical device capable of providing at least double the power magnification. 

NOTE Caution is advised not to falsely identify problems at this magnification. 

6.3.4 Procedure 

The following steps shall be taken: 
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a) The product shall be carefully examined, per the specified requirement, magnification 
device under 250×. 

b) In the case of a questionable evaluation at 250×, a referee examination may be performed 
at any magnification of at least double the power. 

6.3.5 Report 

The report shall include: 

a) the test method number and revision; 
b) the date of evaluation; 
c) identification and description of specimen; 
d) the magnification used for the examination; 
e) the referee magnification examination, if applicable; 
f) the results of evaluation, including requirement(s) failed, failure modes and degree of 

failure, in case of failure; 
g) any deviation from this test method; 
i) the name of the person that conducted the test. 

6.3.6 Additional information 

In addition to stated requirements, any other objective evidence of defective and/or 
substandard conditions should be noted, such as dirt, oil, corrosion, inclusions, foreign matter, 
etc. 

6.4 Test 3V04: General visual (under consideration)  

7 D: Dimensional test methods 

7.1 Test 3D01: Optical method (under consideration)  

7.2 Test 3D02: Conductor width and spacing 

7.2.1 Object 

The purpose of this test method is to provide a procedure for determining the conductor width 
and spacing of a printed board. 

7.2.2 Test specimen 

The specimen shall be a suitable printed board having conductor patterns for test. 

Where the use of test coupons, as specified in IEC 62326-4-1, is agreed between the user and 
the supplier, the measurement shall be carried out on specimen F. 

7.2.3 Test apparatus and materials 

The following test apparatus and materials shall be used:  

An illuminated eyepiece or microscope or projector having an ocular micrometer with a 
resolution of 0,01 mm or better shall be used. 

7.2.4 Procedure 

The following steps shall be taken: 
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The conductor width and spacing between conductors shall be measured at random points, 
including central and corner areas, according to the relevant specification, and viewed 
vertically from above. The measured value shall be recorded to the nearest 0,01 mm. Edge 
defects such as indentations, projections, and slivers shall be excluded from measurement. 

7.2.5 Report 

The report shall include: 

a) the test method number and revision; 
b) the date of the test; 
c) the identification and description of the specimen; 
d) the conductor width and spacing measured; 
e) the layer number; 
f) the number of measurements; 
g) the maximum and minimum observed conductor widths and spaces; 
h) the average conductor width and spaces; 
i) any deviation from this test method; 
j) the name of the person conducting the test. 

7.2.6 Additional information 

None. 

7.3 Test 3D03: Automated optical inspection (AOI) 

7.3.1 Object 

AOI is an integrated system for the automated visual inspection and verification of printed 
boards, printed board inner layers, and printed board artworks. Software and hardware 
combinations are available which enable accurate inspection at a high throughput. 

AOI is undertaken to ensure that a printed board complies with the customer's requirements. 
AOI is capable of detecting many defect types (as listed in 7.3.6), and may be used as a 
screening process (100 %), or in accordance with a sampling plan. 

The benchmark for AOI verification may be physical ("golden board" or artwork) or theoretical 
(design rules or CAD data). 

The principal of operation of AOI equipment is the interpretation/comparison of data from the 
item under test with the benchmark. The equipment either operated on a "reflected light" 
principle, or uses the fluorescence of substrates subjected to laser light. 

7.3.2 Test specimen 

The test specimens shall comprise of production artwork, printed boards or inner layers. 

7.3.3 Test apparatus and materials 

The following test apparatus and materials shall be used: 

a) Automated equipment capable of viewing an area equal to 500 mm × 700 mm using raster 
scanning techniques. The resolution of the machine shall be 4× greater than the feature 
size being determined. 
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b) Light sensors and recording mechanisms shall be capable of determining feature 
ambiguities as programmed into the equipment to facilitate identification of non-conforming 
feature sizes of printed boards, artwork, etc. 

7.3.4 Procedure 

The test procedure differs for new and repeat jobs: 

7.3.4.1 Procedure for new jobs 

The AOI equipment requires undertaking a learning stage followed by an inspection stage.  

7.3.4.1.1 Learning stage 

During the learning stage, the AOI equipment acquires the parameters required for the 
inspection stage. These typically include: 

– inspection areas 
– non-inspection areas 
– minimum conductor width 
– minimum conductor spacing 

The AOI uses the data to create a data file for reference during the inspection stage. Data may 
be collected from a "golden board" or from CAD data. 

A database should be maintained in order to expedite repeat jobs/orders. 

7.3.4.1.2 Inspection stage 

During the inspection stage, the AOI equipment uses the learned data to perform the 
inspection of the test item. Detected defects may be marked, or logged as (X, Y) coordinates.  

Detected defects should then be verified by the operator. 

7.3.4.2 Repeat jobs 

Learned data from previous jobs shall be loaded from the database, and the procedure detailed 
in 7.3.4.1.1 shall then be followed. 

7.3.5 Report 

The report should include: 

a) test number and revision 
b) date of test 
c) description and identification of the test items 
d) details of verified defects 
e) a statistical analysis of the defect data (optional); 
f) identification of AOI apparatus if AOI is subcontracted; 
g) the name of the person that conducted the test. 

7.3.6 Additional information 

AOI apparatus should be capable of detecting: 
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a) design rule defects 
– open circuit 
– conductor width violation 
– conductor spacing violation 
– copper splash 
– pin holes 

b) reference defects 
– short circuits 
– missing conductors 
– missing spacing 
– pad violation (incorrect number of conductors entering a pad) 
– errors in clearances in power and ground planes 
– multiple line width defects (MLW) 
– short circuit between split planes 

c) outer layer defects 
– annular ring defects 
– break out 
– missing holes 
– conductor dish down 

d) general 
– dimension error measurements  

7.4 Test 3D04: Dimensional examination, general (under consideration)  

8 C: Chemical test methods 

8.1 Test 3C01: Flammability, rigid printed board metal removal (under consideration)  

8.2 Test method 3C02: Flammability; glow wire test, rigid printed boards 

8.2.1 Object 

The object of the test is to determine the effect upon a printed board of exposure to a glowing 
wire under specific conditions. 

The intensity of the ignition source is similar to that of an accidentally overheating or glowing 
single electronic component. 

Timings measured by this test are an indication of the ability of the printed board to self-
extinguish. Correlation with other properties of the material(s), such as Oxygen Index, is not 
possible. 

Materials suitable for testing in accordance with this technique include rigid printed boards.   

8.2.2 Test specimen 

The test specimen shall be production board, or a test board that is representative of the 
production board in terms of: 

a) Base material(s) 
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b) Surface coating(s) 
c) Type (e.g. multilayer, single-sided etc.) 

d) Size 2 
e) Design 
f) Surface area 
g) Thickness 
h) Metal distribution 

A minimum of five specimens shall be used. 

8.2.3 Test apparatus and materials 

The following test apparatus and materials shall be used: 

a) The glow-wire shall consist of a loop of nickel/chromium (80 % / 20 %) wire having a 
diameter of 4 mm (see Figure 1). Care must be taken when forming the loop to avoid fine 
cracking at the tip. 

b) A sheathed fine-wire thermocouple, having an overall diameter of 0,5 mm and wires of NiCr 
and NiAl with the welded point located inside the sheath, is used for measuring the 
temperature of the glow-wire. 

c) The sheath consists of a metal which must be resistant to a temperature of at least 960 °C. 
The thermocouple is arranged in a pocket hole, 0,6 mm in diameter, drilled in the tip of the 
glow wire, as shown in “detail Z” of  Figure 1. The thermo-voltages shall comply with 
IEC 60584-1; the characteristics given in that publication are practically linear. The cold 
connection shall be kept in melting ice unless a reliable reference temperature is obtained 
by other means. 

d) The instrument for measuring the thermo-voltage should be accurate to 1 % (i.e. Class 0,5 
according to IEC 60051). 

e) The glow-wire is electrically heated. The current necessary for heating the specified tip to a 
temperature of 960 °C is between 120 A and 150 A. 

f) The test apparatus shall be so designed that the glow-wire is kept in a horizontal plane and 
that it applies a force of between 0,8N and 1,2N to the specimen. The force shall be 
maintained at this value whilst the glow-wire or test specimen is moved horizontally in 
relation to each other over a distance of at least 7mm. 

g) A wooden board shall be placed underneath the specimen. The board shall be covered with 
tissue paper which complies with 6.86 of ISO 4046. 

h) An example of the test apparatus is shown in Figure 2. 

8.2.4 Procedure 

The following steps shall be taken: 

a) The test specimens shall be pre-conditioned for 24 h at (124 ± 2) °C in an air-circulating 
oven. The test specimens shall then be allowed to stabilize for 4 h at room temperature in 
a desiccator over anhydrous calcium chloride. 

___________ 

2  Test boards of 150mm x 150mm may be considered large enough to represent larger production boards. 

Smaller production boards should be tested in their actual size. 
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b) The relevant specification shall detail the orientation of the test specimen, if other than 
vertical. 

c) The thermocouple shall be calibrated at a temperature of 960 °C. The standard calibration 
technique shall be to place silver foil (99,8 % pure, 2 mm2, 0,6 mm thick) on the upper 
face of the tip of the glow-wire. The glow-wire is heated by increasing current, and a 
temperature of 960 °C has been achieved when the silver foil melts. 

d) Calibration should be repeated after five measuring runs in order to compensate for 
alterations in the thermocouple and in the connections. 

e) Care should be taken to ensure that the thermocouple can follow the movement of the tip of 
the glow-wire caused by thermal elongation. 

f) The test specimen shall be held in a manner that minimizes heat loss into the test fixture. 
g) The tip of the glow-wire shall be applied to a part of the test specimen that is likely to be 

subjected to thermal stresses in normal use and/or which features the greatest combination 
of base material and surface coating(s). The tip shall be applied at least 15 mm below the 
upper edge of the test specimen. The glow wire shall be electrically heated to one of the 
preferred temperatures as given in the detail specification. This temperature shall be 
measured by means of the calibrated thermocouple. Care must be taken to ensure that, 
before starting the test, the temperature and heating current are stable for a minimum 
period of 60 s, and that heat radiation does not influence the specimen during this period or 
during the calibration (e.g. by providing an adequate separation or by using a screen). 

h) The tip of the glow-wire shall be brought into contact with the test specimen for a period of 
(30 ± 1) s, or a period as given in the appropriate detail specification. The heating current 
shall be maintained during this period. After this period, the glow-wire and test specimen 
shall be slowly separated, avoiding any further heating of the test specimen and any 
movement of air which might prejudice the result of the test. 

i) Before each test or calibration, it is necessary to remove any residue from the tip of the 
glow wire (by means of brushing). 

Dimensions in millimetres 

 
Z 

3

1

70 

50 ± 2 

9 +1
 

  0
 

32
 

20 

26

12 ± 1 

∅
0,

6 

0,5

2 

∅
4 

Detail Z 
IEC   1909/07  

Key: 

1   glow-wire hard soldered at 3 
2   thermocouple 
3   stud 

Figure 1 – Glow wire 
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86

10

5 

3

9

7 

1 

2 

4 

IEC   1910/07 

 

Key: 

1   positioning clamp 6   stop 
2   carriage 7   scale for measure of flame 
3   tensioning cord 8   scale for penetration 
4   base plate 9   glow-wire (Figure 1) 
5   weight 10  break-through in base plate for particles falling from the 
specimen 

Figure 2 – Test apparatus 

8.2.5 Report 

In addition to the general requirements for reporting, the report shall include: 

a) the number of specimens, if other than five; 
b) the duration between the beginning of the tip application and the time at which the test 

specimen or the tissue paper beneath ignites; 
c) the duration between the beginning of the tip application and the time at which flames 

extinguish, during or after the period of glow-wire application; 
d) the maximum height of any flame. The height of the flame is the vertical distance measured 

between the upper edge of the glow-wire when applied to the test specimen and the visible 
tip of the flame. Any high flame produced at ignition, lasting approximately 1 s, shall be 
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ignored; 
e) whether the test specimen flames or glows and whether it, or the tissue paper, has been 

completely consumed by the flames; 
f) whether flaming or glowing extinguishes within 30 s from the removal of the glow-wire tip 

from the test specimen, and whether this applies to the test specimen and/or the tissue 
paper. 

8.2.6 Additional information 

a) There are obvious hazards associated within flammability testing. Training of test operators, 
and familiarity with laboratory safety procedures is paramount. All fire effluent should be 
considered to be toxic, for the purposes of safety if not in fact. 

b) Small scale flammability tests such as that described herein give an indicator of the 
behaviour of the material(s) tested. Fire integrity of equipments in which printed boards are 
used can only be assessed by equipment level testing. 

c) Test methods in development by IEC Technical Committees include the use of a Cone 
Calorimeter for the determination of fire integrity of materials. 

8.3 Test 3C03: Flammability; needle flame test, rigid printed boards 

8.3.1 Object 

The object of the test is to determine the effect upon a printed board of exposure to a glowing 
wire under specific conditions. 

The intensity of the ignition source is similar to that of an accidentally overheating or glowing of 
a single electronic component. 

Timings measured by this test are an indication of the ability of the printed board to self-
extinguish. There is no correlation with other properties of the material(s), such as the oxygen 
index. 

8.3.2 Test specimen 

The test specimen shall be a production board or a test board that is representative of the 
production board in terms of: 

– base material(s); 
– surface coating(s); 
– type (for example multilayer, single-sided, etc.); 
– size; 
– design; 
– surface area; 
– thickness; 
– metal distribution. 

Test boards of 150 mm × 150 mm may be considered large enough to represent larger 
production boards. Smaller production boards should be tested in their actual size. 

A minimum of five specimens shall be tested. 

8.3.3 Test apparatus and materials 

The following test apparatus and materials shall be used: 
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a) A room or compartment, in which the test is conducted, having dimensions adequate to 
ensure that the test is carried out in a substantially draught-free atmosphere, but which 
allows a sufficient supply of air for normal combustion. Subdued light is advantageous. 

b) A burner to produce the test flame, which is a tube with a length of at least 35 mm with an 
internal diameter of (0,5 ± 0,1) mm and an external diameter not exceeding 0,9 mm. The 
burner shall be held in a movable fixture. 

c) A burner shall be supplied with butane gas having a minimum purity of 95 %. No air may be 
admitted to the burner tube. Propane gas may be used, but butane gas shall be the 
reference. 

 The burner shall be adjusted whilst in a vertical axis, in order to produce a flame having a 
height of (12 ± 1) mm. See Figure 3. 

d) A wooden board to be placed underneath the specimen. The board shall be covered with 
tissue paper which complies with 6.86 of ISO 4046. The distance between the lower edge 
of the specimen and the tissue paper shall be (200 ± 5) mm. 

e) A hand-operated timing device with a resolution of ±0,5 s or better. 

f) An air circulating oven capable of maintaining (125 ± 5) °C. 
g) A desiccator capable of maintaining 20 % R.H. or less. 

8.3.4 Procedure 

The following steps shall be taken: 

a) The test specimens shall be pre-conditioned for 24 h at (125 ± 5) °C in an air-circulating 
oven. The test specimens shall then be allowed to stabilize for 4 h at room temperature in a 
desiccator over anhydrous calcium chloride. 

b) The relevant specification shall detail the position of the test specimen and the point of 
application of the flame (for example surface, edge). The attitude of the specimen (for 
example horizontal or vertical) should mimic the intended mode of operation in the 
assembled equipment. 

c) Where surface application is used, the point of application of the flame shall, specimen size 
permitting, not be less than 10 mm from the nearest edge, in order to minimize edge 
effects.  

d) Where edge application is used, the flame shall not, specimen size permitting, be less than 
10 mm from the nearest corner. 

e) The burner shall be mounted at an angle of about 45°, so that any drops from the test 
specimen can fall freely onto the underlying tissue paper. 

f) If the intended operational attitude of the printed board is not known or is variable, the test 
specimens shall be positioned as follows. 

g) Edge application: The lower edge shall be horizontal and the specimen shall be inclined at 
approximately 80°. The flame shall be applied to the lower side of the test specimen. 

h) The burner shall be ignited away from the test specimen, and the height of the flame shall 
be adjusted to (12 ± 2) mm. The burner shall then be positioned as described, so that the 
test specimen penetrates the flame by approximately 2 mm. A vertical distance of between 
8 mm and 10 mm from the tip of the burner and the surface or edge to be tested is 
adequate for this purpose. In the case of application to a vertical surface, a horizontal 
distance of approximately 5 mm is necessary. 

i) The detail specification shall state the severity to be used. 

– 21 – EN 61189-3:2008

Full document details: BS EN 61189-3:2008

http://dx.doi.org/10.3403/00091122U
http://www.avadocuments.com/doc/bs-en-61189-3-2008
http://www.avadocuments.com/doc/bs-en-61189-3-2008


 

j) Test flame application times as detailed in Clause 7 of IEC 60695-11-5 are preferred. 
These severities are: 5 s – 10 s – 20 s – 30 s – 60 s – 120 s. 

8.3.5 Report 

The report shall include: 

a) the test number and revision; 
b) the date of the test; 
c) the identification and description of the specimen; 
d) the number of specimens, if other than five; 
e) the position of the test specimens; 
f) the point of application of the test flame; 
g) the duration of application of the test flame; 
h) for each specimen whether flames and/or burning or glowing particles fall from the test 

specimen spreading fire to surrounding parts of the test specimen or to the tissue paper 
beneath the test specimen; 

i) for each specimen whether there is flame or glowing at the end of the application of the test 
flame; 

j) for each specimen whether the duration of burning is less than 30 s; 
k) any deviation from this test method; 
l) the name of the person conducting the test. 

8.3.6 Additional information 

There are obvious hazards associated with flammability testing. Training of test operators and 
familiarity with laboratory safety procedures is of paramount importance. 

The smoothness of the specimen edges can be critical to the performance of the sample. A 
polished finish is recommended. A rough finish (for example blanked) will significantly degrade 
performance due to the increase in surface area available to the flame. 

Small-scale flammability tests, such as the one described herein, are an indicator of the 
behaviour of the material(s) tested. Fire integrity of equipment in which printed boards are used 
can only be assessed by equipment level testing.  

Detail requirements to be stated in specifications which reference this test method should be 
based on Clause 12 of IEC 60695-11-5. 
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10 mm

45°

Burner

Specimen

Penetration of flame: approximately 2 mm

IEC   857/99 
 

Figure 3a – Horizontal specimen – Flame applied to surface 

 

Burner

Specimen

Penetration of flame: approximately 2 mm

45°

IEC   858/99 
 

Figure 3b – Horizontal specimen – Flame applied to edge 
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Penetration of flame: approximately 2 mm

Burner

Specimen

8 mm
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10 mm

45°

IEC   859/99 
 

Figure 3c – Vertical specimen – Lower edge horizontal – Flame applied to edge 

 

Penetration of flame: approximately 2 mm

Burner

Specimen

Approximately
5 mm

45°

IEC   860/99 

 

Figure 3d – Vertical specimen – Lower edge horizontal – Flame applied to surface 
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Penetration of flame: approximately 2 mm

Specimen

Burner

45°

80°

IEC   861/99 

Figure 3e – Needle burner test – Side views of test board and burner 

Figure 3 – Needle burner test 

8.4 Test 3C04: Solvent and flux resistance (under consideration)  

8.5 Test 3C05: Electrolytic corrosion, rigid and thin film (under consideration)  

8.6 Test 3C06: Flammability, glow-wire test, rigid printed boards (under consideration)  

8.7 Test 3C07: Flammability, needle flame, rigid printed boards (under consideration)  

8.8 Test 3C08: Vertical burning (under consideration)  

8.9 Test 3C09: Water absorption (under consideration)  

8.10 Test 3C10: Surface organic contaminates (in-house) (under consideration)  

8.11 Test 3C11: Resistivity of solvent extract (ionic contaminates) (under consideration)  

8.12 Test 3C12: Surface organic contaminates (infrared) (under consideration)  

8.13 Test 3C13: Ionic analysis of printed circuit boards, ion chromatography method 

8.13.1 Object 

This test procedure is designed to measure the level of anionic contaminants on the surface of 
printed boards by ion chromatography.  

8.13.2 Test specimen  

Three specimens of printed board (PWB) for extraction  

8.13.3 Test apparatus and materials  

The following test apparatus and mateirals shall be used:  

a) an Ion chromatograph apparatus. The system consists of a pump and an anion column, 
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and a conductivity detector. A system which is operating properly should be capable of 
providing an accuracy of 50-9 or better. The equipment and chemistry should be set up and 
standardized per manufacturers' instructions; 

b) hot water bath capable of maintaining (80 ± 5) °C; 

c) use a clean heat sealable bag with less than 250-9 extractable contaminants. (Specify 
cleanliness level or part number of manufacturers.); 

d) cleanroom vinyl gloves. (<3-6 of Cl); 

e) hi-purity deionized water (18,3 MΩ-cm grade and chloride levels of less than 50-9); 
f) hi-purity chemicals necessary for ion chromatography; 
g) isopropanol, electronic grade.  

8.13.4 Procedure 

The following steps shall be taken: 

8.13.4.1 Extraction 

a) Record area of PWB. General rule on surface area is (length x width x 2).  
b) Use clean gloves when handling the specimens to be tested, and then place each 

specimen in the extraction bag.  
c) Prepare 75 % / 25 % isopropanol/H20 solutions for the extraction.  

d) Add (100-250) ml of the extraction solution to the extraction bag (enough to cover the 
printed board).  

e) Heat seal the extraction bag and place it in the 80 °C water bath for one hour (cut a vent 
hole in the bag). 

f) Measure solution volume after extraction.  
g) Prepare unprocessed PWB as control.  

8.13.4.2 Standard and specimen analysis 

a) Inject solution into ion chromatograph (IC) unit and calculate the concentration of from 
known reference data.  

b) Values of chemicals obtained from the IC are expressed in parts per billion (-9).   

c) Standards should be used per instruction of the manufacturer. (Chloride levels of 100-9 are 
recommended).  

d) A calculation to take into account for surface area and evaporation must be done so as to 
compare all different sizes of circuit boards.  

)2area(cm Surface

volume) original  /volume (final x 000)IC/1 from value (ppb2 /cmg  =μ  

 

8.13.5 Additional information 

None. 

8.13.6 Reference documents 

IPC-TP-1043 "Cleaning and Cleanliness Test Program, Phase Ill, Water Soluble Fluxes, Part 1: 
B-Z4, interactions of Water Soluble Fluxes with Metal/Substrates. October, 1992."  
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IPC-TP-1044 "Cleaning and Cleanliness Test Program, Phase III, Water Soluble Fluxes, Part 2: 
B-36, Comparison to Phase 1 Rosin Benchmark", September 1992.  

8.14 Test 3C14: Flux induced corrosion (copper mirror method) 

8.14.1 Object 

This test method is designed to determine the effect the flux has (if any) to remove the copper 
film that is vacuum deposited on a glass slide.  

8.14.2 Test specimen 

A minimum of 100 ml of liquid flux, a representative container of solder paste, reflowed solder-
paste flux, extracted solder preform flux or extracted flux from a flux-cored solder wire.  

8.14.3 Test apparatus and materials/reagents  

a) 0,5l of control standard rosin flux to be agreed upon between user and supplier; 
b) 0,5l of reagent grade (99 % pure) isopropanol; 
c) a vacuum deposition system or the means to procure glass test panels having a copper 

mirror coating as described in this method;  
d) 0,5l of reagent grade 0,5 % solution of ethylene diamine tetra acetic acid (EDTA); 
e) 0,5l of reagent grade ethanol or methanol; 
f) 100ml medicine bottle with dropper; 
g) test cabinet capable of achieving (23 ± 2) °C and (50 ± 5) % relative humidity; 
h) glass slides; 
i) a relative humidity gauge having an accuracy of ±2 % or better, shall be used to 

continuously monitor the test environment. The gauge should be calibrated periodically.  

8.14.4 Procedure 

The following steps shall be taken: 

8.14.4.1 Preparation 

8.14.4.1.1 Preparation of control standard flux 

Dissolve 35 g the rosin into 100 ml of reagent grade 99 % isopropanol and stir thoroughly.  

8.14.4.1.2 Preparation of temperature/humidity chamber 

When acid or salt solutions are used the chamber shall be conditioned for a minimum of 48 h 
prior to exposing the copper mirror specimens, to assure compliance with the (50 ± 5) % 
relative humidity requirement.  

8.14.4.1.3 Preparation of copper mirror test panels 

a) Apply by vacuum deposition, a film of copper metal on one surface of a flat sheet of clear, 
polished glass.  

b) Apply a uniform thickness of approximately 50 nm and assure that the finished mirror 
permits (10 ± 5) % transmission of normal incident light of nominal wave length of 500 nm. 
This may be determined using a suitable photoelectric spectrophotometer. Commercially 
available copper mirrors meeting the above specifications are acceptable. (See 8.14.6.2.)  

c) Prevent oxidation of the copper mirror by storing in a closed container which has been 
flushed with nitrogen.  
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d) Immediately before testing, immerse the copper mirror in a 5 g/l solution of EDTA for 
copper oxide removal. Mirrors stored in a non-oxidizing environment, do not require 
cleaning with the EDTA solution prior to testing. The cleaning step must be used if test 
results are in dispute.  

e) Rinse thoroughly in running water, immerse in clean ethanol or methanol and dry with 
clean, oil free air.  

f) Carefully examine the mirror before testing. There must be no oxide.  

8.14.4.2 Test 

a) Place the copper mirror test panel on a flat surface (see Figure 4), mirror side up, and 
protect from dust and dirt at all times.  

b) Place one drop of test flux or extract to be tested (approximately 0,05 ml) on each copper 
mirror test panel. The number of panels per test is no less than 3. Do not allow the dropper 
to touch the test panel. The number of tests shall be specified in the relevant specification 

c) Solder-paste shall be applied directly to the mirror without scratching the copper mirror, 
with a volume approximating a 0,5 mm thickness and 8 mm diameter. (It has been 
determined that significant variations from this quantity have little effect for most fluxes.)  

d) Immediately also place one drop of the control standard flux adjacent to the test flux. Do 
not allow drops to touch.  

e) Place test panels in a horizontal position in the dust free cabinet at (23 ± 2) °C and (50 ± 
5) % relative humidity for (24 ± 0,5) h.  

f) At the end of the 24 h period, remove the test panels from the chamber and remove the 
test flux and control standard flux from the panels by immersing the panels into clean 
isopropanol.  

8.14.4.3 Evaluation 

– Carefully examine each test panel for possible copper removal or discoloration.  

– If there is any complete removal of the copper film as evidenced by the background 
showing through the glass, the test flux has failed the L category. Complete removal of the 
copper only around the perimeter of the drop defines the flux as “M”. Complete removal of 
the copper places the flux in the “H” category.  

– If the control flux fails, repeat the entire test, using new copper mirror test panels.  

– Discoloration of the copper film due to a superficial reaction or only a partial reduction of 
the copper film thickness is not considered a failure.  

– A number of chemicals can cause failure of copper mirror: free halides, stronger organic 
and inorganic acids and free amines.  

8.14.5 Notes 

8.14.5.1 Safety 

Observe all appropriate precautions described in the material safety data sheets (MSDS) for 
chemicals involved in this test method.  

8.14.5.2 Sources for prepared copper mirrors  

– EMF Corp., 239 Cherry St., Ithaca, NY 14850, 800-456-7070  

– H.L. Clausing, Inc., 8038 Monticello Ave., Skokie, IL 60076, 847-676-0330  
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8.14.6 Additional information 

None. 

8.14.7 Reference document 

ASTM E104 Maintaining constant relative humidity by means of aqueous solutions  

 IEC   1911/07 
 

Figure 4 – Flux type classification by copper mirror test 

9 M: Mechanical test methods 

9.1 Test Method 3M01: Peel strength, standard atmospheric condition 

9.1.1 Object 

This test method is to determine the peel strength of conductors in the "as received" condition, 
and is applicable only to external foils that are used in foil lamination processes, and only as 
specified in customer specification, and/or purchase contract. (Note: Other peel strength tests 
are performed at the laminated printed board material level.)  

9.1.2 Test specimen 

The test specimens are individual test specimens (ITS) (coupons). Each coupon shall have 4 
strips, parallel to the X-axis and Y-axis as shown in Figure 5 of the applicable printed circuit 
board. One coupon is necessary for each side of the printed circuit board laminated with foil. 
The coupons are located on a production board and shall be produced together with the 
applicable printed circuit board produced by the same conditions. 

9.1.3 Test apparatus and test materials 

The following test apparatus and materials shall be used:  

a) Tensile tester: A standard calibrated tensile strength tester, equipped with a low load cell, 
capable of measuring 45 mN, and at least 450 mm long light load wire or chain and clamp, 
and which includes its weight in the calculation. The clamp jaws must cover the foil width of 
each peel strip tab. Any equipment or apparatus having the described accuracy, precision, 
and reproducibility may be used. 

b) A suitable hold-down clamping system, equivalent in performance to that shown in Figure 
5a. 

c) For qualification testing, a recording system must be incorporated into the test apparatus. 
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9.1.4 Procedure 

The following steps shall be taken:  

a) Specimens (coupons) shall be placed on the production panel, such that the peel strips on 
each cut specimen are in both directions, and such that the copper can be completely 
removed (etched) from the opposite side of the test specimens.  

b) Pull two strips per specimen (coupon) for conformance testing; Pull four strips pre 
specimen (coupon) for qualification. 

c) Cut the specimens from the panel, parallel to the glass fibres. The outside 25 mm border 
shall be excluded. Specimens may be cut to facilitate individual testing. Thin specimens 
must be provided with support by bonding them to a rigid aluminium, or similar base, or 
may be tested with the aid of a "keyhole" fixture (Figure 5d). Bonding to a rigid base shall 
be used as a referee evaluation. 

d) Assign an identification number to each specimen, and record relative panel location. 
e) Peel the foil back at the tab end. 
f) Clamp the end of each individual copper foil tab. The wire for connecting the clamp to the 

tensile tester must be free to pull vertically within ± 5° angle. 
g) Fasten specimen (coupon) with hold-down fixture, such that an unencumbered vertical pull 

can be exerted. The tab end of the copper foil strip should be in a vertical position, ready 
for testing. 

h) Adjust tester to compensate for the weight of the wire or clamp. 

i) Start tester and apply force in the vertical direction at the rate of 50 mm/min, for (30 0
10
−

+ ) s, 
until a 25 mm peel is completed, or until metal or foil breaks or tears. If the full width of the 
strip does not peel, the results shall be discarded, and another strip shall be tested. 

j) Observe and record the average load (Figures 5b and 5c) for each specimen; include 
assigned identification number. 

9.1.5 Report 

The report shall include: 

a) test method number and revision 
b) the date of evaluation; 
c) identification and description of specimen; 
d) actual average load for each specimen/test; including relative identification specified by the 

user. 
e) any deviation from this test method. 
f) the results of evaluation, including requirement(s) failed, failure modes and degree of 

failure, in case of failure; 
g) the name of the person that conducted the test. 

9.1.6 Additional information 

a) Copper foil breaks may be caused by either a superior bond, or by brittle copper. Superior 
bond is indicated when the value at the break is above specification; in this case the actual 
load at the break should be reported for each specimen. The report shall indicate that the 
value is greater than the required specification. 

b) The condition of the underlying base material may also be evaluated after the peel strength 
test is completed. 
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Figure 5a – Hold down clamping system 
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Figure 5c – Multiple load mode 
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Figure 5d – Keyhole hold down fixture 
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Figure 5 – Copper foil for peel test 

 

9.2 Test 3M02: Peel strength, elevated temperature (under consideration)  

9.3 Test 3M03: Pull out strength, plated through-holes, with or without lands 

9.3.1 Object 

This test method is to test the bond strength, or terminal pull strength of plating in plated 
through holes through-out manufacturing, as well as reworks and/or repairs. The five test 
cycles are intended to simulate initial soldering, component placement in original 
manufacturing, and subsequent component replacement for purpose of equipment repair.  
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9.3.2 Test specimen 

A standard test specimen (coupon) or a printed board with plated through holes which can be 
used for component mounting. The diameter of the holes to be tested shall be no smaller than 
would normally be used for through-hole component mounting. Via holes, or other small holes, 
which would normally be considered only as vias, shall not be used for this test.  

NOTE This is a destructive test. 

The number of holes to be tested shall be specified in the relevant specification. 

9.3.3 Test apparatus and materials 

The following test apparatus and materials shall be used: 

a) 60 W regulated soldering iron.. 
b) Tin plated copper wire. The diameter of the test wires shall be (0,25 to 0,70) mm smaller 

than the test holes. 
c) Sn60Pb40 or Sn63Pb37 solder as specified in ISO 9453. 
d) Force tester: Vertical pull force tester, capable of operating at a speed of 50 mm/min, and 

measuring up to 100 N.  

9.3.4 Procedure 

The following steps shall be taken: 

a) If conductors are connected to the terminal area and/or the plated through hole, cut 
conductor(s) not exceeding 6 mm away from the terminal area, taking care not to disturb 
the bond at the terminal area or in the plated through hole. 

b) Insert test wires of sufficient length to connect to gripping mechanism of bond strength 
tester into plated through test holes, and solder by machine or by hand, as applicable. The 
wires shall not be clinched. 

c) A wire shall be unsoldered and re-soldered in the same hole(s) by hand, five times 
following initial soldering. During each cycle, the wire shall be completely removed from the 
hole. If the same wire is used, it shall be allowed to cool to ambient temperature before 
being replaced in the test hole, and re-soldered. A new wire may be used for each re-
soldering. 
– Operate the 60 W soldering iron at a voltage sufficient to produce a tip temperature of 

232 °C to 260 °C. 
– Apply the iron to the test wire and solder or unsolder normally. The iron may touch the 

land surrounding the hole, however, undue pressure and duration should be avoided to 
minimize damage to the plated through hole under test. The iron should be applied only 
as long as necessary to perform the soldering and unsoldering operation. (Note: It is 
recommended that the soldering and unsoldering portion of this test be performed only 
by personnel trained and/or certified in soldering and soldering rework.)  

d) Following the fifth cycle, the test specimen shall be clamped in the jaws of the bond tester. 
e) The wire on the “pattern side” of the board shall be pulled at a speed of 50 mm/min with a 

load giving the force in accordance with the following formula: 
 

2
2

1
2

2
mmN

)D(D

L4 / 14≥
−π

 

 
where 
D1 is the hole diameter; 

– 33 – EN 61189-3:2008

Full document details: BS EN 61189-3:2008

http://dx.doi.org/10.3403/00324856U
http://www.avadocuments.com/doc/bs-en-61189-3-2008
http://www.avadocuments.com/doc/bs-en-61189-3-2008


 

D2 is the terminal diameter; 
L  is the load. 

Apply load perpendicular to the major surface of the terminal area until the required load is 
reached, or when a failure occurs. 

9.3.5 Evaluation 

It is a failure when 

a) a plated hole is loosened with soldered wire attached, whether the terminal area is 
loosened or not, 

b) a terminal area around a hole is loosened. 

Breaking of a wire, or wire pull out is not a failure; however, a wire pulled out shall be re-
soldered and retested (pulled). 

9.3.6 Report 

The report shall include: 

a) test method number and revision; 
b) any deviation from this test method; 
c) identification and description of specimen; 
d) hole size(s) and wire size(s) used in the test; 
e) pull out strength; 
f) results of evaluation, including failure modes and degree of failure, in case of failure; 
g) the date of evaluation; 
h) name of the person that conducted the test. 

9.3.7 Additional information 

It should also be noted that test results can vary greatly, based upon the skill of the operator 
performing the solder and unsolder operations required in the test. 

9.4 Test 3M04: Flatness of laminates and printed boards (bow and twist) 

9.4.1 Object 

Four procedures are presented to determine the flatness of finished rigid printed boards, 
including single sided, double sided, and multilayer and the rigid segments of rigid flex printed 
boards. 

9.4.2 Definitions 

9.4.2.1 Bow 

Bow is illustrated in Figure 6. 
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Bow 

IEC   1917/07  
Figure 6 – Bow 

9.4.2.2 Twist 

Twist is illustrated in Figure 7. 
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Figure 7 – Twist  

9.4.3 Test specimen 

– finished boards (single sided, double sided, multilayer, rigid flex boards) 

9.4.4 Test apparatus and materials 

The following test apparatus and materials shall be used: 

a) Inspection grade surface plate with a flatness tolerance ±0,010 mm. 
b) Standard metrology height dial indicator gauges. 
c) Thickness measurement feeler gauges. 
d) Standard pin gauges. 
e) Levelling jacks. 
f) Gauge blocks. 
g) Shims of suitable thickness. 

h) Linear measuring devices with an accuracy of ±0,025 mm. 
i) Micrometer. 

9.4.5 Procedure 

The following steps shall be taken: 

9.4.5.1 Procedure number 1, Bow (see Figure 6) 
a) Place the specimen to be measured on the precision surface plate with its convex side 
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