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National foreword

This British Standard is the English language version of EN 61243-1:1997. It 
was derived by CENELEC from IEC 61243-1:1993. It supersedes 
BS 7739-1:1994 which is withdrawn.
The CENELEC common modifications have been implemented at the 
appropriate places in the text and are indicated by a side line in the margin.
The UK participation in its preparation was entrusted to Technical Committee 
PEL/78, Tools for live working, which has the responsibility to:

— aid enquirers to understand the text;
— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the UK 
interests informed;
— monitor related international and European developments and 
promulgate them in the UK.

This is one of a family of standards being developed by this technical 
committee. For the latest information please read the BSI Catalogue at 
“http://www.bsi.org.uk”.
A list of organizations represented on this committee can be obtained on 
request to its secretary.
From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.
Cross-references
Attention is drawn to the fact that CEN and CENELEC standards normally 
include an annex which lists normative references to international 
publications with their corresponding European publications. The British 
Standards which implement these international or European publications may 
be found in the BSI Standards Catalogue under the section entitled 
“International Standards Correspondence Index”, or by using the “Find” 
facility of the BSI Standards Electronic Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.
Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii,
the EN title page, pages 2 to 32, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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This amendment A 1 modifies the European Standard EN 61243-1:1997; it was
approved by CENELEC on 1997-07-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the
conditions for giving this amendment the status of a national standard without
any alteration.
Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CENELEC member.
This amendment exists in three official versions (English, French, German). A
version in any other language made by translation under the responsibility of
a CENELEC member into its own language and notified to the Central
Secretariat has the same status as the official versions.
CENELEC members are the national electrotechnical committees of Austria,
Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CENELEC
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Comité Européen de Normalisation Electrotechnique
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Foreword

The text of document 78/213/FDIS, future 
amendment 1 to IEC 61243-1:1993, prepared by 
IEC TC 78, Live working, was submitted to the 
IEC-CENELEC parallel vote and was approved by 
CENELEC as amendment A1 to EN 61243-1:1997 
on 1997-07-01.
The following dates were fixed: 

Annexes designated “normative” are part of the 
body of the standard. 
In this standard, Annex ZA is normative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of amendment 1:1997 to the International 
Standard IEC 61243-1:1993 was approved by 
CENELEC as an amendment to the European 
Standard without any modification.

— latest date by which the 
amendment has to be 
implemented at national level 
by publication of an identical 
national standard or by 
endorsement (dop) 1998-04-01

— latest date by which the 
national standards conflicting 
with the amendment have to 
be withdrawn (dow) 1998-04-01
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1 Scope
This part of IEC 1243 is applicable to portable 
voltage detectors, with or without built-in power 
sources, to be used on electrical systems for voltages 
of 1 kV to 420 kV a.c., and frequencies from 15 Hz 
to 60 Hz. Detectors for voltages above 420 kV a.c. 
are under consideration.
This part applies only to capacitive voltage detectors 
used in contact with the part to be tested, as a single 
unit including its insulating pole as covered in 
IEC 61235 or IEC 60855, or as a separate device 
completed by an adaptable insulating pole covered 
by IEC 61235 or IEC 60855. Other types of voltage 
detectors are not covered by this part of the 
standard.
Some restrictions on their use are applicable in the 
case of factory-assembled switchgear and on 
overhead systems of electrified railways 
(see Annex B, instructions for use).
Other types of voltage detectors are not covered by 
this part of standard.
NOTE Except where otherwise specified, all the voltages 
defined in this standard refer to values of phase-to-phase 
voltages of three-phase systems. In other systems, the applicable 
phase-to-phase or phase-to-earth (ground) voltages should be 
used to determine the operating voltage.

2 Normative references
The following normative documents contain 
provisions which, through reference in this text, 
constitute provisions of this part of IEC 1243. At the 
time of publication of this standard, the editions 
indicated were valid. All normative documents are 
subject to revision, and parties to agreements based 
on this part of IEC 1243 are encouraged to 
investigate the possibility of applying the most 
recent editions of the normative documents 
indicated below. Members of IEC and ISO maintain 
registers of currently valid International Standards.
IEC 50(151):1978, International Electrotechnical 
Vocabulary (IEV) — Chapter 151: Electrical and 
magnetic devices. 
IEC 50(601):1985, International Electrotechnical 
Vocabulary (IEV) — Chapter 601: Generation, 
transmission and distribution of electricity — 
General. 
IEC 60-1:1989, High-voltage test techniques — 
Part 1: General definitions and test requirements. 
IEC 68-1:1988, Environmental testing — 
Part 1: General and guidance. 
IEC 68-2-6:1982, Environmental testing — Tests — 
Test Fc and guidance: Vibration (sinusoidal). 
IEC 68-2-14:1984, Environmental testing — 
Tests —Test N: Change of temperature. 

IEC 68-2-32:1975, Environmental testing — Tests —
Test Ed: Free fall Amendment 2 (1990). 
IEC 68-2-43:1976, Environmental testing — Tests — 
Test Kd: Hydrogen sulphide test for contacts and 
connections. 
IEC 71-1:1976, Insulation co-ordination — 
Part 1: Terms, definitions, principles and rules. 
IEC 410:1973, Sampling plans and procedures for 
inspection by attributes. 
IEC 651:1979, Sound level meters. 
IEC 855:1985, Insulating foam-filled tubes and solid 
rods for live working. 
IEC 61235:1993, Live working — Insulating hollow 
tubes for electrical purposes. 
ISO 3745:1977, Acoustics determination of sound 
power levels of noise sources — Precision methods for 
anechoic and semi-anechoic rooms. 

3 Definitions
For the purposes of this part of IEC 1243, the 
following definitions apply.

3.1 
voltage detector

portable device used to detect the presence or the 
absence of the operating voltage

3.2 
capacitive detector (detector)

device used to indicate voltage by detecting the 
current passing through the stray capacitance to 
earth (ground)

3.3 
resistive detector

device whose operation is based on the current 
passing through a resistor located in the resistive 
element, and a galvanic connection to earth 
(ground)

3.4 
types of detectors

single unit including its insulating element, with or 
without contact electrode extension
separate unit completed with an insulating pole, 
with or without contact electrode extension

3.5 
contact electrode

bare conductive part of the conductive element 
which establishes the electrical connection to the 
component to be tested
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3.6 
contact electrode extension

externally insulated conductive section between the 
indicator and the contact electrode, intended to 
achieve the correct position of the indicator relative 
to the installation being tested

3.7 
indicator

part of the detector which indicates the presence or 
absence of the operating voltage at the contact 
electrode

3.8 
adaptor

part allowing the assembly of the detector

3.9 
insulating element

section of insulating materiel which provides 
adequate distance and insulation to the user

3.10 
insulating pole

pole made of insulating material

3.11 
limit mark

distinctive location or mark to indicate to the user 
the physical limit to which the detector may be 
inserted between live components or may touch 
them

3.12 
hand guard

distinctive physical guard separating the handle 
from the insulating element
NOTE Its purpose is to prevent the hands from slipping and 
passing into contact with the insulating element.

3.13 
testing element

built-in or external device, by means of which the 
functioning of the detector can be checked by the 
user

3.14 
accessories

items used to lengthen the handle or the contact 
electrode, to improve the efficiency of the contact 
electrode or to enable the contact electrode to reach 
the part to be tested

3.15 
nominal voltage (Un)

suitable approximate value of voltage used to 
identify a system or device [IEV 601-01-21]

nominal voltage of the detector is the parameter 
associated with its clear indication. Detector may 
have more than one nominal voltage, or a nominal 
voltage range. Limit values of the nominal voltage 
range are named Un min and Un max

3.16 
threshold voltage (Ut)

minimum voltage between the live component and 
earth (ground) required to give a clear indication 
corresponding to specific conditions as defined in 
the corresponding test

3.17 
rated voltage (Ur)

value of voltage generally agreed upon by 
manufacturer and customer, to which certain 
operating specifications are referred
the rated voltage of the detector is the voltage 
selected from IEC 71-1, Tables 1, 3 and 4, column 1, 
which should either be equal to the nominal voltage 
(or the highest nominal voltage of its nominal 
voltage range), or the next higher voltage selected 
from those tables

3.18 
interference voltage

voltage picked up inductively or capacitively by the 
component to be tested

3.19 
interference field

electrical field which may affect the indication. It 
may result from the component to be tested or other 
adjacent components, and may have any phase 
relationship
the extreme cases for the tests are

— an in-phase interference field exists when a 
small change of potential in the direction of the 
detector axis results in an incorrect indication. 
This occurs as a result
— of the dimensions and/or configuration of the 
part of installation to be tested (or of adjacent 
parts of the installation having voltages in the 
same phase);
— an interference field in phase opposition exists 
when a strong change of potential in the direction 
of the detector axis results in an incorrect 
indication. This occurs as a result of the adjacent 
parts of the installation having voltages in phase 
opposition.

3.20 
clear indication

unambiguous detection and indication of the voltage 
state at the contact electrode
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3.21 
clear perceptibility

case where the indication is unmistakably 
discernible by the user under specific environmental 
conditions when the detector is in its operating 
position

3.22 
response time

time delay between sudden change of the voltage 
state on the contact electrode and the associated 
clear indication

3.23 
protection against bridging

protection against flashover or breakdown, when 
the insulation between the parts of installation to be 
tested, at different potentials, is reduced by the 
presence of the detector

3.24 
stand-by state

state at which the detector is ready to work at the 
threshold voltage without manual switching on

3.25 
indoor type

detector designed for use in dry conditions, normally 
indoors

3.26 
outdoor type

detector designed for use in wet conditions, either 
indoors or outdoors
IEV definitions

3.27 
type test

test on one or more devices of a certain design to 
show that the design meets established 
specifications [IEV 151-04-15]

3.28 
routine test

test to which each individual device is subjected 
during or after manufacture to ascertain whether it 
complies with certain criteria [IEV 151-04-16]

3.29 
sampling test

test on a number of devices taken at random from a 
batch [IEV 151-04-17]

3.30 
acceptance test

contractual test to prove to the customer that the 
device meets certain conditions of its specification 
[IEV 151-04-20]

3.31 
maintenance test

test carried out periodically on a device or 
equipment to ascertain and, if necessary, make 
certain adjustments to ensure that its performance 
remains within specified limits [IEV 151-04-22]

4 Requirements
4.1 General

When a contact electrode extension is required for 
the proper operation of the detector, all tests shall 
be performed with the contact electrode extension in 
place.

4.1.1 Safety

The detector shall be designed and manufactured to 
be safe for the user, provided it is used in accordance 
with safe methods of work, and the instructions for 
use.

4.1.2 Indication

The detector shall give a clear indication of the state 
“voltage present” or/and “voltage not present”, by 
means of the change of the status of the signal. The 
indication shall be visual and/or audible.

4.2 Functional

4.2.1 Clear indication

4.2.1.1 The detector shall clearly indicate the 
system operating voltage as a function of its 
nominal voltage or nominal voltage range, and its 
nominal frequency or nominal frequency range.
Manufacturer and customer shall agree on one of 
the four following classes:

— Class A: Detector with a single nominal 
voltage or several switchable nominal voltages.
The threshold voltage Ut shall satisfy the 
following relationship: 

0,15 Un # Ut # 0,40 Un

— Class B: Detector with a narrow range of 
nominal voltages, e.g.: 

Un max. ë 2 Un min.

The threshold voltage Ut shall satisfy the 
following relationship: 

0,15 Un max. # Ut # 0,40 Un min.

— Class C: Detector with a wide range of nominal 
voltages, e.g.: 

Un max.ë 3 Un min.

The threshold voltage Ut shall satisfy the 
following relationship: 

0,10 Un max. # Ut # 0,45 Un min.
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— Class D: If it is not possible to use any of the 
above-mentioned classes, because of the layout of 
electrical installations combined with the 
presence of interference fields, the manufacturer 
and customer shall reach an agreement to set the 
appropriate value of Ut.

4.2.1.2 The user shall not have access to the 
threshold voltage setting.
4.2.1.3 The detector shall give continuous indication 
when in direct contact with a live part.
4.2.1.4 The presence of an adjacent live or earthed 
part shall not affect the indication when used in 
accordance with instructions for use.
The detector shall not indicate usual values of 
interference voltages. The presence of an 
interference field shall not affect the indication.

4.2.2 Clear perceptibility

The detector shall give a clear indication of the 
system voltage under normal light and noise 
conditions.
The types of indications of detector are divided into 
three groups:

— group I: Indication with at least two distinct 
active signals, which give an indication of the 
condition “voltage present” and “voltage not 
present”. The “stand-by” state is not necessary;
— group II: Indication with one active signal, 
which gives an indication of the condition 
“voltage not present” and is activated by 
manually switching “on”, and is suppressed when 
the contact electrode is put into contact with a 
live component;
— group III: Indication with one active signal, 
which gives an indication of the condition 
“voltage present”, and shall have a stand-by 
state.

4.2.2.1 Visual indication

The indication shall be clearly visible to the user in 
the operating position and under normal light 
conditions.
When two signals are used, the indication shall not 
rely solely on light of different colours for 
perceptibility. Additional characteristics, such as 
physical separation of the light sources, distinctive 
form of the light signals, or flashing light shall be 
used.

4.2.2.2 Audible indication

The indication shall be clearly audible to the user 
when in the operating position, and under normal 
noise conditions.

4.2.3 Temperature and humidity dependence of 
the indication

There are three categories of detectors according to 
climatic conditions of operation: cold (C), 
normal (N), and warm (W).
The detector shall operate correctly in the 
temperature range of its climatic category, 
according to Table 1.
The threshold voltage shall not vary by more 
than ± 10 %, with respect to the threshold voltage 
measured at the standard atmospheric conditions.

Table 1 — Climatic categories

4.2.4 Frequency dependence

The detector shall operate correctly between 97 % of 
the lower frequency and 103 % of the higher 
frequency of the frequency range.
A detector with more than one nominal frequency 
shall operate for each frequency between 97 % 
and 103 % of the nominal frequency.

4.2.5 Response time

The response time shall be less than 1 s.

4.2.6 Power source dependability

A detector with a built-in power source shall give a 
clear indication until the source is exhausted, unless 
its usage is limited by an indication of non-readiness 
or automatic shut-off as mentioned in the 
instructions for use.

4.2.7 Testing element

The testing element, whether built-in or a separate 
item, shall be capable of testing all the electrical 
circuits, including energy source and the 
functioning of the indication. When all circuits 
cannot be tested, any limitation shall be clearly 
stated in the instructions for use, and these circuits 
shall be constructed with high reliability. When 
there is a built-in testing element, the detector shall 
give an indication of “ready” or “not ready”.

4.2.8 No response to d.c. voltage

The detector shall not respond to a d.c. voltage.

4.2.9 Time rating

The detector shall be able to perform without failure 
when subjected to the rated voltage for 5 min.

Climatic 
categories

Climatic conditions ranges (operation 
and storage)

Temperature °C Humidity%

Cold (C) – 40 to + 55 20 to 96

Normal (N) – 25 to + 55 20 to 96

Warm (W) – 5 to + 70 12 to 96
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