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Foreword 

The text of document 86B/2486/FDIS, future edition 2 of IEC 61274-1, prepared by SC 86B, Fibre optic 
interconnecting devices and passive components, of IEC TC 86, Fibre optics, was submitted to the 
IEC-CENELEC parallel vote and was approved by CENELEC as EN 61274-1 on 2007-12-01. 

This European Standard supersedes EN 61274-1:1997. 

The specific technical changes from EN 61274-1:1997 include the updating of the classification, 
specification system and standardization system. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 

 
 
2008-09-01 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 

 
2010-12-01 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the International Standard IEC 61274-1:2007 was approved by CENELEC as a European 
Standard without any modification. 

__________ 
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INTRODUCTION 

This part of IEC 61274 is divided into five clauses.  

Clauses 1, 2 and 3 contain general information pertaining to this generic specification. 

Clause 4 is entitled "Requirements" and contains all the requirements to be met by adaptors 
covered by this standard. This includes requirements for classification, the IEC specification 
system, documentation, materials, workmanship, quality, performance, identification and 
packaging. 

NOTE Clauses 1 to 4 are applicable generally and refer to all adaptor standards, while Clause 5 relates to IEC 
qualification alone. 

Clause 5 is entitled "Quality assessment procedures" and contains all of the procedures which 
must be followed for proper quality assessment of products covered by this standard. 
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ADAPTORS FOR FIBRE OPTIC CONNECTORS – 
 

Part 1: Generic specification 
 
 
 

1 Scope 

This part of IEC 61274 applies to fibre optic adaptors for all types, sizes and structures of 
optical fibre connectors. It includes: 

– adaptor requirements; 
– quality assessment procedures. 

This standard does not cover test and measurement procedures, which are described in 
IEC 61300-1, IEC 61300-2 and IEC 61300-3. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

References made to a specific clause or subclause of a standard include all subclauses of the 
reference unless otherwise specified. 

IECQ 001002-2:1998 , IEC Quality Assessment System for Electronic Components (IECQ) – 
Rules of procedure – Part 2: Documentation 

IECQ 001002-3:2005 , IEC Quality Assessment System for Electronic Components (IECQ) – 
Rules of procedure – Part 3: Approval procedures 

IEC 60027 (all parts), Letter symbols to be used in electrical technology 

IEC 60050-731, International Electrotechnical Vocabulary (IEV) – Chapter 731: Optical fibre 
communication  

IEC 60410, Sampling plans and procedures for inspection by attributes 

IEC 60617, Graphical symbols for diagrams 

IEC 60695-11-5, Fire hazard testing – Part 11-5: Test flames – Needle-flame test method – 
Apparatus, confirmatory test arrangement and guidance 

IEC 60825-1, Safety of laser products – Part 1: Equipment classification, requirements and 
user’s guide 

IEC 61300 (all parts), Fibre optic interconnecting devices and passive components – Basic 
test and measurement procedures 

IEC 61753 (all parts), Fibre optic interconnecting devices and passive components 
performance standard 

IEC 61753-1: Fibre optic interconnecting devices and passive components – Part 1: General 
and guidance for performance standards 

IEC 61754 (all parts), Fibre optic connector interfaces 

IEC 61755 (all parts), Fibre optic connector optical interfaces 
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IEC 61930, Fibre optic graphic symbology 

IEC 61931, Fibre optic – Terminology 

ISO 129, Technical drawings – Indication of dimensions and tolerances – Part 1: General 
principles 

ISO 286-1, ISO system of limits and fits – Part 1: Bases of tolerances, deviations and fits 

ISO 1101, Geometrical Product Specifications (GPS) – Geometrical tolerancing – Tolerances 
of form, orientation, location and run-out 

ISO 8601, Data elements and interchange formats – Information interchange – 
Representation of dates and times 

3 Terms and definitions 

For the purposes of this part of IEC 61274, the definitions contained in IEC 60050(731) and 
IEC 61931, as well as the following definitions, apply.  

3.1  
adaptor  
a component in which two or more ferrules are aligned 

3.2  
alignment pins 
cylindrical rods used for alignment in some types of connectors. Typically they are used in 
pairs and inserted into specific guide holes in the two plugs (usually for multifibre connectors) 
to provide the alignment 

3.3  
APC (optical) connector 
connector with angled convex end-face ferrule capable of making an angled physical contact 
between the fibres 

3.4  
butting optical coupling 
coupling in which the optical ports are in contact with each other 

3.5  
expanded beam optical coupling 
coupling in which the optical ports use lens technology 

3.6  
ferrule 
precise part of the plug, usually aligned in the sleeve of an adaptor. It confines the end(s) of 
single or multiple optical fibres 
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3.7  
fully intermateable connector set 
connector sets from different sources are considered fully intermateable when connector 
components from one source will mate with complementary components from other sources 
without mechanical damage and with optical properties maintained within specified limits 

3.8  
interchangeable connector set 
connector sets are considered to be interchangeable when they share common installation 
geometry and have the same functional performance 

3.9  
mating face dimension 
dimension of the features which determine the mating fit between components of an optical 
connector set 

3.10  
mechanical intermateable connector set 
connector sets from different sources are considered mechanically intermateable when 
connector components from one source will mate with complementary components from other 
sources without mechanical damage but without regard to optical properties 

3.11  
mechanical reference plane (datum plane) 
the plane of a plug or adaptor which is perpendicular to the fibre axis and is located on a 
physical feature of the component. It is the datum plane from which all features of the 
component are measured in the direction of the fibre axis 

NOTE The mechanical reference planes of the plug and the adaptor should coincide when the two components 
are properly mated. Accordingly, each should be located on the feature that fixes or establishes the relative 
position of the two components when they are properly mated. 

3.12  
non-butting optical coupling 
coupling in which the ports are not in contact with each other 

3.13  
optical datum target 
theoretical datum point on a connector interface where the optical fibre core centre should be 
positioned by the plug or by the adaptor receptacle 

3.14  
optical fibre connector 
component normally attached to an optical cable or piece of apparatus, for the purpose of 
providing frequent optical interconnection/disconnection of optical fibres or cables. This 
usually consists of two plugs mated together in an adaptor 

3.15  
optical fibre connector set 
complete assembly of components (plug-adaptor-plug) required to provide demountable 
coupling between two or more optical fibre cables 

3.16  
optical fibre connector set kit 
series of components necessary to make a complete connector set 
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3.17  
PC (optical) connector 
connector with convex end-face ferrule capable of making a physical contact between the 
fibres 

3.18  
plug 
male-type part of a connector 

3.19  
plug-adaptor-plug configuration 
configuration in which two plugs mate through an adaptor. The mechanical coupling takes 
place between the plugs and the adaptor 

3.20  
plug-receptacle configuration 
configuration in which a plug mates in a receptacle 

3.21  
receptacle 
structure for interfacing a plug with an active component. Typically it is formed by a semi-
adaptor and a structure containing and aligning the active component 

3.22  
reference connector component 
tighter toleranced or selected connector component (e.g. plug, adaptor, etc.) which is used for 
measuring purposes 

NOTE Test and measurement methods may refer to it. The characteristics or the selection procedure are given in 
the relevant specification. 

3.23  
sleeve 
precision part of the adaptor used to mechanically align two ferrules 

3.24  
small form factor connector 
an optical fibre connector with a ferrule with an outside diameter of less than 2,0 mm or a 
connector designed to accommodate two or more optical fibres with at least the same 
mounting density as the RJ-45 connector. SFF connectors have a smaller cross-sectional 
area, about one-half that of traditional connectors 

3.25  
socket  
the female part of a two part connector 

4 Requirements 

The requirements for adaptors covered by this generic specification are specified in this 
clause and in the detail specification. 

4.1 Classification 

Fibre optic adaptors are classified, either totally or in part, according to the following 
categories (see Table 1): 

– type; 
– style; 
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