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National foreword
This British Standard is the official English language version of           
EN 61280-1-4:2003. It is identical with IEC 61280-1-4:2003.

The UK participation in its preparation was entrusted by Technical Committee 
GEL/86, Fibre optics, to Subcommittee GEL/86/3, Fibre optic systems and 
active devices, which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 21 and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword 

The text of document 86C/465/FDIS, future edition 1 of IEC 61280-1-4, prepared by SC 86C, Fibre 
optic systems and active devices, of IEC TC 86, Fibre optics, was submitted to the IEC-CENELEC 
parallel vote and was approved by CENELEC as EN 61280-1-4 on 2003-03-01. 
 
The following dates were fixed: 
 
– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 2003-12-01 
 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 2006-03-01 

 
Annexes designated "normative" are part of the body of the standard.  
Annexes designated "informative" are given for information only.  
In this standard, annex ZA is normative and annex A is informative. 
Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 
The text of the International Standard IEC 61280-1-4:2003 was approved by CENELEC as a 
European Standard without any modification. 

__________ 
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FIBRE OPTIC COMMUNICATION SUBSYSTEM TEST PROCEDURES – 
 

Part 1-4: General communication subsystems – 
Collection and reduction of two-dimensional nearfield data  

for multimode fibre laser transmitters 
 
 
 

1 General 

1.1 Scope and object 

This part of IEC 61280 sets forth a standard procedure for the collection of two-dimensional 
fibre optic nearfield grayscale data and subsequent reduction to one-dimensional data 
expressed as a set of three sampled parametric functions of radius from the fibre’s optical 
center. The object of this standard is to reduce measurement errors and inter-laboratory 
variation, supporting accurate mathematical prediction of minimum guaranteed link length in 
gigabit and ten gigabit fibre optic data communications systems. 

These radial functions are intended to characterize fibre optic laser sources for use in 
mathematical models predicting the minimum guaranteed length of a communications link. 

Although available as a byproduct, estimation of the nearfield diameter is not an objective. 

1.2 Assumptions 

The 50-micron or 62,5-micron core near-parabolic graded-index multimode fibre used as the 
“test jumper assembly” is treated as if it possessed perfect circular symmetry about its optical 
center, as asymmetries in the launched optical flux distributions will dominate any 
lopsidedness of the test jumper assembly. It is further assumed that all cladding modes will be 
stripped by passage through the specified ten meters or more of fibre. The modes of a mode 
group need not carry equal flux. (In fact, with such short fibres, one thousand meters or less, 
unequal distribution of flux in the modes of a group is the norm, not the exception.)  

The fibre micropositioner that moves the fibre in the receiving camera's field of view, being 
used to calibrate the camera for geometric distortions, is used as a reference standard. The 
microscope objective, used to project the magnified nearfield onto the CCD chip, is treated as 
an optically perfect thick lens.  

The flux detectors are required to be both linear and memoryless; this excludes for instance 
lead sulphide vidicon detectors. Detectors shall meet the detector requirements of 
IEC 60793-1-43. Absolute radiometric measurement of flux (optical power flow) is not 
required. A computer is required to perform the needed computations, which are too extensive 
to be performed manually. Although the present measurement method assumes a CCD 
camera, mechanically-scanned “slitscan” and pinhole cameras may also be used. 

Safety: all procedures in which an LED or laser source is used as the optical source shall be 
carried out using safety precautions in accordance with IEC 60825-2. 
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2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60793-1-20: Optical fibres – Part 1-20: Measurement methods and test procedures – 
Fibre geometry 

IEC 60793-1-41: Optical fibres – Part 1-41: Measurement methods and test procedures – 
Bandwidth  

IEC 60793-1-43: Optical fibres – Part 1-43: Measurement methods and test procedures – 
Numerical aperture  

IEC 60825-2: Safety of laser products – Part 2: Safety of optical fibre communication systems 

3 Apparatus 

As the objective of this international standard is to optically characterize laser sources, many 
different laser sources will be used, while the rest of the apparatus is held constant. The 
apparatus is calibrated using a broadband incoherent calibration source (such as a light-
emitting diode (LED) or a xenon arc lamp) in place of the lasers. 

3.1 Sources 

There are two kinds of sources used in the present measurement method: the incoherent 
broadband overfilled source used for calibration, and the various laser sources being tested, 
as described in the following paragraphs.  

There is always an optical connector between the source and the test jumper assembly.  

3.1.1 Calibration source 

The purposes of the calibration source are to find the optical center of the test jumper 
assembly, and also to determine the geometric corrections needed to convert 2D nearfield 
measurements taken in camera (“TV”) coordinates into the equivalent true geometric 
measurements, compensating for non-square pixels, imprecisely known magnification factors, 
and the like. For these purposes, an incoherent broadband source that overfills the modes of 
the test jumper assembly is used in place of the laser sources under test.  

Any spectrally broad non-coherent light source, such as a tungsten-halogen lamp, a xenon 
arc lamp or a light-emitting diode (LED) may be used to overfill the test jumper assembly’s 
fibre. The chosen calibration source shall be stable in intensity over a time period sufficient to 
perform the measurements.  

Optionally, an IEC 60793-1-41 mode scrambler may be used with the chosen calibration 
source to ensure more uniform overfilling of the fibre. 

3.1.2 Laser under test 

The only requirements on the lasers under test are that they have an operating wavelength 
compatible with the test jumper assembly and the detector, and have optical connectors or 
splices compatible with those of the test jumper assembly. The construction details of the 
laser sources are otherwise unspecified. 

The laser drive current shall be sufficient to ensure that the laser always acts as a laser, 
rather than an LED. 

Page 5
EN 61280−1−4:2003

Full document details: BS EN 61280-1-4:2003

http://www.avadocuments.com/doc/bs-en-61280-1-4-2003
http://www.avadocuments.com/doc/bs-en-61280-1-4-2003


 – 6 – 162-08-14  IE:C0023()E 

 

3.2 Test jumper assembly 

The purpose of the test jumper assembly is to strip cladding modes, and to allow speckle to 
be averaged out by mechanical flexing of a portion of the test jumper assembly. 

The test jumper assembly shall be at least ten meters in length, made of germanium-doped 
near-parabolic graded-index fused-silica multimode “glass” category A1 fibre with a core 
diameter of either 50 µ or 62,5 µ and an overall glass diameter of 125 µs. The test jumper 
assembly shall consist of a single, uncut length of fibre with connectors at each end. The test 
jumper assembly connectors shall have single-mode mechanical tolerances, even though the 
fibre is multimode. 

3.3 Fibre shaker 

The purpose of the fibre shaker is to ensure that optical speckle is averaged out, with only a 
few percent of residual ripple or noise due to speckle being allowed to remain in the 
measured nearfields. Manual shaking of the fibre is generally not sufficient. 

Part of the test jumper assembly shall be mechanically shaken continuously in each of three 
nominally orthogonal directions (using three independent shaker mechanisms) during the 
measurement, making at least one hundred shake cycles in each of the three directions 
during the measurement period. The shake frequencies in the three directions shall be chosen 
such that the three shake cycles synchronize no more often than once every five hundred 
cycles of the middle shake frequency. 

A fibre shaker mechanism may be of any design as long as it induces large amplitude 
movements and flexing in the optical fibre. Fibre transverse displacements of more than 
25 mm are suggested. The fibre shakers shall include a fibre-holding fixture for securely 
holding the fibre.  

One exemplary mechanism design has three turns of fibre coiled into a 3-ply figure-eight 
arrangement, with the loops each being approximately 120 mm in diameter. A motor-driven 
eccentric drives a slider back and forth at about one stroke per second, alternately flattening 
and stretching one loop of the figure eight with 25 mm amplitude. Three such mechanisms in 
series will consume about 3 × 3 ×(2 × π × 0,120) = 6,8 meters of the test jumper assembly’s 
fibre. 

The fibre ends leading into and out of the fibre shakers shall be mechanically fixed or 
stabilized to prevent movement of fibres at connection points. In addition, the fibre shakers 
shall be mechanically isolated from the rest of the test setup so that vibrations are not 
transmitted to connection points throughout the apparatus, or to the micropositioner, camera, 
or microscope objective. 

NOTE 1  Vibration reduction is easier if the fibre shaker is both statically and dynamically balanced, and if all 
moving components are light in weight. 

NOTE 2 There is no required relation between the measurement period (containing the one hundred strokes) and 
the duration of a CCD camera exposure. Typically, in each measurement period, many exposures are taken and 
later summed, to avoid saturation of the CCD, and to ensure that speckle is in fact averaged out. Too short a total 
exposure time will prevent the desired averaging out of speckle. 

3.4 Micropositioner 

The purpose of the micropositioner is to bring the projected image of the fibre face into focus 
on the CCD chip within the camera, and also to support geometric calibration of the apparatus 
by making calibrated moves in X and Y, these axes being perpendicular to the optic axis Z. 

The X-axis and Y-axis accuracy and resolution shall be one micron or less (finer), and it shall 
be possible to sweep the centroid of the calibration-source nearfield image from one edge of 
the CCD chip to the other, in both X and Y directions, by adjustment of the X and Y axes 
alone, with the nearfield image remaining substantially in focus on the CCD chip. The X-axis 
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