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Foreword 

The text of document 86C/784/CDV, future edition 2 of IEC 61290-3-2, prepared by SC 86C, Fibre optic
systems and active devices, of IEC TC 86, Fibre optics, was submitted to the IEC-CENELEC parallel vote 
and was approved by CENELEC as EN 61290-3-2 on 2008-10-01.

This European Standard supersedes EN 61290-3-2:2003.

EN 61290-3-2:2008 includes updates to specifically address all types of optical amplifiers, not just optical
fibre amplifiers. 

This standard is to be used in conjunction with EN 61290-3 and EN 61291-1.

The following dates were fixed:

– latest date by which the EN has to be implemented 
at national level by publication of an identical
national standard or by endorsement (dop) 2009-07-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn  (dow) 2011-10-01

Annex ZA has been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 61290-3-2:2008 was approved by CENELEC as a European 
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

IEC 60793 NOTE   Harmonized in EN 60793 series (modified).

IEC 60825-1 NOTE   Harmonized as EN 60825-1:2007 (not modified).

IEC 60825-2 NOTE   Harmonized as EN 60825-2:2004 (not modified).

IEC 60874-1 NOTE   Harmonized as EN 60874-1:2007 (not modified).

__________
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD
applies.

Publication Year Title EN/HD Year
IEC 60728-6 -1) Cable networks for television signals, sound 

signals and interactive services -
Part 6: Optical equipment 

EN 60728-6 20032)

IEC 61290-3 -1) Optical amplifiers - Test methods -
Part 3: Noise figure parameters

EN 61290-3 20082)

IEC 61291-1 -1) Optical amplifiers -
Part 1: Generic specification 

EN 61291-1 20062)

1) Undated reference. 
2) Valid edition at date of issue.
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INTRODUCTION 

This part of IEC 61290 is devoted to the subject of optical amplifiers. The technology of
optical amplifiers is still rapidly evolving, hence amendments and new additions to this
standard can be expected.

Each symbol and abbreviation introduced in this standard is generally explained in the text 
the first time it appears. However, for an easier understanding of the whole text, a list of all
symbols and abbreviations used in this standard is given in Clause 3.
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