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National foreword

This British Standard is the UK implementation of EN 61290-3-3:2014. It is
identical to IEC 61290-3-3:2013.

The UK participation in its preparation was entrusted by Technical
Committee GEL/86, Fibre optics, to Subcommittee GEL/86/3, Fibre optic
systems and active devices.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

© The British Standards Institution 2014.
Published by BSI Standards Limited 2014

ISBN 978 0 580 78335 7
ICS 33.180.30

Compliance with a British Standard cannot confer immunity from

legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2014.
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Foreword

The text of document 86C/1121/CDV, future edition 1 of JEC 61290-3-3, prepared by SC 86C, "Fibre
optic systems and active devices", of IEC/TC 86, "Fibre optics" was submitted to the IEC-CENELEC
parallel vote and approved by CENELEC as EN 61290-3-3:2014.

The following dates are fixed:

¢ latest date by which the document has (dop) 2014-09-12
to be implemented at national level by
publication of an identical national
standard or by endorsement

o latest date by which the national (dow) 2016-12-12
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 61290-3-3:2013 was approved by CENELEC as a
European Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards
indicated:

EC 61290-3-1 NOTE Harmonized as EN 61290-3-1[.
EC 61290-3-2 NOTE Harmonized as EN 61290-3-2.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.

Publication Year Title EN/HD Year

EC 61290-3 - Optical amplifiers - Test methods - N 61290-3 -
Part 3: Noise figure parameters

EC 61291-1 2012  Optical amplifiers - N 61291-1 2012

Part 1: Generic specification
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OPTICAL AMPLIFIERS -
TEST METHODS -

Part 3-3: Noise figure parameters —
Signal power to total ASE power ratio

1 Scope and object

This part of applies to all commercially available single channel optical amplifiers
(OAs), including OAs using optically pumped fibres (OFAs) based on either rare-earth doped
fibores or on the Raman effect, semiconductor optical amplifier modules (SOA modules) and
planar optical waveguide amplifiers (POWAs). More specifically, it applies to single channel
OAs placed before optical receivers, where there are no optical bandpass filtering elements
placed between the OA and the receiver.

The object of this part of is to establish uniform requirements for accurate and
reliable measurement of the ratio of the signal output power to the total ASE power generated
by the OA in the optical bandwidth of the receiver. This quantity is a measure of the
spontaneous-spontaneous beat noise at the receiver, and is correlated to the spontaneous-
spontaneous noise factor of the OA, Fg, g, as defined in IEC 61290-3 and |JEC 61291-1.

EC 61290-3-1 describes a measurement method, using an optical spectrum analyzer, OSA, for
the signal-spontaneous noise factor Fgg_s, but does not describe a method for measuring

Fsp-sp- EC 61290-3-2 describes a measurement method, using an electrical spectrum analyzer
(ESA), for the total noise factor F, 5, + Fig.sp- However, this method does not allow Fg, g, to

be measured separately, and therefore does not provide a means of directly quantifying the
effect of spontaneous-spontaneous beat noise at the receiver. This part of |[EC 61290-3
complements JEC 61290-3-1 and JEC 61290-3-2 in that it provides such a means.

Two measurement methods are provided for the ratio of the signal output power to the total
ASE power. The first method uses an OSA, while the second method uses a bandpass filter
and an optical power meter.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

EC 61290-3, Optical amplifiers — Test methods — Part 3: Noise figure parameters

IEC 61291-1:2019, Optical fibre amplifiers — Part 1: Generic specification

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
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