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National foreword

This British Standard is the UK implementation of EN 61300-2-24:2010. It is
identical to IEC 61300-2-24:2010. It supersedes BS EN 61300-2-24:200Q
which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
GEL/86, Fibre optics, to Subcommittee GEL/86/2, Fibre optic interconnecting
devices and passive components.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© BSI 2010
ISBN 978 0 580 63662 2
ICS 33.180.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 August 2010.

Amendments issued since publication
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Foreword

The text of document 86B/2967/FDIS, future edition 2 of IEC 61300-2-24, prepared by SC 86B, Fibre

optic interconnecting devices and passive components, of IEC TC 86, Fibre optics, was submitted to the
IEC-CENELEC parallel vote and was approved by CENELEC as EN 61300-2-24 on 2010-07-01.

This European Standard supersedes EN 61300-2-24:2000.

EN 61300-2-24:2010 constitutes a technical revision. Specific technical changes involve the addition of a
dimension example of the reference gauge and the plate for the ceramic sleeve and a commonly used
ceramic alignment sleeve for the 1,25 mm ceramic sleeve.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent
rights.

The following dates were fixed:
— latest date by which the EN has to be implemented

at national level by publication of an identical
national standard or by endorsement (dop) 2011-04-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-07-01

Endorsement notice

The text of the International Standard IEC 61300-2-24:2010 was approved by CENELEC as a European
Standard without any modification.
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FIBRE OPTIC INTERCONNECTING
DEVICES AND PASSIVE COMPONENTS -
BASIC TEST AND MEASUREMENT PROCEDURES -

Part 2-24: Tests —
Screen testing of ceramic alignment
split sleeve by stress application

1 Scope

The purpose of this part of IEC 61300 is to identify weaknesses in a ceramic alignment split
sleeve which could lead to early failure of the component.

2 General description

Ceramic alignment sleeves are important components often used in the adaptor of plug-
adaptor-plug optical connector sets. By using the method described, the component is
subjected to a proof stress greater than would be experienced under normal service
conditions. This enables weak products to be screened out.

3 Apparatus

The apparatus and arrangement necessary to perform this screening procedure are shown in
Figure 1. The material needed consists of the following:

a) a reference gauge made of ceramic with a sleeve-holding section, a tapered section and a
stress-applying section. The diameter of each section is dependent on the dimensions of
the product being screened. The length of the sleeve-holding section and the stress-
applying section should be greater than the component being tested,;

b) plates A and B, each having a clearance hole in the centre to allow the plate to move a
sample of a ceramic alignment split sleeve on the reference gauge.
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