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National foreword

This British Standard is the official English language version of
EN 61300-3-16:2003. It 1s identical with IEC 61300-3-16:2003. It supersedes
BS EN 61300-3-16:1997 which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
GEL/86, Fibre optics, to Subcommaittee GEL/86/2, Fibre optic interconnecting
devices and passive components, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 14, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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This European Standard was approved by CENELEC on 2002-12-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.
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notified to the Central Secretariat has the same status as the official versions.
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Foreword
The text of document 86B/1746/FDIS, future edition 2 of IEC 61300-3-16, prepared by SC 86B, Fibre

optic interconnecting devices and passive components, of IEC TC 86, Fibre optics, was submitted to
the IEC-CENELEC parallel vote and was approved by CENELEC as EN 61300-3-16 on 2002-12-01.

This European Standard supersedes EN 61300-3-16:1997.
The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2003-10-01
— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow)  2005-12-01

Endorsement notice

The text of the International Standard IEC 61300-3-16:2003 was approved by CENELEC as a European
Standard without any modification.
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FIBRE OPTIC INTERCONNECTING DEVICES
AND PASSIVE COMPONENTS -
BASIC TEST AND MEASUREMENT PROCEDURES -

Part 3-16: Examinations and measurements —
Endface radius of spherically polished ferrules

1 Scope

This part of IEC 61300 describes a procedure to measure the endface radius of a spherically
polished ferrule and angled ferrule or an angled spherically polished ferrule.

2 Normative reference

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

None.

3 General description

The ferrule endface radius R is defined as the radius of curvature of the portion of the endface
which is domed for physical contact. It is assumed that the endface is spherical, although in
practice the endface is often aspherical (see figure 1).

IEC 2657/02

Figure 1 — Radius of curvature of the endface

Three methods are described in this standard for measuring the radius of curvature:

a) method 1: analyzing the endface with a two-dimensional surface analyzer;

b) method 2: analyzing the endface with a two-dimensional interferometry type surface
analyzer;

c) method 3: analyzing the endface with a three dimensional interferometry type surface
analyzer.

(Method 3 is a reference method.)
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