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Foreword 

The text of document 65A/500/FDIS, future edition 1 of IEC 61326-3-1, prepared by SC 65A, System
aspects, of IEC TC 65, Industrial-process measurement, control and automation, was submitted to the
IEC-CENELEC parallel vote and was approved by CENELEC as EN 61326-3-1 on 2008-06-01.

The EN 61326 series supersedes EN 61326:1997 + corrigendum September 1998 + A1:1998 + A2:2001 
+ A3:2003.

This standard is to be used in conjunction with EN 61326-1.

The following dates were fixed:

– latest date by which the EN has to be implemented 
at national level by publication of an identical
national standard or by endorsement (dop) 2009-03-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn  (dow) 2011-06-01

Annex ZA has been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 61326-3-1:2008 was approved by CENELEC as a European 
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

IEC 60204-1 NOTE   Harmonized as EN 60204-1:2006 (modified).

IEC 61508-4 NOTE   Harmonized as EN 61508-4:2001 (not modified).

IEC 61511 NOTE   Harmonized in EN 61511 series (not modified).

__________
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.

Publication Year Title EN/HD Year
IEC 60050-161 - 1) International Electrotechnical Vocabulary

(IEV) - 
Chapter 161: Electromagnetic compatibility 

- - 

IEC 61000-4-2
A1
A2

1995
1998
2000

Electromagnetic compatibility (EMC) -
Part 4-2: Testing and measurement 
techniques - Electrostatic discharge 
 immunity test

EN 61000-4-2
A1
A2

1995
1998
2001

IEC 61000-4-3 2006 Electromagnetic compatibility (EMC) -
Part 4-3: Testing and measurement 
techniques - Radiated, radio-frequency,
electromagnetic field immunity test

EN 61000-4-3 2006

IEC 61000-4-4 2004 Electromagnetic compatibility (EMC) -
Part 4-4: Testing and measurement 
techniques - Electrical fast transient/burst
immunity test

EN 61000-4-4 2004

IEC 61000-4-5 2005 Electromagnetic compatibility (EMC) -
Part 4-5: Testing and measurement 
techniques - Surge immunity test

EN 61000-4-5 2006

IEC 61000-4-6
+ A1
+ A2

2003
2004
2006

Electromagnetic compatibility (EMC) -
Part 4-6: Testing and measurement 
techniques - Immunity to conducted 
disturbances, induced by radio-frequency
fields

EN 61000-4-6
+ corr. August 

2007
2007

IEC 61000-4-8
A1

1993
2000

Electromagnetic compatibility (EMC) -
Part 4-8: Testing and measurement 
techniques - Power frequency magnetic field 
immunity test

EN 61000-4-8
A1

1993
2001

IEC 61000-4-11 2004 Electromagnetic compatibility (EMC) -
Part 4-11: Testing and measurement 
techniques - Voltage dips, short interruptions
and voltage variations immunity tests

EN 61000-4-11 2004

IEC 61000-4-16
A1

1998
2001

Electromagnetic compatibility (EMC) -
Part 4-16: Testing and measurement 
techniques - Test for immunity to conducted, 
common mode disturbances in the frequency
range 0 Hz to 150 kHz 

EN 61000-4-16
A1

1998
2004

1) Undated reference.
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IEC 61000-4-29 2000 Electromagnetic compatibility (EMC) -

Part 4-29: Testing and measurement 
techniques - Voltage dips, short interruptions
and voltage variations on d.c. input power port
immunity tests

EN 61000-4-29 2000

IEC 61000-6-2 2005 Electromagnetic compatibility (EMC) -
Part 6-2: Generic standards - Immunity for
industrial environments

EN 61000-6-2
+ corr. September

2005
2005

IEC 61326-1 2005 Electrical equipment for measurement,  
control and laboratory use - EMC
requirements -
Part 1: General requirements

EN 61326-1 2006

IEC 61326-2-1 2005 Electrical equipment for measurement,  
control and laboratory use - EMC
requirements -
Part 2-1: Particular requirements - Test
configurations, operational conditions and
performance criteria for sensitive test and 
measurement equipment for EMC unprotected
applications

EN 61326-2-1 2006

IEC 61326-2-2 2005 Electrical equipment for measurement,  
control and laboratory use - EMC
requirements -
Part 2-2: Particular requirements - Test
configurations, operational conditions and
performance criteria for portable test,
measuring and monitoring equipment used in 
low-voltage distribution systems 

EN 61326-2-2 2006

IEC 61326-2-3 2006 Electrical equipment for measurement,  
control and laboratory use - EMC
requirements -
Part 2-3: Particular requirements - Test
configuration, operational conditions and 
performance criteria for transducers with 
integrated or remote signal conditioning

EN 61326-2-3 2006

IEC 61326-2-4 2006 Electrical equipment for measurement,  
control and laboratory use - EMC
requirements -
Part 2-4: Particular requirements - Test
configurations, operational conditions and
performance criteria for insulation monitoring 
devices according to IEC 61557-8 and for
equipment for insulation fault location
according to IEC 61557-9

EN 61326-2-4 2006

IEC 61326-2-5 2006 Electrical equipment for measurement,  
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INTERNATIONAL ELECTROTECHNICAL COMMISSION
____________ 

ELECTRICAL EQUIPMENT FOR MEASUREMENT,  
CONTROL AND LABORATORY USE –  

EMC REQUIREMENTS –

Part 3-1: Immunity requirements for safety-related
systems and for equipment intended to perform  

safety-related functions (functional safety) –  
General industrial applications 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 61326-3-1 has been prepared by subcommittee 65A: System
aspects, of IEC technical committee 65: Industrial-process measurement and control. 

The IEC 61326 series cancels and replaces IEC 61326:2002 and constitutes a technical 
revision.

IEC 61326-3-1 is to be read in conjunction with IEC 61326-1.
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The text of this standard is based on the following documents:

FDIS Report on voting

65A/500/FDIS 65A/505/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all the parts of the IEC 61326 series, under the general title Electrical equipment for
measurement, control and laboratory use – EMC requirements, can be found on the IEC
website.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in
the data related to the specific publication. At this date, the publication will be 

• reconfirmed, 
• withdrawn,
• replaced by a revised edition, or
• amended. 

The contents of the corrigendum of September 2008 have been included in this copy.
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INTRODUCTION 

Functional safety is that part of the overall safety relating to the equipment under control 
(EUC) and the EUC control system which depends on the correct functioning of the electrical
safety-related systems. To achieve this all items of equipment of the safety-related system
which are involved in the performance of the safety functions must behave in a specified
manner under all relevant conditions.

The IEC basic safety publication for functional safety of electrical/electronic/programmable
electronic safety-related systems is IEC 61508. It sets the overall requirements to achieve
functional safety. Sufficient immunity to electromagnetic disturbances is one of those 
requirements.

The concept of IEC 61508 distinguishes between the consideration of the application and the
design of safety-related electrical and electronic systems. The interface between both is the
safety requirements specification (SRS). It specifies all relevant requirements of the intended
application, as follows.

a) Definition of the safety function, based on a risk assessment of the intended
application (which function is intended to reduce risk).

b) Appropriate safety integrity level (SIL) for each safety-function based on a risk
assessment of the intended application.

c) Definition of the environment in which the system is intended to work including the 
electromagnetic environment as required by IEC 61508-2.

Hence, with regard to immunity against electromagnetic phenomena, the essential starting
point is that the electromagnetic environment and its phenomena are considered in the SRS,
as required by IEC 61508. The safety-related system intended to implement the specified
safety function has to fulfil the SRS, and, from it, corresponding immunity requirements have
to be derived for the items of equipment, which results in an equipment requirement
specification. With respect to the electromagnetic environment, the SRS and the equipment 
requirement specification should be based on a competent assessment of the foreseeable
electromagnetic threats in the real environment over the whole operational life of the 
equipment. Hence, immunity requirements for the equipment depend on the characteristics of 
the electromagnetic environment in which the equipment is intended to be used.

The equipment manufacturer, therefore, has to prove that the equipment fulfils the equipment 
requirement specification and the system integrator must prove that the system fulfils the 
SRS. Evidence has to be produced by application of appropriate methods. They do not need
to consider any other aspects of the application, for example, risk of the application
associated to any failure of the safety-related system. The objective is for all equipment in the
system to comply with particular performance criteria taking into account functional safety
aspects (for example, the performance criterion FS) up to levels specified in the SRS
independent of the required safety integrity level (SIL).

There are basically two approaches on how to deal with the electromagnetic environments
and to conclude on immunity requirements. 

(A) To consider a general electromagnetic environment with no specific restrictions, for
example, an industrial environment, and to take into account all the electromagnetic
phenomena that can occur as well as their maximum amplitudes when deriving
appropriate immunity levels for the system and the equipment. This approach has
been used to determine the levels specified within this part of IEC 61326 leading to 
increased immunity levels for some electromagnetic phenomena compared to
immunity levels which are derived without functional safety considerations. 

(B) To control the electromagnetic environment, for example, by the application of 
particular installation and mitigation practices, in such a way that electromagnetic
phenomena and their amplitudes could occur only to a certain extent. These 
phenomena and restricted amplitudes are then taken into account by appropriate 
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immunity levels. These levels are not necessarily higher than those derived without
functional safety considerations because it is ensured by corresponding means that
higher amplitudes are not normally expected. This approach is considered in 
IEC 61326-3-2.

Applying approach (A) with regard to a general industrial environment requires appropriate
knowledge of the electromagnetic phenomena and the amplitudes to be expected there. For
this purpose and as it is also requested by IEC 61508, electromagnetic environment data of
IEC 61000-2-5 are to be used. This IEC publication gives information about electromagnetic
phenomena to be expected and describes their amplitudes in terms of compatibility levels. 
Since they can be considered as disturbance levels at which an acceptable electromagnetic
compatibility should exist, these levels are used as the basis for normal immunity
requirements as given in non-safety-related standards such as IEC 61326-1, IEC 61326-2-X
or the generic standard IEC 61000-6-2. This normal approach applied to achieve 
electromagnetic compatibility is based on a technical/economical compromise allowing a
certain amount of harmful interference cases. This approach, however, is not sufficient in the 
case of safety-related systems and the equipment used in them. Immunity levels have to be
determined which take into account all electromagnetic phenomena and the maximum levels
to be expected in the electromagnetic environment under consideration and hence for many
electromagnetic phenomena these levels are increased compared to the normal ones.

Following approach (A), IEC 61326-3-1 gives specific electromagnetic immunity requirements
that apply to safety-related systems and equipment intended to be used in safety-related
systems. These requirements supplement certain requirements of IEC 61326-1, and the 
selected electromagnetic phenomena and defined immunity test levels are expected to match
with the environmental conditions of most industrial applications.

The correlation between the standards IEC 61326-1, IEC 61326-2-X, IEC 61326-3-1 and 
IEC 61326-3-2 is described in the diagram of Figure 1.

The increased specified test levels in this standard are derived from the highest levels to be
expected in the environment of most industrial applications. These increased test levels are
related to the electromagnetic environment (that can occur). They cannot be related in an 
analytical way to the SIL required for the safety-related system because there is no practically
provable relationship between test level and probability of failure during use. The influences
of electromagnetic phenomena are considered as systematic effects and by their nature often 
result in common cause events.

Design features of equipment must take into account the required SIL and must be designed
to avoid dangerous systematic failures. Sufficient immunity against electromagnetic 
disturbances can only be ensured by design, mitigation and construction techniques which 
take into account electromagnetic aspects, which, however, are not within the scope of this
standard. 

It is therefore recommended that the approach to achieve the capability for the required SIL 
should be through the adoption of design features on the one hand and through appropriate
test performance parameters in order to increase the level of confidence in the test results on
the other hand.
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