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Foreword 

The text of the International Standard IEC 61511-1:2003, prepared by SC 65A, System aspects, of 
IEC TC 65, Industrial-process measurement and control, was submitted to the Unique Acceptance 
Procedure and was approved by CENELEC as EN 61511-1 on 2004-10-01 without any modification. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 2005-10-01 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 2007-10-01 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the International Standard IEC 61511-1:2003 + corrigendum November 2004 was 
approved by CENELEC as a European Standard without any modification. 

__________ 
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INTRODUCTION

Safety instrumented systems have been used for many years to perform safety instrumented
functions in the process industries. If instrumentation is to be effectively used for safety
instrumented functions, it is essential that this instrumentation achieves certain minimum
standards and performance levels.

This international standard addresses the application of safety instrumented systems for the
Process Industries. It also requires a process hazard and risk assessment to be carried out to
enable the specification for safety instrumented systems to be derived. Other safety systems
are only considered so that their contribution can be taken into account when considering the
performance requirements for the safety instrumented systems. The safety instrumented
system includes all components and subsystems necessary to carry out the safety
instrumented function from sensor(s) to final element(s).

This international standard has two concepts which are fundamental to its application; safety
lifecycle and safety integrity levels.

This standard addresses safety instrumented systems which are based on the use of
electrical/electronic/programmable electronic technology. Where other technologies are used
for logic solvers, the basic principles of this standard should be applied. This standard also
addresses the safety instrumented system sensors and final elements regardless of the
technology used. This International Standard is process industry specific within the framework
of IEC 61508 (see Annex A).

This International Standard sets out an approach for safety life-cycle activities to achieve
these minimum standards. This approach has been adopted in order that a rational and
consistent technical policy is used.

In most situations, safety is best achieved by an inherently safe process design If necessary,
this may be combined with a protective system or systems to address any residual identified
risk. Protective systems can rely on different technologies (chemical, mechanical, hydraulic,
pneumatic, electrical, electronic, programmable electronic) To facilitate this approach, this
standard

• requires that a hazard and risk assessment is carried out to identify the overall safety
requirements;

• requires that an allocation of the safety requirements to the safety instrumented system(s)
is carried out;

• works within a framework which is applicable to all instrumented methods of achieving
functional safety;

• details the use of certain activities, such as safety management, which may be applicable
to all methods of achieving functional safety.

This International Standard on safety instrumented systems for the process industry

• addresses all safety life-cycle phases from initial concept, design, implementation,
operation and maintenance through to decommissioning;

• enables existing or new country specific process industry standards to be harmonized with
this standard.

This International Standard is intended to lead to a high level of consistency (for example, of
underlying principles, terminology, information) within the process industries. This should
have both safety and economic benefits.

In jurisdictions where the governing authorities (for example, national, federal, state, province,
county, city) have established process safety design, process safety management, or other
requirements, these take precedence over the requirements defined in this standard.

3002:1−11516 CEI SB
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FUNCTIONAL SAFETY –
SAFETY INSTRUMENTED SYSTEMS

FOR THE PROCESS INDUSTRY SECTOR –

Part 1: Framework, definitions, system,
hardware and software requirements

1 Scope

This International Standard gives requirements for the specification, design, installation,
operation and maintenance of a safety instrumented system, so that it can be confidently
entrusted to place and/or maintain the process in a safe state. This standard has been
developed as a process sector implementation of  IEC 61508.

In particular, this standard

a) specifies the requirements for achieving functional safety but does not specify who is
responsible for implementing the requirements (for example, designers, suppliers,
owner/operating company, contractor); this responsibility will be assigned to different
parties according to safety planning and national regulations;

b) applies when equipment that meets the requirements of IEC 61508, or of 11.5 of
IEC 61511-1, is integrated into an overall system that is to be used for a process sector
application but does not apply to manufacturers wishing to claim that devices are suitable
for use in safety instrumented systems for the process sector (see IEC 61508-2 and
IEC 61508-3);

c) defines the relationship between IEC 61511 and IEC 61508 (Figures 2 and 3);
d) applies when application software is developed for systems having limited variability or

fixed programmes but does not apply to manufacturers, safety instrumented systems
designers, integrators and users that develop embedded software (system software) or
use full variability languages (see IEC 61508-3);

e) applies to a wide variety of industries within the process sector including chemicals, oil
refining, oil and gas production, pulp and paper, non-nuclear power generation;
NOTE  Within the process sector some applications, (for example, off-shore), may have additional
requirements that have to be satisfied.

f) outlines the relationship between safety instrumented functions and other functions
(Figure 4);

g) results in the identification of the functional requirements and safety integrity requirements
for the safety instrumented function(s) taking into account the risk reduction achieved by
other means;

h) specifies requirements for system architecture and hardware configuration, application
software, and system integration;

i) specifies requirements for application software for users and integrators of safety
instrumented systems (clause 12). In particular, requirements for the following are
specified:
– safety life-cycle phases and activities that are to be applied during the design and

development of the application software (the software safety life-cycle model). These
requirements include the application of measures and techniques, which are intended
to avoid faults in the software and to control failures which may occur;

– information relating to the software safety validation to be passed to the organization
carrying out the SIS integration;

3002:1−11516 CEI SB
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– preparation of information and procedures concerning software needed by the user for
the operation and maintenance of the SIS;

– procedures and specifications to be met by the organization carrying out modifications
to safety software;

j) applies when functional safety is achieved using one or more safety instrumented
functions for the protection of personnel, protection of the general public or protection of
the environment;

k) may be applied in non-safety applications such as asset protection;
l) defines requirements for implementing safety instrumented functions as a part of the

overall arrangements for achieving functional safety;
m) uses a safety life cycle (Figure 8) and defines a list of activities which are necessary to

determine the functional requirements and the safety integrity requirements for the safety
instrumented systems;

n) requires that a hazard and risk assessment is to be carried out to define the safety
functional requirements and safety integrity levels of each safety instrumented function;
NOTE  See Figure 9 for an overview of risk reduction methods.

o) establishes numerical targets for average probability of failure on demand and frequency
of dangerous failures per hour for the safety integrity levels;

p) specifies minimum requirements for hardware fault tolerance;
q) specifies techniques/measures required for achieving the specified integrity levels;
r) defines a maximum level of performance (SIL 4) which can be achieved for a safety

instrumented function implemented according to this standard;
s) defines a minimum level of performance (SIL 1) below which this standard does not apply;
t) provides a framework for establishing safety integrity levels but does not specify the safety

integrity levels required for specific applications (which should be established based on
knowledge of the particular application);

u) specifies requirements for all parts of the safety instrumented system from sensor to final
element(s);

v) defines the information that is needed during the safety life cycle;
w) requires that the design of a safety instrumented function takes into account human

factors;
x) does not place any direct requirements on the individual operator or maintenance person.
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Safety instrumented systems
Software requirements (clause 12)

Management of functional safety (clause 5)
Determination of function and integrity (clause 8)

Verification and validation (clause 7, 12.3, 12.7,
clauses 13 and 15)

Operation, maintenance and modification (clauses 16 and 17)

Safety instrumented functions
Continuous mode

Safety instrumented control function
Demand mode control

Safety instrumented protection function
- Safety instrumented prevention function
- Safety instrumented mitigation function

Safety instrumented systems
System and hardware requirements (clause 6)

Software

Input
(Function)

Logic
(Function)

Output
(Function)

Figure 5 – Relationship between system, hardware, and software of IEC 61511-1

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60654-1:1993, Industrial-process measurement and control equipment – Operating
conditions – Part 1: Climatic conditions

IEC 60654-3:1998, Industrial-process measurement and control equipment – Operating
conditions – Part 3: Mechanical influences

IEC 61326-1:Electrical equipment for measurement, control and laboratory use – EMC
requirements

IEC 61508, Functional safety of electrical/electronic/programmable electronic safety-related
systems – Part 2: Requirements for electrical/electronic/programmable electronic safety-
related systems

IEC 61508-3, Functional safety of electrical/electronic/programmable electronic safety-related
systems – Part 3: Software requirements

IEC   3244/02
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IEC 61511-2: Functional safety – Safety instrumented systems for the process industry sector
– Part 2: Guidelines in the application of IEC 61511-11

3 Abbreviations and definitions

3.1 Abbreviations

Abbreviations used throughout IEC 61511 are given in Table 1.

Table 1 – Abbreviations used in IEC 61511

Abbreviation Full expression
AC/DC Alternating current/direct current
ALARP As low as reasonably practicable
ANSI American National Standards Institute
BPCS Basic process control system
DC Diagnostic coverage
E/E/PE Electrical/electronic/programmable electronic
E/E/PES Electrical/electronic/programmable electronic system
EMC Electro-magnetic compatibility
FAT Factory acceptance testing
FPL Fixed program language
FTA Fault tree analysis
FVL Full variability language
HFT Hardware fault tolerance
HMI Human machine interface
H&RA Hazard and risk assessment
HRA Human reliability analysis
H/W Hardware
IEC International Electrotechnical Commission
IEV International Electrotechnical Vocabulary
ISA Instrumentation, Systems and Automation Society
ISO International Organization for Standardization
LVL Limited variability language
MooN “M” out of “N” (see 3.2.45)
NP Non-programmable
PE Programmable electronics
PES Programmable electronic system
PFD Probability of failure on demand
PFDavg Average probability of failure on demand
PLC Programmable logic controller
SAT Site acceptance test
SFF Safe failure fraction
SIF Safety instrumented function
SIL Safety integrity level
SIS Safety instrumented system
SRS Safety requirement specification
S/W Software

___________
1 To be published.
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3.2 Definitions

For the purposes of this document, the following definitions apply.

3.2.1
architecture
arrangement of hardware and/or software elements in a system, for example,
(1) arrangement of safety instrumented system (SIS) subsystems;
(2) internal structure of an SIS subsystem;
(3) arrangement of software programs
NOTE  This term differs from the definition in IEC 61508-4 to reflect differences in the process sector terminology.

3.2.2
asset protection
 function allocated to system design for the purpose of preventing loss to assets

3.2.3
basic process control system (BPCS)
system which responds to input signals from the process, its associated equipment, other
programmable systems and/or an operator and generates output signals causing the process
and its associated equipment to operate in the desired manner but which does not perform
any safety instrumented functions with a claimed SIL ≥ 1
NOTE  See Clause A.2.

3.2.4
channel
element or  group of elements that independently perform(s) a function
NOTE 1  The elements within a channel could include input/output (I/O) modules, logic systems (see 3.2.40),
sensors, final elements.

NOTE 2  A dual channel (i.e., a two-channel) configuration is one with two channels that independently perform
the same function.

NOTE 3  The term can be used to describe a complete system or a portion of a system (for example, sensors or
final elements).

3.2.5
coding
see “programming”

3.2.6

3.2.6.1
common cause failure
failure, which is the result of one or more events, causing failures of two or more separate
channels in a multiple channel system, leading to system failure

3.2.6.2
common mode failure
failure of two or more channels in the same way, causing the same erroneous result

3.2.7
component
one of the parts of a system, subsystem, or device performing a specific function

3.2.8
configuration
see “architecture”
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3.2.9
configuration management
discipline of identifying the components of an evolving (hardware and software) system for the
purposes of controlling changes to those components and maintaining continuity and
traceability throughout the life cycle

3.2.10
control system
system which responds to input signals from the process and/or from an operator and
generates output signals causing the process to operate in the desired manner
NOTE  The control system includes input devices and final elements and may be either a BPCS or an SIS or
a combination of the two.

3.2.11
dangerous failure
failure which has the potential to put the safety instrumented system in a hazardous or fail-
to-function state
NOTE  Whether or not the potential is realized may depend on the channel architecture of the system; in systems
with multiple channels to improve safety, a dangerous hardware failure is less likely to lead to the overall
hazardous or fail-to-function state.

3.2.12
dependent failure
failure whose probability cannot be expressed as the simple product of the unconditional
probabilities of the individual events which caused it
NOTE 1  Two events A and B are dependent, where P(z) is the probability of event z, only if P(A and B) > P(A) × P(B).

NOTE 2  See 9.5 as an example of dependent failure consideration between layers of protection.

NOTE 3  Dependent failure includes common cause (see 3.2.6).

3.2.13
detected
revealed
overt
in relation to hardware failures and software faults, detected by the diagnostic tests or through
normal operation

3.2.14
device
functional unit of hardware or software, or both, capable of accomplishing a specified purpose
(for example, field devices; equipment connected to the field side of the SIS I/O terminals;
such equipment includes field wiring, sensors, final elements, logic solvers, and those
operator interface devices hard-wired to SIS I/O terminals)

3.2.15
diagnostic coverage (DC)
 ratio of the detected failure rate to the total failure rate of the component or subsystem as
detected by diagnostic tests. Diagnostic coverage does not include any faults detected by
proof tests.
NOTE 1  The diagnostic coverage is used to compute the detected (λdetected) and undetected failure rates (λundected)
from the total failure rate (λ

total  fai lure rat e
) as follows: λdetected = DC × λ

tot al  f ai lure rat e
 and λundected = (1-DC) × λ

tot a l  f ai lu re rate
 .

NOTE 2  Diagnostic coverage is applied to components or subsystems of a safety instrumented system. For
example, the diagnostic coverage is typically determined for a sensor, final element or a logic solver.

NOTE 3  For safety applications the diagnostic coverage is typically applied to the safe and dangerous failures of
a component or subsystem. For example, the diagnostic coverage for the dangerous failures of a component
or subsystem is DC = λDD/λDT , where λDD is the dangerous detected failure rate and λDT is the total dangerous
failure rate.
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3.2.16
diversity
existence of different means performing a required function
NOTE  Diversity may be achieved by different physical methods or different design approaches.

3.2.17
electrical/electronic/programmable (E/E/PE)
based on electrical (E) and/or electronic (E) and/or programmable electronic (PE) technology
NOTE  The term is intended to cover any and all devices or systems operating on electrical principles and would
include

- electro-mechanical devices (electrical);

- solid-state non-programmable electronic devices (electronic);

- electronic devices based on computer technology (programmable electronic) (see 3.2.55).

3.2.18
error
discrepancy between a computed, observed or measured value or condition and the true,
specified or theoretically correct value or condition
NOTE  Adapted from IEV 191-05-24 by excluding the notes.

3.2.19
external risk reduction facilities
measures to reduce or mitigate the risks, which are separate and distinct from the SIS
NOTE 1  Examples include a drain system, fire wall, bund (dike).

NOTE 2  This term deviates from the definition in IEC 61508-4 to reflect differences in the process sector
terminology.

3.2.20
failure
termination of the ability of a functional unit to perform a required function
NOTE 1  This definition (excluding these notes) matches ISO/IEC 2382-14-01-09:1997.

NOTE 2  For further information, see IEC 61508-4.

NOTE 3  Performance of required functions necessarily excludes certain behaviour, and some functions may be
specified in terms of behaviour to be avoided. The occurrence of such behaviour is a failure.

NOTE 4  Failures are either random or systematic (see  3.2.62 and 3.2.85).

3.2.21
fault
abnormal condition that may cause a reduction in, or loss of, the capability of a functional unit
to perform a required function
NOTE  IEV 191-05-01 defines “fault” as a state characterized by the inability to perform a required function,
excluding the inability during preventive maintenance or other planned actions, or due to lack of external
resources. [ISO/IEC 2382-14-01-09]

3.2.22
fault avoidance
use of techniques and procedures which aim to avoid the introduction of faults during any
phase of the safety life cycle of the safety instrumented system

3.2.23
fault tolerance
ability of a functional unit to continue to perform a required function in the presence of faults
or errors
NOTE  The definition in IEV 191-15-05 refers only to sub-item faults. See the note for the term fault in 3.2.21.

[ISO/IEC 2382-14-04-06]

3002:1−11516 CEI SB

81

Page 17
EN 61511−1:2004

Full document details: BS EN 61511-1:2004

http://dx.doi.org/10.3403/02530708U
http://dx.doi.org/10.3403/02530708U
http://www.avadocuments.com/doc/bs-en-61511-1-2004
http://www.avadocuments.com/doc/bs-en-61511-1-2004


3.2.24
final element
part of a safety instrumented system which implements the physical action necessary to
achieve a safe state
NOTE  Examples are valves, switch gear, motors including their auxiliary elements, for example, a solenoid valve
and actuator if involved in the safety instrumented function.

3.2.25
functional safety
part of the overall safety relating to the process and the BPCS which depends on the correct
functioning of the SIS and other protection layers
NOTE  This term deviates from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.26
functional safety assessment
investigation, based on evidence, to judge the functional safety achieved by one or more
protection layers
NOTE  This term deviates from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.27
functional safety audit
systematic and independent examination to determine whether the procedures specific to the
functional safety requirements comply with the planned arrangements, are implemented
effectively and are suitable to achieve the specified objectives
NOTE  A functional safety audit may be carried out as part of a functional safety assessment.

3.2.28
functional unit
entity of hardware or software, or both, capable of accomplishing a specified purpose
NOTE 1  In IEV 191-01-01 the more general term “item” is used in place of functional unit. An item may sometimes
include people.

NOTE 2  This is the definition given in ISO/IEC 2382-14-01-01.

3.2.29
hardware safety integrity
part of the safety integrity of the safety instrumented function relating to random hardware
failures in a dangerous mode of failure
NOTE 1  The term relates to failures in a dangerous mode. That is, those failures of a safety instrumented function
that would impair its safety integrity. The two parameters that are relevant in this context are the overall dangerous
failure rate and the probability of failure to operate on demand.

NOTE 2  See 3.2.86.

NOTE 3  This term deviates from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.30
harm
physical injury or damage to the health of people, either directly or indirectly, as a result of
damage to property or to the environment
NOTE  This definition matches ISO/IEC Guide 51.

3.2.31
hazard
potential source of harm
NOTE 1  This definition (without notes) matches 3.4 of ISO/IEC Guide 51.

NOTE 2  The term includes danger to persons arising within a short time scale (for example, fire and explosion)
and also those that have a long-term effect on a person's health (for example, release of a toxic substance).
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3.2.32
human error
mistake
human action or inaction that produces an unintended result
NOTE  This is the definition found in ISO/IEC 2382-14-02-03 and differs from that given in IEV 191-05-25 by the
addition of “or inaction”.

3.2.33
impact analysis
activity of determining the effect that a change to a function or component will have to other
functions or components in that system as well as to other systems

3.2.34
independent department
department which is separate and distinct from the departments responsible for the activities
which take place during the specific phase of the safety life cycle that is subject to the
functional safety assessment or validation

3.2.35
independent organization
organization which is separate and distinct, by management and other resources, from the
organizations responsible for the activities which take place during the specific phase of the
safety life cycle that is subject to the functional safety assessment or validation

3.2.36
independent person
person who is separate and distinct from the activities which take place during the specific
phase of the safety life cycle that is subject to the functional safety assessment or validation
and does not have direct responsibility for those activities

3.2.37
input function
function which monitors the process and its associated equipment in order to provide input
information for the logic solver
NOTE  An input function could be a manual function.

3.2.38
instrument
apparatus used in performing an action (typically found in instrumented systems)
NOTE  Instrumented systems in the process sector are typically composed of sensors (for example, pressure,
flow, temperature transmitters), logic solvers or control systems (for example, programmable controllers,
distributed control systems), and final elements (for example, control valves). In special cases, instrumented
systems can be safety instrumented systems (see 3.2.72).

3.2.39
logic function
function which performs the transformations between input information (provided by one or
more input functions) and output information (used by one or more output functions); logic
functions provide the transformation from one or more input functions to one or more output
functions
NOTE  For further guidance, see IEC 61131-3 and IEC 60617-12.

3002:1−11516 CEI SB

02

Page 19
EN 61511−1:2004

Full document details: BS EN 61511-1:2004

http://dx.doi.org/10.3403/00316105U
http://dx.doi.org/10.3403/00249317U
http://www.avadocuments.com/doc/bs-en-61511-1-2004
http://www.avadocuments.com/doc/bs-en-61511-1-2004


3.2.40
logic solver
that portion of either a BPCS or SIS that performs one or more logic function(s)
NOTE 1  In IEC 61511 the following terms for logic systems are used:

- electrical logic systems for electro-mechanical technology;

- electronic logic systems for electronic technology;

- PE logic system for programmable electronic systems.

NOTE 2  Examples are: electrical systems, electronic systems, programmable electronic systems, pneumatic
systems, hydraulic systems. Sensors and final elements are not part of the logic solver.

3.2.40.1
safety configured logic solver
general purpose industrial grade PE logic solver which is specifically configured for use in
safety applications in accordance with 11.5

3.2.41
maintenance/engineering interface
maintenance/engineering interface is that hardware and software provided to allow proper SIS
maintenance or modification. It can include instructions and diagnostics which may be found
in software, programming terminals with appropriate communication protocols, diagnostic
tools, indicators, bypass devices, test devices, and calibration devices

3.2.42
mitigation
action that reduces the consequence(s) of a hazardous event
NOTE  Examples include emergency depressurization on detection of confirmed fire or gas leak.

3.2.43
mode of operation
 way in which a safety instrumented function operates

3.2.43.1
demand mode safety instrumented function
where a specified action (for example, closing of a valve) is taken in response to process
conditions or other demands. In the event of a dangerous failure of the safety instrumented
function a potential hazard only occurs in the event of a failure in the process or the BPCS

3.2.43.2
continuous mode safety instrumented function
where in the event of a dangerous failure of the safety instrumented function a potential
hazard will occur without further failure unless action is taken to prevent it
NOTE 1  Continuous mode covers those safety instrumented functions which implement continuous control to
maintain functional safety.

NOTE 2  In demand mode applications where the demand rate is more frequent than once per year, the hazard
rate will not be higher than the dangerous failure rate of the safety instrumented function. In such a case, it will
normally be appropriate to use the continuous mode criteria.

NOTE 3  The target failure measures for safety instrumented functions operating in demand mode and continuous
mode are defined in Tables 3 and 4.

NOTE 4  This term deviates from the definition in IEC 61508-4 to reflect differences in process sector terminology.
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3.2.44
module
self-contained assembly of hardware components that performs a specific hardware function
(i.e., digital input module, analogue output module), or reusable application program (can be
internal to a program or a set of programs) that support a specific function, for example,
portion of a computer program that carries out a specific function
NOTE 1  In the context of IEC 61131-3, a software module is a function or function block.

NOTE 2  This term deviates from the definition in IEC 61508-4 to reflect differences in the process sector.

3.2.45
MooN
safety instrumented system, or part thereof, made up of “N” independent channels, which are
so connected, that “M” channels are sufficient to perform the safety instrumented function

3.2.46
necessary risk reduction
 risk reduction required to ensure that the risk is reduced to a tolerable level

3.2.47
non-programmable (NP) system
system based on non-computer technologies (i.e., a system not based on programmable
electronics [PE] or software)
NOTE  Examples would include hard-wired electrical or electronic systems, mechanical, hydraulic, or pneumatic
systems.

3.2.48
operator interface
 means by which information is communicated between a human operator(s) and the SIS (for
example, CRTs, indicating lights, push-buttons, horns, alarms); the operator interface is
sometimes referred to as the human-machine interface (HMI)

3.2.49
other technology safety related systems
safety related systems that are based on a technology other than electrical, electronic, or
programmable electronic
NOTE  A relief valve is “another technology safety related system”. “Other technology safety related systems” may
include hydraulic and pneumatic systems.

3.2.50
output function
function which controls the process and its associated equipment according to final actuator
information from the logic function

3.2.51
phase
period within the safety life cycle where activities described in this standard take place

3.2.52
prevention
action that reduces the frequency of occurrence of a hazardous event

3.2.53
prior use
see “proven-in-use” (see 3.2.60)
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3.2.54
process risk
risk arising from the process conditions caused by abnormal events (including BPCS
malfunction)
NOTE 1  The risk in this context is that associated with the specific hazardous event in which SIS are to be used
to provide the necessary risk reduction (i.e., the risk associated with functional safety).

NOTE 2  Process risk analysis is described in IEC 61511-3. The main purpose of determining the process risk is to
establish a reference point for the risk without taking into account the protection layers.

NOTE 3  Assessment of this risk should include associated human factor issues.

NOTE 4  This term equates to “EUC risk” in IEC 61508-4.

3.2.55
programmable electronics (PE)
electronic component or device forming part of a PES and based on computer technology.
The term encompasses both hardware and software and input and output units
NOTE 1  This term covers micro-electronic devices based on one or more central processing units (CPU) together
with associated memories. Examples of process sector programmable electronics include

- smart sensors and final elements;

- programmable electronic logic solvers including

- programmable controllers;

- programmable logic controllers.

- loop controllers.

NOTE 2  This term differs from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.56
programmable electronic system (PES)
system for control, protection or monitoring based on one or more programmable electronic
devices, including all elements of the system such as power supplies, sensors and other input
devices, data highways and other communication paths, actuators and other output devices
(see Figure 6).

Basic PES structure

NOTE  The programmable electronics are shown centrally located but could exist at several places in the PES.

Programmable
electronics (PE)

(see note)

CommunicationsExtent of PES

Output devices/final elements
(for example, actuators)

Input devices
(for example, sensors)

Input interfaces
(for example, A-D
converters)

Output interfaces
(for example, A-D
converters)

Figure 6 – Programmable electronic system (PES): structure and terminology
IEC   3245/02
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3.2.57
programming
process of designing, writing and testing a set of instructions for solving a problem or
processing data
NOTE  In this standard, programming is typically associated with PE.

3.2.58
proof test
test performed to reveal undetected faults in a safety instrumented system so that, if
necessary, the system can be restored to its designed functionality

3.2.59
protection layer
any independent mechanism that reduces risk by control, prevention or mitigation
NOTE  It could be a process engineering mechanism such as the size of vessels containing hazardous chemicals,
a mechanical engineering mechanism such as a relief valve, a safety instrumented system or an administrative
procedure such as an emergency plan against an imminent hazard. These responses may be automated or
initiated by human actions (see Figure 9).

3.2.60
proven-in-use
 when a documented assessment has shown that there is appropriate evidence, based on the
previous use of the component, that the component is suitable for use in a safety
instrumented system (see “prior use” in 11.5)
NOTE  This term deviates from IEC 61508 to reflect differences in process sector technology.

3.2.61
quality
totality of characteristics of an entity that bear on its ability to satisfy stated and implied needs
NOTE See ISO 9000 for more details.

3.2.62
random hardware failure
failure, occurring at a random time, which results from a variety of degradation mechanisms in
the hardware
NOTE 1  There are many degradation mechanisms occurring at different rates in different components and since
manufacturing tolerances cause components to fail due to these mechanisms after different times in operation,
failures of a total equipment comprising many components occur at predictable rates but at unpredictable (i.e.,
random) times.

NOTE 2  A major distinguishing feature between random hardware failures and systematic failures (see 3.2.85) is
that system failure rates (or other appropriate measures), arising from random hardware failures, can be predicted
but systematic failures, by their very nature, cannot be predicted. That is, system failure rates arising from random
hardware failures can be quantified but those arising from systematic failures cannot be statistically quantified
because the events leading to them cannot easily be predicted.

3.2.63
redundancy
use of multiple elements or systems to perform the same function; redundancy can be
implemented by identical elements (identical redundancy) or by diverse elements (diverse
redundancy)
NOTE 1  Examples are the use of duplicate functional components and the addition of parity bits.

NOTE 2  Redundancy is used primarily to improve reliability or availability.

NOTE 3  The definition in IEV 191-15-01 is less complete [ISO/IEC 2382-14-01-11].

NOTE 4  This term deviates from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.64
risk
combination of the frequency of occurrence of harm and the severity of that harm
NOTE  For more discussion on this concept, see Clause 8.
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3.2.65
safe failure
failure which does not have the potential to put the safety instrumented system in a hazardous
or fail-to-function state
NOTE 1  Whether or not the potential is realized may depend on the channel architecture of the system.

NOTE 2  Other names used for safe failure are nuisance failure, spurious trip failure, false trip failure or fail-
to-safe failure.

3.2.65.1
safe failure fraction
 fraction of the overall random hardware failure rate of a device that results in either a safe
failure or a detected dangerous failure

3.2.66
safe state
state of the process when safety is achieved
NOTE 1  In going from a potentially hazardous condition to the final safe state, the process may have to go
through a number of intermediate safe-states. For some situations, a safe state exists only so long as the process
is continuously controlled. Such continuous control may be for a short or an indefinite period of time.

NOTE 2  This term deviates from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.67
safety
freedom from unacceptable risk
NOTE  This definition is according to ISO/IEC Guide 51.

3.2.68
safety function
function to be implemented by an SIS, other technology safety related system or external risk,
reduction facilities, which is intended to achieve or maintain a safe state for the process, with
respect to a specific hazardous event
NOTE  This term deviates from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.69
safety instrumented control function
safety instrumented function with a specified SIL operating in continuous mode which is
necessary to prevent a hazardous condition from arising and/or to mitigate its consequences

3.2.70
safety instrumented control system
instrumented system used to implement one or more safety instrumented control functions
NOTE  Safety instrumented control systems are rare within the process industries. Where such systems are
identified, they will need to be treated as a special case and designed on an individual basis. The requirements
within this standard should apply but further detailed analysis may be required to demonstrate that the system is
capable of achieving the safety requirements.

3.2.71
safety instrumented function (SIF)
safety function with a specified safety integrity level which is necessary to achieve functional
safety and which can be either a safety instrumented protection function or a safety
instrumented control function

3.2.72
safety instrumented system (SIS)
instrumented system used to implement one or more safety instrumented functions. An SIS is
composed of any combination of sensor (s), logic solver (s), and final elements(s) (for
example, see Figure 7)
NOTE 1  This can include either safety instrumented control functions or safety instrumented protection functions
or both.
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NOTE 2  Manufacturers and suppliers of SIS devices should refer to Clause 1 a) through d) inclusive.

NOTE 3  A SIS may or may not include software.

NOTE 4  See Clause A.2.

NOTE 5  When a human action is a part of an SIS, the availability and reliability of the operator action must be
specified in the SRS and included in the performance calculations for the SIS. See IEC 61511-2 for guidance on
how to include operator availability and reliability in SIL calculations.

Sensors Logic solver Final elements

PE
PE
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S/WH/W

SIS architecture and
safety instrumented function
example with different devices
shown

PE
NP

H/W S/W

PE
NP

H/W S/W

Figure 7 – Example of SIS architecture

3.2.73
safety integrity
average probability of a safety instrumented system satisfactorily performing the required
safety instrumented functions under all the stated conditions within a stated period of time
NOTE 1  The higher the safety integrity level, the higher the probability that the required safety instrumented
function (SIF) will be carried out.

NOTE 2  There are four levels of safety integrity for safety instrumented functions.

NOTE 3  In determining safety integrity, all causes of failures (both random hardware failures and systematic
failures) which lead to an unsafe state should be included; for example, hardware failures, software induced
failures and failures due to electrical interference. Some of these types of failure, in particular random hardware
failures, may be quantified using such measures as the failure rate in the dangerous mode of failure or the
probability of a safety instrumented function failing to operate on demand. However, the safety integrity of an SIF
also depends on many factors, which cannot be accurately quantified but can only be considered qualitatively.

NOTE 4  Safety integrity comprises hardware safety integrity and systematic safety integrity.

3.2.74
safety integrity level (SIL)
discrete level (one out of four) for specifying the safety integrity requirements of the safety
instrumented functions to be allocated to the safety instrumented systems. Safety integrity
level 4 has the highest level of safety integrity; safety integrity level 1 has the lowest
NOTE 1  The target failure measures for the safety integrity levels are specified in Tables 3 and 4.

NOTE 2  It is possible to use several lower safety integrity level systems to satisfy the need for a higher level
function (for example, using a SIL 2 and a SIL 1 system together to satisfy the need for a SIL 3 function).

NOTE 3  This term differs from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.75
safety integrity requirements specification
specification that contains the safety integrity requirements of the safety instrumented
functions that have to be performed by the safety instrumented system(s)
NOTE 1  This specification is one part (the safety integrity part) of the safety requirements specification
(see 3.2.78).

NOTE 2  This term deviates from the definition in IEC 61508-4 to reflect differences in process sector terminology.

3.2.76
safety life cycle
necessary activities involved in the implementation of safety instrumented function(s)
occurring during a period of time that starts at the concept phase of a project and finishes
when all of the safety instrumented functions are no longer available for use
NOTE 1  The term “functional safety life cycle” is strictly more accurate, but the adjective “functional” is not
considered necessary in this case within the context of this standard.

NOTE 2  The safety life-cycle model used in IEC 61511 is shown in Figure 8.

IEC   3246/02
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