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Foreword 
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– latest date by which the national standards conflicting
with the EN have to be withdrawn  (dow) 2011-08-01

Annex ZA has been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 61512-3:2008 was approved by CENELEC as a European
Standard without any modification.
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INTRODUCTION 

IEC 61512-1 provides models and terminology applicable to batch control, IEC 61512-2
addresses data structures and guidelines for languages. This part of IEC 61512 defines 
additional information on general and site recipes. Clause 4 of this part of IEC 61512 contains
definitions of general and site recipes in greater detail than in IEC 61512-1. Clause 5 defines
detailed description of the contents of general and site recipes. Clause 6 defines a data model
that identifies objects and relationships that were addressed in Clauses 4 and 5. Clause 7 
defines a method for depiction of general and site recipes that can be used for both simple
and complex processing requirements, using both a tabular and a graphical notation. Clause
8 describes some aspects of general or site to master recipe transformation. The annexes
provide complementary information.

Although this part of IEC 61512 is intended primarily for batch processes, it may have
considerable value for other types of processes as well. 
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BATCH CONTROL ±

Part 3: General and site recipe models  
and representation 

1 Scope 

This part of IEC 61512 on Batch Control defines a model for general and site recipes; the 
activities that describe the use of general and site recipes within a company and across
companies; a representation of general and site recipes; and a data model of general and site 
recipes.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60050-351:2006, International Electrotechnical Vocabulary ± Part 351: Control 
technology

IEC 61512-1:1997, Batch Control ± Part 1: Models and terminology

IEC 61512-2: 2001, Batch Control ± Part 2: Data structures and guidelines for languages

IEC 62264-1: 2003, Enterprise-control system integration ± Part 1: Models and terminology

IEC 62264-2: 2004, Enterprise-control system integration ± Part 2: Object model attributes

ISO/IEC 19501, Information technology - Open Distributed Processing - Unified Modeling 
Language (UML) Version 1.4.2

3 Terms, definitions and abbreviations

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 61512-1,
IEC 61512-2 and IEC 60050-351, as well as the following, apply.

3.1.1
equipment-independent recipe 
recipe type that defines general requirements for equipment but is not specifically tailored for
a precise class or size of equipment.

3.1.2
master recipe transform component
part of a master recipe that is used in the transformation of an equipment-independent recipe
into a complete master recipe.
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3.1.3
process procedure chart
a graphical representation of equipment-independent recipes that is defined in this part of
IEC 61512.

3.1.4
product family
a set of produced materials that are related by manufacturing process or business policy.

3.1.5
product grades
collections of similarly produced materials with variations in properties.

3.2 Abbreviation

PPC - Process Procedure Chart 

4 Recipe description 

4.1 Recipe types 

As defined in the recipe model of IEC 61512-1, a recipe is an entity that contains the minimum
set of information that uniquely defines the manufacturing requirements for a specific product. 
Recipes provide a way to describe products and how those products are produced. 

Four types of recipes are defined in IEC 61512-1: general recipe, site recipe, master recipe, 
and control recipe. There are substantial differences between general/site and master/control
recipes. General/site recipes describe the equipment-independent processing requirements to
make a specific product. Master/control recipes describe the specific actions required with 
specific equipment to make a batch of product. 

Additional information on the four recipe types is defined in IEC 61512-1.

4.2 General and site recipe description

4.2.1 Manufacturing information

General and site recipes are sources of information for the development of process cell-
specific master recipes. Their purpose is to describe manufacturing information without regard 
to specific manufacturing equipment. They describe, in manufacturing terms, the materials,
equipment requirements, chemical transformations, and physical transformations required to
manufacture a product. 

4.2.2 Multiple site definitions

General and site recipes are intended to define processing requirements that can be carried
out in differently constructed process cells and that can be valid in multiple areas and multiple
sites, as shown in Figure 1. In some circumstances, general recipes can even be used to
convey product-manufacturing information across multiple enterprises.
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One general recipe per produced material,
maintained at the enterprise level.
For example, 1 000 company-wide products.

One site recipe per site and produced material,
maintained at the site for local materials,
language, or segment of production.
For example, 10 000 site recipes for 10 sites.

One master recipe per process cell
and produced material.
For example, 50 000 master recipes for 
5 process cells per site.

One control recipe per batch.
For example, 1 000 000 batches per year.
Describes the custom options and formula 
values for one specific batch of product.

Enterprise

Process 
cell

Process
cell

Process
cell

Site SiteSite

IEC   901/08

Figure 1 ± Recipe hierarchy example 

There are generally fewer general and site recipes in a manufacturing enterprise than master
recipes.

EXAMPLE A small specialty chemical company may have 1 000 general recipes, and 10 000 site recipes for 10 
production sites. The company may have 50 000 master recipes, assuming an average of 5 process cells per site
that can manufacture the products. Large companies may have thousands of products and millions of master
recipes. A single change to a general recipe may result in changes to hundreds of master recipes.

4.2.3 Expansion and collapsing of the recipe type hierarchy 

The general and site recipe hierarchy can be expanded or collapsed to meet an enterprise’s
needs.  

EXAMPLE A company may only have general recipes and not site recipes. Alternately, a company may include
another level of equipment-independent recipes below the site recipe that is specific to an area within a site.

4.3 Equipment-independent recipes

4.3.1 Equipment-independent recipe subtypes 

General and site recipes are subtypes of a general class of equipment-independent recipes.
They have the same structure, information, and display, but they differ by their use within a 
company, based on company policies.

4.3.2 Activities of equipment-independent recipes 

There are multiple possible implementations of equipment-independent recipes within a
company. Two commonly used approaches are defined here, one in which equipment-
independent recipes are used as input to trial or pilot plant production, another in which 
equipment-independent recipes are generated as a result of trial or pilot plant production.
These approaches are defined for product manufacturing; they do not necessarily apply to
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other areas of the enterprise, such as research and development (R&D), but the concepts can 
be beneficial in other areas. 

In the examples, the recipes are identified as general recipes, but they can be any type of
equipment-independent recipe.  

Development of equipment-independent recipes is typically iterative so there will be feedback 
loops throughout the development cycle. For simplicity, the multiple feedback loops have not 
been shown in Figures 2 and 3.

4.3.3 Input to trial or pilot production 

Figure 2 illustrates the activities associated with the generation and use of equipment-
independent recipes as an input to trial or pilot plant production.

In this usage scenario, a company generates equipment-independent recipes that are the 
definitions given to the trial or pilot plant operation. The equipment-independent recipes are 
converted to master recipes that match the pilot plant equipment layout and the process is
scaled up and validated. 

Global material
specifications

Create 
general
recipe 

R and D 
product synthesis

description 

Develop 
product synthesis

description 

Other global
specifications

Global process
action definitions 

Global equipment
property definitions

General
recipe 

Modify
general
recipe

Trial facility
mapping rules

Convert and 
validate in 
trial facility

Trial master
recipe 

Approved 
general
recipe 

IEC   902/08 

Figure 2 ± Pilot plant creation of equipment-independent recipe 
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4.3.4 Output from trial or pilot production 

An alternate method for equipment-independent recipes development is the creation of an 
equipment-independent recipe after the scale-up and verification of the process in a trial or
pilot facility, as shown in Figure 3. In this model, a final equipment-independent recipe is
generated after the scale up and verification of the process in a trial or pilot facility. This
equipment-independent recipe is usually constructed using the final trial master recipe as the 
process description.  

Note that because of clarity of the process description inherent in formal equipment-
independent recipes, it can be advantageous in some circumstances to use the same 
structure as an input to the pilot plant, even if it is not identified as a recipe.

Global material
specifications

Create 
general
recipe 

R and D 
product synthesis

description 

Develop 
product synthesis

description 

Other global
specifications

Global process
action definitions

Global equipment
property definitions

Trial facility
mapping rules

Convert and 
validate in 
trial facility

Trial 
master
recipe 

Approved 
general
recipe 

IEC   903/08 

Figure 3 ± Equipment-independent recipe from pilot plant development 

4.3.5 Control of equipment-independent recipes 

Equipment-independent recipes are usually tightly controlled because they represent the 
valuable, proprietary, and unique intellectual capital of a company. It is important that
equipment-independent recipes be managed with formal procedures and adequate safeguards
for change control.
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4.3.6 Equipment-independent recipe definition

An equipment-independent recipe defines a single set of processing requirements for the 
production of an intended material or materials.

EXAMPLE The produced material may be products, co-products, and by-products.

4.3.7 Equipment-independent recipe variants 

There can be multiple variants of an equipment-independent recipe for a produced material
that describe alternate synthesis paths or alternate formula materials. Each variant is
described in a separate equipment-independent recipe. An identification method is usually
used to indicate the relationship among the multiple variant recipes for the produced material.  

EXAMPLE Multiple equipment-independent recipes may be used to make a wood-based glue product. Different 
recipes would be used based on the time of the year or species of trees used. All of the general recipes would 
specify the same final product, but could be identified by variant.

4.3.8 Source of scheduling information

Equipment-independent recipes, and in particular site recipes, provide a source for scheduling
and planning information for a corporation. A site recipe defines all of the processing 
materials required to make a product, or a portion of a product, at a site. It also contains
information about the resources required to make the product; information that can be useful
for production and resource scheduling.

Equipment-independent recipes, and in particular site recipes, provide a source for site
scheduling and planning information, including:

a) information about materials required to make a product, or a portion of a product; 
b) information about the resources required to make the product.

In cases where site recipes are not used (e.g., all sites use the same general recipe), then for
purposes of scheduling, the general recipe can be considered a site recipe. 

Master recipes are needed for detailed scheduling of process cells and units, because these
schedules require knowledge of the specific equipment required.

4.3.9 Equipment-independent recipes and business information

Recipes correspond to product production rules, as defined in IEC 62264-1. General and site
recipes correspond to equipment-independent product production rules; master and control
recipes correspond to equipment-specific product production rules.

Because a site recipe can be defined for many process cells, with different structures, it is
often used as a basis for site planning information, as specified in IEC 62264-1. 

There is an overlap of the information contained in a site recipe and the Bill Of Materials
(BOM) used in business systems to manage and schedule materials. This overlap is identified
as a manufacturing bill in IEC 62264-1, and is made up of the site recipes’ process inputs.
The site recipe can be the source of information for the manufacturing bill. See Figure 4.

There is an overlap of information in a site recipe and the Bill Of Resources (BOR) used in
business systems to schedule production. The overlap is defined as Process and Product 
Segments in IEC 62264-1 and can correspond to the site recipe’s process stages and process
operations.  
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Site
recipe 

Production routing may be defined as the process 
stage or process operation sequence.

Manufacturing bill defined as the recipe’s process inputs.

All information required to produce a product,
at a given site.  

All materials required to produce a product at a given site,
including materials not related to production 
(for example shipping materials).

All resources, identified by scheduling, required to produce a product 
at a given site, including information not related to production 
(for example material order lead times).

Nomenclature
des matières 

Bill of
materials

Bill of
resources 

IEC   904/08 

Figure 4 ± Site recipe, BOM, and BOR information overlaps

4.3.10 Equipment-independent recipes for capability comparison

Equipment-independent recipes allow product-manufacturing specifications to be compared 
with equipment capabilities. The generalized equipment and process requirements contained 
in an equipment-independent recipe can be matched against definitions of site or process cell
equipment capability to determine where a product can be manufactured, to determine where
parts of the product can be manufactured, or to determine what additional equipment
capability is required to manufacture the product.

4.3.11 Equipment-independent recipes as facility design specifications 

Equipment-independent recipes are, by their very nature, a useful component of a facility
design specification. Equipment-independent recipes in their native form often are not directly
usable as specifications, but they do contain information required for a facility specification in
a formal, understandable, and standard format.

EXAMPLE Some of the uses of equipment-independent recipes for facility design include the following:

a) The collection of equipment-independent recipes formally defines the processing requirements and some 
of the associated equipment requirements for the facility.

b) The process dependencies are useful in the definition of material flows between units and between
process cells.

c) The formulas within the equipment-independent recipes precisely define the materials that are to be
handled by the facility.

d) The formulas clearly define the ratios of amounts of materials, including expected yield amount compared
to raw material amounts.

e) The process definition can include product-dependent processing times, when these are based on
chemistry requirements rather than on equipment size.

f) Recipes and anticipated production schedules, as defined in IEC 62264-1 when combined, can be used to 
determine equipment capacities.

4.4 General recipes 

4.4.1 Enterprise-wide definition

A general recipe defines the manufacturing requirements for a specific product or range of
product. It is independent of the actual site or equipment that could be actually used to
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manufacture the product. A general recipe can be considered as the technical specification of
the process to make a product. 

A general recipe is an enterprise-wide recipe that serves as the basis for site and master
recipes. It is created by people with knowledge of both the chemistry and processing
requirements for the product. It identifies raw materials, their relative quantities, the required
processing, and order of processing. It defines processing capabilities required, such as
cooling or heating, or generalized equipment requirements such as glass-lined reactors. It
does not define specific equipment that has to be used to implement processing, but it
specifies authorized types of equipment, usually when it is critical to the process described.  

The general recipe is suitable across the entire enterprise. It contains the manufacturing
requirements for a particular material in terms that can be used by all sites that manufacture that
material. It also can serve as input for corporate production planning and standard costing. 

4.4.2 Purpose of a general recipe 

A general recipe is a corporate recipe that defines processing required to manufacture a 
single uniform product at different manufacturing sites and cells. Possible variations between 
these manufacturing sites can be in their plant topologies, raw materials, and degree of
automation. A general recipe for a product might only be created after a master recipe for the
product has been proven in one or more sites.  

A general recipe should not be based solely on experience of producing a product in a
laboratory environment. It should be based on company-accepted definitions of manufacturing
capabilities and is often tested in a production environment before it is fully accepted. 

4.4.3 General recipe information

4.4.3.1 Manufacturing information

General recipes contain manufacturing information, and cannot be complete until the
manufacturing process is well defined. They are typically developed during the scale-up 
verification of manufacturing and process requirements at pilot plants or other process trial or
scale-up facilities. General recipes contain references to a company's basic manufacturing
capabilities. Development of general recipes can also involve process development as well as
product development, as shown in Figure 5. The general recipe provides a means for
unambiguously communicating processing requirements to multiple manufacturing locations.

Customer 
requirements 

General
recipe Manufacturing 

Produced 
material

Initial 
research 

Basic manufacturing
definitions

Product
development

Process
development

IEC   905/08 

Figure 5 ± General recipes in a typical development function
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4.4.3.2 Product development

Product development results in the definition of the product and product specifications.  It 
includes definitions of how to make the product, at least at the laboratory scale. It results in a 
basic understanding of the chemistry and processing requirements particular to the product.
Product development can result in equipment requirements that are described in enough
detail to define the type of equipment needed.  

4.4.3.3 Process development

Process development results in the definition of the manufacturing processes required to 
produce the product within product specifications. Process development takes into account
the currently defined basic manufacturing process definitions. If additional manufacturing
processes are needed, then process development defines the new process requirements.

EXAMPLE 1 New chemistry may require new process actions, such as ultraviolet light driven reactions.

EXAMPLE 2 A new form of packaging may require a new process action, such as the addition of a sterilization in 
a form, fill, and seal action.

4.5 Site recipes 

4.5.1 Site-specific recipes 

The site recipe is a type of recipe that is specific to a particular site. A site recipe is the
combination of site-specific information and general recipe information. Such elements as the 
language in which it is written or local raw material differences are accommodated as site-
specific variances. It is usually not specific to a particular set of process cell equipment.  

A site recipe is usually derived from a general recipe to meet the conditions and requirements
found at a particular manufacturing location and provide the level of detail necessary for site-
level, long-term production scheduling. However, it can also be created directly without the
existence of a general recipe.  

4.5.2 Site recipe definition

A site recipe has the same structure as a general recipe, but the information in the site recipe 
is tailored for each target location. The site recipe can be modified for the local language 
(e.g., French, German, or English), the local unit of measure (e.g., Imperial or metric), local 
requirements and/or local raw material availability. The site recipe can include only a part of
the process defined in the general recipe that is actually implemented on the site. 

EXAMPLE A single product can have intermediate materials manufactured at one site that are then shipped to a
second site for final processing. In that case, each site recipe would be derived from only the portion of the general
recipe actually required for the processing to be done at that site.

Typical reasons for the use of site recipes include:

a) Site recipes can be used to define local variations in the recipe production process or
recipe presentation. These variations might include such factors as:

• local regulations;

• local language;

• local units of measure; 

• local materials availability;

• local requirements;

• alternate raw materials.
b) When production of a product defined by a general recipe is split across multiple sites, a 

site recipe may only define the portion of a manufacturing process appropriate for the site.  
c) Site recipes can be used to provide a site-level genealogy link to master recipes.
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d) Site recipes can be defined locally for materials that are only produced and consumed at
the site. 

e) Site recipes can be used for site-costing purposes.
f) Site recipes can be used as a source of manufacturing specifications for matching against

area and process cell equipment capabilities.
g) Site recipes are a source of information about production requirements, material

requirements, and material ratios for the design of a production facility.  

4.5.3 Site recipe policies 

Site recipes are not always used. Their use is determined by a company's policy. If site
recipes are used, then a company should define a policy for control of the recipes. 

EXAMPLE 1 A policy can be defined in which a site generates its own site recipes that are not shared with other 
sites or corporate management, or a site only receives site recipes generated for the site and never receives
general recipes.

EXAMPLE 2 A policy would allow sites to generate site recipes based on copies of approved general recipes.

4.6 Product families and product grades

4.6.1 Product definition

IEC 61512-1 uses the term "product" to define the output of a process cell. The definition of a
finished or final product is defined at the enterprise level and is often differentiated by aspects
other than the production processes.

EXAMPLE A product may be defined by packaging, brand name, or delivery form.

The definition of a final or finished “product” is beyond the scope of this part of IEC 61512. 
However, the terms "product family" and "product grade" are commonly used to define
classifications of products and can apply to both the product of a process cell and/or to final
or finished products.

4.6.2 Product families

Sets of produced materials that are related by manufacturing process or business policy are 
sometimes identified as product families.

EXAMPLE Examples of product family definitions include:

a) A collection of produced materials that are all manufactured using the same process definition.

b) A collection of produced materials manufactured using the same equipment.

c) A collection of produced materials where the same manufacturing processes are used, but different
packaging processes are used.

d) A collection of produced materials that are defined by business rules rather than manufacturing rules, such 
as for forecasting of demand.

4.6.3 Product grades 

Product grades are collections of similarly produced materials with variations in properties.
Typical implementations of product grades use multiple recipes that all use the same
procedure, but have different formula values. In this situation, there is one recipe per product
grade.

In some cases, a single recipe can also produce product grades. In this situation, process
variability or material property variations produce a range of products that match various
product quality specifications.
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5 Equipment-independent recipe contents  

5.1 Recipe information

General and site recipes are equipment-independent recipes. Equipment-independent recipes 
shall contain the same categories of information as master and control recipes: header, 
formula, procedure, equipment requirements, and other information as defined in 
IEC 61512-1. 

5.2 Recipe life cycle states 

Equipment-independent recipes shall have an associated life cycle state. The state 
information is used to define the current state of the recipe definition.

The minimum set of equipment-independent recipe life cycle states that shall be supported is
defined in Table 7.

There should be an association of the life cycle state of an equipment-independent recipe with
the life cycle states of the elements the recipe references (process actions, equipment 
requirements, and materials). There should be a policy and administrative process in place to
ensure the life cycle states are consistent.

EXAMPLE If the state of a referenced material becomes “Withdrawn,” then the state of all recipes referencing the 
material becomes “Withdrawn.”

5.3 Recipe header

The administrative information in an equipment-independent recipe is referred to as the
header. Header information in an equipment-independent recipe may include such items as
recipe identification, product identification, version number, product family, product grade,
originator and life cycle state.

5.4 Recipe formula 

The formula is a category of equipment-independent recipe information that includes process 
inputs, process parameters, and process outputs. The process inputs and process outputs 
identify materials or resources and quantities of materials or resources.  

Materials used in equipment-independent recipes shall be identified by material definitions or
material classes as defined IEC 62264-1. Equipment-independent recipes do not use material
lot definitions (see IEC 62264-1).

Material definitions and material class definitions should be maintained in a material definition
library to ensure that only valid material definitions are used in equipment-independent
recipes.

A material definition shall have an associated state. The state information is used to define
the life cycle status of the material definition, and the life cycle state of equipment-
independent recipes using the material definitions. 

The minimum set of material definition and material class states that shall be supported are 
defined in Table 7.

5.5 Recipe procedure

5.5.1 Process model

The procedural part of an equipment-independent recipe is defined according to the process
model described in IEC 61512-1.
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