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National foreword

This British Standard is the English language version of EN 61606:1997. It is
identical with IEC 61606:1997.

The UK participation in its preparation was entrusted by Technical Committee
EPL/100, Audio, Video and multimedia systems and equipment, to
Subcommittee EPL/100/3, Equipment and systems in the field of audio, video
and audiovisual engineering, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the UK
interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

Attention is drawn to the fact that Annex ZA lists normative references to
international publications with their corresponding European publications.
The British Standards which implement these international or European
publications may be found in the BSI Standards Catalogue under the section
entitled “International Standards Correspondence Index”, or using the “Find”
facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the EN title page, pages 2 to 26 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.

Amendments issued since publication

Amd. No. Date Comments
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NORME EUROPEENNE
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ICS 33.160.30

Descriptors: Video recording, sound recording, digital technics, recording apparatus, television systems, audiovisual materials,
radio equipment, characteristics, measurements

English version

Audio and audiovisual equipment — Digital audio parts
Basic methods of measurement of audio characteristics

(IEC 61606:1997)

Equipements audio et audiovisuels Audio- und Audiovisuelle-Geréte
Parties audionumériques Digitale Tonteile — Grundlegende
Méthodes fondamentales pour la MeBverfahren der Audio-Eigenschaften
mesure des caractéristiques audio (IEC 61606:1997)

(CEI 61606:1997)

This European Standard was approved by CENELEC on 1997-03-11.
CENELEC members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national

standards may be obtained on application to the Central Secretariat or to any
CENELEC member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CENELEC member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria,
Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Européaisches Komitee fur Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B-1050 Brussels

© 1997 CENELEC — All rights of exploitation in any form and by any means reserved worldwide fort
CENELEC bers.
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Foreword
The text of document 100/16/FDIS, future edition 1

of IEC 61606, prepared by IEC TC 100, Audio, video

and multimedia systems and equipment, was
submitted to the IEC-CENELEC parallel vote and
was approved by CENELEC as EN 61606

on 1997-03-11.

The following dates were fixed:

— latest date by which the
EN has to be implemented
at national level by
publication of an identical
national standard or by
endorsement

— latest date by which the
national standards
conflicting with the EN
have to be withdrawn

(dop) 1997-12-01

(dow) 1997-12-01

Annexes designated “normative” are part of the
body of the standard.

Annexes designated “informative” are given for
information only.

In this standard, Annex ZA is normative and
Annex A and Annex B are informative.

Annex ZA has been added by CENELEC.
Endorsement notice

The text of the International Standard
TEC 61606:1997 was approved by CENELEC as a
European Standard without any modification.
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1 General

1.1 Scope
This International Standard is applicable to the basic methods of measurement of the audio characteristics
of the digital audio part of audio and audiovisual equipment (for both consumer and professional uses).

The common measuring conditions and methods are described, which are used in the measurement of
performance characteristics of equipment having an audio bandwidth approximately one-half of the
sampling frequency of a system, where the audio information is processed in the form of digital data. CD
players, DAT recorders, digital amplifiers, digital sound broadcast receivers and television broadcast
receivers with digital sound are some of the examples. Methods specified in this standard are not applicable
to systems incorporating bit-rate reduced digital audio signals.

This standard only describes tests for equipment with analogue output and digital input.

Future revision of this standard will cover digital in/digital out, analogue in/digital out and analogue
in/analogue out tests.

NOTE 1 A digital audio system having an analogue input and an analogue output may have different characteristics from those of
a pure analogue audio system due to sampling of the audio signal and performance of A/D and D/A converters incorporated.
Measurement methods described in IEC 268-3 may not give correct results when applied to a digital audio system.

NOTE 2 The methods described are mostly based on sampling frequencies of 32 kHz and higher.

NOTE 3 For tests of these systems of digital in — digital out, analogue in — digital out and analogue in — analogue out test, refer
to AES 17 (AES standard method for digital audio engineering — Measurement of digital audio equipment. J. Audio Eng. Soc.,
Vol. 39, No. 12, 1991 December, pp 961-975).

1.2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute
provisions in this International Standard. At the time of publication, the editions indicated were valid. All
normative documents are subject to revision, and parties having agreements based on this International
Standard are encouraged to investigate the possibility of applying the most recent editions of the normative
documents indicated below. Members of IEC and ISO maintain registers of currently valid International
Standards.

TEC 38:1983, IEC standard voltages.

IEC 107-5:1992, Recommended methods of measurement on receivers for television broadcast
transmissions, Part 5: Electrical measurements on multichannel sound television receivers using the
NICAM two-channel digital sound system.

IEC 268-1:1985, Sound system equipment — Part 1: General.
TEC 268-2:1987, Sound system equipment — Part 2: Explanation of general terms and calculation methods.
IEC 268-3:1988, Sound system equipment — Part 3: Amplifiers.

TEC 268-15:1987, Sound system equipment — Part 15: Preferred matching values for the interconnection of
sound system components.

IEC 651:1979, Sound level meters.
IEC 958:1989, Digital audio interface.

TEC 1079-4:1993, Methods of measurement on receivers for satellite broadcast transmissions in the 12 GHz
band — Part 4: Electrical measurements on sound/data decoder units for the digital subcarrier NTSC
system.

IEC 1079-5:1993, Methods of measurement on receivers for satellite broadcast transmissions in the 12 GHz
band — Part 5: Electrical measurements on decoder units for MAC/packet systems.

ISO 266:1975, Acoustics — Preferred frequencies for measurements.
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2 Definitions, explanation of terms and abbreviations

2.1 Definitions
For the purpose of this International Standard the following definitions apply.

2.1.1
digital audio signal

audio signal expressed as a series of digital data by sampling

2.1.2
digital input word length

maximum word length of audio data that can be applied to the EUT for which the least significant bit is
not ignored

2.1.3

sampling frequency (f;)

sampling frequency of a digital audio signal is the rate at which the successive data samples corresponding
to that channel are repeated (see IEC 958)

2.1.4
full-scale amplitude (FS)

largest positive and the largest negative digital coding values corresponding respectively to the largest
positive and the largest negative values of a signal

NOTE 1 For example a full-scale amplitude sine wave coded using 16 bit 2’s complement has a negative peak at 8001y and positive
peak of 7TFFFy.

NOTE 2 Depending on the relation between the sampling instants, and the signal frequency and phase, these peaks may not
necessarily coincide with sampling instants and so may not correspond to any encoded data in the signal. The peak value of the signal
needs to be determined by interpolation.

2.1.5
out of band

frequency range from half the sampling frequency to 500 kHz

2.2 Explanation of terms
2.2.1 Emphasis

Emphasis is a technique used to reduce the effects of noise and distortion in an audio system and is
composed of two processes, pre-emphasis and de-emphasis. In pre-emphasis the frequency response of an
analogue signal is changed before digital conversion by increasing the magnitudes of higher frequency
components. De-emphasis is the reverse process restoring the original frequency characteristics of the
system resulting in a reduction in the effect of quantization noise and distortion.

2.2.2 Rated values and rated conditions

For a full explanation of these terms, see IEC 268-2. The following are rated conditions for digital audio
equipment. They should be specified by the manufacturer.

— rated supply voltage;

— rated supply frequency;

— rated coding format;

— rated reference test frequency (if not as specified in 3.3.1);
— rated source impedance;

— rated load impedance;

— rated pre-emphasis and de-emphasis characteristics;

— rated climatic and environmental conditions.

— rated digital input word length

If it 1s not possible to determine the rated sampling frequency by measurement, this frequency is also a
rated condition.
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