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National foreword

This British Standard is the official English language version of 
EN 61754-20:2002. It is identical with IEC 61754-20:2002. It supersedes 
DD IEC PAS 61754-20:2001 which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee 
GEL/86, Fibre optics, to Subcommittee GEL/86/2, Interconnecting devices and 
passive components, which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep  
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 15 and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.

Amendments issued since publication

Amd. No. Date Comments

16008 
Corrigendum No. 1

27 January 2006 Addition of supersession details 
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Fibre optic connector interfaces
Part 20: Type LC connector family

(IEC 61754-20:2002)

Interfaces de connecteurs
pour fibres optiques
Partie 20: Famille de connecteurs
de type LC
(CEI 61754-20:2002)

Steckgesichter von Lichtwellenleiter-
Steckverbindern
Teil 20: Steckverbinderfamilie
der Bauart LC
(IEC 61754-20:2002)

This European Standard was approved by CENELEC on 2002-09-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Czech Republic,
Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta,
Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and United Kingdom.
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Foreword

The text of document 86B/1673/FDIS, future edition 1 of IEC 61754-20, prepared by SC 86B, Fibre optic
interconnecting devices and passive components, of IEC TC 86, Fibre optics, was submitted to the
IEC-CENELEC parallel vote and was approved by CENELEC as EN 61754-20 on 2002-09-01.

The following dates were fixed:

� latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2003-06-01

� latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2005-09-01

__________

Endorsement notice

The text of the International Standard IEC 61754-20:2002 was approved by CENELEC as a European
Standard without any modification.

__________
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FIBRE OPTIC CONNECTOR INTERFACES –

Part 20: Type LC connector family

1 Scope

This International Standard defines the standard interface dimensions for the type LC family of
connectors.

2 Description

The parent connector for type LC connector family is a single position plug connector set of
plug/adaptor configuration which is characterized by a 1,25 mm nominal diameter ferrule. The
connector includes a single coupling latch and a ferrule spring loaded in the direction of the
optical axis The plug has a single male key, which may be used to orient and limit the relative
position between the connector and the component to which it is mated. The optical alignment
mechanism of the connectors is a rigid bore sleeve or a resilient sleeve.

3 Interfaces

This standard contains the following standard interfaces:

Interface 20-1: simplex plug connector interface – PC
Interface 20-2: simplex adaptor connector interface
Interface 20-3: simplex active device receptacle interface
Interface 20-4: duplex plug connector interface – PC
Interface 20-5: duplex adaptor connector interface
Interface 20-6: duplex active device receptacle interface

Interface 20-7: simplex plug connector interface – APC 8°

Interface 20-8: duplex plug connector interface – APC 8°

The plug of interface 61754-20-1and interface 61754-20-4 has a ferrule with a spherically
polished endface, and realizes physical contact (PC). The plug of interface 61754-20-7 and
interface 61754-20-8 has a ferrule with a spherically polished angled endface which may take
any of the APC forms shown in Detail A of figure 1 and realizes a physical contact.

The following plugs, adaptors, and receptacles are intermateable.

Adaptors/Active device receptacles interfacesPlugs
(polishing condition)

61754-20-2 61754-20-3 61754-20-5 61754-20-6

Interface 61754-20-1 Mate Mate Mate Mate

Interface 61754-20-4 Not mate Not mate Mate Mate

Interface 61754-20-7 Mate Not mate Mate Not mate

Interface 61754-20-8 Not mate Not mate Mate Not mate

Plug (polishing condition)Plugs
(polishing condition)

61754-20-1 61754-20-4 61754-20-7 61754-20-8

Interface 61754-20-1 Mate Mate Not mate Not mate

Interface 61754-20-4 Mate Mate Not mate Not mate

Interface 61754-20-7 Not mate Not mate Mate Mate

Interface 61754-20-8 Not mate Not mate Mate Mate
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Figure 1 – Plug connector interface reference planes
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IEC   1210/02

Detail A of figure 1 – Plug connector interface –
Expanded view drawings not-to-scale

The plug of interface 61754-20-1 and 61754-20-4 has a ferrule with a spherically polished
endface, and realizes physical contact (PC). The plug of interface 61754-20-7 and 61754-20-8
has a ferrule with a spherically polished angled endface which may take any of the APC forms
shown in detail A of figure 1 and realizes a physical contact.

IEC   1209/02
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