
BSI Standards Publication

Fibre optic interconnecting 
devices and passive 
components — Fibre optic 
connector interfaces

Part 6: Type MU connector family

BS EN 61754-6:2013

Full document details: BS EN 61754-6:2013

http://www.avadocuments.com/doc/bs-en-61754-6-2013
http://www.avadocuments.com/doc/bs-en-61754-6-2013


National foreword

This British Standard is the UK implementation of EN 61754-6:2013. It 
is identical to IEC 61754-6:2013. It supersedes BS EN 61754-6:1997 
which is withdrawn.

The UK participation in its preparation was entrusted by Technical
Committee GEL/86, Fibre optics, to Subcommittee GEL/86/2, Fibre optic
interconnecting devices and passive components.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

© The British Standards Institution 2013.
Published by BSI Standards Limited 2013

ISBN 978 0 580 72643 9
ICS 33.180.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 December 2013.

Amendments/corrigenda issued since publication

Date                     Text affected

BRITISH STANDARDBS EN 61754-6:2013

Full document details: BS EN 61754-6:2013

http://dx.doi.org/10.3403/02522114
http://www.avadocuments.com/doc/bs-en-61754-6-2013
http://www.avadocuments.com/doc/bs-en-61754-6-2013


   
EUROPEAN STANDARD EN 61754-6 
NORME EUROPÉENNE  

EUROPÄISCHE NORM November 2013 
  

CENELEC 
European Committee for Electrotechnical Standardization 

Comité Européen de Normalisation Electrotechnique 
Europäisches Komitee für Elektrotechnische Normung 

 
CEN-CENELEC Management Centre: Avenue Marnix 17, B - 1000 Brussels 

  
  
© 2013 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members. 

 Ref. No. EN 61754-6:2013 E 
  

ICS 33.180.20 Supersedes EN 61754-6:1997 + A1:2001 + A2:2005 
 
 

English version 
 
 

Fibre optic interconnecting devices and passive components -  
Fibre optic connector interfaces -  
Part 6: Type MU connector family 

(IEC 61754-6:2013) 
 
 
Dispositifs d'interconnexion et composants 
passifs à fibres optiques -  
Interfaces de connecteurs à fibres 
optiques 
(CEI 61754-6:2013) 

 Lichtwellenleiter -  
Verbindungselemente und passive 
Bauteile - Steckgesichter von 
Lichtwellenleiter-Steckverbindern -  
Teil 6: Bauart MU-Steckverbinderfamilie 
(IEC 61754-6:2013) 

 
 
 
 

This European Standard was approved by CENELEC on 2013-08-26. CENELEC members are bound to comply 
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard 
the status of a national standard without any alteration. 
 
Up-to-date lists and bibliographical references concerning such national standards may be obtained on 
application to the CEN-CENELEC Management Centre or to any CENELEC member. 
 
This European Standard exists in three official versions (English, French, German). A version in any other 
language made by translation under the responsibility of a CENELEC member into its own language and notified 
to the CEN-CENELEC Management Centre has the same status as the official versions. 
 
CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, 
the Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, 
Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, 
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom. 
 

BS EN 61754-6:2013

Full document details: BS EN 61754-6:2013

http://dx.doi.org/10.3403/02522114U
http://www.avadocuments.com/doc/bs-en-61754-6-2013
http://www.avadocuments.com/doc/bs-en-61754-6-2013


EN 61754-6:2013 - 2 - 

 

Foreword 

The text of document 86B/3627/FDIS, future edition 2 of IEC 61754-6, prepared by subcommittee 86B 
“Fibre optic interconnecting devices and passive components” of IEC/TC 86 "Fibre optics" was 
submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN 61754-6:2013. 

The following dates are fixed: 

• latest date by which the document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2014-05-26 

• latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2014-08-26 
 

 

This document supersedes EN 61754-6:1997 + A1:2001 + A2:2005. 

EN 61754-6:2013 includes the following significant technical changes with respect to EN 61754-
6:1997 + A1:2001 + A2:2005 : 

a) addition of standard references; 

b) revision of intermateability. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 
 
 

Endorsement notice 

The text of the International Standard IEC 61754-6:2013 was approved by CENELEC as a European 
Standard without any modification. 
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Annex ZA  
(normative) 

 
Normative references to international publications 

with their corresponding European publications 
 
The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.  
  
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  
 
Publication Year Title EN/HD Year 
  

IEC 61755-3-1  Fibre optic interconnecting devices and 
passive components -Fibre optic connector 
optical interfaces -  
Part 3-1:Connectors with 2,5 mm and 1,25 
mm diameter cylindrical full zirconia ferrule, 
non-angled single mode non-dispersion 
shifted fibres 

prEN 61755-3-11)  

 

  

IEC 61755-3-2  Fibre optic interconnecting devices and 
passive components -Fibre optic connector 
optical interfaces -  
Part 3-2: Connectors with 2,5 mm and 1,25 
mm diameter cylindrical full zirconia ferrule, 
angled single mode non-dispersion shifted 
fibres 

prEN 61755-3-21)  

 

 

                         
1)  At draft stage. 
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FIBRE OPTIC INTERCONNECTING  
DEVICES AND PASSIVE COMPONENTS –  

FIBRE OPTIC CONNECTOR INTERFACES –  
 

Part 6: Type MU connector family 
 
 
 

1 Scope 

This part of IEC 61754 defines the standard interface dimensions for type MU family of 
connectors. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 61755-3-1, Fibre optic connector optical interfaces – Part 3-1:Optical interface, 2,5 mm 
and 1,25 mm  diameter cylindrical full zirconia PC ferrule,  single mode fibre 

IEC 61755-3-2, Fibre optic connector optical interfaces – Part 3-2: Optical interface, 2,5 mm 
and 1,25 mm diameter  cylindrical full zirconia ferrules for 8 degrees angled-PC single mode 
fibres 

3 Description 

The parent connector for type MU connector family is a miniature single-position plug which is 
characterized by a cylindrical, spring-loaded butting ferrule(s) of a 1,25 mm typical diameter, 
and a push-pull coupling mechanism. The optical alignment mechanism of the connectors is 
of a rigid hole or a resilient sleeve style. 

This part 6 type MU connector family defines the standard interface dimensions of active 
device receptacles for the type MU connectors. The receptacles are used to retain the 
connector plugs and mechanically maintain the optical datum target of the plugs at a defined 
position within the receptacle housings. 

4 Interfaces 

This standard contains the following standard interfaces. 

Interface IEC 61754-6-1: Simplex plug connector interface – Push/pull (See Figure 1) 
Interface IEC 61754-6-2: 4,5 mm duplex plug connector interface – Push/pull (See Figure 2) 
Interface IEC 61754-6-3: Simplex adaptor connector interface – Push/pull (See Figure 3) 
Interface IEC 61754-6-4: 4,5 mm duplex adaptor connector interface – Push/pull (see Figure 5) 
Interface IEC 61754-6-5: 8-port adaptor connector interface – Push/pull (See Figure 6) 
Interface IEC 61754-6-6: Plug connector interface – for printed board housings (See Figure 7) 
Interface IEC 61754-6-7: Sleeve holder interface – for printed board housings  (See Figure 8) 
Interface IEC 61754-6-8: 2-port backplane housing interface – Self-retentive (See Figure 9) 
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Interface IEC 61754-6-9: 2-port printed board housing interface – Self-retentive (See Figure 10) 
Interface IEC 61754-6-10: 8-port backplane housing interface – Self-retentive (See Figure 11) 

Interface IEC 61754-6-11 8-port printed board housing interface – Self-retentive (See Figure 12) 
Interface IEC 61754-6-12: Simplex active device receptacle interface – for PC connector plug 

(See Figure 13) 
Interface IEC 61754-6-13: 4,5 mm duplex active device receptacle interface – for PC connector 

plug (See Figure 15) 
Interface IEC 61754-6-14: 6,25 mm duplex active device receptacle interface – for PC connector 

plug (See Figure 17) 

Interface IEC 61754-6-15: Plug connector interface – for printed board housings, APC 8 degrees 
(See Figure 19) 

Interface IEC 61754-6-16: Simplex plug connector interface – Push/pull, APC 8 degrees  
(See Figure 20) 

Interface IEC 61754-6-17: 4,5 mm duplex plug connector interface – Push/pull, APC 8 degrees 
(See Figure 21) 

Interface IEC 61754-6-18: 6,25 mm duplex plug connector interface – Push/pull, APC 8 degrees 
(See Figure 22) 

Interface IEC 61754-6-19: 6,25 mm duplex plug connector interface – Push/pull (See Figure 23) 
Interface IEC 61754-6-20: 6,25 mm duplex adaptor connector interface – Push/pull  

(See Figure 24) 
Interface IEC 61754-6-21: Horizontal duplex plug connector interface – Push/pull 

(See Figure 25) 

Interface IEC 61754-6-22: Horizontal duplex adaptor connector interface – Push/pull  
(See Figure 26) 

The plugs of interfaces IEC 61754-6-1, IEC 61754-6-2, IEC 61754-6-6, IEC 61754-6-19 and 
IEC 61754-6-21 have a ferrule(s) with a spherically polished endface, and realize physical 
contact (PC). The plugs of interfaces IEC 61754-6-15, IEC 61754-6-16, IEC 61754-6-17 and 
IEC 61754-6-18 have a ferrule(s) with a spherically polished angled endface and realize 
angled PC (APC). 

The type MU connector family comprises two types of connector set: MU-A connector set (see 
Annex A) and MU-B connector set (see Annex B). The MU-A connector set is a plug/adaptor 
configuration with a push-pull coupling mechanism. The MU-B connector set is a plug-in type 
back-plane connector configuration which is plug/backplane and printed board housings/plug 
for printed board housing/sleeve holder configuration and is equipped with a self-retentive 
mechanism. 

The type MU-A connector set consists of simplex and duplex plugs, and simplex, duplex and 
8-port adaptors. The plugs are common to the backplane connector housings of the type MU-
B connector set.  

The type MU-B connector set consists of 2-port and 8-port backplane and printed board 
connector housings, simplex and duplex plugs, plug for printed board connector housings, 
and sleeve holder. The plug for printed board connector housing is used as a jack together 
with the sleeve holder. The jack is attached into the printed board connector housing. 

TableS 1, 2 and 3 show the intermateablitiy of the standard interfaces. It shall be noted 
however that in order to obtain the designated optical performance, any plug shall be 
connected to a counterpart plug whose ferrule end is polished to the same condition. 
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Table 1 – MU-A connector set 

Plugs 
Adaptors 

61754-6-3 61754-6-4 61754-6-5 61754-6-20 61754- 6-22 

61754-6-1 Mate Mate Mate Mate Mate 

61754-6-2 Not mate Mate Mate Not mate Not mate 

61754-6-16 Mate Mate Mate Mate Mate 

61754- 6-17 Not Mate Mate Mate Not Mate Not mate 

61754-6-18 Not mate Not mate Not mate Mate Not mate 

61754-6-19 Not mate Not mate Not mate Mate Not mate 

61754-6-21 Not mate Not mate Not mate Not mate Mate 

 
Table 2 – MU-B connector set 

Plugs 

Connector housings 

Backplane connector housing Printed board connector housing 

61754-6-8 61754-6-10 61754-6-9 61754-6-11 

61754-6-1 Mate Mate Not mate Not mate 

61754-6-2 Mate Mate Not mate Not mate 

61754-6-6 with 61754-6-7  
Not mate 

 
Not mate 

 
Mate 

 
Mate 

61754-6-15 with 61754- 6-7 
Not mate Not mate Mate Mate 

61754-6-16 Mate Mate Not mate Not mate 

61754-6-17 Mate Mate Not mate Not mate 

61754-6-18 Not mate Not mate Not mate Not mate 

61754-6-19 Not mate Not mate Not mate Not mate 

61754-6-21 Not mate Not mate Not mate Not mate 
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Table 3 – MU receptacles 

Plugs 
Receptacles 

61754-6-12 61754-6-13 61754-6-14 

61754-6-1 Mate Mate Mate 

61754-6-2 Not mate Mate Not mate 

61754-6-16 Not mate Not mate Not mate 

61754-6-17 Not mate Not mate Not mate 

61754-6-18 Not mate Not mate Not mate 

61754-6-19 Not mate Not mate Mate 

61754-6-21 Not mate Not mate Not mate 

 

Figure 1 is an example of a simplex plug connector interface. Table 4 gives dimensions of the 
simplex plug connector interface and Table 5 gives the grade of the simplex plug connector 
interface. 
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Delatch housing 

Mechanical 
datum target 

IEC   1860/13 

 
Figure 1 – Simplex plug connector interface – Push/pull 
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Table 4 – Dimensions of the simplex plug connector interface 

Reference  
Dimensions 

Remarks 
Minimum Maximum 

A  1,249 5 mm a, see Table 5 
B 2,6 mm 2,7 mm  
C 4,6 mm 4,8 mm  
D 4,65 mm 4,75 mm  
E 4,3 mm 4,4 mm  
F 3,3 mm 3,4 mm  
G 25° 35° Angle 
H 25° 35° Angle 
I 6,55 mm – b 
J 4,2 mm 4,5 mm c 
K 5,5 mm –  
L 2,4 mm 2,5 mm  
M 1,5 mm –  
N 0,6 mm –  
O 0,5 mm –  
P 2,6 mm – b 
Q 1 mm 1,1 mm b and d 
R 2,65 mm 2,9 mm b 
S 5,5 mm 5,6 mm  
T 4,3 mm 4,5 mm  
U – 3,7 mm  
V – 2,4 mm  
W 6,5 mm 6,6 mm  
AA 4,3 mm 4,4 mm  
AB 3,85 mm 3,95 mm  
AC 0,7 mm 0,9 mm  
AD 0,2 mm – Radius 
AE 3 mm –  
AF 2,2 mm 2,3 mm  
EA 32.5° 45° Angle, e 
EB 5 mm 30 mm Radius, f 
EC 0,45 mm 0,73 mm Diameter 

a  A chamfer or radius is allowed to a maximum depth of 0,5 mm from the ferrule endface. 

b  The delatch housing shall be movable toward the right and the left directions. These 
dimensions are given when the coupling sleeve is moved in its most right-direction position. 

c  The dimension J is given for the plug endface when not mated. It is noticed that the ferrule is 
movable by a certain axial compression force with direct contacting endfaces, and therefore 
the dimension J is variable. Ferrule compression force shall be 5,5 N to 6,5 N when the 
position of the optical datum target from the mechanical datum target is moved in the range of 
3,9 mm to 4,1 mm. In addition, the dimension J shall become less than 3,25 mm with a 
relatively large axial compression force. 

d  The right-side position of Q shall become the left-side position to the mechanical datum target 
when the coupling sleeve is moved to its most left-direction position. 

e  40° to 45° are desirable to minimize debris for backplane connectors. 

f  Dome eccentricity of the spherically polished ferrule endface shall be less than 70 µm. 
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Table 5 – Grade 

Grade 

Dimensions 
mm 

Remarks A 

Minimum Maximum 

A – – a 

B – – a  

C – – a  

D – – a  

Am 1,248 3 1,249 5 b 

Bm 1.246 7 1,249 5 b 

a See IEC 61755-3-1 

b See IEC 61755-6-1. 

 

Figure 2 is an example of a 4,5 mm duplex plug connector interface. Table 6 gives 
dimensions of the 4,5 mm duplex plug connector interface e and Table 7 gives the grade of 
the 4,5 mm duplex plug connector interface. 
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Mechanical 
datum target 

 
Delatch housing 

IEC   1861/13 

 

Figure 2 – 4,5 mm duplex plug connector interface – Push/pull 
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Table 6 – Dimensions of the 4,5 mm duplex plug connector interface 

Reference  
Dimensions 

Remarks 
Minimum Maximum 

A  1,249 5 mm a, see Table 7 
B 2,6 mm 2,7 mm  
C 4,6 mm 4,8 mm  
D 4,65 mm 4,75 mm  
E 4,3 mm 4,4 mm  
F 3,3 mm 3,4 mm  
G 25° 35° Angle 
H 25° 35°  Angle 
I 6,55 mm – \b 
J 4,2 mm 4,5 mm c 
K 5,5 mm –  
L 2,4 mm 2,5 mm  
M 1,5 mm –  
N 0,6 mm –  
O 0,5 mm –  
P 2,6 mm – b 
Q 1,0 mm 1,1 mm b and d 
R 2,65 mm 2,9 mm b 
S 5,5 mm 5,6 mm  
T 4,3 mm 4,5 mm  
U –  3,7 mm  
V – 2,4 mm  
W 6,5 mm 6,6 mm  
AB 3,7 mm 3,85 mm  
AC 0,7 mm 0,9 mm  
AD 0,2 mm – Radius 
AE 3,0 mm –  
AF 2,2 mm 2,3 mm  
AJ 8,8 mm 8,9 mm  
AK 8,35 mm 8,45 mm  
AL 4,55 mm 4,7 mm  
AM 4,45 mm 4,55 mm  
AP –  3,7 mm  
EA 32.5° 45° e 

EB 5 mm 30 mm Radius f 
EC 0,45 mm 0,73 mm Diameter 

a  A chamfer or radius is allowed to a maximum depth of 0,5 mm from the ferrule endface. 

b  The delatch housing shall be movable toward the right and the left directions. These 
dimensions are given when the coupling sleeve is moved in its most right-direction position. 

c  The dimension J is given for the plug endface when not mated. It is noticed that the ferrule is 
movable by a certain axial compression force with direct contacting endfaces, and therefore 
the dimension J is variable. Ferrule compression force shall be 5,5 N to 6,5 N when the 
position of the optical datum target from the mechanical datum target is moved in the range of 
3,9 mm to 4,1 mm. In addition, the dimension J shall become less than 3,25 mm with a 
relatively large axial compression force. 

d  The right-side position of Q shall become left-side position to the mechanical datum target 
when the coupling sleeve is moved to its most left-direction position. 

e  40° to 45° are desirable to minimize debris for backplane connectors. 

f  Dome eccentricity of the spherically polished ferrule endface shall be less than 70 µm. 
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Table 7 – Grade 

Grade 

Dimensions 
mm 

Remarks A 

 Minimum Maximum 

A – – a 

B – – a  

C – – a  

D – – a  

Am 1,248 3 1,249 5 b 

Bm 1,246 7 1,249 5 b 

a See IEC 61755-3-1. 

b See IEC 61755-6-1. 

Figure 3 is an example of a simplex adaptor connector interface. Table 8 gives dimensions of 
the simplex adaptor connector interface and Table 9 gives the grade of the simplex adaptor 
connector interface. 
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Figure 3 – Simplex adaptor connector interface – Push/pull 
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Table 8 – Dimensions of the simplex adaptor connector interface 

Reference  

Dimensions 
mm Remarks 

Minimum Maximum 

A   Diameter, see Table 9 
B 2,39 2,59  Diameter 
D 4,8 5   
E 4,55 –  
F 2,9 3,5  a 
I – 6,5   
J 3,9 4,1   
K – 5,4   
L 2,55 2,7   
M – 1,4   
N – 0,55   
O – 0,6   
P – 1,2   
Q – 0,4   
R – 2,55   
S 5,65 5,75   
U 3,8 4  
V 3,3 –  
W 6,7 –  
AA 4,45 4,55  
AB 4,01 4,11  
AC 0,95 1,15  
AD – 0,2 Radius 
AE 2,8 2,95  
AF 1,9 2,1  
AG 0,3 – Radius 
AH 0,4 0,55  
AI 1,34 1,44 Diameter 
AJ – 0,3 Radius 

a The dimension F shall become greater than 4,5 mm when a plug is coupled to or removed from 
the adaptor. 

 

Table 9 – Grade 

Grade 

Dimensions 
mm Remarks 

Minimum Maximum 

1 – – Resilient sleeve a 

a The connector alignment feature is a resilient alignment sleeve. The feature shall accept a 
gauge pin to the centre of the adaptor with a force of 1 N to 2,5 N on condition that another 
gauge pin is inserted into the feature from the other side. The centre of the adaptor is defined 
by the right-side position of the dimension J. The gauge pin is shown in Figure 4 and Table 10. 
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Figure 4 is an example of a gauge pin for resilient alignment sleeve. Table 10 gives gauge pin 
dimensions. 

 LN 

 ∅
LL

 

 ∅
LK

 

C or R 

IEC   1863/13  

Figure 4 – Gauge pin for resilient alignment sleeve 

Table 10 – Gauge pin dimensions 

Reference 

Dimensions 
mm Remarks 

Minimum Maximum 

LK 1,248 5 1,249 5 Surface roughness 
grade N4 
(0,2 µm radius)  

LL 2,6 2,8  

LN 4,7 9,5  

 

Figure 5 is an example of a 4,5 mm duplex adaptor connector interface. Table 11 gives 
dimensions of the 4,5 mm duplex adaptor connector interface and Table 12 gives the grade of the 
4,5 mm duplex adaptor connector interface. 
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Figure 5 – 4,5 mm duplex adaptor connector interface – Push/pull 
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Table 11 – Dimensions of the 4,5 mm duplex adaptor connector interface 

Reference 

Dimensions 
mm Remarks 

Minimum Maximum 

A   See Table 12 
B 2,39 2,59  
D 4,8 5  
E 4,55 –  
F 2,9 3,5 a 

I – 6,5  
J 3,9 4,1  
K – 5,4  
L 2,55 2,7  
M – 1,4  
N – 0,55  
O – 0,6  
P – 1,2  
Q – 0,4  
R – 2,55  
S 5,65 5,75  
U 3,8 4  
V 3,3 –  
W 6,7 –  
AA 4,45 4,55  
AB 4,01 4,11  
AC 0,95 1,15  
AD – 0,2 Radius 
AE 2,8 2,95  
AF 1,9 2,1  
AG 0,3 – Radius 
AH 0,4 0,55  
AI 1,34 1,44 Diameter 
AJ – 0,3 Radius 
AM 4,45 4,55  
AP 3,8 4  

a The dimension F shall become greater than 4,5 mm when a plug is coupled to or removed from 
the adaptor. 
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Table 12 – Grade 

Grade 

Dimensions 
mm Remarks 

Minimum Maximum 

1   Resilient sleeve a 

a The connector alignment feature is a resilient alignment sleeve. The feature shall accept a 
gauge pin to the centre of the adaptor with a force of 1 N to 2,5 N under the condition that 
another gauge pin is inserted into the feature from the other side. The centre of the adaptor is 
defined by the right-side position of the dimension J. The gauge pin is shown in Figure 4 and 
Table 10. 

 

Figure 6 is an example of an 8-port adaptor connector interface. Table 13 gives dimensions of 
the 8-port adaptor connector interface and Table 14 gives the grade of the 8-port adaptor 
connector interface. 
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Figure 6 – 8-port adaptor connector interface – Push/pull 
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