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National foreword

This British Standard is the official English language version of
EN 61788-4:2001. It is identical with IEC 61788-4:2001.

There has been no UK participation in the preparation of this document. This
standard is published as part of the UK’s obligation to give the status of a
national standard to all standards prepared by CENELEC. Any enquiries on
the text should be sent to the Head of Standards — International content.

From 1 January 1997, all IEC publications have the number 60000 added to
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1.
For a period of time during the change over from one numbering system to the
other, publications may contain identifiers from both systems.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 20, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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Foreword

The text of document 90/96/FDIS, future edition 1 of IEC 61788-4, prepared by IEC TC 90,
Superconductivity, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC
as EN 61788-4 on 2001-09-01.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2002-06-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2004-09-01

Annexes designated "normative" are part of the body of the standard.
Annexes designated "informative" are given for information only.

In this standard, annex ZA is normative and annex A is informative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 61788-4:2001 was approved by CENELEC as a European
Standard without any modification.
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INTRODUCTION

Copper is used as a matrix material in multiflamentary superconductors and works as an
electrical shunt when the superconductivity is interrupted. It also contributes to recovery of
the superconductivity by conducting heat generated in the superconductor to the surrounding
coolant. The cryogenic-temperature resistivity of copper is an important quantity, which
influences the stability of the superconductor. The residual resistance ratio is defined as a
ratio of the resistance of the superconductor at room temperature to that just above the
superconducting transition.

In this International Standard the test method of residual resistance ratio of Nb-Ti composite
superconductors is described. The curve method is employed for the measurement of the
resistance just above the superconducting transition. Other methods are described in
clause A.4.
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SUPERCONDUCTIVITY -

Part 4: Residual resistance ratio measurement —
Residual resistance ratio of Nb-Ti composite superconductors

1 Scope

This part of IEC 61788 covers a test method for the determination of the residual resistance
ratio (RRR) of a composite superconductor comprised of Nb-Ti filaments and Cu, Cu-Ni or
Cu/Cu-Ni matrix. This method is intended for use with superconductors that have a
rectangular or round cross-section, RRR less than 350, and cross-sectional area less than
3 mm2. All measurements shall be done without an applied magnetic field.

The method described in the body of this standard is the “reference” method and optional
acquisition methods are outlined in annex A.

2 Normative references

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this International Standard. For dated references, subsequent
amendments to, or revisions of, any of these publications do not apply. However, parties to
agreements based on this International Standard are encouraged to investigate the possibility
of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of IEC
and ISO maintain registers of currently valid International Standards.

IEC 60050-815:2000, International Electrotechnical Vocabulary — Part 815: Superconductivity

3 Terminology

For the purpose of this part of IEC 61788, the definitions given in IEC 60050-815 and the
following definition apply.

3.1

residual resistance ratio

the ratio of resistance at room temperature to the resistance just above the superconducting
transition

4 Definition

The residual resistance ratio of the composite wire shall be obtained in equation (1) below
where the resistance (R4) at room temperature (20 °C) is divided by the resistance (R>2) just
above the superconducting transition.

L

RRR =
R>

(1)

Figure 1 shows schematically a voltage versus temperature curve acquired on a specimen
while measuring the cryogenic resistance. Draw a line in figure 1 where the voltage sharply
increases (a), and draw also a line in figure 1 where the temperature increases but the
resistance remains almost the same (b). The value of resistance at the intersection of these
two lines, A, is defined as resistance (R>) just above the superconducting transitiorDocuments
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5 Requirements

The resistance measurement both at room and cryogenic temperatures shall be performed
with the four probe technique.

The target precision of this method is that the coefficient of variation (COV) in the inter-
comparison test shall be 5 % or less.

The maximum bending strain, induced during mounting the specimen, shall not exceed 2 %.

6 Apparatus

6.1 Material of measuring mandrel or of measuring base plate

Material of the measuring mandrel for a coiled specimen or of the measuring base plate for a
straight specimen shall be copper, aluminum, silver, or the like whose thermal conductivity is
equal to or better than 100 W/(m-K) at liquid helium temperature (4,2 K). The surface of the
material shall be covered with an insulating layer (tape or a layer made of mylar, polyester,
teflon, etc.) whose thickness is 0,1 mm or less.

6.2 Diameter of the measuring mandrel and length of the measuring base plate

Diameter of the measuring mandrel shall be large enough to keep bending strain of the
specimen less than or equal to 2 %.

The measuring base plate shall be at least 30 mm long in one dimension.

6.3 Cryostat for the resistance, Rz, measurement

The cryostat shall include a specimen support structure and a liquid helium reservoir for the
resistance, R, measurement. The specimen support structure shall allow the specimen,
which is mounted on a measurement mandrel or a measurement base plate, to be lowered
and raised into, and out of, a liquid helium bath. In addition, the specimen support structure
shall be made so that a current can flow through the specimen and the resulting voltage
generated along the specimen can be measured.

7 Specimen preparation

The test specimen shall have no joints or splices, and shall be 30 mm or longer. The distance
between two voltage taps (L) shall be 25 mm or longer. A thermometer for measuring
cryogenic temperature shall be attached near the specimen.

Some mechanical method shall be used to hold the specimen against the insulated layer of
the measurement mandrel or base plate. Special care shall be taken during instrumentation
and installation of the specimen on the measurement mandrel or on the measurement base
plate so that there is no excessive force, which may cause undesired bending strain or tensile
strain, being applied to the specimen.

The specimen shall be instrumented with current contacts near each end of the specimen and
a pair of voltage contacts over a central portion of the specimen. The specimen shall be
mounted on a measurement mandrel or on a measurement base plate for these measure-
ments. Both resistance measurements, R{ and R», shall be made on the same specimen and

the same mounting. Documents
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