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European foreword

The text of document 65E/451/FDIS, future edition 3 of , prepared by SC 65E “Devices
and integration in enterprise systems” of IEC/TC 65 “Industrial-process measurement, control and
automation" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN
61804-3:2015.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2016-04-14
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2018-07-14
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 61804-3:2015 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards

indicated:
EC 61131- NOTE Harmonized as EN 61131-3..
EC 61499-1 NOTE Harmonized as EN 61499-1.
EC 61784-1 NOTE Harmonized as EN 61784-1|.
EC 61784-2 NOTE Harmonized as EN 61784-2.
IEC 61804-4 NOTE Harmonized as EN 61804-4 "
1) To be published.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant EN/HD
applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:
www.cenelec.eu.

Publication Year Title EN/HD Year
IEC 60050 series International Electrotechnical Vocabulary - series
- Function blocks (FB) for process control - -
and EDDL - Part 2: Specification of FB
concept
IEC 61804-5 - Function blocks (FB) for process control - -
and EDDL - Part 5: EDDL Builtin library
EC 62541- - OPC Unified Architecture - Part 4: ServicesEN 62541-4 -
SO 63 series Codes for the representation of names of - series
languages
- Codes for the representation of names of - -

countries and their subdivisions - Part 1:
Country codes
ISO/IEC 2375 - Information technology - Procedure for - -
registration of escape sequences and
coded character sets
- Information technology - Open Systems - -
Interconnection - Basic Reference Model:
The Basic Model
ISO/IEC 9834-8 - Information technology - Procedures for - -
the operation of object identifier registration
authorities - Part 8: Generation of
universally unique identifiers (UUIDs) and
their use in object identifiers

SO/IEC 9899 - Information technology - Programming - -
languages - C
ISO/IEC 10646-1 - Information technology - Universal - -

Multiple-Octet Coded Character Set (UCS)
-- Part 1: Architecture and Basic
Multilingual Plane

IEEE 754 - IEEE Standard for Binary Floating-Point - -
Arithmetic

RFC 3629 - UTF-8, User Datagram Protocol - -

W3C - Cascading Style Sheets level 2 - -
Specification

Documents
Document%haring Hub

Full document details: BS EN 61804-3:2015


http://www.cenelec.eu/advsearch.html
http://dx.doi.org/10.3403/03098441U
http://dx.doi.org/10.3403/30187458U
http://dx.doi.org/10.3403/30187458U
http://dx.doi.org/10.3403/00191991U
http://dx.doi.org/10.3403/01306604U
http://dx.doi.org/10.3403/00621095U
http://dx.doi.org/10.3403/01060285U
http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

-2- IEC 61804-3:2015 © IEC 2015
CONTENTS
FOREWORD . ... 16
INTRODU CTION .. e e e 18
1 S oo o1 PPN 19
2 NOIMaAtIVE FEIEIENCES. ... et e, 19
3  Terms, definitions, abbreviated terms and acronyms ..........c.ccooiiiiiiiiii e, 20
3.1 Terms and definitioNS ... ... 20
3.2 Abbreviated terms and aCrONYMS .. ... 22
4 Conformance statemMeENt.......cooiiii i 22
oMV N ONS et e e e e 23
5.1 (CT=T o 1= - | P OO P PP 23
5.2 Conventions for lexical StruCtUIre..........ciiiiiii e 23
5.2.1 ABC field1, fleld2 ... 23
5.2.2 ABC fleld T d o 24
5.2.3 AB C fIl 2™ .t 24
5.2.4 ABC [field1, fleld2]d ... 24
5.2.5 ABC field1, (field2, field3)<eXpP> ...t 24
6  EDD and EDDL MOEl .....ei e 24
6.1 Overview of EDD and EDDL ......ooiiniiiii e 24
6.2 EDD arChit@CtUre .. ..o 24
6.3 CoNCEPLS OF EDD ..oiiiiiiiiii e 24
6.4 Principles of the EDD development proCess.......c.oviiiiiiiiiiiii e 25
6.4.1 GBNBIAl e 25
6.4.2 EDD SOUICE geNEration .....o.iu i e 25
6.4.3 EDD PreprOCESSING . .uuctiiniei ittt et ettt 26
6.4.4 EDD COMPIlation ..o 26
6.5 Interrelations between the lexical structure and formal definitions......................... 26
6.6 B U NS e e 26
6.7 PO IS e 26
7  Electronic Device Description Language (EDDL) .....o.oiiiiiiii e 26
7.1 OV BV W . e e e 26
7.1.1 EDDL fEATUIES . on it 26
7.1.2 Syntax representation . ... 27
7.1.3 EDD language elements. ... 27
7.1.4 Basic construction elements ... 27
7.1.5 Common attribUtes ... 38
7.1.6 Special BleMENTS.. ..o 38
7.1.7 RUlIES fOr iNSTANCES ..ovieieii 39
7.1.8 Rules for a list of VARIABLES........ooiniiiii e, 39
7.2 EDD identification information ... 39
7.21 General STTUCTUIE ... e 39
7.2.2 Specific attribULES ..o 39
7.3 AX LS 42
7.3.1 General STTUCTUIE ... e 42
7.3.2 Specific attributes ... 43
7.4 BL O CK et 45
7.4.1 BLOCK A ottt Documients

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

IEC 61804-3:2015 © IEC 2015 -3-
7.4.2 BLO CK B oot 57
7.5 CH A R T e e 59
7.5.1 General STTUCIUIE .. ..o 59
7.5.2 Specific attributes ... 59
7.6 COLLE T ION L e e e e e 61
7.6.1 General StTUCTUNE ... e 61
7.6.2 Specific attribute — item-type ... 62
7.7 COMMAND . e e 62
7.7.1 General STTUCTUIE ... .. e 62
7.7.2 Specific attribULES ..o 63
7.8 COMP ONENT L e e e, 69
7.8.1 General STTUCTUIE ... e 69
7.8.2 Specific attributes . ... 70
7.9 COMPONENT _FOLDER ... ottt e e e 75
7.10 COMPONENT _REFERENCE.... ... 76
7.11  COMPONENT _RELATION ..o 76
7.11.1 General SITUCTUIE .. ... e 76
7.11.2 Specific attributes ... 77
7.12  CONNECTION (VOIA) ... iuitiitieiiei e e e e e et e e e eaas 80
A T B T 1Y N 1V QYo T T 1 PP 80
T.14  EDI T DS P LAY oo e e 80
7.14.1 General SITUCTUIE ... e 80
7.14.2 Specific attributes ... 81
T AD  FILE o 83
7.15.1 General STTUCIUIE .. ..o 83
7.15.2 Specific attributes ... 83
A8 GRAPH . 84
7.16.1 General StTUCTUNE ... e 84
7.16.2 Specific attribULES ..o 85
T AT GRID Lo 86
7.17.1 General STTUCTUIE ... e 86
7.17.2 Specific attributes ... 86
TA8  IMAGE ..o 87
7.18.1 General SITUCTUIE .. ... e 87
7.18.2 Specific attributes ... 88
T4 IMP O R T e 89
7.19.1 General STTUCIUIE .. ..o 89
7.19.2 RedefiNitioNS ... ... 91
T.20  INTERF A CE ... e 107
7.20.1 General StrUCTUME ... e 107
7.20.2 Specific attribute — DECLARATION ..., 107
7.2 LIKE o 108
722 L ST o 108
7.22.1 General STTUCTUIE ... 108
7.22.2 Specific attributes ... 109
T.23  MENU .o 110
7.23.1 General StrUCIUIE ..., 110
7.23.2 Specific attributes ... 111
7.23.3 Sequence diagrams for actions............ccooeiiiiiiiiiiii Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

-4 - IEC 61804-3:2015 © IEC 2015
T.24  METHOD ... e 118
7.24 1 General StrUCTUIE ... 118
7.24.2 Specific attributes . ... 119
7.25  PROGRAM (VOI) tituiiiiieiii ittt et e e e e e e ees 121
T.26  RECORDD ..ot e 121
7.27 REFERENCE _ARRAY ..o 122
7.27 1 General STrUCTUIE ... e 122
7.27.2 Specific attribute — ELEMENTS .. ..o 122
T.28  RelatioNS ..o 123
7.28.1 REF RESH ... o 123
7.28.2 LU N 123
7.28.3 WRITE _AS ONE .o 124
7.29 RESPONSE _CODES ..., 124
T.30  SOURCE ..ot 125
7.30.1 General StrUCIUIE ... 125
7.30.2 Specific attributes ... 126
7.3 TEMP L AT E o e e 127
7.31.1 General StrUCTUNE ..o e 127
7.31.2 Specific attribute — DEFAULT VALUES ........oiiiiieeeee e, 127
7.32  VALUE ARRAY o, 128
7.32.1 General StrUCTUIE ... 128
7.32.2 Specific attribuLes ... 128
T7.33  VARIABLE ..o 129
7.33.1 General StrUCTUIE ... e 129
7.33.2 Specific attributes . ... 130
T7.34 NV ARIABLE LI ST oot et 148
T7.35  WAVEFORM ..o 148
7.35.1 General StrUCTUME ..o e 148
7.35.2 Specific attributes ..., 149
7.36  Common attributes ... 155
7.36.1 CLASSIFICATION ..ot 155
7.36.2 COMPONENT _PARENT ..o, 156
7.36.3 COMPONENT _PATH .o, 157
7.36.4 DEF INITION o e e e e e e 157
7.36.5 EM P HASIS . 158
7.36.6 HANDLING .o e, 158
7.36.7 HEIGH T oo e e 158
7.36.8 [ = 159
7.36.9 LA B E L e 160
7.36.10  LINE _COLOR ..eoe e 160
7.36.11  LINE Y PE o e e 160
7.36.12 MEMBERS ... .o 161
7.36.13  PROTOCOL ..o 162
7.36.14 RESPONSE _CODES ... i 163
7.36.15 SUPPLIED INTERFACE ...t 163
7.36.16 VAL D T Y o e e 163
7.36. 17 W DT H . e e e 164
7.36.18  PRIVATE .. e 164
7.36.19 VIS BILITY oot Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

IEC 61804-3:2015 © IEC 2015 -5-
7.36.20 WRITE_MODE ...t 165
7.36.271  IDEN T T Y Lottt 165
7.37 Conditional EXPrESSION . ..iui e 166
7.38  REIEIENCING ..t 167
7.38.1 Referencing an EDD iNStanCe........c..cooviiiiiiiii e 167
7.38.2 Referencing bits of a BIT_ENUMERATED VARIABLE ............ooiiiiiiiinn. 168
7.38.3 Referencing members of a RECORD .........ooiiiiiiiiiii e, 168
7.38.4 Referencing elements of a VALUE_ARRAY ..o 168
7.38.5 Referencing members of a COLLECTION ..o 169
7.38.6 Referencing elements of a REFERENCE_ARRAY ..., 169
7.38.7 Referencing members of a VARIABLE_LISTS ..., 169
7.38.8 Referencing elements of BLOCK_A PARAMETERS .........coiiiiiiiiiiinenn, 170
7.38.9 Referencing elements of BLOCK_A PARAMETER_LISTS ......cccoiiviiininnnen. 170
7.38.10 Referencing elements of BLOCK_A LOCAL_PARAMETERS ...........c.coeeei. 170
7.38.11 Referencing BLOCK_A CHARACTERISTICS ..., 171
7.38.12 Referencing members of @ FILE ..., 171
7.38.13 Referencing elements of @ LIST ... 171
7.38.14 Referencing members of @ CHART ... 172
7.38.15 Referencing members of a GRAPH ... ..., 172
7.38.16 Referencing members of @ SOURCE ..........coiiiiiiiiiiii e 172
7.38.17 Referencing AXIS of a GRAPH, SOURCE, WAVEFORM .........ccooiiiiiiinnnnnn. 173
7.38.18 Referencing PARAMETERS of specific BLOCK_A instance......................... 173
7.38.19 Referencing LOCAL_PARAMETERS of specific BLOCK_A instance............ 174
7.38.20 Referencing CHARACTERISTICS of specific BLOCK_A instance ................ 174
7.38.21 Referencing CHARTS of specific BLOCK_A instance ............c.ccooceviiiininnn.. 174
7.38.22 Referencing LISTS of specific BLOCK_A instance .........c..ccoceviiiiiiniinennnen. 175
7.38.23 Referencing GRAPHS of specific BLOCK_A instance.............cccooeeiiiinennnn. 175
7.38.24 Referencing GRIDS of specific BLOCK_A instance ................coooiiiiiiiiiannn. 176
7.38.25 Referencing MENUS of specific BLOCK_A instance..............ccovviiiiiineennn. 176
7.38.26 Referencing METHODS of specific BLOCK_A instance ............cccovvvvineenn.n. 177
7.38.27 Referencing COMPONENT inStanCes ........cooviiiiiiiiiiieeee e 177
7.38.28 Referencing COMPONENT fYPES ..ivuiiniiiiiiiiie e 178
7.38.29 Referencing FILES of specific BLOCK_A instance ............c.coooeiiiiiiiinniann.. 178
7.38.30 Referencing PLUGINS of specific BLOCK_A instance................coceevvinnnen. 178
A% 1S B S ) (4] o 1= PP 179
7.39.1 Specifying a string as a string literal ... 179
7.39.2 Specifying a string as a string variable..............ocooi 179
7.39.3 Specifying a string as an enumeration value ...............ccociiiii 180
7.39.4 Specifying a string as a dictionary reference............ccccooiiiiiiiiii i, 180
7.39.5 Referencing HELP and LABEL attributes of EDD instances......................... 180
7.39.6 SHHNG OPEratiONS .. cei e 181
7.39.7 Prompt string formats ..o 181
A O =5 4o =11 o 182
7.40.1 General StrUCIUIE ... 182
7.40.2 Primary EXPrESSIONS ... e it 182
7.40.3 UNGTY EXPIrESSIONS ..uuiuiiitiiit ettt et e e e e e e e e e e e et e e enaes 185
7.40.4 BiNary EXPrES S ONS e 186
T4 TeXt diCtONAIY .o e 188
742 PLUGIN ....oooiiooooeeee e, Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

-6 - IEC 61804-3:2015 © IEC 2015
7.42.1 General StrUCIUIe ... 189
7.42.2 Specific attribute — UUID ... 189
A T = O 1 PP 190
Annex A (normative) EDDL formal definition ... 191
A1 = D1 T I o=y o] oY oT =X o PP 191
A.1.1 General StrUCIUIE ... e 191
A.1.2 DIrE IV S e 191
A.1.3 Predefined MacCroS ..o 194
A.1.4 NEWLINE CharacCters .......oooiniiiiii e 195
A.1.5 oMM NS Lot 195
A.2 L0 0 1YY o) 1o o F- 195
A.2.1 INteger CoONStaNtS ... . 195
A.2.2 Floating-point constants ... 195
A.2.3 SHHNG TIHEralS oo 196
A.2.4 Using language and country codes in string literals............c.ccooooiiiiin. 196
A.3 L0 o1=1 = | (o] = PP 197
A4 LS YAV 0] o 3P 201
A.5 L= .01 =P 205
A.6 FOrmal EDDL SYNTAX ..cuniiitiiiiiie e 206
A.6.1 GBNEIAl e 206
A.6.2 EDD identification information ..o 206
A.6.3 AL S e 207
A.6.4 BLOCK_A and BLOCK B ..o 208
A.6.5 CH A R T L e 212
A.6.6 (O @ I Y 2 I O ] N PP 213
A.6.7 COMMAND L. et 214
A.6.8 COMPONENT L. et e e e e e e e e enns 217
A.6.9 COMPONENT _FOLDER. ...ttt 220
A.6.10 COMPONENT_REFERENCE.......iiiiii e 220
A.6.11 COMPONENT_RELATION L.oetiiii e 221
A.6.12 CONNECTION (VOIA) 1.ttt 223
A.6.13 DOMAIN (VO ) ettt e e e e e et e e e e e e e e ees 223
A.6.14 E D T D S P LAY it 223
A.6.15 PP 224
A.6.16 GRA PP H . 224
A.6.17 G RID et 225
A.6.18 IM A GE ... e 226
A.6.19 INT ERF A CE . . e 227
A.6.20 001 PP 227
A.6.21 IM P O R T Lot 227
A.6.22 0 PP 229
A.6.23 MENU Lo e 231
A.6.24 METHOD ... e e 233
A.6.25 PROGRAM (VOIA) e .uitititie et e e ees 234
A.6.26 RECORD ...t e 234
A.6.27 REFERENCE _ARRAY oot 235
A.6.28 REIATIONS L. 235
A.6.29 RESPONSE_CODES ... e 237
AB.30  SOURCE w..oveeeeeeeeeeeeee oo e e Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

IEC 61804-3:2015 © IEC 2015 -7-
A.6.31 TEM P L AT E <o e e e 238
AB.32  VALUE _ARR AY i 239
AB.33  VARIABLE ... 239
A.B.34  VARIABLE _LIST ot e 249
A6.35  WAVEFORM ..o e 249
A.6.36 Common attributes ... ..o 251
A.6.37 E XD e S S 0N e 255
A.6.38 L2 € =Ty oo 1 - | PP 257
A.6.39 Redefinition ... e 261
A.6.40 REfEIENCES ... 285
A.6.41 PLUGIN L e e 287
A.6.42 B O B et 288
A7 Formal dictionary SYNtaX. ... ... 288
Annex B (normative) EDDL Builtin library (VOId) ..o 289
Annex C (informative) EDD €Xample ... ... 290
C.1 EDD example of a temperature transmitter.................cooiiiiii 290
C.2 EDD @XaMPIE .. et 291
Annex D (normative) Profiles of EDDL and BuUiltins ...........ccoiiiiiiiiie e 304
D1 Conventions for profiles of EDDL and BuUiltins ..........ccooiiiiiiiiie, 304
D.2 Profiles for PROFIBUS and PROFINET .....oouiiiiiic e 305
D.21 1D o o = 305
D.2.2 BUIIIN Profile. ... 311
D.2.3 EDDL Formal Definition profile ...... ..o 311
D.3 Profiles for FOUNDATION™ fieldbuS ... ovuuiiiiiiei e 312
D.3.1 EDDL Profile .o 312
D.3.2 BUItIN Profile. .. e e 318
D.3.3 EDDL Formal Definition profile ........ccoooiiiii 319
D.4 Profiles for HART® Communication Foundation (HCF) ...........coooiiiiiins 319
D.4.1 ED DL Profile cueie i 319
D.4.2 BUIItIN Profile. ... 326
D.4.3 EDDL Formal Definition profile ... 326
D.5 Profiles for Communication SErvers ........ccocoviiiiiiiiiii e 326
D.51 EDDL Profile .o 326
D.5.2 BUIIIN Profile. ... 333
D.5.3 EDDL Formal Definition profile ... ..o 333
D.6 D ata LY PO S ettt 333
D.6.1 METHOD DEFINITION data types ...cc.oiiuiiiiiiieiiei e 333
D.6.2 VARIABLE TYPE data types....occuiiiiiiiee e 334
271 o] ToTe [ =1 o] 4|V PP 340
Figure 1 — Position of IEC 61804 in relation to other standards and products ....................... 18
Figure 2 — EDD generation PrOCESS .. ... i et 25
FigUIe 3 — BLO CK A o e e et 28
Lo TU TN O o P 28
Figure 5 — COLLECTION ..t et e e e e e e e e e en e 29
FIigure 6 — COMMAND ..ottt e et e e e e e e e en e ees 29
Figure 7 — COMPONENT ...t

Docufients

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

-8 - IEC 61804-3:2015 © IEC 2015
Figure 8 — COMPONENT _FOLDER ...ttt es 30
Figure 9 — COMPONENT_REFERENCE ..ot 30
Figure 10 — COMPONENT_RELATION ....ouitii e 31
FIigure 11 — EDIT _ DI S P LAY oottt e e e e e e e e 31
o T E = I e P 31
FigUIe 13 — GRAPH ..o e e 32
FIQUIE 14 — GRID ... et e e e 32
FIgUIre 15 — IMAGE ... e e e e e e e e e 32
FIgUIE 16 — LUK E .. e e e e e et et enas 33
e L0 =T A 1 PP 33
FIigure 18 — MENU ... e e e e e e e aes 34
FIigure 19 — RECORD ... ..t e e e e e e e e e ees 34
Figure 20 — REFERENCE_ARRAY oo e 35
Figure 21 — REFRESH L. o e 35
FigUIE 22 — UNIT oottt e e e e e e e e e e e e e 36
Figure 23 — WRITE _AS ONE .. .o es 36
FIgure 24 — SOURCE ... .. i e e e e e 36
FIgure 25 — VALUE _ AR R AY Lo e et 37
FIigure 26 — VARIABLE ... ... e e et 37
Figure 27 — VARIABLE LIS T ..ttt e e e e e 37
Figure 28 — WAVEFORM ... e et ees 38
Figure 29 — EDDL import meChanisSms . ... e 89
Figure 30 — MENU activation ... 117
Figure C.1 — Example of an operator screen using EDD..........ccooiiiiiiiiiiie 290
Table 1 — Field attribute deSCriptioNS ........oiuiii e 23
Table 2 — DD_REVISION attribute ... ..o 40
Table 3 — DEVICE_REVISION attribute ..o 40
Table 4 — DEVICE_TYPE attributes.......coiiiii e, 41
Table 5 — EDD_PROFILE attribute ..o e 41
Table 6 — EDD_VERSION attribute..........oooiii e 41
Table 7 — MANUFACTURER attributes ... ..o e 42
Table 8 = MANUFACTURER_EXT attribute ........cooiiii e 42
Table 9 — AXIS attribULes ... 43
Table 10 — MAX_VALUE, MIN_VALUE attributes ........coooiiiiii e 44
Table 11 — SCALING attributes ..o e 44
Table 12 = BLOCK _A attribUtes......c.oouiiii e 46
Table 13 — CHARACTERISTIC attribute ..o 47
Table 14 — PARAMETER attribUtes ..o e 47
Table 15 — AXIS_ITEMS attribute ......c.ieiii e e 47
Table 16 — CHART_ITEMS attribute ... 48
Table 17 — COLLECTION_ITEMS attribute ........c.oiuiiii e 48
Table 18 — EDIT_DISPLAY_ITEMS attribute .........cooiiiiii e Docunients

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

IEC 61804-3:2015 © IEC 2015 -9-

Table 19 — FILE_ITEMS attribDUte ........oooiiii e 49
Table 20 — GRAPH_ITEMS attribute. ... ... 49
Table 21 — GRID_ITEMS attribUute ........couiiniiiiii e 49
Table 22 — IMAGE _ITEMS attribUte........cooiiiiiiie e 50
Table 23 — LIST_ITEMS attribDUte ......cooiiii e 50
Table 24 — MENU_ITEMS attribute ... 51
Table 25 — METHOD _ITEMS attribute ........cooiviiiii e 51
Table 26 — PARAMETER_LISTS attributes .......ooviiiii i 51
Table 27 — REFERENCE_ARRAY_ITEMS attribute.........coooiiiii e 52
Table 28 — REFRESH_ITEMS attribute........coooiii e 52
Table 29 — SOURCE_ITEMS attribute .......ccoiiniiii e 52
Table 30 — UNIT_ITEMS attribute........ooei e 53
Table 31 = WAVEFORM_ITEMS attribute ..o 53
Table 32 — WRITE_AS_ONE_ITEMS attribute ........c.coiiiiii e 53
Table 33 — CHARTS attributes ... e 54
Table 34 — LISTS attribUtes. ... e e 54
Table 35 — GRAPHS attribUes . ... e 54
Table 36 — GRIDS attributes ..o 55
Table 37 — MENUS attribUtes ..o e 55
Table 38 — METHODS attributes ... e 56
Table 39 — FILES attributes. ..o 56
Table 40 — PLUGIN_ITEMS attribute ..o 56
Table 41 — PLUGINS attribUtes ..o e e e e 57
Table 42 — BLOCK _B attributes. ... .o 57
Table 43 — NUMBER attributes. ... e 58
Table 44 — TYPE attributes ... e 58
Table 45 — CHART attribULes ..o e e e e ens 59
Table 46 — CYCLE_TIME attribUte.......oooiiiii e 60
Table 47 — LENGTH attribDUte ... e 60
Table 48 — TYPE attributes ... e 61
Table 49 — COLLECTION attribUtes......c.uiieiieii i 61
TablEe S0 — M-ty PO et e 62
Table 51 — COMMAND attribDULES .. ...ieiii e 63
Table 52 — OPERATION attributes ... 63
Table 53 — TRANSACTION attribUtes ......oouiiniiiii e 64
Table 54 — REPLY and REQUEST attributes ..., 65
Table 55 — INDEX attribULeS ... oo e 66
Table 56 — BLOCK B attribute .......ccooiuiiiii e 66
Table 57 — NUMBER attribute ... ..coooi e 67
Table 58 — SLOT attributes ..o e 67
Table 59 — SUB_SLOT attribDUtes ......ouieiiii e 67
Table 60 — HEADER attribute. ... ... e 68
Table 61 — APL attributes ... Doeu.ments

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

- 10 - IEC 61804-3:2015 © IEC 2015
Table 62 — POST_RQSTRECEIVE_ACTIONS attribute .........ccooiiiiiiiii e 69
Table 63 — COMPONENT attributes ..o 70
Table 64 — CAN_DELETE attributes ........ooniiiiiii e 70
Table 65 — CHECK_CONFIGURATION attribute ........cooiiriiiii e 71
Table 66 — COMPONENT_RELATIONS attribute .......ccooiviiiii e 71
Table 67 — DECLARATION attribute .. ..o 71
Table 68 — DETECT attribute .....couiiviiii e 72
Table 69 — EDD attribute. ... e 72
Table 70 — INITIAL_VALUES attributes ... 73
Table 71 — REDUNDANCY attribute ... ..o 73
Table 72 — SCAN attribUute ... e 73
Table 73 — SCAN_LIST attribute ....cuiriii e 74
Table 74 — BYTE_ORDER attributes ........ccoooiii e, 74
Table 75 — CONNECTION_POINT attribute .......c.oiiii e 75
Table 76 — PRODUCT _URI @ttribute.........coiniiiii e 75
Table 77 — COMPONENT_FOLDER attributes ........ccooiiriiiiiii e 75
Table 78 — COMPONENT_REFERENCE attributes ..........cooiiiiiiii e 76
Table 79 — COMPONENT_RELATION attributes ..o 77
Table 80 — COMPONENTS attributes .. ...ccuiiniiiiiii e 78
Table 81 — RELATION_TYPE attributes......couiiiiiiii e 79
Table 82 — ADDRESSING attribute.......c.oiiiii e 79
Table 83 — MAXIMUM_NUMBER attribute ........c.oooiii e 79
Table 84 — MINIMUM_NUMBER attribute ...........coooiiiiiiiii e 80
Table 85 — REQUIRED_INTERFACE attribute ........coooiiiiii e 80
Table 86 — EDIT_DISPLAY attribDUes .. ..o 81
Table 87 — EDIT_ITEMS attribule ......c.iiii e 81
Table 88 — DISPLAY _ITEM attribute..... ..o 82
Table 89 — POST_EDIT_ACTIONS, PRE_EDIT_ACTIONS attributes .............cocooiiin. 83
Table 90 — FILE attributes ... ..o e 83
Table 91 — SHARED attributes ......oovii e 84
Table 92 — ON_UPDATE_ACTIONS attribute..........cooiiiiiiii e 84
Table 93 — GRAPH attributes ... .o e 85
Table 94 — CYCLE_TIME attribUte. ..o 85
Table 95 — X _AXIS attribULe . ..o 86
Table 96 — GRID attribUtes. . ..o 86
Table 97 — VECTORS attributes ..o e 87
Table 98 — ORIENTATION attribUtes ... ..o e 87
Table 99 — IMAGE attribUes .. ..o e 88
Table 100 — PATH attribUte .. ... e 88
Table 101 — LINK attribute ... e e 88
Table 102 — Importing Device DeSCription ... 90
Table 103 — Redefinition attributes ... ... 91
Table 104 — Redefinition rules for AXIS attributes...........cooiiiiii Docufiients

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

IEC 61804-3:2015 © IEC 2015 -11 -

Table 105 — Redefinition rules for BLOB attributes. ..o, 92
Table 106 — Redefinition rules for BLOCK_A attributes ..........ccoooiiiiiiiiii e, 93
Table 107 — Redefinition rules for BLOCK_B attributes ... 94
Table 108 — Redefinition rules for CHART attributes ... 94
Table 109 — Redefinition rules for COLLECTION attributes ..........ccocoviiiiiiiiiiiiiin 95
Table 110 — Redefinition rules for COMMAND attributes ...........ccocoiiiiii i 95
Table 111 — Redefinition rules for COMPONENT attributes..........cooviiiiiiiii, 96
Table 112 — Redefinition rules for COMPONENT_FOLDER attributes .............ccoooii. 96
Table 113 — Redefinition rules for COMPONENT_REFERENCE attributes ........................... 97
Table 114 — Redefinition rules for COMPONENT_RELATION attributes ............c..c..ooeeinn. 97
Table 115 — Redefinition rules for EDIT_DISPLAY attributes...........coooiiiiiiiin 98
Table 116 — Redefinition rules for FILE attributes ..., 98
Table 117 — Redefinition rules for GRAPH attributes.............oooiiiiiiiii 99
Table 118 — Redefinition rules for GRID attributes ...........ccooiiiiiiii 99
Table 119 — Redefinition rules for IMAGE attributes...........cocoiiiiiiii e 100
Table 120 — Redefinition rules for INTERFACE attributes ... 100
Table 121 — Redefinition rules for LIST attributes ..o, 100
Table 122 — Redefinition rules for MENU attributes............cooooiiiiiiii e, 101
Table 123 — Redefinition rules for METHOD attributes ..o 101
Table 124 — Redefinition rules for PLUGIN attributes ... 102
Table 125 — Redefinition rules for RECORD attributes ...........ccoooiiiiiiiiii e, 102
Table 126 — Redefinition rules for REFERENCE_ARRAY attributes................cooooiini. 103
Table 127 — Redefinition rules for RESPONSE_CODES attributes ...........ccoooiiiiiiiininin. 103
Table 128 — Redefinition rules for SOURCE attributes ... 103
Table 129 — Redefinition rules for TEMPLATE attributes...........cocoooiiiiiiiiii e, 104
Table 130 — Redefinition rules for VALUE_ARRAY attributes ............coooiiiiiiiiiiinn 104
Table 131 — Redefinition rules for VARIABLE attributes ..o 105
Table 132 — Redefinition rules for VARIABLE_LIST attributes ..o 106
Table 133 — Redefinition rules for WAVEFORM attributes...........ccoooiviiiiiiiiiiiie, 106
Table 134 — INTERFACE attributes ... 107
Table 135 — DECLARATION attributes ......ccouiiniiiiii e, 107
Table 136 — LIKE attributes . ... e 108
Table 137 — LIST attribUtes . oo 108
Table 138 — TYPE attribute ... e 109
Table 139 — CAPACITY attribute .......ooiiii e 109
Table 140 — COUNT attribute . ..o e 110
Table 141 — MENU attributes ... e 110
Table 142 — ITEMS attributes ... e 111
Table 143 — ACCESS attribute ......couiieiii e 112

Table 144 — EXIT_ACTIONS, INIT_ACTIONS, POST_EDIT_ACTIONS,
PRE_EDIT_ACTIONS, POST_READ_ACTIONS, PRE_READ_ACTIONS,

POST_WRITE_ACTIONS, PRE_WRITE_ACTIONS attributes -.......cvovoovoveeeeeeeeeeeeeeeeeenn. 113
Table 145 — STYLE attribDULe ..o e e e 115
Table 146 — METHOD @ttribULES ... v oo Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

-12 - IEC 61804-3:2015 © IEC 2015
Table 147 — Parameter tYPeS .. e 119
Table 148 — ACCESS attributes ... e 119
Table 149 — CLASS attribULes . ..oouieiiii e 120
Table 150 — TYPE attributes ... e 121
Table 151 — RECORD attribUteS ....cuiiiiiie e 121
Table 152 — REFERENCE_ARRAY attributes ........coouiiiiiiiii e 122
Table 153 — ELEMENTS attributes .......oouiinii e 122
Table 154 — REFRESH attributes ......c.oiiii e 123
Table 155 — UNIT attributes ... e 124
Table 156 — WRITE_AS_ONE attribute........ooiiii e 124
Table 157 — RESPONSE_CODES attributes .......oouoiiii e 125
Table 158 — SOURCE attributes ..o 125
Table 159 — Y_AXIS attribute . ... 127
Table 160 — TEMPLATE attributes ..o 127
Table 161 — DEFAULT_VALUES attributes ..o 128
Table 162 — VALUE_ARRAY attributes ..o 128
Table 163 — NUMBER_OF_ELEMENTS attributes ........cccoiiiiiiiiii e, 129
Table 164 — TYPE attribute ... e 129
Table 165 — VARIABLE attribUtes........ooviiii e 130
Table 166 — CLASS attributes ... e 131
Table 167 — TYPE attributes ... e 132
Table 168 — DOUBLE, FLOAT, INTEGER, UNSIGNED_INTEGER attributes ...................... 133
Table 169 — DATE, DATE_AND_TIME, DURATION, TIME, TIME_VALUE attributes ........... 136
Table 170 — BIT_ENUMERATED attributes......cooiiiii e 138
Table 171 — status—class attributes ... ... 139
Table 172 — ALL, AO, DV, TV attributes ... 140
Table 173 — Enumerated types attributes ... 140
Table 174 — Index type attributes ... ..o 141
Table 175 — String types attributes ... ... 142
Table 176 — CONSTANT_UNIT attribute.... .o, 143
Table 177 — DEFAULT_VALUE attribute.........ccooiiii e, 144
Table 178 — INITIAL_VALUE attribute .......coooiiiii e 144

Table 179 — POST_EDIT_ACTIONS, PRE_EDIT_ACTIONS, POST_READ_ACTIONS,
PRE_READ_ACTIONS, POST_WRITE_ACTIONS, PRE_WRITE_ACTIONS,

REFRESH_ACTIONS attributes ... 145

Table 180 — POST_USERCHANGE_ACTIONS, POST_RQSTUPDATE_ACTIONS

AU DU S oo e 147

Table 181 — VARIABLE _LIST attributes......cc.oiuiiiiii e 148

Table 182 — WAVEFORM attributes. .. ..o 149

Table 183 — TYPE attributes ..o e 149

Table 184 — XY attribUles ... 150

Table 185 — YT attribute ... e 151

Table 186 — HORIZONTAL attribute .....c.uiiii e 151

Table 187 — VERTICAL attribute ... ..o Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

IEC 61804-3:2015 © IEC 2015 -13 -

Table 188 — EXIT_ACTIONS, INIT_ACTIONS, REFRESH_ACTIONS attributes.................. 153
Table 189 — KEY_POINTS attributes . ..o 153
Table 190 — X_VALUES, Y_VALUES attributes..........ccoooiiiiiii e 154
Table 191 — Y_AXIS attribule ... e 155
Table 192 — CLASSIFICATION attributes ..o 155
Table 193 — COMPONENT_PARENT attribute..........coiviiii e 157
Table 194 — COMPONENT_PATH attribute ........cooiii e 157
Table 195 — DEFINITION attribute.... ..o e 158
Table 196 — EMPHASIS attributes .....c.iiiiii e 158
Table 197 — HANDLING attributes ........oouii e 158
Table 198 — HEIGHT/WIDTH attribute ........coooi e 159
Table 199 — HELP attribute .. ... e 160
Table 200 — LABEL attribute ... e 160
Table 201 — LINE_COLOR attributes ......c.oiiiiiii e 160
Table 202 — LINE_TYPE attribute.... ... e 161
Table 203 — MEMBERS attributes ... e 162
Table 204 — PROTOCOL attributes .....oouiiii e 162
Table 205 — RESPONSE_CODES attribute........c.ooiuiiiiiiii e 163
Table 206 — SUPPLIED_INTERFACE attribute ........ocouiiiiii e 163
Table 207 — VALIDITY attributes ... e 164
Table 208 — PRIVATE attributes ... ..o 164
Table 209 — VISIBILITY attributes ..o 165
Table 210 — WRITE_MODE attributes ......cc.ooiiiiii e 165
Table 211 — IDENTITY attribute ... e 166
Table 212 — IF, SELECT conditional........c.oiiiiiiii et 167
Table 213 — Referencing an EDD iNStANCe .......coiiviiiiii e 167
Table 214 — Referencing elements of VARIABLE ... ..., 168
Table 215 — Referencing elements of RECORD ..o 168
Table 216 — Referencing elements of VALUE_ARRAY ...t 169
Table 217 — Referencing members of COLLECTION ........cooiiiiiiiiii e 169
Table 218 — Referencing members of REFERENCE_ARRAY ..., 169
Table 219 — Referencing members of VARIABLE_LISTS ..., 170
Table 220 — Referencing members of a BLOCK_A PARAMETERS ........ccoiiiiiiiiiiiiiie, 170
Table 221 — Referencing members of BLOCK_A PARAMETER _LISTS........ccooiiiiiiiiiiininnis 170
Table 222 — Referencing members of BLOCK_A LOCAL_PARAMETER .......ccoiiiiiiiiinianne, 171
Table 223 — Referencing BLOCK_A CHARACTERISTICS ..o 171
Table 224 — Referencing members of FILE ... ... 171
Table 225 — Referencing elements of LIST ... 172
Table 226 — Referencing members of CHART ... 172
Table 227 — Referencing members of GRAPH ..., 172
Table 228 — Referencing members of SOURCE ..........ooiiiiiiiiiiii e, 173
Table 229 — Referencing AXIS of a GRAPH, SOURCE, WAVEFORM...........ccooviiiiiiiiiinn, 173
Table 230 — Referencing PARAMETERS of specific BLOCK_A instance.................. Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

- 14 - IEC 61804-3:2015 © IEC 2015
Table 231 — Referencing LOCAL_PARAMETERS of specific BLOCK_A instance................ 174
Table 232 — Referencing CHARACTERISTICS of specific BLOCK_A instance.................... 174
Table 233 — Referencing CHARTS of specific BLOCK_A instance.........ccoccoviiiiiiiiiiniiennen. 175
Table 234 — Referencing LISTS of specific BLOCK_A instance ..............cooiiiiiiiiiiiinenne. 175
Table 235 — Referencing GRAPHS of specific BLOCK_A instance ...........ccocceviviiiiiniineenn.n. 176
Table 236 — Referencing GRIDS of specific BLOCK_A instance.............ccccoovviiiiiiiiiiienennn. 176
Table 237 — Referencing MENUS of specific BLOCK_A instance ..........cc.ccoeeviiiiiiinininnne. 177
Table 238 — Referencing METHODS of specific BLOCK_Ainstance.............ccooiiiiioi. 177
Table 239 — Referencing @ COMPONENT inStanCe.......cccviuiiiiiiiiiie e 178
Table 240 — Referencing @ COMPONENT tyYP€ . ouiviiiiiiii e 178
Table 241 — Referencing FILES of specific BLOCK_A instance .............cooviviiiiiiniiniinenn. 178
Table 242 — Referencing PLUGINS of specific BLOCK_A instance..............ccocoiiiiiiiininni. 179
Table 243 — String as a string literal ... 179
Table 244 — String as a string variable ... 179
Table 245 — String as an enumeration Value ....... ... 180
Table 246 — String as a dictionary referencCe..... ..o 180
Table 247 — Referencing HELP and LABEL attributes of EDD instances................cccceeenn. 181
Table 248 — String OPEratioN ... 181
Table 249 — Format SPeCIfier. . ... e 182
Table 250 — Primary @XPreSSIONS ... et anas 183
Table 251 — Attribute values of VARIABLES.........oouiiiii e 184
Table 252 — AXIS attribute values ... 185
Table 253 — BLOB attribute values ..o 185
Table 254 — LIST attribute values ... ..o e 185
Table 255 — ARRAY attribute values ... 185
Table 256 — UNAry EXPrESSIONS ... ..ttt ettt e e e e e et e et e e e e e eneanas 185
Table 257 — Multiplicative Operators . ... ... 186
Table 258 — Additive Operators. ... .o 186
Table 259 — Shift OPEratOrS ... ..o 187
Table 260 — Relational OPerators. ... ..ot e 187
Table 261 — EQUAality OPerators. ... e 187
Table 262 — Text dictionary attributes..... ... 189
Table 263 — PLUGIN attribULES .. ... 189
Table 264 — UUID attribule. .. ..o e 190
Table 265 — BLOB attribDULES ..oveeiii e 190
Table A.1 — Conventions for integer constants ..o, 195
Table A.2 — Using escape sequences in string literals.............ooi 196
Table A.3 — Language code examples for string literals ............ccooiiiiiiiiiiii i 197
Table A.4 — Precedence and associativity for EDDL operators ...........cooviiiiiiiiiiiiiniiiinin. 198
Table A.5 — Operations for VARIABLEs or METHOD local variables..................coooiil. 200
Table A.6 — EDDL KEYWOIAS ... ..ttt ee e 201
Table D.1 — Profile selection tables ... 304
Table D.2 — EDDL Formal Definition profile tables ... Doelm‘ients

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015

IEC 61804-3:2015 © IEC 2015 -15 -

Table D.3 — Contents of selection tables ... 304
Table D.4 — EDDL element selection for PROFIBUS and PROFINET ........coooiiiiiiiiiinin. 305
Table D.5 — EDDL element selection for FOUNDATION fieldbus ..........coooiiiiiiii i, 312
Table D.6 — EDDL element selection for HCF ... 319
Table D.7 — EDDL element selection for Communication Servers..........ccoccoeviiiiinineinnnnn.n. 327
Table D.8 — METHOD DEFINITION data types .....c.ovuuiiniiiiiiie e 334
Table D.9 — VARIABLE TY PES ...ttt e e a e 335
Table D10 — DATE COQING ...ttt 336
Table D.11 — DATE_AND _TIME COAING ...iiuiiiiiiiiii e 337
Table D.12 — DURATION COAING . ouitiiiiiiiiiie e et e e e e a e eaeanas 337
Table D13 = TIME COTING ...t et 338
Table D.14 — TIME_VALUE coding (four 0Ctets) ........cooiiiiiiii e 338
Table D.15 — TIME_VALUE coding (eight 0Ctets) .......ccoiiiiiii e 338
Table D.16 — PACKED _ASCII COTING ..uuitiiiiiiiii et e e e 339
Table D.17 — BOOLEAN COQING .. .uititiiii et e e 339

Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015
-16 - IEC 61804-3:2015 © IEC 2015

INTERNATIONAL ELECTROTECHNICAL COMMISSION

FUNCTION BLOCKS (FB) FOR PROCESS CONTROL AND
ELECTRONIC DEVICE DESCRIPTION LANGUAGE (EDDL) -

Part 3: EDDL syntax and semantics

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with IEC also participate in this preparation. IEC collaborates closely with
the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard |EC 61804-3 has been prepared by subcommittee 65E: Devices and
integration in enterprise systems, of IEC technical committee 65: Industrial-process
measurement, control and automation.

This third edition cancels and replaces the second edition published in 2010. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:
e Builtins and their profiles removed and relocated into IEC 61804-5.

e The following extensions are integrated in the EDDL specification to meet FDI
requirements:

— New contructs BLOB, PLUGIN.

— Component construct for communication server requirements (additicnal attRQe%Hments
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— Extension of the class attribute.
— New attributes PRIVATE, VISIBILITY, WRITE_MODE
e The following changes will be integrated in the EDDL based on EDDL harmonization:
— Removed some unused features.
— Harmonized some profile features.

The text of this standard is based on the following documents:

FDIS Report on voting
65E/451/FDIS 65E/462/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
Headings ending with '(void)' are used to retain the numbering of previous editions.

A list of all parts in IEC 61804 series, published under the general title Function blocks (FB)
for process control and Electronic Device Description Language (EDDL), can be found on the
IEC website.

Future standards in this series will carry the new general title as cited above. Titles of existing
standards in this series will be updated at the time of the next edition.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on IEC web site under "http://webstore.iec.ch" in the data related
to the specific publication. At this date, the publication will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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The EDDL fills the gap between the conceptual function block specification of |EC 61804-2
and a product implementation. It allows the manufacturers to use the same description
method for devices based on different technologies and platforms. Figure 1 shows these

aspects.

IEC 61804 has the general title "Function blocks (FB) for process control and Electronic
Device Description Language (EDDL)" and consists of the following parts:

Part 2: Specification of FB concept

Part 3: EDDL syntax and semantics

Part 4: EDD interpretation
Part 5: EDDL Builtin library

Part 6: Meeting the requirements for integrating fieldbus devices in engineering tools for

field devices

This part of IEC 61804 has integrated some parts of IEC TS 61804-1:2003, which was

withdrawn in January 2013.

The EDDL may also be used for the description of product properties in other domains such
as industrial automation. Industrial automation may include devices such as generic digital
and analog input/output modules, motion controllers, human-machine interfaces, sensors,
closed-loop controllers, encoders, hydraulic valves, and programmable controllers.
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Figure 1 — Position of IEC 61804 in relation to other standards and products
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FUNCTION BLOCKS (FB) FOR PROCESS CONTROL AND
ELECTRONIC DEVICE DESCRIPTION LANGUAGE (EDDL) -

Part 3: EDDL syntax and semantics

1 Scope

This part of IEC 61804 specifies the Electronic Device Description Language (EDDL)
technology, which enables the integration of real product details using the tools of the
engineering life cycle.

This part of IEC 61804 specifies EDDL as a generic language for describing the properties of
automation system components. EDDL is capable of describing
e device parameters and their dependencies;
e device functions, for example, simulation mode, calibration;
e graphical representations, for example, menus;
e interactions with control devices;
e graphical representations:
— enhanced user interface,
— graphing system;
e persistent data store.
EDDL is used to create Electronic Device Description (EDD) for example concrete devices,
common usable profiles or libraries. This EDD is used with appropriate tools to generate an
interpretative code to support parameter handling, operation, and monitoring of automation

system components such as remote 1/Os, controllers, sensors, and programmable controllers.
Tool implementation is outside the scope of this standard.

This part of IEC 61804 specifies the semantic and lexical structure in a syntax-independent
manner. A specific syntax is defined in Annex A, but it is possible to use the semantic model
also with different syntaxes.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60050 (all parts), |International Electrotechnical Vocabulary (available at
http://www.electropedia.org)

EC 61804-24:—1, Function blocks (FB) for process control and Electronic Device Description
Language (EDDL) — Part 2: Specification of FB concept and Electronic Device Description
Language (EDDL)

1 To be published. Documents
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IEC 61804-5, Function blocks (FB) for process control and Electronic Device Description
Language (EDDL) — Part 5: EDDL Builtin library

EC 62541-4, OPC unified architecture — Part 4: Services

ISO/IEC 2375, Information technology — Procedure for registration of escape sequences and
coded character sets

ISO/IEC 7498-1|, Information technology — Open Systems Interconnection — Basic Reference
Model: The Basic Model

ISO/IEC 8859-1|, Information technology — 8-bit single-byte coded graphic character sets —
Part 1: Latin alphabet No. 1

ISO/IEC 9834-8, Information technology — Procedures for the operation of object identifier
registration authorities — Part 8: Generation of universally unique identifiers (UUIDs) and their
use in object identifiers

SO/IEC 9899, Information technology — Programming languages — C

ISO/IEC 10646-1, Information technology — Universal Multiple-Octet Coded Character Set
(UCS) — Part 1: Architecture and Basic Multilingual Plane

SO 639 (all parts), Codes for the representation of names of languages

SO 3166-1|, Codes for the representation of names of countries and their subdivisions — Part
1: Country codes

IEEE 754, IEEE Standard for Floating-Point Arithmetic

RFC 3629, UTF-8, User Datagram Protocol, available at http://www.ietf.org/rfc/rfc0768.txt

W3C Cascading Style Sheets Level 2 Specification http://www.w3.0rg/TR/CSS2

3 Terms, definitions, abbreviated terms and acronyms

3.1 Terms and definitions

For _the purposes of this document, the terms and definitions given in |JEC 60050-351|, in
IEC 61804-4, as well as the following apply.

3.11

Builtin

predefined subroutine executed by the EDD application, e.g. for communication and display
purposes

3.1.2

device

independent physical entity capable of performing one or more specified functions in a
particular context and delimited by its interfaces

[SOURCE: JEC 61499-1:2012, 3.29]
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3.1.3

EDD application

program using the EDD, or any translated form, which offers functionality such as
communication representation, data representation, graphical representation, etc.

3.1.4

EDDL processor

processor or program, which translates the EDD into an executable form that can be
processed by an EDD application

3.1.5

EDDL profile

selection of the supported elements of the EDDL lexical structure including the syntax
definitions for a number of specific consortia

3.1.6

Electronic Device Description Language

EDDL

formal language for describing devices and communication components

3.1.7

Electronic Device Description

EDD

data collection containing the device parameter(s), its(their) dependencies, its(their) graphical
representation and a description of the data sets which are transferred

Note 1 to entry: The Electronic Device Description is created using the EDDL.

3.1.8

Electronic Device Description compiler

compiler which translates the EDD source in an internal format that is used by the EDD
Interpreter

3.1.9

Electronic Device Description Interpreter

EDDI

Interpreter which uses the EDD source or an internal format that is given by the EDDL
compiler to provide the EDD information to the EDD user

3.1.10

function block

function block instance

software functional unit comprising an individual, named copy of a data structure and
associated operations specified by a corresponding FB type

Note 1 to entry: Typical operations of an FB include modification of the values of the data in its associated data
structure.

[SOURCE: |EC 61804-%;—, 3.1.32]

3.1.11

hardware

physical equipment, as opposed to programs, procedures, rules and associated
documentation

3.1.12
preprocessor
part of the run-time environment that transforms the information given in an EDD
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3.1.13
preprocessor directives
description of conditions for filtering the EDD code before compilation or interpretation

Note 1 to entry: For example, a preprocessor directive providing the facility to define names for constants or to
write macros to make code easier to read.

3.1.14

software

intellectual creation comprising the programs, procedures, rules and any associated
documentation pertaining to the operation of a system

[SOURCE: |JEC 61499-1:2012, 3.92]

3.2 Abbreviated terms and acronyms

ASCII American Standard Code for Information Interchange according to
ISO/IEC 10646-1

CP Communication Profile

CPF Communication Profile Family

EDD Electronic Device Description

EDDL Electronic Device Description Language

EUC Extended Unicode according to

FB Function block

FF Fieldbus Foundation2

HCF HART®3 Communication Foundation

HMI Human-machine interface

1/0 Input/Output

ID Identifier

(O] Open Systems Interconnection

Pl PROFIBUS and PROFINET 4 International

PDU Protocol data unit

PNO PROFIBUS Nutzerorganisation

4 Conformance statement

A statement of conformance to a profile of this part of IEC 61804 shall be stated5 as

compliance to |EC 61804-3:—, Annex D.n <Type>

2 FOUNDATION™ Fieldbus is the trade name of the consortium Fieldbus Foundation (non-profit organization).
This information is given for the convenience of users of this standard and does not constitute an endorsement
by IEC of the trade name holder or any of its products. Compliance to this profile does not require use of the
trade name. Use of the trade names requires permission from the trade name holder.

3 HART® is a registered trademark of the consortium HART Communication Foundation (HCF) (non-profit
organization). This information is given for the convenience of users of this standard and does not constitute an
endorsement by IEC of the trade name holder or any of its products. Compliance to this profile does not require
use of the trade name. Use of the trade names requires permission from the trade name holder.

4 PROFIBUS and PROFINET are trade names of PROFIBUS Nutzerorganisation e.V. (PNO) as part of
PROFIBUS and PROFINET International. PNO is a non-profit trade organization to support the fieldbus
technologies PROFIBUS and PROFINET. This information is given for the convenience of users of this standard
and does not constitute an endorsement by IEC of the trade name holder or any of its products. Compliance to
this profile does not require use of the tradename. Use of the trade names requires permission from the trade
name holder.

5 In accordance with the ISO/IEC Directives. Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://dx.doi.org/10.3403/30260815
http://dx.doi.org/10.3403/00307807U
http://dx.doi.org/10.3403/00483840U
http://dx.doi.org/10.3403/30214196U
http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015
IEC 61804-3:2015 © IEC 2015 - 23 -

where the Type within the angle brackets < > is optional and the angle brackets are not to be
included.

The Type may be, for example, the name of the communication protocol used such as
PROFIBUS, Foundation Fieldbus, or HART Communication Foundation, or in an encoded way

according to the Communication Profiles specified in JEC 61784-1 or in |EC 61784-2.

Product standards shall not include any conformity assessment aspects (including QM
provisions), either normative or informative, other than provisions for product testing
(evaluation and examination).

5 Conventions

5.1 General

In IEC 61804 series all keywords are written in uppercase letters. An EDDL element is written
in lowercase letters to address the semantic of the whole element.

The EDDL is generally described using lexical structures in which the elements and the
presence of fields are specified.

5.2 Conventions for lexical structure
5.2.1 ABC field1, field2

ABC is a lexical element. This element shall be coded in a concrete syntax. It is not required
to code this element with the name “ABC”. It is also possible to code this element, for
example, with a tag number.

Field1 and field2 are fields of the lexical element ABC. Each field is mandatory and may have
more than one attribute. If a field has attributes, the presence of the attributes is specified in a
table. A comma separates field1 and field2. The comma is a lexical element and is not coded
explicitly.

If a field has additional attributes, the attributes are defined in a table. The table layout and
the possible usage qualifiers are shown in Table 1.

Table 1 — Field attribute descriptions

Usage | Attribute Description

m yyy The presence of this attribute is mandatory.

o XXX The presence of this attribute is optional.

S z1 The presence of this attribute is selectable with other attributes, which are also marked

with “s” in the “usage” column. Only one of the selectable attributes (z1 or z2) is present.

s z2 The presence of this attribute is selectable with other attributes, which are also marked
with “s” in the “usage” column. Only one of the selectable attributes (z1 or z2) is present.

c uuu The presence of this attribute is conditional and it is only present if the condition is true.

The characters in the “usage” column have the following meanings:

m: this attribute is mandatory and shall be present.
o: this attribute is optional and need not be present.

s: this attribute is a selection. One, and only one, of the fields marked with “s” (z1 or z2)
shall be present.

c: this attribute is conditional. The condition is described in the “description” ¢ olunp.c’cumentS
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In the “attribute” column, if more than one attribute exists, which have the same usage, the
attributes are sorted in alphabetical order.

5.2.2 ABC field1+

The plus (+) behind field1 is used to indicate that field1 is used at least once. It may be used
more than once.

5.2.3 ABC field2*

The asterisk (*) behind field2 is used to indicate that field2 is optional and need not be used.
If it is used it may be used more than once.

5.2.4 ABC [field1, field2]+

The elements field1 and field2 in the square brackets [] are an unsorted list. The plus (+)
behind the closing bracket indicates that field1 and field2 are used at least once and may be
used more than once as group.

5.2.5 ABC field1, (field2, field3)<exp>

<exp> indicates that field2 and field3 are used in conjunction with the conditional expression,
(conditional constructs are specified in 7.37). The expression <exp> refers only to the fields
within the preceding curved brackets (). Usage of conditional expressions is optional.

6 EDD and EDDL model

6.1 Overview of EDD and EDDL

An Electronic Device Description (EDD) contains all device parameters of an automation
system component. The technology used to describe an EDD is called Electronic Device
Description Language (EDDL). The EDDL provides a set of scalable basic language elements
to handle simple, complex or modular devices. The EDDL is a descriptive language based on
an ASCII format with clear separation between data and program.

Data in a text field, which is marked with a country code like Japanese, may use a multi-byte
code.

6.2 EDD architecture

From the viewpoint of the ISO/OSI model (JSO/IEC 7498-1), an EDD is above Layer 7.
However, the EDD application uses the communication system to transfer its information. An
EDD contains constructs that support mapping to a supporting communication system.

The device manufacturer defines the objects, which are reflected by the logical representation
of the objects within an EDD application. For that reason, EDDL has language elements,
which map the EDD data to the data representation of the communication system, so that the
user of an EDD does not need to know the physical location (address) of a device object.

EDD describes the management of information to be displayed to the user. The specific
representation of such visualization is not part of EDD or EDDL definitions.

6.3 Concepts of EDD

The manufacturer of a device or of an automation system component describes the properties
of the device by using the EDDL. The resulting EDD contains information such as:

e description of the device parameters;
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e description of parameter dependencies;

e logical grouping of the device parameters;

e selection and execution of supported device functions;
e description of the transferred data sets.

Depending on the required usage, the EDD may be physically located

e in a device;
e in an external data storage medium such as a compact disk, floppy or a server;
e partially distributed in the device and an external storage medium.

EDD supports text strings (common terms, phrases etc.) in more than one language (English,
German, French, etc.). Text strings may be stored in separate dictionaries. There may be
more than one dictionary for one EDD.

An EDD implementation includes sufficient information about the target device, for example,
manufacturer, device type, revision, etc. This is used to match a specific EDD to a specific
device.

6.4 Principles of the EDD development process
6.4.1 General

The creation of an EDD is a three-stage process: EDD source generation, EDD preprocessing
and EDD compilation.

6.4.2 EDD source generation

The EDD generation process is shown in Figure 2.

i Development
Write an EDD Deliver the EDD

describing device with the device (Manufacturer)
properties
EDD
application

Operation
(User)

IEC

Figure 2 — EDD generation process
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The device manufacturer writes an appropriate EDD for his device and delivers both (EDD
and device). If the automation system supports the EDD method, a system integration can be
made by the user.

The EDDs for devices may be embedded in the device memory or delivered using separate
storage media or downloaded from an appropriate network server. The EDD is 'interpreted' or
'browsed' by an EDD application. EDDs are normally stored as source files or preprocessed
files.

6.4.3 EDD preprocessing

In the preprocessing stage an EDD preprocessor generates a consistent EDD representation
suitable for final compilation.

Preprocessing supports, for example, substitution of definitions and inclusion of external text.
The output of the preprocessor is a complete EDD without any preprocessor directive.

6.4.4 EDD compilation

The EDD compilation stage produces an EDD application internal representation from a
preprocessed EDD to be used in the EDD application.

6.5 Interrelations between the lexical structure and formal definitions

The lexical structure of EDDL and its elements are described in Clause 7. Formal definitions
and syntax for each EDDL element are given in Annex A. The lexical structure and its formal
description use the same name.

NOTE Instead of the specified formal definitions and syntax in Annex A, another specification may be developed
as an additional option.

6.6 Builtins

Builtins are predefined subroutines which are executed in the EDD application.

EXAMPLE A hand-held terminal is a simple device having a small display and limited cursor functions. For this
type of device, a Builtin could be specified to provide display entry using only up/down right/left cursor actions.

The library of Builtins is defined in IEC 61804-5.

6.7 Profiles

EDDL is a harmonized specification of existing legacy EDD concepts. Concrete EDD
applications use a subset of the EDDL specification. Selection of EDDL elements and Builtins
is made from the profiles defined in Annex D.

In addition to EDD profiles, implementing consortia also publish “Device Profiles”, which are
used to support the interchangeability of compliant devices. These Device Profiles may be
described using the EDDL specified in this document.

7 Electronic Device Description Language (EDDL)

7.1 Overview
711 EDDL features
The EDDL is a structured and interpretative language for describing device properties. Also

the interactions between the devices and the EDD run-time environment are incorporated in
the EDDL. The EDDL provides a set of language elements for these purposes. Documents
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For a specific EDD implementation it is not necessary to use all of the elements provided by
the language.

Compatible subsets of EDDL are permitted and may be specified using profiles (for example,
choice of constructs, number of recursions, and selection of options). Profiles supported by
some industrial consortia are specified in Annex D. EDD developers are required to identify
within each device details as to which profile has been used.

7.1.2 Syntax representation

The specification of the EDDL language in Clause 7 of this part of IEC 61804 uses an abstract
syntax. The abstract lexical structure in 7.1 is converted into specific syntaxes specified in
Annex A by the element name (for example, VARIABLE in the lexical structure equates to the
keyword “VARIABLE” in Annex A).

Beside the defined syntax in this part of IEC 61804, it is possible to use other syntax
definitions, which may be added in the future to allow other features and representations for
future progress.

71.3 EDD language elements
The language is structured with the following language elements:

e identification element;
e basic construction elements;

e special elements.

Frequently used text strings, for example, help text and multi-lingual lists of labels should be
separated in a text dictionary (see 7.41).

Identification information shall be the first entry in every EDD file and shall appear only once.
The identification information uniquely identifies the version of EDDL used, together with the
specific device type, model codes and revision details covered by the EDD file.

7.1.4 Basic construction elements
7.1.4.1 General

These basic constructs have been specified to support descriptions of devices used within
industrial control applications, together with their properties and functionality.

Some constructs have similar names and functions while differing in their detailed specifi-
cation. This additional variety has been included to ensure compatibility with several existing
description languages. Appropriate mapping cross-references are given by profiles.

Each of the basic constructs has a set of attributes associated with it. Attributes can also have
subattributes, which refine the definition of the attribute and hence the definition of the
construct itself.

The definition of an attribute may be static or dynamic. A static attribute definition never
changes, while a dynamic attribute definition may change in order to accommodate parameter
value changes.

7.1.4.2 AXIS
AXIS describes the axis of a CHART or GRAPH (see 7.3).
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7.1.4.3 BLOB

BLOB describes a Binary Large Object used for transfering binary data to or from a device
(see 7.43).

7.1.4.4 BLOCK_A

BLOCK_A is a logical grouping of CHARACTERISTICS, PARAMETERS,
PARAMETER_LISTS, and ITEM_LISTS, see Figure 3. To access one item of BLOCK_A, the
instance of the block should be used (see 7.4.1 and Figure 3).

BLOCK_A
CHARACTERISTICS
RECORD
PARAMETERS VALUE_ARRAY
VARIABLE
RECORD
LOCAL_PARAMETERS VALUE_ARRAY
VARIABLE
RECORD
PARAMETER_LISTS

VARIABLE_LIST

AXIS

CHART
COLLECTION
EDIT_DISPLAY
ITEM_LISTS FILE

GRAPH

LIST

MENU

METHOD
PLUGIN
REFERENCE_ARRAY
REFRESH
SOURCE

UNIT
WAVEFORM
WRITE_AS_ONE

IEC

Figure 3 — BLOCK_A

7.1.4.5 BLOCK_B
BLOCK_B is used to structure variables in instances of logical block types. For accessing a

VARIABLE within a BLOCK_B construct, the basic construct COMMAND is used to provide
the relative addressing (see 7.4.2).

7.1.4.6 CHART

CHART describes a chart used to display data from a device in the EDD application (see 7.5
and Figure 4).

CHART

MEMBERS

SOURCE

IEC

Figure 4 — CHART Documents
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7.1.4.7 COLLECTION

COLLECTION describes logical groupings of data (see 7.6 and Figure 5).

COLLECTION

BLOCK_A
BLOCK_B
CHART
COLLECTION
EDIT_DISPLAY
FILE

GRAPH

GRID

item-type IMAGE

LIST

MENU

METHOD
PLUGIN
RECORD
REFERENCE_ARRAY
VALUE_ARRAY
VARIABLE
VARIABLE_LIST

IEC
Figure 5 - COLLECTION

7.1.4.8 COMMAND

COMMAND describes the structure and the addressing of the variables in the device (see 7.7
and Figure 6).

COMMAND
BLOCK_B
BLOCK_B
POST_RQSTRECEIVE_ACTIONS
METHOD
REPLY REFERENCE_ARRAY
VARIABLE
REQUEST REFERENCE_ARRAY
VARIABLE
RESPONSE_CODES
= RESPONSE_CODES

IEC

Figure 6 — COMMAND

7.1.4.9 COMPONENT

COMPONENT describes the configuration behavior of the device that is described in the EDD
(see 7.8 and Figure 7).
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COMPONENT

CHECK_CONFIGURATION
METHOD

COMPONENT_PARENT

COMPONENT_FOLDER

COMPONENT_RELATIONS

COMPONENT_RELATION

CONNECTION_POINT

COLLECTION
DETECT METHOD
SCAN

METHOD
SCAN_LIST LIST
SUPPLIED_INTERFACE INTERFACE

IEC

Figure 7 — COMPONENT

7.1.410 COMPONENT_FOLDER

COMPONENT_FOLDER describes a folder in a catalog. Folders allow groupings of
components in a catalog (see 7.9 and Figure 8).

COMPONENT_FOLDER
[ COMPONENT_PARENT

COMPONENT_FOLDER

IEC

Figure 8 - COMPONENT_FOLDER

7.1.4.11 COMPONENT_REFERENCE

COMPONENT_REFERENCE refers to a COMPONENT or a COMPONENT_FOLDER (see
7.10 and Figure 9).

COMPONENT_REFERENCE
[ COMPONENT_PARENT

COMPONENT_FOLDER

IEC

Figure 9 — COMPONENT_REFERENCE

7.1.4.12 COMPONENT_RELATION

COMPONENT_RELATION specifies a relation between COMPONENTS, for example a module
and one or more other modules (see 7.11 and Figure 10).
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COMPONENT_RELATION

| COMPONENTS

COMPONENT
ADDRESSING

VARIABLE
REQUIRED_INTERFACE

INTERFACE
SUPPLIED_INTERFACE

INTERFACE

IEC
Figure 10 - COMPONENT_RELATION
7.1.4.13 EDIT_DISPLAY

EDIT_DISPLAY describes how the data will be represented to a user by a display device (see
7.14 and Figure 11).

EDIT_DISPLAY

EDIT_ITEMS BLOCK_A
VARIABLE

WRITE_AS_ONE

DISPLAY_ITEMS BLOCK_A
VARIABLE

WRITE_AS_ONE

POST_EDIT_ACTIONS

METHOD

PRE_EDIT_ACTIONS

METHOD

IEC

Figure 11 — EDIT_DISPLAY

7.1.4.14 FILE

FILE describes an area of persistent storage (see 7.15 and Figure 12).

FILE

MEMBERS COLLECTION

RECORD
REFERENCE_ARRAY
VALUE_ARRAY
VARIABLE

ON_UPDATE_ACTIONS

METHOD

IEC

Figure 12 — FILE

7.1.4.15 GRAPH

GRAPH describes a graph used to display data from a device in the EDD application (see
7.16 and Figure 13).
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GRAPH

MEMBERS

WAVEFORM

X_AXIS

AXIS

IEC

Figure 13 — GRAPH

7.1.4.16 GRID

GRID describes a matrix used to display data from a device in the EDD application (see 7.17
and Figure 14).

| GRID |

| VECTORS REFERENCE_ARRAY
VALUE_ARRAY
VARIABLE

IEC

Figure 14 — GRID

7.1.417 IMAGE

IMAGE describes a visual image (see 7.18 and Figure 15).

IMAGE

LINK MENU

METHOD

IEC
Figure 15 - IMAGE

7.1.4.18 IMPORT

IMPORT is used to import an EDD and to modify its existing definitions (see 7.19).

7.1.419 LIKE

LIKE creates a new instance of an existing instance of a basic construct. The attributes of the
new instance may be redefined, added or deleted (see 7.21 and Figure 16).
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LIKE

AXIS
BLOB

BLOCK_A

BLOCK_B

CHART

COLLECTION
COMMAND
COMPONENT
COMPONENT_FOLDER
COMPONENT_REFERENCE
COMPONENT_RELEATION
EDIT_DISPLAY

FILE

GRAPH

GRID

IMAGE

INTERFACE

LIST

MENU

METHOD

PLUGIN

RECORD
REFERENCE_ARRAY
REFRESH
RESPONSE_CODE
SOURCE

TEMPLATE

UNIT

VALUE_ARRAY
VARIABLE
VARIABLE_LIST
WAVEFORM
WRITE_AS_ONE

IEC

Figure 16 — LIKE

7.1.4.20 LIST

LIST describes a sequence of elements (see 7.22 and Figure 17).

LIST

TYPE COLLECTION

LIST

RECORD
REFERENCE_ARRAY
VALUE_ARRAY
VARIABLE

IEC

Figure 17 — LIST

7.1.4.21 MENU

MENU describes how the data will be presented to a user by an EDD application (see 7.23
and Figure 18).
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MENU

ITEMS

CHART
COLLECTION
EDIT_DISPLAY
GRAPH

GRID

IMAGE

LIST

MENU
METHOD
PLUGIN
RECORD
REFERENCE_ARRAY
VALUE_ARRAY
VARIABLE

EXIT_ACTIONS
METHOD

INIT_ACTIONS

METHOD

PRE_EDIT_ACTIONS
METHOD

PRE_READ_ACTIONS

METHOD

PRE_WRITE_ACTIONS

» METHOD

POST_EDIT_ACTIONS
METHOD

POST_READ_ACTIONS

METHOD

POST_WRITE_ACTIONS

METHOD

IEC

Figure 18 — MENU

7.1.4.22 METHOD

METHOD describes the execution of a complex sequence of event interactions that shall take
place between system devices such as display units, configurators and devices (see 7.24).

7.1.4.23 PLUGIN

PLUGIN describes a User Interface Plug-in (UIP) as specified in 7.42.

7.1.4.24 RECORD

RECORD describes the data contained in the device (see 7.26 and Figure 19).

RECORD

MEMBERS

VARIABLES

RESPONSE_CODES

RESPONSE_CODES

IEC

Figure 19 — RECORD

Documents

Document Sharing Hub

Full document details: BS EN 61804-3:2015


http://www.avadocuments.com/doc/bs-en-61804-3-2015
http://www.avadocuments.com/doc/bs-en-61804-3-2015

BS EN 61804-3:2015
IEC 61804-3:2015 © IEC 2015 - 35—

7.1.4.25 REFERENCE_ARRAY

REFERENCE_ARRAY is a set of EDD items of the same EDDL item type (for example,
VARIABLE or MENU). An item can be referenced in the EDD via the REFERENCE_ARRAY
name and the index associated with the item (see 7.27 and Figure 20).

REFERENCE_ARRAY

BLOCK_A
BLOCK_B
CHART
COLLECTION
EDIT_DISPLAY
FILE

GRAPH

GRID

item-type IMAGE

LIST

MENU

METHOD
PLUGIN
RECORD
REFERENCE_ARRAY
VALUE_ARRAY
VARIABLE
VARIABLE_LIST

IEC

Figure 20 - REFERENCE_ARRAY

7.1.4.26 Relations
7.1.4.26.1 REFRESH

REFRESH describes relationships between LISTs, RECORDs, VALUE_ARRAYs and
VARIABLES (see 7.28.1 and Figure 21).

REFRESH

VARIABLE
RECORD
VALUE_ARRAY

cause-parameter

affected-parameter LIST

RECORD
VALUE_ARRAY
VARIABLE

IEC

Figure 21 — REFRESH

7.1.4.26.2 UNIT

UNIT describes relationships between AXISs, VALUE_ARRAYs and VARIABLEs (see 7.28.2
and Figure 22).
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UNIT
cause-parameter
VARIABLE
affected-parameter AXIS
LIST
VALUE_ARRAY
VARIABLE

IEC

Figure 22 — UNIT

7.1.4.26.3 WRITE_AS_ONE

WRITE_AS_ONE describes relationships between VARIABLEs, RECORDs, and
VALUE_ARRAYs (see 7.28.3 and Figure 23).

WRITE_AS_ONE

RECORD
VALUE_ARRAY
VARIABLE

IEC
Figure 23 - WRITE_AS_ONE

7.1.4.27 RESPONSE_CODES

RESPONSE_CODES specifies the list of response code elements that shall be used by the
EDD application to inform the user about the communiation result, for example error, warning
(see 7.29).

7.1.4.28 SOURCE
SOURCE describes a source of data values for a CHART (see 7.30 and Figure 24).

SOURCE
EXIT_ACTIONS
= METHOD
INIT_ACTIONS
= METHOD
MEMBERS
VARIABLE
Y_AXIS
AXIS

IEC

Figure 24 —- SOURCE

7.1.4.29 VALUE_ARRAY
VALUE_ARRAY describes logical groups of EDDL variables (see 7.32 and Figure 25).
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VALUE_ARRAY \C/:(A)T::AI\EBCL'II'EION
| TYPE LIST

VALUE_ARRAY
REFERENCE_ARRAY

RESPONSE_CODES

RESPONSE_CODES

IEC

Figure 25 - VALUE_ARRAY

7.1.4.30 VARIABLE
VARIABLE describes the data contained in the device (see 7.33 and Figure 26).

VARIABLE

POST_EDIT_ACTIONS

METHOD
POST_READ_ACTIONS

METHOD
POST_RQSTUPDATE_ACTIONS

METHOD
POST_USERCHANGE_ACTIONS

METHOD
POST_WRITE_ACTIONS

= = METHOD

PRE_EDIT_ACTIONS

METHOD
PRE_READ_ACTIONS

METHOD
PRE_WRITE_ACTIONS

METHOD
REFRESH_ACTIONS

METHOD
RESPONSE_CODES

RESPONSE_CODES

IEC

Figure 26 — VARIABLE

7.1.4.31 VARIABLE_LIST

VARIABLE_LIST describes logical groupings of data contained in the device that may be
communicated as a list (see 7.34 and Figure 27).

VARIABLE_LIST

MEMBERS RECORDS
VALUE_ARRAY
VARIABLE

RESPONSE_CODES

RESPONSE_CODES

IEC

Figure 27 — VARIABLE_LIST
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7.1.4.32 WAVEFORM
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WAVEFORM describes a data set that may be displayed by a GRAPH (see 7.35 and

Figure 28).
WAVEFORM
: INIT_ACTIONS
METHOD
EXIT_ACTIONS
= METHOD
REFRESH_ACTIONS
METHOD
Y_AXIS
AXIS

Figure 28 —- WAVEFORM

7.1.5 Common attributes

The following common attributes are used in many basic constructs:

o CLASSIFICATION

e COMPONENT_PARENT
e COMPONENT_PATH
o DEFINITION

o EMPHASIS

e HANDLING

e HEIGHT

e HELP

o IDENTITY

o LABEL

o LINE_COLOR

e LINE_TYPE

e MEMBERS

e PRIVATE

e PROTOCOL

e RESPONSE_CODES
o SUPPLIED_INTERFACE
e VALIDITY

e VISIBILITY

e WIDTH

e WRITE_MODE

7.1.6 Special elements

IEC

The special elements are additional EDDL mechanisms to support file handling, multiple
instances and modification of EDDL basic elements, such as:

e Conditional Expressions specify attributes values, which are dependent on thD@BEf’lﬁents

variables at run-time.
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o Reference is used throughout a device description to refer to other items within the same
EDDL.

o Expression is a logical or mathematical operation on variable values in order to modify
attribute values of a basic construct at run-time.

71.7 Rules for instances

Each instance of a basic construct shall be identified by an identifier of type string. This
identifier shall be unique within the complete EDD. All EDDL constructs represent actual
instances of device information. If a device contains two or more pieces of information which
have the same structure the appropriate construct shall be repeated in the EDD with different
identifiers. Alternatively the LIKE construct may be used to create a copy of the construct with
a different identifier. The identifier in the lexical definition part is not described within each
construct again.

7.1.8 Rules for a list of VARIABLESs

A list of VARIABLEs may contain VARIABLEs, elements of composed types or composed
types. Composed types are:

e BLOCK_A PARAMETERS
e COLLECTIONS

e RECORDS

e REFERENCE_ARRAY

e VALUE_ARRAY

e VARIABLE_LISTS

Instead of referencing every single member of a composed type, a reference can be made to
the type instance.

7.2 EDD identification information
7.21 General structure

Purpose

EDD identification information uniquely identifies the device description of a specific device
type from a device manufacturer. It also specifies the EDDL version and EDDL profile used.

This identification information shall be the first entry in every EDD and shall appear only once.
Strict order of the keywords of the EDD identification information is not necessary.

Lexical structure

DD REVISION, DEVICE REVISION, DEVICE TYPE, EDD PROFILE, EDD VERSION,
MANUFACTURER, MANUFACTURER EXT

7.2.2 Specific attributes
7.2.21 DD_REVISION

Purpose

The DD_REVISION attribute specifies a unique code for the EDD revision of this device, as
defined by the manufacturer.

The manufacturer should change the revision number each time a new device description is
issued for a device. Documents
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There can be multiple EDDs for a particular revision of a particular device, in which case the
DD_REVISION distinguishes them.

Lexical structure

DD REVISION integer
The attribute of DD_REVISION is specified in Table 2.

Table 2 — DD_REVISION attribute

Usage Attribute Description

m integer Two-octet unsigned integer containing the code for a specific EDD file
revision.

7.2.2.2 DEVICE_REVISION

Purpose

The DEVICE_REVISION attribute specifies a unique code for the device revision of the
device, as defined by the manufacturer.

Lexical structure

DEVICE REVISION integer
The attribute of DEVICE_REVISION is specified in Table 3.

Table 3 — DEVICE_REVISION attribute

Usage Attribute Description

m integer Two-octet unsigned integer containing the code for a specific device
revision.

7.2.2.3 DEVICE_TYPE

Purpose

The DEVICE_TYPE attribute specifies an identifier for the device type, as defined by the
manufacturer of the device. The identifier should be unique for each type.

The device type may specify either a category of devices or a specific product.

Lexical structure

DEVICE TYPE (integer,identifier)
The attributes of DEVICE_TYPE are specified in Table 4.
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Table 4 — DEVICE_TYPE attributes

Usage Attribute Description

S integer Two-octet unsigned integer containing the code for a specific device
type or group of device types.

s identifier Reference to a two-octet integer which contains the code for a specific
device type or group of device types.

The mapping of the identifier to an integer constant may be stored in an extra file named "devices.cfg". This file
contains a list of identifiers for devices or groups of device types.

7.2.2.4 EDD_PROFILE

Purpose

The EDD_PROFILE attribute specifies the selected profile of the EDDL as defined in
Annex D.

Lexical structure

EDD PROFILE integer
The attribute of EDD_PROFILE is specified in Table 5.

Table 5 - EDD_PROFILE attribute

Usage Attribute Description

o integer Two-octet unsigned integer containing the code for the specific profiles
selected from Annex D.

The following codes are currently defined:

0x01 Profile for HART Communication Foundation (see Clause D.4)
0x02 Profile for Fieldbus Foundation (see Clause D.3)

0x03 Profile for PROFIBUS (see Clause D.2)

0x04 Profile for PROFINET (see Clause D.2)

7.2.2.5 EDD_VERSION

Purpose

The EDD_VERSION attribute specifies a unique code for the EDD version, which has been
used by the manufacturer in constructing the EDD. This attribute shall be included with all
device descriptions conforming to this standard.

Lexical structure

EDD VERSION integer
The attribute of EDD_VERSION is specified in Table 6.

Table 6 - EDD_VERSION attribute

Usage Attribute Description

o integer Two-octet unsigned integer containing the number 1 for this first edition
of the standard.
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7.2.2.6 MANUFACTURER

Purpose

The MANUFACTURER attribute identifies the manufacturer. The code allocation should be
managed by the specific organizations which are responsible for the different EDDL profiles.
The combination of EDD_PROFILE and MANUFACTURER shall be unique.

Lexical structure

MANUFACTURER (long integer, identifier)
The attributes of MANUFACTURER are specified in Table 7.

Table 7 - MANUFACTURER attributes

Usage Attribute Description

S long integer Unsigned long integer containing the code for a specific manufacturer.

If all bits in the value of the integer are set to one, the lexical structure
“MANUFACTURER_EXT” shall be present and identifies the
manufacturer.

sm identifier Reference to an unsigned long integer which contains the code for a
specific manufacturer.

The mapping of the identifier to an integer constant should be stored in an extra file named "devices.cfg". This
file contains a list of identifiers for manufacturers.

7.2.2.7 MANUFACTURER_EXT

Purpose

The MANUFACTURER_EXT attribute is reserved for future use. It is a placeholder for a string
providing global identification for the MANUFACTURER.

NOTE The specification of this attribute will be included when it becomes internationally available.
Lexical structure
MANUFACTURER EXT string

The attribute of MANUFACTURER_EXT is specified in Table 8.

Table 8 - MANUFACTURER_EXT attribute

Usage Attribute Description

c string String containing the information for a unique worldwide manufacturer
identification.

7.3 AXIS
7.3.1 General structure

Purpose
AXIS describes an axis of a CHART or GRAPH.

Lexical structure
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AXIS identifier [CONSTANT UNIT , HELP, LABEL, MAX VALUE, MIN VALUE,
SCALING]

The attributes of AXIS are specified in Table 9.

Table 9 — AXIS attributes

Usage Attribute Description
o] CONSTANT_UNIT Lexical element (see 7.3.2.1).
o HELP Lexical element (see 7.36.8).
o LABEL Lexical element (see 7.36.9).
o MAX_VALUE Lexical element (see 7.3.2.2).
o MIN_VALUE Lexical element (see 7.3.2.3).
o SCALING Lexical element (see 7.3.2.4).

7.3.2 Specific attributes
7.3.21 CONSTANT_UNIT

Purpose

The CONSTANT_UNIT attribute is used, if an AXIS has a unit code which never changes. The
CONSTANT_UNIT is specified as a string that will be displayed along with the value. An AXIS
without a constant unit either has no units associated with it or the units are not constant.

Lexical structure

CONSTANT UNIT (string)<exp>

The attribute of CONSTANT_UNIT is specified in Table 176.
7.3.2.2 MAX_VALUE

Purpose

The MAX_VALUE attribute specifies the value associated with the last tick mark of the AXIS.
The last tick mark of an X_AXIS and Y_AXIS is the right-most and top-most tick mark,
respectively. By default, the value associated with the last tick mark of an AXIS without a
MAX_VALUE attribute is inferred from the WAVEFORMSs on the GRAPH.

Lexical structure

MAX VALUE (reference, double, float, integer, unsigned integer)<exp>
The attributes of MAX_VALUE are specified in Table 10.
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Table 10 - MAX_VALUE, MIN_VALUE attributes

Usage Attribute Description

o reference Reference to either a VARIABLE instance, a member of a RECORD
instance, an element of a VALUE_ARRAY instance or an element of a
REFERENCE_ARRAY instance with a numeric or a date/time data type.

MAX_VALUE and MIN_VALUE shall reference VARIABLEs of the same
data type. This shall apply for X_AXIS and Y_AXIS.

o double Double-precision floating-point constant.
o float Single-precision floating-point constant.
o integer Integer constant.

o unsigned_integer Unsigned integer constant.

7.3.2.3 MIN_VALUE

Purpose

The MIN_VALUE attribute specifies the value associated with the first tick mark of the AXIS.
The first tick mark of an X_AXIS and Y_AXIS is the left-most and bottom-most tick mark,
respectively. By default, the value associated with the first tick mark of an AXIS without a
MIN_VALUE attribute is inferred from the WAVEFORMs on the GRAPH.

Lexical structure

MIN VALUE (reference, double, float, integer, unsigned integer)<exp>
The attributes of MIN_VALUE are specified in Table 10.

7.3.2.4 SCALING

Purpose

The SCALING attribute specifies the way the tick marks of the AXIS should be scaled. By
default, an AXIS without a SCALING attribute is scaled linearly.

Lexical structure

SCALING (LINEAR, LOGARITHMIC)<exp>
The attributes of SCALING are specified in Table 11.

Table 11 — SCALING attributes

Usage Attribute Description
s LINEAR Tick marks on the axis should be scaled linearly.
s LOGARITHMIC Tick marks on the axis should be scaled logarithmically (base 10).
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7.4 BLOCK
7.4.1 BLOCK_A
7.4.1.1 General structure

Purpose

A device may be organized in logical blocks. Each BLOCK_A is a logical grouping of
PARAMETERS and additional information for BLOCK_A applications. Types of blocks are
described by the CHARACTERISTICS attribute. More than one BLOCK_A from the same type
can be instantiated.

NOTE This BLOCK_A approach is optimized for access efficiency.
Lexical structure

BLOCK A identifier [CHARACTERICS, LABEL, PARAMETERS, AXIS ITEMS,

CHART ITEMS, COLLECTION ITEMS, EDIT DISPLAY ITEMS, FILE ITEMS, GRAPH ITEMS,
GRID ITEMS, HELP, IMAGE ITEMS, LIST ITEMS, MENU ITEMS, METHOD ITEMS,
PARAMETER LISTS, PLUGIN ITEMS, REFERENCE ARRAY ITEMS, REFRESH ITEMS,
SOURCE_ITEMS, UNIT ITEMS, WAVEFORM ITEMS, WRITE AS ONE ITEMS, CHARTS,
FILES, LISTS, GRAPHS, GRIDS, MENUS, METHODS, PLUGINS]

The attributes of BLOCK_A are specified in Table 12.
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Table 12 —- BLOCK_A attributes

Usage Attribute Description
m CHARACTERISTICS Lexical element (see 7.4.1.2.1).
m LABEL Lexical element (see 7.36.9).

m PARAMETERS Lexical element (see 7.4.1.2.2).
o AXIS_ITEMS Lexical element (see 7.4.1.2.3).
o] CHART_ITEMS Lexical element (see 7.4.1.2.4).
o COLLECTION_ITEMS Lexical element (see 7.4.1.2.5).
o EDIT_DISPLAY_ITEMS Lexical element (see 7.4.1.2.6).
o FILE_ITEMS Lexical element (see 7.4.1.2.7).
o GRAPH_ITEMS Lexical element (see 7.4.1.2.8).
o GRID_ITEMS Lexical element (see 7.4.1.2.9).
o HELP Lexical element (see 7.36.8).

o] IMAGE_ITEMS Lexical element (see 7.4.1.2.10).
o LIST_ITEMS Lexical element (see 7.4.1.2.11).
o LOCAL_PARAMETERS Lexical element (see 7.4.1.2.12).
o MENU_ITEMS Lexical element (see 7.4.1.2.13).
o METHOD_ITEMS Lexical element (see 7.4.1.2.14).
o] PARAMETER_LISTS Lexical element (see 7.4.1.2.15).
o PLUGIN_ITEMS Lexical element (see 7.4.1.2.29).
o] REFERENCE_ARRAY_ITEMS Lexical element (see 7.4.1.2.16).
o REFRESH_ITEMS Lexical element (see 7.4.1.2.17).
o SOURCE_ITEMS Lexical element (see 7.4.1.2.18).
o UNIT_ITEMS Lexical element (see 7.4.1.2.19).
o WAVEFORM_ITEMS Lexical element (see 7.4.1.2.20).
o) WRITE_AS_ONE_ITEMS Lexical element (see 7.4.1.2.21).
o CHARTS Lexical element (see 7.4.1.2.22).
o FILES Lexical element (see 7.4.1.2.28).
o LISTS Lexical element (see 7.4.1.2.23).
o GRAPHS Lexical element (see 7.4.1.2.24).
o GRIDS Lexical element (see 7.4.1.2.25).
o MENUS Lexical element (see 7.4.1.2.26).
o METHODS Lexical element (see 7.4.1.2.27).
o PLUGINS Lexical element (see 7.4.1.2.30).

7.4.1.2 Specific attributes
7.41.21 CHARACTERISTICS

Purpose

The CHARACTERISTICS attribute specifies the external characteristics for a BLOCK_A.
CHARACTERISTICS may include class, function type, block type and execution time. The
external characteristics of a BLOCK_A are contained in a RECORD.

NOTE In general the BLOCK_A CHARACTERISTICS fix the type of the BLOCK_A.
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