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Foreword 

The text of document 49/884/CDV, future edition 2 of IEC 61837-2, prepared by IEC TC 49, Piezoelectric, 
dielectric and electrostatic devices and associated materials for frequency control, selection and 
detection, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as 
EN 61837-2 on 2011-07-01. 

This European Standard supersedes EN 61837-2:2000. 

In EN 61837-2:2011, types of enclosures are renamed to express their features in their names for better 
understanding. The relative comparison of new types with old ones is listed in Table. 1. New names of 
enclosures express configuration type, terminal lead numbers, sizes and arrangement of terminal pads. 
The details of definition are shown in Clause 3: Configuration of enclosures, and Clause 4: Designation of 
types. 

Enclosures in EN 61837-2:2011 are based on EN 61240. In EN 61837-2:2011, 27 enclosures are added 
to EN 61837-2:2000, as follows: 

QCC-12/1407A, DCC-2/1206A, QCC-10/9272A, DCC-4/9070A, DCC-2-8045B, DCC-6/7834B, 
DCC-6/7050A, QCC-10/7050A, DCC-4/6035C, DCC-2/6035C, QCC-8/5045A, DCC-4/5032A, 
DCC-4/5032C, DCC-2/4818C, DCC-2/4115C, QCC-8/3838A, DCC-6/3838A, DCC-4/3225C, 
DCC-2/3215C, QCC-8/3030B, DCC-6/3030A, DCC-6/2520A, DCC-4/2520C, DCC-4/2020C, 
DCC-4/2016C, DCC-4/1612C, DCC-2/1612C. 

As a result, EN 61837-2:2011 contains a total of 38 enclosure types, which are listed in Table 1 – 
Designation of ceramic enclosures. 

This standard is to be read in conjunction with EN 61240. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent 
rights. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 

 
 
2012-04-01 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 

 
2014-07-01 

Annex ZA has been added by CENELEC. 

__________ 
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Endorsement notice 

The text of the International Standard IEC 61837-2:2011 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards indicated: 

IEC 60122-3:2010 NOTE   Harmonized as EN 60122-3:2010 (not modified). 

IEC 60191-6:2009 NOTE   Harmonized as EN 60191-6:2009 (not modified). 

IEC 60368-1:2000 NOTE   Harmonized as EN 60368-1:2000 (not modified). 

IEC 60368-2-2:1996 NOTE   Harmonized as EN 60368-2-2:1999 (not modified). 

IEC 60368-3:2001 NOTE   Harmonized as EN 60368-3:2001 (not modified). 

IEC 60679-1:2007 NOTE   Harmonized as EN 60679-1:2007 (not modified). 

IEC 60679-3:2001 NOTE   Harmonized as EN 60679-3:2001 (not modified). 

IEC 60862-1:2003 NOTE   Harmonized as EN 60862-1:2003 (not modified). 

IEC 60862-2:2002 NOTE   Harmonized as EN 60862-2:2002 (not modified). 

IEC 60862-3:2003 NOTE   Harmonized as EN 60862-3:2003 (not modified). 

IEC 61019-1:2004 NOTE   Harmonized as EN 61019-1:2005 (not modified). 

IEC 61016-2:2005 NOTE   Harmonized as EN 61016-2:2005 (not modified). 

ISO 1101:2004 NOTE   Harmonized as EN ISO 1101:2005 (not modified). 

__________ 
 
 

The text of document 49/1078/CDV, future edition 2 of IEC 61837-2:2011/A1, prepared by IEC TC 49 
"Piezoelectric, dielectric and electrostatic devices and associated materials for frequency control, 
selection and detection" was submitted to the IEC-CENELEC parallel vote and approved by 
CENELEC as EN 61837-2:2011/A1:2014. 
 
The following dates are fixed: 

• latest date by which the document has to be 
implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2015-01-18 

• latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2017-04-18 

 
Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 
 

Endorsement notice 

The text of the International Standard IEC 61837-2:2011/A1:2014 was approved by CENELEC as a 
European Standard without any modification. 

Foreword to amendment A1
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Annex ZA 
(normative) 

  
Normative references to international publications 

with their corresponding European publications 
  
The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.  
  
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  
  
Publication Year Title EN/HD Year 
  

IEC 61240 - Piezoelectric devices - Preparation of outline 
drawings of surface-mounted devices (SMD) 
for frequency control and selection - General 
rules 

EN 61240 - 

 

 
 

BS EN 61837-2:2011+A1:2014 
EN 61837-2:2011+A1:2014 (E)
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SURFACE MOUNTED PIEZOELECTRIC DEVICES  
FOR FREQUENCY CONTROL AND SELECTION –  

STANDARD OUTLINES AND TERMINAL LEAD CONNECTIONS –  
 

Part 2: Ceramic enclosures 
 
 
 

1 Scope 

This part of IEC 61837 deals with standard outlines and terminal lead connections as they apply 
to surface-mounted devices (SMD) for frequency control and selection in ceramic enclosures, 
and is based on IEC 61240. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies. 

IEC 61240, Piezoelectric devices – Preparation of outline drawings of surface-mounted devices 
(SMD) for frequency control and selection – General rules 

3 Configuration of enclosures 

The enclosures of the surface-mounted devices are made of ceramic materials with the 
terminals of deposited metal film (leadless type) based on descriptive designation system for 
semiconductors – devices package.  

The configuration symbols are shown as follows: 

– DCC (dual chip carrier); 
– QCC (quad chip carrier). 

4 Designation of types 

The designation of types is shown on four parts as follows:  

 
 
 
 

A: Configuration symbol of enclosures: 

– DCC (dual chip carrier); 
– QCC (quad chip carrier). 

B: Structure of terminal leads: leadless type has no mark. 

C: Number of terminal leads 

A B C D D’ E 

BS EN 61837-2:2011+A1:2014 
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D: Serial number of both figures 

E: Arrangement of terminal land: 

– A (arranges to the width direction side); 
– B (arranges in the length direction side); 
– C (arranges in both the width and the length direction side). 

5 Ceramic enclosure dimensions 

The dimensions given in this standard apply to all completed SMD-devices for frequency control 
and selection. Only those dimensions which meet the requirements of IEC 61240 are given. 

6 Lead connections 

Recommendations for the lead connections of all completed SMD-devices for frequency control 
and selection are given in the following individual sheets. Lead connections shall always be 
given in the detail specification. 

7 Designation of ceramic enclosures 

Table 1 is a list which includes all new enclosure types with their sheet numbers and brief 
descriptions. Old enclosure names are also listed as references. 

Table 1 – Designation of ceramic enclosures 

No. Type Old type  Sheet No. Description 

1 QCC-18/1809A QCC-18/01 Sheet 1 Ceramic, welded, eighteen leadless SMD outline 

2 QCC-12/1407A   Sheet 2 Ceramic, welded, twelve leadless SMD outline 

3 DCC-4/1206A DCC-4/01 Sheet 3 Ceramic, four leadless SMD outline 

4 DCC-2/1206A   Sheet 4 Ceramic, two leadless SMD outline 

5 QCC-10/9272A   Sheet 5 Ceramic, welded, ten leadless SMD outline 

6 DCC-4/9070A   Sheet 6 Ceramic, welded, four leadless SMD outline 

7 DCC-4/8045B DCC-04/02, 03 Sheet 7 Ceramic, welded, four leadless SMD outline 

8 DCC-2/8045B   Sheet 8 Ceramic, welded, two leadless SMD outline 

9 DCC-6/7834B   Sheet 9 Ceramic, welded, six leadless SMD outline 

10 DCC-6/7050A   Sheet 10 Ceramic, welded, six leadless SMD outline 

11 DCC-4/7050A DCC-4/08 Sheet 11 Ceramic, welded, four leadless SMD outline 

12 DCC-4/7050B DCC-4/04, 05 Sheet 12 Ceramic, welded, four leadless SMD outline 

13 QCC-10/7050A   Sheet 13 Ceramic, welded, ten leadless SMD outline 

14 QCC-6/7050A QCC-6/01, 02 Sheet 14 Ceramic, welded, six leadless SMD outline 

15 DCC-6/6035A DCC-4/06, 07 Sheet 15 Ceramic, welded, six leadless SMD outline 

16 DCC-4/6035C   Sheet 16 Ceramic, welded, four leadless SMD outline 

17 DCC-2/6035C   Sheet 17 Ceramic, welded, two leadless SMD outline 

18 QCC-8/5050A QCC-8/02 Sheet 18 Ceramic, welded, eight leadless SMD outline 

19 QCC-12/5045A QCC-12/02 Sheet 19 Ceramic, welded, twelve leadless SMD outline 

20 QCC-8/5045A   Sheet 20 Ceramic, welded, eight leadless SMD outline 

BS EN 61837-2:2011+A1:2014 
 61837-2 © IEC:2011+A1:2014
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No. Type Old type  Sheet No. Description 

21 DCC-4/5032A   Sheet 21 Ceramic, welded, four leadless SMD outline 

22 DCC-4/5032C   Sheet 22 Ceramic, welded, four leadless SMD outline 

23 DCC-2/5032B DCC-2/01 Sheet 23 Ceramic, welded, two leadless SMD outline 

24 DCC-2/4818C   Sheet 24 Ceramic, welded, two leadless SMD outline 

25 DCC-2/4115C   Sheet 25 Ceramic, welded, two leadless SMD outline 

26 DCC-4/4025C DCC-6/01 Sheet 26 Ceramic, welded, four leadless SMD outline 

27 QCC-8/3838A   Sheet 27 Ceramic, welded, eight leadless SMD outline 

28 DCC-6/3838A   Sheet 28 Ceramic, welded, six leadless SMD outline 

29 DCC-2/3215C   Sheet 29 Ceramic, welded, two leadless SMD outline 

30 DCC-4/3225C   Sheet 30 Ceramic, welded, four leadless SMD outline 

31 QCC-8/3030B   Sheet 31 Ceramic, welded, eight leadless SMD outline 

32 DCC-6/3030A   Sheet 32 Ceramic, welded, six leadless SMD outline 

33 DCC-6/2520A   Sheet 33 Ceramic, welded, six leadless SMD outline 

34 DCC-4/2520C   Sheet 34 Ceramic, welded, four leadless SMD outline 

35 DCC-4/2020C   Sheet 35 Ceramic, welded, four leadless SMD outline 

36 DCC-4/2016C   Sheet 36 Ceramic, welded, four leadless SMD outline 

37 DCC-4/1612C   Sheet 37 Ceramic, welded, four leadless SMD outline 

38 DCC-2/1612C   Sheet 38 Ceramic, welded, two leadless SMD outline 
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Ref. 
Dimensions (mm) 

Notes Min. Nom. Max. 
A ― (18,0) 18,30  
B ― (9,0) 9,30  
G ― ― 2,00  
K 0,50 ― 1,10  
LB 1,20 ― 1,80 Note 1 
e ― 2,54 ―  
y ― ― 0,10  

 

 

NOTE 1 Dimension LB max. can be increased to 2,10mm for lead 1 to identity the orientation. 

Ceramic, welded, eighteen leadless SMD outline –  

Type QCC-18/1809A 

Scale 

3: 1 

 

 

Sheet 1  

IEC   853/11 
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Terminal land connections of Type QCC-18/1809A 

 

No. Crystal unit 
Crystal 

oscillator 
Crystal filter SAW devices 

1    Ground 

2    Option 

3    Option 

4    Option 

5    Option 

6    Ground 

7    Input/Output  

8    Ground 

9    Input/Output /Ground 

10    Ground 

11    Option 

12    Option 

13    Option 

14    Option 

15    Ground 

16    Output/Input  

17    Ground 

18    Output/Input /Ground 
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Ref. 
Dimensions (mm) 

Notes 
Min. Nom. Max. 

A ― (14,0) 14,30  
B ― (6,5) 6,80  
G ― ― 2,00  
K 0,50 ― 1,10  
LB  1,80 ― 2,30 Note 1 
e ― 2,54 ―  
y ― ― 0,10  

 

 

NOTE 1 Dimension LB max. can be increased to 2,10 mm for lead 1 to identify the orientation.  

Ceramic, welded, twelve leadless SMD outline –  

Type QCC-12/1407A 

Scale 

3: 1 

 

 

Sheet 2  

IEC   854/11 
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Terminal land connections of Type QCC-12/1407A 

 

No. Crystal unit Crystal oscillator Crystal filter SAW devices 

1    Option 

2    Option 

3    Ground 

4    Option 

5    Output/Input  

6    Output/Input /Ground 

7    Option 

8    Ground 

9    Option 

10    Option 

11    Input/Output  

12    Input/Output /Ground 
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Ref. 
Dimensions (mm) 

Notes 
Min. Nom. Max. 


 ― (12,0) 12,30  
B ― (5,5) 5,80  
G ― ― 2,30  
K 1,80 ― 2,20  
LB  1,30 ― 1,90  
e ― 5,08 ―  
e1 ― 3,90 ―  
y ― ― 0,10  

 

 

Ceramic, welded, four leadless SMD outline –  

Type DCC-4/1206A 

Scale 

3: 1 

 

 

Sheet 3  

IEC   855/11 
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Terminal land connections of Type DCC-4/1206A 

 

No. Crystal unit 
Crystal 

oscillator 
Crystal filter SAW devices 

1 Terminal 1 Control voltage   

2 NC Ground   

3 Terminal 2 Output   

4 NC DC supply   
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Ref. 
Dimensions (mm) 

Notes 
Min. Nom. Max. 

A ― (12,0) 12,30  
B ― (5,5) 5,80  
G ― ― 2,70  
K 1,60 ― 2,20  
LB  5,20 ― 5,80  
e ― 5,08 ―  
y ― ― 0,10  

 

 

 

Ceramic, welded, two leadless SMD outline –  

Type DCC-2/1206A 

Scale 

3: 1 

 

 

Sheet 4  

IEC   856/11 
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Terminal land connections of Type DCC-2/1206A 

 

No. Crystal unit 
Crystal 

oscillator 
Crystal filter SAW devices 

1 Terminal 1    

2 Terminal 2    
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Ref. Dimensions (mm) Notes Min. Nom. Max. 
A ― (9,2) 9,50  
B ― (7,2) 7,50  
G ― ― 2,00  
K 0,60 ― 1,20  
LB  0,80 ― 1,40 Note 1 
e ― 2,54 ―  
y ― ― 0,10  

 

 

NOTE 1 Dimension LB max. can be increased to 2,00 mm for lead 1 to identify the orientation. 

Ceramic, welded, ten leadless SMD outline –  

Type QCC-10/9272A 

Scale 

5: 1 
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Terminal land connections of Type QCC-10/9272A 

 

No. Crystal unit 
Crystal 

oscillator 
Crystal filter SAW devices 

1    Input/Output /Ground 

2    Input/Output  

3    Ground 

4    Ground 

5    Ground 

6    Output/Input /Ground 

7    Output/Input  

8    Option 

9    Ground 

10    Ground 
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Ref. 
Dimensions (mm) 

Notes 
Min. Nom. Max. 

A ― (9,0) 9,30  
B ― (7,0) 7,30  
G ― ― 2,00  
K 1,10 ― 1,70  
LB  0,90 ― 1,50  
e ― 5,08 ―  
e1 ― 5,80 ―  
y ― ― 0,10  

 

 

Ceramic, welded, four leadless SMD outline –  

Type DCC-4/9070A 

Scale 

5: 1 
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Terminal land connections of Type DCC-4/9070A 

 

No. Crystal unit Crystal oscillator Crystal filter SAW devices 

1  Control voltage   

2  Ground   

3  Output   

4  DC supply   
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Ref. 
Dimensions (mm) 

Notes 
Min. Nom. Max. 

A ― (8,0) 8,30  
B ― (4,5) 4,80  
G ― ― 2,00  
K 0,70 ― 1,30  
LB  0,80 ― 1,40  
e ― 2,54 ―  
e1 ― 6,90 ―  
y ― ― 0,10  

 

 

Ceramic, welded, four leadless SMD outline –  

Type DCC-4/8045B 

Scale 

5: 1 
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Terminal land connections of Type DCC-4/8045B 

 

No. Crystal unit Crystal oscillator Crystal filter SAW devices 

1 Terminal 1 Control voltage   

2 Option Ground   

3 Terminal 2 Output   

4 Option DC supply   
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Ref. 
Dimensions (mm) 

Notes 
Min. 

m. Max
 

A ― (8,0) 8,30  
B ― (4,5) 4,80  
G ― ― 1,60  
K 1,60 ― 2,20  
LB  0,70 ― 1,30  
e1 ― 7,0 ―  
y ― ― 0,10  

 

 

Ceramic, welded, two leadless SMD outline –  

Type DCC-2/8045B 

Scale 
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Terminal land connections of Type DCC-2/8045B 

 

No. Crystal unit Crystal oscillator Crystal filter SAW devices 

1 Terminal 1    

2 Terminal 2    
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Ref. 
Dimensions (mm) 

Notes 
Min. Nom. Max. 

A ― (7,8) 8,10  
B ― (3,4) 3,70  
G ― ― 1,20  
K1 0,70 ― 1,30  
K2 0,30 ― 0,90  
LB1  1,10 ― 1,70  
LB2 0,80 ― 1,40  
e1 ― 2,80 ―  
e2 ― 6,70 ―  
y ― ― 0,10  

 

 

Ceramic, welded, six leadless SMD outline – 

Type DCC-6/7834B 
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Terminal land connections of Type DCC-6/7834B 

 

No. Crystal unit Crystal oscillator Crystal filter SAW devices 

1 Option    

2 Option    

3 Teminal 1    

4 Option    

5 Option    

6 Teminal 2    
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