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National foreword

This British Standard is the official English language version of
EN 61883-6:2005. It is identical with IEC 61883-6:2005. It supersedes
BS EN 61883-6:2002 which will be withdrawn on 1 November 2008.

The UK participation in its preparation was entrusted to Technical Committee
EPL/100, Audio, video and multimedia systems, which has the responsibility
to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep UK
interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 77 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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Foreword

The text of document 100/1001/FDIS, future edition 2 of IEC 61883-6, prepared by technical area 4,
Digital system interfaces and protocols, of IEC TC 100, Audio, video and multimedia systems and
equipment, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as
EN 61883-6 on 2005-11-01.

This European Standard supersedes EN 61883-6:2002.

It contains the following significant technical changes with respect to EN 61883-6:2002:

a) It extends the AM824 data format transmission and specifies more details in order to reduce the
ambiguities of the first edition.

b) It introduces new Clauses 4, 10, 11 and 12 as well as Annex D and, in 8.2, specifies new data
types for SMPTE time code, sample count, high-precision multi-bit linear audio and ancillary data.

c) It changes the terminology “raw audio data” to “multi-bit linear audio (MBLA)”.

d) It defines, in Clause 11, sequence multiplexing and MIDI data required to the AM824 adaptation
process.

e) It describes, in Clause 12, application-specific data transmission such as DVD-audio and SACD.

f) It specifies, in Subclause 12.1.1.8, the N-flag that indicates command-based rate control and
defines new sampling frequency code (SFC) definition and interpretation.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2006-08-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2008-11-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 61883-6:2005 was approved by CENELEC as a European
Standard without any modification.
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CONSUMER AUDIO/VIDEO EQUIPMENT -
DIGITAL INTERFACE -

Part 6: Audio and music data transmission protocol

1 Scope

This part of IEC 61883 describes a protocol for the transmission of audio and music data
employing IEEE 1394 and specifies essential requirements for the application of the protocol.

This protocol can be applied to all modules or devices that have any kind of audio and/or
music data processing, generation and conversion function blocks. This document deals only
with the transmission of audio and music data; the control, status and machine-readable
description of these modules or devices should be defined outside of this document according
to each application area.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60958 (all parts), Digital audio interface
IEC 61883-1:2003, Consumer audio/video equipment — Digital interface — Part 1: General

IEC 61883-6:2002, Consumer audio/video equipment — Digital interface — Part 6: Audio and
music data transmission protocol

IEEE 754:1985, Standard for Binary Floating-Point Arithmetic

IEEE 1394: Standard for a High Performance Serial Bus

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 61883-1, as well as
the following, apply.

3.1
32-bit floating-point data
data type which is defined in IEEE 754:985

3.2
AMS824 Data
32-bit data consisting of an 8-bit label and 24-bit data

3.3
A/M protocol
protocol for the transmission of audio and music data over IEEE 1394
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3.4
ASID
Audio Software Information Delivery (see http://riaj.japan-music.or.jp/tech/asid/e.html )

3.5
AV/C
Audio Video Control

3.6
DVD

3.7 Digital Versatile Discs (see http://www.dvdforum.org/index.htm)
MIDI
Musical Instrument Digital Interface

NOTE The complete MIDI 1.0 detailed specification, Version 96.1, March 1996, is a specification for the
interconnection of digital music processing devices (for example, keyboards and signal processors) and computers.

3.8
music data
data generally used for controlling a tone generator.

NOTE The data defined in the MIDI specification, which may be called MIDI data, are an example of music data.

3.9

reserved

keyword used to describe objects — bit, byte, quadlet, octet, and field — or the code values
assigned to these objects, the object or the code value being set aside for future
standardization by the IEC

3.10 SACD
SACD Super Audio CD (see http://www.licensing.philips.com/).

3.11
stream
uni-directional data transmission

3.12
time stamp
quantized timing in which an event occurs based on a reference clock

NOTE The reference clock is CYCLE_TIME unless otherwise specified in this standard.
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4 Reference model for data transmission

This clause describes a reference model for data transmission.

. ! .
| Transmitter |:| Receiver
I

I
Application specification

Application sequence Application sequence

i
1
1
1
i
. ! .
Sampling_Frequencyry Nom|r.1al_ | Sampling_Frequencygy Nomm.al -
Application layer _»I |<_ Sampling_ | _>| |<_ Sampling_
Frequency ! Frequency
O0annnmnn P OO00nnnnn
i A 4
AIM pfotocol
specification
v
Audio sample Additional info Audio sample Additional info

Adaptation layer |}

Conversion process Conversion process

A
\ 4
[DBC] [DBC] Transfer F
Transfer_ Frequencyry ranster_ Frequencygyx
Packetization [FDF] - "red yr [FDF]
IR nonfnn,
> A
packetize Event sequence depacketize Event sequence
v
e [ T {I [ 1
>
IEC 1734/05
Figure 1 — Reference model for audio and music data transmission
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Receiver

| Transmitter |i|
i

Application specification

Application sequence Application sequence
Sampling_Frequencyr, SN°’"iI’_‘a'— Sampling_Frequencys, = Nominal _
Application layer ampling_ Sampling_
_’I |<_ Frequency _’I |<_ Frequency
annononn aanonnonm
A A

A/M protocol

specification

for AM824

v

Audio sample Additional info Additional info

- [LABEL]

Audio sample

Adaptation layer [LABEL]

Compound data structure Compound data structure

A
v |
[DBC] [DBC] . o
Transfer_ Frequencyry ranster_ Frequencygy
Packetization [FDF] - “reauencyr [FDF]
e IR L0000
packetize AM824 sequence depacketize AAM824 sequence
v
CIP layer |_|_|_|_|_| |_|_|_| |_|_|_|
IEC 1735/05

Figure 2 — Reference model for AM824 data transmission

Figure 1 gives an outline for audio data transmission from a transmitter to a receiver. It has
four major layers denoted as CIP (common isochronous packet) layer, packetization layer,
adaptation layer and application layer.

4.1 Application layer

Each application defines its own application sequence and the interface to the adaptation
layer. The application sequence in Figure 1 is data in a format such as an audio signal format.
The Nominal_Sampling_Frequency is the ideal sampling frequency for the application
sequence. The range of Sampling _Frequency should be defined by the application. The audio
signal at Nominal_Sampling_Frequency can be reproduced at the actual rate of Sampling_
Frequency in operation. This means that the value of Sampling_Frequency may have some
deviation and/or may vary in time in contrast with Nominal_Sampling_Frequency.

Additional information in Figure 1 is any information other than events of a sequence (audio
samples) being transmitted at a given rate.

4.2 Adaptation layer

The adaptation layer defines a process to convert an application sequence to an event
sequence and vice versa. The conversion process may not be required if an application
sequence and an event sequence have the same structure. If an event sequence consists of
events of 24-bit payload, such as AM824 data defined in 8.2, and if the bit length of an audio
sample of the application sequence is not 24-bit, some conversion between
Sampling_Frequency and Transfer_Frequency may be required (see Figure 2 and Clause 11).
The Transfer_Frequency represents the frequency of occurrence of a data block, which is
equivalent to a cluster event. The Transfer_Frequency is used for describing a conceptual
transmission model.

Full document details: BS EN 61883-6:2005
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The transfer rate of an event sequence is 24 * Transfer_ Frequency [bit/sec] in the case of
AM824.

Generally, the adaptation layer is designed in such a way that both the application sequence
at Sampling_Frequency and its Nominal_Sampling Frequency are carried. In this
specification, Nominal_Sampling_Frequency, which would usually be one of the ancillary data
items, is carried by the SFC (sampling frequency code) which is defined in Clause 10. The
information in Nominal_Sampling_Frequency is necessary for using command-based rate
control or making a copy. On the other hand, Sampling_Frequency is necessary for clock-
based rate control. Although Sampling_Frequency is not explicitly transmitted, it can be
estimated from SYT_INTERVAL and time stamps by the algorithm specified for the AM824
data type.

An application specification defines the process (shown in the grey shaded area of Figure 1)
to convert the signal of the application (application sequence) to an event sequence. This
standard assumes that the application specification is an external document using the
definition of an event sequence for the adaptation process. For several generic data types,
this standard also defines the adaptation layer.

The adaptation to an event sequence is the point at which the packetization process
interfaces to the application. The packetization process can be described as IEEE 1394
adaptation from the point of view that the data stream utilizes IEEE 1394 as its transport.

More details of this layer are described in Clause 12.

4.3 Packetization layer

The AM824 sequence is directly packetized to CIP or depacketized from CIP in the
packetization layer.

The Transfer_Frequency can be implicitly expressed by the output of a locked PLL circuit, as
shown in Figure 3, instead of being explicitly denoted in the packetization layer.

NominaI_SampIing{requencny Sampling_Frequencygrx
|
Event Algorithm
sequence
adaptation A 4
SFC < ................. AM824 LABEL

Packetization

1/SYT_INTERVAL [«
laver Transfer_Frequencyry

—> Phase
> comparator
SYT match

-—» VCO

IEC 1736/05

Figure 3 — Implementation example of receiver
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5 Transport requirements

5.1 Arbitrated short bus reset
All modules or devices which implement this A/M protocol should have the capability of

"arbitrated short-bus reset" in order to prevent the interruption of audio and music data
transmission when a bus reset occurs.

5.2 Bit, byte, and quadlet ordering
This document adopts the ordering of bit, byte, and quadlet for bus packets in accordance
with IEEE 1394.

6 Packet header for audio and music data
This clause defines the packet format in the CIP layer described in Figure 1.

6.1 Isochronous packet header format

The header for an isochronous packet which conforms to the A/M protocol shall have the
same format given in Figure 4, which is part of the isochronous packet format defined in
IEEE 1394.

data_length tag channel tcode | sr |

header CRC

IEC 1737/05

Figure 4 — Isochronous packet header

The isochronous packet header fields are defined with unique values that are specified in

Table 1.
Table 1 — Isochronous packet header fields
Field Value Comments
Tag 01b This value indicates that a CIP header is included in the packet
Tcode A1g This value indicates that this is an isochronous data packet
Sy XX This field is reserved. The transmitter shall set this field to 04¢
unless specified by another application

6.2 CIP header format

IEC 61883-1 defines a two-quadlet CIP header for a fixed length source packet with SYT field.
The CIP header format for an isochronous packet, which conforms to the audio and music
data transmission protocol, shall use the CIP header illustrated in Figure 5.
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IEC 1738/05
Figure 5 — Common isochronous packet (CIP) format
Table 2 defines the fields with unique values that are specified by this protocol.
Table 2 — CIP fields
Field Value Comments
FMT 1016 This value indicates that the format is for audio and music
FN 016
QPC 016
SPH 016
SYT XX This field shall contain the time when the specified event shall be
presented at a receiver
FDF XX This field is defined in Clause 10

7 Packetization

71 Packet transmission method

When a non-empty CIP is ready to be transmitted, the transmitter shall transmit it within the
most recent isochronous cycle initiated by a cycle start packet. The behaviour of packet
transmission depends on the definition of the condition in which “a non-empty CIP is ready to
be transmitted.” There are two situations in which this condition is defined.

a) In order to minimize TRANSFER_DELAY, the condition of a non-empty CIP being ready
for transmission is defined to be true if one or more data blocks have arrived within an
isochronous cycle. This transmission method is called non-blocking transmission and is
described in detail in 7.4

b) The condition of “non-empty CIP ready” can also be defined as true when a fixed number
of data blocks have arrived. This transmission method is called blocking transmission and
is described in Annex A.

7.2 Transmission of timing information

A CIP without a source packet header (SPH) has only one time stamp in the SYT field. If a
CIP contains multiple data blocks, it is necessary to specify which data block of the CIP
corresponds to the time stamp.

The transmitter prepares the time stamp for the data block which meets this condition:

mod(data block count, SYT_INTERVAL) =0 (1)
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where
data block count is the running count of transmitted data blocks;

SYT_INTERVAL denotes the number of data blocks between two successive valid SYTs,
which includes one of the data blocks with a valid SYT. For example, if
there are three data blocks between two valid SYTs, then the
SYT_INTERVAL would be 4.

The receiver can derive the index value from the DBC field of a CIP with a valid SYT using the
following formula:

index = mod((SYT_INTERVAL — mod(DBC, SYT_INTERVAL)),
SYT_INTERVAL) (2)

where

index is the sequence number;

SYT_INTERVAL denotes the number of data blocks between two successive valid SYTs,
which includes one of the data blocks with a valid SYT,;

DBC is the data block count field of a CIP.

The receiver is responsible for estimating the timing of data blocks between valid time stamps.
The method of timing estimation is implementation-dependent.

7.3 Time stamp processing

A data block contains all data arriving at the transmitter within an audio sample period. The
data block contains all the data which make up an “event”.

The transmitter shall specify the presentation time of the event at the receiver. A receiver for
professional use shall have the capability of presenting events at the time specified by the
transmitter. A consumer-use or cost-sensitive receiver is not required to support this
presentation-time adjustment capability.

If a function block receives a CIP, processes it and subsequently re-transmits it, the SYT of
the outgoing CIP shall be the sum of the incoming SYT and the processing delay.

The transmitter shall add TRANSFER_DELAY to the quantized timing of an event to construct
the SYT. The TRANSER_DELAY value is initialized with the DEFAULT_TRANSFER_DELAY
value. For professional use, TRANSFER_DELAY may be changed to achieve a shorter
TRANSFER_DELAY value, according to the bus configuration. Products for consumer use are
not required to support the modification of TRANSFER_DELAY.

The DEFAULT_TRANSFER_DELAY value is 354,17 + 125 ps, which accommodates the
maximum latency time of CIP transmission through an arbitrated short bus reset.
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7.4 Transmission control
Figure 6 illustrates the non-blocking transmission method.

SYT_INTERVAL = 4

—
| isochronous
event I\ I u I I cycle
Fs = 26,7 kHz
e
CYCLE_TIME AN |
arrival time T1 T2 T3

DBC 3 6
SYT R1\ R2\

event

e

I

—

index 1 2 0
CYCLE_TIME + * + P>
| | | | | | | L
R1 R2 R3 R4
TRANSFER _DELAY >|
IEC 1739/05

Figure 6 — Non-blocking transmission method

The transmitter shall construct a packet in every nominal isochronous cycle. Each packet
shall comply with the following constraint:

0 <= N <= SYT_INTERVAL (3)

where N is the number of events in the packet.

In normal operation the transmitter shall not transmit events late and shall not transmit
packets early. The resulting conditions may be expressed as follows:

Packet_arrival _time L <= Event_arrival_time[0] + TRANSFER_DELAY (4)
Event_arrival_time[N-1] <= Packet_arrival_time_F (5)

where

Packet_arrival_time_F is the time (measured in pus) when the first bit of the packet arrives at
the receiver;

Packet_arrival_time_L is the time (measured in ps) when the last bit of the packet arrives at
the receiver;

Event_arrival_time[M] is the time (measured in us) of the arrival at the transmitter of event
M of the packet. The first event of the packet has M = 0.

Figure 7 illustrates the transmission control rules as described in Clause 7.
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SYT_INTERVAL = 4

4P
]
isochronous
event L I i I I cycle

CYCLE_TIME

X | g
[~ Presentation_time_F
| |
[~ Presentation_time (SYT value)
| I
Packet_arrival_time_F 7] [~ Presentation_time_L
|l

Packet_arrival_time_L
event ‘ I I I I I

CYCLE_TIME i i i

TRANSFER_DELAY —11

>

IEC 1740/05

Figure 7 — Transmission parameters

In the event of lost opportunities to transmit non-blocking packets, a method of catching up
may be provided (refer to Annex C).

8 Event types

8.1 General

All the subformats described in this standard shall use only 32-bit aligned events.

If multiple event sequences are synchronized, it is possible to convert the sequences into a
single event which consists of an ordered collection of those sequences which occurred at the
same time. The ordered collection is called a cluster. A cluster consists of ordered units; in
the case of data, a unit consists of a single sequence. In the case of a pack, the unit may
consist of several sequences packed together. The number of units in a single cluster is
called the dimension and is denoted by CLUSTER_DIMENSION. Figure 8 illustrates these
concepts.

Documents

Document Sharing Hub

Full document details: BS EN 61883-6:2005


http://www.avadocuments.com/doc/bs-en-61883-6-2005
http://www.avadocuments.com/doc/bs-en-61883-6-2005

-17- EN 61883-6:2005

T1 T2 T3 T4

EQA

EQC

‘/____
_
\

L1,

Cluster Event

CLUSTER_DIMENSION = 4

IEC 1741/05

Figure 8 — Cluster events

In order to efficiently cluster non-32-bit aligned sequences which occur at the same time, the
pack event type is defined. For example, four events of 24-bit data can be collected into a
pack of three quadlets.

An event which is neither a cluster nor a pack is simply called data.

Only the pack and data types can be combined into units to make a cluster. All events in a
cluster shall be of the same type.

UNIT_SIZE is the number of quadlets in a unit.
UNIT_DIMENSION is the number of sequences in a unit.

The UNIT_DIMENSION of data is always 1.

Figure 9 illustrates pack and cluster events.
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Figure 9 — Pack and cluster events

IEC 1742/05

Figure 10 illustrates the structure of a pack which consists of four 24-bit event sequences
(UNIT_DIMENSION = 4, UNIT_SIZE = 3).

SEQA SEQ B (upper 8 bit)
I I I I | I I Y I L 11 1 1 1 1 I I T
SEQ B (lower 16 bit) SEQ C (upper 16 bit)

I I I I I I I Y I L 11 1 1 1 1 I I T
SEQ C (lower 8 bit) SEQD

L 11 1 1 1 1 I I ) I L 1 1 1 1 1 1 L1111 1 1

msb IEC 1743/05
Figure 10 — Pack event with 24-bit event sequence Documents
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Since the cluster is an abstract event, only pack or data must be specified as an event type
for a subformat. However, the DBS must reflect the size in quadlets of all cluster events in a
data block. In the case of a clustered sequence:

(clusters—1)

DBS = Z(Unit_Sizen * CLUSTER_DIMENSION,) (6)
n=0
where
clusters is the number of clusters in the event;
Unit_Size, is the number of quadlets per unit of the »nth cluster;

CLUSTER_DIMENSION, is the number of units per cluster of the nth cluster.
Generally, the number of elementary sequences in a CIP is given by the following:
number of sequences = DBS * UNIT_DIMENSION / UNIT_SIZE (7)

For the pack illustrated in Figures 9 and 10, DBS = 6, CLUSTER_DIMENSION = 2,
UNIT_DIMENSION = 4, UNIT_SIZE = 3.

The number of successive events in a CIP is equal to the number of data blocks in a CIP and

given by

NEVENTS_SUCCESSIVE = (data_length / 4 — CIPH_SIZE) / DBS (8)
where
data_length is the size of the payload of an isochronous packet (in bytes);
CIPH_SIZE is the size of the CIP header (in quadlets).

The ordering of sequences in an event is application-specific and is not within the scope of
this specification. For example, the identification of audio channels in a multichannel
transmission will be defined elsewhere.

8.2 AMS824 data
A 32-bit data consisting of an 8-bit label and 24-bit data are called AM824 data.

8.2.1 Generic format

UNIT_SIZE = 1 quadlet/unit
UNIT_DIMENSION = 1 sequence/unit

LABEL 24-bit data
IIIIIIIIIIIIII|IIIIIII|IIIIIII

msb IEC 1744/05

Figure 11 — Generic AM824 format

A receiver capable of processing AM824 data shall check the label for each AM824 data in a
sequence being received.

LABEL SUB LABEL 16-bit data
IIIIIIIIIIIIIIIIIIIII|IIIIIII

IEC 1745/05

Figure 12 — AM824 data with SUB LABEL Documents
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If an application requires many data types, SUB LABEL may be used to extend the number of

data types defined by LABEL.

Table 3 — LABEL definition

Value Description
0046 — 3F 45 IEC 60958-conformant
4046 — 4F 46 Multi-bit linear audio
50416 — 5716 One bit audio (plain)
5846 — 5F ¢ One bit audio (encoded)
6046 — 6744 High-precision multi-bit linear audio
7046 — 7F 46 - reserved -
8046 — 8346 MIDI conformant
84416 — 8746 - reserved -
88416 — 8By5 SMPTE time code conformant
8C46 — 8F 46 Sample count
9046 — BF 46 - reserved -
C046 — EFq6 Ancillary data
FO46 — FF46 - reserved -
Lower 4bit
01 3|/4(5|6|7|8|9|A|B|C|D|E|F
00 IEC 60958 Conformant
10
20
30
40 Multi-bit Linear Audio (MBLA)
50 One bit audio (plain) One bit audio (encoded)
-~ | 60 High precision MBLA Do
.-a 1 1 1 1 1 1 1
S| 70
3 | | | 1 1 1 | | | | | |
a 80 MIDI Conf. Time code | Sample count
= { 90
—
A0
ey
BO
1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
co Ancillary data (common)
DO
o L—1—1— Ancillary data (Application specific) —+—1
| | | | | | | | | | | | | | |
FO
N I AN (NS [ NN NN NN (RN I N N N N

IEC 1746/05

Figure 13 — AM824 LABEL allocation map (informative)
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8.2.2 IEC 60958-conformant data

SB SF
N . .
0] O 1P QU V 24-bit sample word (from first sub-frame)
IIIIIIIIIIIIII|IIIIIII
SIF msb
of o of b| P c[ U v 24-bit sample word (from second sub-frame)
N N I I I I (I (S I N (N I
msb IEC 1747/05
Figure 14 — IEC 60958-conformant data format
Table 4 — SB and SF definitions
SB (start-of-block) and SF (start-of-frame) definitions
LABEL SB SF Description Equivalent IEC 60958
preamble codes

0016 —0OF45 [ O 0 Second subframe of W,Y
IEC 60958 frames 0 to 191

1046 —1F16 | O 1 First subframe of M, X
IEC 60958 frames 1 to 191

2046 — 2F46 | 1 0 Reserved -

3016 —3F46 | 1 1 First subframe of B,Z
IEC 60958 frame 0

All information defined in IEC 60958 is mapped into the data format shown in Figure 14 and
Table 4. For each IEC 60958 frame, both sub-frames shall be transmitted together in the
same event. The corresponding quadlet may be consecutive or non-consecutive. If multiple
IEC 60958 streams are transmitted, then their sub-frames shall not be interleaved.
Applications which use this data type shall follow IEC 60958.

8.2.3 Multi-bit linear audio (MBLA)

0| 1) Of Of AS1| AS2 Up to 24-bit data
IIIIIIIII|IIIIIII|IIIIIII

msb IEC 1748/05

Figure 15 — MBLA data

The label field of MBLA has two fields for ASI (application-specific information). The definition
of ASI2 depends on the ASI1 value described in Table 5.
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Table 5 — ASI1 definition

Value Description

00, Raw audio. The sample word can be fed direct to a D/A converter. Ancillary data may accompany

The definition of ASI2 is identical to VBL (valid bit length) defined in IEC 61883-6:2002.

01, - 11, Application-specific information. The sample word may be fed direct to a D/A converter but, in some
processing, required according to the application identified by application-specific ancillary data
which shall appear in the same data block. The definition of the ASI2 field also shall be given by the
application such as DVD-Audio described in 12.2

0] 1 0of 0] O | VBL Up to 24-bit data
[N IS S Y N I [ I I S ([ (N SN I I A

msb IEC 1749/05

Figure 16 — Raw audio data

Table 6 — VBL (valid bit length code) definition

Value(Bin) Description
00 24 bit

01 20 bit

10 16 bit

11 - reserved -

The audio data shall be expressed in 24-bit 2's complement format. If the data active word
length is less than 24 bits, the correct number of zero bit shall be padded below the least
significant bit to make a 24-bit data structure.

For example, a 20-bit audio data shall be placed in a 24-bit field as shown in Figure 17 (note
the four zero pad bit at the right end of the structure).

0f 1] 0] Of Of O] 1 20-bit data 0] 0 O] O

msb IEC 1750/05

Figure 17 — Alignment of 20-bit data in 24-bit field

NOTE For audio data word lengths of less than 24 bits, the VBL indication can be used by receivers to determine
if the data can be truncated to less than 24 bits without changing the value. If the word length is not known or
variable, the data should be aligned at the most significant bit and the VBL code for 24-bit indication should be
used.

8.2.4 One-bit audio

One-bit audio defines its own sampling frequency code (SFC).

Table 7 — LABEL definition for one-bit audio (plain)

Value Description
504¢ One-bit audio stream: multi-channel cluster start data
5146 One-bit audio stream: multi-channel cluster continuation
data
52105710 " reserved - Documents
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