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National foreword

This British Standard is the official English language version of
EN 61922:2002. It is identical with IEC 61922:2002.

The UK participation in its preparation was entrusted to Technical Committee
PEL/27, Electroheating, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 18, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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Foreword

The text of document 27/314/FDIS, future edition 1 of |JEC 61922, prepared by IEC TC 27, Industrial
electroheating equipment, was submitted to the IEC-CENELEC parallel vote and was approved by
CENELEC as EN 61922 on 2002-09-01.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2003-06-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow)  2005-09-01

Annexes designated "normative" are part of the body of the standard.
Annexes designated "informative" are given for information only.

In this standard, annex ZA is normative and annex A is informative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 61922:2002 was approved by CENELEC as a European
Standard without any modification.
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HIGH-FREQUENCY INDUCTION HEATING INSTALLATIONS -
TEST METHODS FOR THE DETERMINATION
OF POWER OUTPUT OF THE GENERATOR

1 Scope and object

This International Standard is applicable to industrial radio- or high-frequency induction heating
installations used for the purpose of thermal applications (e.g. for surface hardening, welding,
soldering, melting, forging, zone refining of semiconductors, etc.).

This standard relates to high-frequency induction heating installations in the frequency range
up to 300 MHz for power levels of 500 W and above, comprising high-frequency generators
and inductors together with necessary mechanical devices for charge handling (e.g. hardening
machines).

The main purpose of this standard is to provide the test methods for the determination of
output power of industrial high-frequency induction heating power sources.

Loads as described in this standard may be used in compliance assessment of electromagnetic
compatibility according to CISPR 11.

This standard relates to generator capacity of operation under continuous rated conditions as
specified by the manufacturer.

The methods of measurement of power output of generators operating in pulse mode with short
duty cycles (e.g. the adiabatic calorimeter) are under consideration.

Electronic systems of power measurement are commercially available, but care must be taken
in their application because accuracy can not be guaranteed, particularly at higher frequencies.
These instruments require high current transformers and voltage transformers for the output
power measurements and they also are subject to errors at higher frequencies. These methods
require expert knowledge for successful application and therefore are not detailed in this
standard.

2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments) applies.

IEC 60050-841, International Electrotechnical Vocabulary (IEV) — Chapter 841: Industrial
electroheating

EC 60519-1|, Safety in electroheat installations — Part 1: General requirements
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IEC 60519-3:1988, Safety in electroheat installations — Part 3: Particular requirements for
induction and conduction heating and induction melting installations

IEC 61308:1994, High-frequency dielectric heating installations — Test methods for the
determination of power output

CISPR 11, Industrial, scientific and medical (ISM) radio-frequency equipment — Electro-
magnetic disturbance characteristics — Limits and methods of measurement

3 Definitions
For the purposes of this International Standard, the definitions given in IEC 60050-841,
EC 60519-1 and IEC 60519-3 as well as the following, apply.

3.1

high-frequency output power

power measured at the power output terminals of the generator, feeding to the test load as
defined in this standard

NOTE This definition is explained in figure 1. The left side of the drawing contains the generator and is limited by
its two output terminals. The load is connected to these terminals. All power that appears outside of the generator

case is defined as the output power of the generator. It comprises the power dissipated in the inductor, power
leads, calorimeter, etc.

3.2

calorimeter

device for the measurement of high-frequency power, which consists of a part cooled by water,
under controlled flow and measured temperature difference between water inlet and outlet
temperatures

NOTE This part is made of steel or other conductive material into which high-frequency currents are induced.

3.3
surface power density
quotient of the power and the active surface of the calorimeter

3.4
loop inductor
inductor in the shape of a loop brought close to the load without forming a full circle around it

3.5

test load

equipment consisting of the connection leads, the inductor and the calorimeter. If a resistor
without reactive elements is used as a load, an auxiliary resonant circuit is used for the
elimination of the harmonic power. If this auxiliary circuit is not part of the generator, the losses
in this circuit are measured with the losses in the other parts of the test load

4 Tests loads
There are three different types of output power test loads for use in high-frequency induction

heating installations. Only the main ones are outlined. Detailed constructions shall conform to
known engineering techniques.
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