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EN 61937-3:2009 

Foreword 

The text of document 100/1207/CDV, future edition 2 of IEC 61937-3, prepared by technical area 4, 
Digital system interfaces, of IEC TC 100, Audio, video and multimedia systems and equipment, was 
submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as EN 61937-3 on 
2009-07-01. 

This European Standard supersedes EN 61937-3:2003. 

EN 61937-3:2009 contains the following significant technical changes with respect to EN 61937-3:2003. 

– the definition of the audio data-burst required to deliver enhanced AC-3 bitstreams has been added; 

– the definition of the latency of an enhanced AC-3 decoder has been added; 

– the use of pause data-bursts when delivering enhanced AC-3 bitstreams has been added. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
at national level by publication of an identical 
national standard or by endorsement (dop) 2010-04-01 

– latest date by which the national standards conflicting 
with the EN have to be withdrawn  (dow) 2012-07-01 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the International Standard IEC 61937-3:2007 was approved by CENELEC as a European 
Standard without any modification. 

__________ 
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Annex ZA 
(normative)  

  
Normative references to international publications 

with their corresponding European publications  
  
The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.  
  
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  
  
Publication Year Title EN/HD Year 
  

IEC 60958 Series Digital audio interface EN 60958 Series 
  

IEC 61937-1 2007 Digital audio - Interface for non-linear PCM 
encoded audio bitstreams applying  
IEC 60958 -  
Part 1: General 

EN 61937-1 2007 

  

IEC 61937-2 2007 Digital audio - Interface for non-linear PCM 
encoded audio bitstreams applying 
IEC 60958 -  
Part 2: Burst-info 

EN 61937-2 2007 

  

ETSI TS  
102 366 

- 1 ) Digital Audio Compression (AC-3, Enhanced 
AC-3) 

- - 

  

ATSC A/52B - 1) Digital Audio Compression (AC-3, E-AC-3), 
Rev. B 

- - 

  

                                                      
1) Undated reference.  

BS EN 61937-3:2009

Full document details: BS EN 61937-3:2009

http://dx.doi.org/10.3403/00952384U
http://dx.doi.org/10.3403/00952384U
http://dx.doi.org/10.3403/03105768U
http://dx.doi.org/10.3403/00952384U
http://dx.doi.org/10.3403/03138614U
http://dx.doi.org/10.3403/00952384U
http://www.avadocuments.com/doc/bs-en-61937-3-2009
http://www.avadocuments.com/doc/bs-en-61937-3-2009


61937-3 © IEC:2007(E) 

CONTENTS 

1 Scope ...............................................................................................................................................5 
2 Normative references.....................................................................................................................5 
3 Terms, definitions and abbreviations . ..............................................................................................5 

3.1 Terms and definitions............................................................................................................5 
3.2 Abbreviations. .......................................................................................................................6 

4 Mapping of the audio bitstream on to IEC 61937-1 . ..................................................................6 
4.1 General . ................................................................................................................................6 
4.2 AC-3 and enhanced AC-3 burst-info . .................................................................................6 

5 Format of AC-3 and enhanced AC-3 data-bursts . .....................................................................6 
5.1 General . ................................................................................................................................6 
5.2 Pause data-burst . ................................................................................................................7 
5.3 Audio data-bursts . ...............................................................................................................7 

5.3.1 AC-3 data . ...............................................................................................................7 
5.3.2 Latency of AC-3 decoding . ....................................................................................8 
5.3.3 Enhanced AC-3 data . .............................................................................................9 
5.3.4 Latency of the enhanced AC-3 decoder . ...........................................................10 

Bibliography . ........................................................................................................................................13 

Figure 1 – AC-3 data-burst, with reference point R . .........................................................................7 
Figure 2 – Latency of AC-3 decoding . ................................................................................................8 
Figure 3 – Enhanced AC-3 data-burst . .............................................................................................10 
Figure 4 – Latency of enhanced AC-3 decoding . ............................................................................11 

Table 1 – Fields of burst-info . ..............................................................................................................6 
Table 2 – Repetition period of the pause data-bursts . .....................................................................7 
Table 3 – Data-type-dependent information when data-type = 1 . ...................................................7 
Table 4 – Data-type-dependent information when data-type = 21 . ...............................................10 
Table 5 – Frame repetition period and maximum data rate for enhanced AC-3 
bitstreams . ...........................................................................................................................................10 

BS EN 61937-3:2009

Full document details: BS EN 61937-3:2009

http://dx.doi.org/10.3403/03105768U
http://www.avadocuments.com/doc/bs-en-61937-3-2009
http://www.avadocuments.com/doc/bs-en-61937-3-2009

