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National foreword

This British Standard is the official English language version of 
EN 61968-3:2004. It is identical with IEC 61968-3:2004.

The UK participation in its preparation was entrusted to Technical Committee 
PEL/57, Power system control and associated communications, which has the 
responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.
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Foreword 

The text of document 57/694/FDIS, future edition 1 of IEC 61968-3, prepared by IEC TC 57, Power 
systems management and associated information exchange, was submitted to the IEC-CENELEC 
parallel vote and was approved by CENELEC as EN 61968-3 on 2004-05-01. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 2005-02-01 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 2007-05-01 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the International Standard IEC 61968-3:2004 was approved by CENELEC as a European 
Standard without any modification. 

__________ 
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INTRODUCTION 

The IEC 61968 series of standards is intended to facilitate inter-application integration as 
opposed to intra-application integration. Intra-application integration is aimed at programs in 
the same application system, usually communicating with each other using middleware that is 
embedded in their underlying runtime environment, and tends to be optimised for close, real-
time, synchronous connections and interactive request/reply or conversation communication 
models. IEC 61968, in contrast, is intended to support the inter-application integration of a 
utility enterprise that needs to connect disparate applications that are already built or new 
(legacy or purchased applications), each supported by dissimilar runtime environments. 
Therefore, these interface standards are relevant to loosely coupled applications with more 
heterogeneity in languages, operating systems, protocols and management tools. This series 
of standards is intended to support applications that need to exchange data every few 
seconds, minutes, or hours rather than waiting for a nightly batch run. This series of 
standards, which are intended to be implemented with middleware services that exchange 
messages among applications, will complement, but not replace utility data warehouses, 
database gateways, and operational stores. 

As used in IEC 61968, a Distribution Management System (DMS) consists of various 
distributed application components for the utility to manage electrical distribution networks. 
These capabilities include monitoring and control of equipment for power delivery, 
management processes to ensure system reliability, voltage management, demand-side 
management, outage management, work management, automated mapping and facilities 
management. Standard interfaces are defined for each class of applications identified in the 
Interface Reference Model (IRM), which is described in IEC 61968-1. 

This Part of IEC 61968 contains the Clauses shown in Table 1. 

Table 1 – Document overview for IEC 61968-3 

Clause Title Purpose 

1 Scope The scope and purpose of the document are described.  

2 Normative references Documents that contain provisions which, through reference in 
this text, constitute provisions of this International Standard. 

3 Reference and information 
models 

Description of the relevant parts of the interface reference 
model, static information model and message type naming 
convention. 

4 Message types – general Requirements common to all message types described in 
Clause 5. 

5 Network operations message 
types 

Message types related to the exchange of information for 
operational documents namely operation restrictions, outage, 
safety and switching schedule. 

Annex A Message type verbs Description of the verbs that are used for the message types. 
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APPLICATION INTEGRATION AT ELECTRIC UTILITIES – 
SYSTEM INTERFACES FOR DISTRIBUTION MANAGEMENT – 

 
Part 3: Interface for network operations 

 
 
 

1 Scope 

The IEC 61968 series, taken as a whole, defines interfaces for the major elements of an 
interface architecture for Distribution Management Systems (DMS). IEC 61968-1 identifies 
and establishes requirements for standard interfaces based on an Interface Reference Model 
(IRM). Parts 3 to 10 of the IEC 61968 series define interfaces relevant to each of the major 
business functions described by the Interface Reference Model. 

As used in the IEC 61968 series, a DMS consists of various distributed application 
components for the utility to manage electrical distribution networks. These capabilities 
include monitoring and control of equipment for power delivery, management processes to 
ensure system reliability, voltage management, demand-side management, outage 
management, work management, automated mapping and facilities management. 

The IEC 61968 series is limited to the definition of interfaces and is implementation 
independent. It provides for interoperability among different computer systems, platforms, and 
languages. Methods and technologies used to implement a functionality conforming to these 
interfaces are considered outside of the scope of the IEC 61968 series; only the interface 
itself is specified in these standards. 

This part specifies the information content of a set of message types that can be used to 
support many of the business functions related to network operations. Typical uses of the 
message types defined in this part include data acquisition by external systems, fault 
isolation, fault restoration, trouble management, maintenance of the plant, and the 
commissioning of the plant. 

An additional part of IEC 61968 will document integration scenarios or use cases, which are 
informative examples showing typical ways of using the message types defined in this 
document as well as message types to be defined in other parts of the IEC 61968 series. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 61850-7-4:2003, Communication networks and systems in substations – Part 7-4: Basic 
communication structure for substation and feeder equipment – Compatible logical node 
classes and data classes 

IEC 61968-1, System interfaces for distribution management – Part 1: Interface architecture 
and general requirements 

Page 6
EN 61968−3:2004

Full document details: BS EN 61968-3:2004

http://dx.doi.org/10.3403/02986072U
http://dx.doi.org/10.3403/02845903
http://dx.doi.org/10.3403/02986072U
http://www.avadocuments.com/doc/bs-en-61968-3-2004
http://www.avadocuments.com/doc/bs-en-61968-3-2004


 – 8 – 169-863  EI:C002(4)E 

3 Reference and information models 

3.1 General 

The message types defined in this document are based on a logical partitioning of the DMS 
business functions and components called the IEC 61968 interface reference model. 

The contents of the message types are based on a static information model to ensure 
consistency of field names and data types. Each message type is defined as a set of fields 
copied from Common Information Model (CIM) classes. The message types defined in this 
standard are intended to satisfy a majority of typical applications. In some project 
implementations, it may be desirable to modify the set of fields using a methodology such as 
that described in IEC 61968-1. 

3.2 Interface reference model 

It is not the intention of this standard to define the applications and systems that vendors 
should produce. It is expected that a concrete (physical) application will provide the 
functionality of one or more abstract (logical) components as listed in this standard. These 
abstract components are grouped by the business functions of the interface reference model.  

In this standard, the term abstract component is used to refer to that portion of a software 
system that supports one or more of the interfaces defined in Parts 3 to 10 of the IEC 61968 
series. It does not necessarily mean that compliant software is delivered as separate 
modules. 

IEC 61968-1 describes infrastructure services common to all abstract components whilst 
Parts 3 to 10 of the IEC 61968 series define the details of the information exchanged for 
specific types of abstract component.  

The IEC 61968 series defines that: 

a) An inter-application infrastructure is compliant if it supplies services defined in IEC 61968-
1 to support at least two applications with interfaces compliant to IEC 61968 Parts 
3 to 10. 

b) An application interface is compliant if it supports the interface standards defined in IEC 
61968 Parts 3 to 10 for the relevant abstract components defined in the interface 
reference model. 

c) An application is only required to support interface standards of the applicable 
components listed under abstract components. It is not required to support interfaces 
required by other abstract components of the same business sub-function or within the 
same business function. While this standard primarily defines information exchanged 
among components in different business functions, it will occasionally also define 
information exchanged among components within a single business function when a 
strong market need for this capability has been realised. 

3.3 Network operations functions and components 

The message types defined in IEC 61968-3, may be sent or received by any type of 
component within a DMS system.  

Table 2 shows these functions and typical abstract components that are expected to be 
producers of information for these message types. Typical consumers of the information 
include, but are not restricted to, the other components as listed in IEC 61968-1; for example, 
geographic information systems, energy management systems and customer information 
systems. 
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Table 2 – Business functions for network operations 

Business Functions 
Business 

sub-functions 
Abstract components 

Network operation  Substation state supervision 

Network state supervision for example by topology 
processing and network colouring 

Switching action supervision 

Management of data acquired from SCADA and metering 
systems 

Management of data acquired through operation (field 
crews, customers, scheduled and unscheduled outages) 

Alarm management including supervision, 
acknowledgement, and deletion 

Monitoring (NMON) 

Operator and event logs 

User access control 

Automatic controls: 
Protection (fault clearance) 
Sectionalising 
Local voltage/reactive power control 

Assisted control: 
Remote switch control 
Load shedding 
Voltage regulation for example broadcast of voltage 
reduction command 
Local control through field crews 

Safety document management 

Safety checking and interlocks 

Network control (CTL) 

Major incident co-ordination 

Trouble call handling and coherency analysis (LV network) 

Protective relays analysis 

Fault location by analysis of fault detectors and/or trouble 
call localisation 

Supply restoration assessment 

Fault management (FLT) 

Customer incident information 

Mal-operation analysis 

Network fault analysis 

Quality index analysis 

Device operation history 

Operation feedback  
Analysis (OFA) 

Post-disturbance review 

Maintenance information 

Information for planning 

Operation statistics and  
Reporting (OST) 

Information for management control 

Load estimation 

Energy trading analysis 

Load flow/voltage profile 

Fault current analysis 

Network operation (NO) 

Network calculations  
– real-time (CLC) 

Adaptive relay settings 

 Dispatcher training (TRN) SCADA simulation 
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3.4 Message type terms 

The message types defined in this standard are described using the following terms. 

Message type name 
Each message type has a name consisting of a verb and a noun. 

Message type verb 
The verb describes the purpose of the message. (See Annex A for the description of the 
verbs). 

Message type noun 
The noun describes the type of data in the message body. Each noun corresponds to a class 
name in the static information model. For most message types, the nouns are a type of 
document. 

Message body 
The body of each message type is based on the attributes (fields) of the classes described by 
the nouns.  

Naming 
"Naming" is a class that defines common attributes used to identify instances of common 
information model classes. The attributes are a set of human readable alphanumeric strings. 
It is usual for utilities to use unique alphanumeric codes to identify their substations and the 
equipment in each substation. In some implementations, these codes may have to be prefixed 
with additional characters to guarantee uniqueness across organisation boundaries. 

Naming.name 
This is a human readable alphanumeric string that identifies an entity with a specific scope, 
for example within a particular substation. 

Naming.pathname 
This is a human readable alphanumeric string that identifies an entity with global scope, for 
example a concatenation of zone, substation and equipment names.  

Naming.aliasname 
This is an alternative name that is expected to be used to contain other identifiers, for 
example a machine allocated identification number. The aliasname may be used by a 
computer system as an index to name translation tables when information is exchanged 
between different organisations. 

Naming.description 
This is a human readable alphanumeric string that provides additional information but is not 
intended for automatic processing by computer systems. 

Document 
"Document" is a class that defines common attributes used in all message types. 

Document.type 
The document type is the name of the class that is the actual instance, for example 
"SwitchingSchedule", "ActivityRecord". 

Document.subtype 
This is additional information that may be utility specific, for example "Planned", "OnDemand" 
for SwitchingSchedule, "Planned", "Unplanned" for OutageRecords, "PermitToWork" for a 
SafetyDocument.  

Document.status 
The document status is a string indicating the status of the document. This is expected to be 
specific to the document type, for example "Draft", "In Progress", "Approved". 
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3.5 Static information model 

The information model relevant to network operations consists of classes that provide a 
template for the attributes for each message.  

The classes are defined in detail in another part of IEC 61968. 

3.5.1 Operational documents model 

The message types are based on a common model of a document that includes information 
on the person (ErpContact) and organisation that created and/or modified the document. 

Operational documents inherit from the base document class and have associations with 
other classes such as PowerSystemResource or Asset.  

 

OutageRecordSafetyDocument SwitchingSchedule

OutageStepSwitchingStep
OperationalRestriction

Document

1..n 1..n

Organisation

ErpContact

IEC   176/04  

Figure 1 – Simplified operational documents model 

3.5.2 Classes for network operations  

Table 3 lists classes that are used within message types. Usually all the attributes of these 
classes are contained within a message type. 

Classes described as type "document" are top-level container entities. Message type names 
are based on these entities.  

Classes described as type "part" are lower level entities that are associated with a containing 
document. 
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