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BS EN 61995-1:2008+A11:2021 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 61995-
1:2008+A11:2021. It is derived from IEC 61995-1:2005, including
amendment 1:2016. It supersedes BS EN 61995-1:2008+A1:2017,
which will be withdrawn on 22 March 2024.

The text of IEC amendment A1:2016 has been provided in its entirety at
the beginning of this document. BSI's policy of providing consolidated
content remains unchanged; however, in the interest of expediency, in
this instance BSI have chosen to the collate the relevant content at the
beginning of this document.

The CENELEC common modifications have been implemented at the
appropriate places in the text. The start and finish of each common
modification is indicated in the text by tags ]

The UK participation in its preparation was entrusted to Technical
Committee PEL/23, Electrical accessories.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.
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BRITISH STANDARD

Annex ZA /77 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.

© The British Standards Institution 2021
Published by BSI Standards Limited 2021

ISBN 978 0 539 02914 7
ICS 29.120.20; 29.140.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 July 2008.

Amendments/corrigenda issued since publication

Date Text affected

31 March 2018 Implementation of IEC amendment 1:2016 with
CENELEC endorsement A1:2017

31 July 2021 Implementation of CENELEC amendment

A11:2021: replacement of Annexes ZA and ZB and
addition of Annex ZZ
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EUROPEAN STANDARD EN 61995-1:2008+A11
NORME EUROPEENNE
EUROPAISCHE NORM June 2021

ICS 29.120.20; 29.140

English version

Devices for the connection of luminaires
for household and similar purposes -
Part 1: General requirements
(IEC 61995-1:2005, modified)

Dispositifs de connexion pour luminaires Betriebsmittel fur den Anschluss von
pour usage domestique et analogue - Leuchten fur Haushalt

Partie 1: Exigences générales und ahnliche Zwecke -

(CEI 61995-1:2005, modifiée) Teil 1: Allgemeine Anforderungen

(IEC 61995-1:2005, modifiziert)

This European Standard was approved by CENELEC on 2008-04-01. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Cyprus, the
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europiisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2021 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members.

w0 oROSHMENES .

Document Sharing Hub

Full document details: BS EN 61995-1:2008+A11:2021


http://www.avadocuments.com/doc/bs-en-61995-1-2008-a11-2021
http://www.avadocuments.com/doc/bs-en-61995-1-2008-a11-2021

EN 61995-1:2008+A11:2021 (E)

European foreword

The text of the International Standard IEC 61995-1:2005, prepared by SC 23B, Plugs,
socket-outlets and switches, of IEC TC 23, Electrical accessories, together with common
modifications prepared by the Technical Committee CENELEC TC 23BX, D.C. plugs and socket
outlets and switches for household and similar fixed electrical installations, was submitted to the
Unique Acceptance Procedure and was approved by CENELEC as on 2008-04-01.

The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical

national standard or by endorsement (dop) 2009-04-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2013-04-01

Annexes ZA and ZB have been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 61995-1:2005 was approved by CENELEC as a
European Standard with agreed common modifications as given below.

Foreword to amendment A1

The text of document 23B/1208/FDIS, future IEC 61995-1:2005/A1, prepared by SC 23B "Plugs,
socket-outlets and switches", of IEC/TC 23 "Electrical accessories" was submitted to the IEC-
CENELEC parallel vote and approved by CENELEC as EN 61995-1:2008/A1:2017.

The following dates are fixed:
e latest date by which the document has to be implemented at (dop) 2017-10-21
national level by publication of an identical national

standard or by endorsement

e latest date by which the national standards conflicting with (dow)  2020-04-21
the document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 61995-1:2005/A1:2016 was approved by CENELEC as a
European Standard without any modification.
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EN 61995-1:2008+A11:2021 (E)

Foreword to amendment A11

This document (EN 61995-1:2008/A11:2021) has been prepared by CLC/TC 23BX “Switches, boxes
and enclosures for household and similar purposes, plugs and socket outlet for D.C."

The following dates are fixed:

+ latest date by which this document has (dop) 2022-03-22
to be implemented at national level by
publication of an identical national
standard or by endorsement

+ latest date by which the national (dow) 2024-03-22
standards conflicting with this document
have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CENELEC by the European
Commission and the European Free Trade Association, and supports essential requirements of EU
Directive(s).

For the relationship with EU Directive(s) see informative Annex ZZ, which is an integral part of this
document.
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Annex ZA
(normative)

Normative references to international publications with their corresponding
European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod),
the relevant EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available
here: www.cenelec.eu.

Publication Year Title EN/HD Year

EC 60068-2-32 1975 Basic environmental testing procedures - EN 60068-2-31 2008
Part 2: Tests - Test Ed: Free fall

EC 60068-2-75 1997 Environmental testing — Part 2-75: Tests - EN 60068-2-75 1997
Test Eh: Hammer tests

EC 60112 - Method for the determination of the proof EN 60112 2003
and the comparative tracking indices of  +A1 2009
solid insulating materials

IEC 60227-5 20111 Polyvinyl chloride insulated cables of rated - -

voltages up to and including 450/750 V —
Part 5: Flexible cables (cords)

IEC 60417 - Graphical symbols for use on equipment - -
EC 60529 - Degrees of protection provided by EN 60529 1991
enclosures (IP Code) +A1 2000
+A2 2013
+A2:2013/AC 2019
+AC 2016
+ corrigendum May 1993
EC 60695-2-11 - Fire hazard testing — Part 2—11: EN 60695-2-11 2014
Glowing/hot-wire based test methods -
Glow-wire flammability test method for end
products
EC 61032 1997 Protection of persons and equipment by EN 61032 1998
enclosures - Probes for verification
1 Dated as no equivalent European standard exists.
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Annex ZB
(normative)

Special national conditions

Special national condition: National characteristic or practice that cannot be changed even over a
long period, e.g. climatic conditions, electrical earthing conditions.

NOTE If it affects harmonization, it forms part of the European Standard.

For the countries in which the relevant special national conditions apply these provisions are
normative, for other countries they are informative.

Clause Special national condition
1 Belgium, France, Germany, ltaly
Only DCL types with a standardized interface according to EN 61995-2 are used.
7.3.1.1 Denmark
Only DCL plugs for connection of flexible cables are allowed.
9.2 Denmark

For many years Denmark has had a supporting 10 A DCL system on the market.
Add the following indent after the last indent:
— be interchangeable with or create a hazardous situation with this special Danish DCL
system

10.2.2 Denmark
Due to the lack of an earthing conductor in many existing old buildings luminaires with
DCL plugs requiring earth connection cannot normally be used.

12.1 France
Add the following paragraph after the Table 1:
DCL outlets terminals able to connect conductors up to 2 x 1.5 mm2 maximum are also
allowed

12.3.10 France

For DCL outlets having terminals able to connect conductors up to 2 x 1.5 mm?
maximum, replace the Table 6 by the following:

Type of terminal Test current Cross sectional area of conductor
(A) (mm2)
Without loop terminal 9 1,5
With loop terminal 17,5 1,5
12.3.11 For DCL outlets having terminals able to connect conductors up to 2 x 1.5 mm?
maximum, test of 12.3.11 is performed only for the cross sectional area of 1.5 mm?
134 France

Replace the last paragraph by the following:
Compliance is checked by inspection and by an installation test with conductors of 1,5

mmz (see 12.2.1 and 12.3.1).

19.2 France

For DCL outlets having terminals able to connect conductors up to 2 x 1.5 mm?
maximum, temperature rise test is performed with conductors having a nominal cross-
sectional area of 1.5mm?2
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19.3 France

For DCL outlets having terminals able to connect conductors up to 2 x 1.5 mm?
maximum, temperature rise test is performed with the values of the following new

Table 10 in relation to new Figure 3”
Replace the Table 10 by the following:

Loads Test 1 Test 2
(Figure 3a) (Figure 3b)

Load in the DCL plug 6 A without load

Load through the terminals of the DCL outlet 10A 16 A

Total load on the supply terminals of the DCL outlet 16 A 16 A

Replace Figure 3a and Figure 3b with the following:

o

16 A 10 A
- -
| 6 A

—-—

O [|®

— ] — — o —

Figure 3a — Circuit diagram for Test 1

16 A
—

16 A
—-

Key

Supply
DCL outlet
DCL

Load

A W N -

Figure 3b — Circuit diagram for Test 2

Figure 3 — Circuit diagram for temperature rise test
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Annex Z2Z
(informative)

EN 61995-1:2008+A11:2021 (E)

Relationship between this European standard and the safety objectives of
Directive 2014/35/EU [2014 OJ L96] aimed to be covered

This European standard has been prepared under a Commission’s standardization request relating to
harmonized standards in the field of the Low Voltage Directive, M/511, to provide one voluntary
means of conforming to safety objectives of Directive 2014/35/EU of the European Parliament and of
the Council of 26 February 2014 on the harmonization of the laws of the Member States relating to
the making available on the market of electrical equipment designed for use within certain voltage

limits [2014 OJ L96].

Once this standard is cited in the Official Journal of the European Union under that Directive,
compliance with the normative clauses of this standard given in Table ZZ.1 confers, within the limits of
the scope of this standard, a presumption of conformity with the corresponding safety objectives of
that Directive, and associated EFTA regulations.

Table ZZ.1 — Correspondence between this European standard and Annex | of Directive

2014/35/EU [2014 OJ L96]

Safety objectives of Directive
2014/35/EU

Clause(s) / sub-clause(s)
of this EN

Remarks / Notes

(1)(a)

Clause 8

(1)(b)

Clause 11
Clause 12
Clause 13
Clause 14
Clause 24

(1)(c)

Clause 18
Clause 20
Clause 21

(2)(a)

Clause 10

(2) (b)

Clause 16
Clause 19
Clause 23
Clause 26

(2)(c)

Clause 13
Clause 14
Clause 22

(2)(d)

Clause 16
Clause 25
Clause 26
Clause 27
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Safety objectives of Directive

Clause(s) / sub-clause(s)

Remarks / Notes

2014/35/EU of this EN
(3)(a) Clause 22
(3)(b) NA
(3)(c) Clause 19
Clause 23

WARNING 1: Presumption of conformity stays valid only as long as a reference to this European
standard is maintained in the list published in the Official Journal of the European Union. Users of this
standard should consult frequently the latest list published in the Official Journal of the European

Union.

WARNING 2: Other Union legislation may be applicable to the product(s) falling within the scope of

this standard.
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IEC 61995-1

Edition 1.0 2016-05

INTERNATIONAL
STANDARD

NORME
INTERNATIONALE

AMENDMENT 1
AMENDEMENT 1

Devices for the connection of luminaires for household and similar purposes —
Part 1: General requirements

Dispositifs de connexion pour luminaires pour usage domestique et analogue —
Partie 1: Exigences générales

INTERNATIONAL
ELECTROTECHNICAL
COMMISSION

COMMISSION
ELECTROTECHNIQUE
INTERNATIONALE

ICS 29.120.20, 29.140.40 ISBN 978-2-8322-3421-1

Warning! Make sure that you obtained this publication from an authorized distributor.

Attention! Veuillez vous assurer que vous avez obtenu cette publication via un disp\ibuteur agréé.
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® Registered trademark of the International Electrotechnical Commission
Marque déposée de la Commission Electrotechnique Internationale

Full document details: BS EN 61995-1:2008+A11:2021


http://www.avadocuments.com/doc/bs-en-61995-1-2008-a11-2021
http://www.avadocuments.com/doc/bs-en-61995-1-2008-a11-2021

-2- IEC 61995-1:2005/AMD1:2016
© IEC 2016

FOREWORD

This amendment has been prepared by subcommittee 23B: Plugs, socket-outlets and
switches, of IEC technical committee 23: Electrical accessories.

The text of this amendment is based on the following documents:

FDIS Report on voting
23B/1208/FDIS 23B/1212/RVD

Full information on the voting for the approval of this amendment can be found in the report
on voting indicated in the above table.

The committee has decided that the contents of this amendment and the base publication will
remain unchanged until the stability date indicated on the IEC website under
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the
publication will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

1 Scope
Replace the first two paragraphs with the following new paragraphs:

This part of IEC 61995 applies to devices for the connection of luminaires (DCL) intended for
household and similar purposes, for the electrical connection of fixed luminaires of class | or
class Il to final circuits rated at not more than 16 A without providing a mechanical support for
the Iluminaire. DCLs are intended for use according to their IP rating as specified in

IEC 60529

Outlets have an earthing contact and a rated current of 6 A. Plugs have a rated current of 6 A.

3 Terms and definitions
Insert, between 3.6 and 3.7, the following new entry 3.20:

3.20

DCL temporary lampholder

independent lampholder designed in order to be temporarily connected to a DCL outlet, in
compliance with the corresponding standards, and provided with a DCL rewirable plug
(2P + E) for future connection of a luminaire

8.1
Replace NOTE 1 with the following new paragraph:
Documents
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IEC 61995-1:2005/AMD1:2016
© IEC 2016

The additional markings shall be put on the DCL outlet. In addition, they can be given on the
packaging unit and/or in an instruction sheet which accompanies the DCL outlet.

—3-

Replace "NOTE 2" with "NOTE".

8.2

Replace the NOTE with the following new paragraph:

The additional markings shall be put either on the DCL plug or on the packaging unit, and/or
given in an instruction sheet which accompanies the DCL plug.

1.4

Replace the second paragraph with the following new paragraph:
"Compliance is checked by the following test after the tests of Clauses 18 and 19:"
Replace the third paragraph with the following new paragraph::

A current derived from an a.c. source having a no-load voltage not exceeding 12 V and equal
to 1,5 times rated current is passed between the earthing terminal and each of the accessible
metal parts in turn, and for DCLs with earthing contacts between the DCL outlet earthing
terminal and the DCL plug earthing terminal.

12.1 General

Replace Table 1 with the following new table:

Table 1 — Connection of copper conductors

Accessory Terminal Rigid (solid & stranded) Flexible conductors
conductors) @
Floatin Line, neutral and earth From 1 x 1,0 mm? up to From 1 x 1,0 mm? up to
9 terminals 2 x 2,5 mm? inclusive 2 x 2,5 mm? inclusive
DCL outlet Line, neutral and earth From 1 x 1,0 mm2 up to From 1 x 1,0 mm? up to
terminals 2 x 2,5 mm2 inclusive 2 x 2,5 mm? inclusive
Fixed
Loop terminal From 2 x 1,0 mm? up to From 2 x 1,0 mm? up to
(when fitted) 2 x 2,5 mm? inclusive 2 x 2,5 mm? inclusive
DCL blu Line, neutral and earth From 1 x 0,5 mm? up to From 1 x 0,5 mm? up to
piug terminals (when fitted) 1 x 1,5 mm? inclusive 1 x 1,5 mm? inclusive
NOTE 1 In the following countries, only loop terminals able to connect 3 x 2,5 mm? conductors are allowed: GB.
NOTE 2 In the following countries, DCL outlet terminals able to connect conductors up to 2 x 1,5 mm? maximum
are also allowed: FR
2  The use of flexible conductors of the same cross sectional area is permitted.

13.6.2

Add, in Table 9, first column, last row, the words “and clearances” after “creepage distances”.

20 Force necessary to insert and withdraw the plug

Replace the existing text with the following new text:
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-4 - IEC 61995-1:2005/AMD1:2016
© IEC 2016

The construction of DCLs shall allow the easy insertion and withdrawal of the plug, but
prevent the inadvertent disengagement of plug and outlet in normal use.

Compliance is checked by the following test:

A previously untested specimen of the DCL plug and DCL outlet and a specimen having
previously completed the tests of Clause 19 are tested.

All pins are wiped free from grease before use.
Each DCL outlet is fixed to a suitable flat surface.

Each DCL plug, in turn, is inserted and withdrawn from each DCL outlet without the effect of
any locking means and the force required to perform each movement is measured.

The force required to insert or withdraw the plug shall not exceed 50 N.

At a force of 2 N the plug shall not come out.
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DEVICES FOR THE CONNECTION OF LUMINAIRES
FOR HOUSEHOLD AND SIMILAR PURPOSES -

Part 1: General requirements

1 Scope

[O) This standard applies to devices for the connection of luminaires (DCL) intended for household
and similar purposes, for the electrical connection of fixed luminaires of class | or class |l to final
circuits rated at not more than 16 A without providing a mechanical support for the luminaire.
DCLs are intended for use according to their IP rating per .

Outlets have an earthing contact and a rated current of 6 A, plugs are rated at 6 A.

The rated voltage is 250 V at 50 Hz.

NOTE 1 This standard does not cover integrated DCL-plugs (under consideration).

This standard can also be applied to types other than those with standardised interface.
NOTE 2 Void.

DCL plugs and DCL outlets complying with this standard are suitable for use under the
following conditions:

— an ambient temperature not normally exceeding 25 °C, but occasionally reaching 35 °C;

NOTE 3 The effect of the heat generated by the luminaire may affect the ambient temperature local to the
DCL.

— a temperature not exceeding 70 °C at the terminals of the DCL outlet including the effect
of heat generated by the luminaire and the passage of current.

NOTE 4 The requirements and tests of this standard may also be used as a guide when testing DCL's which
have different interface configurations or ratings.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60068-2-32:1975, Environmental testing — Part 2: Tests — Test Ed: Free fall

IEC 60068-2-75:1997, Environmental testing — Part 2: Tests — Test Eh: Hammer test

EC 60112, Method for the determination of the proof and the comparative tracking indices of
solid insulating materials
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IEC 60227-5, Polyvinyl chloride insulated cables of rated voltages up to and including
450/750V — Part 5: Flexible cables (cords)

IEC 60417-DB:"), Graphical symbols for use on equipment

EC 60529, Degrees of protection provided by enclosures

IEC 60695-2-11|, Fire hazard testing — Part 2-11: Glowing/hot-wire based test methods —
Glow-wire flammability test method for end-products

IEC 61032:1997, Protection of persons and equipment by enclosures — Probes for verification

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

Where the terms voltage and current are used, they imply r.m.s. values, unless otherwise
specified.

Throughout this standard the word "earthing" is used for "protective earthing".

3.1

device for connecting a luminaire

DCL

system comprising a DCL outlet and a DCL plug providing a fixed luminaire with electrical
connection to and disconnection from a fixed installation

NOTE The designations DCL, DCL outlet or DCL plug, are used when it is necessary to specify particular
requirements and test specifications.

3.2

DCL outlet

device for connecting a luminaire having socket-contacts designed to engage with the pins of
a DCL plug and having terminals for the connection of cable

3.3

DCL plug

device for connecting a luminaire having pins designed to engage with the contacts of a DCL
outlet, also incorporating means for the electrical connection and mechanical retention of
flexible cable

3.4
rewirable DCL plug
DCL plug so constructed that the flexible cable can be replaced

3.5

non-rewirable DCL plug

DCL plug so constructed that it forms a complete unit with the flexible cable after connection
and assembly by the manufacturer of the plug (see also 14.1)

1) «pp~ refers to the IEC on-line database. Documents
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3.6

moulded-on DCL plug

non-rewirable DCL plug, the manufacture of which is completed by insulating material
moulded around pre-assembled component parts and the terminations of the flexible cable

3.7
rated voltage
voltage assigned to the DCL plug or DCL outlet by the manufacturer

3.8
rated current
current assigned to the DCL plug or DCL outlet by the manufacturer

3.9

mounting box

box in or on a wall or ceiling, etc., for flush or surface application, intended to house a DCL
outlet

3.10

terminal

insulated or non-insulated connecting device intended for reusable electrical connection of the
external conductors

3.1

termination

insulated or non-insulated connecting device intended for non-reusable electrical connection
of the external conductors

3.12

clamping unit

part or parts of a terminal necessary for the mechanical clamping and the electrical
connection of the conductor(s)

3.13

screw-type terminal

terminal for the connection and subsequent disconnection of a conductor or the
interconnection of two or more conductors capable of being dismantled, the connection being
made, directly or indirectly, by means of screws or nuts of any kind

3.14

pillar terminal

terminal with screw clamping in which the conductor is inserted into a hole or cavity, where it
is clamped under the shank of the screw or screws. The clamping pressure may be applied
directly by the shank of the screw or through an intermediate member to which pressure is
applied by the shank of the screw

NOTE Examples of pillar terminals are shown in |JEC 60999-1|.

3.15

screw terminal

terminal with screw clamping in which the conductor is clamped under the head of the screw.
The clamping pressure may be applied directly by the head of the screw or through an
intermediate part, such as a washer, clamping plate or anti-spread device

NOTE Examples of screw terminals are shown in JEC 60999-1|.
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3.16

stud terminal

terminal with screw clamping in which the conductor is clamped under a nut. The clamping
pressure may be applied directly by a suitably shaped nut or through an intermediate part,
such as a washer, clamping plate or anti-spread device

NOTE Examples of stud terminals are shown in JEC 60999-1|.

3.17

mantle terminal

terminal with screw clamping in which the conductor is clamped against the base of a slot in a
threaded stud by means of a nut. The conductor is clamped against the base of the slot by a
suitably shaped washer under the nut, by a central peg if the nut is a cap nut, or by equally
effective means for transmitting the pressure from the nut to the conductor within the slot

NOTE Examples of mantle terminals are shown in |[EC 60999-1].

3.18

screwless terminal

connecting device for the connection and subsequent disconnection of a rigid (solid or
stranded) or flexible conductor or the interconnection of two or more conductors capable of
being dismantled, the connection being made, directly or indirectly, by means of springs, parts
of angled, eccentric or conical form, etc., without special preparation of the conductor
concerned, other than removal of insulation

3.19
loop terminal
supply terminal intended for the interconnection of live conductors

[©3.z1

DCL temporary lampholder

independent lampholder designed in order to be temporarily connected to a DCL outlet, in
compliance with the corresponding standards.

Moreover this lampholder is provided with a DCL rewirable plug (2P + E) to be used for the
connection of a luminaire later

4 General requirements

DCL systems shall be so designed and constructed that in normal use their performance is
reliable and without danger to the user or surroundings.

Compliance is checked by carrying out all the relevant tests specified.

5 General notes on tests

5.1 Tests according to this standard are type tests.

5.2 Unless otherwise specified, the specimens are tested as delivered and under normal
conditions of use.

Non-rewirable DCL plugs are tested with the type and size of flexible cable as delivered.

5.3 Unless otherwise specified, the tests are carried out in the order of the clauses, at an
ambient temperature between 15 °C and 35 °C. In case of doubt the tests are made at an
ambient temperature of (20 £ 5) °C.

Plugs and outlets are tested separately, unless otherwise specified.

The neutral is treated as a pole.
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5.4 Unless otherwise specified, three specimens are subjected to all the relevant tests.
For the purpose of the test of 12.3.11 three new specimens are required.
For the purpose of the test of Clause 20 one additional specimen is required.

5.5 The specimens are submitted to all the relevant tests and the requirements are satisfied
if all these tests are met.

If one specimen does not satisfy a test due to an assembly or manufacturing fault, that test
and any preceding one which may have influenced the results of the test shall be repeated
and also the tests which follow shall be made in the required sequence on another full set of
specimens, all of which shall comply with the requirements.

NOTE The applicant may submit, together with the number of specimens specified in 5.4, an additional set of
specimens which may be required, should one specimen fail. The testing station will then, without further request,
test the additional specimens and will only reject them if a further failure occurs. If the additional set of specimens
is not submitted at the same time, the failure of one specimen will entail rejection.

6 Ratings

DCL plugs and DCL outlets shall have a rated voltage of 125V a.c. or 250 V a.c. and a rated
current of 6 A.

Compliance is checked by inspection of the marking and by the tests described in this
standard.

7 Classification

7.1 DCLs are classified according to their interface design:

a) complying with the relevant part 2 of this standard;

b) other types (not complying with any relevant part 2 of this standard).

7.2 DCL outlets shall have an earthing contact and are classified:

7.2.1 according to the method of application:
— fixed type;

— floating type;

7.2.2 according to the type of terminals:

— DCL outlets with screw-type terminals;
— DCL outlets with screwless terminals for rigid conductors only;
— DCL outlets with screwless terminals for rigid and flexible conductors;

7.2.3 according to the provision of a loop terminal:

— DCL outlets with a loop terminal;
— DCL outlets without a loop terminal;

NOTE The loop terminal may be needed for the continuity of the live conductor.
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