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National foreword

This British Standard is the official English language version of
EN 62005-3:2001. It is identical with IEC 62005-3:2001.

The UK participation in its preparation was entrusted by Technical Committee
GEL/86, Fibre optics, to Subcommittee GEL/86/2, Interconnecting devices and
passive components, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this Subcommittee can be obtained on
request to its secretary.

From 1 January 1997, all IEC publications have the number 60000 added to
the old number. For instance, IEC 27-1 has been renumbered as .
For a period of time during the change over from one numbering system to the
other, publications may contain identifiers from both systems.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic
Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 17, and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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This European Standard was approved by CENELEC on 2001-05-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Czech Republic,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway,
Portugal, Spain, Sweden, Switzerland and United Kingdom.
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Foreword

The text of document 86B/1439/FDIS, future edition 1 of JEC 62005-3, prepared by SC 86B, Fibre

optic interconnecting devices and passive components, of IEC TC 86, Fibre optics, was submitted to
the IEC-CENELEC parallel vote and was approved by CENELEC as EN 62005-3 on 2001-05-01.

The following dates were fixed:
— latest date by which the EN has to be implemented

at national level by publication of an identical
national standard or by endorsement (dop) 2002-02-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2004-05-01

Endorsement notice

The text of the International Standard IEC 62005-3:2001 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, add the following note after the title:

NOTE All International Standards mentioned have been harmonized as European Standards.
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RELIABILITY OF FIBRE OPTIC INTERCONNECTING DEVICES
AND PASSIVE COMPONENTS -

Part 3: Relevant tests for evaluating failure modes and failure
mechanisms for passive components

1 Scope

This part of IEC 62005 focuses on failure mechanisms associated with interconnecting
devices and passive components. In order to estimate reliability by the acceleration testing
described in |JEC 62005-2, it is important to determine the dominant failure mechanism and
the related test. This part of IEC 62005 introduces a choice of relevant tests from all the
IEC 61300 series tests for each known failure mechanism and failure effects related to certain
failure modes. (In IEC 62005-5, extension of severity depending on environmental category
and performance request will be given.)

2 Choice of relevant tests

Figure 1 shows the guidelines for the choice of relevant tests. At the first stage, relevant tests
are selected by considering the device type of passive optical components. Then, at the
second stage, relevant tests are refined by considering known failure mechanisms for each
device. Each set of relevant tests for a particular device and for a particular known failure
mechanism is obtained by this procedure. After that, suitable test conditions should be
selected.

3 Typical failure points

A typical passive optical component consists of different parts (the optical element, the
package, the pigtail, joints, etc.) as shown in Figure 2. Each passive component exhibits
failures that can be referred to these parts and that can be common for a large class of
devices: failure mode, failure mechanisms, failure effects; a set of relevant tests is shown in
Table 1. Table 2 is more specific for each device type.

4 Failure modes and known failure mechanisms

For any component under consideration, a potential failure mode and effect analysis (PFMEA)
should be carried out. Table 2 shows selected relevant tests by the procedure of Figure 1 for
known failure mechanism or failure effects for each type of commercially available and
testable devices. It must be emphasized that the list of known failure mechanisms and failure
effects is not exhaustive. If new technology and new passive components become
commercially available, they should be added to Table 2. Relevant tests are listed with the
failure effect and the dominant known failure mechanism. As other relevant tests or methods
of failure mode excitation become known, these should also be added in a supplementary
table and published.
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