BSI Standards Publication

Uninterruptible power
systems (UPS)

Part 3: Method of specifying the
performance and test requirements

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 62040-3:2011


http://www.avadocuments.com/doc/bs-en-62040-3-2011
http://www.avadocuments.com/doc/bs-en-62040-3-2011

BS EN 62040-3:2011 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 62040-3:2011. It is
identical to IEC 62040-3:2011, incorporating corrigendum September
2011. It supersedes BS EN 62040-3:2001 which is withdrawn.

The start and finish of text introduced or altered by corrigendum is
indicated in the text by tags. Text altered by IEC corrigendum
September 2011 is indicated in the text by @al.

The UK participation in its preparation was entrusted to Technical
Committee PEL/22, Power electronics.

A list of organizations represented on this committee can be obtained
on request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012

ISBN 978 0 580 64022 3
ICS 29.200

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2012.

Amendments/Corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 62040-3:2011


http://dx.doi.org/10.3403/02328211
http://www.avadocuments.com/doc/bs-en-62040-3-2011
http://www.avadocuments.com/doc/bs-en-62040-3-2011

EUROPEAN STANDARD EN 62040-3
NORME EUROPEENNE
EUROPAISCHE NORM June 2011

ICS 29.200 Supersedes EN 62040-3:2001 + A11:2009

English version

Uninterruptible power systems (UPS) -
Part 3: Method of specifying the performance and test requirements
(IEC 62040-3:2011)

Alimentations sans interruption (ASI) - Unterbrechungsfreie

Partie 3: Méthode de spécification des Stromversorgungssysteme (USV) -
performances et exigences d'essais Teil 3: Methoden zum Festlegen der
(CEI 62040-3:2011) Leistungs- und Prufungsanforderungen

(IEC 62040-3:2011)

This European Standard was approved by CENELEC on 2011-04-18. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus,
the Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia,
Spain, Sweden, Switzerland and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee fiir Elektrotechnische Normung

Management Centre: Avenue Marnix 17, B - 1000 Brussels

© 2011 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Ref. No. EN 62040-3:2011 E

Documents

Document Sharing Hub

Full document details: BS EN 62040-3:2011


http://dx.doi.org/10.3403/30186729U
http://www.avadocuments.com/doc/bs-en-62040-3-2011
http://www.avadocuments.com/doc/bs-en-62040-3-2011

BS EN 62040-3:2011
EN 62040-3:2011 -2-

Foreword
The text of document 22H/129/FDIS, future edition 2 of |EC 62040-3, prepared by SC 22H,
Uninterruptible power systems (UPS), of IEC TC 22, Power electronic systems and equipment, was

submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as 62040-3 on
2011-04-18.

This European Standard supersedes EN 62040-3:2001 + A11:2009.

The significant technical changes are:

reference test load — definition and application revised (3.3.5 and 6.1.1.3);

— test schedule — presented as a single table grouped by revised type and routine tests (see 6.1.6,
Table 3);

— dynamic output voltage performance characteristics — guidance to measure — addition (Annex H);
— UPS efficiency — requirements and methods of measure — addition (Annexes | and J);
— functional availability — guidance for UPS reliability integrity level classification — addition (Annex K).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent
rights.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2012-01-18

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2014-04-18

In this standard, the following print types are used:

— requirements proper and normative annexes: in roman type;
— compliance statements and test specifications: in italic type;
— notes and other informative matter: in smaller roman type;

— normative conditions within tables: in smaller roman type;

— terms that are defined in Clause 3: bold.

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 62040-3:2011 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:
EC 60034-22 NOTE Harmonized as EN 60034-22.
EC 60068-1:1988 NOTE Harmonized as EN 60068-1:1994 (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.

Publication Year Title EN/HD Year

IEC 60038 - IEC standard voltages FprEN 60038" -

EC 60068-2-1 - Environmental testing - N 60068-2-1 -
Part 2-1: Tests - Test A: Cold

EC 60068-2-2 - Environmental testing - N 60068-2-2 -
Part 2-2: Tests - Test B: Dry heat

EC 60068-2-2 - Environmental testing - N 60068-2-2 -
Part 2-27: Tests - Test Ea and guidance:
Shock

EC 60068-2-31 2008 Environmental testing - N 60068-2-31 2008
Part 2-31: Tests - Test Ec: Rough handling
shocks, primarily for equipment-type
specimens

EC 60068-2-78 - Environmental testing - N 60068-2-78 -
Part 2-78: Tests - Test Cab: Damp heat,
steady state

EC 60146-1-1 2009  Semiconductor converters - General N 60146-1-1 2010
requirements and line commutated converters -
Part 1-1: Specification of basic requirements

EC 60146-2 1999  Semiconductor converters - N 60146-2 2000
Part 2: Self-commutated semiconductor
converters including direct d.c. converters

EC 60196 - IEC standard frequencies N 60196 -
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1

Low-voltage electrical installations - HD 60364-1 -
Part 1: Fundamental principles, assessment of
general characteristics, definitions

IEC 60364-5-52 - Low-voltage electrical installations - HD 60364-5-52 -
Part 5-52: Selection and erection of electrical
equipment - Wiring systems

IEC 60947-3 - Low-voltage switchgear and controlgear - N 60947-3 -
Part 3: Switches, disconnectors, switch-
disconnectors and fuse-combination units

IEC 60947-6-1 - Low-voltage switchgear and controlgear - N 60947-6-1 -
Part 6-1: Multiple function equipment -
Transfer switching equipment

' At draft stage.
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Title EN/HD Year
Information technology equipment - Safety - N 60950-1 -

Part 1: General requirements

Methods of measurement of touch current andgN 60990 -
protective conductor current

Electromagnetic compatibility (EMC) - 2002
Part 2-2: Environment - Compatibility levels

for low-frequency conducted disturbances and

signalling in public low-voltage power supply

systems

Electromagnetic compatibility (EMC) - N 61000-3-2

Part 3-2: Limits - Limits for harmonic current
emissions (equipment input current < 16 A per
phase)

Electromagnetic compatibility (EMC) -
Part 3-4: Limits - Limitation of emission of
harmonic currents in low-voltage power supply
systems for equipment with rated current
greater than 16 A

Electromagnetic compatibility (EMC) - -
Part 3-12: Limits - Limits for harmonic currents
produced by equipment connected to public
low-voltage systems with input current > 16 A
and <75 A per phase

Electromagnetic compatibility (EMC) - N 61000-4-30 -

Part 4-30 : Testing and measurement
techniques - Power quality measurement

methods

Electroacoustics - Sound level meters - N 61672- -
Part 1: Specifications

Uninterruptible Power Systems (UPS) - N 62040-1 2008

Part 1: General and safety requirements for  + corr. February 2009
UPS

Uninterruptible power systems (UPS) - N 62040-2 -
Part 2: Electromagnetic compatibility (EMC)
requirements

Static transfer systems (STS) - N 62310-3 2008
Part 3: Method for specifying performance and
test requirements

Acoustics - Measurement of airborne noise N ISO 7779 2010
emitted by information technology and
telecommunications equipment
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UNINTERRUPTIBLE POWER SYSTEMS (UPS) -

Part 3: Method of specifying the performance and test requirements

1 Scope

This International Standard applies to movable, stationary and fixed electronic
uninterruptible power systems (UPS) that deliver single or three-phase fixed frequency a.c.
output voltage not exceeding 1 000 V a.c. and that incorporate an energy storage system,
generally connected through a d.c. link.

This standard is intended to specify performance and test requirements of a complete UPS
and not of individual UPS functional units. The individual UPS functional units are dealt with
in IEC publications referred to in the bibliography that apply so far that they are not in
contradiction with this standard.

The primary function of the UPS covered by this standard is to ensure continuity of an a.c.
power source. The UPS may also serve to improve the quality of the power source by keeping
it within specified characteristics. UPS have been developed over a wide range of power, from
less than hundred watts to several megawatts, to meet requirements for availability and
quality of power to a variety of loads. Refer to Annexes A and B for information on typical
UPS configurations and topologies.

This standard also covers UPS test and performance when power switches form integral part
of a UPS and are associated with its output. Included are interrupters, bypass switches,
isolating switches, and tie switches. These switches interact with other functional units of the
UPS to maintain continuity of load power.

This standard does not cover

— conventional a.c. input and output distribution boards or d.c. boards and their
associated switches (e.g. switches for batteries, rectifier output or inverter input);

— stand-alone static transfer systems covered by |[EC 62310-3;

— systems wherein the output voltage is derived from a rotating machine.

NOTE 1 This standard recognises that power availability to information technology (IT) equipment represents a
major UPS application. The UPS output characteristics specified in this standard are therefore also aimed at
ensuring compatibility with the requirements of IT equipment. This, subject any limitation stated in the
manufacturer’s declaration, includes requirements for steady state and transient voltage variation as well as for the
supply of both linear and non-linear load characteristics of IT equipment.

NOTE 2 Test loads specified in this standard simulate both linear and non-linear load characteristics. Their use is
prescribed with the objective of verifying design and performance, as declared by the manufacturer, and also of
minimising any complexity and energy consumption during the tests.

NOTE 3 This standard is aimed _at 50 Hz and 60 Hz applications but does not exclude other frequency
applications within the domain of |EC 60196. This is subject to an agreement between manufacturer and purchase
in respect to any particular requirements arising.

NOTE 4 Single phase and three-phase voltage UPS covered by this standard include without limitation UPS
supplying single-phase, two-wire; single-phase, three-wire; two-phase, three-wire, three-phase, three-wire and
three-phase, four-wire loads.
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2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60038, IEC standard voltages
EC 60068-2-1, Environmental testing - Part 2-1: Tests — Test A: Cold

EC 60068-2-4, Environmental testing — Part 2-2: Tests — Test B: Dry heat

IEC 60068-2-27, Environmental testing — Part 2-27: Tests — Test Ea and guidance: Shock

IEC 60068-2-31:2008, Environmental testing — Part 2-31: Tests — Test Ec: Rough handling
shocks, primarily for equipment-type specimens

IEC 60068-2-78, Environmental testing — Part 2-78: Tests — Test Cab: Damp heat, steady
state

IEC 60146-1-1:2009, Semiconductor converters — General requirements and line commutated
converters — Part 1-1: Specification of basic requirements

IEC 60146-2:1999, Semiconductor converters — Part 2: Self-commutated semiconductor
converters including direct d.c. converters

EC 60194, /IEC standard frequencies

IEC 60364-1, Low-voltage electrical installations — Part 1: Fundamental principles,
assessment of general characteristics, definitions

IEC 60364-5-52, Low-voltage electrical installations — Part 5-52: Selection and erection of
electrical equipment — Wiring systems

IEC 60947-3, Low-voltage switchgear and controlgear — Part 3: Switches, disconnectors,
switch-disconnectors and fuse-combination units

IEC 60947-6-1, Low-voltage switchgear and controlgear — Part 6-1: Multiple function
equipment — Transfer switching equipment

IEC 60950-1, Information technology equipment — Safety — Part 1: General requirements

EC 60990, Methods of measurement of touch current and protective conductor current

IEC 61000-2-2:2009, Electromagnetic compatibility (EMC) — Part 2-2: Environment -
Compatibility levels for low-frequency conducted disturbances and signalling in public low-
voltage power supply systems

EC 61000-3-2, Electromagnetic compatibility (EMC) — Part 3-2: Limits — Limits for harmonic
current emissions (equipment input current < 16 A per phase)

IEC/TS 61000-3-4, Electromagnetic compatibility (EMC) — Part 3-4: Limits — Limitation of
emission of harmonic currents in low-voltage power supply systems for equipment with rated
current greater than 16 A
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IEC 61000-3-19, Electromagnetic compatibility (EMC) — Part 3-12: Limits — Limits for
harmonic currents produced by equipment connected to public low-voltage systems with input
current > 16 A and < 75 A per phase

IEC 61000-4-30, Electromagnetic compatibility (EMC) — Part 4-30: Testing and measurement
techniques — Power quality measurement methods

EC 61672-1|, Electroacoustics - Sound level meters — Part 2: Pattern evaluation tests

IEC 62040-1:2008, Uninterruptible power systems (UPS) — Part 1: General and safety
requirements for UPS

EC 62040-4, Uninterruptible power systems (UPS) — Part 2: Electromagnetic compatibility
(EMC) requirements

IEC 62310-3:2008, Static transfer systems (STS) — Part 3: Method for specifying performance
and test requirements

ISO 7779:2010Q, Acoustics — Measurement of airborne noise emitted by information technology
and telecommunications equipment

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

NOTE In this standard, IEC 60050 definitions are referenced wherever possible, particularly those of
IEC 60050(551).

When an existing IEC 60050 definition needs amplification or additional information, this is indicated by adding the
word “modified” after the IEC 60050 reference.

3.1 Systems and components

3.11

uninterruptible power system

UPS

combination of convertors, switches and energy storage devices (such as batteries),
constituting a power system for maintaining continuity of load power in case of input power
failure

NOTE Input power failure occurs when voltage and frequency are outside rated steady-state and transient
tolerance bands or when distortion or interruptions are outside the limits specified for the UPS.

3.1.2

(electronic) (power) converter or convertor

an operative unit for electronic power conversion, comprising one or more electronic valve
devices, transformers and filters if necessary and auxiliaries if any

NOTE In English, the two spellings "converter" and "convertor" are in use, and both are correct.

[IEC 60050-551:199§, 551-12-01]

3.1.3
UPS functional unit
functional unit, for example, a UPS rectifier, a UPS inverter or a UPS switch

Documents

Document Sharing Hub

Full document details: BS EN 62040-3:2011


http://dx.doi.org/10.3403/30100279U
http://dx.doi.org/10.3403/30150603U
http://dx.doi.org/10.3403/02777938U
http://dx.doi.org/10.3403/30158290
http://dx.doi.org/10.3403/30121761U
http://dx.doi.org/10.3403/30157063
http://dx.doi.org/10.3403/30203666
http://dx.doi.org/10.3403/01676966
http://www.avadocuments.com/doc/bs-en-62040-3-2011
http://www.avadocuments.com/doc/bs-en-62040-3-2011

BS EN 62040-3:2011
62040-3 O IEC:2011 -1 -

3.1.4
UPS rectifier
electronic converter for rectification

[IEC 60050-551:1998§, 551-12-07, modified]

3.1.5
UPS inverter
electronic converter for inversion

[IEC 60050-551:1998§, 551-12-10, modified]

3.1.6

energy storage system

system consisting of single or multiple devices and designed to provide power to the UPS
inverter for the required stored energy time

NOTE Notwithstanding challenges with respect to recharge, examples of energy storage systems include but are
not limited to battery, double-layer capacitor (“super” or “ultra” capacitor), flywheel and fuel-cell systems.

3.1.7

d.c. link

direct current power interconnection between the rectifier or rectifier/charger and the inverter
functional unit

NOTE 1 The voltage of the energy storage system may differ from that of the d.c. link.

NOTE 2 The d.c. link may include converters.

3.1.8
battery
set of electrochemical cells of the same type so connected as to act together

[IEC 60050-151:2001, 151-12-11, modified]

3.1.9

secondary battery (of electrochemical cells)

composite system in which electric energy produces chemical reactions or, conversely, in
which the energy produced by chemical reactions is mainly delivered as electric energy

[IEC 60050-111:1996, 111-15-10]

NOTE 1 A valve regulated secondary battery consists of cells which are closed but have a valve which allows the
escape of gas if the internal pressure exceeds a predetermined value. Valve regulated lead-acid cells are
abbreviated as VRLA cells [IEC 60050-482:2004, 482-05-15, modified].

NOTE 2 A vented secondary battery consists of cells having a cover provided with an opening through which
products of electrolysis and evaporation are allowed to escape freely, or through a venting system, from the cell to
the atmosphere [IEC 60050-482:2004, 482-05-14, modified].

3.1.10

flywheel storage system

mechanical energy storage system wherein stored kinetic energy can be converted to d.c.
power during stored energy mode of operation

3.1.11

battery charger

device for changing alternating current power to direct current power for the purpose of
charging a battery
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3.1.12

UPS switch

controllable switch used in accordance with applicable requirements for load power continuity
to interconnect or isolate power ports of UPS units, bypass or load

NOTE 1 Annex C details UPS switch applications.

NOTE 2 Examples of ports include a group of terminals and sockets.

3.1.13
transfer switch
UPS switch used to transfer power from one source to another

NOTE Transfer represents the act of switching the supply path to the load from one source to another.

3.1.14
electronic (power) switch
UPS switch comprising at least one controllable valve device

[IEC 60050-551:199§, 551-13-01, modified]

NOTE A static bypass switch is an example of an electronic (power) switch.

3.1.15
mechanical (power) switch
UPS switch with mechanically separable contacts

3.1.16

hybrid (power) switch

UPS switch with mechanically separable contacts in combination with at least one controlled
electronic valve device

3.1.17

self-commutated electronic switch

electronic switch where the commutating voltage is supplied by components within the
electronic switch

3.1.18
line-commutated electronic switch
electronic switch where the commutating voltage is supplied by the line

3.1.19

interrupter

UPS switch which is capable of making, carrying and breaking currents under normal circuit
conditions, making and carrying currents for a specified time and breaking currents under
specified unusual circuit conditions

3.1.20

isolation switch

mechanical UPS switch that provides in the open position an isolating distance and that may
be capable of making, carrying and breaking currents in accordance with UPS operational
requirements

NOTE Resettable circuit-breakers and manual disconnectors are examples of isolation switches.

3.1.21
tie switch
UPS switch which can connect two or more a.c. busbars together

Documents

Document Sharing Hub

Full document details: BS EN 62040-3:2011


http://dx.doi.org/10.3403/01676966
http://www.avadocuments.com/doc/bs-en-62040-3-2011
http://www.avadocuments.com/doc/bs-en-62040-3-2011

BS EN 62040-3:2011
62040-3 O IEC:2011 -13 -

3.1.22

maintenance bypass switch

UPS switch designed to isolate a UPS, or part thereof, from the load and to maintain
continuity of load power via an alternative path during maintenance activities

3.1.23

a.c. input power

primary or stand-by power supplied to UPS and bypass circuits (maintenance bypass
included)

3.1.24
bypass
power path alternative to the a.c. converter

3.1.25

maintenance bypass (path)

alternative power path provided to maintain continuity of load power during maintenance
activities

3.1.26

static bypass (electronic bypass)

power path (primary or stand-by) alternative to the indirect a.c. converter where control is via
an electronic power switch, for example transistors, thyristors, triacs or other semiconductor
device or devices

3.1.27

UPS unit

complete UPS consisting of at least one of each of the following functional units: UPS
inverter, UPS rectifier and battery or other energy storage means

NOTE A UPS unit may operate with other UPS units to form a parallel or redundant UPS.

3.1.28
single UPS
UPS comprising only one UPS unit

3.1.29
parallel UPS
UPS comprising two or more UPS units operating in parallel

3.1.30

redundant system

addition of functional units or groups of functional units in a system to enhance the continuity
of load power

3.1.31
stand-by redundant UPS
UPS in which one or more UPS are held in reserve until the operating UPS unit fails

3.1.32

parallel redundant UPS

UPS with a number of paralleled load sharing UPS units which, upon failure of one or more
UPS units, can take over full load with the remainders
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3.2 Performance of systems and components

3.21

primary power

external electrical power source usually the public mains supply or other equivalent source
such as user’s own generation

3.2.2

stand-by power

external electrical power source intended to replace primary power in the event of primary
power failure

3.2.3

backfeed

condition in which a voltage or energy available within the UPS is fed back to any of the input
terminals, either directly or by a leakage path while operating in the stored energy mode and
while a.c. input power is not available

3.2.4
linear load
load where the current drawn from the supply is defined by the relationship:

I=U/Z

where

l'is the load current;
U is the supply voltage;
Z is the constant load impedance

NOTE Application of a linear load to a sinusoidal voltage results in a sinusoidal current.

3.2.5

non-linear load

load where the parameter Z (load impedance) is no longer a constant but is a variable
dependent on other parameters, such as voltage or time

3.2.6

power failure

any variation in power supply which can cause unacceptable performance of the load
equipment

3.2.7

continuity of load power

voltage and frequency within rated steady-state and transient tolerance bands and with
distortion and power interruptions within the limits specified for the load

3.2.8
battery ripple current
superimposed effective (r.m.s.) alternating component of the battery current

3.2.9
normal mode of UPS operation
stable mode of operation that the UPS attains under the following conditions:

a) a.c. input supply is within required tolerances and supplies the UPS;
b) the energy storage system remains charged or is under recharge;
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c) the load is within the specified rating of the UPS;
d) the bypass is available and within specified tolerances (if applicable)

3.2.10
stored energy mode of UPS operation
stable mode of operation that the UPS attains under the following conditions:

a) a.c. input power is disconnected or is out of required tolerance;
b) all power is derived from the energy storage system;
c) the load is within the specified rating of the UPS

3.2.11
bypass mode of UPS operation
mode of operation that the UPS attains when the load is supplied via the bypass only

3.2.12

UPS double conversion

any UPS operation, where continuity of load power is maintained by a UPS inverter, with
energy supplied from the d.c. link in normal mode of operation or from the energy storage
system in stored energy mode of operation

NOTE 1 The output voltage and frequency are independent of input voltage and frequency conditions.

NOTE 2 See Clause B.2.

3.2.13
UPS double conversion with bypass
UPS double conversion with the addition of an alternative bypass path for load supply

3.2.14

UPS line interactive operation

any UPS operation where, in normal mode of operation, the load is supplied with conditioned
a.c. input power at the input supply frequency and where, in stored energy mode of operation,
the load is supplied from the output of an inverter

NOTE See Clause B.3.

3.2.15
UPS line interactive operation with bypass
UPS line interactive with the addition of an alternative bypass path for load supply.

3.2.16

UPS passive stand-by operation

any UPS operation where the normal mode of operation consists of supplying the load from
the primary power source, except when the latter is outside stated limits in which case the
load is supplied from the UPS inverter operating in stored energy mode.

NOTE 1 The primary power may be regulated by additional devices, e.g. ferro-resonant or static regulators.

NOTE 2 See Clause B.4.

3.2.17
manual (control)
control of an operation by human intervention

[IEC 60050-441:1984, 441-16-04]
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3.2.18

automatic (control)

control of an operation without human intervention, in response to the occurrence of
predetermined conditions

[IEC 60050-441:1984, 441-16-05]

3.2.19

semi-automatic (control)

control of a switch where one of the operations (opening or closing) is automatically controlled
while the other is manually controlled

3.2.20

synchronous transfer

transfer within a limited voltage and phase angle difference as required for proper functioning
of the load

3.2.21
synchronization
adjustment of an a.c. power source to match another a.c. source in frequency and phase

3.2.22

asynchronous transfer

transfer while the voltage phase angle difference is out of a tolerance band as declared by the
manufacturer

3.2.23

electromagnetic interference

EMI

degradation of the performance of an equipment, transmission channel or system caused by
an electromagnetic disturbance

[IEC 60050-161:199d, 161-01-06]

3.2.24
equipment mobility
NOTE Subclauses below are derived from IEC 60950-1.

3.2.241

movable equipment

equipment which is either 18 kg or less in mass and not fixed, or equipment with wheels,
castors or other means to facilitate movement by the operator as required to perform its
intended use

3.2.24.2
stationary equipment
equipment that is not movable equipment

3.2.24.3
fixed equipment
stationary equipment which is fastened or otherwise secured at a specific location

3.2.24.4

equipment for building-in
equipment intended to be installed in a prepared recess such as in a wall, or similar situation
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3.2.25
accessibility

NOTE Subclauses below are derived from IEC 60950-1.

3.2.251
operator access area
area to which, under normal operating conditions, one of the following applies:

a) access can be gained without the use of a tool;

b) access can be gained without the use of a tool, the means of access being deliberately
provided to the operator;

c) the operator is instructed to enter regardless of whether or not tools are needed to gain
access

The terms “access” and “accessible”, unless qualified, relate to operator access area as
defined above.

3.2.25.2

service access area

area, other than an operator access area, to which it is necessary for service personnel to
have access even with the equipment switched on

3.2.25.3
restricted access location
room or space where equipment is located, and where either:

a) access can only be gained by service personnel with the use of a special tool or lock and
key;

b) access is controlled

3.2.25.4

tool

screwdriver or any other object which can be used to operate a screw, latch or similar fixing
means

NOTE Derived from IEC 60950-1.

3.2.26
circuit characteristics

NOTE Subclauses below are derived from I[EC 60950-1.

3.2.26.1
primary circuit
internal circuit which is directly connected to primary power

It includes the primary windings of transformers, motors, other loading devices and the means
of connection to the primary power.

3.2.26.2
secondary circuit
circuit which has no direct connection to primary power

3.2.27

service personnel or service person

person having appropriate technical training and experience necessary to be aware of
hazards to which that person may be exposed in performing a task and of measures to
minimize the risks to that person or other persons
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3.2.28
operator
any person, other than a service person

NOTE The term operator in this standard is the same as the term user in |JEC 62040-1. The two terms can be
interchanged.

3.2.29
protective conductor current
current in the protective conductor as measured by an ammeter of negligible impedance

NOTE Derived from |JEC 6099(.

3.2.30

type test

testing of a representative sample of the equipment with the objective of determining if the
equipment, as designed and manufactured, can meet the requirements of this standard

3.2.31

routine test

test made for quality control by the manufacturer on every device or representative samples,
or on parts or materials or complete equipments as required to verify during production that
the product meets the design specification

[IEC 60050-151:2001, 151-16-17]

3.2.32

reliability integrity level RIL

for a UPS, the probability of output power failure per hour in high demand or continuous mode
of operation

RIL is a discrete level (one out of a possible four) for specifying the integrity requirements of
the functions to be allocated to the UPS , where RIL level 4 has the highest level of integrity
and RIL level 1 has the lowest.

NOTE The target failure measures for the four reliability integrity levels for UPS are specified in Annex K.
3.3 Specified values - General

3.31
rating
set of rated values and operating conditions of a machine or a device or equipment

[IEC 60050-151:2001, 151-16-11, modified]

3.3.2

rated value

value of a quantity used for specification purposes, generally established by a manufacturer
for a specified set of operating conditions of a component, device, equipment, or system

[IEC 60050-151:2001, 151-16-08]

3.3.3
rated load
load or condition in which the output of the UPS delivers the power for which the UPS is rated

NOTE 1 The rated load is expressed in apparent power (VA) and active power (W) resulting in a (rated) power
factor that includes the effect of any applicable combination of linear and of non-linear load as prescribed in
Annex E.

NOTE 2 Rated load is a value of load used for specification purposes, generally established by a m facturer for
a specified set of operating conditions of a component, device, equipment, or system. ocuments
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3.3.4

reference linear load

linear load or (linear) condition in which the output of the UPS delivers the apparent and
active power for which the UPS is rated

NOTE 1 The reference linear load is expressed in apparent power (VA) and active power (W) resulting in a
displacement power factor.

NOTE 2 The numerical value of the reference linear load equals that of the rated load.

NOTE 3 When applying the reference linear load, the UPS output current distortion should mirror the UPS output
voltage distortion i.e. the reference linear load itself should not inject harmonic currents into the UPS.

3.3.5

reference test load

load or condition in which the output of the UPS delivers the active power (W) for which the
UPS is rated

NOTE This definition permits when in test-mode and subject to local regulations, the UPS output to be injected
into the input a.c. supply.

3.3.6

reference non-linear load

non-linear load that when connected to a UPS, consumes the apparent and active power for
which the UPS is rated in accordance with Annex E

3.3.7
nominal value
value of a quantity used to designate and identify a component, device, equipment, or system

NOTE The nominal value is generally a rounded value.

[IEC 60050-151:2001, 151-16-09]

3.3.8

limiting value

in a specification of a component, device, equipment, or system, the greatest or smallest
admissible value of a quantity

[IEC 60050-151:2001, 151-16-10]

3.3.9
current limit (control)
function that maintains a current within its prescribed value

3.3.10
tolerance band
range of values of a quantity within specified limits

3.3.11

deviation

difference between the actual value and the desired value of a variable (quantity) at a given
instant

[IEC 60050-351:2006, 351-21-04]

3.3.12
rated voltage
the input or output voltage assigned by the manufacturer for a specified operating condition

[IEC 60050-442:1998, 442-01-03, modified]
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3.3.13

rated voltage range

input or output voltage range as declared by the manufacturer expressed by its lower and
upper rated voltages

3.3.14

r.m.s. voltage variation

difference between the r.m.s. voltage and the corresponding previously undisturbed r.m.s.
voltage

NOTE For the purposes of this standard, the term “variation” has the following meaning: the difference of the
values of a quantity before and after a change of an influence quantity.

3.3.15

peak voltage variation

difference between the peak voltage and the corresponding value of the previously
undisturbed waveform

3.3.16

phase angle

angle (usually expressed in electrical degrees or radians) between reference points on one or
more a.c. waveforms

3.3.17

rated current

the input or output current of the equipment assigned by the manufacturer for a specified
operating condition

[IEC 60050-442:1998, 442-01-02]

3.3.18

active power

under periodic conditions, mean value, taken over one period T, of the instantaneous power
p:

. T
P:?a)’th

NOTE 1 Under sinusoidal conditions, the active power is the real part of the complex power.
NOTE 2 The Sl unit for active power is the watt.
NOTE 3 DC fundamental and harmonic voltages contribute directly to the magnitude of the active power.

Appropriate instruments used to measure active power provide sufficient bandwidth to measure relevant non-
symmetrical and harmonic power components.

[IEC 60050-131:2002, 131-11-42]

3.3.19
power factor
ratio of the absolute value of the active power P to the apparent power S:

/]:ﬂ
S

[IEC 60050-131:2002, 131-11-46, modified]

NOTE For the purpose of this standard, the load power factor is determined assuming an ideal sinusoidal supply
voltage. Where the load is non-linear, the load power factor includes harmonic power components.
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3.3.20
apparent power
product of the r.m.s. values of voltage and current at a port

S=Uul

[IEC 60050-131:2002, 131-11-41, modified]

3.3.21

displacement power factor

displacement component of the power factor; ratio of the active power of the fundamental
wave to the apparent power of the fundamental wave

3.3.22
UPS efficiency
ratio of output active power to input active power under specified testing conditions

NOTE Test conditions for UPS efficiency are found in Annex J.

3.3.23

rated frequency

input or output frequency of the equipment assigned by the manufacturer for a specified
operating condition

3.3.24

rated frequency range

input or output frequency range as declared by the manufacturer, expressed by its lower and
upper rated frequencies

3.3.25
frequency variation
variation of the input or output frequency

3.3.26

total harmonic distortion

THD

ratio of the r.m.s. value of the harmonic content of an alternating quantity to the r.m.s. value
of the fundamental component quantity

[IEC 60050-551:1998, 551-17-06]

3.3.27

individual harmonic distortion

ratio of the r.m.s. value of a special harmonic component to the r.m.s. value of the
fundamental component

3.3.28

harmonic components

components of the harmonic content as expressed in terms of the order and r.m.s. values of
the Fourier series terms describing the periodic function

3.3.29
harmonic content
quantity obtained by subtracting the fundamental component from an alternating quantity

[IEC 60050-551:1998, 551-17-04, modified]

NOTE The harmonic content may be given as a time-function or as an r.m.s. value.
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3.3.30
transient
behaviour of a variable during transition between two steady states

[IEC 60050-351:2006, 351-24-07, modified]

3.3.31

recovery time

time interval between a step change in one of the control quantities or influence quantities
and the instant when the stabilized output quantity returns to and stays within the steady-state
tolerance band

3.3.32

stored energy time

minimum time during which the UPS, under specified service conditions, will ensure
continuity of load power, when the primary power fails

NOTE The energy storage system is assumed sufficiently charged according to 3.3.34.

3.3.33
cut-off voltage
specified voltage of the energy storage system at which it is considered depleted

3.3.34

restored energy time

maximum time required to, under normal mode of operation and with the charging capacity
installed, recharge the energy storage system of the UPS so that stored energy time can
again be achieved

3.3.35
ambient temperature
temperature of the air or other medium where the equipment is to be used

[IEC 60050-826:2004, 826-10-03, modified]

3.4 Input values

3.4.1

input voltage tolerance

maximum variation of steady-state input voltage specified by the manufacturer for normal
mode operation

3.4.2

input frequency tolerance

maximum variation of steady-state input frequency specified by the manufacturer for normal
mode operation

3.4.3

input power factor

ratio of the input active power to the input apparent power with the UPS operating in normal
mode, at rated input voltage, rated load and with a fully charged energy storage system

3.4.4

UPS rated input current

input current with UPS operating in normal mode, at rated input voltage, rated load and with a
fully charged energy storage system
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3.4.5

UPS maximum input current

input current with UPS operating in normal mode, at worst-case input voltage, rated load and
with a fully depleted energy storage system

3.4.6

UPS inrush current

maximum instantaneous value of the input current when the UPS is switched on for normal
mode

3.4.7
input current distortion
maximum input current harmonic distortion, in normal mode

3.4.8
supply impedance
impedance at the input terminals to the UPS with the UPS disconnected

3.4.9
high impedance failure
failure where the supply impedance is regarded as infinite

3.4.10
low impedance failure
failure where the supply impedance is negligible

3.4.11

short-circuit power

Ssc

value of the three-phase short-circuit power calculated from the nominal interphase system
voltage Unominal and the line impedance Z of the system at the PCC:

Ssc = U2 nominal / Z, where Z is the system impedance at the power frequency

NOTE PCC means point of common coupling, see IEC 60050-161, Amendment 2:1998, 161-07-15.

3.4.12

rated apparent power of the equipment

Sequ

value calculated from the rated line current /lequ of the piece of equipment stated by the
manufacturer and the rated voltage Up (single phase) or Ui (interphase) as follows:

a) Sequ = Up lequ for single-phase equipment and the single-phase part of hybrid equipment;
b) Sequ = Ui lequ for interphase equipment;

c) Sequ = V3 Ui lequ for balanced three-phase equipment and the three-phase part of hybrid
equipment;

d) Sequ = 3 Up lequ max for unbalanced three-phase equipment, where lequ max is the
maximum of the r.m.s. currents flowing in any one of the three phases

In the case of a voltage range, Up or Ui is a nominal system voltage according to IEC 60038
(for example: 120 V or 230 V for single-phase or 400 V line-line for three-phase).
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3.4.13

short-circuit ratio

Rsce

impedance relation between a UPS and its a.c. input supply, defined as follows:

a) Rsce = Ssc/ (3 Sequ) for single-phase UPS;
b) Rsce = Ssc/ (2 Sequ) for interphase UPS;
C) Rsce = Ssc/ Sequ for all three-phase UPS

3.5 Output values

3.5.1

output voltage

r.m.s. value (unless otherwise specified for a particular load) of the voltage across the UPS
output terminals

3.5.2

output voltage tolerance

maximum variation of steady-state output voltage with the UPS operating in normal mode or
in stored energy mode

3.5.3

periodic output voltage variation (modulation)

periodic variation of the output voltage amplitude at frequencies less than the fundamental
output frequency

3.5.4

output frequency tolerance

maximum variation of steady-state output frequency with the UPS operating in normal mode
or in stored energy mode

3.5.5

output current

r.m.s. value of the current (unless otherwise specified for a particular load) from the output
terminals

3.5.6

overload capability (or overload current)

ratio of UPS output current capability over a given time to rated UPS output current, with the
output voltage remaining within applicable limits, in normal or in stored energy mode

NOTE The power factor may be specified.

3.5.7
output active power
active power available at the UPS output terminals

3.5.8
load sharing (between power sources)
simultaneous supply of power to a load from two or more power sources

NOTE 1 Examples of load sharing include one load bus being supplied from two or more paralleled inverters.

NOTE 2 The share allocated to each power source is not necessarily the same.
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3.5.9

load power factor

characteristics of an a.c. load in terms expressed by the ratio of active power to apparent
power assuming an ideal sinusoidal voltage

NOTE For practical reasons, the total load power factor including harmonic components may be stated in the
manufacturer's technical data sheets.

3.5.10
output apparent power
product of the r.m.s. output voltage and r.m.s. output current

3.5.11
rated output apparent power
continuous output apparent power as declared by the manufacturer

3.5.12
rated output active power
output active power as declared by the manufacturer

3.5.13

transfer time

time interval between initiation of transfer and the instant when the output quantities have
been transferred

NOTE The total transfer time in a UPS is the interval between the occurrence of an abnormality or
out-of-tolerance condition and the instant when the output quantities have been transferred. This time equals the
transfer time plus any detection time during which the abnormality is tolerated.

3.5.14
unbalanced load
load, as seen by the supply, where current or power factor differs between any of the phases

3.5.15
step load
instantaneous addition or removal of electrical loads to a power source

3.5.16
sinusoidal output voltage

output voltage waveform complying with the compatibility levels for harmonic voltages in low
voltage networks (refer to Table 1 of [JEC 61000-2-2)

3.5.17
non-sinusoidal output voltage

output voltage waveform not complying with the compatibility levels for harmonic voltages in
low voltage networks (refer to Table 1 of JEC 61000-2-2)

3.5.18

voltage unbalance, voltage imbalance

in a polyphase system, a condition in which the r.m.s. values of the phase voltages or the
phase angles between consecutive phases are not all equal

[IEC 60050-161:1990, 161-08-09]
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3.5.19

unbalance ratio

difference between the highest and the lowest r.m.s. values of the fundamental components in
a three-phase a.c. system, referred to the average between three phases of the r.m.s. values
of the fundamental components of the currents or voltages respectively

NOTE Unbalance may be expressed either by unbalance ratio (as prescribed by this standard) or by unbalance
factor. Refer to |EC 60146-7 for further guidance.

4 Environmental conditions

4.1 Introduction

A UPS that complies with this standard shall, unless other values are agreed between
manufacturer/supplier and purchaser, be capable of withstanding the conditions of an
environment with pollution degree 2 and the conditions defined in this subclause.

NOTE Pollution degree is a characteristic of an environment and detailed in |JEC 60664-1 from where the following
is derived.

— Pollution degree 1 applies where there is no pollution or only dry, non-conductive pollution.

— Pollution degree 2 applies where there is only non-conductive pollution that might temporarily become
conductive due to occasional condensation.

—  Pollution degree 3 applies where a local environment within the equipment is subject to conductive pollution,
or to dry non-conductive pollution that could become conductive due to expected condensation.

Transportation, storage and operation within the normal conditions prescribed (or specific
unusual conditions if agreed upon) is essential. Nevertheless, the effective life of certain
components, in particular the life of the energy storage device and/or its stored energy time
may depend on the actual conditions to which the UPS is subjected. Refer to the UPS
manufacturer for details on life limitations. Where the energy storage device, e.g. a battery, is
purchased separately, refer to the battery manufacturer.

Additional conditions may be instructed by the UPS manufacturer, e.g. limiting the storage
duration of an incorporated battery due to recharging requirements.

4.2 Normal conditions
4.21 Operation
4.211 Ambient temperature and relative humidity

A UPS conforming to this standard shall be able to perform as rated when operating within the
following minimum ambient ranges:

— temperature 0 °C to +40 °C;
— relative humidity 20 % to 80 %.

A minimum ambient temperature range from +10 °C to +35 °C is tolerated for a UPS intended
for indoor office applications.

4.2.1.2 Altitude

A UPS conforming to this standard shall be designed to operate as rated at an altitude up to
and including 1 000 m above sea level.
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If agreed between the manufacturer/supplier and the purchaser that the UPS shall operate at
a specific altitude in excess of 1 000 m, the manufacturer shall state, for that altitude:

— new rated output power, if different from the rated output power specified for normal
conditions;

— conditions, if any, for the UPS to support its rated overvoltage category 2, a requirement

of JEC 62040-1.
NOTE 1 Overvoltage categories are specified in |JEC 60664-1].

NOTE 2 The following Table 1 is provided for guidance. It is an example of the power derating required by
altitude.

Table 1 — Power derating factors for use at altitudes above 1 000 m

Altitude Derating factor
m feet Conve_ction Force_d air
cooling cooling
1000 3300 1,000 1,000
1200 4 000 0,994 0,990
1500 5000 0,985 0,975
2 000 6 600 0,970 0,950
2 500 8 300 0,955 0,925
3000 10 000 0,940 0,900
3500 11 600 0,925 0,875
3600 12 000 0,922 0,870
4 000 13 200 0,910 0,850
4 200 14 000 0,904 0,840
4 500 15 000 0,895 0,825
5000 16 500 0,880 0,800
NOTE 1 This table was derived from ANSI C57.96-1999 for loading
of dry-type distribution and power transformers.
NOTE 2 Interpolation is allowed for altitudes not listed.

4.2.2 Storage and transportation
4.2.21 Ambient temperature and relative humidity

UPS equipment conforming to this standard shall accept stationary storage within a building
and be transportable in its normal shipping container by a commercial and pressurised aircraft
or by truck, within the following minimum ambient ranges:

— temperature —25 °C to +55 °C;

— relative humidity 20 % to 95 % (non-condensing).

Containers not designed for wet (condensing) ambient conditions shall be marked by
adequate warning labels.

NOTE When a battery is included, the duration of high or low ambient temperature may be limited as this may
affect the battery life. The battery manufacturer’s transportation and storage instructions should be observed.

4.2.2.2 Altitude

Unless otherwise declared by the UPS manufacturer, UPS equipment conforming to this
standard shall be able to be stored at an altitude of 5 000 m above sea-level or less (or in an
environment with equivalent air pressure). Documents
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4.3 Unusual conditions
4.3.1 Introduction

This subclause lists conditions that, subject to an agreement between the manufacturer and
the purchaser, may require special design and/or special protection features. The purchaser
shall identify any requirements that deviate from the normal conditions in Subclause 4.2.

4.3.2 Operation

Unusual environmental conditions to be identified include situations different from those
normally encountered:

— pollution degree in excess of 2 (see Note in Subclause 4.1);

— temperature and relative humidity conditions exceeding those listed in 4.2;

— altitude conditions exceeding those listed in 4.2;

- exposure to abnormal vibration, shocks, tilting;

- exposure to earthquake acceleration forces;

NOTE Refer to [EC 60068-3-3.
— electromagnetic immunity exceeding the normative requirements of |[EC 62040-2;
— radioactive immunity to radiation levels exceeding those of the natural background;

— any of the following: moisture, steam, fungus, insects, vermin dust, abrasive dust,
corrosive gases, salt laden air or contaminated cooling refrigerant, damaging fumes,
explosive mixtures of dust or gases, restriction of ventilation (for UPS and/or battery),
radiated or conducted heat from other sources.

4.3.3 Storage and transportation

Unusual storage and transportation conditions to be identified include situations different from
those normally applied to electronic equipment and batteries:

— temperature and relative humidity conditions exceeding those listed in 4.2;

— altitude conditions exceeding those listed in 4.2;

— exposure to abnormal vibration, shocks, tilting and to earthquake acceleration forces;
— special transportation and equipment handling requirements.

5 Electrical conditions, performance and declared values

5.1 General
511 UPS configuration
The UPS manufacturer/supplier shall declare and describe the UPS configuration, including

— quantity of UPS units and their topology;
— redundancy configuration as applicable;

— any major UPS switch necessary for connection, interruption, transfer, bypass or
isolation;

— operator access or restricted access classification in accordance with [EC 62040-1|.
NOTE 1 See IEC 60950-1 for the definition of operator and restricted access areas.
NOTE 2 The declaration and its description may reference the applicable subclauses and figures in Annexes A, B

and C and be contained in a technical data sheet. Annex D presents a technical data sheet for guidance. This data
sheet may be included in the UPS user manual.
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5.1.2 Markings and instructions

UPS complying with this standard shall be marked and supplied with adequate instructions for
the installation and operation of the UPS and its controls and indications. As a minimum, such
markings and instructions shall be in accordance with the requirements detailed in

Subclause 4.7, Markings and instructions, of |JEC 62040-1|.

5.1.3 Safety

For the purpose of protecting users, operators and service personnel against potential
hazards including electric shock; energy related hazards; fire; heat related hazards;

mechanical hazards; radiation; chemical hazards, UPS complying with this standard shall
comply with the safety requirements of UPS prescribed in [EC 62040-1|.
5.1.4 Electromagnetic compatibility

A UPS conforming to this standard shall conform to the electromagnetic emission and

immunity requirements of |JEC 62040-2.

5.2 UPS input specification
5.2.1 Conditions for normal mode operation

A UPS conforming to this standard shall be compatible with public low-voltage supplies and
be capable of remaining in normal mode of operation when connected to an a.c. input
supply presenting characteristics as follows:

D

rated voltage;

O

r.m.s. voltage variation £ 10 % of rated voltage;

o O

)

)

) rated frequency;
) frequency variation £ 2 % of rated frequency;
)

D

for three-phase input, voltage unbalance with an unbalance ratio of 5 %;

—h

) total harmonic distortion (THD) of voltage <8 % with a maximum level of individual
harmonic voltages according to the compatibility levels for individual harmonic voltages in
low-voltage networks of [JEC 61000-2-4. See Note 4 below;

g) transient voltages, superimposed high-frequency voltages and other electrical noise such
as that caused by lightning or capacitive or inductive switching; within the electromagnetic
immunity levels prescribed in |[EC 62040-2.

NOTE 1 A decrease in frequency is assumed not to coincide with an increase in a.c. line voltage and vice versa.

NOTE 2 If a bypass is used, its input should be within tolerances acceptable for the load.

NOTE 3 The above limits apply to public low voltage supplies. UPS designed for industrial applications or

separately generated supplies may be required to meet more severe conditions. The purchaser should specify such

conditions as applicable. In the absence of such information, the manufacturer/supplier may apply his experience
as to the compatibility of the design for the intended installation.

NOTE 4 Compatibility levels for individual harmonic voltages in public low-voltage networks are specified in
EC 61000-2-4. The Table 2 below is an extract from JEC 61000-2-4 presenting such compatibility levels (r.m.s.

values as percent of r.m.s. value of the fundamental component).
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