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Foreword

The text of document 13/1268/FDIS, future edition 1 of IEC 62056-53, prepared by IEC TC 13,
Equipment for electrical energy measurement and load control, was submitted to the IEC-CENELEC
parallel vote and was approved by CENELEC as EN 62056-53 on 2002-03-01.

The following dates were fixed:

� latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2003-01-01

� latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2005-03-01

The International Electrotechnical Commission (IEC) and CENELEC draw attention to the fact that it is
claimed that compliance with this International Standard / European Standard may involve the use of a
maintenance service concerning the stack of protocols on which the present standard IEC 62056-53 /
EN 62056-53 is based.

The IEC and CENELEC take no position concerning the evidence, validity and scope of this
maintenance service.

The provider of the maintenance service has assured the IEC that he is willing to provide services under
reasonable and non-discriminatory terms and conditions with applicants throughout the world. In this
respect, the statement of the provider of the maintenance service is registered with the IEC. Information
may be obtained from:

DLMS 1) User Association
Geneva / Switzerland

www.dlms.ch

Annexes designated "normative" are part of the body of the standard. 
Annexes designated "informative" are given for information only. 
In this standard, annexes A, B, and ZA are normative and annexes C and D are informative.
Annex ZA has been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 62056-53:2002 was approved by CENELEC as a European
Standard without any modification.

__________

                                                     

1) Device Language Message Specification
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 ELECTRICITY METERING – DATA EXCHANGE FOR
METER READING, TARIFF AND LOAD CONTROL –

Part 53: COSEM application layer

1 Scope

This part of IEC 62056 specifies the COSEM application layer in terms of structure, services
and protocols, for COSEM clients and servers.

Data communication services with COSEM interface objects, using Logical name (LN)
referencing and Short name (SN) referencing, are specified. COSEM servers use either LN or
SN referencing during a given association: this is negotiated during the Application
Association establishment. The COSEM client always uses LN referencing. If the client
communicates with a server using SN referencing, the LN services are mapped to SN
services.

Annex C includes encoding examples for APDUs. Annex D gives an explanation of the role of
data models and protocols in electricity meter data exchange.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60050-300:2001, International Electrotechnical Vocabulary – Electrical and electronic
measurements and measuring instruments – Part 311: General terms relating to
measurements – Part 312: General terms relating to electrical measurements – Part 313:
Types of electrical measuring instruments – Part 314: Specific terms according to the type of
instrument

IEC 61334-4-41:1996, Distribution automation using distribution line carrier systems – Part 4:
Data communication protocols – Section 41: Application protocols – Distribution line message
specification

IEC 61334-6:2000, Distribution automation using distribution line carrier systems – Part 6:
A-XDR encoding rule

IEC/TR2 62051:1999, Electricity metering – Glossary of terms

IEC 62056-21, Electricity metering – Data exchange for meter reading, tariff and load control
– Part 21: Direct local data exchange 1

IEC 62056-42:2001, Electricity metering – Data exchange for meter reading, tariff and load
control – Part 42: Physical layer services and procedures for connection-oriented
asynchronous data exchange

IEC 62056-46, Electricity metering – Data exchange for meter reading, tariff and load control
– Part 46: Data link layer using HDLC protocol

———————
1 To be published.
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IEC 62056-61, Electricity metering – Data exchange for meter reading, tariff and load control
– Part 61: OBIS Object identification system

IEC 62056-62, Electricity metering – Data exchange for meter reading, tariff and load control
– Part 62: Interface objects

ISO/IEC 8649:1996, Information technology – Open Systems Interconnection – Service definition
for the Association Control Service Element

ISO/IEC/TR2 8650-1:1996, Information technology – Open systems interconnection – Connection-
oriented protocol for the association control service element: Protocol specification

ISO/IEC 8824:1990, Information technology – Open Systems Interconnection – Specification
of Abstract Syntax Notation One (ASN.1)

ISO/IEC 8825:1990, Information technology – Open Systems Interconnection – Specification
of Basic Encoding Rules for Abstract Syntax Notation One (ASN.1)

ISO/IEC 13239:2000, Information technology – Telecommunications and information exchange
between systems – High-level data link control (HDLC) procedures

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purpose of this part of IEC 62056, the definitions in IEC 60050-300 and IEC/TR
62051, as well as the following, apply.

3.1.1 
base_name
the short_name corresponding to the first attribute (“logical_name”) of a COSEM interface
object

3.1.2 
class_id
interface class identification code

3.1.3 
client
a station, asking for services

3.1.4 
COSEM interface object
an instance of a COSEM interface class

3.1.5 
server
a station, delivering services. The tariff device (metering equipment) is normally the server,
delivering the requested data or executing the requested tasks.
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3.2 Abbreviations
AA Application Association
AARE Application Association REsponse
AARQ Application Association ReQuest
ACSE Application Control Service Element
AE Application Entity
AP Application Process
APDU Application layer Protocol Data Unit
API Application Programming Interface
ASE Application Service Element
ASO Application Service Object
A-XDR Adapted eXtended Data Representation
BER Basic Encoding Rules
CF Control function
.cnf confirm service primitive
CO Connection Oriented
COSEM COmpanion Specification for Energy Metering
DLMS Distribution Line Message Specification
DSAP Data link Service Access Point
GMT Greenwich Mean Time
HDLC High-level Data Link Control
HLS High-Level Security
IC Interface Class
LLC Logical Link Control (sub-layer)
LLS Low Level Security
LPDU LLC Protocol Data Unit
LSB Least Significant Bit
LSAP LLC sub-layer Service Access Point
m mandatory, used in conjunction with attribute and method

definitions
MSB Most Significant Bit
MSC Message Sequence Chart
o optional, used in conjunction with attribute and method definitions
OBIS OBject Identification System
PDU Protocol Data Unit
.req .request service primitive
.res .response service primitive
SAP Service Access Point
xDLMS-ASE extended DLMS Application Service Element
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4 The COSEM communications framework

4.1 Client/server type operation, communication profiles

Communication with electricity metering equipment using the COSEM interface classes is
based on the client/server paradigm, where metering equipment2 plays the server role. In
this environment, communication takes place always between a client and a server
application process: in other words, the server application process provides remote services
to the client application process. These services are provided via exchanging messages
(SERVICE.requests/.responses) between the client and the server application processes, as it
is shown in Figure 1.

C lient application
Server application
(COSEM  device)

SERVIC E.request

SER VICE.response

Figure 1 – Client/server relationship in COSEM

In general, the client and the server application processes are located in separate devices,
exchanging messages is done with the help of the communications protocol.

Client

Application
layer

Intermediate
protocol layers

Physical layer

Server
.request

.response

.request .response

Protocol

Physical channel

Figure 2 – Exchanging messages via the communications protocol

———————
2 The metering equipment is an abstraction; consequently the equipment playing the role of a server may be any

type of equipment for which this abstraction is suitable.

IEC   268/02

IEC   269/02
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In general, communication protocols are structured in layers. The client and server COSEM
applications use services of the highest protocol layer, that of the application layer:
consequently, this is the only protocol layer which shall contain COSEM specific element(s).
This is called the xDLMS_ASE. All COSEM interface object related services – the xDLMS
application protocol – are provided by this xDLMS_ASE.

Other protocol layers are independent from the COSEM model, consequently the COSEM
application layer can be placed on the top of a wide variety of lower protocol layer stacks, as
it is shown in Figure 3.

xDLMS_ASE ACSE

Application layer

N layer
N-1 layer

N layer N layer

Physical layer Physical layer Physical layer

Profile 1 Profile 2 Profile M

………

Figure 3 – The COSEM application layer on the top of various lower layer stacks

A complete protocol stack – including the application layer, a physical layer and all protocol
layers between these extreme layers – is called a communications profile.

A communications profile is characterized by the protocol layers included, their parameters,
and by the type – connection-oriented or connectionless – of the ACSE3 included in the
application layer.

4.2 Connection (association) oriented operation

The xDLMS application protocol is a connection-oriented protocol. It means, that the client
and server application processes can use the services of the xDLMS_ASE only when these
application processes are associated4. Therefore, in this environment a communication
session consists of three phases, as it is shown on Figure 4.

———————
3 ACSE = Association Control Service Element
4 Application associations can be considered as application level connections.

IEC   270/02
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Client application Server application

Phase 1.
Connection establishment

Phase 2.
Data communication

Phase 3.
Connection releaset

Figure 4 – A complete communications session in the CO environment

In the COSEM environment, application association establishment is normally done by using
the association request/response services of the standard association control service
element. On the other hand, for the purposes of very simple devices, one-way communicating
devices and for multicasting and broadcasting, pre-established application associations are
also allowed; see 6.3.2. For these associations, there is no need to use the services of the
ACSE: a full communication session may include only the data communication phase. (It can
be considered that the connection establishment phase has been already done somewhere in
the past.)

5 Overview : the COSEM application layer

5.1 Specification method

The COSEM application layer is specified in terms of structure, services and protocols.

5.2 Application layer structure

The main component of the client and server COSEM application layers is the COSEM ASO,
which provides services to the COSEM application process, and uses services provided by
the supporting lower layer.

Both the client and server side COSEM ASO contains three mandatory components:

� the ACSE. The task of this element is to establish, maintain and release application
associations. For the purposes of connection-oriented profiles, the connection-oriented
ACSE, specified in ISO/IEC 8649 and ISO/IEC/TR2 8650-1 is used;

� the Extended DLMS application service element  (xDLMS_ASE). The task of this element is
to provide data communication services between COSEM equipment. See also Annex B;

� the Control function (CF). This element specifies how the ASO services invoke the
appropriate service primitives of the ACSE and the xDLMS ASE and the services of the
supporting layer.

NOTE Both the client and the server COSEM ASO may contain other, optional application protocol components.

Figure 5 shows ‘minimal’ COSEM ASOs, containing only the three mandatory components.

IEC   271/02
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COSEM client ASO
Client control function

COSEM client ASO services
Referencing by Logical Name

Supporting layer services

Client
xDLMS_ASE

Client
ACSE

COSEM client
application process

COSEM client application
L

COSEM server ASO

   COSEM server ASO services

Supporting layer services

Server
xDLMS_ASE

Server
ACSE

COSEM server
application process

COSEM server application
L

Pr
ot

oc
ol

A
pp

lic
at

io
ns

(c
om

m
un

ic
at

io
ns

)
(in

te
rfa

ce
 o

bj
ec

ts
)

WAN, ex. PSTN

Server control
F ti(Server CF)

Supporting layer (data link) and other
protocol layers

Supporting layer (data link) and other
protocol layers

Referencing by Logical
Name or by Short Name

(Client CF)

Figure 5 – The structure of the COSEM application layers

5.3 Service specification

Service specifications cover the services required of, or by the COSEM client and server
application processes at the logical interfaces with the respective COSEM application layer,
using connection-oriented procedures.

Services provided by the COSEM ASO fall into three categories:

� application association establishment and release;

� data communication;

� layer management.

The client and server application layer services are specified in clause 6.

5.3.1 Services provided for application association establishment and release

These services are the following:

� COSEM-OPEN;

� COSEM-RELEASE;

� COSEM-ABORT.

The COSEM-OPEN service is used during application association establishment phase and
relies on the association request/response services of the ACSE. In the case of pre-
established application associations (6.3.2) these services are not used.

As in any COSEM communications profile, there is a one-to-one relationship between an
application association and a supporting protocol layer connection, the COSEM-RELEASE
and COSEM-ABORT services – used during the connection release phase – do not rely on
the ACSE. Application associations are released or aborted simply by disconnecting the
corresponding supporting layer connection.

IEC   272/02
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5.3.2 Data communication services

IEC 62056-62 specifies two referencing methods for COSEM servers: referencing by Logical
Names (LN) and referencing by Short Names (SN). Therefore, two distinct service sets are
specified for the server side xDLMS_ASE. One set uses exclusively LN references, the other
set uses exclusively SN references. Thus, these services are the following:

� COSEM interface object attribute-related services: GET, SET for LN referencing and
Read, Write, Unconfirmed Write for SN referencing;

� COSEM interface object method-related services: ACTION (LN), Write (SN);

� the EventNotification (LN), InformationReport (SN) services.

The services listed above rely on the services of the xDLMS_ASE. Most of these services
contain references to attributes or methods of COSEM interface objects.

The service set to be used on the server side during the data communications phase is
negotiated during the association establishment phase, using the conformance block, see 8.5.
It shall not change during the lifetime of the established association. Using LN or SN services
within a given application association is exclusive. Therefore, it can be considered that there
are two, different server xDLMS_ASE-s: one providing services with Logical name references
and another providing services with Short name references. The server application layer shall
include one of these xDLMS_ASE-s.

NOTE  A server could use both LN and SN referencing in different application associations.

On the client side, in order to handle the different referencing schemes transparently for the
COSEM client application process, the COSEM client application layer provides only one
service set, using Logical name referencing. This has two major consequences:

� using a unique, standardized service set between COSEM client applications and the
communications protocol – hiding the particularities of different COSEM servers – allows
to specify an Application Programming Interface (API). This is an explicitly specified
interface corresponding to this service set for applications running in a given computing
environment (e.g. Windows98, UNIX, etc.) Using this – public – API specification, client
applications can be developed without knowledge about particularities of a given server;

� when the COSEM server device does not use Logical name referencing, the client
application layer shall include an additional component. The purpose of this component is
to map the LN service set, used by the client application process into/from the service set,
used by the server application process. Figure 6 shows the COSEM client application
layer when the server is using Short name references. The additional component is called
SN_MAPPER_ASE. See also 6.5.5.2.
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Figure 6 – Structure of the COSEM AL when the server is using SN references

5.4 Layer management services

Layer management services have local importance only. Therefore, specification of these
services is not within the scope of this standard. The specific SetMapperTables service is
defined in 6.5.5.1.

5.5 Protocol specification

The COSEM application layer protocols specify the procedures for the transfer of information
for application association control, authentication (ACSE procedures) and for data exchange
between COSEM clients and servers (xDLMS procedures). These procedures are defined in
terms of:

� the interactions between peer ACSE and xDLMS protocol machines through the use of
services of the supporting protocol layer;

� the interactions between the ACSE and xDLMS protocol machines and their service user;

� the abstract syntax (ASN.1, ISO/IEC 8824) representation of Application Protocol Data
Units (APDUs) is also specified with the application protocols; see clause 8.

NOTE All COSEM services are operating on an already established physical connection. Establishment of this
physical connection is done outside of the COSEM protocol, therefore, it is not within the scope of this standard.

6 COSEM application layer – Service specification

6.1 Summary of services

A summary of the services available at the top of the COSEM application layer is shown in
Figure 7.

IEC   273/02
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Figure 7 – Summary of COSEM application layer services

NOTE In the figure, above XX and ZZ refers to client/server type data communication services. These services
may be different on the client side and the server side, if the server does not use LN referencing. See 6.4.

6.2 Application association establishment and release

The COSEM-OPEN, COSEM-RELEASE and COSEM-ABORT services are used for the
establishment and release of application associations.

The COSEM-OPEN.request service is invoked by the COSEM client application process to
open an application association to a COSEM server application process. Invoking this service
implies – after connecting the lower layers 5 – to generate a COSEM-OPEN.indication service
primitive at the server side. The server shall respond to this request by invoking the COSEM-
OPEN.response service, which is transferred to the client application process as a remote
confirmation (COSEM-OPEN.confirm). This normal opening sequence is shown in Figure 8.

Client
application layer

Server
application layer

COSEM-
OPEN.request

COSEM-
OPEN.indication

COSEM-
OPEN.response

COSEM-
OPEN.confirm

time

Figure 8 – Normal service sequence for the COSEM-OPEN service

———————
5 Except for the physical layer, which should be already connected.
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NOTE  The COSEM-OPEN.request may also be locally confirmed, for example when the connection of a lower
layer is not successful.

The COSEM-RELEASE service is provided for graceful disconnection of an existing
application association. As COSEM server application processes are not allowed to request a
graceful disconnection, the COSEM-RELEASE.request service is available only for the
COSEM client. The nominal service sequence for the COSEM-RELEASE service is the same
as is shown in Figure 8. for the COSEM-OPEN service, replacing the word ‘OPEN’ with the
word ‘RELEASE’.

The ABORT service is used to indicate the disconnection of the physical connection. This
service is the same at both sides.

6.3 Special application associations

6.3.1 Mandatory application associations

As specified in 4.6 of IEC 62056-62, each physical device shall contain a management logical
device. The mandatory contents of the management logical device are defined in 4.6.4 of
IEC 62056-62. The management logical device must support an application association to a
public client, with the lowest security level. The client address 0x10 is reserved for the public
client.

6.3.2 Pre-established application associations

A pre-established application association does not need to be established using the COSEM-
OPEN service. It can be considered, that this OPEN has already been done (it is of no importance
how). Consequently, pre-established application associations should be considered to be existing
from the moment of the establishment of the physical connection between the client and the
server devices. A pre-established application association can be either confirmed or non-
confirmed (depending on the way it is pre-established), but in any case it cannot be released. The
purpose of this type of association is to simplify data exchange with simple devices, (e.g.
supporting one-way communication only). The pre-established application association eliminates
the need of connection establishment and release (phases 1 and 3 on Figure 4) and only data
communication services are used. These must use connectionless services of the supporting
lower protocol layers.6

6.3.3 Non-confirmed application associations

A client application may invoke the COSEM-OPEN.request service in two different ways:
confirmed or non-confirmed. A non-confirmed COSEM-OPEN.request invocation shall result in
the establishment of a non-confirmed application association. Within this application
association the client COSEM application layer shall accept only non-confirmed xDLMS
service requests (GET, SET, ACTION). The purpose of having this type of association is to
allow multicasting and broadcasting.

6.4 Data communication

For data communication purposes, the client application layer provides the following set of
services (referred to as XX on Figure 7):

� GET service (.request, .confirm);

� SET service (.request, .confirm);

———————
6 Pre-established associations cannot be supported by a lower protocol layer not providing non-connected data

communication services.
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� ACTION service (.request, .confirm).

All these services refer to attributes or methods of COSEM interface objects via logical
names.

There are also non-client/server type services to support receiving information like alarms
from a COSEM server without first requesting it by the client. These are:

� EventNotification service (.indicate);

� Trigger_EventNotification_Sending (.request).

The client application layer obtains knowledge during the application association establish-
ment phase about the referencing method used by the server. When the client application
process invokes the data communication services, the COSEM client application layer shall
send the APDU corresponding to the appropriate service invocation to the server (referred to
as ZZ in Figure 7).

When the server is also using LN references, the server side service set is the complementary
of the client side service set (the same service set, but .request services shall be transferred
as .indication services, and the .confirm services are originated as .response services).

When the server is using SN references, the service set is as follows:

� READ service (.indication, . response);

� WRITE service (.indication, .response);

� UNCONFIRMED WRITE service (.indication);

� InformationReport service (.request).

As explained in 5.3.2, in order to able to ‘map’ between the different service sets, the client
application layer shall include an additional protocol component, called ‘Client SN_MAPPER’.

The corresponding server application layer shall signal the reception of this (LN or SN
referencing) APDU to the server application process. In most cases, the server application
process responds to the received .request service by invoking the corresponding .response
service. Upon the reception of the APDU, corresponding to that .response invocation, the
client application layer shall generate the appropriate Logical name referencing service
primitive to the client application process.
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6.5 Client COSEM application layer services

6.5.1 Application association establishment

6.5.1.1 Overview

Figure 9 shows services provided by the client side application layer for application
association establishment. These services are provided by the ACSE.

COSEM client application process

COSEM client application layer
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Figure 9 – Client side services for application association establishment
6.5.1.2 COSEM-OPEN.request
Function

This service is invoked by the COSEM client application process to request the establishment
of an application association to a remote COSEM server application process.

Service parameters

The semantics of the primitive is as follows:

COSEM-OPEN.request
(
Protocol_Connection_Parameters,
Dedicated_Key,
DLMS_Version_Number,
DLMS_Conformance,
Client_Max_Receive_PDU_Size,
ACSE_Protocol_Version,
Application_Context_Name,
Application_Ids_and_Titles,
Security_Mechanism_Name,
Calling_Authentication_Value,
Implementation_Information,
User_Information,
Service_Class
)

IEC   276/02
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The Protocol_Connection_Parameters service parameter contains all the information neces-
sary to establish lower layer protocol connections. See Annex A.

The Dedicated_Key, DLMS_Version_Number, DLMS_Conformance and Client_Max_
Receive_PDU_Size parameters contain respectively the value of the dedicated-key, the
proposed-dlms-version-number, the proposed-conformance and the client-max-receive-pdu-
size parameters of the xDLMS-Initiate.request PDU. These parameters are specified in
IEC 61334-4-41, and in 8.4 and of this standard. Annex C gives some examples of their
usage. The xDLMS-Initiate.request PDU shall be inserted in the user-information field of the
AARQ APDU to be sent.

The ACSE_Protocol_Version, Application_Context_Name, Application_Ids_and_Titles, Security_
Mechanism_Name and the Calling_Authentication_Value parameters shall be inserted into the
corresponding fields of the AARQ APDU to be sent.

The xDLMS-ASE and the ACSE provide only the framework for transporting this information.
To provide and verify that information is the job of the appropriate COSEM application
process. Default and allowed values for these fields are defined in 7.3.7.

The Implementation_Information parameter is optional. If present, it shall be inserted into the
implementation-information field of the AARQ APDU to be sent.

The User_Information parameter is optional. If present, it shall be passed on to the supporting
layer.

The Service_Class parameter indicates whether the service shall be invoked in confirmed or
unconfirmed manner.

Use

The client application process uses this service to initiate the establishment of an application
association to a remote server application process.

When the service is invoked with Service_class == Confirmed, the COSEM client shall first
establish all required lower layer connections using the service parameters received (except
for the physical layer connection, which must be already established prior to this service
invocation). Then the COSEM application layer shall send an AARQ APDU to its peer
application layer, including the service parameters received.

If the client application process invokes a COSEM-OPEN.request with Service Class ==
Confirmed with the same parameters as an already established application association,  then
the application layer shall locally and negatively confirm this second COSEM-OPEN.request
for the reason that the requested application association is already existing.

The COSEM-OPEN.request service with Service_class == Unconfirmed can be used to
establish non-confirmed application associations (see 6.3.3). Unconfirmed association is
normally used with connectionless profiles – but for special purposes (e.g. multicasting and
broadcasting), COSEM allows to establish non-confirmed application associations within
connection oriented profiles, too.

The main purpose of invoking the COSEM-OPEN.request service with Service_class ==
Unconfirmed is to communicate to the client side application layer the necessary parameters
– lower layer addresses, application and xDLMS contexts, etc. – for the data communications
phase. The service invocation, depending on the implementation, shall or shall not cause the
client application layer to send a corresponding AARQ frame7. If transmitted, this AARQ is
sent using connectionless data services of the supporting lower layer protocol stack. In both
cases, the service shall be locally confirmed by the client application layer.

———————
7 Both behaviours are allowed and are conform to this standard.
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The protocol for application association establishment is specified in 7.3.1.

6.5.1.3 COSEM-OPEN.confirm

Function

This service is invoked by the COSEM client application layer to indicate whether the
previously requested application association is accepted or not.

Service parameters

The semantics of the primitive is as follows:

COSEM-OPEN.confirm
(
Protocol_Connection_Parameters,
Local_or_Remote,
Result,
Failure_type,
DLMS_Version_Number,
DLMS_Conformance,
Server_Max_Receive_PDU_Size,
ACSE_Protocol_Version,
Application_Context_Name,
Application_Ids_and_Titles,
Security_Mechanism_Name,
Responding_Authentication_Value,
Implementation_Information
)

The Protocol_Connection_Parameters service parameter contains all the information required
to identify the protocol connection having been established. These parameters identify the
participants of the application association requested by the preceding COSEM-OPEN.request
service.

The Local_or_Remote parameter indicates the origin of the COSEM-OPEN.confirm service
primitive invocation. When this parameter is set to Remote, the service invocation has been
originated by the reception of an AARE APDU from the remote server. Otherwise, the service
is locally originated.

In case of a remote confirmation, the Result parameter indicates whether the COSEM server
application process accepted the requested association or not. In case of local confirmation,
the Result parameter indicates whether the client side protocol stack accepted the request or
not. In the case of non-acceptance (remote or local), the Failure_type parameter indicates the
reason for not accepting the proposed association.

The DLMS_Version_Number, DLMS_Conformance and Server_Max_Receive_PDU_Size
parameters contain respectively the value of the negotiated-dlms-version-number, negotiated-
conformance and server-max-receive-PDU-size parameters of the xDLMS- Initiate.response
PDU. These parameters are specified in IEC 61334-4-41, and in 8.4 of this standard. Annex C
gives some examples for their usage. The xDLMS-Initiate.response PDU is transported in the
user-information field of the received AARE APDU.
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The ACSE_Protocol_Version, Application_Context_Name, Application-Ids_and_Titles, Security_
Mechanism_Name and the Responding_Authentication_Value parameters carry the value of
the corresponding fields of the received AARE APDU.

The Implementation_Information parameter, if present, carries the value of the implemen–
tation-information field of the received AARE APDU.

Use

The COSEM client application layer uses this service primitive to indicate to the client
application process whether the previously proposed application association is accepted or
not. It may be generated as a result of a received AARE APDU (remote confirmation). It may
also be generated locally in the following cases:

� in case of a pre-established and/or non-confirmed application association;

� if the requested application association already exists;

� due to a locally detected error (missing or not correct parameters, failure during the
establishment of lower layer connections or missing physical connection).
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6.5.2 Application association release

6.5.2.1 Overview

Figure 10 shows the services provided by the client application layer for releasing an existing
application association.
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Figure 10 – Client services for releasing an application association

In the COSEM environment, an application association is unambiguously identified by the
corresponding lower protocol layer addresses (SAPs). Therefore, the application association
can be non-ambiguously released by disconnecting the appropriate lower connection.
Consequently, there is no APDU associated to the RELEASE service: the service is simply
accomplished at the lower protocol layer level.

Graceful disconnection – an application/data link level disconnection, which does not imply
physical disconnection – can be requested only by the COSEM client application process by
invoking the COSEM-RELEASE.request service. This is a remotely confirmed8 service, and
implies a message exchange between the client and server supporting layers.

The client application process is informed about the result of the requested disconnection via
the COSEM-RELEASE.confirm service primitive.

Any existing application association shall be aborted when the physical connection is
disconnected. Requesting a physical channel disconnection is done outside of the protocol,
therefore it is not within the scope of this standard. A COSEM-ABORT.indication primitive is
provided to indicate a non-solicited physical link disconnection to the application process.

6.5.2.2 COSEM-RELEASE.request

Function

This service primitive is invoked by the COSEM client application process to request the
release of an existing application association with a remote COSEM server application
process.

Service parameters

The semantics of this service primitive is as follows:

COSEM-RELEASE.request

———————
8  Locally confirmed only when an error condition occurs, for example there is no response from the server.

IEC   277/02
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(
User_Information
)

The User_Information parameter is optional. If present, it shall be passed on to the supporting
layer. Specification of the content of this parameter is not within the scope of this standard.

Use

The client application process uses this service primitive to gracefully release an existing
application association with a remote server application process. As an application associ-
ation is bound to a supporting layer connection on a one-to-one basis, the invocation of this
service shall not imply sending an APDU. Instead, the COSEM client application layer shall
initiate the disconnection of the corresponding lower layer connection by invoking the
corresponding XX-DISCONNECT.request service of the supporting lower protocol layer.

The protocol for releasing an application association is described in 7.3.6.

6.5.2.3 COSEM-RELEASE.confirm

Function

The COSEM client application layer invokes this service primitive to indicate to the application
process whether the previously received request for releasing the application association is
accepted.

NOTE  The server cannot refuse a release request.

Service parameters

The semantics of the primitive are as follows:

COSEM-RELEASE.confirm
(
Result,
Failure_type,
User_Information
)

In case of a remote confirmation, the Result parameter indicates the success or the failure of
the corresponding association release request. In case of a local confirmation, the Result
parameter is always set to ERROR.

In the case of non-acceptance, the Failure_type indicates the reason for the failure.

NOTE  This parameter is generated locally.

The User_Information field may be present only when the association is remotely confirmed.
In this case, it contains user specific information carried by the supporting lower protocol
layer(s), if this is possible. Specification of its content is not within the scope of this standard.

Use

The COSEM client application layer uses this service primitive to indicate to the client
application process the result of the previously requested release of an application
association. This service primitive shall be originated either as a result of the invocation of a
XX-DISCONNECT.confirm service (where XX is the supporting lower protocol layer), or by a
locally detected error – missing or not correct parameters, or communication failure at lower
protocol layer level.
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6.5.2.4 COSEM-ABORT.indication

Function

This service is invoked by the client application layer to indicate to the client application
process an unsolicited disconnection of the physical layer.

Service parameters

The semantics of the primitive is as follows:

COSEM-ABORT.indication
(
Diagnostics
)

The optional Diagnostics parameter shall indicate the possible reason for the physical
disconnection, and may carry lower protocol layer dependent information as well. Specifi-
cation of the contents of this parameter is not within the scope of this standard.

Use

The client application layer uses this service primitive to indicate to the COSEM client
application process that a physical connection abort occurred in a non-solicited manner (e.g.
the physical line is cut).

6.5.3 Client/server type data communication services

6.5.3.1 Service overview

Figure 11 shows services provided by the client side application layer during the data
communications phase.
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Figure 11 – Client side data communication services

Data communication services rely on the services of the xDLMS_ASE. These services contain
references to attributes or methods of COSEM interface objects.

For COSEM servers, two types of referencing are specified in IEC 62056-62: Logical Name
(LN) and Short Name (SN). The COSEM client application layer provides only one service set,
using logical name referencing. Consequently, when the COSEM server device does not use
logical name referencing, the client application layer shall include an additional application
protocol component, see in Figure 6. The purpose of this is to ‘map’ the LN service set
into/from the service set used by the server application process.

IEC   278/02
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The service set provided at the COSEM client side is:

� COSEM interface object attribute related services: GET, SET (.request, .confirm);

� COSEM interface object method related service: ACTION (.request, .confirm).

The .request  primitive of these services is invoked by the COSEM client application process.
The role of the protocol with regard to these services is to transport them as .indication to the
COSEM server application process.

NOTE  Consequently, a .request APDU is identical to an .indication APDU and a .response APDU is identical to a
.confirm APDU. For APDU definitions, see 8.6.

All data communication services within a confirmed application association can be invoked in
confirmed or non-confirmed manner. In case of non-confirmed application associations, data
communication services may only be invoked in a non-confirmed manner.

In case of confirmed service invocation, the server application process shall return the
confirmation by invoking the corresponding .response  service primitive. The receipt of this
response is indicated to the client application process via the .confirm service primitive.

Unconfirmed service invocation will not imply .response/.confirm primitive invocation. The
reason for this is to avoid collisions due to potential multiple responses in the case of
multicasting and/or broadcasting.

The protocol for confirmed service invocations is described in 7.4.1.1 and for unconfirmed
service invocations in 7.4.1.2.

6.5.3.2 GET.request

Function

This service is invoked by client application process to request the value(s) of one or all
attributes of one or more COSEM interface object(s) from the remote server application
process.

Service parameters

The semantics of the primitive is as follows:

GET.request
(
Invoke_Id,
Priority,
Service_Class,
Request_Type,
COSEM_Attribute_Descriptor, { COSEM_Attribute_Descriptor,},
Block_Number,
)

COSEM_Attribute_Descriptor
(
COSEM_Class_Id,
COSEM_Object_Instance_Id,
COSEM_Object_Attribute_Id,
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Access_Selection_Parameters
)

The Invoke_Id identifies the instance of this service invocation.

The value of the Priority parameter indicates the priority level associated to the received
request. There are two priority levels: normal (FALSE) and high (TRUE).

The Service_Class parameter indicates whether the service is invoked in confirmed or
unconfirmed manner.

The Request_type parameter indicates the type of the current GET.request service
invocation: NORMAL, NEXT or WITH-LIST. A GET.request always starts with a GET.request
type NORMAL or WITH-LIST. A GET.request with NEXT type is issued only when the
requested data is too long for being transferred in one .response APDU. The protocol for non-
transparent long data transfer with the GET service is described in 7.4.1.8.2.

A GET.request service shall contain one or more COSEM_Attribute_Descriptor service
parameters, each of them referencing one or all attributes of a COSEM interface object. The
COSEM_Attribute_Descriptor service parameter is a composite parameter, consisting of the
following components:

� the { COSEM_Class_Id, COSEM_Object_Instance_Id } doublet non-ambiguously identifies
one and only one COSEM interface object instance;

� the COSEM_Object_Attribute_Id component identifies the attribute(s) of the object
instance. COSEM_Object_Attribute_Id = 0 references all attributes of the designated
object instance;

� the optional Access_Selection_Parameters component, in case of selective access (see
7.4.1.6) carries the additional data required for the selective GET operation. This
parameter can be used only when COSEM_Object_Attribute_Id != 0.

One GET.request invocation may contain as many COSEM_Attribute_Descriptors as the
server-max-receive-pdu-size allows. The COSEM_Attribute_Descriptor(s) shall be present
only with Request_type == NORMAL or WITH-LIST.

The optional Block_Number parameter is present only when Request_type == NEXT. It
carries the number of the last correctly received block of long data.

Use

The client application process uses this service primitive to request the value(s) of one or all
attributes of one or more COSEM interface object(s) from the server application process.

6.5.3.3 GET.confirm

Function

This service is invoked by the client application layer to indicate the reception of a
GET.response APDU from the COSEM server application process.

Service parameters

The semantics of the primitive is as follows:

GET.confirm
(
Invoke_Id,
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Priority,
Response_type,
Result, { Result , }
Block_Number
)

The Invoke_Id identifies the instance of this service invocation. Its value shall be equal to the
Invoke_Id of the corresponding GET.request service invocation.

The value of the Priority parameter indicates the priority level associated to the response
received. The value of this parameter shall be equal to the value of the Priority parameter of
the corresponding GET.request service invocation.

The Response_type parameter indicates whether this .confirm service invocation contains the
complete response to the previous GET.request service invocation, or it contains only a block
of the required data. This parameter shall carry one of the following values:

� NORMAL: the service invocation contains the complete response for a NORMAL
GET.request;

� WITH-LIST: the service invocation contains the complete response for a GET.request
service of type WITH-LIST (including a list of attribute references);

� ONE-BLOCK: the service invocation contains one block of the complete response. The
Block_Number parameter carries the number of the data block carrying a part of the result
as raw data;

� LAST-BLOCK: the service invocation contains the last data block of the response.

The Result parameter shall carry either the requested data, or in case of error, the indication
of the type of error. If the encoded form of the Result parameter does not fit in one APDU,
then it shall be transported in blocks, carried by the result parameter of the Get-Confirm-With-
Datablock APDU, of type DataBlock-G. This parameter shall include the block number and the
encoded form of the result as raw data or data access result.

The number of Result parameters in the GET.confirm service shall be the same as the
number of COSEM_Attribute_Descriptor parameters in the corresponding GET.request
service – one response for each request.

Use

The client application layer uses this service primitive to indicate the reception of a
GET.response APDU.

6.5.3.4 SET.request

Function

This service primitive is invoked by the client application process to request the remote server
application process to set the value of one or more attributes of a COSEM interface object.

Service parameters

The semantics of the primitive is as follows:

SET.request
(
Invoke_Id,
Priority,
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Service_Class,
Request_type,
COSEM_Attribute_Descriptor, { COSEM_Attribute_Descriptor , },
Block_Number,
Data, { Data, }
)

COSEM_Attribute_Descriptor
(
COSEM_Class_Id,
COSEM_Object_Instance_Id,
COSEM_Object_Attribute_Id,
Access_Selection_Parameters
)

The Invoke_Id identifies the instance of this service invocation.

The value of the Priority parameter indicates the priority level associated to the received
request. There are two priority levels: normal and high.

The Service_Class parameter indicates whether the service is invoked in confirmed or
unconfirmed manner.

The Request_type parameter indicates whether the Data parameter of the service primitive
carries all the data necessary to set all the attributes referenced by the COSEM_
Attribute_Descriptor (list) or only a block of it. This parameter shall be set to one of the
following values:

� NORMAL: the service invocation contains the reference to one or all (Attribute_0 feature,
see 7.4.1.7.1) attribute(s) of one COSEM interface object and all the required data. The
optional Block_Number parameter shall not be present in the service invocation;

� WITH-LIST: the service invocation contains a list of COSEM interface object attribute
references and all the required data. The optional Block_Number parameter shall not be
present in the service invocation;

� FIRST-BLOCK: the service invocation contains the reference to one or all attribute(s) of
one COSEM interface object and the first part of the required data. The Block_Number
parameter shall be set to 0001;

� FIRST-BLOCK-WITH-LIST: the service invocation contains a list of COSEM interface
object attribute references and the first part of the required data. The Block_Number
parameter shall be set to 0001;

� ONE-BLOCK: the service invocation contains only one block of the data. The
Block_Number parameter carries the number of the datablock carrying a part of the Data
parameter as raw data, and no COSEM_Attribute_Descriptor(s) shall be present;

� LAST-BLOCK: the service invocation contains the last block of the Data. The
Block_Number parameter carries the number of this data block, and no
COSEM_Attribute_Descriptor(s) shall be present.

NOTE  In the case of ONE-BLOCK and LAST-BLOCK SET-Request-With-Datablock APDU shall be generated.

A SET.request service shall contain one or more COSEM_Attribute_Descriptor service
parameters, each of them referencing one or more attributes of a COSEM interface object.
The COSEM_Attribute_Descriptor service parameter is a composite parameter, consisting of
the following components:
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� the { COSEM_Class_Id, COSEM_Object_Instance_Id } doublet non-ambiguously identifies
one and only one COSEM interface object instance;

� the COSEM_Object_Attribute_Id component identifies the attribute(s) of the object
instance. COSEM_Object_Attribute_Id = 0 references all attributes of the designated
object instance.

The optional Access_Selection_Parameters element, in case of selective access (see 7.4.1.6)
carries the additional data required for the selective SET operation. This parameter can be
used only when COSEM_Object_Attribute_Id != 0.

One SET.request invocation may contain as many COSEM_Attribute_Descriptors as the
server-max-receive-pdu-size allows. The COSEM_Attribute_Descriptor(s) shall be present
only when Request_type == NORMAL, Request_type == WITH-LIST or Request_type ==
FIRST-BLOCK-XXX.

The optional Block_Number parameter is present when Request_type != NORMAL or WITH-
LIST. It carries the number of the data block within the current service invocation.

The Data parameter contains the data necessary to set the attributes identified by the
Attribute_descriptor parameter(s). If the encoded form of the data does not fit in one APDU,
then it shall be transported in blocks, carried by the datablock parameter of the appropriate
Set-Request-XX APDU, of type DataBlock-SA. This parameter shall include the block number
and the encoded form of the data as raw data. The protocol for long data transfer with the
SET service is described in 7.4.1.8.3.

The number of Data parameters in the SET.request service shall be the same as the number
of COSEM_Attribute_Descriptors: one Data for each COSEM_Attribute_Descriptor.

Use

The client application process uses this service primitive in order to request the remote server
application process to set the value of one or more attributes of one or more COSEM
interface objects.

6.5.3.5 SET.confirm

Function

This service primitive is invoked by the client application layer to indicate the reception of a
SET.response from the COSEM server application process.

Service parameters

The semantics of the primitive is as follows:

SET.confirm
(
Invoke_Id,
Priority,
Response_type,
Result { Result, },
Block_Number
)

The Invoke_Id identifies the instance of this service invocation. Its value is equal to the
Invoke_Id of the corresponding SET.request service invocation.
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The value of the Priority parameter indicates the priority level associated to the received
response. The value of this parameter is equal to the value of the Priority parameter of the
corresponding SET.request service invocation.

The Response_type parameter indicates whether this .confirm service invocation contains the
response for the complete SET.request operation, or it is simply an acknowledge of the
previously received data block. This parameter shall carry one of the following values:

� NORMAL: the .confirm service contains the confirmation of the previous SET.request
operation, which carried a single COSEM interface object attribute reference. The Result
parameter carries the result of the required operation;

� WITH-LIST: the .confirm service contains the confirmation of the previous SET.request
operation, which carried a list of COSEM interface object attribute references. The Result
parameter carries the list of results for each required SET operation;

� ACK-BLOCK: this value indicates that this .confirm service contains the acknowledgement
for the last correctly received data block. The Block_Number parameter carries the
number of the received data block;

� LAST-BLOCK: the SET.confirm service is invoked with this value after the reception of the
last data block of a SET.request service, which carried a reference to a single COSEM
interface object attribute. This value indicates that this .confirm service contains the
response to the original SET.request service, which has been sent in several blocks. The
Result parameter carries the result of the required operation and the Block_Number
parameter carries the number of the last data block;

� LAST-BLOCK-WITH-LIST: the SET.confirm service is invoked with this value after the
reception of the last data block of a SET.request service, which carried a list of COSEM
interface object attribute references. This value indicates that this .confirm contains the
response to the original SET.request service, which has been sent in several blocks. The
Result parameter carries the list of result for each required set operation and the
Block_Number parameter carries the number of the last data block.

The number of Result parameters in the SET.confirm service with Response_type == WITH-
LIST and  LAST-BLOCK-WITH-LIST shall be the same as the number of Attribute references
in the corresponding SET.request service – one result for each request. Each Result
parameter shall carry the result of the corresponding SET.request operation.

Use

The client application layer uses this service primitive to indicate the reception of a
SET.response APDU.

6.5.3.6 ACTION.request

Function

This service is invoked by the client application process to remotely invoke one or more
method(s) of one or more COSEM interface object(s) in the remote server application
process.

Service parameters

The semantics of the primitive is as follows:

ACTION.request
(
Invoke_Id,
Priority,
Service_Class,
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Request_Type,
COSEM_Method_Descriptor,  { COSEM_Method_Descriptor, },
Block_Number,
Method_Invocation_Parameters, { Method_Invocation_Parameters, }
)

COSEM_Method_Descriptor
(
COSEM_Class_Id,
COSEM_Object_Instance_Id,
COSEM_Object_Method_Id
)

Method_Invocation_Parameters ::= Data

The Invoke_Id identifies the instance of this service invocation.

The value of the Priority parameter indicates the priority level associated to the received
request. There are two priority levels: normal and high.

The Service_Class parameter indicates whether the service is invoked in a confirmed or
unconfirmed manner.

The Request_type parameter indicates whether the given invocation contains a complete
request or only a part of it. This parameter shall be set to one of the following values:

� NORMAL: the service invocation contains the reference to one COSEM interface object
method and the Method_Invocation_Parameters required for the invocation of this
method. The optional Block_Number parameter shall not be present in the service
invocation;

� WITH-LIST: the service invocation contains a list of COSEM interface object(s) method
references and all the required Method_Invocation_Parameters. The optional
Block_Number parameter shall not be present in the service invocation;

� FIRST-BLOCK: the service invocation contains the reference to one COSEM interface
object method and the first part of the required Method_Invocation_Parameters. The
Block_Number parameter shall be set to 0001;

� WITH-LIST-AND-FIRST-BLOCK: the service invocation contains a list of COSEM interface
object methods and the first part of the required Method_Invocation_Parameters. The
Block_Number parameter shall be set to 0001;

� ONE-BLOCK: the service invocation contains only one block of the Method_Invoca-
tion_Parameters. The Block_Number parameter carries the number of  the parameter
block carrying a part of the Method_Invocation_Parameters parameter, and no COSEM_
Method_Descriptor shall be present;

� LAST-BLOCK: this value indicates that the current block is the last parameter block to be
transferred. The Block_Number parameter carries the number of this parameter block, and
no COSEM_Method_Descriptor(s) shall be present;

� NEXT: this value indicates that this .request contains an acknowledgement for a
previously received parameter block, and requests the server to send the next one. The
Block_Number parameter carries the number of the last correctly received parameter
block.
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An ACTION.request service shall contain one or more COSEM_Method_Descriptor service
parameters, each of them referencing one method of a COSEM interface object. The
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COSEM_Method_Descriptor service parameter is a composite parameter, consisting of the
following components:

The { COSEM_Class_Id, COSEM_Object_Instance_Id } doublet non-ambiguously identifies
one and only one COSEM interface object instance. The complete COSEM_
Method_Descriptor references one method of that object instance: this method is identified by
the COSEM_Object_Method_Id  component.

The optional Block_Number parameter is present either when the .request contains a
parameter block to be sent or when the .request acknowledges a previously received
parameter block (Request_type == NEXT). The Block_Number parameter carries the number
of the last received parameter block.

Invoking a method may require additional parameters. The Method_Invocation_Parameters
parameter carries the data necessary for the invocation of the method(s) identified by the
COSEM_Method_Descriptor parameter. If the encoded form of the Method_ Invoca-
tion_Parameters does not fit in one APDU, then it shall be transported in blocks,

carried by the pBlock parameter of the appropriate Action-Request-XX APDU, of type
DataBlock-SA. This parameter shall include the block number and the encoded form of the
Method_Invocation_Parameters as raw data.

The ACTION.request service shall contain as many Method_Invocation_Parameters
then COSEM_Method_Descriptors: one Method_Invocation_Parameters for each COSEM_
Method_Descriptor. Therefore, even if the invocation of a method does not require additional
parameters, the corresponding Method_Invocation_Parameters component shall be present in
the service invocation – but it shall be empty.

The COSEM_Method_Descriptor parameter shall not be present when Request_type == ONE-
BLOCK or LAST BLOCK.

Use

This service primitive is used by the client application process to remotely invoke one or more
method(s) of one or more COSEM interface object(s) in the remote server application
process.

6.5.3.7 ACTION.confirm

Function

This service is invoked by the client application layer to indicate the reception of a
ACTION.response from the COSEM server application process.

Service parameters

The semantics of the primitive is as follows:

ACTION.confirm
(
Invoke_Id,
Priority,
Response_type,
Result, { Result, },
Block_Number,
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Response_Parameters, { Response_Parameters, }
)

The Invoke_Id identifies the instance of this service invocation. Its value shall be equal to the
Invoke_Id of the corresponding ACTION.request service invocation.

The value of the Priority parameter indicates the priority level associated to the received
response. The value of this parameter shall be equal to the value of the Priority parameter of
the corresponding ACTION.request service invocation.

The Response_type parameter indicates whether this .confirm service invocation contains the
complete response requested by the previous ACTION.request service invocation, it contains
only a block of the required data, or it is simply an acknowledge of a previously received block
of the ACTION.request service. This parameter shall carry one of the following values:

� NORMAL: the service invocation contains the complete response for a NORMAL
ACTION.request which carried a single COSEM interface object method reference;

� WITH-LIST: the service invocation contains the complete response for a WITH-LIST
ACTION.request service, including a list of COSEM interface object method references;

� ONE-BLOCK: the service invocation contains only one block of the complete response.
The Block_Number parameter carries the number of the parameter block carrying a part of
the response as raw data;

� LAST-BLOCK: this value indicates that the service invocation contains the last block of
the response as raw data;

� NEXT: this value indicates that service invocation contains an acknowledgement for the
previously received parameter block and requests the client to send the next one. The
Block_Number parameter carries the number of the last correctly received parameter
block.

The Result parameter carries the result of the invocation of the COSEM interface object
method(s).

The Response_Parameters carries the optional data to be returned as a result of the
invocation of the COSEM interface object methods.

The number of Result and Response_Parameters parameters in the ACTION.confirm service
primitive with Response_type == WITH-LIST or a .confirm service which is sent in several
parameter blocks shall be the same then the number of COSEM interface object method
references in the corresponding ACTION.request service – one Result and Response_
Parameter for each request.

If the encoded form of the Result and Response_Parameters do not fit in one APDU, then
they shall be transported in blocks, carried by the pBlock parameter of the Action-Response-
With-Pblock APDU, of type DataBlock-SA. This parameter shall include the block number and
the encoded form of the Result and Response_parameters as raw data.

Use

The client application layer uses this service primitive to indicate the reception of a
ACTION.response APDU.

6.5.4 Client side services for event notification

Figure 12 shows services provided by the client side application layer for event notification.
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Figure 12 – Client side services for event notification

The EventNotification service is the only non-client/server type service provided in COSEM.
Using the EventNotification.request service, the server application process is able to send an
unsolicited notification of the occurrence of an event to the remote client application.
Reception of the EventNotification message is indicated to the client application process via
the EventNotification.indication  primitive. The protocol is described in 7.4.1.3.

In some cases, the supporting lower layer protocol(s) do (does) not allow sending a protocol
data unit in a real, unsolicited manner. In these cases, the client shall explicitly solicit sending
an EventNotification frame, by invoking the Trigger_EventNotification_sending service
primitive.

6.5.4.1 EventNotification.indication

Function

This service is invoked by the client application layer to indicate the reception of an
EventNotification.indication from the COSEM server application process.

Service parameters

The semantics of the primitive is as follows:

EventNotification.indication
(
Time,
Protocol_Parameters,
COSEM_Attribute_Descriptor,
Attribute_Value
)

COSEM_Attribute_Descriptor
(
COSEM_Class_Id,
COSEM_Object_Instance_Id,
COSEM_Object_Attribute_Id
)

IEC   279/02
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The optional Time service parameter indicates the time assigned to the event by the server.

The Protocol_Parameters service parameter contains all protocol parameters, which are
required to identify the source and the destination application processes of the
EventNotification.indication message.

The { COSEM_Class_Id, COSEM_Object_Instance_Id, COSEM_Object_Attribute_Id } triplet
identifies non-ambiguously one and only one attribute of a COSEM interface object instance.

The Attribute_Value service parameter carries the value of this attribute. More information
about the notified event may be obtained by interrogating this COSEM interface object.

Use

The client application layer uses this service primitive to indicate the reception of an
EventNotification.indication to the client application process.

6.5.4.2 Trigger_EventNotification_Sending.request

Function

This service is invoked by the client application process in order to trigger the server to send
the frame carrying the Event-Notification-Request APDU.

NOTE  This service is necessary in case of lower layer protocols when the server is not able to send a real non-
solicited EventNotification message.

Service parameters

The semantics of the primitive is as follows:

Trigger_EventNotification_Sending.req
(
Protocol_Parameters
)

The Protocol_Parameters service parameter contains all lower protocol dependent information
which is required for triggering the server to send out an eventually pending frame containing
an Event-Notification-Request APDU. This information includes the protocol identifier, and all
the required lower layer parameters.

Use

Upon the reception of a Trigger_EventNotification_Sending.request service invocation from
the client application process, the client application layer shall invoke the corresponding
supporting layer service to send a trigger message to the server.

6.5.5 Client side layer management services

This subclause defines a special layer management service, used to manage the short name
mapper application service element. This client side service is necessary only if the server
uses SN referencing. All other layer management services are not within the scope of this
standard.
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6.5.5.1 SetMapperTable.request

Function

This service is invoked by the client application process to provide mapping information to the
Client SN_MAPPER ASE. This service does not cause any data transmission between the
client and the server. This service is necessary only if on the server side SN referencing is
used.

Service parameters

The semantics of the primitive is as follows:

SetMapperTable.request
(
Mapping_table
)

The Mapping_table parameter contains the contents of the attribute “object_list” for the
requested server and application association. The structure of the content is defined in
IEC 62056-62.

Use

The client application process uses this service primitive, in order to enhance the efficiency of
the mapping process if SN referencing is used.

6.5.5.2 Mapping client services for servers using Short names

For servers using SN referencing, the services listed above are mapped to the corresponding
xDLMS services (comp. IEC 61334-4-41) by the client Control function (see Figure 6) in the
following manner:

Client side xDLMS Service (LN ref.) Server side xDLMS Service (SN ref.)

GET.request ReadRequest

GET.confirm ReadResponse

SET.request (Service_Class=“confirmed”) WriteRequest

SET.request (Service_Class=“unconfirmed”) UnconfirmedWriteRequest

SET.confirm WriteResponse

ACTION.request (Service_Class=“unconfirmed”) UnconfirmedWriteRequest

ACTION.request (Service_Class=“confirmed”) Action with return parameters:

ReadRequest

VariableAccessSpecification:= 
parametrised access

(IEC 61334-4-41)

Selector:= 0;

If no method invocation parameters 
are supplied:

Parameter := null-data

Action without return parameters:

WriteRequest

If no method invocation parameters 
are supplied:

Page 37
EN 62056−53:2002

© BSI 22 July 2002

Full document details: BS EN 62056-53:2002

http://www.avadocuments.com/doc/bs-en-62056-53-2002
http://www.avadocuments.com/doc/bs-en-62056-53-2002


– 83 – 65026-35 � CEI:0220(E)

Client side xDLMS Service (LN ref.) Server side xDLMS Service (SN ref.)

Data := null-data

ACTION.confirm ReadResponse

If no data is returned then:

data:= null-data.

EVENTNOTIFICATION.indication InformationReportRequest

Details about the mapping of the logical names to short names are given in IEC 62056-62.

6.6 Server COSEM application layer services

6.6.1 Application association establishment

6.6.1.1 Overview

Figure 13 shows the services provided by the server application layer for application
association establishment. These services are provided by the ACSE.
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Figure 13 – Server side services for application association establishment

6.6.1.2 COSEM-OPEN.indication

Function

This service is invoked by the server side of the application layer following the receipt of an
AARQ APDU, to indicate to the COSEM server application process that the peer (client)
application process requested the establishment of an application association.

Service parameters

The semantics of the primitive is as follows:

COSEM-OPEN.indication
(
Protocol_Connection_Parameters,
Dedicated _Key,
DLMS_Version_Number,
DLMS_Conformance,
Client_Max_Receive_PDU_Size,

IEC   280/02
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