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European foreword

The text of document 13/1730/FDIS, future edition 1 of IEC 62056-8-6, prepared by IEC/TC 13
"Electrical energy measurement and control" was submitted to the IEC-CENELEC parallel vote and
approved by CENELEC as EN 62056-8-6:2017.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2018-02-15
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2020-05-15
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CENELEC by the European Commission
and the European Free Trade Association.

Endorsement notice

The text of the International Standard IEC 62056-8-6:2017 was approved by CENELEC as a
European Standard without any modification.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTRICITY METERING DATA EXCHANGE -
THE DLMS/COSEM SUITE -

Part 8-6: High speed PLC ISO/IEC 12139-1
profile for neighbourhood networks

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62056-8-6 has been prepared by IEC technical committee 13:
Electrical energy measurement and control.

The text of this standard is based on the following documents:

FDIS Report on voting
13/1730/FDIS 13/1741/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2D
ocuments
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A list of all parts in the IEC 62056 series, published under the general title Electricity metering
data exchange — The DLMS/COSEM suite, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

As defined in |EC 62056-1-0, the IEC 62056 DLMS/COSEM suite provides specific
communication profile standards for communication media relevant for smart metering.

Such communication profile standards specify how the COSEM data model and the
DLMS/COSEM application layer can be used on the lower, communication media-specific
protocol layers.

Communication profile standards refer to communication standards that are part of the
IEC 62056 DLMS/COSEM suite or to any other open communication standard.

This document specifies the DLMS/COSEM profile for High Speed PLC (HS-PLC)
technologies according to ISO/IEC 12139-1 for neighbourhood networks. The technology is
based on Discrete Multi-Tone (DMT) modulation. It may be used in low voltage or on medium
voltage distribution networks. The PHY rate of High Speed PLC is typically 24 Mbps, however
the data throughput varies according to many aspects of low voltage or medium voltage power
lines. Although High Speed PLC can be used both on low voltage and medium voltage
networks, in this document HS-PLC on low voltage network is only considered.

When implementing advanced services based on DLMS/COSEM profiles such as complex
tariff programs, data security measures, two-way consumption data exchange for demand
response and so forth, the neighbourhood network may become a bottleneck. The HS-PLC
technology minimizes such bottlenecks due to the high data rates available. Moreover, the
HS-PLC technology can accommodate increased amounts of data thus it can additionally
support other applications such as Internet of Things (loT).

Using the high speed PLC technology specified in ISO/IEC 12139-1 may be subject to
national regulations. However, this aspect is outside the Scope of this document.
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ELECTRICITY METERING DATA EXCHANGE -
THE DLMS/COSEM SUITE -

Part 8-6: High speed PLC ISO/IEC 12139-1
profile for neighbourhood networks

1 Scope

This part of IEC 62056 specifies the DLMS/COSEM communication profile for ISO/IEC
12139-1 High speed PLC (HS-PLC) neighbourhood networks.

It uses the standard ISO/IEC 12139-1 established by ISO/IEC JTC1 SCO06.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 62056-1-0:2014, Electricity metering data exchange — The DLMS/COSEM suite -
Part 1-0: Smart metering standardisation framework

IEC TS 62056-1-1:2016, Electricity metering data exchange — The DLMS/COSEM suite —
Part 1-1: Template for DLMS/COSEM communication profile standards

EC 62056-48, Electricity metering — Data exchange for meter reading, tariff and load control
— Part 46: Data link layer using HDLC protocol

IEC 62056-4-7, Electricity metering data exchange — The DLMS/COSEM suite — Part 4-7:
DLMS/COSEM transport layer for IP networks

EC 62056-5-3, Electricity metering data exchange — The DLMS/COSEM suite — Part 5-3:
DLMS/COSEM application layer

EC 62056-6-1|, Electricity metering data exchange — The DLMS/COSEM suite — Part 6-1:
Object Identification System (OBIS)

IEC 62056-6-2:2016, Electricity metering data exchange — The DLMS/COSEM suite —
Part 6-2: COSEM interface classes

EC 62056-7-4, Electricity metering data exchange — The DLMS/COSEM suite — Part 7-6:
The 3-layer, connection-oriented HDLC based communication profile

EC 62056-9-7, Electricity metering data exchange — The DLMS/COSEM suite — Part 9-7:
Communication profile for TCP-UDP/IP networks

ISO/IEC/IEEE 8802:2014, Standard for Ethernet

ISO/IEC 12139-1:2009, Information technology - Telecommunications and information
exchange between systems — Power line communication (PLC) — High speed P medium
access control (MAC) and physical layer (PHY) — Part 1: General requirements ocuments
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RFC 791, Internet Protocol, DARPA internet program protocol specification, 1981
RFC 1144, Compressing TCP/IP Headers for Low-Speed Serial Links, 1990
RFC 2460, Internet Protocol, Version 6 (IPv6) Specification, 1998
RFC 2508, Compressing IP/UDP/RTP Headers for Low-Speed Serial Links, 1999

RFC 3095, RObust Header Compression (ROHC): Framework and four profiles: RTP, UDP,
ESP, and uncompressed, 2001

3 Terms, definitions and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/
e |SO Online browsing platform: available at http://www.iso.org/obp

3.1.1
adaptation layer
supporting layer between PHY/MAC layer of ISO/IEC 12139-1 and upper layer

3.2 Abbreviated terms

AA Application Association

ADPL Adaptation Layer

APDU Application Layer Protocol Data Unit

CMD Command

COSEM Companion Specification for Energy Metering
CPAS Common Part Adaptation Sublayer

DLMS Device Language Message Specification
DMT Discrete Multi-Tone

HDLC High-level Data Link Control

HES Head End System

HS-PLC High Speed Power Line Communication

IC Interface Class

loT Internet of Things

IP Internet Protocol

IEEE Institute of Electrical and Electronics Engineers
ISO International Organization for Standardization
LLC Logical Link Control

LN Local Network

LNAP Local Network Access Points

MAC Medium Access Control

MPDU MAC Protocol Data Unit Documents
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NN Neighbourhood Network

NNAP Neighbourhood Network Access Points
PDU Protocol Data Unit

PHY Physical Layer

PLC Power Line Communication

SAP Service Access Point

SSAS Service Specific Adaptation Sublayer
STA Status

4 Targeted communication environments

The DLMS/COSEM High speed PLC (HS-PLC) ISO/IEC 12139-1 profile is intended for remote
data exchange on Neighbourhood Networks (NN) between Neighbourhood Network Access
Points (NNAPs) and metering devices or Local Network Access Points (LNAPs) using HS-PLC
technology over the low voltage electricity distribution network as a communication medium.
The functional reference architecture is shown in Figure 1.

. Simple
Metering consumer [memsmmmsssssssssssssssa=s .
device display i Home automation '
i system i
& & i 1
T e :
€| § '
S| 32
s @
e =
23
e (€]
8| S '
x| 8] 3 I LNAP Local network access point | _____ !
Q S ~
i
(]
z|5
o | ® -
| =
< | =
o | 2
§ t NNAP Neighbourhood network access point | _____
3
=
HES Head end system
e """ "Notin'scope i
Power Line 777 i of TC13 rem=——
o e e e e m -
IEC
Figure 1 — Entities and interfaces of a smart metering
system using the terminology of IEC 62056-1-0
Metering devices — typically electricity meters — comprise application functions and

communication functions. They may be connected directly to the NNAP via the C interface, or
to an LNAP via the M interface, while the LNAP is connected to the NNAP via the C interface.
The LNAP function may be co-located with the metering functions.
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