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Foreword

The text of document 100/1287/CDV, future edition 1 of JEC 62227, prepared by technical area 8,
Multimedia home server systems, of IEC TC 100, Audio, video and multimedia systems and equipment,
was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as EN 62227 on
2008-09-01.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2009-06-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-09-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 62227:2008 was approved by CENELEC as a European
Standard without any modification.

Foreword to amendment A1

The text of document 100/1953/CDV, future edition 1 of IEC 62227:2008/A1, prepared by Technical Area
8, "Multimedia home server systems", of IEC/TC 100, "Audio, video and multimedia systems and
equipment" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN 62227:2008/A1:2013.

The following dates are fixed:

e latest date by which the document has (dop) 2013-10-03
to be implemented at national level by
publication of an identical national
standard or by endorsement

¢ latest date by which the national (dow) 2016-01-03
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent
rights.

Endorsement notice

The text of the International Standard IEC 62227:2008/A1:2012 was approved by CENELEC as a
European Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications
The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication Year Title EN/HD Year
SO 3166-1 2006  Codes for the representation of names of N ISO 3166-1 2006

countries and their subdivisions -
Part 1: Country codes
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MULTIMEDIA HOME SERVER SYSTEMS -
DIGITAL RIGHTS PERMISSION CODE

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical Content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard |[EC 62227 has been prepared by technical area 8: Multimedia home
server systems, of IEC technical committee 100: Audio, video and multimedia systems and
equipment.

The text of this standard is based on the following documents:

CDV Report on voting
100/1287/CDV 100/1374/RVC

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
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The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch” in
the data related to the specific publication. At this date, the publication will be

* reconfirmed,;

* withdrawn;

* replaced by a revised edition, or
*+ amended.

A bilingual version of this publication may be issued at a later date.
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INTRODUCTION

The common ID system is used to systematically identify every entity, device and content that
would be involved in the course of digitally distributing content. The permission code can
express various sets of permission information and permission conditions necessary for
content transmission in a remarkably short code form. The permission code is not defined
from a technical perspective, but rather on the basis of permission information that rights
holders actually employ in the field, even if the permission code is recognized for its technical
effectiveness with respect to digital distribution of content.
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MULTIMEDIA HOME SERVER SYSTEMS -
DIGITAL RIGHTS PERMISSION CODE

1 Scope

This International Standard defines the permission code, a set of permission related
information in short code form, primarily intended for home server systems. The permission
code is comprised of a common ID system (content ID, issuer ID, receiver ID, device ID, etc.)
and a narrowly-defined permission code.

The common ID system is used to systematically identify every entity, device and content that
would be involved in the course of digitally distributing content. The permission code can
express various sets of permission information and permission conditions necessary for
content transmission in a remarkably short code form. The permission code is not defined
from a technical perspective, but rather on the basis of permission information that rights
holders actually employ in the field. Even after, the permission code is recognized for its
technical effectiveness with respect to digital distribution of content.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

ISO 3166-1:2006, Codes for the representation of names of countries and their subdivisions —
Part 1: Country codes

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document the following terms and definitions apply.

3.11

permission

act by a certain issuing entity to authorize use for content to a certain receiving entity under a
certain set of permission classifications and usage conditions

NOTE The issuing entity and/or the receiving entity may not only be human, but also a device, storage medium,
organization, domain or another entity.

3.1.2
permission management server
a server that issues a permission code based on a permission agreement

NOTE The server is equipped with a

a) license server,
b) a function that forwards the permission code to a distribution server, and
c) a function that receives a content usage report from the license server and the distribution server.

3.1.3
compliant license server
a server that issues a license based on a permission code

NOTE The server is equipped with Documents
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a) a server system (including home server),

b) a function that generates necessary keys for content access based on a permission code, and

c) a function that forwards the license to a client device. A license contains information about the content’s
permitted scope of use based on a permission code.

3.1.4

license server

a compliant license server (unless otherwise specified, a compliant license server is simply
referred to as a license server)

3.1.5
compliant license
license issued by a compliant license server

3.1.6

license

a compliant license (unless otherwise specified, a compliant license is simply referred to as a
license)

3.1.7
home server
client device that serves as a gateway for a home domain

3.1.8
client device

device that becomes the actor of content access and is compliant with permission code terms

3.1.9
compliant device
device that possesses the function to control content access based upon a compliant license

3.1.10
domain
set of actors to which a common set of rules apply in the context of content management

3.1.11
home domain
home-based content usage environment, permitted by rights holders

3.1.12
legacy device
non-compliant device that does not control content access based upon compliant licenses

3.1.13

disclosure type

permission classification that specifies the disclosure class for the permission, including open
permission and closed permission

3.1.14

open permission

permission under disclosure type that is received according to previously arranged default
conditions

3.1.15
closed permission
permission under disclosure type that is received through a separate, individually negotiated

contract
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3.1.16

application type

permission classification that specifies the application class for the permission, including ad
hoc permission and blanket permission

3.1.17
ad hoc permission
an application type that grants permissions on a per usage unit basis

3.1.18
blanket permission
an application type that grants permissions in aggregate for use within a given time period

NOTE Time periods may include monthly, annual or other time increments.

3.1.19

billing type

permission classification that specifies the billing class for the permission, including ad hoc
billing and blanket billing

3.1.20
ad hoc billing
billing type that bills on a per content basis

3.1.21
blanket billing
billing type that bills on monthly, annual or other time-based increments

3.1.22

usage purpose type

permission classification that specifies the usage purpose class for the permission, including
commercial, public, not-for-profit, promotion

3.1.23
commercial permission
usage purpose type that permits use for commercial purposes

3.1.24
public permission
usage purpose type that permits use for public purposes

3.1.25
not-for-profit permission
usage purpose type that permits use for non-profit purposes

3.1.26
promotion permission
usage purpose type that permits use for promotional purposes

3.1.27

charge model type

permission classification that specifies the charge model class for the permission, including
pay and free, etc.

3.1.28
pay permission
charge model type that permits use for charge
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3.1.29
free permission
charge model type that permits use free of charge

3.1.30
pay per use
pay permission that charges per use

3.1.31
subscription
pay permission that charges per time period

3.1.32

coupon

pay permission that uses coupons, a form of pseudo-currency that can be exchanged with a
given piece of content

NOTE A coupon is distributed to users by the content’s sponsor in order to increase user contact with said
sponsor.

3.1.33

sponsor type

permission classification that specifies the sponsor class for the permission, including
advertising model, premium model, coupon model and personal information disclosure model

3.1.34
advertising model
a sponsor type that specifies the advertising reception mode

3.1.35
time synchronized forced viewing
advertising model that forces the synchronization of advertising viewing and content access

3.1.36
pre/post viewing
advertising model that forces advertising viewing pre/post access

3.1.37

arbitrary time

advertising model that allows for arbitrary advertising viewing, a kind of viewing in which
users are allowed to choose their favorite timing to view advertising

3.1.38

blanket

advertising model that forces advertising viewing across the board, whereby the terms of
advertising viewing and content access will apply to a broad scope of services associated with
the content

NOTE Under blanket, advertising viewing is a condition upon which content access is allowed. However, the
timing in which advertising is viewed is not limited to those that are synchronized with content. For example, a user
may be allowed to access content after viewing a special advertising channel.

3.1.39

premium model

sponsor type that uses content for premium purposes, whereby, “premium” refers to a
promotional practice in which a sponsor provides content access to a user as reward for the
user’s contact with said sponsor
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3.1.40
coupon model
sponsor type that uses content as a gift for coupons

NOTE A coupon is distributed by the content’s sponsor in order to increase user contact with said sponsor. That
is promotional practice in which coupon, a form of pseudo-currency, is exchanged with contents.

3.1.41
personal information disclosure model
sponsor type that deems personal information disclosed as consideration for content access

3.1.42

usage type

permission classification that specifies the usage class for the permission, including
broadcast permission and streaming permission

3.1.43
territory ID
identifier that specifies the territory for the permission, including country and area

3.1.44

redistribution type

permission classification that specifies the redistribution class for the permission, including
simultaneous redistribution, programmed streaming and on-demand streaming

3.1.45
non-fixation permission
usage type that permits content use without storage

3.1.46
fixation permission
usage type that permits content use with storage

3.1.47
broadcast permission
usage type that permits broadcast use of content

3.1.48
streaming permission
usage type that permits streaming use of content

3.1.49
broadcast storage permission
usage type that permits broadcast use of content with storage

3.1.50
download permission (on-demand)
usage type that permits broadcast use of content with storage and delivery on-demand

3.1.51
redistribution permission
usage type that permits content use with redistribution

3.1.52

programmed streaming

redistribution permission and/or a streaming permission for content streamed in accordance
with program listings
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3.1.53
on-demand streaming
redistribution permission and/or a streaming permission for content streamed on-demand

3.1.54
reuse permission
usage type that permits reuse of content

3.1.55
move
usage type that permits the moving of content to a compliant medium under reuse permission.

NOTE Permission conditions are further specified under parameter.

3.1.56

copy
usage type that permits the copying of content to a compliant medium under reuse permission

NOTE Permission conditions are further specified under parameter.

3.1.57
share
usage type that permits the sharing of content in the home domain under reuse permission

NOTE Permission conditions are further specified under parameter.

3.1.58

export

usage type that permits the exporting of content to a non-compliant medium under reuse
permission

NOTE Permission conditions are further specified under parameter.

3.1.59
edit
usage type that permits the processing of the time axis of content

3.1.60
modify
usage type that permits the processing of anything other than the time axis of content

3.1.61

super distribution

usage type that permits the super distribution of content to a compliant medium under reuse
permission

NOTE Permission conditions are further specified under parameter. Super distribution allows encrypted content to
be distributed (and redistributed) freely, so long as associated licenses and content keys are transferred securely.

3.1.62

permission code

a code system that represents codes through a common system so that permissions from 2
parties with differing DRM implementations can interoperate with each other

3.1.63
parent permission code
permission code issued for a group of content
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3.1.64
child permission code
permission code issued for an individual piece of content belonging to a larger group

3.1.65
ID center
an authorized organization which assigns and manages permission actor IDs

3.2 Abbreviated terms

ID Identifier
DRM Digiral Rights Management (System)
CPRM Content Protection for Recordable Media

DVD-RW Digital Versatile Disk ReWritable

AACS Advanced Access Content System

ISBN International Standard Book Number

HDD Hard Disk Drive

DVD Digital Versatile Disk

DVD-R Digital Versatile Disk Recordable

DTCP Digital Transmission Content Protection

TRM Tamper Resistant Module

XML Extensible Markup Language

RBP Relative Byte Position

ASCII American Standard Code for Information Interchange
ISO International Organization for Standardization
uTcC Coordinated Universal Time

MPEG Moving Picture Experts Group

NTSC National Television Standards Committee
Jpeg Joint Photographic Experts Group

GIF Graphic Interchange Format

PNG Portable Network Graphics

PCM Pulse Code Modulation

AAC Advanced Audio Coding

MP3 MPEG Audio Layer-3

HDCP High-bandwidth Digital Content Protection
CGMS Copy Generation Management System
SAFIA Security Architecture For Intelligent Attachment
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VCPS Video Content Protection System
WMT Windows Media Technology
uimsbf unsigned integer, most significant bit first
bsibf bit string, leftmost bit first
imsbf integer, most significant bit first
CD Compact Disc
HD High Definition

4 Permission code framework

4.1 General

This standard defines permission as “an act by a certain issuing entity to authorize use for
content to a certain receiving entity under a certain set of permission classifications, usage
conditions, data management conditions and data export conditions”.

In order to distribute permission information with its associated content, this standard
represents permission information through 5 digital expressions, including permission actor ID,
permission classification, usage condition, data management condition and data export
condition. Permission actor ID is comprised of 3 identifiers; a content ID assigned to the
subject content and an issuer ID and receiver ID respectively, assigned to each permission
issuer and receiver. Permission classification indicates the class (or type) of the permission.
Usage condition, data management condition and data export condition detail restrictions
placed in the content.

We hereby define the permission code framework and the permission code as a code and
framework that combine these 5 elements; permission actor ID, permission classification,
usage condition, data management condition and data export condition. The basic permission
code is configured using a “tag — size — data” structure. This structure makes it easy to extend
the permission code. This standard specifies these configuration requirements in detail.

Within the home server environment, permission codes are used to notify users of associated
permission information upon content use, to generate DRM licenses to protect content rights
and to report usage upon content use.

The diagram illustrates the permission code usage environment subject to this specification.
The permission management server is an actor that issues permission codes in response to
requests from entities issuing permissions. The license server is an actor that generates
licenses concerning the protection of content rights. The distribution server is an actor that
delivers content to the home server environment. Additionally, the home domain represents
the content usage environment that conforms to the home. The home server and client
devices are playback devices that belong to the home domain.
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Figure 1 — Permission code environment

4.2 Assumptions associated with the permission code
421 Binary relationships within the content distribution value chain

Permission between 2 entities, the issuing entity and the receiving entity, is the unit of
Permission defined for a permission code. Stated another way, in the event that an
intermediate entity exists between an issuing entity and a receiving entity, a permission code
shall be generated between the intermediate entity and the issuing entity, as well as the
intermediate entity and the receiving entity, respectively. For example, if an intermediate
entity, Z, exists between Issuer A and Receiver B, two permission codes shall be generated,;
one between A and Z, and the other between Z and B.

4.2.2 Permission issued for a group of content

Permission for a body of content linked with a content ID is the unit of permission defined for
a permission code. In other words, if one desires to meaningfully group content subject to
permission, one would generate a permission code by assigning a content ID to this group of
Content. When doing so, individual permission codes are also generated for the respective
pieces of content that belong to this content group, using content identifiers associated with
each content unit. The manner in which the content ID assigned to the content group as well
as the respective content identifiers that belong to the group is associated is left up to
implementation, and is hence not defined within this standard.

This standard refers to permission codes for groups as parent permission codes. Similarly,
this standard refers to permission codes for individual content comprising the group as child
permission codes. The parent permission code is a permission code to realize the permission
for the overall group. The parent permission code includes permission information associated
with the group. The parent permission code is used when granting permission for subscription
use. For example, a parent permission code can be utilized for a subscription service that
allows for an unlimited amount of access to content from a group of 100 songs for 500 yen
during a one month period. Similarly, the child permission code is a permission code that
specifies usage permissions for individual pieces of content within a group.x=Jhe child
permission code includes the permission information for individual jpiezes O&ZHmentS
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encompassed within a group. For example, child permission codes can be utilized for the
aforementioned subscription service to specify permissions for each of the 100 individual
pieces of content.

The contents of the child permission code can not exceed the scope of permission of the
parent permission code. This constraint maintains logical consistency between individual
permissions that comprise the larger group and the permission for the group.

4.2.3 Common code center for permissions

The common code center is an organizational body that issues and renews permission codes.

A permission code is issued through the permission management server and then delivered to
the license server and distribution server.

The home server and client devices utilize permission codes included within the license, and
do not directly connect to the common code center.

4.2.4 Usage report

Delivery service providers that have received usage permissions for content, keep track of
content use so they can report it back to permission issuers. Usage history is tracked in the
following 2 ways.

a) Delivery service providers keep track of the content delivered.
b) After receiving content, home servers and client devices keep track of usage.

In this standard, the permission code is prescribed as a common code to track usage using
the second method above. Permission codes are used as identification codes to uniquely
specify permissions when reporting content use.

Usage reporting is conducted between the permission management server and the license
server, as well as between the permission management server and the distribution server.
The reporting protocol is out of scope of this standard.

4.2.5 Application scenario of the permission code

The permission code specified in this standard is a description language used to express the
terms of permission. The use of this common language allows for not only content distribution
to occur smoothly, but also for different DRM systems to be managed under a uniform system.

For example, let us take a look at online music distribution. As part of their business of
receiving consideration for transmitting content to end users, content distributors negotiate
content usage permission contracts with record labels. The contents of this permission can be
expressed through the use of permission codes.

Distributors can reissue permission and/or transmit permitted content to end users within the
scope of the permission contract and/or the permission code. When doing so, the permission
terms to be granted to end users can be expressed through the use of permission codes. End
users can likewise access content and copy content within the scope indicated in the
permission code.

Note that the permission code is primarily a language to indicate the terms of permission, and
it, in itself, does not have the ability to regulate content usage behavior. Restricting the use of
content to terms specified in the permission is an administrative issue or a DRM systems
issue. A permission code compliant object refers to an object such as drm systems, playback
devices, storage media and servers, etc. that has the ability to understand and act in
accordance with permission codes as specified in this standard. Documents
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Permission terms intended for DRM systems that are not permission code compliant can also
be expressed through the use of permission codes. Therefore, in order to export content from
a permission code compliant DRM system to a non-compliant system, the object at the source
of export shall translate the contents of the permission code in a manner that would conform
to the DRM rules of the export target.

For example, CPRM used in DVD-RW, AACS used in Blu-Ray disks are some of the DRM
systems that are not permission code compliant. These types of storage media protect
content with their respective types of DRM systems and do not recognize permission codes.
Thus, when exporting and/or copying content to such storage media, permission conditions
shall be translated to accommodate the target’'s DRM system.

In this standard, the act of outputting content to a non-compliant object from a permission
code compliant object is referred to as “export”. Meanwhile, the act of passing content back
and forth within a permission code compliant object or between permission code compliant
objects is referred to as “management”.

4.2.6 Harmonization with DRM systems

As mentioned above, the permission code is primarily a language to indicate the terms of
permission, and it does not have exclusive policy.

Every DRM system, no matter whether it is a new or existing one, can decide to use the
permission code. On the contrary, every DRM system can decide not to use the permission
code. Even if it decides to use the permission code, it could limit the application to a simple
displaying of permission and keep without using for rights management.

In addition, the permission expressed by the permission code meets requirements of content
holders and covers the range of permission expressed by existing DRM systems. Moreover,
the permission code is designed to be extended for any additional requirements from new
DRM permission and business model.

Therefore, no DRM system conflict with each other, by it uses the permission code or not, or
by the operation of the permission code. In other words, the permission code harmonizes with
all DRM systems. The permission code can be the central hub among DRM systems.

4.3 Components of a permission code
4.3.1 Permission actor
4.3.1.1 General

A permission actor is an actor that exchanges permission, or an actor that has its actions
regulated as a result of permission, permission actors are comprised of three actors as
follows.

e Permission issuer
e Permission receiver

e Content

These actors are each identified by a permission actor identifier, and linked to the permission
code.

4.3.1.2 Permission actor identifier

A permission actor identifier is assigned to each respective permission actor. The identifier is
used to distinguish the actors among issuer, receiver and content.
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The permission code’s permission actor identifier has the ability to subsume an existing ID
system. For example, with respect to issuer IDs, some rights organizations maintain ID
systems with member ids or internal management ids. Identifiers for internal management
also exist for content. Open systems such as the ISBN code for publications are already in
place. By placing a header/prefix specified in the permission code onto these existing id
systems, these existing identifiers can be repurposed as permission actor identifiers. This
allows for a smooth transition from existing systems.

With permission receivers in particular, the permission actor is frequently an individual end
user without the kind of existing ID system mentioned above from which to draw upon.
Furthermore, the DRM utilizing the permission code shall be able to decipher the nature of the
user that would be accessing the content. For these purposes, the standard allows for
identifiers of respective devices that intermediate the content distribution chain to serve as
receiver IDs.

Permission actor ids are assigned and managed by id centers. Existing organizations such as
rights holder agencies, for example, can become ID centers. This means existing
organizations would be able to assign permission actor ids by combining the ID center code
and a code from the existing code system used within the organization itself. There may be
multiple ID centers for each permission actor category.

The following are some examples in which device |IDs are used as alternate identifiers of
individuals. Each example has its own respective pros and cons. The methodology chosen is
left up to implementation and is out of scope of this standard. This standard will define the
framework for permission actors only. The actual manner in which permission actor identifiers
are assigned will be specified in a separate implementation-level document.

e Use identifiers (serial numbers etc.) that belong to viewing, recording and playback
devices, such as televisions and video recorders, as alternate identifiers for individual end
users.

e Use identifiers (serial numbers etc.) that belong to integrated or removable storage media,
such as HDD, DVD media and memory cards, as alternate identifiers for individual end
users.

e Use identifiers (phone numbers etc.) that belong to quasi-personal devices (devices that
can generally be thought of as belonging to an individual, though not in the strictest
sense), such as cell phones, as alternate identifiers for individual end users.

4.3.1.3 Domain

A domain in this standard refers to a set of actors to which a common set of rules apply in the
context of content management. These common set of rules can be applied to each piece of
content, or applied independently from content.

Generally, usage permissions for content have been bound to storage media or devices. For
example, “this content cannot be copied to other storage media,” or “this content can only be
played on this device”, are some of the common ways in which content have been handled.
However, when permission is granted to a domain instead, all storage media and devices that
belong to it are handled equally and will operate under a common set of permission terms and
rules.

For example, consider home domains. A home domain refers to “a set of devices present
within a given home. A content permission issuer can issue permission to freely copy content
a within the home domain.” Here, the permission receiver would have the ability to handle
content a in accordance with the common rule: content a can be freely copied within the home
domain.

Likewise, a set of devices that belong to a school can be defined as a school domain.
Assuming content b will be used for educational purposes, a permission issuer can issue
permission that “allows copying and editing of content b within the school domainDIw,lmentS
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