
Full document 
BRITISH STANDARD
 BS EN 
62271-100:2001
Incorporating 
amendments nos. 1 
and 2 and 
corrigendum no. 1
High-voltage 
switchgear and 
controlgear —
Part 100: High-voltage 
alternating-current circuit-breakers
The European Standard EN 62271-100:2001, incorporating 
amendments A1:2002 and A2:2006, has the status of a British Standard

ICS 29.130.10
���������	�
����
����������������������������������������������	�����


details: BS EN 62271-100:2001

http://www.avadocuments.com/doc/bs-en-62271-100-2001
http://www.avadocuments.com/doc/bs-en-62271-100-2001


BS EN 62271-100:2001

F

This British Standard was 
published under the authority 
of the Standards Policy and 
Strategy Committee on 
21 August 2003

© BSI 2007
ISBN 0 580 42458 8
ull document details: BS EN 62271-
National foreword
This British Standard was published by BSI. It is the UK implementation of 
EN 62271-100:2001, incorporating amendments A1:2002 and A2:2006 and 
corrigendum November 2006. It is identical with IEC 62271-100:2001, 
Edition 1.1:2003, which comprises Edition 1.0:2001 consolidated by the 
incorporation of amendment 1:2002 and corrigendum 1:2002 and 
corrigendum 2:2003 to amendment 1:2002.
The start and finish of text introduced or altered by amendment is indicated in 
the text by tags !". Tags indicating changes to CEN text carry the number 
of the CEN amendment. For example, text altered by CEN amendment A1 is 
indicated by !". 
The start and finish of text introduced or altered by corrigendum is indicated 
in the text by tags ˜™. Text altered by CEN corrigendum November 2006 
is indicated in the text by ˆ‰.
The UK participation in its preparation was entrusted to Technical Committee 
PEL/17/1, Switchgear, controlgear and HV-LV co-ordination. 
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations.
Amendments issued since publication

Amd. No. Date Comments

14682 28 August 2003 See national foreword

16891 
Corrigendum No. 1

28 February 2007 See national foreword
100:2001

http://www.avadocuments.com/doc/bs-en-62271-100-2001
http://www.avadocuments.com/doc/bs-en-62271-100-2001


EUROPEAN STANDARD  EN 62271-100 
  October 2001 
NORME EUROPÉENNE 

+ A1 
  December 2002 EUROPÄISCHE NORM 

CENELEC 
European Committee for Electrotechnical Standardization 

Comité Européen de Normalisation Electrotechnique 
Europäisches Komitee für Elektrotechnische Normung 

 
Central Secretariat: rue de Stassart 35, B - 1050 Brussels 

 
 
© 2001 CENELEC - All rights of exploitation in any form and by any means reserved worldwide for CENELEC members. 
 

Ref. No. EN 62271-100:2001 +A1:2002 E 

 
ICS 29.130.10 Supersedes HD 348 S7:1998
 

 
English version 

 
 

High-voltage switchgear and controlgear 
Part 100: High-voltage alternating-current circuit-breakers 

 

 
Appareillage à haute tension 
Partie 100: Disjoncteurs à courant 
alternatif à haute tension 

 Hochspannungs-Schaltgeräte 
Teil 100: Hochspannungs-Wechselstrom- 
Leistungsschalter 

 
 
   
 

This European Standard was approved by CENELEC on 2001-09-01 and amendment A1 was approved 
by CENELEC on 2002-11-01. CENELEC members are bound to comply with the CEN/CENELEC Internal 
Regulations which stipulate the conditions for giving this European Standard the status of a national standard 
without any alteration. 
 
Up-to-date lists and bibliographical references concerning such national standards may be obtained on 
application to the Central Secretariat or to any CENELEC member. 
 
This European Standard exists in three official versions (English, French, German). A version in any other 
language made by translation under the responsibility of a CENELEC member into its own language and 
notified to the Central Secretariat has the same status as the official versions. 
 
CENELEC members are the national electrotechnical committees of Austria, Belgium, Czech Republic, 
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, 
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom. 
 

+ A2 
  July 2006 

Incorporating corrigendum November 2006

(IEC 62271-100:2001)

(CEI 62271-100:2001) (IEC 62271-100:2001)

Full document details: BS EN 62271-100:2001

http://www.avadocuments.com/doc/bs-en-62271-100-2001
http://www.avadocuments.com/doc/bs-en-62271-100-2001


Foreword 
 
The text of document 17A/589/FDIS, future edition 1 of IEC 62271-100, prepared by SC 17A, High-
voltage switchgear and controlgear, of IEC TC 17, Switchgear and controlgear, was submitted to the 
IEC-CENELEC parallel vote and was approved by CENELEC as EN 62271-100 on 2001-09-01. 
 
This European Standard supersedes HD 348 S7:1998. 
 
NOTE    This standard was voted as prEN 60056. 
 
The following dates were fixed: 
 
 – latest date by which the EN has to be implemented 
  at national level by publication of an identical 
  national standard or by endorsement  (dop) 2002-06-01 
 
 – latest date by which the national standards conflicting 
  with the EN have to be withdrawn  (dow) 2004-09-01 
 
This standard shall be read in conjunction with EN 60694:1996, to which it refers and which is 
applicable unless otherwise specified in this standard. In order to simplify the indication of 
corresponding requirements, the same numbering of clauses and subclauses is used as in EN 60694. 
Amendments to these clauses and subclauses are given under the same references whilst additional 
subclauses are numbered from 101. 
 
Annexes designated "normative" are part of the body of the standard.  
Annexes designated "informative" are given for information only.  
In this standard, annexes A, B, C, D, E, F, G and ZA are normative and annexes H, I, J and K are 
informative. 

Annex ZA has been added by CENELEC. 
__________ 

 
Endorsement notice 

 
The text of the International Standard IEC 62271-100:2001 was approved by CENELEC as a 
European Standard without any modification. 

__________ 
 

Foreword to Amendment A1 

The text of document 17A/625/FDIS, future amendment 1 to IEC 62271-100:2001, prepared by 
SC 17A, High-voltage switchgear and controlgear, of IEC TC 17, Switchgear and controlgear, was 
submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as amendment A1 to 
EN 62271-100:2001 on 2002-11-01. 

The following dates were fixed: 

– latest date by which the amendment has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 2003-08-01 

– latest date by which the national standards conflicting 
 with the amendment have to be withdrawn  

 
(dow) 2005-11-01 

__________ 

Endorsement notice 
The text of amendment 1:2002 to the International Standard IEC 62271-100:2001 was approved by CENELEC as 
an amendment to the European Standard without any modification. 
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The text of document 17A/754/FDIS, future amendment 2 to IEC 62271-100:2001, prepared by SC 17A, 
High-voltage switchgear and controlgear, of IEC TC 17, Switchgear and controlgear, was submitted to the 
IEC-CENELEC parallel vote and was approved by CENELEC as amendment A2 to EN 62271-100:2001 
on 2006-10-01. 

The following dates were fixed: 

– latest date by which the amendment has to be  
 implemented at national level by publication of  
 an identical national standard or by endorsement 

 
 
(dop) 

 
 
2007-07-01 

– latest date by which the national standards conflicting 
 with the amendment have to be withdrawn  

 
(dow) 

 
2009-10-01 

Annex ZB has been added by CENELEC. 

The contents of the corrigendum of November 2006 have been included in this copy. 
__________ 

Endorsement notice 

The text of amendment 2:2006 to the International Standard IEC 62271-100:2001 was approved by 
CENELEC as an amendment to the European Standard without any modification. 

__________ 
 

Foreword amendment A2 
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HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR – 
 

Part 100: High-voltage alternating-current circuit-breakers 
 
 

1 General 

1.1 Scope 

This International Standard is applicable to a.c. circuit-breakers designed for indoor or 
outdoor installation and for operation at frequencies of 50 Hz and 60 Hz on systems having 
voltages above 1 000 V. 

It is only applicable to three-pole circuit-breakers for use in three-phase systems and single-
pole circuit-breakers for use in single-phase systems. Two-pole circuit-breakers for use in 
single-phase systems and application at frequencies lower than 50 Hz are subject to 
agreement between manufacturer and user. 

This standard is also applicable to the operating devices of circuit-breakers and to their 
auxiliary equipment. However, a circuit-breaker with a closing mechanism for dependent 
manual operation is not covered by this standard, as a rated short-circuit making-current 
cannot be specified, and such dependent manual operation may be objectionable because of 
safety considerations. 

This standard does not cover circuit-breakers intended for use on motive power units of 
electrical traction equipment; these are covered by IEC 60077 [4]1). 

Generator circuit-breakers installed between generator and step-up transformer are not within 
the scope of this standard. 

Switching of inductive loads is covered by IEC 61233. 

Circuit-breakers with an intentional non-simultaneity between the poles, with the exception of 
circuit-breakers providing single-pole auto-reclosing, are not within the scope of this standard. 

This standard does not cover self-tripping circuit-breakers with mechanical tripping devices or 
devices which cannot be made inoperative. 

By-pass circuit-breakers installed in parallel with line series capacitors and their protective 
equipment are not within the scope of this standard, these are covered by IEC 60143-2 [6]. 

NOTE Tests to prove the performance under abnormal conditions should be subject to agreement between 
manufacturer and user. Such abnormal conditions are, for instance, cases where the voltage is higher than the 
rated voltage of the circuit-breaker, conditions which may occur due to sudden loss of load on long lines or cables. 

1.2 Normative references 

The following normative documents contain provisions which, through reference in this text, 
constitute provisions of this International Standard. For dated references, subsequent 
amendments to, or revisions of, any of these publications do not apply. However, parties to 
agreements based on this International Standard are encouraged to investigate the possibility 
of applying the most recent editions of the normative documents indicated below. For undated 
references, the latest edition of the normative document referred to applies. Members of 
IEC and ISO maintain registers of currently valid International Standards.  

——————— 
1) Figures in square brackets refer to the bibliography. 
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IEC 60050(151):1978, International Electrotechnical Vocabulary – Chapter 151: Electrical and 
magnetic devices 

IEC 60050(441):1984, International Electrotechnical Vocabulary – Chapter 441: Switchgear, 
controlgear and fuses 

IEC 60050(601):1985, International Electrotechnical Vocabulary – Chapter 601: Generation, 
transmission and distribution of electricity – General 

IEC 60050(604):1987, International Electrotechnical Vocabulary – Chapter 604: Generation, 
transmission and distribution of electricity – Operation 

IEC 60059: 1999, IEC standard current ratings 

IEC 60060: all parts, High-voltage test techniques  

IEC 60071-2:1996, Insulation co-ordination – Part 2: Application guide 

IEC 60129:1984, Alternating current disconnectors and earthing switches 

IEC 60137:1995, Bushings for alternating voltages above 1 000 V 

IEC 60255-3:1989, Electrical relays – Part 3: Single output energizing quantity measuring 
relays with dependent or independent time 

IEC 60296:1982, Specification for unused mineral insulating oils for transformers and switchgear 

IEC 60376:1971, Specification and acceptance of new sulphur hexafluoride 

IEC 60427:1989, Synthetic testing of high-voltage alternating current circuit-breakers 

IEC 60480:1974, Guide to the checking of sulphur hexafluoride (SF6) taken from electrical 
equipment 

IEC 60529:1989, Degrees of protection provided by enclosures (IP code) 

IEC 60694:1996, Common specifications for high-voltage switchgear and controlgear standards  

IEC 61233:1994, High-voltage alternating current circuit-breakers – Inductive load switching  

IEC 61633:1995, High-voltage alternating current circuit-breakers – Guide for short-circuit and 
switching test procedures for metal-enclosed and dead tank circuit-breakers 

IEC 61634:1995, High-voltage switchgear and controlgear – Use and handling of sulphur 
hexafluoride (SF6) in high-voltage switchgear and controlgear 

IEC 62215, High-voltage alternating current circuit-breakers – Guide for asymmetrical short-
circuit breaking test duty T100a 2 

——————— 

2  To be published 
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2 Normal and special service conditions 

Clause 2 of IEC 60694 is applicable. 

3 Definitions 

For the purpose of this International Standard, the definitions of IEC 60050(441) and 
IEC 60694 apply. Some of them are recalled here for ease of reference.  

Additional definitions are classified so as to be aligned with the classification used in 
IEC 60050(441). 

3.1 General terms 

3.1.101 
switchgear and controlgear 
[IEV 441-11-01] 

3.1.102 
indoor switchgear and controlgear  
[IEV 441-11-04] 

3.1.103 
outdoor switchgear and controlgear 
[IEV 441-11-05] 

3.1.104 
short-circuit current 
[IEV 441-11-07] 

3.1.105 
isolated neutral system 
[IEV 601-02-24] 

3.1.106 
solidly earthed (neutral) system 
[IEV 601-02-25] 

3.1.107 
impedance earthed (neutral) system 
[IEV 601-02-26] 

3.1.108 
resonant earthed (neutral) system,  
arc-suppression-coil-earth (neutral) system 
[IEV 601-02-27] 

3.1.109 
earth fault factor 
ratio, at a selected location of a three-phase system (generally the point of installation of an 
equipment) and for a given system configuration, of the highest r.m.s. phase-to-earth power-
frequency voltage on a sound phase during a fault to earth (affecting one or more phases at 
any point) to the r.m.s. phase-to-earth power-frequency voltage which would be obtained at 
the selected location without the fault 
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NOTE 1 This factor is a pure numerical ratio (generally higher than 1) and characterises in general terms the 
earthing conditions of a system as viewed from the stated location, independently of the actual operating values of 

the voltage at that location. The "earth fault factor" is the product of 3 and the "factor of earthing" which has 
been used in the past. 

NOTE 2 The earth fault factors are calculated from the phase-sequence impedance components of the system, as 
viewed from the selected location, using for any rotating machines the subtransient reactance. 

NOTE 3 If, for all credible system configurations, the zero-sequence reactance is less than three times the 
positive sequence reactance and if the zero-sequence resistance does not exceed the positive sequence 
reactance, the earth fault factor will not exceed 1,4. 

3.1.110 
ambient air temperature 
[IEV 441-11-13] 

3.1.111 
temperature rise (of a part of a circuit-breaker) 
difference between the temperature of the part and the ambient air temperature 

3.1.112 
single capacitor bank 
bank of shunt capacitors in which the inrush current is limited by the inductance of the supply 
system and the capacitance of the bank of capacitors being energised, there being no other 
capacitors connected in parallel to the system sufficiently close to increase the inrush current 
appreciably 

3.1.113 
multiple (parallel) capacitor bank 
back-to-back capacitor bank 
bank of shunt capacitors or capacitor assemblies each of them switched independently to the 
supply system, the inrush current of one unit being appreciably increased by the capacitors 
already connected to the supply 

3.1.114 
overvoltage (in a system) 
any voltage between one phase and earth or between phases having a peak value or values 
exceeding the corresponding peak of the highest voltage for equipment  
[IEV 604-03-09, modified] 

3.1.115 
out-of-phase conditions 
abnormal circuit conditions of loss or lack of synchronism between the parts of an electrical 
system on either side of a circuit-breaker in which, at the instant of operation of the circuit-
breaker, the phase angle between rotating vectors, representing the generated voltages on 
either side, exceeds the normal value and may be as much as 180° (phase opposition) 

3.1.116 
out-of-phase (as prefix to a characteristic quantity) 
qualifying term indicating that the characteristic quantity is applicable to operation of the 
circuit-breaker in out-of-phase conditions 

3.1.117 
unit test 
test made on a making or breaking unit or group of units at the making current or the breaking 
current, specified for the test on the complete pole of a circuit-breaker and at the appropriate 
fraction of the applied voltage, or the recovery voltage, specified for the test on the complete 
pole of the circuit-breaker 
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3.1.118 
loop 
part of the wave of the current embraced by two successive current zero crossings 
NOTE A distinction is made between a major loop and a minor loop depending on the time interval between two 
successive current zero crossings being longer or shorter than the half-period of the alternating component of the 
current. 

3.1.119 
short-line fault (SLF) 
short-circuit on an overhead line at a short, but significant, distance from the terminals of the 
circuit-breaker 
NOTE As a rule this distance is not more than a few kilometres. 

3.1.120 
power factor (of a circuit) 
ratio of the resistance to the impedance at power frequency of an equivalent circuit supposed 
to be formed by an inductance and a resistance in series 

3.1.121 
external insulation 
distances in air and the surfaces in contact with open air of solid insulation of the equipment, 
which are subject to dielectric stresses and to the effects of atmospheric and other external 
conditions such as pollution, humidity, vermin, etc.  
[IEV 604-03-02, modified] 

3.1.122 
internal insulation 
internal solid, liquid or gaseous parts of the insulation of equipment, which are protected from 
the effects of atmospheric and other external conditions  
[IEV 604-03-03] 

3.1.123 
self-restoring insulation 
insulation which completely recovers its insulating properties after a disruptive discharge  
[IEV 604-03-04] 

3.1.124 
non-self restoring insulation 
insulation which loses its insulating properties, or does not recover them completely, after a 
disruptive discharge  
[IEV 604-03-05] 

3.1.125 
disruptive discharge 
phenomenon associated with the failure of insulation under electric stress, in which the 
discharge completely bridges the insulation under test, reducing the voltage between the 
electrodes to zero or nearly to zero 
NOTE 1 This term applies to discharges in solid, liquid and gaseous dielectrics and to combinations of these. 

NOTE 2 A disruptive discharge in a solid dielectric produces permanent loss of dielectric strength (non-self-
restoring insulation); in a liquid or gaseous dielectric, the loss may be only temporary (self-restoring insulation). 

NOTE 3 The term "sparkover" is used when a disruptive discharge occurs in a gaseous or liquid dielectric. The 
term "flashover" is used when a disruptive discharge occurs over the surface of a solid dielectric in a gaseous or 
liquid medium. The term "puncture" is used when a disruptive discharge occurs through a solid dielectric. 
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3.1.126 
non-sustained disruptive discharge (NSDD) 
disruptive discharge between the contacts of a vacuum circuit-breaker during the power 
frequency recovery voltage period resulting in a high-frequency current flow which is related 
to stray capacitance near the interrupter 
NOTE Non-sustained disruptive discharges are interrupted after one or a few loops of the high-frequency current. 

3.1.127 
restrike performance 
expected probability of restrike during capacitive current interruption as demonstrated by 
specified type tests 
NOTE Specific numeric probabilities cannot be applied throughout a circuit-breaker service life. 

#3.1.128 
effectively earthed neutral system 
system earthed through a sufficiently low impedance such that for all system conditions the 
ratio of the zero-sequence reactance to the positive-sequence reactance (X0/X1) is positive 
and less than 3, and the ratio of the zero-sequence resistance to the positive-sequence 
reactance (R0/X1) is positive and less than 1. Normally such systems are solidly earthed 
(neutral) systems or low impedance earthed (neutral) systems 
NOTE  For the correct assessment of the earthing conditions not only the physical earthing conditions around the 
relevant location but the total system is to be considered. 

3.1.129 
non-effectively earthed neutral system 
system other than effectively earthed neutral system, not meeting the conditions given in 
3.1.128. Normally such systems are isolated neutral systems, high impedance earthed 
(neutral) systems or resonant earthed (neutral) systems 

NOTE  For the correct assessment of the earthing conditions not only the physical earthing conditions around the 
relevant location but the total system is to be considered.$ 

3.2 Assemblies 

No particular definitions. 

3.3 Parts of assemblies 

No particular definitions. 

3.4 Switching devices 

3.4.101 
switching device 
[IEV 441-14-01] 

3.4.102 
mechanical switching device 
[IEV 441-14-02] 

3.4.103 
circuit-breaker 
[IEV 441-14-20] 
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3.4.104 
dead tank circuit-breaker 
[IEV 441-14-25] 

3.4.105 
live tank circuit-breaker 
[IEV 441-14-26] 

3.4.106 
air circuit-breaker 
[IEV 441-14-27] 

3.4.107 
oil circuit-breaker 
[IEV 441-14-28] 

3.4.108 
vacuum circuit-breaker 
[IEV 441-14-29] 

3.4.109 
gas-blast circuit-breaker 
[IEV 441-14-30] 

3.4.110 
sulphur hexafluoride circuit-breaker 
SF6 circuit-breaker 
[IEV 441-14-31] 

3.4.111 
air-blast circuit-breaker 
[IEV 441-14-32] 

3.4.112 
circuit-breaker class E1 
circuit-breaker with basic electrical endurance not falling into the category of class E2 as 
defined in 3.4.113 

3.4.113 
circuit-breaker class E2 
circuit-breaker designed so as not to require maintenance of the interrupting parts of the main 
circuit during its expected operating life, and only minimal maintenance of its other parts 
(circuit-breaker with extended electrical endurance) 
NOTE 1 Minimal maintenance may include lubrication, replenishment of gas and cleaning of external surfaces, 
where applicable. 

NOTE 2 This definition is restricted to distribution circuit-breakers having a rated voltage above 1 kV, and up to 
and including 52 kV. See annex G for rationale behind introduction of class E2. 

3.4.114 
circuit-breaker class C1 
circuit-breaker with low probability of restrike during capacitive current breaking as 
demonstrated by specific type tests 
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3.4.115 
circuit-breaker class C2 
circuit-breaker with very low probability of restrike during capacitive current breaking as 
demonstrated by specific type tests 

3.4.116 
circuit-breaker class M1 
circuit-breaker with normal mechanical endurance (mechanically type tested for 2 000 
operations) not falling into the category of class M2 as defined in 3.4.117 

3.4.117 
circuit-breaker class M2 
frequently operated circuit-breaker for special service requirements and designed so as to 
require only limited maintenance as demonstrated by specific type tests (circuit-breaker with 
extended mechanical endurance, mechanically type tested for 10 000 operations) 
NOTE A combination of the different classes of circuit-breakers with regard to electrical endurance, mechanical 
endurance and the restrike probability during capacitive current breaking is possible. For the designation of 
these circuit-breakers the notation of the different classes are combined following an alphabetical order, for 
example C1-M2. 

3.4.118 
self-tripping circuit-breaker 
circuit-breaker which is tripped by a current in the main circuit without the aid of any form of 
auxiliary power 

#3.4.119 
cable system 
system in which the TRV during breaking of terminal fault at 100 % of short-circuit breaking 
current does not exceed the two-parameter envelope derived from Table 24 of this standard 
NOTE 1 This definition is restricted to systems of rated voltages higher than 1 kV and less than 100 kV. 

NOTE 2 Circuit-breakers of indoor substations with cable connection are generally in cable-systems.  

NOTE 3 A circuit-breaker in an outdoor substation is considered to be in a cable-system if the total length of 
cable (or equivalent length when capacitors are also present) connected on the supply side of the circuit-breaker is 
at least 100 m. However if in an actual case with an equivalent length of cable shorter than 100 m a calculation can 
show that the actual TRV is covered by the envelope defined from Table 24, then this system is considered as a 
cable system. 

NOTE 4 The capacitance of cable-systems on the supply side of circuit-breakers is provided by cables and/or 
capacitors and/or insulated bus. 

3.4.120 
line system 
system in which the TRV during breaking of terminal fault at 100 % of short-circuit breaking 
current is covered by the two-parameter envelope derived from Table 25 of this standard and 
exceeds the two-parameter envelope derived from Table 24 of this standard 
NOTE 1 This definition is restricted to systems of rated voltages equal to or higher than 15 kV and less than 
100 kV. 

NOTE 2 In line-systems, no cable is connected on the supply side of the circuit-breaker, with the possible 
exception of a total length of cable less than 100 m between the circuit-breaker and the supply transformer(s). 

NOTE 3 Systems with overhead lines directly connected to a busbar (without intervening cable connections) are 
typical examples of line-systems. 

3.4.121 
circuit-breaker class S1 
circuit-breaker intended to be used in a cable system$ 
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#3.4.122 
circuit-breaker class S2 
circuit-breaker intended to be used in a line-system, or in a cable-system with direct 
connection (without cable) to overhead lines$ 

3.5 Parts of circuit-breakers  

3.5.101 
pole 
[IEV 441-15-01]  

3.5.102 
main circuit 
[IEV 441-15-02] 

3.5.103 
control circuit 
[IEV 441-15-03] 

3.5.104 
auxiliary circuit 
[IEV 441-15-04] 

3.5.105 
contact 
[IEV 441-15-05] 

3.5.106 
contact piece 
[IEV 441-15-06] 

3.5.107 
main contact 
[IEV 441-15-07] 

3.5.108 
arcing contact 
[IEV 441-15-08] 

3.5.109 
control contact 
[IEV 441-15-09] 

3.5.110 
auxiliary contact 
[IEV 441-15-10] 

3.5.111 
auxiliary switch 
[IEV 441-15-11] 

3.5.112 
“a” contact; 
make contact 
[IEV 441-15-12] 
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3.5.113 
“b” contact; 
break contact 
[IEV 441-15-13] 

3.5.114 
sliding contact 
[IEV 441-15-15] 

3.5.115 
rolling contact 
[IEV 441-15-16] 

3.5.116 
release 
[IEV 441-15-17] 

3.5.117 
arc control device 
[IEV 441-15-18] 

3.5.118 
position indicating device 
[IEV 441-15-25] 

3.5.119 
connection (bolted or equivalent) 
two or more conductors designed to ensure permanent circuit continuity when forced together 
by means of screws, bolts or the equivalent 

3.5.120 
terminal 
component provided for the connection of a device to external conductors  
[IEV 151-01-03] 

3.5.121 
making (or breaking) unit 
part of a circuit-breaker which in itself acts as a circuit-breaker and which, in series with one 
or more identical and simultaneously operated making or breaking units, forms the complete 
circuit-breaker 
NOTE 1 Making units and breaking units may be separate or combined. Each unit may have several contacts. 

NOTE 2 The means controlling the voltage distribution between units may differ from unit to unit. 

3.5.122 
module 
assembly which generally comprises making or breaking units, post-insulators and 
mechanical parts and which is mechanically and electrically connected to other identical 
assemblies to form a pole of a circuit-breaker 

3.5.123 
enclosure 
part of switchgear and controlgear providing a specified degree of protection (see IEC 60529) 
of equipment against external influences and a specified degree of protection against 
approach to or contact with live parts and against contact with moving parts  
[IEV 441-13-01, modified] 
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3.6 Operation 

3.6.101 
operation 
[IEV 441-16-01] 

3.6.102 
operating cycle 
[IEV 441-16-02] 

3.6.103 
operating sequence 
[IEV 441-16-03] 

3.6.104 
closing operation 
[IEV 441-16-08] 

3.6.105 
opening operation 
[IEV 441-16-09] 

3.6.106 
auto-reclosing 
[IEV 441-16-10] 

3.6.107 
positive opening operation 
[IEV 441-16-11] 

3.6.108 
positively driven operation 
[IEV 441-16-12] 

3.6.109 
dependent manual operation 
[IEV 441-16-13] 

3.6.110 
dependent power operation 
[IEV 441-16-14] 

3.6.111 
stored energy operation 
operation by means of energy stored in the mechanism itself prior to the switching operation 
and sufficient to complete the specified operating sequence under predetermined conditions 

3.6.112 
independent manual operation 
[IEV 441-16-16] 

3.6.113 
closed position 
[IEV 441-16-22] 
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3.6.114 
open position 
[IEV 441-16-23] 

3.6.115 
instantaneous release 
[IEV 441-16-32] 

3.6.116 
making-current release 
release which permits a circuit-breaker to open, without any intentional time delay, during a 
closing operation, if the making current exceeds a predetermined value, and which is 
rendered inoperative when the circuit-breaker is in the closed position 

3.6.117 
over-current release 
[IEV 441-16-33] 

3.6.118 
definite time-delay over-current release 
[IEV 441-16-34] 

3.6.119 
inverse time-delay over-current release 
[IEV 441-16-35] 

3.6.120 
direct over-current release 
[IEV 441-16-36] 

3.6.121 
indirect over-current release 
[IEV 441-16-37] 

3.6.122 
shunt release 
[IEV 441-16-41] 

3.6.123 
under-voltage release 
[IEV 441-16-42] 

3.6.124 
reverse current release (d.c. only) 
[IEV 441-16-43] 

3.6.125 
operating current (of an over-current release) 
[IEV 441-16-45] 

3.6.126 
current setting (of an over-current release) 
[IEV 441-16-46] 

3.6.127 
current setting range (of an over-current release) 
[IEV 441-16-47] 
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3.6.128 
anti-pumping device 
[IEV 441-16-48] 

3.6.129 
interlocking device 
[IEV 441-16-49] 

3.6.130 
circuit-breaker with lock-out preventing closing 
[IEV 441-14-23] 

3.7 Characteristic quantities 

Figures 1 to 7 illustrate some definitions of this subclause. 

Time quantities, see definitions 3.7.133 to 3.7.147, are expressed in milliseconds or in cycles. 
When expressed in cycles, the power frequency should be stated in brackets. In the case of 
circuit-breakers incorporating switching resistors, a distinction is made, where applicable, 
between time quantities associated with the contacts switching the full current and the 
contacts switching the current limited by switching resistors. 

Unless otherwise stated, the time quantities referred to are associated with the contacts 
switching the full current. 

3.7.101 
rated value 
quantity value assigned, generally by a manufacturer, for a specified operating condition of 
component, device or equipment  
[IEV 151-04-03] 

3.7.102 
prospective current (of a circuit and with respect to a switching device or a fuse) 
[IEV 441-17-01] 

3.7.103 
prospective peak current 
peak value of the first major loop of the prospective current during the transient period 
following initiation 
NOTE The definition assumes that the current is made by an ideal circuit-breaker, i.e. with instantaneous and 
simultaneous transition of its impedance across the terminals of each pole from infinity to zero. The peak value 
may differ from one pole to another; it depends on the instant of current initiation relative to the voltage wave 
across the terminals of each pole. 

3.7.104 
peak current 
peak value of the first major loop of current during the transient period following initiation 

3.7.105 
prospective symmetrical current (of an a.c. circuit) 
[IEV 441-17-03] 

3.7.106 
maximum prospective peak current (of an a.c. circuit) 
[IEV 441-17-04] 
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3.7.107 
prospective making current (for a pole of a switching device) 
[IEV 441-17-05] 

3.7.108 
(peak) making current 
peak value of the first major loop of the current in a pole of a circuit-breaker during the 
transient period following the initiation of current during a making operation 
NOTE 1 The peak value may differ from one pole to another and from one operation to another as it depends on 
the instant of current initiation relative to the wave of the applied voltage. 

NOTE 2 Where, for a polyphase circuit, a single value of (peak) making current is referred to, this is, unless 
otherwise stated, the highest value in any phase. 

3.7.109 
prospective breaking current (for a pole of a switching device) 
prospective current evaluated at the instant corresponding to the initiation of the arc during 
breaking process 

3.7.110 
breaking current 
[IEV 441-17-07] 

3.7.111 
critical (breaking) current 
value of breaking current, less than rated short-circuit breaking current, at which the arcing 
time is a maximum and is significantly longer than at the rated short-circuit breaking current. It 
will be assumed that this is the case if the minimum arcing times in any of the test-duties T10, 
T30 or T60 is one half-cycle or more longer than the minimum arcing times in the adjacent 
test-duties 

3.7.112 
breaking capacity 
[IEV 441-17-08] 

3.7.113 
line-charging (line off-load) breaking capacity 
breaking capacity for which the specified conditions of use and behaviour include the opening 
of an overhead line operating at no-load 

3.7.114 
cable-charging (cable off-load) breaking capacity 
breaking capacity for which the specified conditions of use and behaviour include the opening 
of an insulated cable operating at no-load 

3.7.115 
capacitor bank breaking capacity 
breaking capacity for which the specified conditions of use and behaviour include the opening 
of a capacitor bank 

3.7.116 
making capacity 
[IEV 441-17-09] 

3.7.117 
capacitor bank inrush making capacity 
making capacity for which the specified conditions of use and behaviour include the closing 
onto a capacitor bank 
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3.7.118 
out-of-phase (making or breaking) capacity 
making or breaking capacity for which the specified conditions of use and behaviour include 
the loss or the lack of synchronism between the parts of an electrical system on either side of 
the circuit-breaker 

3.7.119 
short-circuit making capacity 
[IEV 441-17-10] 

3.7.120 
short-circuit breaking capacity 
[IEV 441-17-11] 

3.7.121 
short-time withstand current 
[IEV 441-17-17] 

3.7.122 
peak withstand current 
[IEV 441-17-18] 

3.7.123 
applied voltage 
[IEV 441-17-24] 

3.7.124 
recovery voltage 
[IEV 441-17-25] 

3.7.125 
transient recovery voltage (TRV) 
[IEV 441-17-26] 

3.7.126 
prospective transient recovery voltage (of a circuit) 
[IEV 441-17-29] 

3.7.127 
power frequency recovery voltage 
[IEV 441-17-27] 

3.7.128 
peak arc voltage 
[IEV 441-17-30] 

3.7.129 
clearance 
[IEV 441-17-31] 

3.7.130 
clearance between poles 
[IEV 441-17-32] 
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3.7.131 
clearance to earth 
[IEV 441-17-33] 

3.7.132 
clearance between open contacts 
[IEV 441-17-34] 

3.7.133 
opening time 
opening time of a circuit-breaker defined according to the tripping method as stated below and 
with any time delay device forming an integral part of the circuit-breaker adjusted to its 
minimum setting: 
a) for a circuit-breaker tripped by any form of auxiliary power, the opening time is the interval 

of time between the instant of energising the opening release, the circuit-breaker being in 
the closed position, and the instant when the arcing contacts have separated in all poles; 

b) for a self-tripping circuit-breaker, the opening time is the interval of time between the 
instant at which, the circuit-breaker being in the closed position, the current in the main 
circuit reaches the operating value of the overcurrent release and the instant when the 
arcing contacts have separated in all poles. 

NOTE 1 The opening time may vary with the breaking current. 

NOTE 2 For circuit-breakers with more than one interrupting unit per pole, the instant when the arcing contacts 
have separated in all poles is determined as the instant of contact separation in the first unit of the last pole. 

NOTE 3 The opening time includes the operating time of any auxiliary equipment necessary to open the circuit-
breaker and forming an integral part of the circuit-breaker. 

3.7.134 
arcing time (of a multipole switching device) 
interval of time between the instant of the first initiation of an arc and the instant of final arc 
extinction in all poles  
[IEV 441-17-38] 

3.7.135 
break time 
interval of time between the beginning of the opening time of a mechanical switching device 
and the end of the arcing time  
[IEV 441-17-39, modified] 

3.7.136 
closing time 
interval of time between energising the closing circuit, the circuit-breaker being in the open 
position, and the instant when the contacts touch in all poles 
NOTE The closing time includes the operating time of any auxiliary equipment necessary to close the circuit-
breaker and forming an integral part of the circuit-breaker. 

3.7.137 
make time 
interval of time between energising the closing circuit, the circuit-breaker being in the open 
position, and the instant when the current begins to flow in the first pole  
[IEV 441-17-40, modified] 
NOTE 1 The make time includes the operating time of any auxiliary equipment necessary to close the circuit-
breaker and forming an integral part of the circuit-breaker. 

NOTE 2 The make time may vary, e.g. due to the variation of the pre-arcing time. 
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3.7.138 
pre-arcing time 
interval of time between the initiation of current flow in the first pole during a closing operation 
and the instant when the contacts touch in all poles for three-phase conditions and the instant 
when the contacts touch in the arcing pole for single-phase conditions 
NOTE 1 The pre-arcing time depends on the instantaneous value of the applied voltage during a specific closing 
operation and therefore may vary considerably. 

NOTE 2 This definition for pre-arcing time for a circuit-breaker should not be confused with the definition for pre-
arcing time for a fuse. 

3.7.139 
open-close time (during auto-reclosing) 
interval of time between the instant when the arcing contacts have separated in all poles and 
the instant when the contacts touch in the first pole during a reclosing cycle 

3.7.140 
dead time (during auto-reclosing) 
interval of time between final arc extinction in all poles in the opening operation and the first 
re-establishment of current in any pole in the subsequent closing operation 
NOTE The dead time may vary, e.g. due to the variation of the pre-arcing time. 

3.7.141 
reclosing time 
interval of time between the beginning of the opening time and the instant when the contacts 
touch in all poles during a reclosing cycle 

3.7.142 
re-make time (during reclosing) 
interval of time between the beginning of the opening time and the first re-establishment of 
current in any pole in the subsequent closing operation 
NOTE The re-make time may vary, e.g. due to the variation of the pre-arcing time. 

3.7.143 
close-open time 
interval of time between the instant when the contacts touch in the first pole during a closing 
operation and the instant when the arcing contacts have separated in all poles during the 
subsequent opening operation  
[IEV 441-17-42, modified] 
NOTE Unless otherwise stated, it is assumed that the opening release incorporated in the circuit-breaker is 
energised at the instant when the contacts touch in the first pole during closing. This represents the minimum 
close-open time. 

3.7.144 
make-break time 
interval of time between the initiation of current flow in the first pole during a closing operation 
and the end of the arcing time during the subsequent opening operation 
NOTE 1 Unless otherwise stated, it is assumed that the opening release of the circuit-breaker is energised one 
half-cycle after current begins to flow in the main circuit during making. It should be noted that the use of relays 
with shorter operating time may subject the circuit-breaker to asymmetrical currents that are in excess of those 
provided for in 6.106.5. 

NOTE 2 The make-break time may vary due to the variation of the pre-arcing time. 
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3.7.145 
pre-insertion time 
interval of time during a closing operation in any one pole between the instant of contact 
touch in the closing resistor element and the instant of contact touch in the main breaking unit 
of that pole 
NOTE For circuit-breakers having series connected breaking units, the pre-insertion time is defined as the interval 
of time between the instant of the last contact touch in any closing resistor element and the instant of the last 
contact touch in any main breaking unit. 

3.7.146 
minimum trip duration 
minimum time the auxiliary power is applied to the opening release to ensure complete 
opening of the circuit-breaker 

3.7.147 
minimum close duration 
minimum time the auxiliary power is applied to the closing device to ensure complete closing 
of the circuit-breaker 

3.7.148 
re-ignition (of an a.c. mechanical switching device) 
[IEV 441-17-45] 

3.7.149 
restrike (of an a.c. mechanical switching device) 
[IEV 441-17-46] 

3.7.150 
normal current  
current which the main circuit of a circuit-breaker is capable of carrying continuously under 
specified conditions of use and behaviour 

3.7.151 
peak factor (of the line transient voltage) 
ratio between the maximum excursion and the initial value of the line transient voltage to 
earth of a phase of an overhead line after the breaking of a short-line fault current 
NOTE The initial value of the transient voltage corresponds to the instant of arc extinction in the pole considered. 

3.7.152 
first-pole-to-clear factor (in a three-phase system) 
when interrupting any symmetrical three-phase current the first-pole-to-clear factor is the ratio 
of the power frequency voltage across the interrupting pole before current interruption in the 
other poles, to the power frequency voltage occurring across the pole or the poles after 
interruption in all three poles 

3.7.153 
amplitude factor 
ratio between the maximum excursion of the transient recovery voltage to the crest value of 
the power frequency recovery voltage  

3.7.154 
insulation level 
for a circuit-breaker, a characteristic defined by one or two values indicating the insulation 
withstand voltages  
[IEV 604-03-47, modified] 
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3.7.155 
power frequency withstand voltage 
r.m.s. value of sinusoidal power frequency voltage that the circuit-breaker can withstand 
during tests made under specified conditions and for a specified time  
[IEV 604-03-40, modified] 

3.7.156 
impulse withstand voltage 
peak value of the standard impulse voltage wave which the insulation of the circuit-breaker 
withstands under specified test conditions 
NOTE Depending on the shape of wave, the term may be qualified as "switching impulse withstand voltage" or 
"lightning impulse withstand voltage". 

3.7.157 
minimum functional pressure for operation 
pressure, referred to the standard atmospheric air conditions of +20 °C and 101,3 kPa, which 
may be expressed in relative or absolute terms, at which and above which rated 
characteristics of a circuit-breaker are maintained and at which a replenishment of the 
operating device becomes necessary 
NOTE This pressure is often designated as interlocking pressure (refer to 3.6.4.6 of IEC 60694). 

3.7.158 
minimum functional pressure for interruption and insulation 
pressure for interruption and for insulation, referred to the standard atmospheric air conditions 
of +20 °C and 101,3 kPa, which may be expressed in relative or absolute terms, at which and 
above which rated characteristics of a circuit-breaker are maintained and at which a 
replenishment of the interrupting and/or insulating fluid becomes necessary 
NOTE 1 See also 3.6.4.5 of IEC 60694. 

NOTE 2 For circuit-breakers with a sealed pressure system (also termed sealed-for-life), the minimum functional 
pressure for interruption is the one at which the rated characteristics of the circuit-breaker are maintained taking 
into account the pressure drop at the end of the expected operating life. 

3.8 Index of definitions 
A 

"a" contact, make contact 3.5.112 
Air-blast circuit-breaker 3.4.111 
Air circuit-breaker 3.4.106 
Ambient air temperature 3.1.110 
Amplitude factor 3.7.153 
Anti-pumping device 3.6.128  
Applied voltage 3.7.123  
Arcing contact 3.5.108 
Arcing time 3.7.134 
Arc control device 3.5.117 
Arc-suppression-coil-earth (neutral) system 3.1.108 
Auto-reclosing 3.6.106  
Auxiliary circuit 3.5.104 
Auxiliary contact 3.5.110 
Auxiliary switch 3.5.111 

B 
Back-to-back capacitor bank 3.1.113 
"b" contact, break contact 3.5.113  
Break contact 3.5.113 
Breaking capacity 3.7.112 
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Breaking current 3.7.110 
Breaking unit 3.5.121 
Break-time 3.7.135 

C 
Cable-charging (cable off-load) breaking capacity 3.7.114 
Cable off-load breaking capacity 3.7.114 
#Cable system 3.4.119$ 
Capacitor bank breaking capacity 3.7.115  
Capacitor bank inrush making capacity  3.7.117 
Circuit-breaker 3.4.103  
Circuit-breaker class C1 3.4.114 
Circuit-breaker class C2 3.4.115 
Circuit-breaker class E1 3.4.112 
Circuit-breaker class E2 3.4.113 
Circuit-breaker class M1 3.4.116 
Circuit-breaker class M2 3.4.117 
#Circuit-breaker class S1 3.4.121 
Circuit-breaker class S2 3.4.122$ 
Circuit-breaker with lock-out preventing closing 3.6.130 
Clearance 3.7.129 
Clearance between open contacts 3.7.132 
Clearance between poles 3.7.130  
Clearance to earth 3.7.131  
Closed position 3.6.113  
Close-open time 3.7.143 
Closing operation 3.6.104  
Closing time 3.7.136  
Connection (bolted or the equivalent) 3.5.119  
Contact 3.5.105  
Contact piece 3.5.106  
Control circuit 3.5.103 
Control contact 3.5.109  
Critical (breaking) current 3.7.111 
Current setting (of an over-current release) 3.6.126 
Current setting range (of an over-current release) 3.6.127 

D 
Dead tank circuit-breaker 3.4.104  
Dead time (during auto-reclosing) 3.7.140  
Definite time-delay over-current release 3.6.118 
Dependent manual operation 3.6.109 
Dependent power operation 3.6.110 
Direct over-current release 3.6.120 
Disruptive discharge 3.1.125 

E 
Earth fault factor 3.1.109 
#Effectively earthed neutral system 3.1.128$ 
Enclosure 3.5.123 
External insulation 3.1.121 

F 
First-pole-to-clear factor (in a three-phase system) 3.7.152 
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G 
Gas-blast circuit-breaker 3.4.109 

I 
Impedance earthed (neutral) system 3.1.107 
Impulse withstand voltage 3.7.156 
Independent manual operation 3.6.112 
Indirect over-current release 3.6.121 
Indoor switchgear and controlgear 3.1.102 
Instantaneous release 3.6.115 
Insulation level 3.7.154 
Interlocking device 3.6.129 
Internal insulation 3.1.122 
Inverse time-delay over-current release 3.6.119 
Isolated neutral system 3.1.105 

L 
Line-charging (line off-load) breaking capacity 3.7.113 
Line off-load breaking capacity 3.7.113 
#Line system 3.4.120$ 
Live tank circuit-breaker 3.4.105 
Loop 3.1.118 

M 
Main circuit 3.5.102 
Main contact 3.5.107 
Make-break time 3.7.144 
Make contact 3.5.112 
Make-time 3.7.137 
Making capacity 3.7.116 
(Peak) Making current 3.7.108 
Making-current release 3.6.116 
Making unit 3.5.121 
Maximum prospective peak current (of an a.c. circuit) 3.7.106 
Mechanical switching device 3.4.102 
Minimum close duration 3.7.147  
Minimum functional pressure for interruption and insulation 3.7.158 
Minimum functional pressure for operation 3.7.157 
Minimum trip duration 3.7.146  
Module 3.5.122  
Multiple (parallel) capacitor bank 3.1.113 

N 
#Non-effectively earthed neutral system 3.1.129$ 
Non-self-restoring insulation 3.1.124  
Non-sustained disruptive discharge (NSDD) 3.1.126 
Normal current 3.7.150  
NSDD 3.1.126 
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O 
Oil circuit-breaker 3.4.107 
Open-close time (during auto-reclosing) 3.7.139  
Opening operation 3.6.105  
Opening time 3.7.133 
Open position 3.6.114 
Operating current (of an over-current release) 3.6.125 
Operating cycle 3.6.102  
Operating sequence 3.6.103  
Operation 3.6.101  
Outdoor switchgear and controlgear 3.1.103  
Out-of-phase (as prefix to a characteristic quantity) 3.1.116  
Out-of-phase (making or breaking) capacity 3.7.118 
Out-of-phase conditions 3.1.115  
Over-current release 3.6.117  
Overvoltage (in a system) 3.1.114 

P 
Parallel capacitor bank 3.1.113 
Peak arc voltage 3.7.128  
Peak current 3.7.104 
Peak factor (of the line transient voltage) 3.7.151 
(Peak) making current 3.7.108 
Peak withstand current 3.7.122 
Pole 3.5.101 
Position indicating device 3.5.118  
Positively driven operation 3.6.108 
Positive opening operation 3.6.107  
Power factor (of a circuit) 3.1.120  
Power frequency recovery voltage 3.7.127  
Power frequency withstand voltage  3.7.155  
Pre-arcing time 3.7.138 
Pre-insertion time 3.7.145 
Prospective breaking current (for a pole of a circuit-breaker) 3.7.109 
Prospective current (of a circuit and with respect to a switching device or a fuse) 3.7.102 
Prospective making current (of an a.c. circuit) 3.7.107 
Prospective peak current 3.7.103 
Prospective symmetrical current (of an a.c. circuit) 3.7.105 
Prospective transient recovery voltage (of a circuit) 3.7.126 

R 
Rated value 3.7.101 
Reclosing time 3.7.141 
Recovery voltage 3.7.124 
Re-ignition (of an a.c. mechanical switching device) 3.7.148 
Re-make time (during reclosing) 3.7.142 
Release 3.5.116 
Resonant earthed (neutral) system 3.1.108 
Restrike (of an a.c. mechanical switching device) 3.7.149 
Restrike performance 3.1.127 
Reverse current release (d.c. only) 3.6.124 
Rolling contact 3.5.115 
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S 
Self-restoring insulation 3.1.123 
Self-tripping circuit-breaker 3.4.118 
SF6 circuit-breaker 3.4.110 
Short-circuit current 3.1.104 
Short-circuit breaking capacity 3.7.120 
Short-circuit making capacity 3.7.119 
Short-line fault 3.1.119 
Short-time withstand current 3.7.121 
Shunt release 3.6.122 
Single capacitor bank 3.1.112 
Sliding contact 3.5.114 
Solidly earthed (neutral) system 3.1.106 
Stored energy operation 3.6.111 
Sulphur hexafluoride circuit-breaker 3.4.110 
Switchgear and controlgear 3.1.101 
Switching device 3.4.101 

T 
Temperature rise (of a part of a circuit-breaker) 3.1.111 
Terminal 3.5.120 
Transient recovery voltage (TRV) 3.7.125 
TRV 3.7.125 

U 
Under-voltage release 3.6.123 
(Making or breaking) Unit 3.5.121 
Unit test 3.1.117 

V 
Vacuum circuit-breaker 3.4.108 

4 Ratings 

The characteristics of a circuit-breaker, including its operating devices and auxiliary 
equipment, that shall be used to determine the ratings are the following: 

Rated characteristics to be given for all circuit-breakers 
a) rated voltage; 
b) rated insulation level; 
c) rated frequency; 
d) rated normal current; 
e) rated short-time withstand current; 
f) rated peak withstand current; 
g) rated duration of short-circuit; 
h) rated supply voltage of closing and opening devices and of auxiliary circuits; 
i) rated supply frequency of closing and opening devices and of auxiliary circuits; 
j) rated pressures of compressed gas supply and/or of hydraulic supply for operation, 

interruption and insulation, as applicable; 
k) rated short-circuit breaking current; 
l) transient recovery voltage related to the rated short-circuit breaking current;  
m) rated short-circuit making current; 
n) rated operating sequence; 
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o) rated time quantities. 
Rated characteristics to be given in the specific cases indicated below 
p) #characteristics for short-line faults related to the rated short-circuit breaking current, for 

circuit-breakers designed for direct connection to overhead  lines, irrespective of the type 
of network on the source side, and rated at 15 kV and above and at more than 12,5 kA 
rated short-circuit breaking current;$ 

q) rated line-charging breaking current, for three-pole circuit-breakers intended for switching 
over-head transmission lines (mandatory for circuit-breakers of rated voltages equal to or 
greater than 72,5 kV. 

r) rated cable-charging breaking current, for three-pole circuit-breakers intended for 
switching cables (mandatory for circuit-breakers of rated voltages equal to or less than 
52 kV). 

Rated characteristics to be given on request 
s) rated out-of-phase making and breaking current; 
t) rated single capacitor bank breaking current; 
u) rated back-to-back capacitor bank breaking current; 
v) rated capacitor bank inrush making current; 
w) rated back-to-back capacitor bank inrush making current. 

The rated characteristics of the circuit-breaker are referred to the rated operating sequence. 

4.1 Rated voltage (Ur) 

Subclause 4.1 of IEC 60694 is applicable. 

4.2 Rated insulation level 

Subclause 4.2 of IEC 60694 is applicable with the following addition: 

The standard values of rated withstand voltages across the open circuit-breaker are given in 
tables 1a, 1b, 2a and 2b of IEC 60694. 

However, for circuit-breakers intended for use in synchronising operations simultaneously with 
a substantial transient or temporary overvoltage, the insulation of a standard circuit-breaker 
may be insufficient. In such cases it is suggested either to use a standard circuit-breaker 
having a higher rated voltage or to use a special circuit-breaker, increasing the severity of the 
test with the circuit-breaker open. In this last case the rated power frequency withstand 
voltage across the isolating distance according to columns (3) of the tables mentioned above 
shall be applied across the open circuit-breaker. The transient overvoltage stress is taken into 
account by the testing method given in 6.2.7.2. For circuit-breakers having a rated voltage 
equal to or higher than 300 kV, the standard value of rated power frequency withstand voltage 
and the rated switching impulse withstand voltage across the open switching device are 
respectively given in columns (3) and (6) of tables 2a and 2b of IEC 60694.  

When, for single-phase capacitive current switching tests a test voltage factor of 1,4 is 
specified, the insulation across the open terminals of the circuit-breaker may be insufficient. 
In such cases, the value of rated short-duration power-frequency withstand voltage across the 
open switching device may be increased to 2,8 Ur/√3. 
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4.3 Rated frequency (fr) 

Subclause 4.3 of IEC 60694 is applicable with the following addition: 

The standard values for the rated frequency of high voltage circuit-breakers are 50 Hz and 
60 Hz. 

4.4 Rated normal current (Ir) and temperature rise 

Subclause 4.4 of IEC 60694 is applicable. 

If the circuit-breaker is fitted with a series connected accessory, such as a direct over-current 
release, the rated normal current of the accessory is the r.m.s. value of the current which the 
accessory shall be able to carry continuously without deterioration at its rated frequency, with 
a temperature rise not exceeding the values specified in table 3 of IEC 60694. 

4.5 Rated short-time withstand current (Ik) 

Subclause 4.5 of IEC 60694 is applicable with the following addition: 

The rated short-time withstand current is equal to the rated short-circuit breaking current 
(see 4.101). 

4.6 Rated peak withstand current (Ip) 

Subclause 4.6 of IEC 60694 is applicable with the following addition: 

The rated peak withstand current is equal to the rated short-circuit making current 
(see 4.103). 

4.7 Rated duration of short circuit (tk) 

Subclause 4.7 of IEC 60694 is applicable with the following addition: 

A rated duration of a short-circuit need not be assigned to a self-tripping circuit-breaker 
provided that the following applies. When connected in a circuit the prospective breaking 
current of which is equal to its rated short-circuit breaking current, the circuit-breaker shall be 
capable of carrying the resulting current for the break-time required. This break time is that 
required by the circuit-breaker with the overcurrent release set for the maximum time lag 
when operating in accordance with its rated operating sequence. 

NOTE Direct overcurrent releases include integrated tripping systems. 

4.8 Rated supply voltage of closing and opening devices and of auxiliary 
and control circuits (Ua) 

Subclause 4.8 of IEC 60694 is applicable. 

4.9 Rated supply frequency of closing and opening devices and auxiliary circuits 

Subclause 4.9 of IEC 60694 is applicable. 
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4.10 Rated pressures of compressed gas supply for insulation, operation 
and/or interruption 

Subclause 4.10 of IEC 60694 is applicable. 

4.101 Rated short-circuit breaking current (Isc) 

The rated short-circuit breaking current is the highest short-circuit current which the circuit-
breaker shall be capable of breaking under the conditions of use and behaviour prescribed in 
this standard. Such a current is found in a circuit having a power-frequency recovery voltage 
corresponding to the rated voltage of the circuit-breaker and having a transient recovery 
voltage equal to the value specified in 4.102. For three-pole circuit-breakers, the a.c. 
component relates to a three-phase short-circuit. Where applicable, the provisions of 4.105 
concerning short-line faults shall be taken into account. 

The rated short-circuit breaking current is characterised by two values: 

– the r.m.s. value of its a.c. component; 
– the percentage d.c. component. 

NOTE If the d.c. component does not exceed 20 %, the rated short-circuit breaking current is characterised only 
by the r.m.s. value of its a.c. component. 

For determination of the a.c. and d.c. components, see figure 8. 

The circuit-breaker shall be capable of breaking any short-circuit current up to its rated short-
circuit breaking current containing any a.c. component up to the rated value and, associated 
with it, any percentage d.c. component up to that specified, under the conditions mentioned 
above. 

The following applies to a standard circuit-breaker: 

a) at voltages below and equal to the rated voltage, it shall be capable of breaking its rated 
short-circuit breaking current; 

b) at voltages above the rated voltage, no short-circuit breaking current is guaranteed except 
to the extent provided for in 4.106. 

4.101.1 AC component of the rated short-circuit breaking current 

The standard value of the a.c. component of the rated short-circuit breaking current shall be 
selected from the R10 series specified in IEC 60059. 

NOTE The R10 series comprises the numbers 1 – 1,25 – 1,6 – 2 – 2,5 – 3,15 – 4 – 5 – 6,3 – 8 and their products 
by 10n. 
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4.101.2 DC component of the rated short-circuit breaking current 

The value of the percentage d.c. component shall be determined as follows: 

– for a self-tripping circuit-breaker, the percentage d.c. component shall correspond to a 
time interval equal to the minimum opening time of the first opening pole Top of the circuit-
breaker. Time Tr in the formula below is to be set to 0 ms; 

– for a circuit-breaker which is tripped solely by any form of auxiliary power, the percentage 
d.c. component shall correspond to a time interval equal to the minimum opening time of 
the first opening pole Top of the circuit-breaker plus one half-cycle of rated frequency (Tr). 

The minimum opening time mentioned above is that specified by the manufacturer. 

NOTE 1 The minimum opening time is the shortest opening time, which is expected by the manufacturer to cover 
the entire population of the circuit-breaker concerned under any operational conditions when breaking 
asymmetrical currents in accordance with this standard (terminal fault test-duty T100a). It should be chosen in 
such a manner that the d.c. component applied in test-duty T100a, which is based on this minimum opening time 
among others, is so large, that each circuit-breaker manufactured in the product life time will be covered by this 
test.  

The percentage value of the dc component ( % dc) can be derived from figure 9 and is based 
on the time interval (Top + Tr) and the time constant τ using the formula: 

τ
rop

dc %
TT

e
+

−
×= 100  

The graphs of the d.c. component against time given in figure 9 are based on: 

a) standard time constant of 45 ms; 
b) special case time constants, related to the rated voltage of the circuit-breaker: 

– 120 ms for rated voltages up to and including 52 kV; 
– 60 ms for rated voltages from 72,5 kV up to and including 420 kV; 
– 75 ms for rated voltages 550 kV and above. 

These special case time constant values recognise that the standard value may be 
inadequate in some systems. They are provided as unified values for such special system 
needs, taking into account the characteristics of the different ranges of rated voltage, for 
example their particular system structures, design of lines, etc.  

NOTE 2 In addition, some applications may require even higher values, for example if a circuit-breaker is close to 
a generator. In these circumstances, the required d.c. component and any additional test requirements should be 
specified in the enquiry. 

NOTE 3 More detailed information on the use of the standard time constant and the special case time constants is 
given in the explanatory note in I.2.1. 

4.102 Transient recovery voltage related to the rated short-circuit breaking current  

The transient recovery voltage (TRV) related to the rated short-circuit breaking current in 
accordance with 4.101, is the reference voltage which constitutes the limit of the prospective 
transient recovery voltage of circuits which the circuit-breaker shall be capable of 
withstanding under fault conditions. 
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4.102.1 Representation of TRV waves 

The waveform of transient recovery voltages varies according to the arrangement of actual 
circuits. 

In some cases, particularly in systems with a voltage 100 kV and above, and where the short-
circuit currents are relatively large in relation to the maximum short-circuit current at the point 
under consideration, the transient recovery voltage contains first a period of high rate of rise, 
followed by a later period of lower rate of rise. This waveform is generally adequately 
represented by an envelope consisting of three line segments defined by means of four 
parameters. Methods of drawing TRV envelopes are given in annex E. 

In other cases, particularly in systems with a voltage less than 100 kV, or in systems with a 
voltage greater than 100 kV in conditions where the short-circuit currents are relatively small 
in relation to the maximum short-circuit currents and fed through transformers, the transient 
recovery voltage approximates to a damped single frequency oscillation. This waveform is 
adequately represented by an envelope consisting of two line segments defined by means of 
two parameters. Methods of drawing TRV envelopes are given in annex E. 

Such a representation in terms of two parameters is a special case of representation in terms 
of four parameters. 

The influence of local capacitance on the source side of the circuit-breaker produces a slower 
rate of rise of the voltage during the first few microseconds of the TRV. This is taken into 
account by introducing a time delay. 

It appears that every part of the TRV wave may influence the interrupting capability of a 
circuit-breaker. The very beginning of the TRV may be of importance for some types of circuit-
breakers. This part of the TRV, called initial TRV (ITRV), is caused by the initial oscillation of 
small amplitude due to reflections from the first major discontinuity along the busbar. The 
ITRV is mainly determined by the busbar and line bay configuration of the substation. The 
ITRV is a physical phenomenon which is very similar to the short-line fault. Compared with the 
short-line fault, the first voltage peak is rather low, but the time to the first peak is extremely 
short, that is, within the first microseconds after current zero. Therefore the thermal mode of 
interruption may be influenced. 

If the circuit-breaker has a short-line fault rating, the ITRV requirements are considered to be 
covered if the short-line fault tests are carried out using a line with insignificant time delay 
(see 6.104.5.2 and 6.109.3) unless both terminals are not identical from an electrical point of 
view (for instance when an additional capacitance is used as mentioned in note 4 of 6.109.3). 
In this case test circuits, which produce an equivalent TRV stress across the circuit-breaker 
may be used as an alternative. 

Since the ITRV is proportional to the busbar surge impedance and to the current, the ITRV 
requirements can be neglected for all circuit-breakers with a rated short-circuit breaking 
current of less than 25 kA and for circuit-breakers with a rated voltage below 100 kV. In 
addition the ITRV requirements can be neglected for circuit-breakers installed in metal 
enclosed gas insulated switchgear (GIS) because of the low surge impedance.  
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4.102.2 Representation of TRV 

The following parameters are used for the representation of TRV: 

!a) Four-parameter reference line (see figure 10): 
u1 = first reference voltage, in kilovolts; 
t1 = time to reach u1, in microseconds; 
uc = second reference voltage (TRV peak value), in kilovolts; 
t2 = time to reach uc, in microseconds. 

 TRV parameters are defined as a function of the rated voltage (Ur), the first-pole-to-clear 
factor (kpp) and the amplitude factor (kaf) as follows: 

3
20,75 rpp1 Uku ×=  

t1 is derived from u1 and the specified value of the rate of rise u1/t1 = RRRV; 

t1 for out-of-phase = 2 × t1 (for terminal fault) 

3
2

rppafc Ukku ×= , where kaf is equal to: 

– 1,4 for terminal fault and short-line fault, 
– 1,25 for out-of-phase. 

t2 = 4t1 for terminal fault and short-line fault; 

t2 for out-of-phase = between t2 (for terminal fault) and 2 × t2 (for terminal fault)." 

#b) Two-parameter reference line (see Figure 11): 
 uc = reference voltage (TRV peak value), in kV; 

t3 = time in μs. 

 TRV parameters are defined as a function of the rated voltage (Ur), the first-pole-to-clear 
factor (kpp) and the amplitude factor (kaf) as follows: 

rafppc 2/3 Ukku ××= )(  

 where kaf is equal to 
 1,4 for terminal fault in the case of cable systems; 
 1,54 for terminal fault and short-line fault, in the case of line systems; 
 1,25 for out-of-phase; 
 t3 for the supply side circuit for short-line fault = t3 (terminal fault). 

 t3 for out-of-phase = 2 × t3 (terminal fault)." 
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#c) Delay line of TRV (see Figures 10 and 11): 
 td = time delay, in microseconds; 
 u’ = reference voltage, in kilovolts; 
 t’ = time to reach u’, in microseconds 
 The delay line starts on the time axis at the rated time delay and runs parallel to the first 

section of the reference line of rated TRV and terminates at the voltage u’ (time co-
ordinate t’). 

 For rated voltages lower than 100 kV: 

 td = 0,15 × t3, for terminal fault and out-of-phase in the case of cable systems; 

 td = 0,05 × t3, for terminal fault and short-line-fault in the case of line systems; 

 td = 0,15 × t3, for out-of-phase in the case of line systems; 
 u’ = uc/3 ; 
 t’ is derived from td and t3 according to Figure 11, t’ = td + t3/3. 

 For rated voltages equal or higher than 100 kV: 
 td = 2 µs for terminal fault and for the supply side circuit for short-line fault; 

 td = 2 µs to 0,1 × t1 for out-of-phase; 
 u’ = u1/2 ; 
 t’ is derived from u’, u1/t1 (RRRV) and td according to Figure 10, t’ = td + u’/RRRV.$ 
d) ITRV (see figure 12b): 

ui = reference voltage (ITRV peak), in kilovolts; 

ti = time to reach ui, in microseconds. 
 The rate of rise of the ITRV is dependent on the interrupted short-circuit current and its 

amplitude depends upon the distance to the first discontinuity along the busbar. The ITRV 
is defined by the voltage ui and the time ti. The inherent waveshape shall follow a straight 
line drawn using the 20 % and the 80 % point of the ITRV peak voltage ui and the required 
rate of rise of the ITRV. 

4.102.3 Standard values of TRV related to the rated short-circuit breaking current 

#Standard values of TRV for three-pole circuit-breakers of rated voltages less than 100 kV 
make use of two parameters. Values are given in: 

– Table 24, for cable systems; 
– Table 25, for line systems.$ 

!For rated voltages of 100 kV and above, four parameters are used. Table 1b gives 
values for rated voltages of 100 kV up to 170 kV for solidly earthed systems. Table 1c 
gives values for rated voltages of 100 kV up to 170 kV for non-solidly earthed systems. 
Table 1d gives values for rated voltages of 245 kV and above." 
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The tables also indicate values of rate of rise, taken as uc/t3 and u1/t1, in the two-parameter 
and four-parameter cases, respectively, which together with TRV peak values uc may be used 
for purposes of specification of TRV. 

#The values given in the tables are prospective values. They apply to circuit-breakers for 
general transmission and distribution in three-phase systems having service frequencies of 
50 Hz or 60 Hz and consisting of transformers, overhead lines and cables.$ 

In the case of single-phase systems or where circuit-breakers are for use in an installation 
having more severe conditions, the values may be different, particularly for the following 
cases: 

a) circuit-breakers adjacent to generator circuits; 
b) #circuit-breakers directly connected to transformers without appreciable additional 

capacitance between the circuit-breaker and the transformer which provides approximately 
50 % or more of the rated short-circuit breaking-current of the circuit-breaker. However the 
special case of circuit-breakers of rated voltage less than 100 kV with a connection of low 
capacitance to a transformer is covered in Annex M; 

c) circuit-breakers in substations with series reactors (information is given in 8.103.7 and in 
Clause L.5 for circuit-breakers rated less than 100 kV);$ 

d) circuit-breakers used for series compensated lines; 
e) circuit-breakers in substations with capacitor banks. 

#The transient recovery voltage corresponding to the rated short-circuit breaking current 
when a terminal fault occurs, is used for testing at short-circuit breaking currents equal to the 
rated value. However, for testing with short-circuit breaking currents less than 100 % of the 
rated value, other values of transient recovery voltage are specified (see 6.104.5). Further 
additional requirements apply to circuit-breakers designed for direct connection to overhead  
lines, rated at 15 kV and above and having rated short-circuit breaking currents exceeding 
12,5 kA, which may be operated in short-line fault conditions (see 4.105).$ 
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#Table 24 – Standard values of transient recovery voltage for class S1 circuit-breakers –  
Rated voltage higher than 1 kV and less than 100 kV –  

Representation by two parameters 
Rated 

voltage 
 
Ur 
kV 

Type of test First-pole-
to-clear 
factor 
kpp 
p.u. 

Ampli-
tude 

factor 
kaf 

p.u. 

TRV 
peak 
value 
uc 
kV 

Time 
 
 
t3 
μs 

Time 
delay 

 
td 
μs 

Voltage 
 
 
u’ 
kV 

Time 
 
 
t’ 
μs 

RRRV a  
 

uc/t3 
kV/μs 

Terminal 
fault 

1,5 1,4 6,2 41 6 2,1 20 0,15 

3,6 
Out-of-
phase 

2,5 1,25 9,2 82 12 3,1 40 0,11 

Terminal 
fault 

1,5 1,4 8,2 44 7 2,7 21 0,19 

4,76 b  
Out-of-
phase 

2,5 1,25 12,1 88 13 4,0 43 0,14 

Terminal 
fault 

1,5 1,4 12,3 51 8 4,1 25 0,24 

7,2 
Out-of-
phase 

2,5 1,25 18,4 102 15 6,1 49 0,18 

Terminal 
fault 

1,5 1,4 14,1  52 8 4,7 25 0,27 

8,25 b  

Out-of-
phase 

2,5 1,25 21,1 104 16 7,0 50 0,20 

Terminal 
fault 

1,5 1,4 20,6 61 9 6,9 29 0,34 

12 
Out-of-
phase 

2,5 1,25 30,6 122 18 10,2 59 0,25 

Terminal 
fault 

1,5 1,4 25,7 66 10 8,6 32 0,39 

15 b 
Out-of-
phase 

2,5 1,25 38,3 132 20 12,8 64 0,29 

Terminal 
fault 

1,5 1,4 30 71 11 10,0 34 0,42 

17,5 
Out-of-
phase 

2,5 1,25 44,7 142 21 14,9 69 0,31 

Terminal 
fault 

1,5 1,4 41,2 87 13 13,7 42 0,47 

24 
Out-of-
phase 

2,5 1,25 61,2 174 26 20,4 84 0,35 

Terminal 
fault 

1,5 1,4 44,2 91 14 14,7 44 0,49 

25,8 b 
Out-of-
phase 

2,5 1,25 65,8 182 27 21,9 88 0,36 

Terminal 
fault 

1,5 1,4 61,7 109 16 20,6 53 0,57 

36 
Out-of-
phase 

2,5 1,25 91,9 218 33 30,6 105 0,42 

Terminal 
fault 

1,5 1,4 65,2 109 16 21,7 53 0,60 

38 b 
Out-of-
phase 

2,5 1,25 97,0 218 33 32,3 105 0,45 

Terminal 
fault 

1,5 1,4 82,8 125 19 27,6 60 0,66 

48,3 b 
Out-of-
phase 

2,5 1,25 123 250 38 41,1 121 0,49 

Terminal 
fault 

1,5 1,4 89,2 131 20 29,7 63 0,68 

52 
Out-of-
phase 

2,5 1,25 133 262 39 44,2 127 0,51 

Terminal 
fault 

1,5 1,4 124 165 25 41,4 80 0,75 

72,5 
Out-of-
phase 

2,5 1,25 185 330 50 61,7 160 0,56 

a RRRV = rate of rise of recovery voltage. 
b Used in North America. 

$ 
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#Table 25 – Standard values of transient recovery voltage c for class S2 circuit-breakers – 
Rated voltage equal to or higher than 15 kV and less than 100 kV –  

Representation by two parameters 

Rated 
voltage 

 

Ur 

kV 

Type of test First-pole-
to-clear 
factor 

kpp 

p.u. 

Ampli-
tude 

factor 

kaf 

p.u. 

TRV 
peak 
value 

uc 

kV 

Time 
 
 

t3 

μs 

Time 
delay 

 

td 

μs 

Voltage 
 
 

u’ 

kV 

Time 
 
 

t’ 

μs 

RRRV a  

 

uc/t3 

kV/μs 

Terminal fault 1,5 1,54 28,3 31 2 9,4 12 0,91 

Short-line 
fault 

1 1,54 18,9 31 2 6,3 12 0,61 

15 b  

Out-of-phase 2,5 1,25 38,3 62 9 12,8 30 0,62 

Terminal fault 1,5 1,54 33,0 34 2 11,0 13 0,97 

Short-line 
fault 

1 1,54 22,0 34 2 7,3 13 0,65 

17,5 

Out-of-phase 2,5 1,25 45 68 10 14,9 33 0,65 

Terminal fault 1,5 1,54 45,3 43 2 15,1 16 1,05 

Short-line 
fault 

1 1,54 30,2 43 2 10,1 16 0,70 

24 

Out-of-phase 2,5 1,25 61 86 13 20,4 42 0,71 

Terminal fault 1,5 1,54 48,7 45 2 16,2 17 1,08 

Short-line 
fault 

1 1,54 32,4 45 2 10,8 17 0,72 

25,8 b  

Out-of-phase 2,5 1,25 66 90 14 21,9 44 0,73 

Terminal fault 1,5 1,54 67,9 57 3 22,6 22 1,19 

Short-line 
fault 

1 1,54 45,3 57 3 15,1 22 0,79 

36 

Out-of-phase 2,5 1,25 92 114 17 30,6 55 0,81 

Terminal fault 1,5 1,54 71,7 59 3 23,9 23 1,21 

Short-line 
fault 

1 1,54 47,8 59 3 15,9 23 0,81 

38 b  

Out-of-phase 2,5 1,25 97 118 18 32,3 57 0,82 

Terminal fault 1,5 1,54 91,1 70 4 30,4 27 1,30 

Short-line 
fault 

1 1,54 60,7 70 4 20,2 27 0,87 

48,3 b  

Out-of-phase 2,5 1,25 123 140 21 41,1 68 0,88 

Terminal fault 1,5 1,54 98,1 74 4 32,7 28 1,33 

Short-line 
fault 

1 1,54 65,4 74 4 21,8 28 0,88 

52 

Out-of-phase 2,5 1,25 133 148 22 44,2 72 0,90 

Terminal fault 1,5 1,54 137 93 5 45,6 36 1,47 

Short-line 
fault 

1 1,54 91,2 93 5 30,4 36 0,98 

72,5 

Out-of-phase 2,5 1,25 185 186 28 61,7 90 0,99 
a RRRV = rate of rise of recovery voltage. 
b Used in North America. 
c For short-line faults: transient recovery voltage and time quantities are those of the supply circuit. Short-line fault 

is only applicable for circuit-breakers designed for direct connection to overhead lines. 
$ 
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!Table 1b – Standard values of transient recovery voltage a – 
Rated voltages of 100 kV to 170 kV for solidly earthed systems – 

Representation by four parameters 
Rated 

voltage 
Test-
duty 

First-
pole-

to-
clear 
factor 

Amplitude 
factor 

First 
reference 

voltage 

Time TRV 
peak 
value 

Time Time 
delay 

Voltage Time RRRV b 

Ur  kpp kaf u1 t1 uc t2 td u' t' u1/t1 

kV  p.u. p.u. kV μs kV μs μs kV μs kV/μs 

Terminal 
fault 

1,3 1,40 80 40 149 160 2 40 22 2 

Short-line 
fault 

1 1,40 61 31 114 124 2 31 17 2 100 

Out-of-
phase 

2 1,25 122 80 204 160-320 2-8 61 48 1,54 

Terminal 
fault 

1,3 1,40 98 49 183 196 2 49 26 2 

Short-line 
fault 

1 1,40 75 38 141 152 2 38 21 2 123 

Out-of-
phase 

2 1,25 151 98 251 196-392 2-10 75 59 1,54 

Terminal 
fault 

1,3 1,40 115 58 215 232 2 58 31 2 

Short-line 
fault 

1 1,40 89 44 166 176 2 44 24 2 145 

Out-of-
phase 

2 1,25 178 116 296 232-464 2-12 89 70 1,54 

Terminal 
fault 

1,3 1,40 135 68 253 272 2 68 36 2 

Short-line 
fault 

1 1,40 104 52 194 208 2 52 28 2 170 

Out-of-
phase 

2 1,25 208 136 347 272-544 2-14 104 81 1,54 

a In case of short-line faults, transient recovery voltage and time quantities are those of the supply circuit. 
b RRRV = rate of rise of recovery voltage. 

" 
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!Table 1c – Standard values of transient recovery voltage a –  
Rated voltages of 100 kV to 170 kV for non-solidly earthed systems –  

Representation by four parameters 

Rated 
voltage 

Test-
duty 

First-
pole-

to-
clear 
factor 

Amplitude 
factor 

First 
reference 

voltage 

Time TRV 
peak 
value 

Time Time 
delay 

Voltage Time RRRV b 

Ur  kpp kaf u1 t1 uc t2 td u' t' u1/t1 

kV  p.u. p.u. kV μs kV μs μs kV μs kV/μs) 

Terminal 
fault 

1,5 1,40 92 46 171 184 2 46 25 2 

Short-line 
fault 

1 1,40 61 31 114 124 2 31 17 2 100 

Out-of-
phase 

2,5 1,25 153 92 255 184-368 2-9 77 55 1,67 

Terminal 
fault 

1,5 1,40 113 56 211 224 2 56 30 2 

Short-line 
fault 

1 1,40 75 38 141 152 2 38 21 2 123 

Out-of-
phase 

2,5 1,25 188 112 314 224-448 2-11 94 67 1,67 

Terminal 
fault 

1,5 1,40 133 67 249 268 2 67 35 2 

Short-line 
fault 

1 1,40 89 44 166 176 2 44 24 2 145 

Out-of-
phase 

2,5 1,25 222 134 370 268-536 2-13 111 79 1,67 

Terminal 
fault 

1,5 1,40 156 78 291 312 2 78 41 2 

Short-line 
fault 

1 1,40 104 52 194 208 2 52 28 2 170 

Out-of-
phase 

2,5 1,25 260 156 434 312-624 2-16 130 94 1,67 

a In case of short-line faults, transient recovery voltage and time quantities are those of the supply circuit. 
b RRRV = rate of rise of recovery voltage. 

" 

In order to obtain the values of rate of rise of recovery voltage (RRRV) and uc for the second 
and third clearing poles, a multiplier shall be applied to the values of RRRV and uc of the first 
clearing pole at the relevant first-pole-to-clear factor. The values of these multipliers are given 
in table 2. 

RRRV multipliers are related to u1/t1; the times t1 and t2 are the same for the first, second 
and last clearing poles. 
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!Table 1d – Standard values of transient recovery voltage a – 
Rated voltages 245 kV and above for solidly earthed systems –  

Representation by four parameters 

Rated 
voltage 

Test-
duty 

First-
pole-

to-
clear 
factor 

Amplitude 
factor 

First 
reference 

voltage 

Time TRV 
peak 
value 

Time Time 
delay 

Voltage Time RRRV b 

Ur  kpp kaf u1 t1 uc t2 td u' t' u1/t1 

kV  p.u. p.u. kV μs KV μs μs kV μs kV/μs 

Terminal 
fault 

1,3 1,40 195 98 364 392 2 98 51 2 

Short-line 
fault 

1 1,40 150 75 280 300 2 75 40 2 245 

Out-of-
phase 

2 1,25 300 196 500 392-784 2-20 150 117 1,54 

Terminal 
fault 

1,3 1,40 239 119 446 476 2 119 62 2 

Short-line 
fault 

1 1,40 184 92 343 368 2 92 48 2 300 

Out-of-
phase 

2 1,25 367 238 612 476-952 2-24 184 143 1,54 

Terminal 
fault 

1,3 1,40 288 144 538 576 2 144 74 2 

Short-line 
fault 

1 1,40 222 111 414 444 2 111 57 2 362 

Out-of-
phase 

2 1,25 443 288 739 576-1152 2-29 222 173 1,54 

Terminal 
fault 

1,3 1,40 334 167 624 668 2 167 86 2 

Short-line 
fault 

1 1,40 257 129 480 516 2 129 66 2 420 

Out-of-
phase 

2 1,25 514 334 857 668-1336 2-33 257 202 1,54 

Terminal 
fault 

1,3 1,40 438 219 817 876 2 219 111 2 

Short-line 
fault 

1 1,40 337 168 629 672 2 168 86 2 550 

Out-of-
phase 

2 1,25 674 438 1 123 876-1752 2-44 337 263 1,54 

Terminal 
fault 

1,3 1,40 637 318 1 189 1 272 2 318 161 2 

Short-line 
fault 

1 1,40 490 245 914 980 2 245 124 2 800 

Out-of-
phase 

2 1,25 980 636 1 633 1272-2544 2-64 490 382 1,54 

a In case of short-line faults, transient recovery voltage and time quantities are those of the supply circuit. 
b RRRV = rate of rise of recovery voltage. 

" 
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#Table 2 – Standard multipliers for transient recovery voltage values 
for second and third clearing poles for rated voltages above 1 kV$ 

! Multipliers 

2nd clearing pole 3rd clearing pole 

First-pole-to-clear 
factor 

 
kpp RRRV uc RRRV uc 

For solidly earthed systems 

1,3 0,95 0,98 0,70 0,77 

For non-solidly earthed systems 

1,5 0,70 0,58 0,70 0,58 

" 

The multipliers of table 2 have been calculated under the following assumptions: 

– only three-phase earthed faults are considered; 
– the rate of rise of recovery voltage (RRRV) at 100 % short-circuit currents is mainly 

determined by overhead lines and is calculated as the product of di/dt at current zero and 
the equivalent surge impedance; 

– the equivalent surge impedance is calculated from the zero sequence (Z0) and positive 
sequence (Z1) surge impedances seen from the terminals of the circuit-breaker. For the 
relation of Z0/Z1 a value of approximately 2 has been chosen; 

– the peak value of TRV (uc) is proportional to the instantaneous value of power frequency 
recovery voltage at interruption.  

See also figures 13 and 14. 

#NOTE 1 Values for rated voltages higher than 1 kV and less than 100 kV are under consideration.$ 

NOTE 2 This table is valid for test-duty T10, T30, T60, T100s and T100a. For test-duty T100a, the same reduction 
method must be applied as indicated in IEC 60427 for the first clearing pole. The values are an approximation for 
test-duty T10, T30 and T60 and are subject to further consideration. 

NOTE 3 The values are rounded values, depending on Z0/Z1 of the TRV circuits, the time constant of the system 
and the rated voltages. 
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4.102.4 Standard values of ITRV 

Table 3 – Standard values of initial transient recovery voltage –  
Rated voltages 100 kV and above 

Rated 
voltage 

Multiplying factor to 
determine u i as function of 

the r.m.s. value of the  
short-circuit breaking current Isc* 

Time 

Ur fI ti 
 kV  kV/ kA μs 

 50 Hz 60 Hz  

100 0,046 0,056 0,4 

123 0,046 0,056 0,4 

145 0,046 0,056 0,4 

170 0,058 0,070 0,5 

245 0,069 0,084 0,6 

300 0,081 0,098 0,7 

362 0,092 0,112 0,8 

420 0,092 0,112 0,8 

550 0,116 0,139 1,0 

800 0,159 0,191 1,1 

NOTE These values cover both three-phase and single-phase faults and are 
based on the assumption that the busbar, including the elements connected 
to it (supports, current and voltage transformers, disconnectors, etc.), can be 
roughly represented by a resulting surge impedance Zi of about 260 Ω in the 
case of a rated voltage lower than 800 kV and by a resulting surge 
impedance Zi of about 325 Ω in the case of a rated voltage of 800 kV. The 
relation between f i and t i is then: 

2= iii ××× ωZt f  
where 

ω = 2 π × fr is the angular frequency corresponding to the rated frequency of 
the circuit-breaker. 

*  The actual initial peak voltages are obtained by multiplying the values in 
these columns by the r.m.s. value of the short-circuit breaking current. 

 

4.103 Rated short-circuit making current 

The rated short-circuit making current (see figure 8) of a circuit-breaker having simultaneity of 
poles is that which corresponds to the rated voltage and the rated frequency. The following 
values apply: 

– for a rated frequency of 50 Hz and the standard value of the time constant of 45 ms (see 
4.101.2) it is equal to 2,5 times the r.m.s. value of the a.c. component of its rated short-
circuit breaking current (see 4 .101); 

– for a rated frequency of 60 Hz and the standard value of the time constant of 45 ms (see 
4.101.2) it is equal to 2,6 times the r.m.s. value of the a.c. component of its rated short-
circuit breaking current (see 4.101);  

– for all special case time constants (see 4.101.2) it is equal to 2,7 times the r.m.s. value of 
the a.c. component of its rated short-circuit breaking current, independent of the rated 
frequency of the circuit-breaker (see 4.101). 
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