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Foreword 

The text of document 17A/1016/FDIS, future edition 3 of IEC 62271-110, prepared by SC 17A, "High-
voltage switchgear and controlgear", of IEC TC 17, "Switchgear and controlgear" was submitted to the 
IEC-CENELEC parallel vote and approved by CENELEC as EN 62271-110:2012. 

 
The following dates are fixed: 

• latest date by which the document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2013-08-01 

• latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2015-11-01 
 

 

This document supersedes EN 62271-110:2009. 

EN 62271-110:2012 includes the following significant technical changes with respect to EN 62271-
110:2009: 
– former Table 2 has been split into three new tables to conform with EN 62271-100 and to address 
actual in-service circuit configurations; 

– the criteria for successful testing has been revised to a more explicit statement (see 6.114.11a); 

– comments received in response to 17A/959/CDV and 17A/981/RVC have been addressed. 

This standard is to be read in conjunction with EN 62271-1:2008, and with EN 62271-100:2009, to which 
it refers and which are applicable, unless otherwise specified. In order to simplify the indication of 
corresponding requirements, the same numbering of clauses and subclauses is used as in EN 62271-1 
and EN 62271-100. Additional subclauses are numbered from 101. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent 
rights. 
 

Endorsement notice 

The text of the International Standard IEC 62271-110:2012 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following note has to be added for the standard indicated: 

IEC 62271-106 NOTE   Harmonized as EN 62271-106. 
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Annex ZA 
(normative) 

  
Normative references to international publications 

with their corresponding European publications 
  
The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.  
  
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  
  
Annex ZA of EN 62271-100:2009 is applicable with the following addition: 
  
Publication Year Title EN/HD Year 
  

IEC 62271-100 2008 High-voltage switchgear and controlgear - 
Part 100: Alternating current circuit-breakers 

EN 62271-100 2009 
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HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR –  
 

Part 110: Inductive load switching 
 
 
 

1 General 

 Scope 1.1

This part of IEC 62271 is applicable to a.c. circuit-breakers designed for indoor or outdoor 
installation, for operation at frequencies of 50 Hz and 60 Hz on systems having voltages 
above 1 000 V and applied for inductive current switching with or without additional short-
circuit current breaking duties. The standard is applicable to circuit-breakers in accordance 
with IEC 62271-100 that are used to switch high-voltage motor currents and shunt reactor 
currents and also to high-voltage contactors used to switch high-voltage motor currents as 
covered by IEC 62271-106. For circuit-breakers applied to switch shunt reactor currents at 
rated voltages according to IEC 62271-1:2007 Tables 2a and 2b, combined voltage tests 
across the isolating distance are not required (refer to 4.2). 

Switching unloaded transformers, i.e. breaking transformer magnetizing current, is not 
considered in this standard. The reasons for this are as follows: 

a) due to the non-linearity of the transformer core, it is not possible to correctly model the 
switching of transformer magnetizing current using linear components in a test laboratory. 
Tests conducted using an available transformer, such as a test transformer, will only be 
valid for the transformer tested and cannot be representative for other transformers; 

b) as detailed in IEC 62271-3061, the characteristics of this duty are usually less severe than 
any other inductive current switching duty. It should be noted that such a duty may 
produce severe overvoltages within the transformer winding(s) depending on the circuit-
breaker re-ignition behaviour and transformer winding resonance frequencies. 

Short-line faults, out-of-phase current making and breaking and capacitive current switching 
are not applicable to circuit-breakers applied to switch shunt reactors or motors. These duties 
are therefore not included in this standard. 

Subclause 1.1 of IEC 62271-100:2008 is otherwise applicable. 

 Normative references 1.2

Subclause 1.2 of IEC 62271-100:2008 is applicable with the following addition: 

IEC 62271-100:2008, High-voltage switchgear and controlgear – Part 100: Alternating-current 
circuit-breakers 

2 Normal and special service conditions 

Clause 2 of IEC 62271-1:2007 is applicable. 

___________ 
1  To be published. 
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___________ 
1  To be published. 
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3 Terms and definitions 

For the purposes of this document, the definitions of IEC 60050-441 and IEC 62271-1 apply 
as well as the following specific to inductive load switching. 

3.101 
inductive current 
power-frequency current through a circuit-breaker drawn by an inductive circuit having a 
power factor 0,5 or less 

3.102 
small inductive current 
inductive current having a steady state value considerably less than the rated short-circuit 
breaking current 

3.103 
current chopping 
abrupt current interruption in the circuit-breaker at a point-on-wave other than the natural 
power-frequency current zero of the circuit connected to the circuit-breaker 

3.104 
virtual current chopping 
current chopping originated by transients in (parts of) the circuit 

3.105 
chopping current 
current interruption prior to the natural power-frequency current zero of the circuit connected 
to the switching device 

3.106 
chopping level 
maximum recorded value of the chopping current due to true current chopping in a specific 
circuit under rated voltage and normal operating conditions 

3.107 
load side oscillation 
oscillation of the interrupted load side network after current chopping or natural current zero 

3.108 
suppression peak 
first peak of the transient voltage to earth on the load side of the circuit-breaker 

3.109 
recovery peak 
maximum value of the voltage across the circuit-breaker occurring after definite polarity 
change of the recovery voltage 

Note 1 to entry: Suppression peak and recovery peak are not necessarily the absolute maxima in the transient 
recovery voltage. Previous breakdowns may have appeared at higher voltage values. 

3.110 
voltage escalation 
increase in the amplitude of the prospective recovery voltage of the load circuit, produced by 
the accumulation of energy due to repeated re-ignitions 
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3.111 
re-ignition 
resumption of current between the contacts of a mechanical switching device during a 
breaking operation with an interval of zero current of less than a quarter cycle of power 
frequency 

[SOURCE: IEC 60050-441:1998, 441-17-45] 

Note 1 to entry: In the case of inductive load switching the initiation of the re-ignition is a high frequency event, 
which can be of a single or multiple nature and may in some cases be interrupted without power frequency follow 
current. 

4 Ratings 

Clause 4 of IEC 62271-100:2008 is applicable except for the references to short-line faults, 
out-of-phase making and breaking, capacitive current switching and as noted in specific 
subclauses below. Circuit-breakers do not normally have inductive load switching ratings. 
However, circuit-breakers applied for this purpose should meet the requirement of this 
standard part. 

4.2 Rated insulation level 

Subclause 4.2 of IEC 62271-1:2007 is applicable with the following addition: 

The rated values stated in Tables 1a and 1b and Tables 2a and 2b of IEC 62271-1:2007 are 
applicable with the exception of columns (6) and (8) in Table 2a and column (7) in Table 2b. 

NOTE 1 The reason for this exception is the source-less nature of the shunt reactor load circuit. 

NOTE 2 In some cases (high chopping overvoltage levels, or where a neutral reactor is present or in cases of 
shunt reactors with isolated neutral), it can be necessary to specify an appropriate insulation level which is higher 
than the rated values stated above. 

5 Design and construction 

Clause 5 of IEC 62271-100:2008 is applicable. 

6 Type tests 

 General 6.1

Subclause 6.1 of IEC 62271-100:2008 is applicable with the following addition: 

Inductive current switching tests performed for a given current rating and type of application 
may be considered valid for another current rating and same type of application as detailed 
below: 

a) for high-voltage shunt reactor switching at rated voltage 52 kV and above, tests at a 
particular current rating are to be considered valid for applications up to 150 % of the 
tested current value; 

b) for shunt reactor switching at rated voltage below 52 kV, type testing is required but short 
circuit test duties T30 and T10 will cover the requirements provided that the TRV values of 
T30 and T10 are equal to or higher than the reactor switching TRV values. 

c) for high-voltage motor switching, type testing for stalled motor currents at 100 A and 300 A 
is considered to cover stalled motor currents in the range 100 A to 300 A and up to the 
current associated with the short-circuit current of test duty T10 according to 6.106.1 of 
IEC 62271-100:2008. 
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3.111 
re-ignition 
resumption of current between the contacts of a mechanical switching device during a 
breaking operation with an interval of zero current of less than a quarter cycle of power 
frequency 

[SOURCE: IEC 60050-441:1998, 441-17-45] 

Note 1 to entry: In the case of inductive load switching the initiation of the re-ignition is a high frequency event, 
which can be of a single or multiple nature and may in some cases be interrupted without power frequency follow 
current. 

4 Ratings 

Clause 4 of IEC 62271-100:2008 is applicable except for the references to short-line faults, 
out-of-phase making and breaking, capacitive current switching and as noted in specific 
subclauses below. Circuit-breakers do not normally have inductive load switching ratings. 
However, circuit-breakers applied for this purpose should meet the requirement of this 
standard part. 

4.2 Rated insulation level 

Subclause 4.2 of IEC 62271-1:2007 is applicable with the following addition: 

The rated values stated in Tables 1a and 1b and Tables 2a and 2b of IEC 62271-1:2007 are 
applicable with the exception of columns (6) and (8) in Table 2a and column (7) in Table 2b. 

NOTE 1 The reason for this exception is the source-less nature of the shunt reactor load circuit. 

NOTE 2 In some cases (high chopping overvoltage levels, or where a neutral reactor is present or in cases of 
shunt reactors with isolated neutral), it can be necessary to specify an appropriate insulation level which is higher 
than the rated values stated above. 

5 Design and construction 

Clause 5 of IEC 62271-100:2008 is applicable. 

6 Type tests 

 General 6.1

Subclause 6.1 of IEC 62271-100:2008 is applicable with the following addition: 

Inductive current switching tests performed for a given current rating and type of application 
may be considered valid for another current rating and same type of application as detailed 
below: 

a) for high-voltage shunt reactor switching at rated voltage 52 kV and above, tests at a 
particular current rating are to be considered valid for applications up to 150 % of the 
tested current value; 

b) for shunt reactor switching at rated voltage below 52 kV, type testing is required but short 
circuit test duties T30 and T10 will cover the requirements provided that the TRV values of 
T30 and T10 are equal to or higher than the reactor switching TRV values. 

c) for high-voltage motor switching, type testing for stalled motor currents at 100 A and 300 A 
is considered to cover stalled motor currents in the range 100 A to 300 A and up to the 
current associated with the short-circuit current of test duty T10 according to 6.106.1 of 
IEC 62271-100:2008. 
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With respect to 6.1a) the purpose of type testing is to also determine reignition-free zones for 
controlled switching purposes and caution should be exercised when considering applications 
at higher currents than the tested values. 

Annex B of IEC 62271-100:2008 is applicable with respect to tolerances on test quantities. 

 Dielectric tests 6.2

Subclause 6.2 of IEC 62271-100:2008 is applicable with the following addition: 

Refer to 4.2. 

 Radio interference voltage (r.i.v.) test 6.3

Subclause 6.3 of IEC 62271-1:2007 is applicable. 

 Measurement of the resistance of circuits 6.4

Subclause 6.4 of IEC 62271-1:2007 is applicable. 

 Temperature-rise tests 6.5

Subclause 6.5 of IEC 62271-1:2007 is applicable. 

 Short-time withstand current and peak withstand current tests 6.6

Subclause 6.6 of IEC 62271-1:2007 is applicable. 

 Verification of protection 6.7

Subclause 6.7 of IEC 62271-1:2007 is applicable. 

 Tightness tests 6.8

Subclause 6.8 of IEC 62271-1:2007 is applicable. 

 Electromagnetic compatibility tests (EMC) 6.9

Subclause 6.9 of IEC 62271-1:2007 is applicable. 

6.101 Mechanical and environmental tests 

Subclause 6.101 of IEC 62271-100:2008 is applicable. 

6.102 Miscellaneous provisions for making and breaking tests 

Subclause 6.102 of IEC 62271-100:2008 is applicable with the following addition: 

High-voltage motor current and shunt reactor switching tests shall be performed at rated 
auxiliary and control voltage or, where necessary, at maximum auxiliary and control voltage to 
facilitate consistent control of the opening and closing operation according to 6.102.3.1 of 
IEC 62271-100:2008 and at rated functional pressure for interruption and insulation.  

For gas circuit-breakers, a shunt reactor switching test shall also be performed at the 
minimum functional pressure for interruption and insulation. This requirement applies for test 
duty 4 only (see 6.114.9). 

BS EN 62271-110:2012
62271-110 © IEC:2012

Full document details: BS EN 62271-110:2012

http://dx.doi.org/10.3403/30093775
http://dx.doi.org/10.3403/30093775
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30093775
http://dx.doi.org/10.3403/30093775
http://dx.doi.org/10.3403/30093775
http://www.avadocuments.com/doc/bs-en-62271-110-2012
http://www.avadocuments.com/doc/bs-en-62271-110-2012

