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National foreword

This British Standard is the UK implementation of EN 62271-206:2011.
It is identical to IEC 62271-206:2011. It supersedes BS EN 61958:2001|,
which will be withdrawn on 3 March 2014.

The UK participation in its preparation was entrusted by Technical Committee
PEL/17, Switchgear, controlgear, and HV-LV co-ordination, to Subcommittee
PEL/17/1, High-voltage switchgear and controlgear.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© BSI 2011
ISBN 978 0 580 68344 2
ICS 29.130.10

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2011.

Amendments issued since publication
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Appareillage a haute tension - Hochspannungs-Schaltgerate und -
Partie 206: Systemes indicateurs de Schaltanlagen -

présence de tension assignées Teil 206: Spannungsanzeigesysteme fur
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This European Standard was approved by CENELEC on 2011-03-03. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the Central Secretariat has the same status as the official versions.
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Foreword

The text of document 17C/491/FDIS, future edition 1 of |EC 62271-206, prepared by SC 17C,
High-voltage switchgear and controlgear assemblies, of IEC TC 17, Switchgear and_controlgear, was
submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as EN 62271-2069 on
2011-03-03.

This European Standard supersedes EN 61958:2001|.

The main changes with respect of EN 61958:2001] are an actualization of references and the degree of
protection which has been changed from IPXXB to IP2X.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent
rights.

The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2011-12-03

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2014-03-03

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 62271-206:2011 was approved by CENELEC as a European
Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.

Publication Year Title EN/HD Year

EC 60060-1 - High-voltage test techniques - N 60060-1
Part 1: General definitions and test
requirements

EC 60068-2-14 - Environmental testing - N 60068-2-14 -
Part 2-14: Tests - Test N: Change of
temperature

EC 60068-2-75 - Environmental testing - N 60068-2-75 -
Part 2-75: Tests - Test Eh: Hammer tests

EC 60529 - Degrees of protection provided by enclosures - -
(IP Code)

EC 61243-1 (mod) - Live working - Voltage detectors - N 61243-1 -
Part 1: Capacitive type to be used for voltages
exceeding 1 kV a.c.

IEC 61243-2 (mod) - Live working - Voltage detectors - N 61243-2 -
Part 2: Resistive type to be used for voltages
of 1 kV to 36 kV a.c.

IEC 61243-5 (mod) - Live working - Voltage detectors - N 61243-5 -
Part 5: Voltage detecting systems (VDS)

EC 62271-1 2007  High-voltage switchgear and controlgear - N 62271-1 2008
Part 1: Common specifications

EC 62271-200 - High-voltage switchgear and controlgear - N 62271-200 -
Part 200: AC metal-enclosed switchgear and
controlgear for rated voltages above 1 kV and
up to and including 52 kV

EC 62271-201 - High-voltage switchgear and controlgear - N 62271-201 -

Part 201: AC insulation-enclosed switchgear + corr. November
and controlgear for rated voltages above 1 kV
and up to and including 52 kV
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HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 206: Voltage presence indicating systems for rated voltages
above 1 kV and up to and including 52 kV

1 General

1.1  Scope

This part of IEC 62271 is applicable to voltage presence indicating systems (VPIS) incor-
porated in a.c. switchgear and controlgear covered by |JEC 62271-200 or JEC 62271-201.

Voltage presence indicating systems are devices used to provide information to operators
about the voltage condition of the main circuit of the switchgear in which they are installed.

The indication of VPIS alone is not sufficient to prove that the system is dead: if operating
procedures make it mandatory, relevant voltage detectors according to |EC 61243-1,
IEC 61243-2 and IEC 61243-5 should be used.

This standard is also applicable to phase comparators specifically designed for use with VPIS.

1.2 Normative references
The following referenced documents are indispensable for the application of this document. For

dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments) applies.

EC 60060-1, High-voltage test techniques — Part 1: General definitions and test requirements

IEC 60068-2-14|, Environmental testing — Part 2-14: Tests — Test N: Change of temperature

IEC 60068-2-758, Environmental testing — Part 2-75: Tests — Test Eh: Hammer tests

EC 60529, Degrees of protection provided by enclosures (IP code)

IEC 62271-1:2007, High-voltage switchgear and controlgear — Part 1: Common specifications

EC 62271-200, High-voltage switchgear and controlgear — Part 200: AC metal-enclosed
switchgear and controlgear for rated voltages above 1 kV and up to and including 52 kV

EC 62271-201, High-voltage switchgear and controlgear — Part 201: AC insulation-enclosed
switchgear and controlgear for rated voltages above 1 kV and up to and including 52 kV

EC 61243-1, Live working — Voltage detectors — Part 1: Capacitive type to be used for
voltages exceeding 1 kV a.c.

IEC 61243-2, Live working — Voltage detectors — Part 2: Resistive type to be used for voltages
of 1 kV to 36 kV a.c.

IEC 61243-5, Live working — Voltage detectors — Part 5: Voltage detecting systems (VDS)
2 Service conditions

VPIS are designed to be used under the same service conditions as the switchgear in which

they are installed, as defined in Clause 2 of [EC 62271-1..
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