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National foreword

This British Standard is the UK implementation of EN 62271-209:2007. It is
identical to IEC 62271-209:2007. It supersedes [BS 6904:1987 which is

withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
PEL/17, Switchgear, controlgear, and HV-LV co-ordination, to Subcommittee
PEL/17/1, High-voltage switchgear and controlgear.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments/corrigenda issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Date Comments

on 29 February 2008
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High-voltage switchgear and controlgear -
Part 209: Cable connections for gas-insulated metal-enclosed switchgear
for rated voltages above 52 kV -
Fluid-filled and extruded insulation cables -
Fluid-filled and dry-type cable-terminations
(IEC 62271-209:2007)

Appareillage a haute tension - Hochspannungs-Schaltgerate

Partie 209: Raccordement de cébles und -Schaltanlagen -

pour appareillage sous enveloppe Teil 209: Kabelanschlisse fur gasisolierte
métallique a isolation gazeuse de tension metallgekapselte Schaltanlagen

assignee supérieure a 52 kV - fur Bemessungsspannungen tber 52 kV -
Cables remplis d'un fluide Kabel mit fluidgefullter

ou a isolation extrudée - und extrudierter Isolierung -

Extrémité de cable séche Fluidgefullte und feststoffisolierte

ou remplie d'un fluide Kabelendverschlusse

(CEIl 62271-209:2007) (IEC 62271-209:2007)

This European Standard was approved by CENELEC on 2007-10-01. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Cyprus, the
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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Foreword
The text of document 17C/405/FDIS, future edition 1 of |EC 62271-209, prepared by SC 17C,
High-voltage switchgear and controlgear assemblies, of IEC TC 17, Switchgear and_controlgear, was
submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as EN 62271-209 on
2007-10-01.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2008-07-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2010-10-01

Annexes ZA and ZB have been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 62271-209:2007 was approved by CENELEC as a European
Standard without any modification.
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HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 209: Cable connections for gas-insulated metal-enclosed
switchgear for rated voltages above 52 kV -
Fluid-filled and extruded insulation cables -
Fluid-filled and dry-type cable-terminations

1 Scope

This standard covers the connection assembly of fluid-filled and extruded cables to gas-
insulated metal enclosed switchgear (GIS), in single- or three-phase arrangements where the
cable-terminations are fluid-filled or dry type and there is a separating insulating barrier
between the cable insulation and the gas insulation of the switchgear.

The purpose of this standard is to establish electrical and mechanical interchangeability
between cable-terminations and the gas-insulated metal-enclosed switchgear and to
determine the limits of supply. It complements and amends, if necessary, the relevant IEC
standards. For the purpose of this standard the term "switchgear" is used for "gas-insulated
metal enclosed switchgear".

It does not cover directly immersed cable terminations, as described in CIGRE brochure 89.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60038:1983, IEC standard voltages 1
Amendment 1 (1994)
Amendment 2 (1997)

IEC 60141 (all parts), Tests on oil-filled and gas-pressure cables and their accessories

IEC 60141-1:1993, Tests on oil-filled and gas-pressure cables and their accessories — Part 1:
Oil-filled, paper-insulated, metal-sheathed cables and accessories for alternating voltages up
to and including 400 kV

IEC 60141-2:1963, Tests on oil-filled and gas-pressure cables and their accessories — Part 2:
Internal gas-pressure cables and accessories for alternating voltages up to 275 kV

IEC 60694:1996, Common specifications for high-voltage switchgear and controlgear
standards

IEC 60840:2004, Power cables with extruded insulation and their accessories for rated
voltages above 30 kV (U, = 36 kV) up to 150 kV (U,, = 170 kV) — Test methods and
requirements

1 There exists a consolidated version (2002) including Amendment 1 and 2. Documents
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