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National foreword
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The UK participation in its preparation was entrusted by Technical Com-
mittee PEL/17, High voltage switchgear, controlgear and assemblies, to
Subcommittee PEL/17/1, High-voltage switchgear and controlgear.

A list of organizations represented on this committee can be obtained on
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a contract. Users are responsible for its correct application.
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European foreword

The text of document 17C/645/FDIS, future edition 1 of IEC 62271-212, prepared by
SC 17C "Assemblies" of IEC/TC 17 "High-voltage switchgear and controlgear" was submitted to the
IEC-CENELEC parallel vote and approved by CENELEC as EN 62271-212:2017.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2017-08-30
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2019-11-30
standards conflicting with the
document have to be withdrawn

This document supersedes EN 50532:2010.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 62271-212:2016 was approved by CENELEC as a
European Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

NOTE Harmonized as (not modified).
JEC 60076-13:2006 NOTE Harmonized as EN 60076-13:200§ (not modified).
IEC 61936-1:2010 NOTE Harmonized as (modified).
[EC 62271-4:2013 NOTE Harmonized as (not modified).
JEC/TR 62271-208:2009 NOTE Harmonized as IEC/TR 62271-208:2010 (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant

EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:

www.cenelec.eu

Publication Year

IEC 60050-441 1984

IEC 60050-461 2008

IEC 60076 Series
IEC 60076-1 2011
EC 60076-2 2011

IEC 60076-3 2013

2006
-

2016
2004
IEC 60076-12 2008
IEC 60076-15 2015

EC 60243-1 2013
IEC 60364-4-41 2005

(mod)

EC 60529 1989
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Title EN/HD

International Electrotechnical Vocabulary -
(IEV) - Chapter 441: Switchgear,
controlgear and fuses

International Electrotechnical Vocabulary - -
Part 461: Electric cables

Power transformers EN 60076
Power transformers - Part 1: General N 60076-1

Power transformers - Part 2: Temperature EN 60076-2

rise for liquid-immersed transformers

Power transformers - Part 3: Insulation N 60076-3
levels, dielectric tests and external
clearances in air

Power transformers - Part 5: Ability to N 60076-5

withstand short circuit

Power transformers - Part 7: Loading guide-
for oil-immersed power transformers

Power transformers - Part 10: N 60076-10

Determination of sound levels

Power transformers - Part 11: Dry-type N 60076-11
transformers

Power transformers - Part 12: Loading -
guide for dry-type power transformers

Power transformers - Part 15: Gas-filed -
power transformers

Electric strength of insulating materials - N 60243-1
Test methods - Part 1: Tests at power
frequencies

Low-voltage electrical installations - HD 60364-4-41
Part 4-41: Protection for safety - Protection corr. July
against electric shock

Degrees of protection provided by N 60529
enclosures (IP Code) + corr. May
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Publication Year Title EN/HD Year
EC 60664-1 2007 Insulation coordination for equipment N 60664-1 2007
within low-voltage systems -
Part 1: Principles, requirements and tests
EC 60721-1 1990 Classification of environmental conditions - EN 60721-1 1995
Part 1: Environmental parameters and their
severities

EC 60721-2-2 2012  Classification of environmental conditions - 2013
Part 2-2: Environmental conditions

appearing in nature - Precipitation and

wind

EC 60721-2-4 1987 Classification of environmental conditions - HD 478.2.4 S1 1989
Part 2: Environmental conditions appearing
in nature - Solar radiation and temperature

IEC/TS 60815 Series  Selection and dimensioning of high-voltage - -
insulators intended for use in polluted

conditions

IEC 60947-1 2007 Low-voltage switchgear and controlgear - EN 60947-1 2007
Part 1: General rules

IEC 61439 Series Low-voltage switchgear and controlgear EN 61439 Series
assemblies

EC 61439-1 2011 Low-voltage switchgear and controlgear N 61439-1 2011
assemblies - Part 1: General rules

EC 62262 2002 Degrees of protection provided by N 62262 2002
enclosures for electrical equipment against
external mechanical impacts (IK code)

EC 62271-1 2007  High-voltage switchgear and controlgear - EN 62271-1 2008
Part 1: Common specifications

+A1 2011 +A1 2011

EC 62271-200 2011 High-voltage switchgear and controlgear - EN 62271-200 2012
Part 200: AC metal-enclosed switchgear
and controlgear for rated voltages above
1 kV and up to and including 52 kV

EC 62271-201 2014 High-voltage switchgear and controlgear - EN 62271-201 2014
Part 201: AC solid-insulation enclosed
switchgear and controlgear for rated
voltages above 1 kV and up to and
including 52 kV

EC 62271-202 2014 High-voltage switchgear and controlgear - EN 62271-202 2014

Part 202: High-voltage/low-voltage +AC 2014
prefabricated substation

ISO/IEC Guide 51 2014  Safety aspects - Guidelines for their - -
inclusion in standards
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 212: Compact Equipment Assembly
for Distribution Substation (CEADS)

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62271-212 has been prepared by subcommittee 17C: Assemblies,
of IEC technical committee 17: High-voltage switchgear and controlgear.

The text of this standard is based on the following documents:

FDIS Report on voting
17C/645/FDIS 17C/650/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
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This International Standard should be read in conjunction with JEC 62271-1:2007, to which it
refers and which is applicable unless otherwise specified. In order to simplify the indication of

corresponding requirements, the same numbering of clauses and subclauses is used as in
EC 62271-1. Amendments to these clauses and subclauses are given under the same

numbering, whilst additional subclauses, are numbered from 101.

A list of all parts of the IEC 62271 series can be found, under the general title High-voltage
switchgear and controlgear, on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC website under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

Traditionally a high-voltage/low-voltage distribution substation has been constructed by
installing the main electrical components —high-voltage switchgear, distribution transformer(s)
and the corresponding low-voltage distribution panel(s)- within a closed electrical operating
area. It can be a room within a building intended for other (non electrical uses) or a separated
housing (prefabricated or not) designed specifically to contain the electrical equipment of the
substation or an open area limited by fences.

Some years ago in the search for a more standardized and compact substation, the concept
of prefabricated substation was developed. |JEC 62271-209 covers this type of substation.
According to this document, the main electrical components (high-voltage switchgear,
transformer and low-voltage switchgear) are fully in compliance with their respective product
standard, and the whole substation, including interconnections and enclosure is designed and
type tested and later manufactured and routine tested in the factory. Correspondingly the
quality of the substation is assured by the manufacturer.

Moreover, also other types of assemblies have been introduced in the market. These are
assemblies comprising the main electrical active components of the substation and their
interconnections, delivered as a single product. The product can therefore be type tested,
manufactured, routine tested in the factory, transported and then installed in a closed
electrical operating area.

This type of factory assembled and type-tested product is covered by this document receiving
the generic name CEADS from Compact Equipment Assembly for Distribution Substation.
Numerous arrangements are possible and this document provides guidance on basic types of
assemblies, which might be envisaged.

A CEADS is not covered by |[EC 61936-1. However CEADS is intended to become part of a
distribution substation.

Taking into account the closer proximity of the components that even can share some parts
(enclosure, solid or fluid insulation...) it is very relevant to pay attention to the potential
interaction between them. Therefore to cover CEADS is neither sufficient nor always
applicable to refer to the relevant product standards. This document covers any additional
design and construction requirements and test methods applicable to the different types of
CEADS. In addition to the specified characteristics, particular attention has been paid to the
specification concerning the protection of persons, both operators and general public.

The CEADS is also for the interest of committee TC 14: Power transformers, and committee
TC 121: Switchgear and controlgear and their assemblies for low voltage.
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HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 212: Compact Equipment Assembly
for Distribution Substation (CEADS)

1 General

1.1 Scope

This part of IEC 62271 specifies the service conditions, rated characteristics, general
structural requirements and test methods of the assemblies of the main electrical functional
units of a high-voltage/low-voltage distribution substation, duly interconnected, for alternating
current of rated operating voltages above 1 kV and up to and including 52 kV on the high-
voltage side, service frequency 50 Hz or 60 Hz. This assembly is to be cable-connected to the
network, and intended for installation within an indoor or outdoor closed electrical operating
area.

A Compact Equipment Assembly for Distribution Substation (CEADS) as defined in this
document is designed and tested to be a single product with a single serial number and one
set of documentation.

The functions of a CEADS are:

e switching and control for the operation of the high-voltage circuit(s);
e protection of the high-voltage/low-voltage transformer functional unit;
¢ high-voltage/low-voltage transformation;

e switching and control for the operation and protection of the low-voltage feeders.

However relevant provisions of this document are also applicable to designs where not all of
these functions exist (e.g. equipment comprising only high-voltage/low-voltage transformation
and switching and control for the operation and protection of the low-voltage feeder functions
or equipment without switching and control for the operation of the high-voltage circuit(s)).

NOTE For the purpose of this document a self-protected transformer_is _considered not as a CEADS, but as a
functional unit, designed and type tested to its own product standard JEC 60076-13:2006.

1.2 Normative references
The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition

cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 60050-441:1984, International Electrotechnical Vocabulary — Switchgear, controlgear and
fuses

IEC 60050-461:2008, International Electrotechnical Vocabulary — Part 461: Electric cables

IEC 60076 (all parts), Power transformers

IEC 60076-1:2011, Power transformers — Part 1: General

IEC 60076-2:2011, Power transformers — Part 2: Temperature rise for liquid-immersed

transformers ocuments
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IEC 60076-3:201 3, Power transformers — Part 3: Insulation levels, dielectric tests and external
clearances in air

IEC 60076-5:2008, Power transformers — Part 5: Ability to withstand short circuit

EC 60076-7, Power transformers — Part 7: Loading guide for oil-immersed power
transformers

IEC 60076-10:2016, Power transformers — Part 10: Determination of sound levels

IEC 60076-11:2004, Power transformers — Part 11: Dry-type transformers

IEC 60076-12:2008, Power transformers — Part 12: Loading guide for dry-type power
transformers

IEC 60076-15:2015, Power transformers — Part 15: Gas-filled power transformers

IEC 60243-1:2013, Electrical strength of insulating materials — Test methods — Part 1: Tests
at power frequencies

IEC 60364-4-41:2005, Low-voltage electrical installations — Part 4-41: Protection for safety —
Protection against electric shock

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code)

IEC 60664-1:2007, Insulation coordination for equipment within low-voltage systems — Part 1:
Principles, requirements and tests

IEC 60721-1:1990, Classification of environmental conditions — Part 1: Environmental
parameters and their severities

|IEC 60721-2-2:2012, Classification of environmental conditions — Part 2-2: Environmental
conditions appearing in nature — Precipitation and wind

IEC 60721-2-4:1987, Classification of environmental conditions — Part 2-4: Environmental
conditions appearing in nature — Solar radiation and temperature

IEC TS 60815 (all parts), Selection and dimensioning of high-voltage insulators intended for
use in polluted conditions

IEC 60947-1:2007], Low-voltage switchgear and controlgear — Part 1: General rules

IEC 61439 (all parts)1, Low-voltage switchgear and controlgear assemblies

IEC 61439-1:2011, Low-voltage switchgear and controlgear assemblies — Part 1: General
rules

IEC 62262:2009, Degrees of protection provided by enclosures for electrical equipment
against external mechanical impacts (IK code)

IEC 62271-1:2007, High-voltage switchgear and controlgear — Part 1: Common specifications
IEC 62271-1:2007/AMD1:2011

1 This series will supersede some parts of IEC 60439 series. Documents
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http://dx.doi.org/10.3403/00642194
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IEC 62271-200:2011|, High-voltage switchgear and controlgear — Part 200: AC metal-enclosed
switchgear and controlgear for rated voltages above 1 kV and up to and including 52 kV

IEC 62271-201:2014|, High-voltage switchgear and controlgear — Part 201: AC solid-insulation
enclosed switchgear and controlgear for rated voltages above 1 kV and up to and including
52 kV

IEC 62271-202:2014, High voltage switchgear and controlgear — Part 202: High-voltage/low-
voltage prefabricated substation

ISO/IEC Guide 51:2014, Safety aspects — Guidelines for their inclusion in standards

2 Normal and special service conditions

2.1 Normal service conditions

Subclause 2.1 of |JEC 62271-1:2007 is applicable with the following additions.

Wave shape and symmetry of supply voltage are in accordance with 4.2 of [EC 60076-1:2011.

For high-voltage/low-voltage transformer functional unit, average ambient air temperature
limits of 4.2 of |JEC 60076-1:2011| for liquid immersed type and 4.2.3 of |[EC 60076-11:2004
shall also apply.

For indoor CEADS

e the minimum air ambient temperature is -5 °C;

e equipment shall also be suitable for conditions of humidity in accordance with 7.1.2.1 of
IEC 61439-1:2011.

For outdoor CEADS

e the preferred values of minimum air ambient temperature are -10 °C, -25 °C.

NOTE 1 For air ambient below -25 °C, CEADS can be designed or used according to the relevant product
standards, where applicable, or according to agreement between manufacturer and user.

NOTE 2 For higher ambient temperatures inside a room, the user has to specify to the manufacturer the specific
operating conditions.

When two or more functional units share a common surrounding medium and in some cases
even the same enclosure, the real operating service conditions, in particular temperature, of
those functional units can differ largely from the normal service conditions (ambient air) due to
the interaction between them. This has to be considered where relevant during type test (see
e.g. 6.5.2).

2.2 Special service conditions

Subclause 2.2 of [EC 62271-1:2007 is applicable with the following additions.

Refer to the relevant standards for the different functional units.

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050-441,
IEC 62271-1:2007 and in the standards mentioned in 1.2, and the following apply.

Documents

Document Sharing Hub

Full document details: BS EN 62271-212:2017


http://dx.doi.org/10.3403/30173660
http://dx.doi.org/10.3403/30253936
http://dx.doi.org/10.3403/30253146
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30167952
http://dx.doi.org/10.3403/30167952
http://dx.doi.org/10.3403/30087102
http://dx.doi.org/10.3403/30204030
http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/30111861
http://www.avadocuments.com/doc/bs-en-62271-212-2017
http://www.avadocuments.com/doc/bs-en-62271-212-2017

BS EN 62271-212:2017
IEC 62271-212:2016 © IEC 2016 -13 -

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp.

3.101

Compact Equipment Assembly for Distribution Substation

CEADS

factory assembled and type-tested equipment comprising functional units, described in 1.1,
duly interconnected

Note 1 to entry: Three types of CEADS are considered: grouped, associated and integrated (see Annex CC for
details).

3.101.1

grouped type CEADS

CEADS-G

CEADS which functional units are stand alone equipment fully complying with their respective
product standards, where these functional units are placed close to each other in a specified
layout

3.101.2

associated type CEADS

CEADS-A

CEADS which functional units may deviate from existing product standard but not in any
aspect that could affect negatively safety and/or operation and where these functional units
can either be independent or share part of their frames or enclosures

3.101.3

integrated type CEADS

CEADS-I

CEADS where all or part of high-voltage functional units and the high-voltage/low-voltage
transformation functional unit are contained in a single enclosure, sharing the insulating
medium

3.102
functional unit
assembly of devices and components performing a given main function of the CEADS

Note 1 to entry: For the purpose of this document functional unit has a different meaning than the meaning in
other standards. For example in this document high-voltage functional unit (see the definition below) may comprise

several functional units as per |EC 62271-200:2011.

3.102.1

high-voltage functional unit

assembly of the switching devices and other components performing the function of switching
and control for the operation of the high-voltage side of the CEADS

Note 1 to entry: It may include switching and control of the high-voltage main circuit of the network and the
protection of the high-voltage/low-voltage transformation function.

3.102.2

high-voltage/low-voltage transformer functional unit

assembly of elements that perform the function of high-voltage/low-voltage transformation of
the CEADS

3.102.3

low-voltage functional unit

assembly of the switching devices and other components performing the function of switching

and control for the operation and protection of the low-voltage feeders of the CEADBOCUMeENts
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3.103

closed electrical operating area

room or location for operation of electrical installations and equipment to which access is
intended to be restricted to skilled or instructed persons or to lay personnel under the
supervision of skilled or instructed persons

3.104

internal arc classified CEADS

IAC

CEADS which meet prescribed criteria, demonstrated by type tests, for the protection of
persons in the event of internal arc at the high-voltage side

3.105

high-voltage interconnection

electrical connection between the terminals of the high-voltage functional unit and the high-
voltage terminals of the high-voltage/low-voltage transformer functional unit

3.106

low-voltage interconnection

electrical connection between the low-voltage terminals of the high-voltage/low-voltage
transformer functional unit and the incoming terminals of the low-voltage functional unit

4 Ratings

Clause 4 of |JEC 62271-1:2007 is applicable with the following modifications.

The ratings of CEADS are the following:

a) the rated voltages;

b) the rated insulation levels;

c) the rated frequency (f,);

d) the rated normal current for main circuits (1, ,/,,5);
e) the rated short-time withstand currents (/y, Iy, 1;);
f) the rated peak withstand currents (]p, ]pe, ka);

g) the rated durations of short circuit (#,, fe, fcw);

h) the rated supply voltage of closing and opening devices and of auxiliary and control
circuits;

i) the rated supply frequency of closing and opening devices and of auxiliary and control
circuits.

j) the rated power and total losses of CEADS;

k) the ratings of the internal arc classification (IAC), if assigned by the manufacturer.

The ratings of CEADS shall be assigned to ensure that operation of the equipment within its
assigned ratings does not expose any individual functional unit to conditions which are
outside its rated capabilities.

NOTE Functional units forming part of the CEADS can have other individual rated values in accordance with their
relevant standards.

4.1 Rated voltage

Subclause 4.1 of [EC 62271-1:2007 is not applicable.

Rated voltages of CEADS are defined by the rated voltages of its high-voltage furﬂliﬁ UﬁL‘ t
(U,), high-voltage/low-voltage transformer functional unit and low-voltage functiona E L ents
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Refer to |JEC 62271-1:2007 for high-voltage functional unit.

Refer to |JEC 60947-1:2007 and 5.2 of [EC 61439-1:2011| for low-voltage functional unit.

Subclause 5.4.1 of JEC 60076-1:2011 is applicable for the high-voltage/low-voltage
transformer functional unit.

NOTE These values are determined by the characteristics of the high-voltage/low-voltage transformer functional
unit. High-voltage and low-voltage switchgear and controlgear can have rated voltages higher than the high-
voltage/low-voltage transformer functional unit rated voltages.

4.2 Rated insulation level

Subclause 4.2 of [EC 62271-1:2007 is not applicable.

Rated insulation levels of CEADS are defined by the rated insulation levels of its high-voltage
functional unit and low-voltage functional unit.

For the high-voltage functional unit refer to 4.2 of |JEC 62271-1: 2007 and for the low-voltage
functional unit refer to 5.2 of [EC 61439-1:2011 and iEC 60947-1:2007.

The minimum rated lightning impulse voltage withstand of the low-voltage functional unit shall
be at least the value given for overvoltage category IV in Table F.1 of |EC 60664-1:20017.
Depending on the network in different countries, it may be necessary to choose a higher
insulation level.

4.3 Rated frequency (f;)

Subclause 4.3 of [EC 62271-1:2007 is not applicable.

The standard values of the rated frequency for CEADS are 50 Hz and 60 Hz.

4.4 Rated normal current and temperature rise

4.41 Rated normal current (I, ,1,,5)

Subclause 4.4.1 of [EC 62271-1:2007 is not applicable.

Rated currents of CEADS are defined by the rated current of its high-voltage functional unit
(/,) and the rated current of its low-voltage functional unit (/).

Subclause 4.4.1 of |JEC 62271-1:2007 is applicable for the high-voltage functional unit.

Subclause 5.3.1 of JEC 61439-1:2011 is applicable for the low-voltage functional unit.

NOTE The high-voltage functional unit and the low-voltage functional unit have rated normal current values which
are equal or higher than operating current values.

4.4.2 Temperature rise

Subclause 4.4.2 of |JEC 62271-1:2007 is not applicable.

The temperature rise of CEADS is defined by the temperature rise of its functional units:

e limits of the high-voltage functional unit defined in 4.4.2 of JEC 62271-1:2007;

o limits of the high-voltage/low-voltage transformer functional unit are the ones defined in
Clause 6 of |EC 60076-2:2011 for liquid filled type and in Clause 11 of JEC 60076-11:2004
for dry type, at rated voltages and rated normal currents for which the CEAD
hbitied Ditiiffients
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e limits of the low-voltage functional unit defined in 9.2 of |JEC 61439-1:2011.

4.5 Rated short-time withstand currents (I, I, , I.,,)

Subclause 4.5 of [EC 62271-1:2007 is not applicable.

4.5.101 Rated short-time phase to phase and rated short-time phase to earth
withstand currents of high-voltage functional unit and rated short-time
withstand current of high-voltage interconnection (I, I;.)

For the rated short-time withstand currents /, and/or I, of high-voltage functional unit, high-
voltage interconnection and earthing circuit, 4.5 of |EC 62271-1:2007 is applicable with the
following additions:

Rated short-time withstand current (/) shall be assigned to high-voltage functional unit and
also to high-voltage interconnection.

NOTE 1 In principle, the rated short-time withstand current of a main circuit cannot exceed the corresponding
rated values of the weakest of its series connected components. However, for each circuit or high-voltage
compartment, advantage can be taken of apparatus limiting the short-circuit current, such as current-limiting fuses,
reactors, etc.

A rated short-time withstand phase to earth current (/) shall be assigned to the earthing
circuit. This value may differ from that of the main circuit.

NOTE 2 The short-circuit current ratings applicable _to the earthing circuit depend upon the type of system neutral
earthing for which it is intended. Refer to 8.104.6 of |EC 62271-202:2014.

4.5.102 Rated short-time withstand currents of low-voltage functional unit and low-

voltage interconnection (/)

Refer to 5.3.4 of |JEC 61439-1:2011.

4.5.103 Short-time withstand currents of high-voltage/low-voltage transformer
functional unit

Refer to Clause 3 of [EC 60076-5:2004.

4.6 Rated peak withstand currents (Ip, Ioes ka)

Subclause 4.6 of |JEC 62271-1:2007 is not applicable.

4.6.101 Rated peak phase to phase and rated peak phase to earth withstand currents
of high-voltage functional unit and rated peak withstand current of high-

voltage interconnection (I, 1)

For the rated peak withstand currents I, and/or I,. of high-voltage functional unit, high-
voltage interconnection and earthing circuit 4.6 of |EC 62271-1:2007 is applicable with the
following additions:

Rated peak withstand current (Ip) shall be assigned to high-voltage functional unit and also to
high-voltage interconnection.

NOTE In principle, the rated peak withstand current of a main circuit cannot exceed the corresponding rated
values of the weakest of its series connected components. However, for each circuit or high-voltage compartment,
advantage can be taken of apparatus limiting the short-circuit current, such as current-limiting fuses, reactors, etc.

A rated peak withstand phase to earth current (/) shall be assigned to the earthing circuit.
This value may differ from that of the main circuit.
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4.6.102 Rated peak withstand currents of low-voltage and low-voltage interconnection
(ka)

Refer to 5.3.3 of |JEC 61439-1:2011.

4.6.103 Peak withstand currents of high-voltage/low-voltage transformer functional
unit

Refer to Clause 3 of |EC 60076-5:2004.

4.7 Rated durations of short circuit (7, #q, 7o)

Subclause 4.7 of [EC 62271-1:2007 is not applicable.

4.7.101 Rated duration of phase to phase short circuit (7,) and rated duration of phase
to earth short circuit (7,.) of high-voltage functional unit and rated duration of
short-circuit of high-voltage interconnection

For the rated durations of short circuit ¢, and ¢, for high-voltage functional unit, high-voltage
interconnection and earthing circuit 4.7 of |EC 62271-1:2007 is applicable with the following
additions:

A rated duration of short circuit (#,) shall be assigned to high-voltage switchgear and to high-
voltage interconnection.

NOTE In principle, the rated duration of short circuit for a main circuit cannot exceed the corresponding rated
value of the weakest of its series connected components. However, for each circuit or high-voltage compartment,
advantage can be taken of apparatus limiting the duration of the short-circuit current, such as current-limiting
fuses.

A rated duration of phase to earth short circuit shall also be assigned to the earthing circuit
(tke)- This value may differ from that of the main circuit.

4.7.102 Rated duration of short circuit (7.,,) for low-voltage functional unit and low-
voltage interconnection

Refer to 5.3.4 of |JEC 61439-1:2011 for low-voltage functional unit and assign a rated duration
of short-circuit (¢,,,) to the low-voltage interconnection.

4.7.103 Duration of short circuit for high-voltage/low-voltage transformer functional
unit

Refer to 4.1.3 of |JEC 60076-5:2006.

4.8 Rated supply voltage of closing and opening devices and of auxiliary and control
circuits

Subclause 4.8 of JEC 62271-1:2007 is not applicable.

For high-voltage functional unit refer to 4.8 of |EC 62271-1:2007; for low-voltage functional
unit refer to 5.2.2 of JEC 61439-1:2011.

4.9 Rated supply frequency of closing and opening devices and of auxiliary circuits

Subclause 4.9 of [EC 62271-1:2007 is not applicable.

For high-voltage functional unit refer to 4.9 of |EC 62271-1:2007; for low-voltage functional
unit refer to 5.5 of |JEC 61439-1:2011.
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4.101 Rated power and total losses of CEADS

The rated power of CEADS is given by the rated power of the high-voltage/low-voltage
transformer functional unit at rated voltage.

The total losses of CEADS is the sum of the losses of the high-voltage functional unit and
high-voltage interconnection at its rated current, the total losses (identifying load and no load
losses) of the high-voltage/low-voltage transformer functional unit at its rated voltage and the
losses of the low-voltage functional unit and low-voltage interconnection at the current
determined by the high-voltage/low-voltage transformer functional unit rated power.

4.102 Ratings of the internal arc classification (IAC)
4.102.1 General
If an IAC classification is assigned by the manufacturer, several ratings shall be specified.

These ratings are subdivided into type of accessibility, arc fault currents and arc fault
durations.

4.102.2 Types of accessibility (A, B, AB)

Three types of protection in case of an internal arc are considered:

Accessibility type A: for CEADS providing protection to the operators during normal
operations in front of the operating side (or sides) of the CEADS.

Accessibility type B: for CEADS providing protection to the general public in the vicinity of the
equipment on all its sides at any time.

Accessibility type AB: for CEADS providing protection to both operators and the general
public.

To qualify for this classification, these CEADS shall comply with the requirements for type A
and type B with the same value of the test current in kA and duration in second(s).

4.102.3 Classified sides

For identification purposes of the different classified sides of the CEADS the following code
shall be used:

e F for front side (defined by HV operating side);
e L for lateral side;

e R for rear side.

The front side shall be clearly stated by the manufacturer.

4.102.4 Rated arc fault currents (I, I,)

The standard value of rated arc fault currents should be selected from the |JEC 60059:1999
standard current ratings.

Two ratings of the arc fault currents are recognised:

a) three-phase arc fault current (/,),

b) single phase-to earth arc fault current (/,.), when applicable.

When only a three-phase rating is specified, the single phase rating is by default 87 % of the
three-phase rating, and need not be specified. Documents
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NOTE 1 The manufacturer specifies the compartments of the high-voltage functional unit to which the single
phase-to earth arc fault current rating applies. Such value is assigned to functional unit where its construction will
prevent the arc from becoming multiphase, as demonstrated during the internal arc test.

NOTE 2 Rationale for this 87 % is the arc fault test with 2-phase ignition; refer to 8.104.6 of JEC 62271-202:2014.

In the case where all high-voltage compartments are only designed for single phase-to-earth
arc faults, only single phase to earth arc fault current (/5. ) needs to be assigned.

NOTE 3 Information about the relationship between type of neutral earthing and the single phase-to-earth arc
fault current is provided in 8.104.6 and Table 103 of JEC 62271-202:2014.

4.102.5 Rated arc fault duration (7, 75.)

Standard recommended values for the three-phase arc fault duration (¢,) are 0,1 s, 0,5 s and
1s.

If applicable, the test duration (f5,) of the single phase-to-earth arc fault shall be stated by the
manufacturer.

NOTE It is in general not possible to calculate the permissible arc duration for a current which differs from that
used in the test.

5 Design and construction

CEADS shall be designed so that normal service, inspection and maintenance can be carried
out safely. As CEADS are intended for installation within closed electrical operating areas, in
principle general public is not allowed to approach the equipment. However when a CEADS is
installed in a factory the employees not in charge of the operation of the equipment may be
occasionally in the proximity of the CEADS. As they are not aware of the electrical features of
the equipment they are considered as public in the sense of this document.

NOTE If some parts of enclosures of a CEADS are intended to become part of the enclosure of a substation, the

relevant requirements of JEC 62271-204 or |[EC 61936-1|, as applicable, are met.

The design of CEADS shall take into account the possible interactions (e.g. electrical,
mechanical and thermal) in the performance of different functional units and the components
used to interconnect these.

The complete assembly of a CEADS and the individual functional units forming part of it shall
comply with the requirements of this document. For the individual functional units reference is
made to the following respective standards:

e High-voltage functional unit IEC 62271-200:2011 or [EC 62271-201:2014);
¢ High-voltage/low-voltage transformer

functional unit IEC 60076 (all parts);
e Low-voltage functional unit IEC 61439 (all parts).

The individual functional units of a CEADS-G shall comply with the requirements of their
respective product standard listed above.

Concerning CEADS-A and CEADS-I, the individual functional units may deviate in some
aspects from those products standards. Due to that, specific testing procedures for individual
functional units, where direct application of above mentioned product standards is not
possible, are described in this document.

5.1 Requirements for liquids in switchgear and controlgear

Subclause 5.1 of [EC 62271-1:2007 is applicable.
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