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National foreword

This British Standard is the UK implementation of EN 62282-5-1:2012.
It is identical to IEC 62282-5-1:2012. It supersedes BS EN 62282-5-1:2007,
which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
GEL/105, Fuel cell technologies.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© The British Standards Institution 2013.
Published by BSI Standards Limited 2013.
ISBN 978 0 580 60957 2

ICS 27.070

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2013.

Amendments issued since publication
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Documents

Document Sharing Hub

Full document details: BS EN 62282-5-1:2012


http://dx.doi.org/10.3403/30089619
http://www.avadocuments.com/doc/bs-en-62282-5-1-2012
http://www.avadocuments.com/doc/bs-en-62282-5-1-2012

BS EN 62282-5-1:2012

EUROPEAN STANDARD EN 62282-5-1

NORME EUROPEENNE

EUROPAISCHE NORM November 2012

ICS 27.070 Supersedes

English version

Fuel cell technologies -
Part 5-1: Portable fuel cell power systems -
Safety
(IEC 62282-5-1:2012)

Technologies des piles a combustible - Brennstoffzellentechnologien -
Partie 5-1: Systemes a piles a Teil 5-1: Portable Brennstoffzellen-
combustible portables - Energiesysteme -

Sécurité Sicherheit

(CEI 62282-5-1:2012) (IEC 62282-5-1:2012)

This European Standard was approved by CENELEC on 2012-10-23. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the CEN-CENELEC Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the CEN-CENELEC Management Centre has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus,
the Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany,
Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee fiir Elektrotechnische Normung

Management Centre: Avenue Marnix 17, B - 1000 Brussels

© 2012 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Ref. No. EN 62282-5-1:2012 E

Documents

Document Sharing Hub

Full document details: BS EN 62282-5-1:2012


http://dx.doi.org/10.3403/30089619U
http://dx.doi.org/10.3403/30089619
http://www.avadocuments.com/doc/bs-en-62282-5-1-2012
http://www.avadocuments.com/doc/bs-en-62282-5-1-2012

BS EN 62282-5-1:2012
EN 62282-5-1:2012

Foreword

The text of document 105/396/FDIS, future edition 2 of |[EC 62282-5-1|, prepared by IEC/TC 105 "Fuel cell
technologies" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN 62282-5-1:2012.

The following dates are fixed:

e latest date by which the document has (dop) 2013-07-23
to be implemented at national level by
publication of an identical national
standard or by endorsement

¢ latest date by which the national (dow) 2015-10-23
standards conflicting with the
document have to be withdrawn

This document supersedes EN 62282-5-1:2007.

EN 62282-5-1:2012 includes the following significant technical changes with respect to EN 62282-5-
1:2007:

* normative references and definitions have been updated (e.g., hazardous locations, micro fuel cell
power systems, transportable equipment, etc.);

* subclause 4.2.2 has been updated referencing an alternative test method in response to a comment;

* the limit on flammable atmospheres has been reduced from 50 % of LFL to 25 % of LFL in 4.5.4 and in
7.20;

* subclause 4.14 and the corresponding tests in 7.22 have been updated to include more effluents and
criteria to establish if a system is suitable for indoor or outdoor operation;

« specific criteria for oxygen detector sensor performance requirements have been revised in 7.21;

» subclause 7.18 has been updated with a new test method and new drop heights in response to
comments;

» Table 1 has been added giving limits on emission of effluents using limits drawn from the micro fuel cell
power system standard.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent
rights.

This standard covers the Principle Elements of the Safety Objectives for Electrical Equipment Designed
for Use within Certain Voltage Limits (LVD - 2006/95/EC).
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Endorsement notice

The text of the International Standard IEC 62282-5-1:2012 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

EC 60439-1 NOTE Harmonized as EN 60439-1.
EC 62282-6-100 NOTE Harmonized as EN 62282-6-100.
SO 15156-1 NOTE Harmonized as EN 1SO 15156-1].
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated

references, the latest edition of the referenced document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.

Publication Year
IEC 60034 Series
EC 60068-2-75 -

EC 60079-0 -
EC 60079-2 -

EC 60079-10 -

EC 60079-15 -

EC 60079-20-1 -

EC 60086-2 -
EC 60204-1 (mod) 2005

EC 60216-4-1

IEC 60335-1 (mod) 2010
+ corr. July 2010
+ corr. April 2011

IEC 60364-4-41 -

-

Full document details: BS EN 62282-5-1:2012

Title EN/HD Year
Rotating electrical machines EN 60034 Series
Environmental testing - N 60068-2-75 -
Part 2-75: Tests - Test Eh: Hammer tests
Explosive atmospheres - N 60079-0 -
Part 0: Equipment - General requirements
Explosive atmospheres - N 60079-2 -
Part 2: Equipment protection by pressurized
enclosure "p"
Electrical apparatus for explosive gas N 60079-10 -
atmospheres -
Part 10: Classification of hazardous areas
Explosive atmospheres - N 60079-15 -
Part 15: Equipment protection by type of
protection "n"
Explosive atmospheres - N 60079-20-1 -
Part 20-1: Material characteristics for gas and
vapour classification - Test methods and data
Explosive atmospheres - N 60079-29-1 -
Part 29-1: Gas detectors - Performance
requirements of detectors for flammable
gases
Primary batteries - N 60086-4 -
Part 4: Safety of lithium batteries
Safety of machinery - Electrical equipment of EN 60204-1 2006
machines - + corr. February 2010
Part 1: General requirements
Electrical insulating materials - Thermal N 60216-4-1 -
endurance properties -
Part 4-1: Ageing ovens - Single-chamber
ovens
Household and similar electrical appliances - EN 60335-1 2012
Safety -
Part 1: General requirements
Low-voltage electrical installations - HD 60364-4-41 -
Part 4-41: Protection for safety - Protection
against electric shock
Degrees of protection provided by enclosures - -
(IP Code)
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IEC 60730-1 (mod)
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IEC 60730-2-17
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IEC 60884-1

IEC 60934

IEC 60950-1 (mod)
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Year Title EN/HD Year
- Insulation coordination for equipment within N 60664-1
low-voltage systems -
Part 1: Principles, requirements and tests
- Fire hazard testing - N 60695-2-11 -
Part 2-11: Glowing/hot-wire based test
methods - Glow-wire flammability test method
for end-products
- Fire hazard testing - N 60695-2-13 -
Part 2-13: Glowing/hot-wire based test
methods - Glow-wire ignition temperature
(GWIT) test method for materials
- Fire hazard testing - N 60695-11-§ -
Part 11-5: Test flames - Needle-flame test
method - Apparatus, confirmatory test
arrangement and guidance
- Fire hazard testing - EN 60695-11-10 -
Part 11-10: Test flames - 50 W horizontal and
vertical flame test methods
- Fire hazard testing - EN 60695-11-20 -
Part 11-20: Test flames - 500 W flame test
methods
2010  Automatic electrical controls for household N 60730-1 2011
and similar use -
Part 1: General requirements
- Automatic electrical controls for household N 60730-2-5 -
and similar use -
Part 2-5: Particular requirements for automatic
electrical burner control systems
- Automatic electrical controls for household - -
and similar use -
Part 2-17: Particular requirements for
electrically operated gas valves, including
mechanical requirements
- Analysis techniques for system reliability - N 60812 -
Procedure for failure mode and effects
analysis (FMEA)
- Plugs and socket-outlets for household and - -
similar purposes -
Part 1: General requirements
- Circuit-breakers for equipment (CBE) N 60934 -
2005 Information technology equipment - Safety - EN 60950-1 2006
2006  Part 1: General requirements + A11 2009
+A12 2011
+AC 2011
1999  Methods of measurement of touch current N 60990 1999
and protective conductor current
- Electromagnetic compatibility (EMC) - N 61000-3-2 -

Part 3-2: Limits - Limits for harmonic current
emissions (equipment input current < 16 A per
phase)
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Electromagnetic compatibility (EMC) - N 61000-3-3

Part 3-3: Limits - Limitation of voltage
changes, voltage fluctuations and flicker in
public low-voltage supply systems, for
equipment with rated current < 16 A per phase
and not subject to conditional connection

Electromagnetic compatibility (EMC) - N 61000-6-1

Part 6-1: Generic standards - Immunity for
residential, commercial and light-industrial
environments

Electromagnetic compatibility (EMC) - N 61000-6-2

Part 6-2: Generic standards - Immunity for
industrial environments

Electromagnetic compatibility (EMC) - N 61000-6-3 -

Part 6-3: Generic standards - Emission
standard for residential, commercial and light-
industrial environments

Electromagnetic compatibility (EMC) - N 61000-6-4

Part 6-4: Generic standards - Emission
standard for industrial environments

Fault Tree Analysis (FTA) N 61025

Protection of persons and equipment by N 61032
enclosures - Probes for verification

Protection against electric shock - Common N 61140
aspects for installation and equipment

Low-voltage switchgear and controlgear N 61439-1
assemblies -

Part 1: General rules

Functional safety of N 61508-1

electrical/electronic/programmable electronic
safety-related systems -
Part 1: General requirements

Functional safety - Safety instrumented
systems for the process industry sector -

Part 1: Framework, definitions, system,

hardware and software requirements

Functional safety - Safety instrumented
systems for the process industry sector -

Part 3: Guidance for the determination of the

required safety integrity levels

Hazard and operability studies (HAZOP -
studies) - Application guide

Uninterruptible Power Systems (UPS) - N 62040-1

Part 1: General and safety requirements for
UPS

Uninterruptible power systems (UPS) - N 62040-2
Part 2: Electromagnetic compatibility (EMC)
requirements

Secondary cells and batteries containing
alkaline or other non-acid electrolytes - Safety
requirements for portable sealed secondary

cells, and for batteries made from them, for

use in portable applications
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Fuel cell technologies - N 62282-2
Part 2: Fuel cell modules

Graphical symbols - Safety colours and safety -
signs

Rubber and plastics hoses and hose N ISO 4080
assemblies - Determination of permeability to
gas

Graphical symbols for use on equipment - -
Index and synopsis

Graphical symbols - Safety colours and safety EN ISO 7010

signs - Registered safety signs
Petroleum and natural gas industries - Piping -

Indoor air - -
Part 3: Determination of formaldehyde and
other carbonyl compounds - Active sampling
method

Indoor air - -
Part 6: Determination of volatile organic
compounds in indoor and test chamber air by
active sampling on Tenax TA sorbent, thermal
desorption and gas chromatography using
MS/FID

Year

Indoor, ambient and workplace air - Sampling EN 1ISO 16017-1| 2000

and analysis of volatile organic compounds by
sorbent tube/thermal desorption/capillary gas
chromatography -

Part 1: Pumped sampling

Hydrogen generators using fuel processing -
technologies -
Part 1: Safety

Transportable gas storage devices - Hydrogen-
absorbed in reversible metal hydride

Boilers and pressure vessels - Registration of -
Codes and Standards to promote international
recognition
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FUEL CELL TECHNOLOGIES -

Part 5-1: Portable fuel cell power systems — Safety

1 Scope

This part of IEC 62282 covers construction, marking and test requirements for portable fuel
cell power systems. These fuel cell systems are movable and not fastened or otherwise
secured to a specific location. The purpose of the portable fuel cell power system is to
produce electrical power.

This standard applies to a.c. and d.c. type portable fuel cell power systems, with a rated
output voltage not exceeding 600 V a.c., or 850 V d.c. for indoor and outdoor use. These
portable fuel cell power systems are not to be used in hazardous locations as defined by
IEV 426-03-01 unless additional protective measures are added in accordance with

EC 60079-0.

This standard does not apply to portable fuel cell power systems that are

a) permanently connected (hard wired) to the electrical distribution system,
b) permanently connected to a utility fuel distribution system,

c) exporting power to the grid,

d) for propulsion of road vehicles,

e) intended to be used on board passenger aircraft.

Fuel cells that provide battery charging for hybrid vehicles where the battery provides power
and energy for propulsion of the vehicle are not included in the scope of this standard

The following fuels and fuel feedstocks are considered within the scope of this standard:

e natural gas;

e liquefied petroleum gas, such as propane and butane;
e liquid alcohols, for example methanol, ethanol;

e gasoline;

e diesel;

e Kkerosene;

e hydrogen;

e metals (e.g. Mg, Al or Zn) or metal alloys immersed in electrolyte (e.g. aqueous solutions
of salts or alkali) in air or oxygen;

e chemical hydrides.

This standard does not preclude the use of similar fuels or oxidants from sources other than
air provided the unique hazards are addressed through additional requirements.
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Figure 1 — Portable fuel cell power systems

The overall design of a portable fuel cell power system anticipated by this standard shall form
an assembly of some or all of the following systems (see Figure 1), integrated as necessary,
to perform designated functions, as follows:

Fuel processing system — chemical processing equipment including any associated heat
exchangers and controls required to convert input fuel to a composition suitable for the fuel
cell stack.

Oxidant processing system — subsystem that meters, conditions, processes and may
pressurize the incoming oxidant supply for use within the fuel cell power system.

Thermal management system — subsystem intended to provide cooling and heat rejection in
order to maintain thermal equilibrium within the fuel cell power system, and, if necessary, to
provide for the recovery and utilization of excess heat and to assist in heating the fuel cell
power systems during start-up.

Power conditioning system — equipment which is used to change the magnitude or
waveform of the voltage, or otherwise alter or regulate the output of a power source.

Automatic control system — assembly of sensors, actuators, valves, switches and logic
components (including process controllers) that maintains the fuel cell power system
parameters within the manufacturer’s specified limits without manual intervention.

Fuel cell module — assembly, including a fuel cell stack(s), which electrochemically converts
chemical energy to electric energy and thermal energy intended to be integrated into a power
generation system.
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Fuel supply system — either integral to the portable fuel cell power system or supplied
through a removable and refillable container assembly.

Onboard energy storage system — an internal energy source intended to aid or complement
the fuel cell module in providing power to internal or external loads.

Ventilation systems — subsystem of the fuel cell power system that provides, by mechanical
means, air to its cabinet.

Water treatment systems — provides for treatment and purification of recovered or added
water for use within the portable fuel cell power system.

These requirements are not intended to prevent the design and construction of a portable fuel
cell power system not specifically described in this standard, provided that such alternatives
have been considered and equivalent testing yields equivalent safety performance to that
prescribed by this standard. In considering alternative designs or construction, this standard
may be used to evaluate the alternative materials or methods to be used as to their ability to
yield equivalent performance to that prescribed by this standard.

This standard does not cover requirements of pressurized or non-pressurized fuel supply
containers upstream of the appliance gaseous or liquid fuel supply connector that are not
integral to the portable fuel cell power system.

All pressures in this standard are considered to be gauge pressures, unless otherwise
specified.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60034 (all parts), Rotating electrical machines

IEC 60068-2-75, Environmental testing — Part 2-75: Tests — Test Eh: Hammer tests
EC 60079-0, Explosive atmospheres — Part 0: Equipment — General requirements

EC 60079-4, Explosive atmospheres — Part 2: Equipment protection by pressurized
enclosures "p"

EC 60079-10d, Explosive atmospheres (all Parts 10) — Part 10: Classification of areas

EC 60079-18, Explosive atmospheres — Part 15: Equipment protection by type of protection
Iln n

IEC 60079-20-1, Explosive atmospheres — Part 20-1: Material characteristics for gas and
vapour classification — Test methods and data

IEC 60079-29-1, Explosive atmospheres — Part 29-1: Gas detectors — Performance
requirements of detectors for flammable gases

EC 60086-4, Primary batteries — Part 4: Safety of lithium batteries
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IEC 60204-1:2005, Safety of machinery — Electrical equipment of machines — Part 1: General
requirements

EC 60216-4-1, Electrical insulating materials — Thermal endurance properties — Part 4-1:
Ageing ovens —Single-chamber ovens

IEC 60335-1:2010, Household and similar electrical appliances — Safety — Part 1: General
requirements

IEC 60364-4-41, Low-voltage electrical installations — Part 4-41: Protection for safety
Protection against electric shock

EC 60529, Degrees of protection provided by enclosures (IP Code)

EC 60664-1|, /nsulation coordination for equipment within low-voltage systems — Part 1:
Principles, requirements and tests

IEC 60695-2-11|, Fire hazard testing — Part 2-11: Glowing/hot-wire based test methods
Glow-wire flammability test method for end-products

IEC 60695-2-13, Fire hazard testing — Part 2-13: Glowing/hot-wire based test methods
Glow-wire ignition temperature (GWIT) test method for materials

IEC 60695-11-5, Fire hazard testing — Part 11-5: Test flames — Needle-flame test method —
Apparatus, confirmatory test arrangement and guidance

IEC 60695-11-10, Fire hazard testing — Part 11-10: Test flames — 50 W horizontal and vertical
flame test methods

IEC 60695-11-20Q, Fire hazard testing — Part 11-20: Test flames — 500 W flame test methods

IEC 60730-1:2010, Automatic electrical controls for household and similar use — Part 1:
General requirements

IEC 60730-2-5, Automatic electrical controls for household and similar use — Part 2-5:
Particular requirements for automatic electrical burner control

IEC 60730-2-17, Automatic electrical controls for household and similar use — Part 2-17:
Particular requirements for electrically operated gas valves, including mechanical
requirements

EC 60812, Analysis techniques for system reliability — Procedure for failure mode and effects
analysis (FMEA)

IEC 60884-1, Plugs and socket-outlets for household and similar purposes — Part 1: General
requirements

IEC 60934, Circuit-breakers for equipment (CBE)

IEC 60950-1:2005, Information technology equipment — Safety — Part 1. General requirements

IEC 60990:1999, Methods of measurement of touch current and protective conductor current

EC 61000-3-2, Electromagnetic compatibility (EMC) — Part 3-2: Limits — Limits for harmonic
currents emissions (equipment input current < 16 A per phase)
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EC 61000-3-3, Electromagnetic compatibility (EMC) — Part 3-3: Limits — Limitation of voltage
changes, voltage fluctuations and flicker in public low-voltage supply systems, for equipment
with rated current <16 A per phase and not subject to conditional connection

EC 61000-6-1, Electromagnetic compatibility (EMC) — Part 6-1: Generic standards
Immunity for residential, commercial and light-industrial environments

EC 61000-6-4, Electromagnetic compatibility (EMC) — Part 6-2: Generic standards
Immunity standards — Immunity for industrial environments

IEC 61000-6-3, Electromagnetic compatibility (EMC) — Part 6-3: Generic standards
Emission standard for residential, commercial and light-industrial environments

IEC 61000-6-4, Electromagnetic compatibility (EMC) — Part 6-4: Generic standards
Emission standard for industrial environments

EC 61028, Fault tree analysis (FTA)
EC 61032, Protection of persons and equipment by enclosures — Probes for verification

EC 61140, Protection against electric shock — Common aspects for installation and
equipment

EC 61439-1, Low-voltage switchgear and controlgear assemblies — Part 1: General rules

EC 61508-1, Functional safety of electrical/electronic/programmable electronic safety-related
systems — Part 1: General requirements

EC 61511-1|, Functional safety — Safety instrumented systems for the process industry sector
— Part 1: Framework, definitions, system, hardware and software requirements

EC 61511-3, Functional safety — Safety instrumented systems for the process industry sector
— Part 3: Guidance for the determination of the required safety integrity levels

EC 61882, Hazard and operability studies (HAZOP studies) — Application guide

EC 62040-1|, Uninterruptible power systems (UPS) — Part 1: General and safety requirements
for UPS

EC 62040-4, Uninterruptible power systems (UPS) — Part 2: Electromagnetic compatibility
(EMC) requirements

EC 62133, Secondary cells and batteries containing alkaline or other non-acid electrolytes —
Safety requirements for portable sealed secondary cells, and for batteries made from them,
for use in portable applications

EC 62282-4, Fuel cell technologies — Part 2: Fuel cell modules
ISO 3864 (all parts), Graphical symbols — Safety colours and safety signs

SO 4080, Rubber and plastics hoses and hose assemblies — Determination of permeability to
gas

SO 7004, Graphical symbols for use on equipment — Index and synopsis

SO 70140, Graphical symbols — Safety colours and safety signs — Registercd ¢ a‘et}g&%uments
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SO 15649, Petroleum and natural gas industries — Piping

SO 16000-3, Indoor air — Part 3: Determination of formaldehyde and other carbonyl
compounds — Active sampling method

SO 16000-8, Indoor air — Part 6: Determination of volatile organic compounds in indoor and
test chamber air by active sampling on Tenax TA sorbent, thermal desorption and gas
chromatography using MS or MS-FID

ISO 16017-1:2007, Indoor, ambient and workplace air — Sampling and analysis of volatile
organic compounds by sorbent tube/thermal desorption/capillary gas chromatography -
Part 1: Pumped sampling

ISO 16110-1:2007, Hydrogen generators using fuel processing technologies — Part 1: Safety

SO 16111, Transportable gas storage devices — Hydrogen absorbed in reversible metal
hydride

ISO 16528, Boilers and pressure vessels — Registration of Codes and Standards to promote
international recognition

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
basic insulation
insulation of hazardous-live-parts which provides basic protection

[SOURCE: |[EC 60050-195:1998, definition 195-06-06, modified — Note not included] [1]1

3.2
double insulation
insulation comprising both basic insulation and supplementary insulation

[SOURCE: |[EC 60050-195:1998, definition 195-06-08]

3.3

electromagnetic interference

EMI

degradation of the performance of an equipment, transmission channel or system caused by
an electromagnetic disturbance

[SOURCE: |[EC 60050-161:1990, definition 161-01-06, modified — Notes not included] [2]

3.4

electromagnetic disturbance

EMD

any electromagnetic phenomenon which may degrade the performance of a device,
equipment or system, or adversely affect living or inert matter

[SOURCE: JEC 60050-161:1990, definition 161-01-05, modified — Notes not included]

1 References in square brackets refer to the Bibliography. Documents
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3.5
enclosure
housing affording the type and degree of protection suitable for the intended application

[SOURCE: |[EC 60050-195:1998, definition 195-02-35]

Note 1 to entry: one type of enclosure can be inside another type (e.g. an electrical enclosure inside a fire
enclosure or a fire enclosure inside an electrical enclosure). Also, a single enclosure can provide the functions of
more than one type (e.g. those of both an electrical enclosure and a fire enclosure). Enclosures may be electrical,
mechanical, fire or another type of enclosures to provide protection from these hazards or from wind, weather and
other hazards.

3.6
electrical enclosure
enclosure providing protection against the foreseen dangers created by electricity

[SOURCE: |[EC 60050-195:1998, definition 195-06-13]

3.7
fire enclosure
part of the equipment intended to minimize the spread of fire or flames from within

3.8

mechanical enclosure

part of the equipment intended to reduce the risk of injury due to mechanical and other
physical hazards

3.9

hazardous location

any area or space where combustible dust, ignitable fibres, or flammables, volatile liquids,
gases, vapours or mixtures are or may be present in the air in quantities sufficient to produce
an explosive atmosphere or ignitable mixtures

3.10

explosive atmosphere

mixture with air, under atmospheric conditions, of flammable substances in the form of gas,
vapour, dust, fibres, or flyings which, after ignition, permits self-sustaining propagation

[SOURCE: IEC 60050-426:2008, definition 426-01-06] [3]

3.11

hazardous energy level

available power level of 240 VA or more, having a duration of 60 s or more, or a stored energy
level of 20 J or more (for example, from one or more capacitors), at a potential of 2 V or more

[SOURCE: IEC 60950-1:2005, definition 1.2.8.10]

3.12

hazardous voltage

voltage exceeding 42,4V peak, or 60 V d.c., existing in a circuit that does not meet
the requirements for either a limited current circuit or a TNV circuit

[SOURCE: IEC 60950-1:2005, definition 1.2.8.6]

3.13

heat deflection temperature

HDT

measure of a polymer’s resistance to distortion under a given load at elevated temperatures

Note 1 to entry: The deflection temperature is the temperature at which a test bar, loaded to the speﬁed bendi

stress, deflects by 0,25 mm. OCUI‘rﬁentS
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3.14

limited current circuit

circuit that is so designed and protected that, under both normal operating conditions
and single fault conditions, the current that can be drawn is not hazardous

Note 1 to entry: The limit values of currents under normal operating conditions and single fault conditions (see
1.4.14 of IEC 60950-1:2005) are specified in 2.4 of IEC 60950-1:2005.

[SOURCE: IEC 60950-1:2005, definition 1.2.8.9]

3.15

live part

conductor or conductive part intended to be energized in normal operation, including a neutral
conductor, but by convention not a PEN conductor or PEM conductor or PEL conductor

Note 1 to entry: This concept does not necessarily imply a risk of electric shock.

[SOURCE: |[EC 60050-195:199§, definition 195-02-19]

3.16

maximum allowable working pressure

MAWP

maximum pressure at which a fuel cell or fuel cell power system may be operated

Note 1 to entry: The maximum allowable working pressure is expressed in Pa.

Note 2 to entry: The maximum allowable working pressure is the pressure used in determining the setting of
pressure limiting and relieving devices installed to protect a component or system from accidental over-pressuring.

Note 3 to entry: For the purpose of this standard, all pressures are to be given and used as gauge pressures
unless absolute pressure is indicated.

3.17

maximum operating pressure

maximum pressure, specified in gauge pressure by the manufacturer, of a component or
system at which it is designed to operate continuously

Note 1 to entry: The maximum operating pressure is expressed in Pa.

Note 2 to entry: This includes all normal operation, both steady state and transient.

3.18

operator access area

area for which under normal operating conditions

a) access is gained without the use of a tool; or

b) the means of access is deliberately provided to the operator; or

c) the operator is instructed to enter regardless of whether or not tools are needed to gain
access

Note 1 to entry: In this standard, the terms "access" and "accessible", unless qualified, relate to operator access
as defined above.

3.19

portable fuel cell power system(s)

fuel cell power system that is not intended to be permanently fastened or otherwise secured in
a specific location

3.20
portable stand-alone fuel cell power system
portable fuel cell power system that is not designed to be connected to the energized mains
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3.21

reinforced insulation

insulation of hazardous-live-parts which provides a degree of protection against electric shock
equivalent to double insulation

Note 1 to entry: Reinforced insulation may comprise several layers which cannot be tested singly as basic
insulation or supplementary insulation.

[SOURCE: |[EC 60050-195:199§, definition 195-06-09]

3.22

secondary circuit

circuit that has no direct connection to a primary circuit and derives its power from a
transformer, converter or equivalent isolation device, or from a battery

Note 1 to entry: Conductive parts of an interconnecting cable may be part of a secondary circuit as stated in
1.2.11.6 of IEC 60950-1:2005.

[SOURCE: IEC 60950-1:2005, definition 1.2.8.5]

3.23

SELV

Safety Extra Low Voltage

a) for a.c. the peak value of the voltage does not exceed 42,4 V;
b) for d.c. the voltage does not exceed 60 V

Note 1 to entry: When safety extra low voltage is obtained from the supply mains, it is to be through a safety
isolating transformer or a converter with separate windings, the insulation of which complies with double insulation
or reinforced insulation requirements.

Note 2 to entry: The voltage limits specified are based on the assumption that the safety isolating transformer is
supplied at its rated voltage.

Note 3 to entry: Safety Extra Low Voltage is also known as SELV.
[SOURCE: IEC 60335-1:2010, definition 3.4.2, modified]

3.24

SELYV circuit

Safety Extra Low Voltage Circuit

secondary circuit that is so designed and protected that under normal operating conditions
and single fault conditions, its voltages do not exceed a safe value

Note 1 to entry: For commercial, industrial and telecommunication applications, the SELV voltage limits provided
in [IEC 60950-1:2005 are applicable. For household applications, the SELV voltage limits in IEC 60335-1:2010 shall
be used.

Note 2 to entry: The limit values of voltages under normal operating conditions and single fault conditions (see
1.4.14 of IEC 60950-1:2005) are specified in 2.2 of IEC 60950-1:2005. See Table 1A of IEC 60950-1:2005.

Note 3 to entry: This definition of a SELV Circuit differs from the term “SELV system” as used in .
[SOURCE: IEC 60950-1:2005, definition 1.2.8.8, modified]

3.25

service personnel

trained persons having familiarity and experience with the construction and operation of the
system and the risks involved

3.26

supplementary insulation

independent insulation applied in addition to basic insulation in order to reduce the risk of
electric shock in the event of a failure of the basic insulation
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3.27

thermal stability

stable temperature conditions, pseudo steady-state, arbitrarily indicated by temperature
changes of no more than 3 K or 1 % of the absolute operating temperature, whichever is
higher between two readings 15 min apart

3.28

tool

screwdriver, coin, key, or any other object that may be used to operate a screw, latch, or
similar fastening means

3.29
touch voltage
voltage between conductive parts when touched simultaneously by a person or an animal

NOTE 1 to entry: The value of the effective touch voltage may be appreciably influenced by the impedance of the
person or the animal in electric contact with these conductive parts.

3.30

uninterruptible power system

UPS

combination of convertors, switches and energy storage devices (for example, batteries),
constituting a power system for maintaining continuity of load power in case of input power
failure

3.31
wet cell battery
battery in which the electrolyte is in liquid and mobile form

3.32
transportable equipment
movable equipment that is intended to be routinely carried by a user

Note 1 to entry: Examples include laptop and notebook personal computers, pen-based tablet computers, and their
portable accessories such as printers and CD-ROM drives.

[SOURCE: IEC 60950-1:2005, definition 1.2.3.3]

3.33

hand-supported equipment

equipment that is physically supported by any part of the body of the user during the
performance of its intended functions

3.34
hand-held equipment
portable and intended to be held in the hand during normal use

[SOURCE: IEC 60050-151:2001, 151-16-48]

3.35

highly ventilated area

an area that is provided with clean, fresh air at a minimum flow rate of 140 m3/h
(approximately 10 air changes per hour in a room of 14 m3)

Note 1 to entry: Different ventilation rates may be used. See 4.14.

3.36
PEN conductor
conductor combining the functions of both a protective earthing conductor and a neutral

conductor Documents
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