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Foreword 

The text of document 51/980/FDIS, future edition 1 of IEC 62317-2, prepared by IEC TC 51, Magnetic 
components and ferrite materials, was submitted to the IEC-CENELEC parallel vote and was approved by 
CENELEC as EN 62317-2 on 2010-07-01. 

This European Standard supersedes EN 60133:2001. 

The main changes with respect to EN 60133:2001 are listed below: 

–  changed “e dimension” of P4,6/3,1 in Table 6 from 3,20 Max. to 3,40 Max.; 

–  removed “derived standards” from Annex B (informative) in EN 60133:2001; 

–  changed the name of core parts in Subclause 3.1.2 from “Grooves” to “Wire-ways” in accordance with 
EN 62317-1 Subclause 5.6. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent 
rights. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 

 
 
2011-04-01 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 

 
2013-07-01 

The contents of the corrigendum of August 2010 have been included in this copy. 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the International Standard IEC 62317-2:2010 was approved by CENELEC as a European 
Standard without any modification. 

__________ 
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Annex ZA  
(normative) 

Normative references to international publications 
with their corresponding European publications 

  

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.  

  
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  

  

Publication Year Title EN/HD Year 
  

IEC 60205 - Calculation of the effective parameters of 
magnetic piece parts 

EN 60205 - 
 

  

IEC 62317-1 - Ferrite cores - Dimensions -  
Part 1: General specification 

EN 62317-1 - 
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