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Endorsement notice

The text of the International Standard IEC 62386-101:2014/A1:2018 was approved by CENELEC as a
European Standard without any modification.

In the Bibliography of EN 62386-101:2014, the following note has to be added for the standard
indicated:

IEC 61347 Series NOTE Harmonized as EN 61347 Series.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE 1 Where an International Publication has been modified by common modifications, indicated by (mod), the relevant
EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:
www.cenelec.eu.

Publication Year Title EN/HD Year

In Annex ZA of EN 62386-101:2014 delete the reference to IEC 61347 Series

In Annex ZA of EN 62386-101:2014 replace the references to JEC 62386-102 and JEC 62386-103
with the following new references:

2014  Digital addressable lighting interface - EN 62386-102 2014
Part 102: General requirements - Control
gear
A1 -1 A1 -1
2014  Digital addressable lighting interface - EN 62386-103 2014
Part 103: General requirements - Control
devices
A1 - A1 -1

T To be published.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

DIGITAL ADDRESSABLE LIGHTING INTERFACE -

Part 101: General requirements —
System components

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

DISCLAIMER

This Consolidated version is not an official IEC Standard and has been prepared for
user convenience. Only the current versions of the standard and its amendment(s)
are to be considered the official documents.
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International Standard JEC 62386-101 has been prepared by subcommittee 34C: Auxiliaries
for lamps, of IEC technical committee 34: Lamps and related equipment.

This second edition constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) collection of all bus timing requirements defined in JEC 62386-101:2009 and
IEC 62386-102:2009 and rework of the timing requirements to facilitate the preparation of
a future control devices standard, taking particular account of the requirements for multi-
master systems. The 10 % tolerances have been replaced by minimum and maximum
timing values;

b) integration of multi-master timing requirements;

c) extension of the defined forward frames;

d) addition of wiring requirements;

e) improvement of the bus power supply requirements;

f) improvement of test sequences and description of the test sequences in the form of
pseudo code instead of flow charts.

This Part 101 is intended to be used in conjunction with:

e Part 102, which contains general requirements for the relevant product type (control gear),
and with the appropriate Part 2xx (particular requirements for control gear);

e Part 103, which contains general requirements for the relevant product type (control
devices), and the appropriate Part 3xx (particular requirements for control devices).

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 62386 series, under the general title: Digital addressable lighting
interface, can be found on the IEC website

The committee has decided that the contents of the base publication and its amendment will
remain unchanged until the stability date indicated on the IEC web site under
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the
publication will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

IEC 62386 contains several parts, referred to as series. The 1xx series includes the basic
specifications. Part 101 contains general requirements for system components, Part 102
extends this information with general requirements for control gear and Part 103 extends it
further with general requirements for control devices.

The 2xx parts extend the general requirements for control gear with lamp specific extensions
(mainly for backward compatibility with Edition 1 of IEC 62386) and with control gear specific
features.

The 3xx parts extend the general requirements for control devices with input device specific
extensions describing the instance types as well as some common features that can be
combined with multiple instance types.

This second edition of JEC 62386-101 is intended to be used in conjunction with IEC
62386102:2014 and IEC 62386-102:2014/AMD1:— and with the various parts that make up
the IEC 62386-2xx series for control gear, together with |JEC 62386-103:2014 and IEC 62386-
103:2014/AMD1:— and the various parts that make up the IEC 62386-3xx series of particular
requirements for control devices. The division into separately published parts provides for
ease of future amendments and revisions. Additional requirements will be added as and when
a need for them is recognised.

The setup of the standard is graphically represented in Figure 1 below.

2XX | 2xXx | 2xx 2XX 2XX 3xx 3xx 3xx 3xx 3xx

IEC

Figure 1 — IEC 62386 graphical overview

When this part of IEC 62386 refers to any of the clauses of the other two parts of the
IEC 62386-1xx series, the extent to which such a clause is applicable and the order in which
the tests are to be performed are specified. The other parts also include additional
requirements, as necessary.

All numbers used in this International Standard are decimal numbers unless otherwise noted.
Hexadecimal numbers are given in the format OxVV, where VV is the value. Binary numbers
are given in the format XXXXXXXXb or in the format XXXX XXXX, w here X is 0 or 1, "x" in
binary numbers means "don't care".
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DIGITAL ADDRESSABLE LIGHTING INTERFACE -

Part 101: General requirements —
System components

1 Scope

This part of IEC 62386 is applicable to system components in a bus system for control by digital
signals of electronic lighting equipment , which is in line with the requirements of IEC 61347
(all parts), with the addition of DC supplies.

NOTE Tests in this standard are type tests. Requirements for testing individual bus units during production are not included.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For un-
dated references, the latest edition of the referenced document (including any amendments) applies.

Text deleted

EC 61347-1|, Lamp controlgear — Part 1: General and safety requirements

IEC 62386-102:2014), Digital addressable lighting interface — Part 102: General requirements — Con-
trol gear |IEC 62386-102:2014/AMD1:—'

IEC 62386-103:2014), Digital addressable lighting interface — Part 103: General requirements — Con-
trol devices IEC 62386-103:2014/AMD1:—2

IEC 61000-4-11|, Electromagnetic compatibility (EMC) — Part 4-11:Testing and measurement tech-
niques — Voltage dips, short interruptions and voltage variations immunity tests

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

» |EC Electropedia: available at http://www.electropedia.org/
» ISO Online browsing platform: available at http://www.iso.org/obp

3.1

active state
phase of low level voltage during a transmission

Note 1 to entry: Noise and short pulses may be ignored and therefore do not change the state.

3.2

advanced bus power supply

bus power supply capable of checking the bus for fault conditions before switching on its output
continuously

Note 1 to entry: Examples of fault conditions are mains voltage connected to the bus or short circuit of the bus.
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3.3

application controller

control device that is connected to the bus and sends commands in order to control input
devices and/or control gear connected to the same bus

34
backward frame
frame used for backward transmission

3.5
backward transmission
transmission of data as a reply to and triggered by a forward transmission

3.6
bus
two-wire connection line carrying power and frames

3.7
bus powered
drawing the power for operation from the bus

3.8
bus power down
bus power interruption longer than 45 ms

3.9

bus power interruption

abnormal condition where the bus voltage is in the receiver low level voltage range, but not
because of a transmitter being active

3.10
bus power supply
unit feeding defined energy to the bus

3.11

bus unit

logical unit or combination of logical units, containing one transmitter and optionally one
receiver

Note 1 to entry: See 4.6.6.

3.12
charge overshoot
product of current overshoot time and current overshoot amplitude

Note 1 to entry: Within this standard the charge overshoot is a simple multiplication of the current overshoot time
and the current overshoot amplitude.

3.13
collision
situation in which two or more transmitters are transmitting simultaneously

Note 1 to entry: Collisions can go unnoticed if the transmission timing is sufficiently similar and the transmitted
frame content is identical.

3.14
command
forward transmission with appropriate information content, intended to cause a reaction in the
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Note 1 to entry: A receiver, having decoded a command can, when appropriate, decide to ignore the command.

Note 2 to entry: Refer to Parts 102, 103, 2xx, and 3xx of this standard for command definitions.

3.15

control device

device that is connected to the bus and sends commands to other devices (for example
control gear) connected to the same bus

Note 1 to entry: Control devices can also receive commands and backward transmissions.

3.16

control gear

device that is connected to the bus and receives commands in order to control at least one
output in a direct or indirect way

Note 1 to entry: The lamp controlgear of |[EC 61347-1 can cover control gear.

3.17

current overshoot time

time per bit during which the current supplied by the bus power supply is above the allowed
maximum of 250 mA after a transition from idle state to active state

Note 1 to entry: See 6.5.4.

3.18

destroy area

timeslot where a valid frame cannot be guaranteed and therefore the frame has to be
invalidated

3.19
edge
change from active state to idle state or vice versa

3.20
event message
command sent by a control device in order to distribute information on the bus

3.21
externally powered
drawing the power for operation from a separate power supply

Note 1 to entry: The separate power supply can be mains power, DC power, etc.

3.22
forward frame
frame used for forward transmission

3.23
forward frame priority
property of a forward frame used to prioritise access to the bus

3.24
forward transmission
transmission of data initiated by a control device

Note 1 to entry: See also 3.5.

3.25
frame
set of consecutive bits followed by a stop condition Documents
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Note 1 to entry: See Clause 8 for the timing definition of a stop condition.

3.26
grey area
time slot containing the decision point separating adjacent time slots

Note 1 to entry: This means the decision is arbitrary. Typically the previous or next entry in a table should be
used as an action. See Clause 8 for further information.

3.27
idle state
phase of high level voltage between and during transmissions

Note 1 to entry: Noise and short pulses may be ignored and therefore do not change the state.

3.28

input device

control device that is connected to the bus and sends commands using a multi-master
transmitter in order to distribute information about user actions and/or sensor values

Note 1 to entry: Input devices do not transmit commands to control gear.

3.29
instance
signal processing unit of an input device

3.30
instruction
command transmitted to change one or more variables in a bus unit

3.31
integrated bus power supply
bus power supply integrated into a physical device also containing a bus unit

3.32
interface
terminals or wires for connection to the bus

3.33
logical unit
control gear or control device that conforms to |JEC 62386-102 or JEC 62386-103

Note 1 to entry: See 4.6.6.

3.34

multi-master application controller

application controller that is intended to share the bus with other control devices and uses a
multi-master transmitter

3.35

multi-master transmitter

transmitter following the multi-master timing and supporting collision detection, collision
avoidance, and collision recovery methods

Note 1 to entry: Multi-master transmitters are used in control devices intended for multi-master control systems.

3.36
proprietary forward frame
frame other than a standard forward frame, reserved forward frame or backward frame
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Note 1 to entry: Proprietary frames are intended for manufacturer-specific purposes

3.37

query
command transmitted to observe a variable in a bus unit

Note 1 to entry: A query can be followed by a backward frame.

3.38
receiver
part of a bus unit detecting and decoding frames on the bus

3.39
reserved
intended for future use by this standard

3.40
send-twice command
command transmitted by send-twice forward frames

Note 1 to entry: Refer to 9.3, Part 102, Part 103, Parts 2xx, and Parts 3xx of this standard for further details on
send-twice commands.

3.41

send-twice forward frame

forward frame that needs to be transmitted twice with a limited settling time in order to be
processed by the receiver

3.42

settling time

time during which the bus is in idle state after the last rising edge of one frame and before the
first falling edge of the next frame

3.43
single master application controller
application controller that is intended not to share the bus with other control devices

3.44
standard forward frame
forward frame as defined and described in this series of standards

3.45
system failure
bus power interruption longer than 550 ms

3.46

transaction

uninterruptible set of one or more consecutive forward frames transmitted from a single
control device, with zero or more backward frames

3.47
transmitter
part of a bus unit placing frames on the bus

3.48

voltage overshoot time

time per bit during which the voltage supplied by the bus power supply is above 20,5 V after a
transition from active state to idle state
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Note 1 to entry: See 6.5.4.

3.49

voltage undershoot time

time per bit during which the voltage supplied by the bus power supply is below 12,0 V after a
transition from active state to idle state

Note 1 to entry: See 6.5.4.

3.50
frame accepted
frame that has been received and uses the correct frame type and data bit content

3.51
frame ignored
frame received but not accepted

3.52
frame received
frame with a valid start bit, valid data bits, and a stop condition

3.53
frame rejected
frame not received

4 General

4.1 Purpose

The standardisation of the digital addressable lighting interface is intended to achieve
interoperable multi-vendor operation below the level of building management systems.

EN 50491 and ISO 14672 are not applicable for the purposes of this standard.

4.2  Version number
The version shall be in the format "x.y", where the major version number x is in the range of 0
to 62 and the minor version number y is in the range of 0 to 2. When the version number is

encoded into a byte, the major version number x shall be placed in bits 7 to 2 and the minor
version number y shall be placed in bits 1 to 0.

At each amendment to an edition of |IEC 62386-101 the minor version number shall be
incremented by one.

At a new edition of IEC 62386-101 the major version number shall be incremented by one and
the minor version number shall be set to 0.

The current version number is "2.01".

NOTE Normally 2 amendments on IEC documents are made before a new edition is created.
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