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Foreword

The text of document 100/2182/FDIS, future edition 2 of IEC 62394, prepared by technical area 9: Audio,
video and multimedia applications for end-user network, of IEC technical committee 100: Audio, video
and multimedia systems and equipment was submitted to the IEC-CENELEC parallel vote and approved
by CENELEC as EN 62394:2014.

The following dates are fixed:

e latest date by which the document has (dop) 2014-07-31
to be implemented at national level by
publication of an identical national
standard or by endorsement

¢ latest date by which the national (dow) 2016-10-31
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent
rights.

Endorsement notice

The text of the International Standard IEC 62394:2013 was approved by CENELEC as a European
Standard without any modification.
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INTRODUCTION

Consumer products are often repaired by service workshops, which service a wide range of
products developed by different manufacturers.

For highly complex products, fault diagnosis becomes increasingly difficult and time consuming.

To facilitate diagnosis, manufacturers often develop built-in diagnostic software that
communicates with an external diagnostic unit through a service diagnostic interface (SDI).

To avoid the need for a service workshop to purchase several different diagnostic units from
different manufacturers for different products, a standardized SDI is proposed for use by all
manufacturers of any products requiring a diagnostic interface. The result will be that only one
SDI is needed in the service workshops.

The SDI should be suitable for diagnosis in a facilities or household appliances network in which
different products from different manufacturers are connected together. The interface should
also allow for future development.

The standard SDI should

— be usable in future products,

— be easily connectable to a product or a network,
— be inexpensive,

— not limit product design.

Documents

Document Sharing Hub

Full document details: BS EN 62394:2013


http://www.avadocuments.com/doc/bs-en-62394-2013
http://www.avadocuments.com/doc/bs-en-62394-2013

BS EN 62394:2014
-10 - 62394 © IEC:2013

SERVICE DIAGNOSTIC INTERFACE FOR CONSUMER
ELECTRONICS PRODUCTS AND NETWORKS -
IMPLEMENTATION FOR ECHONET

1 Scope

This International Standard specifies requirements for service diagnostic software to be
implemented in products that incorporate a digital interface. It does not specify requirements for
carrying out remote diagnosis or for manufacturer-dependent software.

The SDI (Service Diagnostic Interface) requires an external controller (exclusive or
general-purpose/PC) into which service diagnostic software can be loaded. Part of the controller
software should be standardized while another part of this controller software should be unique
to the manufacturer.

To reach a common approach in servicing all products from all manufacturers, it is necessary to
standardize specific items to be tested in products and in controllers’ diagnostic software.

The SDI is based upon the ECHONET specification version 2.11, ECHONET Lite specification
version 1.01 and APPENDIX Detailed Requirements for ECHONET Device objects Release B
because this interface will be used in future products. The use of this connection and existing
communication protocols enable implementation in products at low cost, with maximum
flexibility and efficiency.

The SDI consists of

e specific hardware and software requirements of the device under test (DUT);
e specific requirements of the controller:

— the service software;

— an ECHONET interface;

e the connection between the controller and the DUT.

This standard provides the minimal requirements necessary to carry out computerized diagnosis.
It covers the standardized software of the controller as well as the standardized software and
provisions in the DUT.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

(void)

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
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3.1.1

ECHONET specifications

specifications designed to enable the use of various kinds of transmission media (for example,
power line, low-power radiofrequency, ETHERNET, Bluetooth®"

3.1.2

remote diagnosis

diagnosis of a product via telephone, Internet, etc.
3.2 Abbreviations

CpESV Compound ECHONET service

DEA Destination ECHONET address
DEOJ Destination ECHONET object

DUT Device under test

EBC ECHONET byte counter

EDATA ECHONET DATA

EDT ECHONET property value data
EHD ECHONET headers

ELDATA ECHONET Lite DATA

ELHD ECHONET Lite headers

ELPDC ECHONET Lite Property data counter
ELSV ECHONET Lite service

EOJ ECHONET objects

EPC ECHONET property

ESV ECHONET service

EVPS Electric Vehicle Power System
LSB Least Significant Bit

MSB Most Significant Bit

OEM Original equipment manufacturer
OHD Object message header

OPC Processing target property counter
PC Personal computer

PDC Property data counter

PEDATA Plane EDATA (Plane ECHONET data)
ROM Read-only memory

SDI Service diagnostic interface

SEA Source ECHONET address

SEOJ Source ECHONET object

SOC State of Charge

TID Transaction ID

V2H Vehicle to Home

1 ETHERNET is the trademark of a product supplied by Xerox Corporation.
Bluetooth is the trademark of a product supplied by Bluetooth SIG, Inc.

This information is given for the convenience of users of this standard and does not constitute an emﬁm t
IEC of the product named. Equivalent products may be used if they can be shown to lead to the s ! ents
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4 Different types of service diagnostics

4.1 Stand-alone products

For stand-alone products, a connection is made between the diagnostic controller and the DUT,
where the DUT is from any manufacturer and of any type.

4.2 Facilities or household appliances network

In a facilities or household appliances network, a connection is made between the diagnostic
controller and a network of facilities or household appliances. Several different facilities or
household appliances are interconnected and not all of them are necessarily from the same
manufacturer.

In this case, the SDI shall list the products on the network, detect which facilities or appliances
are causing problem, and diagnose the product concerned.

4.3 Remote diagnosis

In addition to the configurations described in 4.1 and 4.2, a link can be made (for example, via
telephone, the Internet, etc.) between the diagnostic controller in the workshop and a
DUT/network at the customer’s home. Therefore, if a product has both an ECHONET interface
and a remote connection capability, this product should be able to transfer the diagnostic data,
as described in this standard, through the remote connection.

5 SDI requirements

5.1 General
The SDI consists of

e hardware and software, both in the DUT and in the test equipment (“tester”);
e the connection between the tester and the DUT.

The total SDI can be divided into the parts described in 5.2 and 5.3.

5.2 Hardware
5.2.1 Tester hardware

The hardware used for testing shall be a controller exclusive computer or general-purpose
controller (for example, desktop or laptop PC) provided with at least one suitable network
interface which enables the transfer of the ECHONET frame, as specified in 7.2, and running the
necessary diagnostic software.

NOTE The minimum requirements for the tester hardware depend on the respective tester platform.
5.2.2 Facilities or household appliances network

For the connection between the tester and the DUT, the “facilities or household appliances
network” shall be used. For the diagnosis of the DUT using the network, the tester shall be
connected to the facilities or household appliances network that conforms to the requirements of
7.1.
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5.2.3 DUT hardware
5.2.3.1 General

The DUT shall be provided with at least one network interface which enables the transfer of the
ECHONET frame as specified in 7.2.

5.2.3.2 Facilities or household appliances network

For diagnosis on a network, the tester shall, where possible, be connected to a “facilities or
household appliances network” that conforms to the requirements of 7.1.

5.3 Software
5.3.1 General

The software for the SDI can be divided into two parts (tester and DUT) of which each part again
can be divided into mandatory (SDI common) software and non-mandatory
(manufacturer-dependent) software.

5.3.2 Tester software

The software platform of the tester shall be able to handle the ECHONET frame as specified in
7.2.

The SDI common software on the tester shall have the following functionalities:

a) initiate a service of “property value read request”’, as specified in 7.2.9;

b) read out the service of “property value read response” and “property value notification” of all
products, as specified in 7.2.9;

c) display a list of all products connected to the facilities or household appliances network to
which the tester is connected. On the display shall be listed the

— manufacturer code property,

— place-of-business code property,
— product code property,

— serial number property,

— date-of-manufacture property;

d) display an indication of the fault status property which describes the occurrence of an error
in an actual device. The property code used as a property value is 0 x 41 when an error
exists or 0 x 42 when no error exists and is found to be “OK” or “Not OK” as specified in 9.3.6;

e) display an indication of the fault content property which describes the content of an error in
an actual device as specified in 9.3.6.

5.3.3 DUT software requirements for the SDI

The DUT shall be able to handle the ECHONET frame as specified in 7.2.

In addition, the SDI common software in the DUT shall be able to

a) run a self-test routine;

b) receive a service of “property value read request” as specified in 7.2.9 which is initiated by
the tester and response a service of “property value read response” as specified in 7.2.9;

c) initiate a service of “property value notification” as specified in 7.2.9.
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6 Tester software requirements

6.1 Reading the property diagnostic unit

The common application shall be able to retrieve from the SDI-compliant devices and display the
information specified in 6.1 to 6.3.

6.2 General information (product identification)

The manufacturer code property, the place-of-business code property, the product code
property and the serial number property shall be read from the DUT and displayed. These
property data shall always be available as specified in 9.30. The tester shall display this
information for all devices in the system.

NOTE The manufacturer code displayed might not be the same as the name on the physical device.
6.3 Diagnosis information

After start-up of the general information software, the diagnosis information shall be displayed.

7 Control protocol 1

7.1 General

The ECHONET specifications were designed to enable the use of various kinds of transmission
media (for example, power line, low-power radiofrequency, ETHERNET, Bluetooth®). Slow
transmission speeds discourage large data transfers, and it is desirable to reduce the mounting
load on simple devices. In the light of this situation, ECHONET specifies the frame format for the
ECHONET communication middleware block to minimize the message size while fulfilling the
requirements of the communications layer structure.

7.2 Frame format
7.21 General

Figure 1 shows the content of the ECHONET communication middleware frame format. In the
ECHONET communication middleware specifications, messages exchanged between
ECHONET communications processing blocks are called ECHONET frames. ECHONET frames
are roughly divided into two types depending on the specified EHD: the secure message format,
of which the EDATA section is enciphered, and the plain message format, of which the EDATA
section is not enciphered. The secure message format and the plain message format are
subdivided into three formats depending on the specified EHD (see Table 3). Therefore, the
following six different message formats are available for ECHONET frames.

a) Plain basic message format
Insecure communication is performed so that one message is used to view or change the
contents of one property.

b) Plain compound message format
Insecure communication is performed so that one message is used to view or change the
contents of two or more properties.

c) Plain arbitrary message format
Insecure communication is performed so as to exchange information that complies with
vendor-unique specifications.

d) Secure basic message format
Secure communication is performed so that one message is used to view or change the
contents of one property.

e) Secure compound message format
Secure communication is performed so that one message is used to view or
contents of two or more properties. ﬁ@&iﬁﬁents
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Secure arbitrary message format

Secure communication is performed so as to exchange information that complies with
vendor-unique specifications.

Figure 1 shows the ECHONET frame structure for the plain message format.

Detailed specifications for each message component will be provided in the following

subclauses.

Format Ill (multiple property
simultaneous control form at
multiple property simultaneous
control format)

Format Il (compound [ [ c .. )
data format) OHD |SE°|J El)EolJ ESQ/ oPC PDC|--|PDC|EPC| EDT EPC| EDT
Size of Size of\ J V]
request request Request Request
1 n 1 n
OHD : object message header (1B)
SEOJ : specifies source ECHONET Object (3B)
DEOJ : specifies destination ECHONET Object (3B)
CpESV : compound ECHONET service (1B)
OPC : number of processed properties (1B)
PDC : property data counter (1B)
EPC : ECHONET property (1B)
EDT : property value data (max. 245 bytes)
_ ] 1
Format | (basic data format) OHD| SEOJ DEOJ |EPC|ESV, EDT
L] [ |
OHD : object message header (1B)
SEOJ : specifies source ECHONET Object (3B)
DEOJ : specifies destination ECHONET Object (3B)
EPC : ECHONET property (1B)
ESV  : ECHONET service (1B)
EDT : property value data (max. 247 bytes)
I I (ECHONET frame)
EHD SlEA DI|EA EBC EDAT
EHD : ECHONET message header (1B)
SEA  :source ECHONET Address (2B)
DEA :destination ECHONET Address (2B)
EBC : EDATA area byte counter (1B)
EDATA : ECHONET data (max. 256 bytes) IEC 1133/06
Figure 1 — ECHONET frame for plain data format
7.2.2 ECHONET headers (EHD)]

This subclause provides detailed specifications for the ECHONET header (EHD) shown in

Figure 1 and Figure 2.

Full document details: BS EN 62394:2013
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b7 b6 b5 b4 b3 b2 b1 b0
1 [ %] % | % |# |# b |k

L

] ]
LI_I— EDATA/PEDATA configuration specification
b1:b0=0:0 Message format | (basic message format)
0:1 Message format Il (compound message format)
1:0 Message format Il (arbitrary message format)
1:1 Reserved for future use

Secure message specification
0: plain message; 1: secure message

DEA code type specification (individual/broadcast)
0: Individual 1: Broadcast
Routing hop counter

Fixed IEC 1134/06

NOTE When b7=0, b0 to b6 will be specified separately (reserved for future use).

Figure 2 — EHD detailed specifications

The combination of b1 and b0 specifies the message format for EDATA/PEDATA. When b1:b0 =
0:0, it indicates Message Format | (basic message format), which allows one message to
operate on one property of one object. When b1:b0 = 0:1, it indicates Message Format Il
(compound message format), which allows one message to operate on two or more properties of
one object. When b1:b0 = 1:0, it indicates Message Format Ill (arbitrary message format), of
which EDATA/PEDATA section is in an arbitrary format.

Bit b2 indicates whether the EDATA section is enciphered or not. When b2 = 1, it means that the
EDATA section is enciphered. When b2 = 0, it means that the EDATA section is not enciphered.

Bit b3 specifies whether the DEA (destination ECHONET address) shown in

Figure 3 and Figure 4 is a broadcast address or an individual address. When b3 = 1, this
indicates that a broadcast address is stipulated by the DEA code. When b3 = 0, this indicates
that an individual address is stipulated by the DEA code. Broadcast address codes are
discussed in 7.2.3.

Bits b4, b5, and b6 constitute a routing hop counter, which can be manipulated only by
ECHONET routers. When a message received at one subnet of an ECHONET router is
forwarded to another subnet, the counter is incremented. For every transmission from an
ordinary node, a hop count of 0 is used. The relationship between b4, b5, and b6 and the hop
count is shown in Table 1. The number of hops can be set to a value between 0 and 7.

Table 1 — Bit pattern for hop count

b6 b5 b4 Hop count
(router passes)
0 0 0 0
0 0 1 1
0 1 0 2
0 1 1 3
1 0 0 4
1 0 1 5
1 1 0 6
1 1 1 7
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7.2.3 Source/Destination ECHONET address (SEA/DEA)

This subclause provides detailed specifications for the source ECHONET address (SEA) and
destination ECHONET address (DEA) shown in

Figure 3. Figure 4 shows the configuration of the source ECHONET address (SEA) and the
destination ECHONET address (DEA) prevailing when an individual address is stipulated by
setting b3 of EHD to 0.

1st byte
| NetID (1 byte) |

2nd byte
NodelD (1 byte)

IEC  2431/13

Figure 3 — Configuration of SEA and DEA when an individual address is specified

When b3 of EHD is set to 1 to specify a broadcast, the destination ECHONET address (DEA)
becomes a code indicating a broadcast message for a specific ECHONET address group
(including a general broadcast). The DEA configuration in this case is shown in Figure 4. The

broadcast target stipulation code is shown in Figure 5 and Figure 6.

1st byte

2nd byte

| NetID (1 byte)

NodelD (1 byte)

IEC  2432/13
Broadcast type Broadcast target stipulation code Remarks
stipulation code
Specifies the node groups to be targeted for | An intra-domain broadcast. In all subnets
0x00 a broadcast within all subnets. For node within a domain, a broadcast is sent to the
selection, see Figure 5. nodes stipulated by the broadcast target
stipulation code.
Specifies the node groups to be targeted for | An intra-own-subnet broadcast. In the own
0x01 a broadcast within its own subnet. For node | subnet, a broadcast is sent to the nodes
group selection, see Figure 5. stipulated by the broadcast target
stipulation code.
All nodes within the subnet having the Net A general broadcast within a specified
0x02 ID code stipulated by the "broadcast target | subnet. A broadcast is sent to all nodes
stipulation code" are targeted. within the subnet stipulated by the
broadcast target stipulation code.
0x03~0x7F Reserved for future use.
0x80~0xFF Open to user. Used when a system manager will manage
the system in a collective housing unit or
small office building.

Figure 4 — DEA (broadcast-stipulated) address configuration
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b7 b6 b5 b4 b3 b2 b1 b0
e e | A K K| ok OX

Broadcast to node group 0 YES/NO 3\

Broadcast to node group 1 YES/NO

Broadcast to node group 2 YES/NO

Broadcast to node group 3 YES/NO =1: YES

Broadcast to node group 4 YES/NO 0-NO

Broadcast to node group 5 YES/NO

Broadcast to node group 6 YES/NO

Broadcast to node group 7 YES/NO Y

IEC 1137/06
Figure 5 — Broadcast target stipulation code
0|8|4|C|2|A|6]|E|1]9|5|D|3|B|7|F

0 Group O
8
4 Group 1
C
2 Group 2
A
6 Group 3
E
1 Group 4
9
5 Group 5
D
) Group 6
B
7 Group 7
F

IEC 1138/06
Figure 6 — Node group stipulation bit specifications

7.2.4 ECHONET byte counter (EBC)

EBC indicates the size of the ECHONET data region (EDATA region) shown in Figure 1. The size
is variable in 1-byte increments. The acceptable EDATA region size ranges from 6 to 256 bytes
(0x06 to OxFF; 0x00 = 256). The lower limit is 6 bytes, which indicates that a message consists
of at least 6 bytes. The reason is that either the SEOJ or the DEOJ needs to be specified with the
EPC to ESV options specified for a plain message. A 6-byte message can be a message
requesting an ESV with the DEOJ specified or a message carrying a "response of processing
impossible" for ESV with the SEOQOJ specified.

7.2.5 ECHONET data (EDATA)

The DATA region for messages exchanged by the ECHONET communication middleware.

Maximum size: 256 bytes.
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7.2.6 Object message header (OHD)

This subclause provides detailed specifications for the object message header (OHD) shown in
Figure 1. Detailed specifications are shown in Figure 7. The state in which b1 and b0 are both 0
will never occur.

b7 b6 b5 b4 b3 b2 b1 b0
10| 0|0|0|O ||

Source object stipulation 1:YES 0:NO
Source object stipulation 1:YES 0:NO

All “0” fixed

Fixed (reserved for future use)
IEC 1139/06

NOTE When b6 and b7 have values other than b6 = 0 and b7 = 1, b0 to b5 will have different meanings.

The meanings of bits b0 to b5 when b6 and b7 have values other than b6 = 0 and b7 =1 will be stipulated in the future
(reserved for future use).

Figure 7 — OHD detailed specifications

7.2.7 ECHONET objects (EOJ)

This subclause provides detailed specifications for the source ECHONET object (SEOJ) code
and destination ECHONET object (DEOJ) code shown in Figure 1. Detailed specifications are
shown in Figure 8.

1st Byte 2nd Byte 3rd Byte

b7 b6 b5 b4 b3 b2 b1 b0 b7 b6 b5 b4 b3 b2 b1 b0 b7 b6 b5 b4 b3 b2 b1 b0
Of || |HE |[HE [E HE | ) S| S| S| S [Se [Be e | | % | ok [* [ | % | % |*
1
|

X3: instance code

X2: class code

X1: class group code

0: fixed
IEC 1140/06

NOTE The meanings of the bits when b7 of the 1st byte is 1 will be stipulated in the future (reserved for future use).

Figure 8 — EOJ detailed specifications

ECHONET objects are described using the format [X1.X2] and [X3], with these formats to be
specified as shown below. (However, “.” is used only for descriptive purposes and does not
mean a specific code.) The object class is designated by the combination of X1 and X2, while X3
shows the class instance. A single ECHONET node may contain more than one instance of the
same class, in which case X3 is used to identify each one.

The specific items in Table 2 were specified on the basis of JEM 1439 (see Clause 10). Detailed
specifications for the objects shown here will be developed over time and, during this phase;
specifications for the objects themselves (i.e., present/not present) will be further reviewed.

The instance code 0x00 is regarded as a special code (code for specifying all instances). When
a DEOJ for which this code is specified is received, it is handled as a code specifying a
broadcast to all instances of a specified class. Documents

Document Sharing Hub

Full document details: BS EN 62394:2013


http://www.avadocuments.com/doc/bs-en-62394-2013
http://www.avadocuments.com/doc/bs-en-62394-2013

— 20 -

BS EN 62394:2014
62394 © IEC:2013

*X1 : class group code 0x00 -Ox7F. For details, refer to Table 2.
*X2 : class code 0x00-0OxFF.

*X3 : instance code 0x00 -OxFF.

The identifier code is used when more than one of the
same class specified by [X1.X2] exists within the same

node.

However, 0x00 is used as a general broadcast to all
instances of class specified with [X1.X2].

Table 2 - List of class group codes

Class group code Group name Remarks

0x00 Sensor-related device class group

0x01 Air conditioner-related device class group

0x02 Housing/facility-related device class group Includes lighting

0x03 Cooking/housework-related device class group

0x04 Health-related device class group

0x05 Management/control-related device class group

0x06 AV-related device class group

0x07~0x0C Reserved for future use

0x0D Service class group

0x0E Profile class group

0x0F User definition class group

0x10~0x1F Communications definition class group for stipulation of status
notification method

0x20~0x2F Communications definition class group for stipulation of setting
control reception method

0x30~0x3F Communications definition class group for linked settings
(action settings)

0x40~0x4F Communications definition class group for linked settings
(trigger settings)

0x50~0x5F Secure communication access property set-up class

0x60~0x7F Reserved for future use

7.2.8 ECHONET property (EPC)

This subclause provides detailed specifications for the ECHONET property (EPC) code shown in
Figure 1. Detailed specifications are shown in Figure 9. The EPC specifies a service target
function. Each object stipulated by X1 (class group code) and X2 (class code), described in 7.2.7,

is specified here.

When a specified object changes, the target function also changes even when the code remains
unchanged. However, the detailed specifications are designed to ensure that, whenever
possible, the same functions will have the same code.

Specific code values for each object are stipulated in Figure 46. These codes correspond to the
object property identifiers in the object definitions.

Full document details: BS EN 62394:2013
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b7 b6 b5 b4 b3 b2 b1 b0
1k % [ P Y [ox
i

I Stipulated for four regions: shared by all objects;
shared by each object super class; unique to each
object class; and user-defined.

Fixed
IEC 2433/13

NOTE When b7 = 0, the other bits will be defined differently.

Figure 9 — EPC detailed specifications

7.2.9 ECHONET service (ESV)
7.2.9.1 General

This subclause provides detailed specifications for the ECHONET service (ESV) code shown in
Figure 1. Detailed specifications are shown in Figure 10.

b7 b6 b5 b4 b3 b2 b1 b0
1 [ [ [ X X

For details see Table 3 through Table 5

Fixed

LL

0
-

IEC 2434/13

NOTE In cases other than when b7:b6 = 0:1, the meaning of values b0 — b5 will be specified separately.

Figure 10 — ESV detailed specifications

This code stipulates manipulation of the properties stipulated by EPC. The three main kinds of
operations are shown below. There are also two kinds of responses: the “response”, which is
given when the stipulated properties exist; and the “response not possible”, which is given when
the requested properties (including array elements) do not exist or when the stipulated service
cannot be processed.

“Request’/“Response” (response/response not possible)/“Notification”.

A “response” is considered to be a reply to a “request” that requires a response; when the object
stipulated in the DEOJ exists, as a rule it is either “response” or “response not possible”
(stipulated processing cannot be accepted, or the stipulated object exists but the property does
not). When the request requires no response and the stipulated object does not exist, no
response is made.

There are two types of "notification": one for transmitting the own-property information
autonomously and the other for sending a response to a notification request. However, these
two types have the same code.

Three specific operations are provided: write (response required/no response required), read,
and notification (notification/notification with response required). The 12 operations shown
below are set in consideration of whether or not the content of the given property is an array.

a) Property value write (response required/no response required)

b) Property value read

c) Property value notification Documents
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d) Property value array-element-stipulated write (response required/no response required)

e) Property value array-element-stipulated read

f) Property value array-element-stipulated notification

g) Property value array-element-stipulated addition (response required/no response required)
h) Property value array-element-stipulated deletion (response required/no response required)
i) Property value array-element-stipulated existence confirmation

j) Property value array element addition (response required/no response required)

k) Property value notification (response required)

I) Property value array-element-stipulated notification (response required)

7.2.9.2 Relationship between request and response

The relationship between the message configuration (presence or absence of SEOJ and DEQJ)
and EPC and ESV is described below.

— The EPC in an ECHONET message stipulating only SEOJ indicates the properties of the
sender object specified in SEOJ. In this case, ESV contains an autonomous “notification” or
“notification” or “response” in response to a request for properties specified in SEOJ and
EPC. If ESV is a “request” in such a case, the received message is treated as an illegal
message.

— The EPC in an ECHONET message stipulating only DEOJ indicates the properties of the
destination object specified in DEOJ. In this case, ESV contains a “request” regarding the
properties specified in DEOJ and EPC. If ESV is a “response” or a “notification” in such a
case, the received message is treated as an illegal message.

— For ECHONET messages stipulating both SEOJ and DEOJ, the ESV value is used to
determine whether the EPC is stipulated by the SEOJ or the DEOJ. When the ESV is a
“response” or a “notification”, the EPC is considered to be a component of the object
specified by SEOJ and is viewed as a “response” or “notification” directed towards the object
stipulated in the DEOJ. When the ESV is a “request”, the EPC is considered to be a
component of the DEOJ and is viewed as a “request” from the object stipulated in the SEOJ.

Table 3 through Table 5 show specific ESV code assignments based on the content described
above. Specific descriptions of a) through |) above are provided in (a) through (I) of the remarks
column in the relevant table. In the figures given in (a) through (l), the DEOJ for "requests" is
shown as an individually stipulated code. However, when the DEOJ indicates a broadcast to all
instances of a specified class (when the DEOJ's X3 = 0x00), a response is transmitted with both
"process-not-possible" response and "response" configured for each target instance. Note that
in the table, the “array elements” described above are presented as “elements”.
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Table 3 — List of ESV codes for requests

Service code ECHONET service content Symbol Remarks
(ESV)
0x60 Property value write request (no response required) Setl (a)
0x61 Property value write request (response required) SetC
0x62 Property value read request Get (b)
0x63 Property value notify request INF_REQ (c)
0x64 Property value element-stipulated write request (no response SetMI (d)
required)
0x65 Property value element-stipulated write request (response SetMC
required)
0x66 Property value element-stipulated read request GetM (e)
0x67 Property value element-stipulated notify request INFM_REQ (f)
0x68 Property value element-stipulated add request (no response AddMI (9)
required)
0x69 Property value element-stipulated add request (response AddMC
required)
0x6A Property value element-stipulated delete request (no response | DelMI (h)
required)
0x6B Property value element-stipulated delete request (response DelMC
required)
0x6C Property value element existence confirm request CheckM (i)
0x6D Property value element add request (no response required) AddMSI (J)
0x6E Property value element add request (response required) AddMSC
Ox6F Reserved for future use
Table 4 — List of ESV codes for response/notification
Service code ECHONET service content Symbol Remarks
(ESV)
0x71 Property value write response Set_Res ESV=0x61 response (a)
0x72 Property value read response Get_Res ESV=0x62 response (b)
0x73 Property value notification INF (c)?
0x74 Property value notification (response INFC (k)
required)
0x75 Property value element-stipulated write SetM_Res ESV=0x65 response (d)
response
0x76 Property value element-stipulated read GetM_Res ESV=0x66 response (e)
response
ox77 Property value element-stipulated notify INFM (f)b
0x78 Property value element-stipulated notify INFMC )
(response required)
0x79 Property value element-stipulated add AddM_Res ESV=0x69 response (g)
response
Ox7A Property value notify response INFC_Res ESV=0x74 response (k)
0x7B Property value element-stipulated delete DelM_Res ESV=0x6B response (h)
response
0x7C Property value element-stipulated existence | CheckM_Res ESV=0x6C response (i)
confirm response
0x7D Property value element-stipulated notify INFMC_Res ESV=0x78 response (l)
response NAac lmnnts

| =4 A2 10} A~J

Document Sharing Hub

Full document details: BS EN 62394:2013


http://www.avadocuments.com/doc/bs-en-62394-2013
http://www.avadocuments.com/doc/bs-en-62394-2013

BS EN 62394:2014

- 24 - 62394 © IEC:2013
Service code ECHONET service content Symbol Remarks
(ESV)
OX7E Property value element add response AddMS_Res ESV=0x6E response (j)
0x70, Ox7F Reserved for future use

a

b

Used for autonomous property value notification and for 0x63 response.

Used for autonomous property value notification and for 0x67 response.

Table 5 — List of ESV codes for “response-not-possible” responses

Service code ECHONET service content Symbol Remarks
(ESV)

0x50 Property value write “process-not-possible” Setl_SNA ESV=0x60 response not
response possible (a)

0x51 Property value write “process-not-possible” SetC_SNA ESV=0x61 response not
response possible (a)

0x52 Property value read “process-not-possible” Get_SNA ESV=0x62 response not
response possible (b)

0x53 Property value notify “process-not-possible” INF_SNA ESV=0x63 response not
response possible (c)

0x54 Property value element-stipulated write request SetMI_SNA ESV=0x64 response not
“process-not-possible” response possible (d)

0x55 Property value element-stipulated write request SetMC_SNA ESV=0x65 response not
“process-not-possible” response possible (d)

0x56 Property value element-stipulated read request GetM_SNA ESV=0x66 response not
“process-not-possible” response possible (e)

0x57 Property value element-stipulated notify request | INFM_SNA ESV=0x67 response not
“process-not-possible” response possible (f)

0x58 Property value element-stipulated add request AddMI_SNA ESV=0x68 response not
“process-not-possible” response possible (g)

0x59 Property value element-stipulated add request AddMC_SNA ESV=0x69 response not
“process-not-possible” response possible (g)

0x5A Property value element-stipulated delete request | DelMI_SNA ESV=0x6A response not
“process-not-possible” response possible (h)

0x5B Property value element-stipulated delete request | DeIMC_SNA ESV=0x6A response not
“process-not- possible” response possible (h)

0x5C Property value element-stipulated existence CheckM_SNA ESV=0x6C response not
confirm request “process-not-possible” response possible (i)

0x5D Property value element add request AddMSI_SNA ESV=0x6D response not
“process-not-possible” response possible (j)

0x5E Property value element add request AddMSC_SNA ESV=0x6E response not
“process-not-possible” response possible (j)

Ox5F Reserved for future use

Relationships between request and response are described from (a) to (I).

a) Property value write service [0x60, 0x61, 0x71, 0x50, 0x51]

In the case of a “request” (0x60, 0x61), this indicates a request to write the content shown in
EDT to the property stipulated in the EPC of the object stipulated in DEOJ. In response to
this “request”, when a value indicating a response is stipulated (0x61) and the request is to
be (or has already been) received, “response” (0x71) is returned. This “response” is not a
processing implementation response. When the request is not to be received, or when the
stipulated DEQOJ exists but the stipulated EPC does not exist, “response not possible” (0x50,
0x51) is returned. In the response frame format, SEOJ represents the value of the object
stipulated by the request, and the relevant property is set in EPC. When the relevant object
itself does not exist, neither “response” nor “response not possible” is returned. Also, the
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‘response” message DEA is defined as the requesting entity (i.e., the request message SEA).
Relationship between request and response is shown in Figure 11.
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EDATA configuration during OIHD [
“process-not-possible” response S|E0|J EPC| ESV
|
ﬁ ﬁ L 0x50.~ 0x51
b1=1—
) - - OIHD ]
EDATA configuration during request D|E0|J EPC| ESV EDT
|
ﬂ ﬂ L 0x60,61
b0=1 -]
EDATA configuration during OIHD ||

“process ” response S|EO|J EPC| ESV

|
L ox71
IEC 1143/06

Figure 11 — EDATA configuration in property value write service

When EDATA stipulates SEOJ during a “request”, the EOJ stipulated by SEOJ in EDATA
during the “request” is allocated as a DEOJ (b1 of OHD is also set to 1), in the case of both
“response not possible” and “response”.

b) Property value read service [0x62, 0x72, and 0x52]

In the case of a “read” (0x62), this indicates a request to read the content of the property
stipulated in the EPC of the object stipulated in the DEOJ. In response to this “read”, when
the request is to be (or has already been) accepted, “response” (0x72) is returned. When the
request is not to be accepted, or when the stipulated DEOJ exists but the stipulated EPC
does not exist, “response not possible” (0x52) is returned. In the response frame format, the
value of the object stipulated by the request is set in SEOQJ, the requested property is set in
EPC, and the value of the requested property (i.e., the read content) is set in EDT. When
“response not possible” is returned, nothing is written to the EDT. When the relevant object
itself does not exist, neither “response” nor “response not possible” is returned. Also, the
“response” message DEA is defined as the requesting entity (i.e., the request message SEA).
Relationship between request and response is shown in Figure 12.

b0=1—
N . | 1

EDATA configuration during OHD
“process-not-possible” response S|'EO|J EPC| ESV

ﬁ ﬁ L oxs2
b1=1—!

EDATA configuration during request [OHD[  peoy | EPC| ESV

quration duri ! 1
EDATA configuration during OHD|
“Drocess’ response SlEolJ EPC| ESV EDT

|
L ox72
IEC 1144/06

Figure 12 — EDATA configuration in property value read service

When EDATA stipulates SEOJ during a “request”, the EOJ stipulated by SEOJ in EDATA
during the “request” is allocated as a DEOJ (b1 of OHD is also set to 1), in the case of both
“response not possible” and “response”.

c) Property value notification service [0x63, 0x73, 0x53]
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There are two types of “notification”: the notification sent as a response to a “notify request”
(0x63) and the autonomous notification which is unrelated to notify requests. The codes for
the two types are identical. (Here, notification in response to a “notify request” signifies an
announcement that does not specify the property value [content], while an autonomous
notification is a voluntary announcement that was not made in response to a request.) In the
case of a “notify request” (0x63), this indicates a request to notify (by general broadcast;
hereafter “announce” will signify a general broadcast to the entire domain) the content of the
property stipulated in the EPC of the object stipulated in the DEQOJ. In response to this “notify
request”’, when the request was accepted, a “response” (0x73) value is notified; when the
request is not to be accepted, a “response not possible” response (0x53) value is returned.
In the response frame format, the value of the object stipulated by the request is setin SEQJ,
the requested property is set in EPC, and the value of the requested property (i.e., the
notification content) is set in EDT. Here, DEA is set to general broadcast, but when
“response not possible” is returned, nothing is written to the EDT, and the DEA sets the EA
value of the requester.

When the relevant object itself does not exist, neither “response” nor “response not possible”
is returned. In the case of an autonomous "notification", the DEA is set to a general
broadcast for a required status change notification. In the other cases, however, the DEA
can be set as desired regardless of whether "broadcast" or "individual" is selected.
Relationship between request and response is shown in Figure 13.

b0=1—H
EDATA configuration during CBHD
“process-not-possible” response

SlEO|J EPC| ESV

b1=1—
EDATA configuration during request OHD D:Eo:J EPC| ESV
ﬂ ﬂ i— 0x63
b0=1— hd
e )
EDATA configuration during L ox73

autonomous notification
IEC 1145/06

Figure 13 — EDATA configuration in property value notification service

When EDATA stipulates SEOJ during a request, the EOJ stipulated by SEOJ in EDATA
during the “request” is allocated as a DEOJ. In the case of both “response not possible” and
“process”, the EOJ stipulated in the SEOJ in the EDATA during “request” is allocated as a
DEOJ within the EDATA (b1 of OHD is also set to 1). In the case of autonomous notification,
the required notification of status change does not add a DEOJ; in all other cases, the
addition of a DEOJ is optional.

d) Property value element-stipulated write service [0x64, 0x65, 0x75, 0x54, 0x55]

In the case of a “request” (0x64, 0x65), this indicates a request to write the value stipulated
in the EDT (includes array element number and write request value data) of the property
stipulated in the EPC of the object stipulated in the DEOJ. In response to this “request”, when
a value to process the response is stipulated, and when the request is to be (or has already
been) accepted, a “response” (0x75) is returned. However, this “response” is not a
processing implementation response. When the request is not to be accepted, or when the
stipulated DEOJ exists but the stipulated EPC does not exist, and when the stipulated DEOJ
and EPC exist but the array element does not, “response not possible” (0x54, 0x55) is
returned.

In the frame format for response, the value of the object stipulated by the request is SEOJ,
and the relevant property is setin EPC. When the relevant object itself does not exist, neither
“response” nor “response not possible” is returned. Also, the “response” message DEA is
defined as the requesting entity (i.e., the request message SEA). Documents
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When the request is not to be accepted, or when the stipulated DEOJ and stipulated EPC
exist, but the stipulated array element number does not exist, the EDT of “response not
possible” is the array element number of a “request. The relationship between request and
response is shown in Figure 14.
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i ]
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N ! 1
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process” response | ] | INO
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Figure 14 — EDATA configuration in property value element-stipulated write service

The content of each array element number in an array format property is defined separately
for each property. When the stipulated (array) element does not exist, “response not
possible” is returned. Also, when the EDATA stipulates SEOJ during a “request”, the EOJ
stipulated in SEOJ by EDATA during the “request” is allocated as a DEOJ within EDATA (b1
of OHD is also set to 1) in the case of both “response not possible” and “response.”

e) Property value element-stipulated read service [0x66, 0x76, 0x56]

In the case of a “read” (0x66), this indicates a request to read the content stipulated in the
array element indicated in the EDT (includes array element number data to be read) of the
property stipulated in the EPC of the object stipulated in the DEOJ. In response to this “read”,
when the request is to be (or has already been) accepted, “response” (0x76) is returned.
When the request is not to be accepted, or when the stipulated DEOJ exists but the
stipulated EPC does not, and when the stipulated DEOJ and EPC exist but the array element
does not, “response not possible” (0x56) is returned. In the frame format for response, the
value of the object stipulated by the request is set in SEOQJ, and the relevant property is set
in EPC and the value of the relevant property (data to be read) is set in EDT. In the case of
“response not possible”, when the request is not to be accepted, or when the stipulated
DEOJ exists but the stipulated EPC does not exist, EDT of “response not possible” is the
array element number of a “request” and when the stipulated DEOJ exists but the stipulated
EPC does not exist, “response not possible” EDT of “response not possible” does not exit.
When the relevant object itself does not exist, neither “response” nor “response not possible”
is returned. Also, the “response” message DEA is defined as the requesting entity (i.e., the
request message SEA). Relationship between request and response is shown in Figure 15.
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Figure 15 — EDATA configuration in property value element-stipulated read service

The content of each array element number in an array format property is defined separately
for each property. When the stipulated array element (element) does not exist, “response not
possible” is returned. Also, when EDATA stipulates SEOJ during a “request”, the EOJ
stipulated in the SEOJ by EDATA during the “request” is allocated as a DEOJ within the
EDATA (b1 of OHD is also set to 1) in the case of both “response not possible” and
“response”.

f) Property value element-stipulated notification service [0x67, 0x77, 0x57]

There are two types of “notification”: notification sent in response to a “notify request” (0x67);
and autonomous notification, which is unrelated to notify requests. The two types are not
distinguished from each other in the codes. (Here, notification in response to a “notify
request” signifies an announcement that dos not specify the property value [content], while
an autonomous notification is a voluntary announcement that was not made in response to a
request from someone.) In the case of a “notify request” (0x67), this indicates a request to
notify (announce) the content of the array element number stipulated in the EDT of the
property stipulated in the EPC of the object stipulated in the DEOJ. In response to this “notify
request”’, when the request was accepted, an array element value (content) is announced as
a “response” (0x77). When the request is not to be accepted, or when the stipulated DEOJ
exists but the stipulated EPC does not, and when the stipulated DEOJ and EPC exist but the
array element does not, “response not possible” (0x57) is returned. In the frame format for
response, the value of the object stipulated by the request is set in SEOQJ, the requested
property is set in EPC, and the value of the requested array element number and its array
element value (i.e., the notification content) is set in EDT. Here, DEA is set to general
broadcast, but when “response not possible” is returned, and the DEA sets the EA value of
the requester. When the relevant object itself does not exist, neither “response” nor
“response not possible” is returned.

When the request is not to be accepted, or when the stipulated DEOJ exists but the
stipulated EPC does not exist, EDT of “response not possible” is the array element number
of a “request” and when the stipulated DEOJ exists but the stipulated EPC does not exist, the
EDT of “response not possible” does not exist. The relationship between request and

response is shown in Figure 16.
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Figure 16 — EDATA configuration in property value
element-stipulated notification service

The content of each array element number is defined separately for each property. When the
stipulated (array) element does not exist, “response not possible” is returned. Also, when
EDATA stipulates SEOJ during a “request”, the EOJ stipulated in the SEOJ by EDATA during
the “request” is allocated as a DEOJ within the EDATA (b1 of OHD is also setto 1) in the case
of both “response not possible” and “response”. In the case of autonomous notification, the
required notification of status change does not add a DEQJ; in all other cases, the addition of
a DEOJ is optional.

g) Property value element-stipulated addition [0x68, 0x69, 0x58, 0x59, 0x79]

In the case of a “request” (0x68, 0x69), this indicates a request to add the array element
indicated in the EDT (includes array element number and write request value) of the property
stipulated in the EPC of the object stipulated in the DEOJ, and to write the value stipulated
therein. In response to this “request”, when a value indicating implementation of the
response (0x68) is stipulated, and when the request is to be (or has already been) accepted,
a ‘“response” (0x78) is returned. However, this “response” is not a processing
implementation response. When the request is not to be accepted, or when the stipulated
DEOJ exists but the stipulated EPC does not, and when the stipulated DEOJ and EPC exist
but the array element does not, “response not possible” (0x58, 0x59) is returned. In the
frame format for response, the value of the object stipulated by the request is set in SEOJ,
and the requested property is set in EPC. When the relevant object itself does not exist,
neither “response” nor “response not possible” is returned. Also, the “response” message
DEA is defined as the requesting entity (i.e., the request message SEA).

When the request is not to be accepted, or when the stipulated DEOJ exists but the
stipulated EPC does not exist, EDT of “response not possible” is the array element number
of a “request” and when the stipulated DEOJ exists but the stipulated EPC does not exist, the
EDT of “response not possible” does not exit. Relationship between request and response is
shown in Figure 17.
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Figure 17 — EDATA configuration in property value element-stipulated addition

The content of each array element number in an array format property is defined separately
for each property. When the stipulated array element (element) does not exist, “response not
possible” is returned. Also, when EDATA stipulates SEOJ during a “request”, the EOJ
stipulated in the SEOJ by EDATA during the “request” is allocated as a DEOJ within the
EDATA (b1 of OHD is also set to 1) in the case of both “response not possible” and
“response”.

h) Property value element-stipulated deletion [0x6A, 0x6B, Ox5A, 0x5B, 0x7B]

In the case of a “request” (0x6A, 0x6B), this indicates a request to delete the array element
indicated in the EDT (array element number) from the property stipulated in the EPC of the
object stipulated in the DEOJ. In response to this “request”, when a value indicating
implementation of the response (0x6B) is stipulated, and when the request is to be (or has
already been) accepted, a “response” (0x7B) is returned. However, this “response” is not a
processing implementation response. When the request is not to be accepted (including
cases in which the deletion is not to be implemented), or when the stipulated DEOJ exists but
the stipulated EPC does not, “response not possible” (0x5A, 0x5B) is returned. In the frame
format for response, the value of the object stipulated by the request is setin SEOJ, and the
relevant property is set in EPC. When the relevant object itself does not exist, neither
“response” nor “response not possible” is returned. Also, the “response” message DEA is
defined as the requesting entity (i.e., the request message SEA).

When the request is not to be accepted, or when the stipulated DEOJ exists but the
stipulated EPC does not exist, EDT of “response not possible” is the array element number
of a “request” and when the stipulated DEOJ exists but the stipulated EPC does not exist, the
EDT of “response not possible” does not exit. Relationship between request and response is
shown in Figure 18.
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Figure 18 — EDATA configuration in property value element-stipulated deletion

The content of each array element number in an array format property is defined separately
for each property. When the stipulated array element (element) does not exist, “response not
possible” is returned. Also, when EDATA stipulates SEOJ during a “request”, the EOJ
stipulated in the SEOJ by EDATA during the “request” is allocated as a DEOJ within the
EDATA (b1 of OHD is also set to 1) in the case of both “response not possible” and
“response”.

i) Property value element-stipulated existence confirmation [0x6C, 0x5C, 0x7C]

In the case of a “request” (0x6C), this indicates a request to confirm the existence of the
array element indicated in the EDT (includes array element number value information) in the
property stipulated in the EPC of the object stipulated in the DEOJ. When the request is to be
(or has already been) accepted, a "response” (0x7C) is returned. When the request is to be
rejected (cannot be processed by the ESV) or when the specified DEOJ exists but the
specified EPC does not exist, a "process not possible" (0x5C) is returned. In the frame
format for response, the value of the object stipulated by the request is set in SEQJ, and the
relevant property is set in EPC. When the relevant object itself does not exist, neither
“response” nor “response not possible” is returned. Also, the “response” message DEA is
defined as the requesting entity (i.e., the request message SEA).

When the request is not to be accepted, or when the stipulated DEOJ exists but the
stipulated EPC does not exist, EDT of “response not possible” is the array element number
of a “request” and when the stipulated DEOJ exists but the stipulated EPC does not exist, the
EDT of “response not possible” does not exist. The relationship between request and
response is shown in Figure 19.
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Figure 19 — EDATA configuration in property value
element-stipulated existence confirmation

The content of each array element number in an array format property is defined separately
for each property. Also, when EDATA stipulates SEOJ during a “request”, the EOJ stipulated
in the SEOJ by EDATA during the “request” is allocated as a DEOJ within the EDATA (b1 of
OHD is also set to 1) in the case of both “response not possible” and “response”.

j) Property value element addition [0x6D, Ox6E, 0x5D, Ox5E, Ox7E]

In the case of a “request” (0x6D, Ox6E), this indicates a request to newly add an array
element to the property stipulated in the EPC of the object stipulated in the DEQOJ, and to
write to the newly added array element the value data stipulated in the EDT. In response to
this “request”, when a value indicating implementation of the response (Ox6E) is stipulated,
and when the request is to be (or has already been) accepted, a “response” (Ox7F) is
returned.

However, this “response” is a processing implementation response, and the added array
element number is returned as an EDT. When the request is not to be accepted, or when the
stipulated DEOJ exists but the stipulated EPC does not, “response not possible” (0x5D, O0x5E)
is returned. In the frame format for response, the value of the object stipulated by the request
is set in SEQOJ, and the relevant property is set in EPC. When the relevant object itself does
not exist, neither “response” nor “response not possible” is returned. Also, the “response”
message DEA is defined as the requesting entity (i.e., the request message SEA).

For “response not possible”, EDT does not exit. The relationship between request and
response is shown in Figure 20.
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Figure 20 — EDATA configuration in property value element addition

The content of each array element number in an array format property is defined separately
for each property. Also, when EDATA stipulates SEOJ during a “request”, the EQOJ stipulated
in the SEOJ by EDATA during the “request” is allocated as a DEOJ within the EDATA (b1 of
OHD is also set to 1) in the case of both “response not possible” and “response”.

k) Property value notification (response required) [0x74, 0x7A]

The "notification (response required)" (0x74) autonomously notifies a specific node of the
property value stipulated by the EPC of the SEOJ-stipulated object and requests a response.
The response process for this "notification (response required)" varies depending on
whether the DEOJ is specified.

When the DEQJ is not specified, the "response"” (0x7A) for autonomous notification reception
is returned at all times.

When the DEQOJ is specified, on the other hand, the subsequent process varies depending on
whether the specified DEOJ exists. If the specified DEOJ exists, the "response" (0x7A) for
autonomous notification reception is returned. If the specified DEOJ does not exist, the
message is discarded.

If a node receives a "notification (response required)" for which a broadcast is specified, the
node discards the message. The relationship between request and response is shown in
Figure 21.
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1 L
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8@ ﬂ L ox74
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|
L Ox7A IEC 2435/13

Figure 21 — EDATA configuration in property value notification (response required)

[) Property value element-stipulated notification (response required) [0x78, 0x7D]

The "notification (response required)" (0x78) autonomously notifies a specific node of the
array element value stipulated by the EDT (array element number) of the propertystipulated
by the EPC of the SEOJ-stipulated object, and requests an acknowledgment. T Qﬁuments
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message format and response process for this "notification (response required)" varies
depending on whether the DEQOJ is specified.

When the DEQOJ is not specified, the "response" (0x7D) for notification reception is returned
at all times.

When the DEQOJ is specified, on the other hand, the subsequent process varies depending on
whether the specified DEOJ exists. If the specified DEOJ exists, the "response" (0x7D) for
notification reception is returned. If the specified DEOJ does not exist, the message is
discarded.

If a node receives a "notification (response required)" for which a broadcast is specified, the
node discards the message. The relationship between request and response is shown in

Figure 22.
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L jox78
Array Data for
Element No. notification
|
ll ' L Max2458
2 bytes (Unsigned short)
b1=1—
— [ 1 [ ] \
EDATA configuration for "response” AHD SEOJ DEOJ |EPC|ESV Array
| Elemelnt No.

l
L 0x7D I—2 bytes (Unsigned short)

IEC 1153/06

Figure 22 — EDATA configuration in property value
element-stipulated notification (response required)

The services shown in Table 3 through Table 5 are specified for each property. Regarding those
stipulated as services that shall be incorporated in each property, if they have the functions of
that property and disclose via communications (read/write notification, etc.), this indicates that
they shall be processed. Processing of services for each property is specified in 9.3 and in the
access rules column of the object class detailed specification tables. Access rules indicate all
services that can be implemented. In this specification, the following nine access rules are
specified.

e Set: Processes services related to write requests for non-array property values (performs
processing indicated in (a)).

e Get: Processes services related to read requests for non-array property values (performs
processing indicated in (b) (c) and (k)).

e SetM: Processes services related to write requests for array property values (performs
processing indicated in (d)).

e GetM: Processes services related to read requests for array property values (performs
processing indicated in (e) (f) and (I)).

e AddM: Processes services related to element-stipulated add requests for array property
values (performs processing indicated in (g)).

e DellM: Processes services related to delete requests for array property values (performs
processing indicated in (h)).

e CheckM: Processes services related to existence confirm requests for array pr%
elements (performs processing indicated in (i)). bﬁments
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e AddMS: Processes services related to non-array-element-stipulated add requests for array
property values (performs processing indicated in (j)).

e Anno: Processes non-array property value notification services (performs processing
indicated in (c) and (k)).

e AnnoM: Processes array property value notification services (performs processing indicated
in (f) and (1)).

The above processing is specified for each property; there is no mixed stipulation of Set and
SetM or of Get and GetM.

7.2.10 ECHONET property value data (EDT)

This subclause presents detailed specifications for the code for the ECHONET property value
data (EDT) range shown in Figure 1. EDT consists of data for the relevant ECHONET property
(EPC), such as status notification or specific setting and control by an ECHONET service (ESV).
Detailed specifications are provided for the size, code value, etc., of EDT for each EPC (see
Clause 9).

7.2.11 Compound ECHONET Service (CpESV)
7.2.11.1 General

This subclause provides detailed specifications for the compound ECHONET service (CpESV)
code shown in Figure 1. Detailed specifications are shown in Figure 23.

b7 b6 b5 b4 b3 b2 b1 b0
Of 13| |k P px

T TT/—
For details see Table 6 through Table 8

Fixed (reserved for future use)

IEC 2436/13

NOTE 1 When bits b7 and b6 are 0 and 1, respectively, the meanings of bits b0 to b5 are stipulated separately.
Figure 23 — CpESV configuration

The service provided by this code is used when the compound message format is used. It
specifies a simultaneous action for two or more properties stipulated by the EPC. However, it
does not stipulate the order of operations. The order of property operations is an implementation
issue.

Three types of operations are provided: request, response, and notification. The response is
subdivided into two types: "accepted" response and "process-not-possible" request. The
"accepted" response is used when the service request in relation to all the EPC-stipulated
properties is accepted. The "process not possible" request is used when one or more specified
properties do not exist or when the specified service cannot be processed for one or more
properties.

e Request

e Response ("accepted" response/"process not possible" response)

¢ Notification
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The "response" is a response to a "request" that requires a response. It shall be returned when
a DEOJ-stipulated object exists. When the service processing request related to all the
EPC-stipulated properties is accepted, the "accepted" response shall be returned. If the
processing request related to one or more specified properties cannot be accepted or if the
object exists but one or more properties do not exist, "process not possible" shall be returned.
When the "request" does not require any response or when the specified object does not exist,
no "response” will be returned.

Further, "write" (response-required write/no-response-required write), "read", and "notification"
(autonomous notification/response-required notification) are regarded as specific operations.
Therefore, the following five types are set. Regarding the CpESV for compound messages, array
element properties are not targeted.

a) Property value write request (no response required).
b) Property value write request (response required).

c) Property value read request.

d) Property value notification.

e) Property value notification (response required).

7.2.11.2 Relationship between request and response

The CpESV and message configurations (presence of SEOJ and DEOJ) and their relationship to
EPC and ESV are described below.

— The EPC of an ECHONET message in which only the SEOJ is specified indicates the
property of the SEOJ-stipulated source object. In this case, the "response", "notification", or
autonomous "notification" concerning the "request" related to two or more
SEOJ-/EPC-stipulated properties is positioned in the CpESV. When the CpESV is a
"request" while this configuration is employed, the associated message shall be handled as
an erroneous message.

— The EPC of an ECHONET message in which only the DEOJ is specified indicates the
property of the DEOJ-stipulated destination object. In this case, the "request" related to two
or more DEOJ-/EPC-stipulated properties are positioned in the CpESV. When the CpESV is
a "response"” or "notification" while this configuration is employed, the associated message
shall be handled as an erroneous message.

— The EPC of an ECHONET message in which the SEOJ and DEOJ are both specified is such
that the CpESV value determines whether the target object is stipulated by the SEOJ or
DEOJ. When the CpESV is a "response" or "notification”, it is concluded that the EPC forms
a SEOJ-stipulated object and that the "response" or "notification" is addressed to a
DEOJ-stipulated object. When the CpESV is a "request”, on the other hand, it is concluded
that the EPC forms a DEOJ and that the "request" is issued from a SEOJ-stipulated object.

Table 6 to Table 8 show specific CpESV code assignments. The figures in (a) through (e)
presume that the DEOJ for a "request" is an individually specified code. However, when the
DEOJ indicates an instance general broadcast, a response is transmitted with both "process not
possible" response and "response" configured for each target instance. The codes marked
"reserved for future use" in the tables are to be stipulated in the future and shall not be used.

Table 6 — List of CpESV codes for request/notification

Service code ECHONET service content Symbol Remarks
(CpESV)
0x60 Property value write request (no response required) | CpSetl (a)
0x61 Property value write request (response required) CpSetC (b)
0x62 Property value read request CpGet (c)
0x63~0x6F Reserved for future use
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Table 7 — List of CpESV codes for "accepted"” response

Service code ECHONET service content Symbol Remarks
(CpESV)
0x71 Property value write "accepted” response | CpSet_Res CpESV=61 response (b)
0x72 Property value read "accepted" response CpGet_Res CpESV=62 response (c)
0x73 Property value notification CpINF_Res (d)
0x74 Property value notification (response CpINFC (e)
required)
Ox7A Property value notification response CpINFC_Res CpESV=74 response (e)
0x75~0x79, Reserved for future use
0x7B~0x7F

Table 8 — List of CpESV codes for "process-not-possible” response

Service code ECHONET service content Symbol Remarks
(CpESV)

0x50 Property value write "process not CpSetl_SNA CpESV=60 "process not
possible" response (1) possible" response (a)

0x51 Property value write "process not CpSetC_SNA | CpESV=61 "process not
possible" response (2) possible" response (b)

0x52 Property value read "process not CpGet_SNA CpESV=62 "process not
possible" response possible" response (c)

Ox5F Message length excessive CpOverFlow Response to be returned when

the response message is too long
0x53~0x5E Reserved for future use

a) Relationships between request and response are described from (a) to (e). Property value
writes request (requiring no response) service [0x60, 0x50].

The write request requiring no response (CpESV = 0x60) requests that the EDT-stipulated
contents be written into the EPC-stipulated properties of the DEOJ-stipulated object. The
order of write operations is not stipulated. The response from a request-processing node is
as indicated below.

1) When a processing request for all properties is accepted
No response will be made.

2) When one or more properties relevant to the request do not exist, a processing request
to one or more properties cannot be accepted, or an array property is targeted
A write "process not possible" response (1) (CpESV = 0x50) will be returned.

3) When the object relevant to the request does not exist,
no response will be made.

4) When two or more identical properties exist in the request message,
individual processes will be performed on the presumption that differing requests are
issued. A response will be made in accordance with the processing results.

NOTE 2 The order of processes depends on the implementation. Therefore, the resulting final property status
and value also depend on the implementation.

The message structure of a write "process-not-possible" response to a property value write
request (requiring no response) is such that the object code of the request destination
becomes the SEOJ and that the object code of the request source becomes the DEOJ. The
OPC takes the same value as in the request message.
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For requests (request 1 to request n) that relate to non-existent properties and process
requests that are rejected, both the PDC and EDT use the same values as those used in the
write request. For requests related to properties for which processing requests are accepted,
the PDC value is 0x01 and the EDT value is omitted. As for the EPC, the EPC in the request
message is used as is. When the target object does not exist, neither the "response" nor the
"process not possible" response is returned.

An appropriate value for the OHD shall be specified in accordance with the SEOJ/DEQOJ
configuration in the message. Figure 24 shows the relationship between a write request
requiring no response and write addition response for situations where request m cannot be
accepted. The EPC sequence in the request message shall be equal to the EPC sequence in

the write "process-not-possible" response message.

EDATA/PEDATA 0x01 0x01
L(Z)rt-p(r)(;(;ietjz-" |1 ] Cp PDC|--|[PDC| --|PDC|EPC EPC| EDT |--|EPC
P OHD| SEOQJ | DEOJ [gy|OPC
response to [ | ] ESV
write request ) - -
(re uirir? no 0x50 Sizeof ~ Size of = Size of pogynge 1 Response m Response n
a g response response response
response) m n
T Processable T Non- TProcessabIe
EDATA/PEDATA — — processable
for write request © .. . .. .
(requiring no onol seoy DEOJ ESR/ oPC PDC PDC PDC|EPC| EDT EPC| EDT EPC| EDT
response) [ | | |
0x60 Size of  Size of Size of \ J X J
request request request Req1uest Re?rl:eSt ReanESt

1 m n

IEC 1155/06

Figure 24 — Relationship between write request (requiring no response)
and write "process-not-possible"” response

b) Property value write request (requiring a response) service [0x61, 0x71, and 0x51]

The write request requiring a response (CpESV = 0x61) requests that the EDT-stipulated
contents be written into the EPC-stipulated properties of the DEOJ-stipulated object. The
order of write operations is not stipulated. The response from a request-processing node is
as indicated below.

1) When a processing request for all properties are accepted,
a write "accepted" response (CpESV = 0x71) will be returned.

2) When one or more properties relevant to the request do not exist, a processing request to
one or more properties cannot be accepted, or an array property is targeted,
a write "process not possible" response (CpESV = 0x51) will be returned.

3) When the object relevant to the request does not exist,
no response will be made.

4) When two or more identical properties exist in the request message
individual processes will be performed on the presumption that differing requests are
issued. A response will be made in accordance with the processing results.

NOTE 3 The order of processes depends on the implementation. Therefore, the resulting final property status
and value also depend on the implementation.

The message structure of a write "process-not-possible" response to a property value write
request (requiring a response) is such that the object code of the request destination
becomes the SEOJ and that the object code of the request source becomes the DEOJ. The
OPC takes the same value as in the request message.

For requests (request 1 to request n) that relate to non-existent properties and process
requests that are rejected, both the PDC and EDT use the same values as those used in the
write request. For requests related to properties for which processing requests are accepted,
the PDC value is 0x01 and the EDT value is omitted. As for the EPC, the EPC in the request
message is used as is. If the target object does not exist, neither the "response” nor the
"process not possible" response is returned. Docum
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The message structure of a write "accepted" response is such that the object code of the
request destination becomes the SEOJ and the object code of the request source becomes
the DEOJ. The OPC and subsequent values are omitted.

An appropriate value for the OHD shall be specified in accordance with the SEOJ/DEQOJ
configuration in the message. Figure 25 shows the relationships between a write request
requiring a response, a write "accepted" response and a write "process-not-possible”
response for situations where request m cannot be accepted. The EPC sequence in the
request message shall be equal to the EPC sequence in the write "process-not-possible”
response message.

EDATA/PEDATA for 0x01 0x01

"process-not-possible” [ ] [ ] Cp PDC|.-|PDc]|--|PDC|EPC EPc| EDT }-{EPC
response to write request OHD| SEQJ ?EOJ ESV OPC . .

(requiring a response) || |

Size of  Size of Size of
0x51 response response response Resp10nse Response Res;;onse
1 m n
TProcessable Non- TProcessable
processable
EDATA/PEDATA for 1 1 c PDC
write request oHDl sEoy DEOJ ESFi/ oPC --|PDC|--|PDC|EPC| EDT |[--|EPC| EDT |[--|EPC| EDT
(requiring a response) | ] | . . . .
0x61 Size of  Size of  Size of \ J\ J\ J
request request request  Request Request Request
1 m n 1 m n
0x01  0x01 0x01
EDATA/PEDATA for ] T C
write "accepted oHD| SEOJ DEOJ ESR/ OPC PDC|--|[PDC| --[PDC|EPC e EPC e EPC
response | | | | . -
Size of  Size of Size of
Ox71 response response response Resp10nse Respr;onse Resp:]onse
1 m n

IEC 1156/06

Figure 25 — Relationship between write request (requiring a response), write "accepted"
response, and write "process-not-possible” response

c) Property value read request service [0x62, 0x72, 0x52, 0x5F]

The property value read request (CpESV = 0x62) requests that the contents of
EPC-stipulated properties of the DEOJ-stipulated object be read. The order of read
operations is not stipulated. The response from a request-processing node is as indicated
below.

1) When a processing request for all properties is accepted,
a read "accepted" response (CpESV = 0x72) will be used to return all the read values.

2) When one or more properties relevant to the request do not exist, a processing request to
one or more properties cannot be accepted, or an array property is targeted,
a write "process not possible" response (CpESV = 0x52) will be used to return the values
of the read properties.

3) When the object relevant to the request does not exist,
no response will be made.

4) When two or more identical properties exist in the request message,
individual processes will be performed on the presumption that differing requests are
issued. A response will be made in accordance with the processing results.

NOTE 4 The order of processes depends on the implementation. Therefore, if two or more property states are
read, the resulting final status depends on the implementation.

The message structure of a read "process-not-possible" response is such that the object
code of the request destination becomes the SEOJ and the object code of the request source
becomes the DEOJ. The OPC takes the same value as in the request message.

For requests (request 1 to request n) that relate to non-existent properties and process
requests that are rejected, the PDC value is 0x01 and the EDT value is omitted. meents
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related to properties for which processing requests are accepted, the read value is placed in
the EDT and the total number of EPC and EDT bytes is regarded as the PDC. If the target
object does not exist, neither the "response" nor the "process-not-possible" response is
returned.

The message structure of a read "accepted” response is such that the object code of the
request destination becomes the SEOJ and the object code of the request source becomes
the DEOJ. The read value is placed in the EDT, and the total number of EPC and EDT bytes
is regarded as the PDC.

An appropriate value for the OHD shall be specified in accordance with the SEOJ/DEOJ
configuration in the message. Figure 26 shows the relationships between a read request, a
read "accepted" response and a read "process-not-possible" response for situations where
request m cannot be accepted. The EPC sequence in the request message shall be equal to
the EPC sequence in the read "accepted" response and read "process-not-possible”
response messages.

EDATA/PEDATA for — — 0x01
read "process- C| .. . .
not-poF;sibIe" oHDl SEOJ DEOJ ESR/ oPC PDC PDC PDC|EPC| EDT EPC EPC| EDT
response | | . - -
0x52 Size of ~ Size of  Size of —RerTiee Response Response
response response response 1 m n
1 m n
T Processable T Non- TProcessabIe
processable
EDATA/PEDATA for [ 1] I T ]c .. ..
read request OHD ?Eol‘l DlEolJ ESR/ oPC| PDC PDC PDC|EPC EPC EPC
0x62 Size of  Size of Size of Request Request Request
request request request 1 m n
1 m n

read request

EDATA/PEDATA for 1 1 C
OHD ?Eol‘j DlEolJ ESR/ OPC PDC|--[PDC| --|PDC|EPC| EDT |[-:|EPC| EDT |--|EPC| EDT
0x62 Size of Size of  Size of\C i J \ J J
response response response Size of Response Response
1 m n response n m m

IEC 1157/06

Figure 26 — Relationship between read request (requiring a response),
read "accepted” response, and read "process-not-possible"” response

As is obvious from Figure 26, the read "accepted" response message is longer than the read
response message. Therefore, the maximum permissible message length may be exceeded
when an attempt is made to return all the property values that are read in compliance with the
request. In such a situation, a response will be made using the message length overflow
service code (CpESV = 0x5F). In this case, the responding side can determine the number of
property values to be returned. However, the sequence of such properties shall be the same
as in the request message.

Property value notification service [0x73]

The property value notification (CpESV = 0x73) reads the contents of EPC-stipulated
properties and reports them to the DEOJ-stipulated object. When the DEQOJ is not contained
in the message, itis a notification to nodes. Either "individual" or "broadcast" can be selected
for addressing purposes. The order of property value notifications is not stipulated. Nodes
receiving this message will not return a response. The notification message format is shown
in Figure 27.
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EDATA/PEDATA 1 1 c
prope onol seoy DEOJ ESR/ OPC PDC|--|PDC| --|PDC|EPC| EDT |--|EPC| EDT |--|[EPC| EDT
notification [ ] |
[\ AN J Y]
0x73 Seof  Sizeof  Sipeof  Notification Notification Notification
content 1 content m content n

notification notification notification
content1 content2 content 2

IEC 1158/06

Figure 27 — Notification message format

e) Property value notification (requiring a response) service [0x74, 0x7A]

The property value notification requiring a response (CpESV = 0x74) reads the content of
EPC-stipulated properties and reports it to the DEOJ-stipulated object. When the DEOQOJ is
not contained in the message, it is a notification to a node. Only "individual" is available for
addressing purposes. The order of property value notifications is not stipulated. The
response from a node receiving this message is as indicated below.

1) When a notification is accepted,
a property value notification response (CpESV = 0x7A) will be returned.

2) When the DEOJ-stipulated object does not exist,
no response will be made.

The message structure of the notification response is such that the object code of the
request destination becomes the SEOJ and the object code of the request source becomes
the DEOJ. The OPC takes the same value as in the request message.

An appropriate value for the OHD shall be specified in accordance with the SEOJ/DEOJ
configuration in the message. Figure 28 shows the relationship between the property value
notification (requiring a response) service and property value notification response service.

The EPC sequence in the property value notification request service message shall be equal
to the EPC sequence in the property value notification response service message.

EDATA/PEDATA
for notification ] L1 ] cp PDC|--|PDC|-+|PDC|EPC| EDT |-:|EPC| EDT |-:|EPC| EDT
(requiring ) OHD| |SEO|J I?EOlJ ESV QFC
a response -
0x74 Size of Size of  Size ok —__J \ — J\ — J/
notification notification notification  Nofification Notification Notification
1 m n m n
EDATA/PEDATA 0x01  0x01 0x01
for notification OHD L’|~‘:EO|J I%EolJ ECSR/ oPCl PDC|--|PDC| --|PDC|EPC EPC EPC
(requiring [ ] | |
aresponse) Size of  Size of Size of
Ox7A response response response Resp10nse Res?:nse Res;:]onse
1 m n

IEC 2437/13

Figure 28 — Relationship between property value notification
(requiring a response) and property value notification response

7.2.12 Processing target property counter (OPC)

The processing target property counter is used in the compound message format only. It
consists of one byte. In a compound message, the processing target property counter retains the
number of properties targeted for a write or read operation. This counter can retain the value 1
or greater. Therefore, a compound message is allowed to exist even when the number of
simultaneously operable properties is only one. The maximum number of simultaneously
operable properties is limited by the maximum permissible message length.
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If, for instance, there are three requests as shown in Figure 29, the processing target property
counter is 0x03.

0x03

T 1T T Jc
OHDl SEOJ DEOJ ESR/ OPCPDC PDC|PDC|EPC| EDT |EPC| EDT |EPC| EDT

Size of \ A X J
request Request Request Request
1 1 2 3

Size of Size of
request2  request3 IEC 1160/06

Figure 29 — Processing target property counter for three requests

7.2.13 Property data counter (PDC)

The processing data counter is used in the compound message format only. It retains the
number of bytes in the ECHONET property code (EPC) and ECHONET data (EDT), which follow
the proper data counter. If, for instance, the ECHONET data sizes for requests 1, 2, and 3 are 2
bytes, 1 byte, and 5 bytes, respectively, the values placed in the first, second, and third property
data counters are 0x03, 0x02, and 0x06, respectively, as shown in Figure 30.

0x03 0x02 0x06 2 Byte 1 Byte 5 Byte
PDC|PDC|PDC|EPC| EDT |EPC| EDT [(EPC| EDT

T 11T o
OHD| SEOJ DEOJ | ggy|OPC

Size of \ A X J
request Request Request Request
1 1 2 3

Size of Size of
request2  request3

IEC 1161/06

Figure 30 — Property data counter

8 Control protocol 2"

8.1 General

Considering the situation where it is desirable to reduce the mounting load on simple devices,
ECHONET Lite specifies the frame format for the ECHONET Lite Communication Middleware
Block to minimize message size while fulfilling the requirements of the communications layer
structure.

8.2 Frame format
8.2.1 General

Figure 31 shows the format of ECHONET Lite frames processed by the ECHONET Lite
Communication Middleware. Detailed specifications for each message component are provided
in 8.2.2 to 8.2.8.

In this International Standard, messages exchanged between ECHONET Lite Communication
Processing Blocks are called ECHONET Lite frames. ECHONET Lite frames are roughly divided
into two types depending on the specified ELHD (see 8.2.2): message format specified by
ECHONET Lite and message format unique to user. The ECHONET Lite frame length depends
on the lower-layer communication media.
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Format 2 Arbitrary format
(arbitrary message format)
Format 1 | SEOJ | DEOJ | ELSV | OPC [EPC 1 EL'?DC EDT 1 -—- EPC n g=ee EDT n
(specified message format) it

SEOJ : Source ECHONET object (3B)
DEOJ : Destination ECHONET object (3B)
ELSV : ECHONET Lite Service (1B)
OPC  : Number of processing properties (1B)
EPC : ECHONET Property (1B)
ELPDC : ECHONET Lite Property data counter (1B)
EDT : Property value data (specified by ELPDC)

ELHD1ELHD2( TID ELDATA
ELHD1 : ECHONET Lite message header 1 (1B)
ELHD2 : ECHONET Lite message header 2 (1B)
TID : Transaction ID (2B)

ELDATA: ECHONET Lite data
IEC  2438/13

Figure 31 — ECHONET Lite frame format

8.2.2 ECHONET Lite Header (ELHD)
8.2.2.1 General

ELHD consists of ECHONET Lite Header 1 and ECHONET Lite Header 2.

8.2.2.2 ECHONET Lite Header 1 (ELHD1)

Figure 32 shows the detailed specifications of ECHONET Lite Header 1 (ELHD1).

b7 b6 b5 b4 b3 b2 b1 bO
0O|l0{(O 1 0|00 O

future reserved

Protocol type

1***: Conventional ECHONET
Specification

0001: Conventional ECHONET
Lite Specification

0000: Not available

Other: Reserved for future use

IEC  2439/13

Figure 32 — Detailed specifications of ELHD1

The combination of b7 to b4 specifies an ECHONET protocol type. b7:b6:b5:b4 = 0:0:0:1
indicates the ECHONET Lite Protocol defined in these specifications. b7:b6:b5:bb 0:0:0:0
shall not be used because it enables coexistence with the conventional ECHONET Q&uments
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8.2.2.3 ECHONET Lite Header 2 (ELHD2)

The figure below shows the detailed specifications of ECHONET Lite Header 2 (ELHD2) shown
in Figure 33.

b7 b6 b5 b4 b3 b2 b1 b0

0x81: Format 1
0x82: Format 2
Other: Reserved for future use
However, b7 = 1 (fixed)
IEC  2440/13

Figure 33 — Detailed specifications of ELHD2

ELHD2 defines the ELDATA frame format. When ELHD2 is 0x81, the ELDATA frame format is
Format 1 (specified message format) defined in these specifications. When ELHD2 is 0x82, the
ELDATA frame format is Format 2 (arbitrary message format). For coexistence with the
conventional ECHONET Protocol, b7 is fixed at 1.

8.2.3 Transaction ID (TID)
TID is a parameter to string a sent request and a received response when a request sender

receives a response in ECHONET Lite communications. A response sender shall store the same
value as that contained in the request message.

8.2.4 ECHONET Lite Data (ELDATA)

ELDATA refers to the data area of a message exchanged by the ECHONET Lite Communication
Middleware.

8.2.5 ECHONET Objects (EOJ)

Figure 34 shows the detailed specifications of ECHONET objects.

Byte 1 Byte 2 Byte 3

b7 b6 b5b4b3b2b1b0 b7 b6b5b4 b3 b2b1b0 b7 b6 b5 bd b3 b2 b1 b0
e [eeg e e b e e s Aq Ba g g pAdl 2l il gl A I Il O o O
I |1 [ 1 |

X3: Instance code

X2: Class code
X1: Class group code

IEC  2441/13

Figure 34 — Detailed specifications of EOJ code

ECHONET objects are described using the formats [X1.X2] and [X3], to be specified as shown
below. (However, “.” is used only for descriptive purposes and does not mean a specific code.)
The object class is designated by the combination of X1 and X2, while X3 shows the class
instance. A single ECHONET Lite node may contain more than one instance of the same class,
in which case X3 is used to identify each one.
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The specific items in Table 9 were specified based on JEM-1439. Detailed specifications for the
objects shown here will be developed over time, and during this phase, specifications for the
objects themselves (i.e., present/not present) will be further reviewed.

The instance code 0x00 is regarded as a special code (code for specifying all instances). When
a DEOJ having this specified code is received, it is handled as a code specifying general
broadcast to all instances of a specified class.

o X1 : Class group code
0x00-0xFF.

o X2 : Class code
0x00-0xFF.

e X3 : Instance code

0x00-0x7F. This is an identification code when more than one of the same class
as that of the attributes specified by [X1.X2] exists in the same node.

However, 0x00 is used for general broadcast to instances of the same class.

Table 9 — List of class group codes

Group Code Group Name Remarks
0x00 Sensor-related device class group
0x01 Air conditioner-related device class group
0x02 Housing/facility-related device class group
0x03 Cooking/housework-related device class group
0x04 Health-related device class group
0x05 Management/control-related device class group
0x06 AV-related device class group
0x07 to 0x0D Reserved for future use
0x0E Profile class group
Ox0F User definition class group
0x10 to OxFF Reserved for future use

8.2.6 ECHONET Lite Service (ELSV)

This subclause provides detailed specifications for the ECHONET Lite service (ELSV) code.
Detailed specifications are shown in
Figure 35.

b7 b6 b5 b4 b3 b2 b1 b0
O 1 |¥pr e e px pe

S
For details, see Tables 10 to 12.

Fixed

Note: Except when b7:b6=0:1, b0 to b5 have different meanings.
IEC  2442/13

Figure 35 — ELSV code detailed specifications

The service provided by this code is used when the compound message format is used. It
specifies a simultaneous action for two or more properties stipulated by the EPC. However, it
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does not stipulate the order of operations. The order of property operations is an implementation
issue.

The following three types of operations are provided. The response is subdivided into two types:
“accepted” response and “process not possible” request. The “accepted” response is used when
the service request in relation to all the EPC-stipulated properties is accepted. The “process not
possible” request is used when one or more specified properties do not exist or when the
specified service cannot be processed for one or more properties.

“Request”, “response” (response possible/response not possible)”, and “notification”

The “response” is a response to a “request” that requires a response. It shall be returned when
an EOJ-stipulated object exists. When the service processing request related to all the
EPC-stipulated properties is accepted, the “accepted” response shall be returned. When the
processing request related to one or more specified properties cannot be accepted, or if the
object exists but one or more properties do not exist, “process not possible” shall be returned.
When the “request” does not require any response or when the specified object does not exist,
no “response” will be returned.

There are two types of “notification”. one for transmitting own property information
autonomously and the other for sending a response to a notification request. However, these
two types have the same code.

Three specific operations are provided: write (response required/no response required), read,
read & write, and notification (notification/notification with response required). The six
operations shown below are set.

e Property value write (response required).

e Property value write (no response required).
e Property value read.

e Property value write and read.

e Property value notification.

e Property value notification (response required).

The ELSV and message configuration and their relationship to EPC and ELSV are described
here. The EPC of an ECHONET Lite message is such that the ELSV value determines whether
the target object is stipulated by the SEOJ or DEOJ. When the ELSV is a “response” or
“notification”, it is concluded that the EPC forms an SEOJ-stipulated object and that the
“response” or “notification” is addressed to a DEOJ-stipulated object. On the other hand, when
the ELSV is a “request’, it is concluded that the EPC forms a DEOJ and that the “request” is
issued from an SEOJ-stipulated object.

If there is no EOJ to be set as SEOJ or DEOJ, a node profile class shall be specified.

Table 10 shows specific ELSV code assignments based on the content described above. (The
related number is indicated in the Remarks column of the table.)

In the diagrams in (a) to (f), the EOJ values used in relation to “requests” are individually
specified codes. However, although a service request is made to two or more nonspecific object
instances using a single message when the EOJ value indicates general broadcast to all
instances of the specified class (i.e. X3 = 0x00), the processing in such a case shall assume that
a request message was sent individually to each instance. That is, when it is necessary to send
response messages, they shall be generated in such a manner that the number of instances
equals the number of response messages, and messages with content that match the individual
instances shall be sent after storing such types of content.
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Table 10 — List of service codes for request

SEOULEE EOGE ECHONET Lite service content Symbol Remarks
(ELSV)

0x60 Property value write request (no response required) | Set Broadcast possible
0x61 Property value write request (response required) SetC

0x62 Property value read request Get Broadcast possible
0x63 Property value notification request INF_REQ Broadcast possible
0x64 to 0x6D Reserved for future use

0x6E Property value write and read request SetGet Broadcast possible
Ox6F Reserved for future use

Table 11 - List of ELSV codes for response/notification

SEOULEE EOGE ECHONET Lite service content Symbol Remarks
(ELSV)

0x71 Property value write response Set_Res ELSV = 0x61
response; individual
response

0x72 Property value read response Get_Res ELSV = 0x62
response; individual
response

0x73 Property value notification INF Both individual
notification and
groadcast notification

0x74 Property value notification (response required) INFC Individual notification

0x75 to 0x79 Reserved for future use

Ox7A Property value notification response INFC_Res ELSV = 0x74
response; individual
response

0x7B to 0x7D Reserved for future use

OX7E Property value write and read response SetGet_Res ELSV = 0x6E
response; individual
response

Ox7F Reserved for future use

@ Used for autonomous property value notification and for 0x63 response.
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Table 12 - List of ELSV codes for “response not possible”

SEOULEE EOGE ECHONET Lite service content Symbol Remarks
(ELSV)
0x50 Property value write request “response not possible” | Setl_SNA ELSV = 0x60 response
not possible; individual
response
0x51 Property value write request “response not possible” | SetC_SNA ELSV = 0x61 response
not possible; individual
response
0x52 Property value read “response not possible” Get_SNA ELSV = 0x62 response
not possible; individual
response
0x53 Property value notification “response not possible” INF_SNA ELSV = 0x63 response
not possible; individual
response
0x54 to 0x5D Reserved for future use
0x5E Property value write and read “response not SetGetl_SNA | ELSV = 0x6E response
possible” not possible; individual
response
Ox5F Reserved for future use

Relationship between request and response

Relationships between request and response are described from a) to f).

a) Property value write service (no response required) [0x60, 0x50]

In the case of a “request” (0x60), this indicates a request to write the content shown in the
EDT to the property stipulated in the EPC of the DEOJ-stipulated object.

When the request is not accepted, or when the stipulated DEOJ exists but the stipulated EPC
does not exist, “response not possible” (0x50) is returned. When the specified DEOJ exists
but there are too many target properties of control request to process all, the number of
properties processed from the beginning is stored in OPC and “response not possible” (0x50)
is returned as a response. Then the destination address of the lower communication layer
shall be the source of “request” (the source address of the “request” message in the lower
communication layer).

When the relevant object itself does not exist, neither “response” nor “response not possible”
is returned. The relationship between request and response is shown in Figure 36.

ELDATA configuration for "response not possible"
(When the request is accepted, or when the stipulated DEOJ exists but the stipulated EPC does not exist)

SEO0J DEOJ |BLsv|opc |EPC |ELPDCI  EPC |ELPDC\EDT |~ \EPC |ELPDC
: : i E 1 1 m m m n n
0x50 1N — k&
Response 1 Response m Response n
+P ) bl Processing not +P ) ol
ELDATA configuration for "request” rocessing possible possible rocessing possible
SEO0J DEOJ |ELsv|opc [EPC |ELPDC EDT | _ _|EPC BLPDC| EDT | _ |EPC |ELFDC|  EDT
H H H H 1 1 1 m m m n n n

0x60 n
% Request 1 Request m Request n
+Processing possible +Processing not possible

ELDATA configuration for "response not possible"
(When the specified DEOJ exists but there are too many target pr operties of control request to process all)

SEOJ DEOJ |ELSV|Opc/EPC|FLPDC __|[EPC ELPDGEDT
1 1 m m m
J
Response 1 Response m IEC  2443/13

Figure 36 — ELDATA configuration for property value write service (no respons@emiighents
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b) Property value write service (response required) [0x61, 0x71, 0x51]

In the case of “request” (0x61), this indicates a request to write the content shown in the EDT
to the property stipulated in the EPC of the DEOJ-stipulated object.

In response to this “request”’, when the request is to be (or has already been) accepted, a
‘response” (0x71) is returned. However, this “response” is not a processing implementation
response. In the frame format for response, the value of the object stipulated by the request
is set in the SEOJ and the same value as for the request is set in the OPC. In the EPC, the
same property code for the request is set. To indicate that the request was accepted, the
ELPDC is set to 0 and no EDT is attached.

When the request is not accepted, or when the stipulated DEOJ exists but the stipulated EPC
does not exist, “response not possible” (0x51) is returned. In the same way as for a message
of “response”, the request-stipulated object value is set in the SEOQJ, the request-source
object value is set in the DEQOJ, the same value as for the request is set in the OPC, and the
same property code for the request in the EPC for a message of “response not possible”. For
the EPC that accepted the request, 0 is set in the succeeding ELPDC and no EDT is attached.
For the EPC that did not accept the request, the same value as for the request is set in the
succeeding ELPDC and the requested EDT is attached to indicate that the request could not

be accepted.

When the specified DEOJ exists, but there are too many target properties of control request
to process all, the number of properties processed from the beginning is stored in the OPC,
the same property code for the request is set in the EPC, and 0 is set in the ELPDC. Then
“response not possible” (0x51) is returned as a response. In this case, the responding side
can determine the number of property values to be returned. However, the sequence of such
properties shall be the same as in the request message.

When the relevant object itself does not exist, neither “response” nor “response not possible”
is returned. Whether a response is possible or not, the destination address of the lower
communication layer shall be the source of “request” (the source address of the “request”
message in the lower communication layer). The relationship between request and

response is shown in Figure 37.

ELDATA configuration for "response not possible"
SEOJ DEOJ r1.sv| opc EPC [ELPDC EPC [eLpDC| EDT EPC |ELPDC
1 1 "l m m m s n n
- - - : 0xH1 n \ J - J | J
Response 1 Response m Response n
Processing Processing not ? Processing
ELDATA configuration for "request" possible possible possible
SEOJ DEOJ k1.svl opc EPC JeLpDC| EDT cen EPC JeLppc] EDT e EPC |eLppC EDT
1 1 1 m m m n n n
- : * * 0x61 n -~ / \. J/ \. S
Request1 Request m Request n
Processing * Processing /Processing
ELDATA configuration for "response" possible possible possible
sE0J | DEOJ [ELsV|opC[EEC [eLene EPC fsrroc | EPC faLrpc
1 1 m | m n n
0x71 n \ J \ \ J
Response 1 Response m Response n IEC  2444/13

Figure 37 — ELDATA configuration for property value write service (response required)

c)

Property value read service [0x62, 0x72, 0x52]

In the case of “read” (0x62), this indicates a request to read EPC-stipulated properties from

the DEOJ-stipulated object.

When the request is to be (or has already been) accepted for all properties, a “response”
(0x72) is returned. In the frame format for response, the value of the object stipulated by the
request is set in the SEOJ, and the value of the request-source object is set in the DEOJ. In
the OPC, the same value as for the request is set. To indicate that the request was accepted,
the length of the read property is set in the ELPDC and the read property value in the EDT.

When the request is not accepted, or when the stipulated DEOJ exists but the stipulated EPC
does not exist, “response not possible” (0x52) is returned. In the same way as for a message
of “response”, the request-stipulated object value is set in the SEOJ, the rethoeuments
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