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Foreword

The text of document 100/1994/CDV, future edition 2 of IEC 62481-3, prepared by technical area 9,
"Audio, video and multimedia applications for end-user network", of IEC/TC 100, "Audio, video and
multimedia systems and equipment" was submitted to the IEC-CENELEC parallel vote and approved by
CENELEC as EN 62481-3:2014.

The following dates are fixed:

¢ latest date by which the document has (dop) 2014-09-21
to be implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2016-11-27
standards conflicting with the
document have to be withdrawn

This document supersedes EN 62481-3:2011.
EN 62481-3:2014 includes the following significant technical changes with respect to EN 62481-3:2011:

a) includes variable play (trick mode) support;

b) includes updates to resolve interoperability issues.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent
rights.

Endorsement notice

The text of the International Standard IEC 62481-3:2013 was approved by CENELEC as a European
Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication Year Title EN/HD Year
IEC 62481-1 2013  Digital living network alliance (DLNA) home  EN 62481-1 2012

networked device interoperability guidelines -
Part 1: Architecture and protocols

IEC 62481-2 2013  Digital living network alliance (DLNA) home  EN 62481-2 2014
networked device interoperability guidelines -
Part 2: DLNA media formats

ISO/IEC 13818-1 2000 Information technology - Generic coding of

+ corr. December 2002 moving pictures and associated audio
information - Part 1: Systems

ISO/IEC 14496-2 2004 Information Technology — Coding of audio-
visual objects - Part 2: Visual

ISO/IEC 29341-3-10 - Information technology - UPnP Device - -
Architecture - Part 3-10: Audio Video Device
Control Protocol - Audio Video Transport
Service

ISO/IEC 29341-3-11 - Information technology - UPnP Device - -
Architecture - Part 3-11: Audio Video Device
Control Protocol - Connection Manager

Service
IETF RFC 1191 1990 Path MTU Discovery - -
IETF RFC 2616 - Hypertext Transfer Protocol HTTP/1.1. - -
IETF RFC 3551 - RTP Profile for Audio and Video Conferences - -
with Minimal Control
IETF RFC 3550 - A Transport Protocol for Real-Time - -
Applications
IETF RFC 1738 1994  Uniform Resource Locators (URL) - -
DTCP Volume 1 2005 Digital transmission content protection - -
specification

DTCP Volume 1 2005 Mapping DCTP to IP - -
Supplement E
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DTCP Audio 2002
Compliance Rules
EXHIBIT B-2

IEEE 802.1Q -

IEEE 802.11 -

RTP -

DTCP 2005

WMDRM-ND
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Compliance rules for licensed products that
receive or transmit commercial audio works

IEEE Standard for Local and Metropolitan
Area Networks - Virtual Bridged Local Area
Networks

IEEE Standard for Information Technology -
Telecommunications and Information
Exchange Between Systems - Local and
Metropolitan Area Networks - Specific
Requirements - Part 11: Wireless LAN
Medium Access Control (MAC) and Physical
Layer (PHY) Specifications

RTP Payload Format for Windows Media
Audio and Video, Microsoft Corporation

DTCP Adopter Agreement, Digital
Transmission Protection License Agreement

Windows Media DRM for Network Devices,
Windows Media Technologies
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INTRODUCTION

Consumers are acquiring, viewing, and managing an increasing amount of digital media (photos,
music, and video) on devices in the Consumer Electronics (CE), mobile, and Personal Computer
(PC) domains. As such, they want to conveniently enjoy the content, regardless of the source,
across different devices and locations in the home. The digital home vision integrates the
Internet, mobile, and broadcast networks through a seamless, interoperable network, which will
provide a unique opportunity for manufacturers and consumers alike. In order to achieve this
interoperability, a common set of industry design guidelines is needed that allows vendors to
participate in a growing marketplace, leading to more innovation, simplicity, and value for
consumers. This standard serves that purpose and provides vendors with the information
needed to build interoperable networked platforms and devices for the digital home.

This standard is organized to align with the overall structure of IEC 62481-1 and IEC 62481-2.
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DIGITAL LIVING NETWORK ALLIANCE (DLNA) HOME
NETWORKED DEVICE INTEROPERABILITY GUIDELINES -

Part 3: Link protection

1 Scope

This part of IEC 62481 specifies the DLNA link protection guidelines, which are an extension of
the DLNA guidelines. DLNA link protection is defined as the protection of a content stream
between two devices on a DLNA network from illegitimate observation or interception using the
protocols defined within this part of IEC 62481.

Content protection is an important mechanism for ensuring that commercial content is protected
from piracy and illegitimate redistribution. Link Protection is a technique that enables distribution
of protected commercial content on a home network, thus resulting in greater consumer
flexibility while still preserving the rights of copyright holders and content providers.

The guidelines in this part of IEC 62481 reference existing technologies for Link Protection and
provide mechanisms for interoperability between different implementations as well as
integration with the DLNA architecture.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

IEC 62481-1:2013, Digital Living Network Alliance (DLNA) home networked device
interoperability guidelines — Part 1: Architecture and protocols

IEC 62481-2:2013, Digital Living Network Alliance (DLNA) home networked device
interoperability guidelines — Part 2: DLNA media formats

ISO/IEC 13818-1:2000, Information technology — Generic coding of moving pictures and
associated audio information: Systems

ISO/IEC 14496-2:2004, Information technology — Coding of Audio-Visual Objects — Part 2:
Visual
Amendment 1:2004, Error resilient simple scalable profile

ISO/IEC 29341-3-10, Information technology — UPnP Device Architecture — Part 3-10: Audio
Video Device Control Protocol — Audio Video Transport Service

ISO/IEC 29341-3-11, Information technology — UPnP Device Architecture — Part 3-11: Audio
Video Device Control Protocol — Connection Manager Service

IETF RFC 1191, Path MTU Discovery, J. Mogul, DECWRL, S. Deering, Stanford University,
November 1990
http://www.ietf.org/rfc/rfc1191.txt

Documents

Document Sharing Hub

Full document details: BS EN 62481-3:2014


http://www.ietf.org/rfc/rfc1191.txt
http://avadocuments2026.com/doc/bs-en-62481-3-2014
http://avadocuments2026.com/doc/bs-en-62481-3-2014

BS EN 62481-3:2014
62481-3 © IEC:2013(E) -9-

IETF RFC 1738, Uniform Resource Locators (URL), T. Berners-Lee, CERN, L. Masinter Xerox
Corposation, M. McCalhill, University of Minnesota, December 1994
http://www.ietf.org/rfc/rfc1738.txt

IETF RFC 2616, Hypertext Transfer Protocol — HTTP/1.1, R. Fielding, UC Irvine, J. Gettys,
Compaq/W3C, J. Mogul, Compaq, H. Frystyk, W3C/MIT, L. Masinter, Xerox, P. Leach,
Microsoft*, T. Berners-Lee, June 1999

http://www.ietf.org/rfc/rfc2616.txt?number=2616

IETF RFC 3550, RTP: A Transport Protocol for Real-Time Applications, H. Schulzrinne,
Columbia University, S. Casner, Packet Design, R. Frederick, Blue Coat Systems Inc., V.
Jacobson, Packet Design, July 2003

http://www.ietf.org/rfc/rfc3550.txt

IETF RFC 3551, RTP Profile for Audio and Video Conferences with Minimal Control, H.
Schulzrinne, Columbia University, S. Casner, Packet Design, July 2003
http://www.ietf.org/rfc/rfc3551.txt

DTCP Volume 1 (informational version), Digital Transmission Content Protection Specification
Volume1, Revision 1.4: February 28, 2005
http://www.dtcp.com/data/info 20050228 dtcp vol 1 1p4.pdf

DTCP Volume 1 Supplement E (informational version), DTCP Volume 1 Supplement E
Mapping DTCP to IP, Revision 1.1: February 28, 2005
http://www.dtcp.com/data/info 20050228 dtcp VISE 1p1.pdf

DTCP Audio Compliance Rules EXHIBIT B-2, Compliance Rules For Licensed Products That
Receive Or Transmit Commercial Audio Works, June 2002
http://www.dtcp.com/data/Compliance_Rules_Audio_020610.pdf

IEEE 802.1Q, [EEE standard for information technology — Telecommunications and
information exchange between systems - I|IEEE standard for local and metropolitan
areanetworks — Common specifications — Virtual Bridged Local Area Networks

IEEE 802.11, [|EEE standard for information technology — Telecommunications and information
exchange between systems — Local and metropolitan area networks-specific requirements —
Part 11: Wireless LAN Medium, Access Control (MAC) and Physical Layer(PHY) specifications

DTCP Adopter Agreement, DTCP Adopter Agreement, Digital Transmission Protection
License Agreement, DTLA Digital Transmission Licensing Administrator, May 2005
http://www.dtcp.com/

WMDRM-ND, Windows Media DRM for Network Devices, Windows Media Technologies
http://wmlicense.smdisp.net/licenserequest/default.asp

RTP Payload format for WMV and WMA, RTP Payload Format for Windows Media Audio and
Video, Microsoft Corporation
http://download.microsoft.com/download/5/5/a/55a7b886-b742-4613-8ea8-d8b8b5c27bbc/RTP
PayloadFormat_for WMAandWMV_v1.doc

3 Terms, definitions and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
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3.11
Cleartext
unencrypted content

Note 1 to entry: Within this standard, the content stream after decryption by the upstream content protection system
and before encryption by the Link Protection System.

3.1.2
Cleartext Byte Domain
specification of a byte position in the Cleartext content stream

Note 1 to entry: For a complete explanation of seek operations on link protected content, see Annex A.

3.1.3
Cleartext Byte Seek Request Header
request that a certain position in the Cleartext byte stream be returned

Note 1 to entry: This term is used to signify any of these different transport layer request headers.

Note 2 to entry: When used in a guideline, Cleartext Byte Seek Request Header implies that the guideline applies to
all uses of any of the request headers.

3.1.4
Cleartext Byte Seek Response Header
response that declares the range of bytes returned in the Cleartext byte stream

Note 1 to entry: This term is used to signify any of these different transport layer response headers.

Note 2 to entry: When used in a guideline, this implies that the guideline applies to all uses of any of the request
headers.

3.1.5
Decoder Friendly Alignment Position
position in the bitstream defined for decoder friendly alignment

Note 1 to entry: A Decoder Friendly Alignment Position is always the start of a Media Format Alignment Element.
Generally, the decoder can begin to process data without any other internal state information about the stream. The
decoder can begin processing at that point and create a valid output rendering. This value is defined for the individual
media format profiles that have Decoder Friendly Alignment Positions.

3.1.6

DLNA Link Protection

protection, using DLNA protocol elements as defined in these guidelines, of a content stream
between two devices on a DLNA network from illegitimate observation or interception

3.1.7
Link Protection Alignment Element
unit of content carried within a link protected content stream

Note 1 to entry: This typically starts with a packet header that is defined by the Link Protection System and contains
bytes of the link protected stream.

3.1.8

Link Protection

protection of a content stream between two devices on a DLNA network from illegitimate
observation or interception

3.1.9

Link Protection System

specific collection of technologies with corresponding rules that enable secure content transfer
between two endpoints
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3.1.10
Media Format Alignment Element
unit of content carried within an unprotected content stream

Note 1 to entry: This typically starts at a Decoder Friendly Alignment Position for the given media format and
contains an integral number of units of content as defined by the media format in use. This value is defined within the
media format profile specification.

3.1.11
Network Byte Domain
specification of a byte position in the content stream as it is carried on the network transport

Note 1 to entry: For content binaries that use a Link Protection System, this will include encryption and any headers
or padding necessary for the Link Protection System.

3.1.12
Time Domain
specification of a position in the content stream in time units

3.1.13
UPnP
architecture for pervasive peer-to-peer network connectivity of devices of all form factors

Note 1 to entry: UPNP is designed to bring easy-to-use, flexible, standards-based connectivity to ad-hoc or
unmanaged networks whether in the home, in a small business, public spaces, or attached to the Internet.

Note 2 to entry: UPnP is a distributed, open networking architecture that leverages TCP/IP and Web technologies to
enable seamless proximity networking in addition to control and data transfer among networked devices in the home,
office, and public spaces.

3.2 Symbols and abbreviated terms

For the purposes of this document, the following symbols and abbreviated terms apply.

3.21

AKE

Authentication and Key Exchange

step in a Link Protection System where the receiving device is authenticated and given the
correct keys for the content

3.2.2

ASF

Advanced System Format

media format encapsulation for the transmission of content

3.2.3

AV

Audio with Video

media content that contains both moving pictures and sound

3.24

AVT

Audio Video Transport

UPnP service that provides network-based control for common transport operations such as
play, stop, pause, next, previous, and seek

Note 1 to entry: The AVTransport service specification is a standard UPnP DCP.

3.2.5
CMS
ConnectionManager:1 Service
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UPnP service that provides information about the supported transport protocols and media
formats of a UPnP device

Note 1 to entry: The CMS specification is a standard UPnP DCP.

3.2.6

CSRC

Contributing SouRCe

as used for the RTP Media Transport

3.2.7

DLNA

Digital Living Network Alliance
organization that created this standard

3.2.8

DLNAQOS_UP

DLNA QoS User Priority

DLNA-defined QoS label used to correlate an underlying IEEE 802.1Q user priority and WMM
access category to a DLNA traffic type(s)

3.2.9

DTCP

Digital Transmission Content Protection
Link Protection System

3.2.10

DTCP-IP

Digital Transmission Content Protection over IP networks
DTCP as applied to IP based networks

3.2.11

GOP

Group Of Pictures

defined grouping of information in the MPEG 2 media format

3.2.12

HTTP

Hyper Text Transfer Protocol

protocol for transferring files across the Internet

Note 1 to entry: Requires an HTTP client program on one end, and an HTTP server program on the other end.

3.2.13

MIME

Multipurpose Internet Mail Extension

standard system for identifying the type of data contained in a file

Note 1 to entry: MIME is an internet protocol that allows sending binary files across the internet as attachments to
e-mail messages. This includes graphics, photos, sound, video files, and formatted text documents.

3.2.14
MPEG-2
Moving Picture Experts Group phase 2

3.2.15

NC-PS

Network Connectivity — Power Saving

power saving modes of operations as defined in IEC 62481-1

Documents

Document Sharing Hub

Full document details: BS EN 62481-3:2014


http://avadocuments2026.com/doc/bs-en-62481-3-2014
http://avadocuments2026.com/doc/bs-en-62481-3-2014

BS EN 62481-3:2014
62481-3 © IEC:2013(E) -13 -

3.2.16

PCP

Protected Content Packet

packet format for DTCP-IP link protected content as defined in DTCP Volume 1 and DTCP
Volume 1 Supplement E

3.2.17

PS

Program Stream

reference to an MPEG-2 AV stream format

3.2.18

RTP

Real Time Protocol

media transport that provides end-to-end network transport functions for transmitting real-time
data, such as AV

Note 1 to entry: RTP provides services such as payload type identification, sequence numbering, time-stamping,
and delivery monitoring.

3.2.19

RTSP

Real Time Streaming Protocol
protocol within the RTP protocol suite

3.2.20

RTT

Round Trip Time

time between sending a network packet to a remote host and the time that the response is
received

3.2.21

SDP

Session Description Protocol
protocol within the RTP protocol suite

3.2.22

SOAP

Simple Object Access Protocol

XML based messaging protocol used to exchange service requests and responses over a
network

3.2.23

TS

Transport Stream

MPEG-2 AV stream format

3.2.24

UCDAM

Uniform Client Data Availability Model

model for representing which bytes of a content binary are available on a server for seek
operations

Note 1 to entry: See 7.4 of IEC 62481-1:2013 for a full definition.

3.2.25

URI

Uniform Resource Identifier

W3C's codification of the name and address syntax of present and future objects on b%@ﬁ?ﬁents
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Note 1 to entry: Inits most basic form, a URI consists of a scheme name (such as file, http, ftp, news, mailto, gopher)
followed by a colon, followed by a path whose nature is determined by the scheme that precedes it. URI is the umbrella
term for URNs, URLs, and all other Uniform Resource Identifiers.

3.2.26

VOBU

Video OBject Unit

grouping of information in the MPEG 2 media format

3.2.27

WEP

Wired Equivalency Privacy

wireless privacy standard used in conjunction with IEEE 802.11 networks

3.2.28

WMA

Windows Media Audio

audio compression binary format

3.2.29

WMDRM-ND

Windows Media DRM for Network Devices
Link Protection System

3.2.30

WMV

Windows Media Video

AV compression binary format

3.2.31

WPA

WiFi Protected Access

system to secure a wireless IEEE 802.11 network

3.2.32

WPA2

WiFi Protected Access version 2

system to secure a wireless IEEE 802.11 network

3.3 Conventions

In IEC 62481-1 and this International Standard, a number of terms, conditions, mechanisms,
sequences, parameters, events, states, or similar terms are printed with the first letter of each
word in uppercase and the rest lowercase (e.g., Move). Any lowercase uses of these words have
the normal technical English meaning.

4 DLNA home network architecture

See IEC 62481-1:2013, Clause 4, for detailed descriptions of the DLNA home network
architecture.

5 DLNA device model

See |IEC 62481-1:2013, Clause 5, for detailed descriptions of the DLNA device model. This
standard extends the existing DLNA devices and system usages to include link protected
content used for the following:

o 2-Box Pull System Usage; Documents
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e 2-Box Push System Usage;
e 3-Box System Usage,

for transfer and rendering of content items. These are the only system usages that are currently
in scope for the use of DLNA Link Protection.

6 Guideline terminology and conventions

See IEC 62481-1:2013, Clause 6, for a full description of the DLNA document conventions.

7 Common link protection guidelines

7.1 General

See 7.1.1in IEC 62481-1:2013, for guideline and attribute table layout descriptions.

7.2 Conditions for measuring time in message exchanges

These guidelines define in certain cases time constraints for the exchange of messages
between two communicating endpoints. These time constraints have been defined as a means
to provide some operational consistency between the two communicating endpoints. However,
in best-effort networks, actual time measurements for exchanging messages show wide
variations depending on perturbations derived from network conditions, traffic, available
bandwidth, and others. Therefore, the following recommendations should be applied when
making time measurements.

e The two communicating endpoints should establish communications under Ideal Network
Conditions.

e Time measurements at a given layer assume that the underlying layers preserve the
communication channel. For example, time measurements at the HTTP layer cannot be valid
if the underlying TCP/IP channel breaks during the measurements.

e Unless specified otherwise, time measurements assume that the communicating devices are
both in active mode. This means that time measurements should not include transitions from
sleep mode to active mode.

7.3 Networking and connectivity
7.3.1 General

This subclause provides guidelines for general and device specific networking capabilities that
are independent of the Link Protection System used. For DTCP-IP specific requirements, see
8.2. For WMDRM-ND specific requirements, see 9.3.

The following guidelines are given in addition to IEC 62481-1 QoS and include the normative
DLNA QoS levels for Link Protection messages.

7.3.2 New general capability guidelines: Bluetooth
NC CP: power saving modes

[GUIDELINE] If the NC-PS bearer level power saving scheme is supported and the network link
is in Standby mode, then the MHD device should request the transition from Standby to Active
NC-PS mode before any required Link Protection communication.

[ATTRIBUTES]

s | A ‘ n/a M-DMS M-DMP ‘ n/a ‘ IEC 62481-1 ‘ 67G8Y ‘
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[COMMENT] This is to ensure that the link is in the highest bandwidth and lowest delay state
before starting a Link Protection exchange that might depend on the timing of individual
messages. For example, DTCP-IP measures the RTT between the Content Source and the
Content Receiver to determine if the endpoints are on the user's home network. If this operation
occurs while the link is in the Standby mode, the delay can be artificially high.

7.4 Device discovery and control

This subclause covers the guidelines for implementing device discovery and control using the
UPnP device architecture. There are no changes to this subclause for the support of DLNA Link
Protection. For detailed information, see IEC 62481-1:2013, 7.3. For DTCP-IP specific
guidelines, see 8.4. For WMDRM-ND specific guidelines, see 9.4.

7.5 Media management
7.5.1 General

This subclause covers the guidelines for implementing media management using the UPnP AV
architecture with DLNA Link Protection. For detailed subclause information see
IEC 62481-1:2013, 7.4. For DTCP-IP specific guidelines, see 8.5. For WMDRM-ND specific
guidelines, see 9.5.

Many of the guidelines for 7.5 as well as 7.6 have to do with the structures necessary to perform
seek operations over the link protected content. IEC 62481-1 defines two models of seek
operations: the Full Data Seek Availability model and the Limited Data Seek Availability model.
These two models continue to operate for content using DLNA Link Protection. However, for this
content, we introduce the concept of the Network Byte Domain (the protected content stream as
it flows over the network) and the Cleartext Byte Domain (representing positions within the
content before encryption by the Link Protection System). This allows the Content Receiver to
seek to byte positions in the content as if no Link Protection had been applied. For content
binaries using DLNA Link Protection, if the Content Receiver performs a byte seek operation in
the Cleartext Byte Domain, it can issue requests for the same byte positions that it would if the
content were sent without any Link Protection. The Content Receiver does not need to convert
between positions in the Cleartext and positions in the encrypted content. For a detailed
explanation of seeking and link protected content, see Annex A.

Table 1 and Table 2 summarize the structures used for each of the domains and seek models.
Table 3 contains the media management guidelines for devices using DLNA Link Protection.
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Table 1 — Summary of Domain Elements for
Full Random Access Data Availability model

Function

Time Domain

Network Byte
Domain

Cleartext Byte Domain

Domain and
model support

op-param a-val

op-param b-val

flags-param Bit 15: CleartextByteSeek-full

Seek operation

SDP indication | Range Domain Not Domain Not Available

of domain Available

support

File size res@duration res@size res@dlna:cleartextSize

HTTP request TimeSeekRange.dlna.org Range Cleartext Byte Seek Request Header
header to .

execute Seek DTCP-IP: Range.dtcp.com

operation WMDRM-ND: Cleartext-Range.dIna.org
HTTP TimeSeekRange.dlna.org Content-Range | Cleartext Byte Seek Response Header
response DTCP-IP: Content-Range.dtcp.com
header for

WMDRM-ND:
Cleartext-Content-Range.dIna.org

RTSP header Range Domain Not Domain Not Available
to execute Available
Seek operation
HTTP message | Not defined Content-Length | Content-Length HTTP message body size is
body size always specified by the Content-Length
response header
Table 2 - Summary of Domain Elements for
Limited Random Access Data Availability model
Function Time Domain Network Byte Domain Cleartext Byte Domain

Domain and

flags-param Bit 30: lop-npt

flags-param Bit 29: lop-bytes

flags-param Bit 14:

model lop-cleartextbytes

support

SDP Range Domain Not Available Domain Not Available

indication of

domain

support

HTTP TimeSeekRange.dlna.org Range Cleartext Byte Seek Request

request Header

header to .

execute Seek DTCP-IP: Range.dtcp.com

operation WMDRM-ND:
Cleartext-Range.dIna.org

HTTP TimeSeekRange.dlna.org Content-Range Cleartext Byte Seek Response

response Header

geaier for DTCP-IP:

eex Content-Range.dtcp.com

operation
WMDRM-ND:
Cleartext-Content-Range.dIna.
org

RTSP header | Range Domain Not Available Domain Not Available

to execute

Seek

operation

HTTP header to request the available range getAvailableSeekRange.dIna.org

HTTP availableSeekRange.dlna.org | availableSeekRange.dIna.org | availableSeekRange.dlna.org

response : _ : B : ~

header for (with npt-range) (with byte-range) (with cleartextbyte-range )

available

range
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Function Time Domain Network Byte Domain Cleartext Byte Domain
RTSP header | DESCRIBE Domain Not Available Domain Not Available
to request
the available
range
RTSP header | Available-Range.dIna.org Domain Not Available Domain Not Available
for specifying
the available
range
Sp is increasing flags-param Bit 27: sy-increasing
sy is increasing flags-param Bit 26: sy-increasing

7.5.2 Updates to existing general AV Media Management guidelines
7.5.2.1 Affected guidelines in IEC 62481-1

Table 3 — AV Media Management guideline changes

Guideline updated Location in
IEC 62481-1:2013

MM flags-param (Flags Parameter) 7.4.1.3.23.2 (GUN 3WJUU)

MM lop-npt, lop-bytes, and lop-cleartextbytes (Limited Operations Flags): Common 7.4.1.3.28.1(GUN OTHY2)

MM lop-npt lop-bytes, and lop-cleartextbytes (Limited Operations Flags): HTTP 7.4.1.3.29 (GUN WJUUP)
MM lop-npt, lop-bytes, and lop-cleartextbytes (Limited Operations Flags): RTP 7.4.1.3.30( (GUN UX6UW)
MM IFO File 7.4.1.4.8.1 (GUN VDY7V)

7.4.1.4.8.2 (GUN 4VF4V)
7.4.1.4.8.4 (GUN V6GS6)
7.4.1.4.8.6 (GUN 23HQ6)
7.4.1.4.8.7 (GUN ZQRDX)

7.5.2.2 MM IFO file

7.5.2.21

[GUIDELINE] If an IFO file is provided by the UPnP AV MediaServer or Push Controller for any
content binary which corresponds to a media format profile using DLNA Link Protection then the

IFO shall not be encrypted or encapsulated by the Link Protection System used for the content
binary.

[ATTRIBUTES]

M | A ‘ DMS +PU+ M-DMS ‘ n/a ‘ n/a VHRUV

[COMMENT] IFO file needs to be made available as Cleartext.

7.5.2.2.2

[GUIDELINE] If an IFO file is provided by the UPnP AV MediaServer or Push Controller for any
content binary which corresponds to a media format profile using DLNA Link Protection the byte
data and time data in the IFO file shall refer to the byte position and time position within the
unprotected content stream.
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[ATTRIBUTES]

M | A ‘ DMS +PU+ M-DMS ‘ n/a ‘ n/a KWDR4

[COMMENT] Byte positions are given with respect to the unprotected content stream and not a
byte position within the protected content stream.

7.5.3 New general AV Media Management guidelines
7.5.3.1 MM Media Class of link protected content

[GUIDELINE] A content object that represents a link protected form of one of the DLNA media
classes shall use the media class value of the unprotected content.

[ATTRIBUTES]

M | R ‘ DMS M-DMS ‘ n/a ‘ IEC 62481-2 WTLQ8

[COMMENT] For example, use object.item.videoltem or a derived class for the upnp:class value
of link protected content that, in its unprotected form conforms to the DLNA "AV" media class.

7.5.3.2 MM DIDL-Lite byte metadata properties

[GUIDELINE] For resources that specify a content binary that uses DLNA Link Protection all
metadata with byte units shall refer to the Network Byte Domain (i.e. link protected content as it
is transmitted between the serving and rendering endpoints), unless specified by the definition
of the metadata item, to refer to the Cleartext Byte Domain.

[ATTRIBUTES]

M | A ‘ DMS M-DMS ‘ n/a ‘ IEC 62481-1 067G8

[CoMMENT] The length of the protected content stream can be longer due to encryption
additional headers for packetization and any necessary padding.

7.5.3.3 MM CP: res@dIna:cleartextSize
7.5.3.3.1

[GUIDELINE] A UPNnP AV MediaServer should additionally provide non-empty and
non-whitespace values for metadata properties as shown in Table 4 for <res> elements that
describe content binaries which use a Link Protection System.

Table 4 - Recommended metadata properties

upnp:class value Property names
object.item.audioltem res@dlna:cleartextSize
object.item.imageltem res@dlna:cleartextSize
object.item.videoltem res@dlna:cleartextSize
[ATTRIBUTES]
s |a|oms M-DMS | nva | 1EC 62481-1 | DRa7I |
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[COMMENT] This guideline helps resolve dependency issues that Rendering Endpoints have,
on knowing the size in bytes of the unprotected content stream.

7.5.3.3.2
[GUIDELINE] If flags-param bit 15 equals 1 and sp-increasing flag is false, then the Content

Source shall provide content length information in the res@dIna:cleartextSize value of the CDS
object.

[ATTRIBUTES]

M ‘ A | DMS M-DMS | n/a | IEC 62481-1 | OFRD2 N

7.5.3.3.3
[GuIDELINE] If the UPnP AV MediaServer specifies the res@dlna:cleartextSize value of the

content binary it shall be the size in bytes of the unprotected content binary before any Link
Protection headers padding or encryption have been added, see Table 5.

Table 5 — Property type and multi value

Property name Property type Multiple value

res@dlna:cleartextSize unsigned long No

The prefix for res@dlna:cleartextSize shall be "dIlna" and the namespace shall be
"urn:schemas-dlna-org:metadata-1-0/".

[ATTRIBUTES]

M | A ‘ DMS M-DMS ‘ n/a ‘ n/a VWWTL

7.5.3.4 MM CP: DIDL-Lite protocolinfo value

[GUIDELINE] A UPnP AV MediaServer may contain resources that specify encrypted content
binaries if the format profile so specifies.

[ATTRIBUTES]

O | A ‘ DMS M-DMS ‘ n/a ‘ IEC 62481-1 ‘ KJVWw4

[CoMMENT] Refer to IEC 62481-1:2013, 7.4.1.3.15.5 (GUN NKQ9V), which prohibits transport
layer encryption unless the media format profile explicitly states it is required. This guideline
clarifies that some media format profiles might use Link Protection and are hence encrypted.
The Link Protection System is specified within the media format profile of the content.

7.5.3.5 MM CP: LP-flag (Link Protection flag)
7.5.3.5.1

[GUIDELINE] If the content binary described by the protocolinfo uses DLNA Link Protection
when it is transmitted then the LP-flag shall be true.

[ATTRIBUTES]

M | A ‘ DMS +PU+ M-DMS ‘ n/a ‘ n/a ‘ P8F3M ‘
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[COMMENT] The specifics of the Link Protection System used and parameters for setting up the
connection can be found in the MIME type or other protocolinfo parameters.

7.5.3.5.2

[GUIDELINE] If the content binary described by the protocolinfo does not use DLNA Link
Protection when it is transmitted then the LP-flag shall be false.

[ATTRIBUTES]

M| A | DMs +PU+ M-DMS | nva | nra WWTLQ
7.5.3.6 MM CP: cleartextbyteseek-full
7.5.3.6.1

[GENERAL] Byte based full seek data availability with the Cleartext Byte Seek Request Header

7.5.3.6.2

[GUIDELINE] If a content binary uses a Link Protection System over the HTTP media transport
protocol the meaning of the cleartextbyteseek-full flag shall be as follows True = The content
source supports the Cleartext Byte Seek Request Header under the Full Random Access data
availability model. False = The content source does not support the Cleartext Byte Seek
Request Header under the Full Random Access data availability model. The guidelines of the
Full Random Access data availability model for link protected content are defined in 7.6.3.2.

[ATTRIBUTES]

M | A ‘ DMS +PU+ M-DMS ‘ n/a ‘ n/a TLQS89

[CoMMENT] The Cleartext Byte Seek Request Header can be different depending on the Link
Protection System used. For the general header guideline, see 7.6.4.3.3, for the DTCP-IP Link
Protection System, see 8.6.1.2 for the WMDRM-ND Link Protection System, see 9.6.1.7 for the
definition of this header. The Cleartext Byte Seek Request Header allows an endpoint to specify
a byte range in the Cleartext Byte Domain to be returned by the server.

7.5.3.7 MM CP: lop-cleartextbytes flag
7.5.3.7.1

[GENERAL] Byte based limited seek data availability with Cleartext Byte Seek Request Header.

7.5.3.7.2

[GUIDELINE] If a content binary uses a Link Protection System over the HTTP media transport
protocol the meaning of the lop-cleartextbytes flag shall be as follows True = The content source
supports the Cleartext Byte Seek Request Header under the Limited Random Access data
availability model. False = The content source does not support the Cleartext Byte Seek
Request Header under the Full Limited data availability model. The guideline of the Limited
Random Access data availability model for link protected content is defined by 7.6.3.3.

[ATTRIBUTES]

M| A | DMs +PU M-DMS | nra | nra | Rkovw |
[CoMMENT] The Cleartext Byte Seek Request Header can be different depending on the Link
Protection System used. For the general header guideline, see 7.6.4.3.3, for the D'IDB(EUlments
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Protection System, see 8.6.1.2, for the WMDRM-ND Link Protection System, see 9.6.1.7 for the
definition of this header. The Cleartext Byte Seek Request Header allows an endpoint to specify
a byte range in the Cleartext Byte Domain to be returned by the server.

7.5.4 MediaRenderer device guidelines
7.5.41 MM CP: Link Protection state error

[GUIDELINE] The AVT:TransportStatus instance state variable should be set to
ERROR_OCCURRED if the AVT:SetAVTransportURI method failed because of a device
authentication failure, or because Link Protection restrictions (e.g. RTT) were not met between
the content source and the content receiver.

[ATTRIBUTES]

n/a

S [ A| DMR n/a
29341-3-10

ISO/IEC ‘ WDRA47 ‘

[COMMENT] UPnP MediaRenderers define new allowed values for the AVT.TransportStatus
instance state variable to represent a Link Protection error condition.

7.5.4.2 MM CP: Link Protection human readable error message
7.5.4.2.1

[GUIDELINE] If the media connection to the content receiver (e.g. a UPnP AV MediaRenderer)
fails with HTTP or RTSP error 403 (Forbidden) the content receiver should respond to a
AVT:SetAVTransportURI AVT:Play AVT:Seek AVT:Previous or AVT:Next request with a UPnP
AV error code 722 with the human readable error description "Can't determine allowed uses".

[ATTRIBUTES]

n/a

S [ A| DMR n/a
29341-3-10

ISO/IEC ‘ G8YKV ‘

7.5.4.2.2
[GUIDELINE] If the UPnP AV MediaRenderer knows the specific reason of the failure it may use
a localized human-readable error message in the errorDescriptiontag of the SOAP response

indicating failure of device authentication or that Link Protection restrictions (e.g. RTT) were not
met.

[ATTRIBUTES]

O‘A‘DMR n/a

ISO/IEC JVW4|
29341-3-10

7.6 Media Transport
7.6.1 General

This subclause covers the guidelines for the Media Transport layer. For detailed information see
IEC 62481-1:2013, 7.5. For DTCP-IP specific guidelines, see 8.6. For WMDRM-ND specific
guidelines, see 9.6.

The following subclauses contain guidelines for the use of Media Transports in DLNA devices.
The guidelines are organized into a table that covers those common among all Media Transports
and then subclauses/tables that cover guidelines for specific Media Transport protocols such as
HTTP and others. For detailed information, see IEC 62481-1:2013, 7.5.4.
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