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Foreword
The text of document 3/849/CDV, future edition 1 of |JEC 62491|, prepared by IEC TC 3, Information
structures, documentation and graphical symbols, was submitted to the IEC-CENELEC parallel vote and
was approved by CENELEC as EN 62491 on 2008-07-01.

The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2009-04-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-07-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 62491:2008 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following note has to be added for the standard indicated:

EC 60444 NOTE Harmonized as EN 60446:2007 (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication Year Title EN/HD Year
EC 60445 (mod)  -" Basic and safety principles for man-machine [EN 60445 2007%
interface, marking and identification -
Identification of equipment terminals and
conductor terminations
EC 6075 - Code for designation of colours HD 457 S1 1985%
EC 61082-1 2006  Preparation of documents used in N 61082-1 2006
electrotechnology -
Part 1: Rules
EC 61175 - Industrial systems, installations and N 61175 20057

equipment and industrial products -
Designation of signals

EC 61666 - Industrial systems, installations and N 61666 1997%
equipment and industrial products -
Identification of terminals within a system

EC 81346-1 200X” Industrial systems, installations and
equipment and industrial products -
Structuring principles and reference
designations -
Part 1: Basic rules

SOI/IEC 646 - Information technology - ISO 7-bit coded - -

character set for information interchange

R Undated reference.
2 Valid edition at date of issue.
% To be published.
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INTRODUCTION

Additional labelling of cables and cores might be required within larger systems or
installations with many cores of the same colour or with many cables, and where therefore the
use of the designations provided by the cable manufacturer only would be ambiguous.

Due consideration should be given to the fact that additional labelling will cause additional
cost, usually increasing with the number of characters in the labelling string and the number
of different labelling elements. The available space may also impose restrictions with regard
to the number of characters, their height and the length of the labelling. As a general rule the
use of additional labelling should therefore be limited to a necessary minimum and be kept as
short as practicable.

However, also the advantages and benefits should be taken into considerations in choosing
additional labelling of cables and cores.

It is important to notice that a single machine or a system has different needs of information in
the different phases of its lifecycles (assembling, production, service and maintenance).

Additional labelling of cables and cores gives the following advantages:
e the possibilities to communicate and identify signals and connections across different
involved engineering disciplines and departments like:
— process engineering,
— software engineering,
— electrical engineering,
— mechanical/fluid engineering,
— control engineering;

e minimizing the time used to locate an eventual error (and the reason for it) in the test
phase;

e saving time when locating an eventual error (and the reason for it) in the service and
maintenance phase;

e remove the doubt of which core should be connected to which terminal, when replacing
components that are placed close to each other;

e if used in pre-planning, it gives a clear view for panel-builders, electricians/technicians;
service/maintenance and system controllers which will minimize misunderstandings
regarding connections.

Besides being used in connections between terminal blocks, labelling can also be used when
single core cables connect components inside units as: cubicle, pulpit, case, etc.; such
methods make possible:

e arapid and secure cabling between the terminals of two objects;
e arapid visual check of cabling, not necessarily looking up in the circuit diagrams;

e a correct and secure change of an object during the maintenance operations of plants.
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INDUSTRIAL SYSTEMS, INSTALLATIONS
AND EQUIPMENT AND INDUSTRIAL PRODUCTS -
LABELLING OF CABLES AND CORES

1 Scope

This standard provides rules and guidelines for the labelling of cables and cores/conductors
used in industrial installations, equipment and products, in order to maintain a clear relation
between the technical documentation and the actual equipment and for other purposes. The
following methods are described and designated:

e use of coloured cables and designated cores;

e additional identification labelling;

e additional connection labelling; and

e additional signal labelling.
The physical design of the labels, the material to be used for the labels as well as cable

manufacturers’ product bound marking of cables and cores are not part of this standard.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

EC 604485, Basic and safety principles for man-machine interface, marking and identification
— Identification of equipment terminals and conductor terminations

EC 60757, Code for designation of colours

IEC 61082-1:2008, Preparation of documents used in electrotechnology — Part 1: Rules

EC 61178, Industrial systems, installations and equipment and industrial products -
Designation of signals

EC 81346-1, Industrial systems, installations and equipment and industrial products -
Structuring principles and reference designations — Part 1: Basic rules (to be published)

EC 61668, Industrial systems, installations and equipment and industrial products —
Identification of terminals within a system

SO/IEC 648, Information technology — ISO 7-bit coded character set for information
interchange
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
conductor (of a cable)
part of a cable which has the specific function of carrying current

[IEV 461-01-01]

3.2

cable

assembly of one or more conductors and/or optical fibres, with a protective covering and
possibly filling, insulating and protective material

[IEV 151-12-38]

3.3
core
assembly comprising a conductor with its own insulation (and screens if any)

[IEV 461-04-04]

3.4

terminal

conductive part of a device, electric circuit or electric network, provided for connecting that
device, electric circuit or electric network to one or more external conductors

[IEV 151-12-12, modified]

3.5

terminal block

assembly of terminals in a housing or body of insulating material to facilitate interconnection
between multiple conductors

[IEV 581-06-36]

3.6

terminal designation

identifier of a terminal with respect to the object to which it belongs, related to one aspect of
the object.

[IEC 61666, 3.8]

3.7
signal designation
unambiguous identifier of a signal within a system

[IEC 61179, 3.2]

3.8

reference designation

identifier of a specific object with respect to the system of which the object is a constituent,
based on one or more aspects of that system

3.9
labelling (of a cable or core)
label or labels attached to a cable or core indicating appropriate characteristics Documents

Document Sharing Hub

Full document details: BS EN 62491:2008


http://dx.doi.org/10.3403/01063564U
http://dx.doi.org/10.3403/00317266U
http://www.avadocuments.com/doc/bs-en-62491-2008
http://www.avadocuments.com/doc/bs-en-62491-2008

BS EN 62491:2008

62491 © IEC:2008 -9-

3.10

identification labelling

labelling showing the identifier of an object as a constituent of a specific installation, system,
equipment or product

3.1

connection labelling

labelling of a cable or core showing the identifier of the terminal, terminal block or equipment
to which it is connected

3.12

local-end connection labelling

system of labelling of cables and cores where the labelling of the end of the cable or core
refers to the terminal, terminal block or equipment to which it is connected

3.13

remote-end connection labelling

system of labelling of cables and cores where the labelling of the end of the cable or core
refers to the terminal, terminal block or equipment to which the other end of it is connected

3.14

both-end connection labelling

system of labelling of cables and cores where each end of a cable or core is provided with
local-end connection labelling and remote-end connection labelling

3.15

signal labelling

system of labelling of cables and cores used as a supplement to other labelling generally
based on the signal(s) carried by the cable or core

3.16

composite labelling

system of labelling where two or more of the identification labelling, connection labelling and
signal labelling systems are used together

4 Rules

4.1 General requirements

Cables and cores shall be recognizable at each end; it shall be possible to relate cables and
cores to the technical documentation.

This may be carried out by:

e the designation and marking provided by the manufacturer of the cable, see 4.2, or

e an additional labelling, see 4.3.

Additional labelling might be required within larger systems or installations with many cores of
the same colour or with many cables, and where therefore the use only of the designations
provided by the cable or core manufacturer would be ambiguous.

The additional labelling shall be based on one or more of the following:

e the identifier of the cable or core, see Clause 5;
e the connection of the cable or core, see Clause 6, or

e the signal carried by the cable or core, see Clause 7.
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