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Foreword

The text of document 65E/379CDV, future edition 1 of , prepared by SC 65E "Devices
and integration in enterprise systems", of IEC/TC 65 "Industrial-process measurement, control and
automation” was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN 62541-13:2015.

The following dates are fixed:
¢ latest date by which the document has to be implemented at (dop) 2016-01-29
national level by publication of an identical national

standard or by endorsement

e latest date by which the national standards conflicting with (dow) 2018-04-29
the document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

This document has been prepared under a mandate given to CENELEC by the European Commission
and the European Free Trade Association, and supports essential requirements of EU Directive(s).

Endorsement notice

The text of the International Standard IEC 62541-13:2015 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

EC 62541- NOTE Harmonized as EN 62541-7.
EC 62541-9 NOTE Harmonized as EN 62541-9.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod),
the relevant EN/HD applies.

NOTE 2  Up-to-date information on the latest versions of the European Standards listed in this annex is
available here: www.cenelec.eu.

Publication Year Title EN/HD Year

IEC/TR 62541-1 - OPC unified architecture - CLC/TR 62541-1 -
Part 1: Overview and concepts

EC 62541-3 - OPC unified architecture - N 62541-3 -
Part 3: Address Space Model

EC 62541-4 - OPC Unified Architecture - N 62541-4 -
Part 4: Services

EC 62541-5 - OPC unified architecture - N 62541-5 -
Part 5: Information Model

IEC 62541-8 - OPC Unified Architecture - N 62541-8 -
Part 8: Data Access

EC 62541-11 - OPC unified architecture - N 62541-11 -

Part 11: Historical Access
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

OPC UNIFIED ARCHITECTURE -
Part 13: Aggregates

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard JEC 62541-13 has been prepared by subcommittee 65E: Devices and
integration in enterprise systems, of IEC technical committee 65: Industrial-process
measurement, control and automation.

The text of this standard is based on the following documents:

CDV Report on voting
65E/379/CDV 65E/411/RVC

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

Documents

Document Sharing Hub

Full document details: BS EN 62541-13:2015


http://dx.doi.org/10.3403/30283065U
http://www.avadocuments.com/doc/bs-en-62541-13-2015
http://www.avadocuments.com/doc/bs-en-62541-13-2015

BS EN 62541-13:2015
-8- IEC 62541-13:2015 © IEC 2015

A list of all parts of the IEC 62541 series, published under the general title OPC Unified
Architecture, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

e withdrawn,

* replaced by a revised edition, or
* amended.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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OPC UNIFIED ARCHITECTURE -

Part 13: Aggregates

1 Scope

This part of IEC 62541 is part of the overall OPC Unified Architecture specification series and
defines the information model associated with Aggregates.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC TR 62541-1, OPC Unified Architecture — Part 1: Overview and Concepts
, OPC Unified Architecture — Part 3: Address Space Model
, OPC Unified Architecture — Part 4: Services

, OPC Unified Architecture — Part 5: Information Model

IEC 62541-8, OPC Unified Architecture — Part 8: Data Access

EC 62541-11, OPC Unified Architecture — Part 11: Historical Access

3 Terms, definitions, and abbreviations

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC TR 62541-1,
IEC 62541-3, |[EC 62541-4, and |[EC 62541-11 as well as the following apply.

3.11
Processinglnterval
timespan for which derived values are produced based on a specified Aggregate

Note 1 to entry: The total time domain specified for ReadProcessed is divided by the Processinginterval. For
example, performing a 10-minute Average over the time range 12:00 to 12:30 would result in a set of three
intervals of Processinginterval length, with each interval having a start time of 12:00, 12:10 and 12:20 respectively.
The rules used to determine the interval Bounds are discussed in 5.4.2.2.

3.1.2
interpolated
data that is calculated from data samples

Note 1 to entry: Data samples may be historical data or buffered real time data. An interpolated value is
calculated from the data points on either side of the requested timestamp.

3.1.3

EffectiveEndTime
time immediately before endTime Documents
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Note 1 to entry: All Aggregate calculations include the startTime but exclude the endTime. However, it is
sometimes necessary to return an Interpolated End Bound as the value for an Interval with a timestamp that is in
the interval. Servers are expected to use the time immediately before endTime where the time resolution of the
Server determines the exact value (do not confuse this with hardware or operating system time resolution). For
example, if the endTime is 12:01:00, the time resolution is 1 s, then the EffectiveEndTime is 12:00:59. See 0.

If time is flowing backwards, Servers are expected to use the time immediately after endTime where the time
resolution of the Server determines the exact value.

3.1.4
extrapolated
data constructed from a discrete data set but is outside of the discrete data set

Note 1 to entry: It is similar to the process of interpolation, which constructs new points between known points,
but its result is subject to greater uncertainty. Extrapolated data is used in cases where the requested time period
falls farther into the future than the data available in the underlying system. See example in Table 1.

3.1.5
SlopedInterpolation
simple linear interpolation

Note 1 to entry: Compare to curve fitting using linear polynomials. See example in Table 1.

3.1.6
Steppedinterpolation
holding the last data point constant or interpolating the value based on a horizontal line fit

Note 1 to entry: Consider the following Table 1 of raw and Interpolated/Extrapolated values:

Table 1 - Interpolation examples

Timestamp Raw Value Sloped Interpolation Stepped Interpolation
12:00:00 10

12:00:05 15 10

12:00:08 18 10

12:00:10 20

12:00:15 25 20

12:00:20 30

SlopedExtrapolation SteppedExtrapolation

12:00:25 35 30

12:00:27 37 30
3.1.7

bounding values
values at the startTime and endTime needed for Aggregates to compute the result

Note 1 to entry: If Raw data does not exist at the startTime and endTime a value shall be estimated. There are
two ways to determine Bounding Values for an interval. One way (called Interpolated Bounding Values) uses the
first non-Bad data points found before and after the timestamp to estimate the bound. The other (called Simple
Bounding Values) uses the data points immediately before and after the boundary timestamps to estimate the
bound even if these points are Bad. Subclauses 3.1.8 and 3.1.9 describe the two different approaches in more
detail.

In all cases the TreatUncertainAsBad (see 4.2.1.2) flag is used to determine whether Uncertain values are Bad or
non-Bad.

If a Raw value was not found and a non-Bad bounding value exists the Aggregate Bits (see 5.3.3) are set to
‘Interpolated’.

When calculating bounding values, the value portion of Raw data that has Bad status is set to null. This means the
value portion is not used in any calculation and a null is returned if the raw value is returned. The status portion is
determined by the rules specified by the bound or Aggregate.

The Interpolated Bounding Values approach (see 3.1.8) is the same as what is used in Classic OPC Historical Data
Access (HDA) and is important for applications such as advanced process control where having useful values at all

times is important. The Simple Bounding Values approach (see 3.1.9) is new in this standard and ispsnRo
applications which shall produce regulatory reports and cannot use estimated values in place of 2ad Ijb&ﬂments
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3.1.8
interpolated bounding values
bounding values determined by a calculation using the nearest Good value

Note 1 to entry: Interpolated Bounding Values using Slopedinterpolation are calculated as follows:
. if a non-Bad Raw value exists at the timestamp then it is the bounding value;
. find the first non-Bad Raw value before the timestamp;
. find the first non-Bad Raw value after the timestamp;
. draw a line between before value and after value;

. use point where the line crosses the timestamp as an estimate of the bounding value.

The calculation can be expressed with the following formula:

Vbound = (Tbound - Tbefore)x( Vafter - Vbefore)/( Tafter - Tbefore) + Vbefore

where 7, is a value at ‘x’ and T, is the timestamp associated with 7.

If no non-Bad values exist before the timestamp the StatusCode is Bad_NoData. The StatusCode is
Uncertain_DataSubNormal if any Bad values exist between the before value and after value. If either the before
value or the after value are Uncertain the StatusCode is Uncertain_DataSubNormal. If the after value does not
exist the before value shall be extrapolated using SlopedExtrapolation or SteppedExtrapolation.

The period of time that is searched to discover the Good values before and after the timestamp is Server
dependent, but if a Good value is not found within some reasonable time range then the Server will assume it does
not exist. The Server as a minimum should search a time range which is at least the size of the Processinglinterval.
Interpolated Bounding Values using SlopedExtrapolation are calculated as follows:

. find the first non-Bad Raw value before timestamp;

. find the second non-Bad Raw value before timestamp;

. draw a line between these two values;

. extend the line to where it crosses the timestamp;

. use the point where the line crosses the timestamp as an estimate of the bounding value.
The formula is the same as the one used for SlopedIinterpolation.

The StatusCode is always Uncertain_DataSubNormal. If only one non-Bad raw value can be found before the
timestamp then SteppedExtrapolation is used to estimate the bounding value.

Interpolated Bounding Values using Steppedinterpolation are calculated as follows:

. if a non-Bad Raw value exists at the timestamp then it is the bounding value;

. find the first non-Bad Raw value before timestamp;

. use the value as an estimate of the bounding value.
The StatusCode is Uncertain_DataSubNormal if any Bad values exist between the before value and the timestamp.
If no non-Bad Raw data exists before the timestamp then the StatusCode is Bad_NoData. If the value before the
timestamp is Uncertain the StatusCode is Uncertain_DataSubNormal. The value after the timestamp is not needed

when using Steppedinterpolation; however, if the timestamp is after the end of the data then the bounding value is
treated as extrapolated and the StatusCode is Uncertain_DataSubNormal.

SteppedExtrapolation is a term that describes Steppedinterpolation when a timestamp is after the last value in the
history collection.

3.1.9
simple bounding values
bounding values determined by a calculation using the nearest value

Note 1 to entry: Simple Bounding Values using Slopedinterpolation are calculated as follows:
. if any Raw value exists at the timestamp then it is the bounding value;
. find the first Raw value before timestamp;
. find the first Raw value after timestamp;
. if the value after the timestamp is Bad then the before value is the bounding value;

. draw a line between before value and after value;

Documents

Document Sharing Hub

Full document details: BS EN 62541-13:2015


http://www.avadocuments.com/doc/bs-en-62541-13-2015
http://www.avadocuments.com/doc/bs-en-62541-13-2015

BS EN 62541-13:2015
-12 - IEC 62541-13:2015 © IEC 2015

. use point where the line crosses the timestamp as an estimate of the bounding value.
The formula is the same as the one used for Slopedinterpolation in 3.1.5.

If a Raw value at the timestamp is Bad the StatusCode is Bad_NoData. If the value before the timestamp is Bad
the StatusCode is Bad_NoData. If the value before the timestamp is Uncertain the StatusCode is
Uncertain_DataSubNormal. If the value after the timestamp is Bad or Uncertain the StatusCode is
Uncertain_DataSubNormal.

Simple Bounding Values using SteppedIinterpolation are calculated as follows:
. if any Raw value exists at the timestamp then it is the bounding value;
. find the first Raw value before timestamp;

. if the value before timestamp is non-Bad then it is the bounding value.

If a Raw value at the timestamp is Bad the StatusCode is Bad_NoData. If the value before the timestamp is Bad
the StatusCode is Bad_NoData. If the value before the timestamp is Uncertain the StatusCode is
Uncertain_DataSubNormal.

If either bounding time of an interval is beyond the last data point then extrapolation may be used if the Server
feels it is appropriate for the data.

In some Historians, the last Raw value does not necessarily indicate the end of the data. Based on the Historian's
knowledge of the data collection mechanism, i.e. frequency of data updates and latency, the Historian may extend
the last value to a time known by the Historian to be covered. When calculating Simple Bounding Values the
Historian will act as if there is another Raw value at this timestamp.

In the same way, if the earliest time of an interval starts before the first data point in history and the latest time is
after the first data point in history, then the interval will be treated as if the interval extends from the first data point
in history to the latest time of the interval and the StatusCode of the interval will have the Partial bit set (see
5.3.3.2).

The period of time that is searched to discover the values before and after the timestamp is Server dependent, but

if a value is not found within some reasonable time range then the Server will assume it does not exist. The Server
as a minimum should search a time range which is at least the size of the ProcessinglInterval.

3.2 Abbreviations

DA Data Access

HA Historical Access (access to historical data or events)
HDA Historical Data Access

UA Unified Architecture

4 Aggregate Information Model

4.1 General

This standard defines the representation of Aggregate historical or buffered real time data in
the OPC Unified Architecture. This includes the definition of Aggregates used in processed
data retrieval and in historical retrieval. This definition includes both standard Reference
types and Object types.

4.2 Aggregate Objects
4.2.1 General
4211 Overview

OPC UA Servers can support several different functionalities and capabilities. The following
standard Objects are used to expose these capabilities in a common fashion, and there are
several standard defined concepts that can be extended by vendors.

4.2.1.2 AggregateConfigurationType

The AggregateConfigurationType defines the general characteristics of a Node that defines
the Aggregate configuration of any Variable or Property. AggregateConfiguration Object
represents the browse entry point for information on how the Server treats Aggregate specific
functionality such as handling Uncertain data. It is formally defined in Table 2. Documents

Document Sharing Hub

Full document details: BS EN 62541-13:2015


http://www.avadocuments.com/doc/bs-en-62541-13-2015
http://www.avadocuments.com/doc/bs-en-62541-13-2015

BS EN 62541-13:2015
IEC 62541-13:2015 © IEC 2015 -13 -

Table 2 — AggregateConfigurationType Definition

Attribute Value

BrowseName | AggregateConfigurationType

IsAbstract False

References NodeClass | BrowseName | DataType | TypeDefinition | ModellingRule
Subtype of the BaseObjectType defined in |JEC 62541-§

HasProperty Variable TreatUncertainAsBad Boolean PropertyType Mandatory
HasProperty Variable PercentDataBad Byte PropertyType Mandatory
HasProperty Variable PercentDataGood Byte PropertyType Mandatory
HasProperty Variable UseSlopedExtrapolation Boolean PropertyType Mandatory

The TreatUncertainAsBad Variable indicates how the Server treats data returned with a
StatusCode severity Uncertain with respect to Aggregate calculations. A value of True
indicates the Server considers the severity equivalent to Bad, a value of False indicates the
Server considers the severity equivalent to Good, unless the Aggregate definition says
otherwise. The default value is True. Note that the value is still treated as Uncertain when the
StatusCode for the result is calculated.

The PercentDataBad Variable indicates the minimum percentage of Bad data in a given
interval required for the StatusCode for the given interval for processed data request to be set
to Bad. (Uncertain is treated as defined above.) Refer to 5.4.3 for details on using this
Variable when assigning StatusCodes. For details on which Aggregates use the
PercentDataBad Variable, see the definition of each Aggregate. The default value is 100.

The PercentDataGood Variable indicates the minimum percentage of Good data in a given
interval required for the StatusCode for the given interval for the processed data requests to
be set to Good. Refer to 5.4.3 for details on using this Variable when assigning StatusCodes.
For details on which Aggregates use the PercentDataGood Variable, see the definition of
each Aggregate. The default value is 100.

The PercentDataGood and PercentDataBad shall follow the following relationship
PercentDataGood = (100 - PercentDataBad). If they are equal the result of the
PercentDataGood calculation is used. If the values entered for PercentDataGood and
PercentDataBad do not result in a valid calculation (e.g. Bad = 80; Good = 0) the result will
have a StatusCode of Bad_Aggregatelnvalidinputs.

The UseSlopedExtrapolation Variable indicates how the Server interpolates data when no
boundary value exists (i.e. extrapolating into the future from the last known value). A value of
False indicates that the Server will use a SteppedExtrapolation format, and hold the last
known value constant. A value of True indicates the Server will project the value using
UseSlopedExtrapolation mode. The default value is False. For SimpleBounds this value is
ignored.

4.2.2 AggregateFunction Object
4.2.2.1 General

This Object is used as the browse entry point for information about the Aggregates supported
by a Server. The content of this Object is already defined by its type definition. All Instances
of the FolderType use the standard BrowseName of ‘AggregateFunctions’. The
HasComponent Reference is used to relate a ServerCapabilities Object and/or any
HistoricalServerCapabilities Object to an AggregateFunction Object. AggregateFunctions is
formally defined in Table 3.
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Table 3 — Aggregate Functions Definition

Attribute Value

BrowseName AggregateFunctions

References Node BrowseName DataType TypeDefinition ModellingRule
Class

HasTypeDefinition | Object FolderType Defined in [EC 62541-4
Type

Each ServerCapabilities and HistoricalServerCapabilities Object shall reference an
AggregateFunction Object. In addition, each HistoricalConfiguration Object belonging to a

HistoricalDataNode may reference an AggregateFunction Object using the HasComponent
Reference.

4.2.2.2 AggregateFunctionType

This ObjectType defines an Aggregate supported by a UA Server. This Object is formally
defined in Table 4.

Table 4 — AggregateFunctionType Definition

Attribute Value

BrowseName AggregateFunctionType

IsAbstract False

References Node BrowseName DataType Type Mod.
Class Definition Rule

Subtype of the BaseObjectType defined in |EC 62541-4

For the AggregateFunctionType, the Description Attribute (inherited from the Base

NodeClass), is mandatory. The Description Attribute provides a localized description of the
Aggregate.

Table 5 specifies the BrowseName and Description Attributes for the standard Aggregate
Objects. The description is the localized “en” text. For other locales it shall be translated.
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Table 5 — Standard AggregateType Nodes

BrowseName

Description

Interpolation Aggregate

Interpolative

At the beginning of each interval, retrieve the calculated value from the data points on either
side of the requested timestamp.

Average

Retrieve the average value of the data over the interval.

TimeAverage

Retrieve the time weighted average data over the interval using Interpolated Bounding Values.

TimeAverage2

Retrieve the time weighted average data over the interval using Simple Bounding Values.

Total Retrieve the total (time integral) of the data over the interval using Interpolated Bounding
Values.

Total2 Retrieve the total (time integral) of the data over the interval using Simple Bounding Values.

Minimum Retrieve the minimum raw value in the interval with the timestamp of the start of the interval.

Maximum Retrieve the maximum raw value in the interval with the timestamp of the start of the interval.

MinimumActualTime

Retrieve the minimum value in the interval and the timestamp of the minimum value.

MaximumActualTime

Retrieve the maximum value in the interval and the timestamp of the maximum value.

Range Retrieve the difference between the minimum and maximum value over the interval.
Minimum?2 Retrieve the minimum value in the interval including the Simple Bounding Values.
Maximum2 Retrieve the maximum value in the interval including the Simple Bounding Values.

MinimumActualTime2

Retrieve the minimum value with the actual timestamp including the Simple Bounding Values.

MaximumActualTime2

Retrieve the maximum value with the actual timestamp including the Simple Bounding Values.

Range2

Retrieve the difference between the Minimum2 and Maximum2 value over the interval.

Count

Retrieve the number of raw values over the interval.

DurationIinStateZero

Retrieve the time a Boolean or numeric was in a zero state using Simple Bounding Values.

DurationInStateNonZero

Retrieve the time a Boolean or numeric was in a non-zero state using Simple Bounding
Values.

NumberOfTransitions Retrieve the number of changes between zero and non-zero that a Boolean or numeric value
experienced in the interval.

Start Retrieve the value at the beginning of the interval using Interpolated Bounding Values.

End Retrieve the value at the end of the interval using Interpolated Bounding Values.

Delta Retrieve the difference between the Start and End value in the interval.

StartBound Retrieve the value at the beginning of the interval using Simple Bounding Values.

EndBound Retrieve the value at the end of the interval using Simple Bounding Values.

DeltaBounds

Retrieve the difference between the StartBound and EndBound value in the interval.

DurationGood Retrieve the total duration of time in the interval during which the data is Good.
DurationBad Retrieve the total duration of time in the interval during which the data is Bad.
PercentGood Retrieve the percentage of data (0 to 100) in the interval which has Good StatusCode.
PercentBad Retrieve the percentage of data (0 to 100) in the interval which has Bad StatusCode.

WorstQuality

Retrieve the worst StatusCode of data in the interval.

WorstQuality2

Retrieve the worst StatusCode of data in the interval including the Simple Bounding Values.

AnnotationCount

Retrieve the number of Annotations in the interval (applies to Historical Aggregates only).

StandardDeviationSample

Retrieve the standard deviation for the interval for a sample of the population (n-1).

VarianceSample

Retrieve the variance for the interval as calculated by the StandardDeviationSample.

StandardDeviation Population

Retrieve the standard deviation for the interval for a complete population (n) which includes
Simple Bounding Values.

VariancePopulation

Retrieve the variance for the interval as calculated by the StandardDeviationPopulation which
includes Simple Bounding Values.
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4.3 Monitoreditem AggregateFilter
4.31 Monitoreditem AggregateFilter Defaults

The default values used for Monitoredltem Aggregates are the same as those used for
historical Aggregates. They are defined in 4.2.1.2. For additional information on

Monitoredltem AggregateFilter see |[EC 62541-4.

4.3.2 Monitoredltem Aggregates and Bounding Values

When calculating Monitoredltem Aggregates that require the use of Bounding Values, the
bounds may not be known. The calculation is done in the same manner as a historical read
with the Partial Bit set. The historian may wait some amount of time (normally no more than
one processing interval) before calculating the interval to allow for any latency in data
collection and reduce the use of the Partial Bit.

A historical read done after data collection and the data from the Monitoreditem over the
same interval may not be the same.

4.4 Exposing Supported Functions and Capabilities

Figure 1 outlines a possible representation of Aggregate information in the AddressSpace. In
this example, although the Server at the highest level may support Aggregate functionality for
Interpolative, Total, Average, and others, DataVariable X only supports Interpolative, Total
and Average, while DataVariable Y supports Average, a vendor defined Aggregate and other
(unstated) Aggregates.

Documents

Document Sharing Hub

Full document details: BS EN 62541-13:2015


http://dx.doi.org/10.3403/30187458U
http://www.avadocuments.com/doc/bs-en-62541-13-2015
http://www.avadocuments.com/doc/bs-en-62541-13-2015

BS EN 62541-13:2015

IEC 62541-13:2015 © IEC 2015

— 17 —

Server Capabilities
(Part 5 — Information Model)

AggregateFunctions

HistoryServer Capabilities
(Part 11 — Historical Access)

. HasHistoricalConfiguaration
DataVariable X

HA Configuration

(Part 11 — Historical Access)

AggregateFunctions AggregateFunctions
Organizes
Interpolative AggregateConfiguration
Total 4—[ TreatUncertainAsBad
Organizes
Average ﬁﬂ{ PercentDataGood

TimeAverage

{

PercentDataBad

ﬁw—( SteppedSlopedExtrapolation
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...others...

Vendor
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Aggregate
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HA Configuration
(Part 11 — Historical Access)

“—  AggregateFunctions

i

A4

AggregateFunctionType

A4
.

AggregateConfigurationType

Figure 1 — Representation of Aggregate Configuration
information in the AddressSpace

5 Aggregate specific usage of Services

5.1 General

EC 62541-4 specifies all Services needed for OPC UA Aggregates. In particular:

IEC

e The Browse Service Set or Query Service Set to detect Aggregates and their

configuration.

e The HistoryRead Service of the Attribute Service Set to read the aggregated history of
the HistoricalNodes.

e The CreateMonitoredltems Service allows specifying a filter for each Monitoredltem to
read aggregated data.

Full document details: BS EN 62541-13:2015
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5.2 Aggregate data handling
5.2.1 Overview

The HistoryRead service defined in can perform several different functions. The
historyReadDetails parameter is an Extensible Parameter that specifies which function to
perform. The ReadProcessedDetails structure is used to read aggregated data for
HistoricalDataNodes.

The CreateMonitoredltems Service allows specifying a filter for each Monitoredltem. The
MonitoringFilter is an extensible parameter whose structure depends on the type of item being
monitored. The AggregateFilter structure is used to obtain aggregated data for a subscription.

5.2.2 ReadProcessedDetails structure overview

ReadProcessedDetails structure is formally detailed in |[EC 62541-11. Table 6 outlines the
components of the ReadProcessedDetails structure for the purposes of discussion in this

document.
Table 6 — ReadProcessedDetails
Name Description
ReadProcessedDetails Specifies the details used to perform a “processed” history read.
startTime Beginning of period to read.
endTime End of period to read.
processinglinterval Interval between returned Aggregate values.
aggregateType[] The Nodelds of the AggregateFunction Objects. AggregateFunction Objects indicate
the list of Aggregates to be used when retrieving processed history.
aggregateConfiguration Aggregate configuration structure.
useServerDefaults If True the Server's default values are used and any values specified for the other
parameters are ignored.
treatUncertainAsBad See 4.2.1.2.
percentDataBad See 4.2.1.2.
percentDataGood See 4.2.1.2.
useSlopedExtrapolation See 4.2.1.2.
5.2.3 AggregateFilter structure overview

The AggregateFilter defines the Aggregate function that should be used to calculate the
values to be returned. The AggregateFilter is formally defined in |[EC 62541-4. Table 7
outlines the components of the AggregateFilter structure for the purposes of discussion in this

standard.
Table 7 — AggregateFilter structure
Name Description
AggregateFilter
startTime Beginning of period to calculate the Aggregate the first time.
aggregateType The Nodelds of the AggregateFunction Objects that indicates the list of Aggregates to
be used when retrieving processed data.
processinglinterval The period to be used to compute the Aggregate.
aggregateConfiguration This parameter allows Clients to override the Aggregate configuration settings
supplied by an AggregateConfiguration Object on a per monitored item basis.
useServerDefaults If True the Server's default values are used and any values specified for the other
parameters are ignored.
treatUncertainAsBad See 4.2.1.2.
percentDataBad See 4.2.1.2.
percentDataGood See 4.2.1.2.
useSlopedExtrapolation See 4.2.1.2.
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5.3 Aggregates StatusCodes

5.3.1 Overview

Subclause 5.3 defines additional codes and rules that apply to the StatusCode when used for
Aggregates.

The general structure of the StatusCode is specified in |[EC 62541-4. It includes a set of
common operational result codes which also apply to Aggregates.

5.3.2 Operation level result codes

In OPC UA Aggregates the StatusCode is used to indicate the conditions under which a value
or Event was stored, and thereby can be used as an indicator of its usability. Due to the
nature of aggregated data, additional information beyond the basic quality and call result code
needs to be conveyed to the client. For example, whether or not the result was Interpolated,
were all data inputs to a calculation of Good quality, etc.

In the following, Table 8 contains codes with Bad severity indicating a failure; Table 9
contains codes with Uncertain severity indicating that the value has been retrieved under sub-
normal conditions. It is important to note, that these are the codes that are specific for

OPC UA Aggregates and that they supplement the codes that apply to all types of data; they
are therefore defined in |JEC 62541-4], IEC 62541-8 and |EC 62541-11..

Table 8 — Bad operation level result codes

Symbolic Id Description

Bad_AggregateListMismatch The requested number of Aggregates does not match the requested number of
Nodelds. When multiple Aggregates are requested, a corresponding Nodeld is
required for each AggregateFunction.

Bad_AggregateNotSupported The requested AggregateFunction is not supported by the Server for the specified
Node.

Bad_Aggregatelnvalidinputs The Aggregate value could not be derived due to invalid data inputs, errors
attempting to perform data conversions or similar situations.

Table 9 — Uncertain operation level result codes

Symbolic Id Description
Uncertain_DataSubNormal The value is derived from raw values and has less than the required number of Good
values.

5.3.3 Aggregate Information Bits
5.3.3.1 General

These bits are set only when obtaining Aggregate data. They indicate where the data value
came from and provide information that affects how the client uses the data value. Table 10
lists the bit settings which indicate the data location (i.e. is the value stored in the underlying
data repository, or is the value the result of data aggregation). These bits are mutually

exclusive.
Table 10 — Data location
StatusCode Description
Raw A Raw data value.
Calculated A data value which was calculated.
Interpolated A data value which was interpolated.
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In the case where Interpolated data is requested, and there is an actual raw value for that
timestamp, the Server should set the ‘Raw’ bit in the StatusCode of that value.

Table 11 lists the bit settings which indicate additional important information about the data
values returned.

Table 11 — Additional information

StatusCode Description

Partial A calculated value that is not based on a complete interval. See 5.3.3.2.

Extra Data If a Server chooses to set this bit, it indicates that a Raw data value supersedes other data at the same
timestamp.

Multiple Values Multiple values match the Aggregate criteria (i.e. multiple minimum values or multiple worst quality at
different timestamps within the same Processinginterval).

The conditions under which these information bits are set depend on how the data has been
requested and state of the underlying data repository.

5.3.3.2 Partial Information Bit

Partial bit is used to indicate that the interval is not a complete interval and that a client may
receive a different value for the Aggregate if it re-fetches the interval with the same
parameters.

The Partial Bit will be set in the following examples:

Assume for these examples the first stored point in the collection is 1:01:10 and the last
stored point in the collection is 1:31:20. Older data may exist but is unavailable or offline at
the time of the query. Newer data may be available but has not yet been stored in the history
collection.

e The interval that overlaps the beginning of the history collection. If the start time is
1:00:00 and end time is 1:10:00 and the interval is 2 min then the first interval would
have a partial bit set since it has no data for the first 70 s. The partial bit will always be
set for the first interval with data if the start time of the interval is before the first data
value of the data collection. For intervals prior to the interval with a partial bit, these
intervals will be flagged Bad_NoData.

e The interval that overlaps the latest point stored in the history collection. The last point
in the collection is 1:31:20 and the historian was not shut down and is still running. A
6-minute interval that started at 1:30:00 would have the partial bit set because the
historian is expecting data, but just has not yet received anything. The partial bit will
always be set for the last interval with data if the end time of the interval is after the
last data value stored in the data collection. Intervals entirely after the interval with a
partial bit will be flagged Bad_NoData. For those Aggregates with extrapolation, the
partial bit may be set. See the Aggregate specific characteristics for more details.

e |f the start/end time does not result in an even interval and there is additional data
beyond the end time then the last interval will have a partial bit. If the start time is
1:00:00 and end time is 1:20:00 and the interval is 6 min then the last interval is just 2
min long and will have the partial bit set. Extrapolation does not apply in this case.

The Partial Bit may be set with the Calculated bit when the Calculated bit is always set for the
specific Aggregate.

5.4 Aggregate details
5.4.1 General
The purpose of 5.4 is to detail the requirements and behaviour for OPC jjp‘?éﬂ%ﬁents

supporting Aggregates. The intent is to standardize the Aggregates so uisers
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predict the results of an Aggregate computation and understand its meaning. If users require
custom functionality in the Aggregates, those Aggregates should be written as custom vendor
defined Aggregates.

The standard Aggregates shall be as consistent as possible, meaning that each Aggregate’s
behaviour shall be similar to every other Aggregate’s behaviour where input parameters, Raw
data, and boundary conditions are similar. Where possible, the Aggregates should deal with
input and preconditions in a similar manner.

Subclause 5.4 is divided up into two parts. Subclause 5.4.2 deals with Aggregate
characteristics and behaviour that are common to all Aggregates. Subclause 5.4.3 deals with
the characteristics and behaviour of Aggregates that are aggregate-specific.

5.4.2 Common characteristics
5.4.21 Description

Subclause 5.4.2 deals with Aggregate characteristics and behaviour that are common to all
Aggregates.

5.4.2.2 Generating intervals
To read Historical Aggregates, OPC clients shall specify three time parameters:

— startTime (Start)
— endTime (End)
— Processinginterval (Int)

The OPC Server shall use these three parameters to generate a sequence of time intervals
and then calculate an Aggregate for each interval. Subclause 5.4.2.2 specifies, given the
three parameters, which time intervals are generated. Table 12 provides information on the
intervals for each Start and End time combination. The range is defined to be |End — Start|.

All Aggregates return a timestamp of the start of the interval unless otherwise noted for the
particular Aggregate.

Documents

Document Sharing Hub

Full document details: BS EN 62541-13:2015


http://www.avadocuments.com/doc/bs-en-62541-13-2015
http://www.avadocuments.com/doc/bs-en-62541-13-2015

BS EN 62541-13:2015
- 22 - IEC 62541-13:2015 © IEC 2015

Table 12 — History Aggregate interval information

Start/End Time | Interval Resulting intervals
Start = End Int = Anything No intervals. Returns a Bad_/InvalidArgument StatusCode, regardless of
whether there is data at the specified time or not.
Start < End Int = 0 or Int 2 Range One interval, starting at Start and ending at End. Includes Start, excludes
End, i.e., [Start, End).
Start < End Int #0, Int < Range, Int divides | Range/Int intervals. Intervals are [Start, Start + Int), [Start + Int, Start + 2 x
Range evenly. Int),..., [End — Int, End).
Start < End Int # 0, Int < Range, Int does not |[ Range/Int | intervals. Intervals are [Start, Start + Int), [Start + Int, Start + 2
divide Range evenly. x Int),..., [Start + (L Range/Int] — 1) x Int, Start +| Range/Int| x Int), [Start +

| Range/Int| x Int, End).

In other words, the last interval contains the “rest” that remains in the
range after taking away | Range/Int| intervals of size Int.

Start > End Int = 0 or Int 2 Range One interval, starting at Start and ending at End. Includes Start, excludes
End, i.e.,[Start, End). 2
Start > End Int # 0, Int < Range, Int divides | Range/Int intervals. Intervals are [Start, Start- Int), [Start— Int, Start — 2 x
Range evenly. Int),..., [End + Int, End). @
Start > End Int # 0, Int < Range, Int does not |[ Range/Int | intervals. Intervals are [Start, Start — Int), [Start —Int, Start — 2 x
divide Range evenly. Int),..., [Start — (LRange/Int| - 1) x Int, Start —| Range/Int] x Int), [Start —

LRange/int| x Int , End).

In other words, the last interval contains the “rest” that remains in the
range after taking away | Range/Int | intervals of size Int starting at Start. 2

a8 In this case time is running backwards on the intervals.

The calculation of all Aggregates when time flows backwards is the same as when time flows
forwards with the exception that the ‘early time’ is excluded from the interval and the ‘late
time’ is included. In most cases this means the value will be the same except the timestamps
are shifted by one Processinginterval. E.g. when time flows forward the value at 7= n is the
same as the value at 7 = n + 1 when time flows backward.

Note that when determining Aggregates with Monitoredltem, the interval _is simply the
Processinginterval parameter as defined in the AggregateFilter structure. See |EC 62541-4 for

more details.

54.2.3 Data types

Table 13 outlines the valid DataType for each Aggregate. Some Aggregates are intended for
numeric data types — i.e. integers or real/floating point numbers. Dates, strings, arrays, etc.
are not supported. Other Aggregates are intended for digital data types — i.e. Boolean or
enumerations. In addition some Aggregates may return results with a different DataType than
those used to calculate the Aggregate. Table 13 also outlines the data type returned for each
Aggregate.
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Table 13 — Standard History Aggregate Data Type information

BrowseName Valid Data Type Result Data Type
Interpolation Aggregate
Interpolative Numeric Raw Data Type
Data Averaging Aggregates
Average Numeric Double
TimeAverage Numeric Double
TimeAverage?2 Numeric Double
Total Numeric Double
Total2 Numeric Double
Data Variation Aggregates
Minimum Numeric Raw data type
Maximum Numeric Raw data type
MinimumActualTime Numeric Raw data type
MaximumActualTime Numeric Raw data type
Range Numeric Raw data type
Minimum?2 Numeric Raw data type
Maximum2 Numeric Raw data type
MinimumActualTime2 Numeric Raw data type
MaximumActualTime2 Numeric Raw data type
Range2 Numeric Raw data type
Counting Aggregates
AnnotationCount All Integer
Count All Integer
DurationInStateZero Numeric or Boolean Duration
DurationInStateNonZero Numeric or Boolean Duration
NumberOfTransitions Numeric or Boolean Integer
Time Aggregates
Start All Raw data type
End All Raw data type
Delta Numeric Raw data type
StartBound All Raw data type
EndBound All Raw data type
DeltaBounds Numeric Raw data type
Data Quality Aggregates
DurationGood All Duration
DurationBad All Duration
PercentGood All Double
PercentBad All Double
WorstQuality All StatusCode
WorstQuality2 All StatusCode
Statistical Aggregates
StandardDeviationSample Numeric Double
VarianceSample Numeric Double
StandardDeviationPopulation Numeric Double
VariancePopulation Numeric Double
54.2.4 Time calculation issues

The following issues may come up when calculating Aggregates that include time as part of
the calculation.

o All Aggregate calculations include the startTime but exclude the endTime. However, it is
sometimes necessary to return an Interpolated End Bound as the value for an Interval with
a timestamp that is in the Interval. Servers are expected to use the time immediately
before endTime where the time resolution of the Server determines the exact value (do not
confuse this with hardware or operating system time resolution). For example, if the
endTime is 12:01:00, the time resolution is 1 s, then the EffectiveEndTime is 12:00:59. If
the Server time resolution is 1 ms the EffectiveEndTime is 12:00:59.999.

If time is flowing backwards, Servers are expected to use the time immediately after
endTime where the time resolution of the Server determines the exact value.
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e |f there is one data point in the Interval and it falls on the StartTime the time duration used
in calculations is one unit of the time resolution of the Server.

5.4.3 Specific Aggregated data handling
54.31 General

When accessing aggregated data using the HistoryRead or the CreateMonitoredltems
Service, the following rules are used to handle specific Aggregate use cases.

If Processinginterval is 0, the Server shall create one Aggregate value for the entire time
range. This allows Aggregates over large periods of time. A value with a timestamp equal to
endTime will be excluded from that Aggregate, just as it would be excluded from an interval
with that ending time. If the Processinginterval of 0 is passed in the MonitoredltemFilter it
shall be revised to a suitable non-zero value.

The timestamp returned with the Aggregate shall be the time at the beginning of the interval,
except where the Aggregate specifies a different timestamp.

If a requested timestamp is set to anything but the source timestamp the operation shall
return the Bad_TimestampToReturninvalid StatusCode. If a requested timestamp is not
supported in any other way for a HistoricalDataNode, the operation shall return the
Bad _TimestampNotSupported StatusCode. For MonitoredIltem the Server shall not return past
data if a requested timestamp is not supported by the history collection.

5.4.3.2 StatusCode calculation
5.4.3.2.1 General

StatusCodes for an Aggregate value shall take into account the values used to calculate
them. In addition, the configuration parameters PercentDataGood and PercentDataBad allow
the client to control how this calculation is done if supported by the Server.

If an Aggregate operates on raw values (e.g. Average) the calculation is done by counting
values. If an Aggregate operates on raw values but can also return a Bounding Value then the
Bounding Values are included in the count when computing the StatusCode. If an Aggregate
does any sort of a time weighted calculation (e.g. TimeAverage or TimeAverage2) then the
StatusCode calculation shall also be time weighted.

For purposes of calculating time weighted StatusCodes each interval shall be divided into
regions of Good or Bad data. Creating these regions requires that the bounding values be
calculated for each interval and the type of bounding value depends on the Aggregate.

If TreatUncertainAsBad = False then Uncertain regions are included with the Good regions
when calculating the above ratios, if the TreatUncertainAsBad = True then the Uncertain
regions are included as Bad regions. The StatusCode of the value is still treated as Uncertain
when the StatusCode for the result is calculated. If no Bad regions are in the interval then the
StatusCode for the interval is Good. For any intervals containing regions where the
StatusCodes are Bad, the total duration of all Bad regions is calculated and divided by the
width of the interval. The resulting ratio is multiplied by 100 and compared to the
PercentDataBad parameter. The StatusCode for the interval is Bad if the ratio is greater than
or equal to the PercentDataBad parameter. For any interval which is not Bad, the total
duration of all Good regions is then calculated and divided by the width of the interval. The
resulting ratio is multiplied by 100 and compared to the PercentDataGood parameter. The
StatusCode for the interval is Good if the ratio is greater than or equal to the
PercentDataGood parameter. If for an interval neither ratio applies then that interval is
Uncertain_DataSubNormal.
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If there is no data in the interval and the interval is inside the range [StartOfData, EndOfData]
and the Aggregate return data type is raw data type then the StatusCodes for the interval will
be Bad_NoData unless the Aggregate specific characteristics determine otherwise.

The width of an interval is the Processinginterval unless it is a partial interval (i.e. has the
Partial bit set). In these cases, the width is the time used when calculating the partial interval.

Subclauses 5.4.3.2.2 and 5.4.3.2.3 include diagrams that illustrate a request and data series.
The colour of the time axis indicates the status for different regions. Red indicates Bad, green
indicates Good and orange indicates Uncertain. These examples assume
TreatUncertainAsBad = False.

5.4.3.2.2 Sloped Interpolation and Simple Bounding Values
Figure 2 illustrates a data series for Variable with Stepped = False and an Aggregate that
uses Simple Bounding Values. The request being processed has a Start Time that falls before

the first point in the series and an End Time that does not fall on an integer multiple of the
Processinglnterval.

Interpolated Bounds Simple Bounds

Initial Point Final Point

Stepped

Extrapolation
N
3 Sloped

Extrapolation
I I

Start Time Bad Point End Time

IEC

Figure 2 — Variable with Stepped = False and Simple Bounding Values

The first interval has four regions:

the period before the first data point;

the period between the first and second where Slopedinterpolation can be used;

e the period between the second and third point where Steppedinterpolation is used;

the period after the Bad point where no data exists.

A region is Uncertain if a region ends in a Bad or Uncertain value and Slopedinterpolation is
used. The end point has no effect on the region if Steppedinterpolation is used.

The second interval has three regions:

e the period before the first Good data point where no data exists;
e the period between the first and second where Slopedinterpolation can be used;

e the period between the second point and the bound calculated with
SlopediInterpolation.

The third interval has three regions:
e the period between the simple bound and the first data point; Documents
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